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ORDNANCE    AND    GUNNERY. 


PART    I. 


CHAPTER   I. 

GUNPOWDER. 

1.  General  theoiy.  Gunpowder  and  the  compositions 
of  pyTotechny  are  the  means  used,  in  modem  warfare, 
to  propel  projectiles,  explode  mines,  destroy  ships  and 
buildings,  and  fiimish  light  and  signals  for  the  opera- 
tions of  an  army  at  night.  They  are  simply  mechanical 
mixtures  of  substances  which  give  out  light,  heat,  and 
gas  in  their  combustion,  or  chemical  union  with  each 
other. 

The  two  classes  of  substaijces  generally  used  for  these 
purposes  are  the  nitrates  and  chlaratea  on  one  hand,  and 
charcoalj  sulphury  antimony^  &a,  on  the  other.  The 
former  class  contains  a  large  amount  of  oxygen,  which 
is  a  strong  supporter  of  combustion ;  and  the  latter  em- 
braces those  substances  which  have  a  powerful  affinity 
for  it. 

Explosion  is  a  phenomenon  arising  from  the  sadden 
enlargement  of  the  volume  of  a  body,  as  in  the  case  of 
combustion,  when  a  solid  body  is  rapidly  converted 
into  one  of  vapor  or  gas.     If  this  change  of  state  be 
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accompanied  by  the  development  of  a  large  amount  of 
heat,  the  explosive  effect  vnll  be  very  much  increased* 

Gunpowder  is  an  explosive  substance,  formed  by  the 
mechanical  mixture  of  nitrate  of  potasea^  svlphur^  and 
charcoal. 

The  parts  performed  by  these  ingredients  in  the  ex- 
plosion will  be  best  understood  by  an  examination  of 
the  following  table  ; 

COMPOSITION  OF  GUNPOWDER. 

BErORK  COMBUSnOH.  APTER  OOMBUBTTOX. 

3  partB  of  carbon,  3  carbon,       ^  3  ^^^.^  ^^  ^^^ 

/  6  oxygen,  ) 
I  part  of  nitrate  of  potassa,  -j  1  nitrogen,        1  nitrogen  (gas). 

^  I  potassium,  ) 
I  I«irt  of  sulphur,  1  sulphur,      ^  sulphide  of  potassium  (soUdX 

A  gunpowder  can  be  made  of  nitrate  of  potassa  and 
charcoal  alone;  but  it  is  not  so  strong  as  when  sul- 
phur is  present ;  besides,  the  substance  of  the  grain  is 
friable,  has  considerable  affinity  for  moisture,  and  rapidly 
fouls  the  arms  in  which  it  is  used. 

Theoretically,  sulphur  does  not  contribute  directly  to 
the  explosive  force  of  gunpowder  by  furnishing  materi- 
als for  gas ;  but,  by  uniting  with  the  potassium,  it  affords 
a  large  amount  of  heat,  and  prevents  the  carbonic  acid 
from  uniting  with  the  potassa  and  forming  a  solid  com- 
pound— ^the  carbonate  of  potassa.  It  is  to  the  heat  and 
carbonic  acid  thus  formed  that  gimpowder  mainly  owes 
its  explosive  force. 

The  strength  of  gunpowder,  or  amount  of  work  which 
a  certain  quantity  is  capable  of  performing  in  a  given 
time,  depends  on  the  mass  of  the  powder  and  the  veloc- 
ity with  which  its  gaseous  particles  are  evolved. 
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This  velocity  of  evolution  of  the  gaseous  particles,  or 
"  quickness,"  depends  on  the  purity,  proportion,  and  in- 
corporation of  the  ingredients,  and  on  the  size,  form, 
and  density  of  the  grains.  .  These  will  be  discussed  in 
the  foUoAving  pages,  under  the  heads  of  McUeridls^  Fab- 
rication^  Mechanical  Effects^  and  Chemical  Properties 
of  gunpowder. 

MATERIALS. 

SALTPETRE. 

2.  ]>eM;riptioii*  Saltpetre^  niU'e^  or  nitrate  of  potaemy 
is  composed  of  53.45  of  nitric  acid,  and  46.55  of  potas- 
sa,  or  ITO+JVO^  It  crystallizes  in  colorless  six-sided 
prisms ;  has  a  cooling,  saline,  and  slightly  bitter  taste, 
and  deflagrates  Avith  more  violence  than  any  other 
nitrate  when  thrown  on  burning  charcoal.  It  is  an- 
hydrous ;  but  its  crystals  often  contain  water  mechan- 
ically confined.  It  is  not  deliquescent  in  conunon  air 
(a  very  important  quality  in  an  ingredient  of  gunpow- 
der), but  is  so  in  an  atmosphere  nearly  saturated  with 
moisture.     It  is  insoluble  in  the  oils  and  pure  alcohol. 

It  is  decomposed  when  strongly  heated,  and  oxygen 
is  evolved  at  first ;  finally  nitrogen  is  given  off,  and  per- 
oxyde  of  potassium  remains.  When  heated  with  com- 
bustible materials,  nitre  is  completely  deprived  of  its 
oxygen ;  it  is  consequently  much  used  as  an  oxydizing 
agent.     This  is  the  part  which  it  plays  in  gunpowder. 

The  eolvUlUy  of  nitre  increases  rapidly  with  the  tem- 
perature. 

100  parts  of  water  at  82'*  dissolve  13.32  of  nitre. 
"  "  "  64.4''     "      29.00 

U  44  44  113a  44  ^J^^Q 

44  44  44        212"        "    246.15        " 
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Hence,  a  hot  saturated  solution,  on  cooling,  deposits 
the  greater  portion  of  the  sajt  which  had  dissolved. 

3.  »onrc€».  Nitrate  of  potassa,  in  connection  with 
more  or  less  of  the  nitrates  of  lime  and  magnesia,  is  ob- 
tained  from  several  sources,  among  which  may  be  enu- 
merated calcareous  caves,  certain  soils  in  warm  climates, 
artificial  nitre  beds,  and  the  mortar  of  stables  or  other 
buildings  long  occupied  by  animals,  in  which  cases  it 
generally  occurs  as  an  efflorescence.  It  is  also  found  in 
the  tobacco,  sunflower,  beet-root,  cornstalk,  and  other 
plants. 

The  caves  occurring  in  certain  porous  limestones  are 
often  found  to  contain  large  quantities  of  the  nitrates  of 
lime,  potassa,  and  magnesia,  deposited  in  the  loose  ma- 
terials at  the  bottom,  efflorescing  from  the  sides,  or  even 
contained  in  the  pores  of  the  rock  itself  Many  of  the 
limestone  caves  in  Kentucky,  Virginia,  Tennessee,  &c., 
abound  in  nitrates.  In  Madison  county,  Kentucky, 
there  is  a  cave  1 ,936  feet  long  by  40  wide,  which  con- 
tains the  nitrates  of  potassa  and  lime^  mingled  with  the 
earthy  matter  at  the  bottom.  One  bushel  of  the  earth 
yields,  T)y  double  decomposition  Avith  carbonate  of  po- 
tassa, from  three  to  ten  pounds  of  nitre. 

The  greater  part  of  the  nitre  used  in  England,  and 
this  country,  is  derived  from  the  eoil  in  various  parts  of 
the  East  Indies.  It  occurs  in  the  same  manner  in  vari- 
ous warm  countries,  as  Egypt,  Spain,  <fec.  In  the  vicin- 
ity of  Monclova,  Mexico,  it  occurs  in  veins,  or  mines,  in 
a  state  of  great  purity. 

It  appears  to  be  generated  spontaneously  at  the  depth 
where  the  soil  retains  its  moisture ;  and  when  dissolved 
by  rains,  the  subsequent  evaporation,  by  capillary  at- 
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traction,  causes  it  to  rise  to  the  surface,  where  it  is  de- 
posited as  a  crust. 

To  obtain  nitre  from  this  source,  the  earth  is  removed 
to  a  certain  depth,  and  treated  with  water,  which  dis- 
solves the  soluble  salts.  The  solution  is  then  transfer- 
red to  large  reservoirs,  when  it  soon  evaporates  by  solar 
heat,  and  deposits  large  crystals  of  nitre.  This  is 
known  in  commerce  as  roughs  or  crude  saltpetre.  The 
mother  waters  are  rejected ;  but  as  they  contain  a  large 
quantity  of  the  nitrates  of  lime  and  magnesia,  they 
might  still  afford  some  nitre  if  they  were  mixed  with 
salts  of  potassa. 

In  the  north  of  Europe,  where  nitre  does  not  occur 
as  a  natural  product,  various  artificial  processes  have 
long  been  employed  to  obtain  it ;  and  similar  methods 
were  much  used  in  France  during  the  Revolution,  when 
that  country  could  not  be  supplied  from  Spain  and 
other  countries.    The  nitre-beds  were  mostly  used. 

Nitre-beds.  These  were  made  by  placing  loosely  on 
a  floor  of  wood  or  clay,  a  layer,  of  three  or  four  feet 
thick,  of  a  mixture  of  earth,  calcareous  matter — such  as 
marls,  calcareous  sands,  mortar  from  stables,  &c.,  and 
various  animal  products — such  as  blood,  urine,  stable 
manure,  &c.  Vegetable  matter  was  found  to  be  useful, 
probably  furnishing  potassa.  The  whole  was  placed 
under  a  shed,  and  occasionally  moistened  with  addi- 
tional quantities  of  blood  or  urine,  and  in  about  two 
years  it  was  fit  for  lixiviation.  In  Prussia,  the  materials 
are  placed  in  parallel  walls  about  seven  feet  high,  and 
three  or  four  feet  thick,  which  arrangement  is  found  to 
be  more  convenient,  and  to  occupy  less  space  than 
the  beda 
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Mortar  exposed  to  decomposing  animal  matter,  in 
moist,  warm  places,  becomes  considerably  charged  with 
nitrates.  In  consequence,  the  mortar  in  old  stables  is 
often  found  to  be  rich  in  nitrates,  and  may  be  used  to 
obtain  nitre  directly,  or  it  may  be  advantageously 
mixed  with  the  materials  for  nitre-beds. 

The  lye  of  nitrified  etibstances  contains  nitrate  of 
potassa,  but  especially  nitrates  of  lime  and  magnesia, 
and  also  chlorides  of  sodium  and  calciunu  The  nitrates 
of  lime  and  magnesia  may  be  converted  into  nitrate  of 
potassa  by  means  of  the  carbonate  of  potassa ;  but  on 
account  of  the  increased  value  of  this  substance,  the 
process  now  generally  adopted  is  as  follows,  viz. :  first, 
the  nitrates  of  lime  and  magnesia  are  converted  into 
the  nitrate  of  soda,  by  means  of  the  sulphate  of  soda, 
and  then  by  the  chloride  of  potassium,  the  nitrate  of 
soda  is  converted  into  the  nitrate  of  potassa. 

The  nitrate  of  potassa  thus  obtained,  like  that  ob- 
tained from  the  soils  of  warmer  climates,  is  called  rough 
saltpetre  J  and  contains  from  15  to  25  percent,  of  foreign 
matter,  principally  chlorides  of  sodium  and  potassium. 
These  are  separated  by  the  process  of  refining. 

4.  Refining.  The  refining  of  nitre  is  founded  on  its 
rapidly-increasing  8olu})ility  with  elevation  of  tempera- 
ture, while  the  solubility  of  the  chlorides  of  sodium  and 
potassium  is  nearly  uniform.  (For  the  details  of  this 
process  see  Ordnance  Manual.) 

If,  after  nitre  has  been  refined,  it  be  desired  to  pre- 
serve it  for  future  use,  it  is  fused  in  iron  pots,  and  cast 
into  cakes  weighing  about  seventy  pounds.  This  method 
has  the  advantage  of  reducing  its  volume,  and  expelling 
the  water  of  crystallization ;   but   it  requires  a  little 
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more  work  to  pulverize  it  afterward   in  making  gun- 
powder. 

As  the  United  States  are  in  a  great  measure  depen- 
dent on  the  East  Indies  for  this  important  material  of 
war,  it  has  been  the  policy  of  the  government  to  pur- 
chase yearly  a  certain  quantity  of  rough  saltpetre,  refine 
and  fiise  it,  and  store  it  away  in  the  arsenals  for  ftiture 
use.  The  quantity  now  on  hand  in  the  arsenals 
amounts  to  several  millions  of  pounds. 

5.  Teeto.  The  test  of  rough  saltpetre  is  founded  on 
the  fact  that  a  solution  of  nitrate  of  potassa,  saturated 
at  a  certain  temperature,  may  be  left  in  contact  with  an 
additional  quantity  of  saltpetre  at  the  same  tempera- 
ture, without  sensibly  dissolving  any  of  it ;  while  under 
the  same  circumstances  it  can  dissolve  sea  salt,  and 
many  other  soluble  salts. 

To  a  pound  of  rough  saltpetre  add  a  pint  of  water, 
saturated  with  pure  saltpetre ;  stir  the  mixture  for  ten 
minutes  with  a  glass  rod,  and  decant  the  liquor  on  a 
filter;  wash  the  saltpetre  a  second  time  in  the  same 
manner,  with  half  a  pint  of  the  saturated  solution,  and 
pour  the  whole  on  the  filter ;  let  it  drain,  and  then  dry 
it  perfectly  by  placing  it  first  on  a  bed  of  some  absor- 
bent matter,  such  as  ashes  or  lime,  and  then  by  evapora- 
tion in  a  glass  vessel  over  a  gentle  fire.  The  saturated 
solution  having  taken  up  only  the  foreign  salts,  what 
remains  on  the  filter  (allowing  two  per  cent,  for  earthy 
matter  and  the  saltpetre  left  by  the  saturated  water), 
is  the  quantity  of  pure  saltpetre  contained  in  the  pound 
of  rough.  As  the  changes  of  temperature  during  the 
operation  may  affect  the  quantity  of  pure  saltpetre  re- 
maining on  the  filter,  it  is  proper  to  perform  a  corre- 
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sponding  operation  at  the  same  time  and  under  the 
same  circumstances,  on  a  like  quantity  of  pure  salt- 
petre ;  the  gain  or  loss  thus  ascertained  will  show  the 
correction  to  be  made  in  the  former  result. 

Test  of  pure  saltpetre.  For  powder,  saltpetre  should 
not  contain  more  than  l-3000th  of  chlorides.  To  test 
this,  dissolve  200  grains  of  saltpetre  in  the  least  possi- 
ble quantity  (say  1,000  grains)  of  distilled  water ;  pour 
on  it  20  grains  of  the  solution  of  nitrate  of  silver, 
containing  10  grains  of  the  nitrate  to  1,033  grains  of 
water,  that  being  the  quantity  required  to  decompose 
200-3000ths  of  a  grain  of  muriate  of  soda ;  filter  the 
liquid  and  divide  it  into  two  portions ;  to  one  portion 
add  a  few  drops  of  the  solution  of  the  nitrate  of  silver; 
if  it  remains  clear,  the  saltpetre  does  not  contain  more 
than  l-3000th  of  muriate  of  soda ;  to  the  other  portion 
add  a  small  portion  of  the  solution  of  the  muriate  of 
soda ;  if  it  becomes  clouded,  the  saltpetre  contains  less 
than  l-3000th.  By  using  the  test  liquor  in  very  small 
quantities,  the  exact  proportion  of  muriate  of  soda  may 
be  ascertained.  At  the  refinery  of  Paris  it  does  not 
exceed  1-1 8,000th  of  the  saltpetre;  and  this  degree  of 
purity  is  attained  also  at  the  refinery  of  Messrs.  Du- 
pont.  Saltpetre  for  the  best  sporting  powder  is  refined 
a  second  time,  and  contains  not  more  than  1 -60,000th 
part  of  chloridea 

6.  Chlorate  of  Potatta.  Other  oxydizing  substances, 
such  as  the  chlorate  of  potassa  and  nitrate  of  soda,  may 
be  used  in  the  manufacture  of  gunpowder ;  but  for  this 
purpose,  they  are  inferior  to  the  nitrate  of  potassa.  The 
chlorate  of  potassa  is  a  substance  which  parts  with  its 
oxygen  easily,  and  makes  a  powder,  which  has  been 
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found  by  experience,  to  give  at  least  double  the  rang^ 
with  the  mortar  eprouvette,  of  that  made  with  nitrate 
of  potassa,  but  from  its  great  quickness,  resembles  the 
fulminates  in  its  destructive  effects  on  the  gun.  Besides, 
it  is  more  costly  than  nitrate  of  potassa,  renders  the 
powder  liable  to  explode  by  slight  causes,  and  gives  a 
residue  which  rapidly  corrodes  iron. 

Its  use  in  the  laboratory  is  chiefly  confined  to  the 
preparation  of  colored  fires  and  cannon  primers. 

Ths  nitrate  of  soda  is  found  as  an  extensive  deposit 
in  the  soils  of  some  portions  of  Peru  and  northern 
Mexico.  It  is  cheaper  than  nitrate  of  potassa,  and  for 
the  same  weight  affords  a  greater  amount  of  nitric  acid, 
or  oxygen.  Its  afiinity  for  moisture  constitutes  a  serious 
objection  to  its  use  in  the  manufacture  of  a  gunpowder 
for  w^ar  purposes,  or  one  that  is  to  be  preserved  for 
any  length  of  time. 

The  nitrate  of  soda  may  be  used  in  obtaining  the 
nitrate  of  potassa  by  decomposing  it  with  carbonate  of 
potassa — ^the  potash  of  commerce. 

CHARCOAL. 

7.  ifatnrc  of  charcoal.  Charcoal  is  the  result  of 
the  incomplete  combustion  or  distillation  of  wood.  Its 
composition  and  properties  vary  with  the  nature  of  the 
wood,  and  mode  of  distillation  employed. 

Charcoal  obtained  from  light  wood  is  the  best  for 
guniK)wder,  as  it  is  more  combustible  and  easy  to  pul- 
verize, and  contains  less  earthy  matters. 

Willow  and  poplar  are  used  for  this  purpose  in  the 
United  States,  and  the  black  alder  in  Europe.  The 
wood  must  be  sound,  and  should  not  be  more  than  three 
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or  four  years  old,  and  about  one  ineli  in  diameter; 
branches  larger  than  this  should  be  split  up.  It  is  cut 
in  the  spring,  when  the  sap  runs  freely,  and  is  imme' 
diately  stripped  of  its  bark.  The  smaller  branches  are 
used  for  fine  sporting  powder. 

The  operation  of  charring  may  be  performed  in  pits, 
but  the  method  now  almost  imiversally  used  in  mi^lnng 
charcoal  for  gunpowder  is  that  of  distillation.  For  this 
purpose  the  wood  is  placed  in  an  iron  vessel,  generally 
of  a  cylindrical  form,  to  which  a  cover  is  luted;  an 
opening  with  a  pipe  is  made  to  conduct  off  the  gaseous 
products,  and  the  wood  is  thus  exposed  to  the  heat  of 
a  furnace.  The  progress  of  distillation  is  judged  of  by 
the  color  of  the  flame  and  smoke,  and  sometimes  by 
test-sticks^  which  are  introduced  through  tubes  prepared 
for  the  purpose. 

8.  Properties.  The  charcoal  thus  obtained  should 
retain  a  certain  degree  of  elasticity,  and  should  have  a 
brown  color,  the  wood  not  being  entirely  decomposed ; 
it  retains  the  fibrous  appearance  of  the  wood,  and  the 
fracture  is  iridescent.  As  it  readily  absorbs  l-20th 
of  its  weight  of  moisture,  which  diminishes  its  inflam- 
mability, it  should  be  made  only  in  proportion  as  it  is 
required  for  use.  Wood  generally  contains  52  per  cent, 
of  carbon,  but  distillation  ftimishes  not  more  than  30  to 
40  per  cent,  of  charcoal. 

The  specific  gravity  of  charcoal  triturated  imder 
heavy  rollers,  is  about  1-380 ;  but  in  sticks,  as  it  comes 
from  the  charring  cylinders,  it  rarely  exceeds  .300. 

The  properties  of  charcoal  vary  much  with  the 
temperature  employed  in  the  preparation.  If  wood  be 
merely  heated  until  it  ceases  to  give  off  vapor,  a  true 
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charcoal  is  obtained;  but  by  raising  the  temperature 
to  redness  or  whiteness,  its  properties  will  be  much 
changed,  as  is  shown  in  the  follo\ving  table : 


1 

1 

When  not  bMted  to 
redooM. 

Heated  to  redneas 

1 

Heated  to  wblteneta. 

For  electricitj, 

"    heat. 
Combustibilitj. 

Non-conductor. 
Very  bad  conductor. 
Easy. 

Good  oonductor. 
Good  conductor. 
Less  eaay. 

1 

Excellent  conductor.  , 
Ezceilent  conductor. 
Difficult. 

If  sufficient  heat  be  applied  to  drive  off  all  the  vola- 
tile matters  in  six  hours,  a  black  charcoal,  containing 
from  28  to  33  per  cent,  of  carbon,  will  be  obtained.  If 
the  heat  be  reduced  so  as  to  prolong  the  distillation  to 
twelve  hours,  the  charcoal  will  have  a  yellowish  brown 
color,  and  will  contain  from  38  to  40  per  cent,  of  car- 
bon. 

Charcoal  inflwmes  at  about  460*  I^ahrenheit.  A 
black  coal  strongly  calcined  takes  fire  quickly,  but  is 
easily  extinguished.  A  brown  charcoal  takes  fire 
slowly,  but  bums  strongly  and  rapidly.  As  it  is  desir- 
able to  have  charcoal  for  gunpowder  very  combustible, 
it  must  therefore  be  prepared  at  a  low  temperature,  and 
must  be  light.  In  distillation,  the  heat  is  kept  below 
redness. 

9.  Aceidemto.  When  recently  prepared  charcoal  is 
pulverized  and  laid  in  heaps,  it  is  liable  to  absorb  oxy- 
gen with  such  rapidity  as  to  cause  spontaneous  combus- 
tion. This  has  been  the  cause  of  serious  accidents  at 
powder-mills;  and  hence  it  is  important  not  to  pul- 
verize charcoal  until  it  has  been  exposed  to  the  air  for 
several   days.    .  In   Prussian  powder-mills,    pulverized 
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charcoal  is  kept  in  a  fireproof  room,  in  iron  vessels,  as 
a  precaution  ngainst  accidents. 

When  charcoal  has  not  absorbed  moisture,  and  is 
mixed  with  oxydizing  substances,  it  may  be  inflamed 
by  violent  shocks,  or  by  friction.  This  is  the  principal 
cause  of  the  accidents  which  occur  in  the  preparation 
of  explosive  mixtures  which  contain  charcoal 

10.  €omb«fttibiiitjr.  For  the  purpose  of  comparing 
the  conibuetibility  of  charcoals  made  of  different  mate- 
rials, a  certain  quantity  of  each  is  thoroughly  mixed 
■  with  nitre,  in  the  proportion  of  1  part  of  the  former  to 
5  of  the  latter,  and  driven  compactly  into  an  iron  tube 
about  .25  inches  in  diameter;  the  weight  and  length  of 
the  filled  tube  are  taken,  and  the  duration  of  the  com- 
bustion is  ascertained  by  a  pendulum  or  chronometer. 
The  length  of  composition  burned  in  a  second  of  time 
is  called  the  velocity  of  combustion,  and  is  taken  as  the 
measure  of  the  combustibility  of  that  particular  kind 
of  charcoal.  The  amount  of  residue  is  ascertained  by 
subtracting  the  weight  of  the  tube  and  i-esidue  after 
burning  from  that  of  the  filled  tube  before  burning, 
and  again  subtracting  this  difference  from  the  weight 
of  the  composition  originally  in  the  tube.  The  velocity 
of  combustion  is  independent  of  the  diameter  of  the 
tube  and  of  the  material  of  which  it  is  made ;  but  it 
varies  slightly  with  the  pressure  used  in  driving  the 
composition,  and  very  much  with  the  degree  of  tritura- 
tion of  the  materials.  Tlie  foUowin*^  tables  contain 
some  of  the  results  thus  obtained,  viz. : 


coMBu&nBiu'nr  of  chabcoal. 


W  jwU  uT  Ditn  wd  It  DrehiRol. 


Charcoal  of  Hemp, 

.31  inch. 

16.6 

i             "           Grape  Vine,  . 
1             "           Pine, . 

BUck  Alder, . 

.26     " 
.18     " 
.16     " 
.16     " 
.13     " 

27.7 
41.6 
3:t.3 
37.5 
41.6 

"           CbcBtnat,    . 
Walnut, 

.14     " 

.11     " 

50.0 
45.8 

Coke. 

.06     " 

62.5     ■ 

1             "           Sugar,    . 
\    Charcoal  made  by  dUtillinK  Black 
Alder,  and  condncted  m  as  to 

.0*     " 

66.6 

give. 
For  100  p'tawood,  40  p'U  charcoal, 

.14  inch. 

39.0 

"               "         30              " 

.16     " 

37.0 

25 

.IC     " 

33.3 

u              «         15               .. 

.12     " 

35.0 

The  following  table  nhows  the  influence  of  trituration 
&-,d  proportion  of  ingredients  : 


j 

CbvoAinui 

1  ft  ll«a|L 

ChMmnlmiuleipfPlBt. 

lllilDr.. 

Pnunf  ' 

b.Uof     - 
oltR. 

hoon'  tri 

™,on. 

4  1.our.-lrll 

„... 

J^S-L 

*  lioiin- 
Irllonlliui. 

rol«liy. 

■^^.^ 

Vtloelt/. 

Pr.etQf 

rHiillu. 

TelocUy. 

Vfloflly. 

'<, 

10  in. 

58.0 

.08  in. 

-n.i.o 

.09  in. 

.07  in. 

10 

12 

45.0 

.10 

43.0 

.16 

.09         ,1 

12      1 

31 

16.6 

.17 

26.0 

.18 

.12 

15 

39 

13.0 

.27 

17.0 

,35 

.80 

SO 

fi6 

12.0 

.39 

.27 

.10 

65 

11.0 

.fifl 

.53 

60 

14 

1 
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SULPHUR. 

11.  Properties.  Pure  sulphur  is  of  a  citron-yellow 
color,  and  shining  fracture ;  it  crackles  when  pressed  in 
the  hand.  The  specific  gravity  of  native  sulphur  is 
2.033;  that  of  sulphur  refined  by  sublimation  1.900; 
its  specific  gravity  is  diminished  by  trituration.  When 
heated,  it  melts  at  226**  into  a  thin,  amber-colored  liquid; 
if  the  temperature  l>e  then  raised  to  about  400*"  it  be- 
comes dark  and  thick ;  but  if  heated  still  further,  up  to 
601^,  its  boiling  point,  it  becomes  again  thin  and  limpid. 
It  begins  to  pass  off  in  vapor  at  115**,  and  if  heated 
rapidly,  inflames  at  370^  It  is  insoluble  in  water,  but 
soluble  in  oils  and  slightly  so  in  alcohoL 

Sulphur  is  generally  found  in  great  quantities  in  the 
neighborhood  of  volcanoes;  it  may  also  be  obtained 
from  metallic  ores  (pjrites)  and  other  sourcea  Most 
of  that  used  in  the  United  States  comes  from  Sicily 
through  the  French  refineries. 

Crude  sulphur,  as  extracted  by  the  first  sublimation 
from  the  ore,  contains  about  8  per  cent,  of  earthy  mat- 
ter. It  is  purified  by  a  second  sublimation,  from  which 
it  is  collected  in  the  form  of  powder,  called  the  flowers 
of  sulpliur;  or,  it  is  melted  and  run  into  moulds,  mak- 
ing roll  brimstone.  It  may  be  also  refined,  but  not  so 
thoroughly,  by  being  simply  melted  and  skimmed. 

Pure  sulphur  is  entirely  consumed  in  combustion; 
and  its  purity  is  thus  easily  tested  by  burning  about 
100  grains  in  a  glass  vessel;  the  residue  should  not  ex- 
ceed a  small  fraction  of  a  grain. 
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MANUFACTURE  OF  GUNPOWDER 

12.  ProportlOHS  of  iBffredleiito. 

Nitre.      Charooal.    Sulphur 

By  the  atomic  theory,     .     .     74.64     13.51     11.85 

In  the  United  States: 
For  military  service,   .    .     .     76.00     14.00     10.00 
For  blasting  and  mining,     ,     62.00     18.00     20.00 

The  proportions  of  the  ingredients  of  the  earliest 
gunpowder  known,  differ  but  slightly  from  those  now 
in  use;  and  these,  it  will  be  seen,  nearly  agree  with 
those  called  for  by  the  theory  of  combining  equivalents. 

For  the  general  purposes  of  artillery,  slight  varia- 
tions in  the  proportions  of  the  ingredients  for  powder 
are  not  found  to  affect  its  strength ;  but  for  blasting  or 
mining  purposes,  a  slower  powder  is  found  to  answer 
nearly  as  well  as  a  quick  one,  consequently  the  propor- 
tion of  nitre  is  reduced  much  below  that  of  gunpowder. 
Blasting  powder  is  thus  made  cheap;  but  as  it  leaves  a 
large  amount  of  residuum,  it  cannot  be  advantageously 
used  in  fire-arms. 

13.  Operations.  The  several  operations  of  fabrica- 
ting gunpowder  are : 

Ist.  Puherizing;  which  consists  in  reducing  the 
ingredients  to  finely  divided  dust. 

2d.  Incorporating;  which  consists  in  bringing  the 
particles  of  this  dust  into  such  intimate  contact  that 
each  particle  of  powder  shall  be  composed  of  one  of 
each  of- the  ingredients. 

3d.  Com/pressing;  which  gives  strength  and  density 
to  the  substance  of  the  powder,  by  converting  the  in- 
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corporated  mixture  into  a  cake  which  will  not  crumhle 
in  transportation. 

4th.  Graining ;  which  breaks  up  the  cake  into  small 
fragments  or  grains,  and  increases  the  surface  of  com- 
bustion. 

5th.  Glazing ;  which  hardens  the  surface,  to  protect 
it  from  the  action  of  moisture,  and  rounds  the  sharp 
angles  of  the  grains  to  prevent  the  formation  of  dust 
in  transportation. 

6th.  Drying;  which  frees  the  powder  from  the 
moisture  introduced  in  cei-tain  operations  of  the  fabri- 
cation. 

7th.  Dusting;  which  frees  it  from  the  dust,  which 
would  otherwise  fill  up  the  interstices  and  retard  the 
inflammation  of  the  charge. 

The  proportions  of  the  ingredients,  as  well  as  the 
art  of  making  gunpowder,  vary  in  different  countries, 
and  even  among  the  different  manufactories  of  the  same 
country. 

The  variations  in  the  proportions  are  slight,  how- 
ever, and  the  differences  in  the  modes  of  manufacture 
are  principally  confined  to  the  more  imjK>rtant  opera- 
tions of  pulverizing,  mixing,  and  compressing  the  com- 
position. For  French  militaiy  })owder,  these  operations 
are  performed  in  the  "  pounding- mill,"  or  a  series  of 
mortars  and  pestles.  In  Prussia  the  composition  is 
pressed  into  cake  by  passing  it  between  two  heavy  rol- 
lers, by  means  of  an  endless  band  of  cloth,  which  re- 
ceives the  dust  from  a  hopper.  In  England  these 
operations  are  performed  by  the  "rolling-barrel,''  "cyl- 
inder-mill," and  "press."  The  superior  strength  and 
excellent  preservative  qualities  of  the  English  powder 
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have  led  to  the  adoption  of  this  mode  of  manufacture 
In  the  United  States. 

14.  Proceaset  of  mannfactare.*  The  buildings  in 
which  the  different  operations  are  carried  on  are  sepa- 
rated from  each  other,  and  protected  by  trees  or  trav- 
erses as  far  as  practicable. 

Pidverizitig,  The  saltpetre  is  usually  pulverized 
sufficiently  when  it  comes  from  the  refinery.  The  char- 
coal is  placed  in  large  cast-iron  barrels  with  twice  its 
weight  of  zinc  balls.  The  barrel  has  several  ledges  on 
the  interior,  and  is  made  to  revolve  from  20  to  25  times 
in  a  minute.  It  is  pulverized  in  2  or  3  hours.  The 
sulphur  is  placed  in  barrels  made  of  thick  leather 
stretched  over  a  wooden  frame,  with  twice  its  weight  of 
zinc  balls  from  3  to  5  inches  in  diameter,  and  the  barrel 
made  to  revolve  about  20  times  per  minute.  It  takes 
one  hour  to  pulverize  the  sulphur. 

Iiicorporatiiig.  The  ingredients  having  been  weigh- 
ed out  in  the  proportions  above  given,  the  charcoal  and 
sulphur  are  put  together  in  a  rolling-baiTel  similar  to 
that  in  which  the  sulphur  is  pulverized,  and  rolled  for 
one  hour.  The  saltpetre  is  then  added,  and  rolled  for 
three  hours  longer..  In  some  mills  this  operation  is 
omitted.  It  is  now  taken  to  the  cylinder,  or  rolling^ 
miU.  This  consists  of  two  cast-iron  cylinders  rolling 
round  a  horizontal  axis  in  a  circular  trough  of  about  4 
feet  diameter,  with  a  cast-iron  bottom.  The  cylinders 
are  6  feet  in  diameter,  18  inches  thick  on  the  face,  and 
weigh  about  8  tons  each.  They  are  followed  by  a 
wooden  scraper,  which  keeps  the  composition  in  the 
centre  of  the  trough.' 

*  Vide    Ordnance  Manual. 
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A  charge  of  75  Iba.  in  some  mills,  and  150  lbs.  in 
others,  is  then  spread  in  the  trongh  of  the  rolling-mill, 
and  moistened  with  2  to  3  per  cent,  of  water,  according 
to  the  hygrometric  state  of  the  atmosphere. 

It  is  rolled  slowly  at  first,  and  afterward  from  8  to 
10  revolutions  of  the  roller  per  minute,  for  1  hour  for 
50  lbs.,  and  3  hours  for  150  lbs.  of  composition.  A 
little  water  is  added,  as  the  process  advances,  if  the 
composition  gets  very  dry— which  is  judged  of  by  its 
color. 

When  the  materials  are  thoroughly  incorporated, 
the  cake  is  of  a  uniform,  lively,  grayish,  dark  color.  In 
this  state  it  is  called  miUrcahe. 

The  quality  of  the  powder  depends  much  on  the 
thorough  incorporation  of  the  materials,  and  bums 
more  rapidly  as  this  operation  is  more  thoroughly  per- 
formed. 

The  mill-cake  is  next  taken  to  the  press-house,  to  be 
pressed  into  a  hard  cake. 

Presmuj.  The  mill-cake  is  sprinkled  with  about  3 
per  cent,  of  water,  and  aiTanged  in  a  series  of  layers 
about  4  inches  thick,  separated  by  brass  plates.  A  pow- 
erful pressure  is  brought  to  bear  on  the  layers,  which 
are  subjected  to  the  maximum  pressure  for  about  10  to 
15  minutes,  when  it  is  removed.  Each  layer  is  thus 
formed  into  a  hard  cake  about  an  inch  thick. 

Granulating.  The  cake  is  broken  into  pieces  by  means 
of  iron-toothed  rollere  revolving  in  opposite  directions, 
their  axes  being  parallel  and  the  distance  between  them 
regulated  as  required.  Fluted  rollers  are  sometimes  used. 
The  pieces  are  passed  through  a  succession  of  rollers, 
each  series  being  closer  together,  by  which  the  pieces 
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are  broken  into  others  stiU  smaller,  which  pass  over  a 
sieve  to  another  roller,  the  small  grains  passing  through 
the  sieve  into  a  receiver  below,  until  the  whole  is  re- 
duced to  the  required  size.  The  various-sized  grains  are 
separated  by  the  sieves  between  the  different  rollers. 

Glazing.  Several  hundred  pounds  of  the  grained 
powder,  containing  from  3  to  4  per  cent,  of  water, 
are  placed  in  the  glazing  barrel,  which  is  made  to  re- 
volve from  9  to  10  times,  per  minute,  and  in  some 
mills  from  25  to  30  times  per  minute.  Usually  from 
10  to  12  hours  are  required  to  give  the  required  glazing. 
In  this  operation  the  sharp  angles  are  broken  off,  there- 
by diminishing  the  dust  produced  in  transportation, 
and  the  surface  of  the  grain  receives  a  bright  polish. 

Drying.  The  powder  is  spread  out  on  sheets  stretch- 
ed upon  frames  in  a  room  raised  to  a  temperature  of 
140"*  to  180"*  by  steam-pipes  or  by  a  ftimace.  The  tem- 
perature should  be  raised  gradually,  and  should  not 
exceed  180**,  ventilation  being  kept  up. 

Ducting.  The  powder  is  finally  sifted  through  fine 
sieves,  to  remove  all  dust  and  fine  grains. 

15.  Roamd  powder.  In  case  of  emergency,  and 
when  powder  cannot  be  procured  from  the  mills,  it  may 
be  made,  in  a  simple  and  expeditious  manner,  as  fol- 
lows :  Fix  a  powder-barrel  on  a  shaft  passing  through  • 
its  two  heads,  the  barrel  having  ledges  on  the  inside ; 
to  prevent  leakage,  cover  it  with  a  close  canvas  glued 
on,  and  put  the  hoops  over  the  canvas.  Put  into 
the  barrel  10  lbs.  of  sulphur  in  lumps,  and  10  lbs.  of 
charcoal,  with  60  lbs.  of  zinc  balls  or  of  small  shot 
(down  to  No.  4,  0.014  in.  in  diameter  nearly);  turn 
it,  by  hand  or  otherwise,  30  revolutions  in  a  minute. 
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To  10  lbs.  of  this  mixture  thus  pulverized,  add  30  Iba 

of  nitre,  and  work  it  two  hours  with  the  halls ;  water 

the  40  lbs.   of  composition  with   2  quarts   of   water, 

mixing  it  equally  with  the  hands,  and  granulate  with 

the  graining-sieve.  The  grains  thus  made,  not  being 
pressed,  are  too  soft.     To  make  them  hard,  put  them 

into  a  barrel  having  5  or  6  ledges  projecting  about 
0.4  in.  inside ;  give  it  at  first  8  revolutions  in  a  min- 
ute, increasing  gradually  to  20.  The  compression  will 
be  proportionate  to  the  charge  in  the  barrel,  which 
should  not,  however,  be  more  than  half  full ;  continue 
this  operation  until  the  density  is  such  that  a  cubic 
foot  of  the  powder  shall  weigh  855  oz.,  the  mean  den- 
sity of  round  powder ;  strike  on  the  staves  of  the  bar- 
rel from  time  to  time,  to  prevent  the  adhesion  of  the 
powder. 

Sift  the  grains  and  dry  the  powder  as  usual  That 
which  is  too  fine  or  too  coarse  is  returned  to  the  pulver- 
izing-barrel. 

This  powder  is  round,  and  the  grain  is  sufficiently 
hard  on  the  surface,  but  the  interior  is  soft,  which  makes 
it  unfit  for  keeping,  and  may  cause  it  to  burn  slowly. 
This  defect  may  be  remedied  by  making  the  grains  at 
first  veiy  small,  and  by  rolling  them  on  a  sheet  or  in  a 
barrel,  watering  them  from  time  to  time,  and  adding 
pulverized  composition  in  small  proportions;  in  this 
way,  the  grains  will  be  formed  by  successive  layers ; 
they  are  then  separated  according  to  size,  glazed  and 
dried. 

It  appears  from  experiments  that  the  simple  incorpo- 
ration of  the  materials  makes  a  powder  which  gives 
nearly  as  high  ranges  >\ath  cannon  as  grained  powder. 
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The  incorporated  dust  from  the  i-olling-baiTel  may  be 
used  in  case  of  necessity.  ^ 


INSPECTION,  PROOF,  ETC. 

16.  ProTlnv  instrmmeau.  Before  powder  for  the 
military  service  is  received  from  the  manufacturer,  it  is 
inspected  and  proved.  For  this  purpose,  at  least  50 
barrels  are  thoroughly  mixed  together.  One  baiTel  of 
this  is  proved  by  firing  three  rounds  fi-om  a  musket, 
with  service-charge,  if  it  be  musket  powder;  if  caimon 
or  mammoth  powder,  from  an  8-inch  columbiad,  >vith 
10  lbs.  and  a  solid  shot  of  65  lbs.  weight  and  7.88  inches 
ia  diameter ;  if  it  l>e  mortar  powder,  from  an  8-inch 
mortar,  with  1.25  lb.  and  a  shell  7.88  inches  in  diameter, 
weighing  47.5  lbs.  The  general  character  of  the  grain, 
and  its  freedom  from  dust,  are  noted. 

General  qualities.  Gunjmwder  should  l>e  of  an  even- 
sized  grain,  angular  and  irregular  in  fomi,  without 
sharp  comers,  and  very  hard.  When  new,  it  should 
leave  no  trace  of  dust  when  poured  on  the  l)ack  of  the 
hand,  and  when  flashed  in  quantities  of  10  grains  on  a 
copper  plate,  it  should  leave  no  bead  or  foulness.  It 
should  give  the  required  initial  velocity  to  the  ball,  and 
not  more  than  the  maximum  pressure  on  the  gun,  and 
should  absorb  but  little  moisture  from  the  air. 

Size  of  grain.  The  size  of  the  grain  is  tested  by 
standard  sieves  made  of  sheet  brass  pierced  with  round 
holes.  Two  sieves  are  used  for  each  kind  of  powder — 
Nos.  1  and  2  for  mortar,  3  and  4  for  musket,  5  and  G  for 
cannon  powder. 

Diameter  of  holes  for  mortar-powder :  No.  1,  0.1  inch; 
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No.  2,  0.07  inch.  For  musket-powder :  N< .  3,  0.06  inch; 
No.  4,  0.035  inch.  For  cannon-powder:  No.  5,  0.31 
inch  ;  No.  6,  0.27  inch. 

Morkir-powder.  All  should  pasd  through  sieve  No.  1 ; 
none  through  No.  2. 

MusheUpoiodev.  All  should  pass  through  No.  3,  and 
none  through  No.  4. 

Cannoji^powder.  All  should  pass  through  No.  5,  and 
none  through  No.  6. 

G-ravimetric  denmty.  Is  the  weight  of  a  given  meas- 
ured quantity.  It  is  usually  expressed  by  the  weight 
of  a  cubic  foot  in  ounces. 

This  cannot  be  relied  upon  for  the  true  density  when 
accuracy  is  desired,  as  the  shape  of  the  grain  may  make 
the  denser  powder  seem  the  lighter. 

Sj}€eifi€  gravity.  The  specific  gravity  of  gunpow- 
der must  l)e  not  less  than  1.75 ;  and  it  is  important  that 
it  should  be  determined  with  accuracy.  Alcohol  and 
wat^^r  saturated  with  saltpetre  have  been  used  for 
thiH  purpose ;  but  they  do  not  furnish  accurate  results. 
M^^rcur}',  only,  is  to  be  relied  upon. 

yfenmry  densimeter.  This  apparatus  was  invented 
by  Colonel  Mallet,  of  the  French  army,  and  M.  Bianchi, 
aiid  consists  of  an  open  vessel  containing  mercuiy^, 
a  frame  supporting  a  glass  globe  commimicating  by 
a  iKi\fit  with  the  mercuiy^  in  the  open  vessel,  and  joined 
Hi  t'i|>  to  a  graduated  glass  tube,  which  communi- 
<f4it4-H  by  a  flexi})le  tube  >vith  an  ordinar)^  air-pump. 
)St<y|>wf;<r>ckH  are  inserted  in  the  tubes  above  and  below 
\\^'  y^iBm  glol)e,  and  a  diaphragm  of  chamois-sldn  is 
^A^'A^^X  over  the  orifice  at  the  bottom  of  the  globe, 
mA  outt  of  wire-cloth  over  the  upper  orifice. 
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The  operation  consists  as  follows:  Fill  the  globe 
with  mercury  to  any  mark  of  the  graduated  tube,  Ijy 
means  of  the  air-pump ;  close  the  stop-cocks ;  detach 
the  globe,  full  of  mercury,  and  weigh  it ;  empty  and 
clean  the  globe;  introduce  into  it  a  given  weight  of 
gunpowder;  attach  the  globe  to  the  tubes;  exhaust 
the  air  till  the  mercury  fills  the  globe  and  rises  to 
the  same  height  as  before;  shut  the  stop-cocks;  take 
off  the  globe  and  weigh  it  as  before.  If  we  represent 
by  a  the  weight  of  the  i)owder  in  the  globe,  by  P 
the  weight  of  the  globe  full  of  mercury,  l)y  P'  the 
weight  of  the  globe  containing  the  powder  and  mer- 
cury, and  by  D  the  8}>ecific  gi*avity  of  the  mercur}% 

The  specific  gravities  of  the  powder  and  the  mer- 
cury being  proportional  to  the  weights  of  equal  volumes 
of  these  two  substances,  we  have 

a  :  P-P'+a  wd.D 

hence  d=-j-—  -^ 

A  mean  of  two  or  three  results  will  give  the  true 
specific  gravity. 

The  density  of  some  samples  of  powder  has  been 
brought  up  to  1.831. 

Initial  velocity.  The  initial  velocity  is  determined 
by  means  of  the  Ballistic  Pendulum,  or  by  Captain  Ben- 
ton's Electro-Ballistic  Pendulum.  For  the  method  of 
using  this  machine,  see  section  408. 

The  standard  initial  velocities  of  the  different  pow- 
ders remain  to  be  determined. 

Strain  wpon  the  gun.  This  is  determined  by  Cap- 
tain Rodman's  pressure-piston,  which  will  be  explained 
hereafter. 


.^       a.!^  «K. 
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-    *  .   \ii*\   imt  trive  a  greater  prei^sure 
.  ".:'-  --jiiare  inch. 
.  .-    *  .   iii'I    not  give  a  grt*ater  pivssiire 
*      .'::*-  -^[WiiTv  iiifh. 

riit-  rt-jK»it  of  insjxvtion  should 
.       '    "t  tal»rication  ami  of  j)n.H»f,  the 
.   .    >  ^'lu-nil  qualities,  as  the  number 
^  ^.   vlirtherhiinlorsoft,  round  or  an- 
r  .rrt-^ularsize,  and  if  five  from  dust 
Inities  o1»tained  in  earli   lire;  the 
^•:  -    I-  ^T^ed;  and,  finally,  tlie  hriirht 
i...:  ■:\:^n»meter  at  the  time  of  i»roof 
••  »      •■-v.uiit  jHiwder  is  paekeil  in  l)ar- 
YK  !•      riir'  l>arrels   ai-e  made  of  well- 
i::«i  h'H»{>eil  with  hiekorv  or  eedar 
.:     f     :■  {»rived  o{  their  l»ark  to  ren- 
'  r  arraekeil  hy  Ayonns.     BaiTels 
:•:  .irt*    undenroin*'  trial,    to  test 
i*r  :!i.»s<'  iiiatK»  of  W(hk1. 

K;uh  l»aiTel    is   marked  on 

;!  ^olori,  the  head  painted  Idaek) 

.     'u   ^;irn•l,  the  name  of  the  manu- 

r,    :  '^  a:  -''M.  ;;ntl  the  kind  of  ])o\yder, — 

.  .    u  .o  N  v:inu«»n, )  in4trfat\  (use<l  fornior- 

.  ,...•. I.      r  "/'^xi,/  —  the  mean  initial   ye- 

..  ^x.;-'<"  •»«  r  Mjiuire  ineh  on  the  pressure- 

..»      •*    t'fwder  i- pn>ye<l,  the  initial  yt- 

^  ,.     A.. -^^     lu-  former  pn>ots  and  the  date 

^    _^^w    ^\   ui-^v\K'V  niav   l»e  the  mcnle  of  proof 

X     vM  :t  I  -.  i-i  judiriuj:  of  the  qualities  of 

V  «x  ^*   .iiv  tiunle  of  fal»rieatiou  and  the 

S 


«    ; 


ANALYSIS.  31 

proportions  and  degree  of  purity  of  the  materiala  The 
latter  point  may  be  ascertained  by  analysis 

In  the  first  place,  determine  the  quantity  of  water 
that  the  powder  contains,  by  subjecting  it  to  a  temper- 
ature of  212",  in  a  stove  or  in  a  tube  with  a  current  of 
warm  air  passing  over  it,  until  it  no  longer  loses  in 
weight.  The  difference  in  weight,  before  and  after  diy- 
ing,  givers  the  amount  of  moisture  contained  in  the 
powder. 

To  determine  the  quantity  of  saltpetre.  In  a  vessel 
of  tinned  copper,  like  a  common  coffee-pot,  dissolve 
1,000  gi'alns  of  powder,  well  dried  before  weighing,  in 
2,000  grains  of  distilled  water,  and  heat  it  until  it  boils; 
let  it  stand  a  moment,  and  then  decant  it  on  a  piece  of 
filtering-paper,  doubled  exactly  in  the  middle;  repeat 
this  operation  four  times;  at  the  fourth  time,  instead  of 
decanting,  pour  the  whole  contents  of  the  vessel  on  the 
filter;  drain  the  filter,  and  wash  it  several  times  with 
2,000  grains  of  water  heated  in  the  vessel,  using  in  all 
these  operations  1 0,000  grains  of  water.  After  passing 
through  the  filters,  this  water  contains  in  solution  all 
the  saltpetre,  the  quantity  of  which  is  ascertained  by 
evaporating  to  dr\ness.  Dry  the  double  filter  with  the 
mixture  of  coal  and  sulphur,  and  take  the  weight  of 
this  composition  by  using  the  exterior  filter  to  ascertain 
the  weight  of  that  on  which  the  composition  remains; 
this  weight  serv^es  to  verify  that  of  the  saltpetre  and  to 
estimate  the  loss  in  the  process. 

To  determine  tli?.  qnantitij  of  charcoal  directly.  To 
separate  the  8ul{)hur  from  the  charcoal,  subject  the 
powder,  either  directly  or  after  the  saltpetre  has  been 
dissolved  out,  to  the  action  of  a  boiling  solution  of  the 
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sulphide  of  potassium  or  sodium,  which  dissolves  the 
sulphur  and  leaves  the  charcoal,  the  weight  of  which 
may  be  easily  determined. 

It  is  important  that  the  sulphides  of  potassium  and 
sodium  used  in  dissolving  the  sulphur,  should  contain 
no  free  potassa  or  soda;  for  each  of  these  alkalies  would 
dissolve  a  part  of  the  carbon — ^particularly  of  the 
brown  coal. 

The  sulphide  of  carbon  also  dissolves  the  sulphur 
contained  in  powder,  and  may  be  used  to  determine  the 
weight  of  charcoal  which  it  contains. 

The  charcoal,  separated  from  the  saltpetre  and  sul- 
phur, is  dried  \vith  care  and  weighed,  and  should  then 
be  submitted  to  analysis  in  an  apparatus  used  for  burn- 
ing organic  matters.  The  composition  of  the  charcoal 
may  be  judged  of  by  comparing  it  with  the  results  ob- 
tained in  the  analysis  of  charcoal  of  known  quality 
used  in  the  manufacture  of  powder. 

To  determine  the  qvaniity  (f  sulphur  directly.  Mix 
and  beat  in  a  mortar  10  grains  of  dry  powder,  10  of 
subcarbonate  of  potash,  10  of  saltpetre,  and  40  of 
chloride  of  sodium ;  put  this  mixture  in  a  vessel  (cap- 
sule) of  platinum  or  glass,  on  live  coals,  and,  when  the 
combination  of  the  materials  is  completed  and  the  mass 
is  white,  dissolve  it  in  distilled  water,  and  saturate  the 
solution  with  nitric  acid ;  decompose  the  sulphate  which 
has  been  formed,  by  adding  a  solution  of  chloride  of 
bai-ium,  in  which  the  exact  proportions  of  the  water 
and  the  chloride  are  known.  According  to  the  atomic 
proportions,  the  quantity  of  sulphur  will  be  to  that  of 
the  chloride  of  barium  used  as  20.12  to  152.44. 

19.  Hygrometrlc  qualitiet.  The  susceptibility  of  pow- 
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der  to  absorb  moisture  is  due  to  the  charcoal  and  the 
presence  of  deliquescent  salts,  principally  chloride  of 
sodium  or  common  salt.  The  absorbent  power  may  be 
judged  of  by  exposing  1  lb.  to  the  air  in  a  moist  place 
(such  as  a  cellar  which  is  not  too  damp)  on  a  glazed 
earthen  dish,  for  15  or  20  days,  stirring  it  sometimes  so 
as  to  expose  the  surface  better;  the  powder  should  be 
previously  well  dried,  at  the  heat  of  about  140^  Well- 
glazed  powder,  made  of  pure  material,  treated  in  this 
way,  will  not  increase  in  weight  more  than  5  parts  in 
1,000,  or  a  half  of  one  per  cent. 

20.  <|aickaeti  of  bumiaf .  The  relative  quickness 
of  two  different  powders  may  be  determined  by  burn- 
ing a  train  laid  in  a  circular  or  other  groove  which  re- 
turns into  itself,  one  half  of  the  groove  being  filled  with 
each  kind  of  powder,  and  fire  communicated  at  one  of 
the  points  of  meeting  of  the  two  trains;  the  relative 
quickness  is  readily  deduced  from  observation  of  the 
point  at  which  the  flames  meet. 

21.  Restoring    uaaervlceable    powder.     When    the 

quantity  of  water  does  not  exceed  7  per  cent.,  the  pow- 
der may  be  restored  by  drying ;  this  may  be  effected  in 
the  magazine,  if  it  be  dry,  by  means  of  ventilation,  or 
by  the  use  of  the  chloride  of  calcium  for  twenty  or 
thirty  days. 

Quick-lime  may  be  used ;  but  the  use  of  it  is  attend- 
ed with  danger;  on  account  of  the  heat  evolved  in 
slaking. 

When  powder  has  absorbed  from  7  to  12  per  cent. 

of  water,  it  may  still  be  restored  by  drying  in  the  sun 

or  drying-house ;  but  it  remains  porous  and  friable,  and 

unfit  for  transportation :  in  this  case  it  is  better  to  work 
3 
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it  over.  In  service,  it  may  be  worked  by  means  of  the 
rolling-barrels,  as  described  for  making  round  powder. 
When  powder  has  been  damaged  with  salt  water, 
or  become  mixed  with  dirt  or  gravel,  or  other  foreign 
substances  which  cannot  be  separated  by  sifting,  or 
when  it  has  been  under  water,  or  otherwise  too  much 
injured  to  be  reworked,  it  must  be  melted  down  to  ob- 
tain the  saltpetre  by  solution,  filtration,  and  evaporation. 

22.  storate,  Ac.  In  the  powder-magazines,  the  bar- 
rels are  generally  placed  on  the  sides,  three  tiers  high, 
or  four  tiers  if  necessary ;  small  skids  should  be  placed 
on  the  floor,  and  between  the  several  tiers  of  barrel^ 
in  order  to  steady  them ;  and  chocks  should  be  placed 
at  intervals  on  the  lower  skids,  to  prevent  the  rolling 
of  the  barrels.  The  powder  should  be  separated  ac- 
cording to  its  kind,  the  place  and  date  of  f&brication, 
and  the  proof  range.  Fixed  ammunition,  especially  for 
cannon,  should  not  be  put  in  the  same  magazine  with 
powder  in  barrels,  if  it  can  be  avoided. 

Besides  being  recorded  in  the  magazine  book,  each 
parcel  of  powder  should  be  inscribed  on  a  ticket  attach- 
ed to  the  pile,  showing  the  entries  and  the  issue. 

23.  PretervatioM.  For  the  preservation  of  the  pow- 
der, and  of  the  floors  and  lining  of  the  magazine,  it  is 
of  the  greatest  importance  to  preserve  unobstructed  the 
circulation  of  the  air,  under  the  flooring  as  well  as  above. 
The  magazine  should  be  opened  and  aired  in  clear,  dry 
weather,  when  the  air  outside  is  colder  than  that  in- 
side the  magazine ;  the  ventilators  must  be  kept  free ; 
no  shrubbery  or  trees  should  be  allowed  to  grow  so  near 
as  to  protect  the  building  from  the  sun.  The  moisture 
of  a  magazine  may  be  absorbed  by  chloride  of  calcium, 
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suspended  in  an  open  box  nnder  the  arch,  and  renewed 
from  time  to  time ;  quick-lime,  as  before  observed,  is 
dangerous. 

The  sentinel  or  guard  at  a  magazine,  when  it  is  open, 
should  have  no  fire-arms ;  and  every  one  who  enters  the 
magazine  should  take  off  his  shoes,  or  put  socks  over 
them;  no  sword  or  cane,  or  any  thing  which  might 
occasion  sparks,  should  be  carried  in. 

24.  Transp^rtatloa.  Barrels  of  powder  should  not 
be  rolled  for  transportation ;  they  should  be  carried  in 
hand-barrows,  or  slings  made  of  rope  or  leather.  In 
moving  powder  in  the  magazine,  a  cloth  or  carpet 
should  be  spread;  all  implements  used  there  should 
be  of  wood  or  copper ;  and  the  barrels  should  never  be 
repaired  in  the  magazine. 

When  it  is  necessary  to  roll  the  powder,  for  its  bet- 
ter preservation  and  to  prevent  its  caking,  this  should 
be  done  with  a  small  quantity  at  a  time,  on  boards  in 
the  magazine  yard. 

In  wagons,  barrels  of  powder  must  be  packed  in 
straw,  secured  in  such  a  manner  as  not  to  rub  against 
each  other,  and  the  load  covered  with  thick  canvas. 
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25.  Hirtorjr,  etc.  The  projectile  arms  of  the  ancients, 
such  as  bows,  ballistas,  and  catapults,  were  operated 
by  the  same  motive  power — that  of  the  spring. 

Although  large  masses  were  thrown  from  these 
machines,  the  velocity  imparted  was  feeble,  as  the 
springs  rapidly  lost  their  power,  from  being  bent ;  and 

*  Vide  Piobbbt's  Ooura  d^Armerie, 
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the  introduction  of  gunpowder,  a  more  certain  as  well 
as  powerful  agent,  gradually  caused  them  to  be  super- 
seded. 

As  before  stated,  the  power  of  this  agent  is  essen- 
tially due  to  the  almost  instantaneous  development  of 
expansive  gases  and  heat  by  combustion ;  and  although 
its  properties  were  known  for  a  long  time,  its  use  was 
at  first  confined  to  fireworks  and  incendiary  composi- 
tions alone. 

The  advantage  of  using  an  agent  capable  of  commu- 
nicating great  velocity  to  a  projectile,  arises  not  only 
from  the  intensity  of  the  shock,  the  possibility  of  dis- 
abling a  large  number  of  men,  and  penetrating  very  re- 
sisting objects,  but  from  the  fact  that  it  allows  of  the 
use  of  lighter  machines,  whereby  the  projectile  can  be 
directed  with  greater  ease  and  certainty  against  its 
otject. 

Although  the  combustible  nature  of  powder  was 
known  in  Asia  from  the  earliest  times,  and  its  prop- 
erties were  described  by  Marcus  Grsecus  and  Roger 
Bacon,  its  application  to  projectiles  seems  to  have  been 
a  subsequent  result  of  accident. 

It  is  stated  that  about  the  year  1330,  Berthold 
Schwartz,  a  monk  of  Fribourg,  was  engaged  in  making 
experiments  with  a  mixture  of  saltpetre,  sulphur,  and 
charcoal,  such  as  descri}>ed  by  Marcus  Graecus,  and  had 
left  the  mixture  in  a  mortar,  covered  with  a  large  stone, 
when  it  unexpectedly  caught  fire  and  exploded,  throw- 
ing the  stone  to  a  distance  with  great  force.  The  ex- 
periment was  repeated,  and  with  such  success  that  mili- 
tary men  saw  at  once  that  it  could  be  applied  to  move 
large  projectiles.     Its  progress  as  a  projectile  power, 
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however,  was  comparatively  slow,  and  it  was  only  at 
the  beginning  of  the  16th  century  that  it  was  generally 
used  for  military  purposea 

For  a  long  time  after  its  introduction,  •gunpowder 
was  used  in  the  form  of  dust,  or  "mealed  powder," 
fix)m  which  it  derived  its  name ;  but  it  was  found  diffi- 
cult to  load  small  arms  with  gunpowder  in  this  condi- 
tion, on  account  of  the  moisture  which  sometimes  collects 
in  the  bore  after  a  few  discharges.  To  overcome  this 
difficulty,  it  was  given  a  granular  form,  and  received  the 
name  of  "  musket  powder."  It  was  soon  discovered, 
however,  that  two  parts  of  grained  powder  produced  as 
much  effect  as  three  parts  of  mealed  powder ;  but  the 
larger  fire-arms  of  the  day  had  not  sufficient  strength  to 
resist  this  increased  force,  and  mealed  powder  continued 
to  be  used  imtil  the  close  of  the  16th  century. 

At  first,  the  ingredients  of  powder  were  converted 
into  cake  with  a  hand-pestle;  a  process  which  gave 
grains  of  very  irregular  size  and  shape.  It  was  after- 
ward discovered  that  the  quality  could  be  much  im- 
proved by  careful  manipulation,  without  sensibly  alter- 
ing the  proportions  of  the  ingredients  first  established. 

Any  improvement  in  gunpowder  which  increases  its 
strength,  also  increases  its  injurious  effects  on  the  arms 
in  which  it  is  used.  It  becomes  necessary,  therefore,  to 
study  the  form  and  thickness  of  fire-arms,  and  the  na- 
twte  of  the  agent  whose  operations  they  are  intended  to 
restrain  and  direct. 

It  is  impossible  to  embrace  in  a  single  glance  the  de- 
tails of  a  phenomenon  as  complicated  as  the  explosion 
of  a  charge  of  powder.  The  senses  cannot  detect  the 
relations  which  exist  between  the  partial  operations  of 
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a  phenomenon,  where  they  are  produced  with  such  ra- 
pidity that  they  seem  blended  into  one.  In  this  case 
the  only  sure  method  of  investigation  is  to  separately 
study  the  different  facts,  and  then  unite  them  as  a  whole, 
borrowing  fix>m  the  physical  sciences  a  thorough  knowL 
edge  of  the  substances  operated  upon. 

If  the  numerous  circumstances  which  influence  the 
results  of  the  explosion  of  gunpowder,  and  th^  enor- 
mous expansive  force  which  is  developed  in  its  limited 
duration,  prevent  us  from  accurately  determining  the 
measure  of  its  effects,  we  can  at  least  determine  the 
limits  between  which  this  measure  is  included ;  which 
is  sufficient  for  artillery  purposea  Prom  the  results 
thus  obtained  were  calculated  the  iron  and  bronze  how- 
itzers introduced  to  supersede  those  of  Gribeauval's  sys- 
tem. With  less  thickness  of  metal,  these  pieces  were 
found  to  answer  every  requirement  of  service ;  a  fiict 
which  tends  to  confirm  the  accuracy  of  the  data  from 
which  they  were  constructed. 

26.  ExpiMioa.  The  phenomenon  of  the  explosion 
of  powder  may  be  divided  into  three  distinct  parts,  viz. ; 
ignition^  inflammation^  and  comhustion. 

By  ignition  is  understood  the  setting  on  fire  of  a 
paiiicular  point  of  the  charge;  by  inflammation,  the 
spread  of  the  ignition  from  one  grain  to  another ;  and 
by  combustion,  the  burning  of  each  grain  fr*om  its  sur- 
face to  centre. 

27.  igMition.  Gunpowder  may  be  ignited  by  the 
electric  spark,  by  contact  with  an  ignited  body,  or  by  a 
sudden  heat  of  572**  Fahrenheit.  A  gradual  heat  de- 
composes powder  without  explosion  by  subliming  the 
sulphur.      Flame  will  not  ignite  gunpowder  unless  it 
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remains  long  enough  in  contact  with  the  grains  to  heat 
them  to  redness.  Thus,  the  blaze  from  burning  paper 
may  be  touched  to  grains  of  powder  without  igniting 
them,  owing  to  the  slight  density  of  the  flame,  and  the 
cooling  effect  of  the  grains.  It  may  be  ignited  by  fric- 
tion, or  a  shock  between  two  solid  bodies,  even  when 
these  are  not  very  hard.  Experiments  in  France,  in 
1825,  show  that  powder  may  be  ignited  by  the  shock 
of  copper  against  copper,  copper  against  iron,  lead 
against  lead,  and  even  lead  against  wood ;  in  handling 
gunpowder,  therefore,  violent  shocks  between  all  solid 
bodies  should  be  avoided. 

The  time  necessaiy  for  the  ignition  of  powder  varies 
according  to  circumstances.  For  instance,  damp  pow- 
der requires  a  longer  time  for  ignition  than  powder  per- 
fectly dry,  owing  to  the  loss  of  heat  consequent  on  the 
evaporation  of  the  water ;  a  powder,  the  grain  of  which 
has  an  angular  shape  and  rough  surface,  will  be  more 
easily  ignited  than  one  of  rounded  shape  and  smooth 
surface ;  a  light  powder,  more  easily  than  a  dense  one ; 
and  a  powder  made  of  a  black  charcoal,  more  easily  than 
one  made  of  red,  inasmuch  as  the  latter  is  compelled 
to  give  up  its  volatile  ingredients  before  it  is  acted  on 
by  the  nitre. 

28.  Conbustioa.  The  velocity  of  combustion  is  the 
space  passed  over  by  the  surface  of  combustion  in  a 
second  of  time,  measured  in  a  direction  perpendicular 
to  this  surface. 

The  diameter  of  the  largest-size  grain  of  cannon- 
powder  does  not  exceed  0.1  inch ;  the  time  of  its  com- 
bustion, therefore,  is  altogether  too  transient  to  be 
ascertained  by  direct  observation.    It  may  be  deter- 
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mined  by  compressing  the  composition 
into  a  tube  and  burning  it,  or  by  burn- 
ing the  "  press-cake."  In  the  latter  case, 
take  a  prism  of  the  cake  about  fourteen 
inches  long  and  one  inch  square  at  the 
base.  Smear  the  sides  with  hogs'  lard, 
and  place  it  on  end  in  a  shallow  dish  of 
y.    J  water.     The  object  of  the  lard  is  to  pre- 

vent the  spread  of  the  flame  to  the  sides ; 
and  the  water  is  to  prevent  the  lower  end  from  being 
ignited  by  burning  drops  of  powder.  Set  the  upper 
end  on  fire,  and  note  the  time  of  burning  of  the  column 
with  a  stop-watch  beating  tenths  of  seconds. 

In  either  way  it  will  be  shown  that  the  composition, 
if  homogeneous,  bums  in  parallel  layers,  and  that  the 
velocity  of  combustion  is  uninfluenced  by  the  size  of 
the  column,  or  by  the  temperature  and  pressure  of  the 
surrounding  gas. 

The  velocity  of  combustion  of  dry  French  war- 
powder  is  thus  found  to  be  0.48  in.,  and  of  English 
powder,  which  American  powder  closely  resembles,  it 
is  about  0.4  in. 

It  may  be  shown  by  direct  experiment  that  the 
burning  of  a  gi'ain  of  powder  in  a  fire-arm,  is  progres- 
sive, and  that  the  size  of  t^e  grain  exerts  a  great  influ- 
ence on  the  velocity  of  the  projectile,  especially  in  short 
arms. 

For  this  purpose  take  a  mortar  eprouvette  and  load 
it  with  a  single  fragment  of  powder  weighing  forty-six 
grains ;  fire  it,  and  the  ball  will  not  be  thrown  out  of 
the  bore ;  divide  the  same  weight  into  seven  or  eight 
fragments,  and  it  will  barely  be  thrown  out  of  the 
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bore ;  divide  it  into  fifteen  fragments,  and  it  will  he 
tlirown  about  ten  feet;  fifty  fragments •  will  throw  it 
about  thirty  feet ;  and  the  same  weight  of  cannon-pow- 
der, about  one  hundred  and  seventy  feet. 

The  progressive  burning  of  powder  is  further  con- 
firmed by  the  fact,  that  burning  grains  are  sometimes 
projected  fix)m  a  gun  with  sufficient  force  to  perforate 
screens  of  paper,  wood,  and  lead,  at  considerable  dis- 
tances. It  is  even  found  that  they  are  set  on  fire  in  the 
gun,  and  afterward  extinguished  in  the  air  before  they 
are  completely  consumed.  The  large  grains  of  powder 
used  in  the  fifteen-inch  columbiad  are  thrown  out  burn- 
ing, to  a  distance  of  one  hundred  yards. 

The  velocity  of  combustion  of  powder  varies  with 
the  nature^  proportionSj  trituration^  density^  and  (xmdir 
tion  of  the  ingredients. 

Purity  of  ingredients.    To  secure  the  greatest  ve- 
locity of  combustion,  it  is  necessary  that  the  nitre  and 
sulphur  should  be  pure,  or  nearly  so.     This  can  always 
be  effected  by  a  proper  attention  to  the  prescribed 
modes  of  refining ;  but  with  the  charcoal  it  is  different, 
for  the  part  which  it  plays  in  combustion  depends  upon 
certain  characters  which  are  indicated  by  its  color  and 
texture.     The  velocity  of  combustion  will  be  greater 
for  red  charcoals  than  those  that  are  black  and  strongly 
calcined  ;  and  for  light  and  friable  charcoals,  than  those 
that  are  hard  and  compact.     It  appears,  in  fact,  to  be 
nearly  proportioned  to  t.e  combustibility  of  the  char- 
coals given  in  the  tables  on  page  19. 

Proportions.  The  proportions  of  the  ingredients 
have  a  very  great  effect  on  the  combustion ;  by  vary- 
ing them,  all  velocities  between  0  and  .55  inch  can  be 
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obtained ;  the  latter  number  can  scarcely  be  exceeded. 
The  proportions  which  give  a  maximum,  appear  to  be 
comprised  between  the  two  following: 

Nitre,  76.  Charcoal,  15.  Sulphur,  9. 

"      76.  "         14.  "       10. 

As  it  is  often  useful  in  preparing  fireworks  to  know 
the  proportions  which  will  give  a  certain  velocity  of 
combustion,  a  table  is  given  of  a  series  of  proportions 
of  nitre,  sulphur,  and  charcoal,  and  the  corresponding 
velocities  of  combustion : 

Sixty  parts  of  nitre,  compounded  with  certain  pro- 
portions of  sulphur  and  charcoid,  gave  the  following 
velocities : 


ParU  of 

Salpbor. 

ParU  of  Black  CharooaL 

0 

Inch. 
.0 

5 

10 

Inch. 

11 

f 

16 

20 

30 

60 

Inch. 

Inch. 

Inch. 

Inch. 

Inch. 

Indi. 

0 

;  .02 

.11 

.14 

.24 

.34 

.43 

.07 

5 

!    -^ 

,  .06 

.24 

.30 

.43 

.47 

.36 

.00      1 

1 

8 

1 

.0 

.06 

.60 

.61 

.49 

.41 

.20 

.00      ■ 

10 
15 

1 

.0 

.08 

.47 

.49 

.47 

.39 

.  16 

.00 

.0 

! 

.  11 

.43 

.44     : .36 

.36 

.  14 

.00 

!     20 

.0 

.16 

.39 

.40     i  .38 

.30 

.10 

.00 

,     30 

.0 

.27 

.34 

1 

1 
.33     , 

.00 

.29 

.21 

.01 

.00 

60 

.0 

.00 

00 

.00 

.00 

.00 

.00      1 

1 

It  will  be  seen  that  the  proportions  6 — 1 — 1  are 
among  those  that  give  the  greatest  amount  of  gas  in  a 
given  time,  other  circumstances  being  equal;  for  the 


TRITUKATIOK. 


48 


reason,  that  the  weight  burned  during  this  time  is 
greater,  and  because  each  unit  of  weight  gives  a  greater 
volume  of  gas, 

TriturcUion.  Trituration  of  the  ingredients  increases 
the  velocity  of  combustion ;  and  this  increase  is  much 
greater  as  the  proportions  approach  those  which  give 
the  greatest  velocity.  For  the  results  of  experiments  on 
this  point,  see  accompanjring  table : 


Houra. 

0 

1 

2 
3 
4 
5 
10 

Velocity  of  oombustliHi. 

Rwmarka 

ComponitloiL 

A. 

B. 

c. 

Inch«e^ 

Incbea. 

Inches. 

.12 
.31 
.38 
.40 
.44 
.46 
.48 

.13 
.25 
.29 
.32 
.34 
.35 
.37 

.0189 
.0192 
.0200 
.0204 
.0212 
.0216 
.0236 

CompositioDS  dry. 

Nitre.   Ch*oo«L  Salphor.      Compodtlon. 

A,  75.00  12.5    12.50  Gunpowder. 

B,  68.00   12.0   28.00  Faze  composition. 

C,  66.66     2.0   31.34  Port-fire      " 

The  nitre  was  taken  as  it  came  from 
the  refinery.     The  salphur  and  charcoal 
had  already  been  tritarated  in  the  roll- 
ing-barrels. 

Density.  For  each  set  of  proportions,  the  maximum 
velocity  corresponds  to  a  very  small  density.  By  in- 
creasing the  density,  the  velocity  is  diminished;  and 
more  rapidly  for  quick  compositions  than  slow  ones. 
When  in  the  fonn  of  a  dust,  gunpowder  composition 
burns  more  slowly  without  compression  than  with  it. 
For  the  results  of  experiments  on  the  preceding  compo- 
sitions, see  the  following  table ;  the  trituration  was  ex- 
tended to  ten  hours : 
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Density. 

• 

Telodtj  of  eombufltioB. 

_ 

CompodUoD. 

A. 

B. 

C. 

0.80 

1.00 

1.20 

1.40 
1.60 
1.80 
2.00 
2.16 

.360 

.440 

.470 

.480 
.890 
.443 

.310 

.410 

.390 

.380 
.366 
.360 
.340 
.330 

.0319 

.0295 

.0252 
.0224 
.0220 

The  pulverized  composition  is  simply 
poured  into  a  tube,  and  settled  hj 
striking  lightly  on  a  table. 

The  composition  poured  in  as  abore, 
and  compressed  under  a  weight  of 
22  lbs.  without  shock. 

Composition  driven  with  a  maUet 
weighing  2.2  lbs.,  falling  through  a 
height  of  3.9  inches. 

Same,  save  the  height^  which  was  27 
inches. 

These  densities  were  obtained  by  in- 
creasing the  number  of  blows  with 
the  maUet  for  each  ladleful  of  compo- 
sition. 

The  density  of  a  composition  under  the 
same    pressure,   increases   with    the 
trituration  of  the  ingredients. 

Moieture.  By  moistening  the  composition  with  pure 
water,  alcohol,  or  vinegar,  and  then  drying  it  com- 
pletely, the  velocity  of  combustion  is  increased.  With 
pure  water  alone,  this  increase  of  velocity  may  amount 
to  0.1  of  an  inch.  On  the  contrary,  the  velocity  is 
diminished  where  oils,  fatty  or  resinous  substances,  are 
added  to  the  composition,  or  when  it  incloses  water  or 
other  liquids. 


Drj  Powder,  or  on«  eontalniog  ^  per  eent  of  moiitare,  hat  •  relodtjr  of  0.48  In. 

U         •  **  **  OMin. 

29.  Ijair  of  formatloii  of  gaaeona  pro^vcta.  When 
the  form  and  size  of  the  grains  and  the  velocity  of  com- 
bustion are  known,  we  can  ascertain,  at  any  given  mo- 
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ment,  the  amount  of  powder  consumed,  as  the  velocity- 
is  uniform  and  independent  of  the  surface. 

Spherical  g^rain.  Take  a  spberical  grain  of  powder 
of  homogeneous  fltructure,one  that  will  completely  bum 
up  in  y^  of  a  second.  Apply  fire  at  any  point 
of  its  surface,  the  flame  will  immediately 
envelop  it,  and  bum  away  the  first  spheri- 
cal  layer ;  if,  for  example,  we  suppose  the 
rt»  J-  time  of  this  partial  combustion  be  -Jy  of 
the  time  required  to  bum  up  the  entire  grain,  then  the 
radius  of  the  remaining  sphere  will  be  only  -^  of  the 
first ;  but  the  volumes  of  spheres  being  to  each  other 
as  the  cubes  of  their  radii,  the  primitive  sphere  will  be 
to  the  one  which  remains  after  the  burning  of  the  first 
layer,  as  1.0  is  to  0.729,  the  cube  of  .9.  Subtracting  the 
second  of  these  numbers  from  the  first,  we  shall  have 
O.27I1  which  expresses  the  difference  of  volumes  of  the 
two  spheres,  or  the  amount  consumed  in  the  first  -^  of 
time,  compared  to  that  of  the  entire  grain.  By  making 
similar  calculations  on  the  other  layers,  we  shall  obtain 
the  resulta  contained  in  the  following  table : 


Tlmaofbuniag 

iuiua.«Tt 

7u 

.tt« 

.m 

.too 

.«* 

.AM 

.AM 

.M4 
.Ml 

L_ 

.<MT 

.DM 
.01  > 

.MO 

,an 
.001 

0.M0 
0.001 

"—-""■-""'• 

It  will  be  seen  from  this,  that  for  eqiud  intervals  of 
time,  those  taken  in  the  first  period  of  combustion  give 
fijrth  very  much  lai^r  amounts  of  gas  than  those  taken 
in  the  last    If^  instead  of  a  sphere,  we  suppose  the 
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grain  to  be  a  polyhedron  circumscribing  a 

sphere,  the  burning  layers  being  parallel, 

the  decreasing  grain  will  continue  to  be 

a  similar  polyhedron,   circumscribing  a 

sphere.     The  results  given  in  the  table  ^  ^ 

will  be  strictly  true  for  this  case,  as  well  as  for  grains 

of  conical  or  cylindrical  form,  provided  their  bases  be 

equal  to  their  heighta 

General  formula.  A  general  formula  may  be  de- 
duced to  show  the  amount  of  gas  developed  at  any 
instant  of  the  combustion  of  a  grain  or  charge  of  pow- 
der. For  this  purpose  take  a  spherical  grain  of  powder, 
and  consider  it  inflamed  over  its  entire  surface. 

Let  t  represent  the  time  of  burning,  from  the  in- 
stant of  ignition  to  the  moment  under  consideration:  t\ 
the  time  necessary  to  bum  from  the  surface  to  the  cen- 
tre, or  total  combustion :  H^  the  radius  of  the  grain. 

Since  the  combustion  passes  over  the  radius  It  in 

the  time  <',  the  velocity  of  combustion  is  equal  -7-,  and 

R  t 

for  the  time  <,  it  will  pass  over  the  space  t—^  or  It—  ; 

t'  V 

the  radius  of  the  decreasing  sphere  will  therefore  be 
^  j  1  —  —  I       The    volume    of  the    grain  of  powder 

and   that  of   the   decreasing  sphere   are   -^nl^    and 

3 

4  /        ^V 

Q-^i?(l  — ~l»  respectively;   and   their  diflference,  or 

the    quantity   of    powder  biuned,   will   be   equal   to 

l'^0-('-7)> 
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The  first  £actor  of  this  expression  represents  the 
primitive  volume  of  a  grain  of  powder,  and  the  other 
expresses  the  relation  of  the  volume  burned  to  the 
primitive  volume. 

The  same  expression  will  answer  for  all  the  grains 
of  a  charge  of  powder,  if  they  are  of  the  same  size  and 
composition ;  consequently,  if  we  let  A  represent  the 
volume  or  weight  of  the  grains  composing  a  charge  of 
powder,  the  quantity  remaining  unbumed  after  the  time 

t  will  be  represented  by  ^  / 1 ;  1 ;  and  the  quantity 


burned,  by  ^ A- A- ^^)'^. 


Although  the  grains  of  powder  are  not  spherical, 
their  sharp  angles  are  partially  worn  away  by  rubbing 
against  each  other  in  glazing  and  in  transportation ;  and 
the  mode  of  fabrication  and  inspection  reduces  the 
variation  in  size  within  narrow  limits;  therefore,  if 
we  examine  the  influence  which  the  actual  form  and 
size  of  the  grains  exercises  over  the  phenomenon  of 
combustion  of  powder,  we  shall  find  that  the  effect 
varies  but  slightly  from  that  due  to  the  spherical  form. 

Application  to  ordinary  powder.  Take  a  grain  of  ob- 
long form,  like  that  of  a  spheroid,  or  cylinder  termi- 
nated  by  two  hemispheres:  it  will  present  a  greater 
surface  than  a  spherical  grain  of  the  same  weight,  and 
consequently  the  amount  of  gas  formed  from  it  in  the 
first  instants  of  time,  will  be  greater,  and  the  duration 
of  the  combustion  will  be  less.  It  can  be  shown,  how- 
ever, that  so  long  as  the  size  of  the  grains  is  kept  with- 
in the  regulation  limits,  this  influence  will  be  slight. 
To  do  this,  take  an  oblong  grain  the  cylindrical  part  of 
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wluch  has  a  diameter  of  .054  iiL,  let  it  be  tenninated 
by  two  hemisplieres,  and  have  a  total  length  of  .097 
in.  (these  being  the  minimum  and  m^YiinTifw  sxe  of 
a  grain  of  French  cannon-powder,  regpectively) ;  its 
weight  will  be  about  .07  grain,  or  -j-L*  ^^  ^  gramme^ 
and  with  a  velocity  of  combustion  of  0.48  it  will  take 
0.056"  to  bum  up  completely. 

French  war-powder  is  composed  of  grains  of  different 
weights,  numbering  about  310  to  everj  gramme^  or  15.4 
grs.  Troy.  If,  therefore,  powder  contain  oblong  grains 
of  the  size  stated  above,  there  must  be  others  still 
smaller :  if  we  suppose  them  to  be  in  equal  quantities, 
and  the  larger  to  be  y-f^  of  the  unit  of  weight,  then  the 
smaller  must  be  equal  to  j\-^  of  the  unit  of  weight ; 
which  would  be  equal  to  spheres  with  a  radius  of  0.027 
inch.  Comparing  the  quantities  of  gas  developed  in 
intervals  of  .008",  or  about  \  of  the  time  necessary  for 
the  combustion  of  the  smallest  grains,  we  obtain  the 
result  in  the  following  table : — 


Klodi  of  grains  of  Powder. 


YMm^ixU^X  Krainf**  diamr.  .054  in. ; 
lifrijflli,  U.98  in.,— 210  to  the 
Knirnriie,  or  16.4  grs., 

MpTifHcftl  ii^rt%\i\%  oi  410  to  the 
irrnrfiriif,  or  .056  in.  diameter, 

V,\iit\yniU'i\  and  Fphencal  gr&ins  as 
ft^Kivn,  In  <?<|UttI  quantities,  form- 
ing a  mixture  of  310  to  the 
^rMrnrrif, 

Mf^h'TWwl  Kruinii  of  310  to  the 
frrMinfiM',  or  0.0G3  in.  diameter, 

\i\tiff'Ui'*^  UHwfon  mixed   grains 

.  Mrid  aiilM^rifttl  gruinH  of  the  same 
fM'Mfi  w<;ig:ht, 


Relation  of  the  rolnme  of  powder  burned,  to  the  rol- 
nnKf  of  the  grmlat  after  a  time  of 


O^.OOSI  0".016j 


0.310 


0.357 


0.333 


0.330 


0.003 


0.555 


0.616 


0.585 


V\(itti\  0^.082 


'.OMl 


0.737  0.864 


0.794 


0.766 


0.5800.758 


0.005 


0.008 


0.907 


O'^OIO,  <r.048 


O^.OM 


0.946  0.987 


0.968  0.994 


0.885  0.958  0.990  0.999 


1.000 


0.999 


0.875  0.948  0.985 


0.010 


0.998 


0.010  0.006  0.001 


TIm^  ilirtiirences  in  the  results  do  not  much  exceed  y|^. 
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and  may  be  neglected  in  practice ;  we  may  accordingly 
consider  all  the  grains  of  a  charge  of  powder  as  spheres 
with  radii  corresponding  to  their  mean  weight.  This 
meaii  weight  is  an  important  element^  and  may  be  de- 
termined by  counting  the  numher  of  grains  in  a  given 
charge^  and  dividi7ig  the  weight  of  the  charge  by  this 
numher. 

In  war-powder  the  largest  portion  of  each  grain  is 
burned  in  the  first  two-tenths  of  the  time  required  to 
consume  the  entire  grain  :  as  it  has  been  shown  that  a 
grain  of  ordinary  cannon-powder  requires  0.1  second 
for  its  combustion,  the  largest  portion  of  the  grain  will 
be  burned  in  the  first  -^J^  of  a  second.  If  we  consider 
the  velocity  of  the  projectile  on  leaving  a  gun,  and  the 
time  necessary  to  overcome  its  inertia  in  the  first  period 
of  its  movement,  we  shall  see  that  a  very  large  portion 
of  each  grain  is  burned  up  before  the  projectile  leaves 
the  gun.  If  the  size  of  the  grain  be  increased^  the 
effect  wiU  be  to  dim/inish  the  amount  of  gas  evolved  in 
the  first  instanis  of  time^  and  to  diminish  the  pressure 
on  the  breech.^  This  principle  has  been  made  use  of 
lately  to  increase  the  endurance  of  large  cannon. 

29.  Inflammation,  When  grains  of  powder  are  uni- 
ted to  form  a  charge,  and  fire  is  communicated  to  one 
of  them,  the  heated  and  expansive  gases  evolved,  insin- 
uate themselves  into  the  interstices  of  the  charge,  en- 
velop the  grains  and  ignite  them,  one  after  the  other. 

*  This  idea  baa  been  carried  out  more  fullj  in  the  experiments  of  Captain  Rodman, 
bf  converting  the  powder  into  one  or  more  cakes,  which  are  perforated  with  numer- 
ous small  holes  for  the  passage  of  the  flame.  In  this  waj  a  large  portion  of  the 
powder  is  consumed  on  an  increasing  instead  of  a  decreasing  surface,  and  the 
amount  of  gas  given  out  in  the  last  moments  will  be  greater  than  in  the  first;  and 
thus  the  strain  on  the  breech  of  a  gun  may  be  very  much  diminished  without  pro- 
portionatelj  diminishing  the  velocity  communicated  to  the  projectile.  For  actual 
results  obtained  with  this  kind  of  powder,  see  Note  appended  to  section  109. 

4 


>i-«»*Miti:. — rr*  efitxts. 

.  '».'u«,ai.4«.*u  '  [    \:iiirinn  is  called  inflammation^ 

..r     ^imn'fj  *if  inflammation.     It   is 

-  *^..i    ...ui  ::iat  •  \  '.t »nil »u8tion,  and  it  should  not 

.    v.Lii    Aiiicb  inflamed  gases  move  in  a 

^     .1..     <v  .1  .:imion,  is  verj' great.     Iluttoneal- 

.  -  1. 1 .  .•  HMi  to  5,(M10  feet  i>er  second ;  and 

.i...;^\i  i:    'V  exjieriment  to  be  al)oiit  7,000 


^.'.4. 


.  ..     A^  ^as«»<  a:-e  torced  to  pass  througli  the 

^  »\ *ivi\  :he  resistance olFei-ed  will  consider- 

...  .-u  '.  li'    •  v'uvitv  of  their  expansion  :  it  is  found 

.u  :  nil  and  size  of  the  grains;  and  may 

X  tvdiKvd  to  33  fet*t  i>er  second.     The 

.•  *Liiuviu«n,  as  ]H.*fore  statetl,  is  only  .48  inch 


V     >^..    '-" 


■  %,«. 


.     .  .iU  \ilivitv  of  inflammation  of  a  train  of 

Joi^;  !»ui  an  imperfect  idea  of  this  velocity 

»,»\  'v  iiitert»sting  to  study  it. 
K         .\  w\    v'l*  ijirtammation  of  a  train  of  powder 
^     ...*vx\\iih   the  size  of  the  grains,  with  the 
•  x^wier  1  luployed,  and  the  disposition  of  the 
u^    \slu*N  «!*  >vill  he  shown  ])y  the  following 
..  .i4al  o\iH*riment. 
,^        .v'.*:ii   v»f  iH»\Viler  in  each  train    was    about 
\  \\\wi\x  fiH>t,  and  the  time  corresjnmding  to 
,  .vvx  ^^.i-*  v»Mc  seeon<L 

tu,  Mirliut*  in  the  oi)en  air,      .         7.87  feet. 
.  .vx*x**mhI  tnnigh,  .         .         .    8.13 

•:.,  u  n»lH\  ....        11.38 

^    .*:4*.^  tube  phuvd  in  the  trough,      17.48    ^' 
^    A  .u^u>ih  .'^^xi'tvil  ujs  .  -'7.88 


or  v:>i    « 
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These  velocities  are  less  than  those  obtained  in  fire- 
is,  for  the  reason  that  the  powder  is  not  only  confined 
st  the  sides,  but  at  one  end,  which  was  not  the  case  in 
"the  experiment  with  the  covered  trough,  where  it  could 
«xpand  in  both  directions. 

A  velocity  of  more  than  three  hundred  feet  can  be 
obtained  by  burning  quick-match  inclosed  in  a  cloth 
"tube. 

The  size  of  the  cross-section  influences  the  velocity, 
«3  was  shown  by  burning  a  train  containing  .062  lb.  per 
:fbot  in  an  open  trough :  the  velocity  was  5.77  feet,  in- 
stead of  7.87  feet;  and  in  a  covered  trough  it  was 
twenty  feet,  instead  of  27.88.  The  velocity,  therefore, 
increases  with  the  cross-section  of  the  train. 

To  determine  the  influence  of  the  size  of  the  grains 
on  the  velocity  of  inflammation,  two  trains  were  fired, 
one  composed  of  fine  grains,  and  the  other  of  large 
ones ;  the  velocity  of  the  first  was  8.2  feet,  and  the 
second  was  7.54.  This  diflference  was  due  to  the  greater 
amount  of  gas  developed  by  the  small  grains  in  the  first 
instants  of  combustion. 

The  nature  of  the  charcoal  exerts  an  influence,  the 
black  being  more  favorable  to  inflammation  than  tte 
red. 

For  a  specific  gravity  of  1.3,  the  velocity  is  7.5  feet. 

"  "       1.6,       "  "     7.2    " 

Light  powder  is  therefore  found  to  be  more  infiam- 
mable  than  heavy. 

If  the  grains  be  round  the  interstices  are  larger,  and 
more  favorable  to  the  passage  of  the  flame,  and  the  in- 
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flammation  of  the  mass.  If  they  be  sharp  and  angu- 
lar,  they  will  close  upon  each  other  in  such  a  way  as  to 
reduce  the  interstices;  and  although  the  ignition  of 
such  grains  may  be  more  rapid,  its  propagation  will  be 
diminished. 

It  has  been  shown  that,  when  powder  is  burned  in 
an  open  train,  fine  powder  inflames  more  rapidly  than 
coarse ;  such,  however,  is  not  the  case  in  fire-arms,  owing 
to  the  diminution  of  the  interstices.  If  a  charge  were 
composed  of  mealed  powder,  the  flame  could  no  longer 
find  its  way  through  interstices,  and  the  velocity  of  in- 
flanunation  and  combustion  would  become  the  sama 
The  velocity  of  inflanunation  of  powder  compressed  by 
pounding  is  about  .64  inch,  while  that  of  mealed  pow- 
der in  the  same  condition  is  only  .45  in. 

PRODUCTS,  ETC.,  OF  COMBUSTION. 

80.  Matare  of  prodintsu.  Temperature  and  atmos- 
pheric pressure  considerably  influence  the  products  ob- 
tained from  burning  gunpowder.  When  exposed  in  the 
open  air  to  a  temperature  gradually  increasing  to  572^ 
Fahrenheit,  the  sulphur  sublimes,  taking  with  it  a  por- 

Note. — Bj  oompressing  grain-powder  under  a  lijdrostatic  press  it  nuijr  be  ocm- 
▼erted  into  a  solid  cake,  and  be  used  in  loading  fire-arms,  in  place  of  the  ordinary 
cartridge.  No  cement  is  required  to  unite  the  grains,  as  the  pressure  brings  the 
particles  of  the  surface  of  the  grains  within  the  limits  of  cohesive  attraction,  in 
the  same  way  that  artificial  limeittone  is  formed  by  compressing  sand.  As  the 
pressure  diminishes  the  interstices  of  the  grains,  it  also  diminishes  the  velocity  of 
inflammation,  and  the  rapidity  with  which  the  charge  is  converted  into  flame. 

Experiments  made  at  West  Point,  on  some  specimens  of  powder  thus  prepared 
by  Dr.  Doremus,  of  New  York,  showed  that  the  pressure  on  the  sur&oe  of  the 
bore  may  be  increased  or  diminished  by  diminishing  or  increasing  the  pressure  on 
the  cakes. 

The  cakes  were  cowered  by  a  water-proof,  but  highly  inflammaUe  Tarnish, 
which  protected  the  powder  fVom  moisture,  without  apparently  diminishing  its 
inflammability. 
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tion  of  the  carbon.  This  was  Bhown  by  Saluces,  who 
passed  the  volatilized  products  through  a  screen  of  very 
fine  cloth,  and  found  carbon  deposited  on  it.  Powder 
xnay  be,  therefore,  completely  decomposed  by  a  gradual 
Iieat,  without  explosion;  but  when  suddenly  brought 
in  contact  with  an  ignited  body,  the  temperature  of 
Avhich  is  at  least  572""  Fahrenheit,  the  sulphur  has  not 
"time  to  sublime  before  explosion  takes  place 

The  proportions  for  war-powder  for  the  United 
States  service  are  seventy-six  parts  of  nitre,  ten  of 
sulphur,  and  fourteen  of  carbon.  By  the  atomic  theoiy 
the  proportions  should  be  74.64  nitre,  11.85  sulphur, 
13.51  carbon.  If  we  adopt  these  last  proportions,  the 
formula  for  gunpowder  becomes 

If  we  suppose  the  ingredients  to  be  pure,  and  to  arrange 
themselves  under  the  influence  of  heat  according  to 
their  strongest  affinities,  there  will  result  one  equivalent 
of  nitrogen,  three  of  carbonic  acid,  and  one  of  sulphide 
of  potassium,  for 

The  products  are,  therefore,  solid  and  gaseous.  Usually, 
powder  contains  a  slight  quantity  of  moisture ;  the  in- 
gredients are  not  absolutely  pure,  nor  are  they  propor- 
tioned strictly  according  to  their  combining  equivalents ; 
it  might  be  expected,  therefore,  that  the  actual  would 
differ  from  the  theoretical  results. 

The  actual  gaseous  products  obtained  by  combustion 
are,  principally  nitrogen  and  carbonic  add^  sometimes 
carbonic  oxide^  a  little  svlphuretted  hydrogen^  carburetted 
hydrogerij  and  nitrous  octide.  The  solid  products  are, 
etdphide  of  potaeeiuniy  eidphate  of  pota^sa^  suhoarboruUe 
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ofpotdssa  (mingled  with  a  little  carbon)^  and  traces  of 
svlphur. 

When  the  sulphide  of  potassium  comes  in  contact 
with  the  air,  it  is  converted  into  sulphate  of  potassa, 
and  gives  rise  to  the  white  smoke  which  follows  the  ex- 
plosion of  gunpowder.  A  portion  of  the  sulphide  is 
sometimes  condensed  on  the  surface  of  the  projectile, 
which  accounts  for  the  red  appearance  of  shells,  some- 
times observed  in  mortar-firing. 

The  solid  products  are  probably  volatilized  at  the 
moment  of  explosion  by  the  high  temperature  which 
accompanies  the  combustion;  but,  coming  in  contact 
with  bodies  of  much  lower  temperature,  they  are  imme- 
diately condensed.     In  chambered  arms,  small  drops  of 
sulphur  may  be  observed  condensed  on  the  sides  of  the 
bore,  which  show  that  the  sulphur  has  been  volatilized ; 
and  we  know  that  good  powder  bums  on  paper  and 
leaves   no  trace.    This  fact,  however,  was  most  com- 
pletely shown  by  the  experiments  of  Count  Rumford* 
This  celebrated  observer  used  a  small  eprouvette  of 
great  strength,  which  he  partially  filled  with  powder, 
and  hermetically  closed  with  a  heavy  weight.      TIm 
powder  was  fired  by  heating  a  portion  of  the  epraaveftto 
to  redness.      Whenever  the  force  was  sufficient  to 
the  weight,  the  entire  products  escaped;  when  it 
not,  a  solid  substance  was  found  condensed  on  the 
face  of  the  bore  fiirthest  from  the  source  of  heat. 

31.  Temperature.  The  temperature  of  the  gaseoos 
products  of  fired  gunpowder  has  been  variously  estinui- 
ted.  Saluces  determined  by  experiment  that  pure  cop- 
per, which  melts  at  a  temperature  of  4,622  Fahr.,  was 
not  always  melted  by  them ;   while  brass,  the  melting- 
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liicli  is  ahout  3,900  Fahr.,  was  invarialily 
"  melted  ;  he  was,  therefon*,  induwcl  to  plac-e  their  tern- 
yt-riiture  at  aI»out  4,30i>  FaUr.  As  meVtls  absorli  a  lai^e 
aimouut  of  heat  Iiefare  melting,  it  is  prolialile  that  the 
-•emperatiire  of  fired  gunpowder  is  actually  more  than 
^s  here  stated 

B       DETERMINATION  OF  THE   FORCE  OF 
■  GUNPOWDER. 

^H  3:2.  AbMlnie  force.  The  absolute  for^'e  of  gaiipow- 
^^Her  is  measured  by  the  pressure  which  it  exerts  when 
^Bt  exactly  fills  the  space  in  which  it  is  fired.  Various 
^^ksperiments  have  been  made  to  determine  mechanically 
"the  absolute  expansive  tbrce  of  tired  gunpowder,  but 
Tfith  widely  different  results,     Robins  estimated  it  at 

»  1,000 »tmospheres,Hutton  at  1,800,  D'Antoai  from  1,400 
to  1,J)00,  and  Rumford  carried  it  as  high  as  100,000 
Stmospheres.*  These  discrepancies  arise,  in  a  great 
Measure,  from  the  very  great  difference  which  exists  be- 
tween the  expansive  force  of 
the  gases  in  the  different  mo- 
ments of  combustion,  and  from 
a  want  of  coincidence  in  the 
observationw. 

The  ajiparatus  used  by 
Rumftmi  to  determine  this 
point  consisted,  essentially,  of 
a  small  eprouvette,  E,  capa- 
ble of  holding  exactly  25 
grains  of  powder.     The  orifice 

•  Roditun'a  expert roents  iliow  the  •huoluio  proMiire  wbo  at  least  l[i,3n3  nlmoa- 
erta,  or  200,000  lb«.  to  tlia  mimn  inch. 
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was  closed  with  a  heavy  weight,  and  the  powder  wag 
fired  by  heating  the  stem  of  the  eprouvette,  S,  with  a 
redhot  cannon-ball,  B.  For  the  first  trial,  he  filled  the 
eprouvette  with  25  grains  of  the  best  quality  of  dry  pow- 
der, and  rested  upon  the  cover  the  knob,  C,  of  a  24-pd. 
gun,  whose  weight  was  8,081  lbs.  Notwithstanding  its 
great  strength,  the  eprouvette  was  burst  at  the  first  fire 
into  two  pieces ;  and  the  24-pdr.  was  raised.  Kumford 
endeavored  to  show  from  the  Aveight  thus  raised,  that  the 
pressure  of  the  gases  on  the  sides  of  the  eprouvette  was 
greater  than  10,000  atmospheres.  He  further  attempted 
to  show,  that  as  the  tenacity  of  good  iron  is  equal  to 
4,231  times  the  pressure  of  the  atmosphere  on  the  same 
surface,  and  as  the  surface  of  rupture  was  13  times  that 
of  the  bore,  the  force  necessary  to  produce  the  rupture 
of  the  eprouvette  must  have  been  13x4,231,  or  55,003 
atmospheres. 

There  are  circumstances  attending  this  experiment 
which  should  be  taken  into  account,  and  Avhieh  Avill 
very  materially  diminish  this  result.  They  are,  the 
diminution  of  the  tenacity  of  the  iron,  due  to  heating 
the  eprouvette  to  produce  explosion,  and  the  incorrect 
method  by  which  Rumford  estimated  the  strength  of  a 
hollow  cylinder  sul  gected  to  a  strain  of  expansion. 

33.  Relation    betiveen  deiMltjr    and    faree.     £xperi- 

ments  were  continued,  Nvith  a  similar  apparatus,  to  de- 
teiinine  the  relation  between  the  density  and  the  expan- 
sive force  of  fired  gunpowder.  The  capacity  of  the 
eprouvette  was  nearly  25  grains.  It  Avas  fired  with  vari- 
ous charges  from  1  up  to  18  grains;  and  the  expansive 
force  of  each  discharge  was  determined  by  the  smallest 
weight  necessary  to  close  the  orifice  against  the  escape 
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of  the  gas.  With  the  results  of  85  trials  a  table  was 
formed,  from  which  a  cm^e  was  constructed  which  ex- 
presses the  relation  between  the  density  and  expansive 
force  of  fired  gunpowder,  fix)m  1  to  15  grains.  By 
analogy  and  calculation,  this  curve  was  continued  up  to 
a  charge  of  24  grains ;  and  for  the  density  correspond- 
ing to  this  charge,  the  pressure  was  found  to  be  29,178 
atmospheres. 

This  pressure  is  much  greater  than  that  developed 
in  the  explosion  of  projectiles  and  mines,  owing  to  the 
low  temperature  of  the  surrounding  surfaces,  and  the 
large  amount  of  heat  which  they  absorb.  It  is  the  same 
with  cannon,  for  the  most  rapid  firing  does  not  raise  the 
temperature  of  the  bore  above  210  Fahr.,  which  is  much 
below  that  of  the  eprouvette.  Besides,  the  powder  does 
not  completely  fill  the  space  in  rear  of  the  ball ;  and, 
as  powder  bums  progressively,  this  space  is  enlarged 
before  the  gases  are  completely  developed,  and  conse- 
quently their  density  is  diminished.  There  is  also  a  loss 
of  force  by  the  escape  of  the  gases  through -the  windage 
and  vent. 

The  following  equation  expresses  the  relation  foimd 
to  exist  between  the  density  and  expansive  force  of 
charges  of  gimpowder,  fix)m  1  to  1 5  grains,  fired  in  an 
eprouvette  the  capacity  of  which  was  25  grains,  or  in 
other  words,  for  charges  in  which  the  densities  vary 
from  .04  to  .6 : 

j9=1.841(905jy^^-^; 

in  which  p  represents  the  pressure  in  atmospheres,  and 
d  the  density  of  the  inflamed  products. 
It  will  be  seen  from  this  equation,  that  the  pressure 
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increases  more  rapidly  than  the  density,  since  the  expo- 
nent of  the  density  is  greater  than  unity. 

The  density  of  the  gases  is  equal  to  the  weight  of  the 
powder  huimed  divided  by  the  space  occupied  by  the  gases. 
By  substituting  this  in  the  equation,  we  can  determine 
the  pressure  exerted  at  any  given  instant  of  the  com- 
bustion. 

Although  this  relation  is  deduced  for  a  particular 
kind  of  powder,  it  may  be  used  for  all  service-powders 
and  service-charges  without  serious  error,  since  the  actual 
amount  of  gaseous  products  is  nearly  the  same  for  all, 
and  the  densities  of  the  highest  service^jharges  never 
exceed  O.6.* 

84.  Force  of  poivder  ivhen  iBflaHimaUoM  Is  Instaata- 
neoni.  If  the  size,  form,  and  density  of  the  grains  of  a 
charge  of  powder,  the  velocity  of  combustion,  and  the 


*  The  accuracy  of  Rumford's  formula  has  been  lately  verified  by  a  aeries  of 
experimenta  made  by  Captain  Rodman.  The  apparatus  used  by  this  officer  con- 
sisted of  a  Tery  thick  cast-iron  shell,  to  which  was  attached  an  indenting  piston  for 
determining  the  pressure  on  the  inner  surface,  or  powder  cavity  of  the  shelL 

The  following  table  shows  the  pressures  calculated  by  the  formula  and  the  pres- 
sures obtained  by  the  experiments,  for  three  different  densities : 


Densitj. 


i  PreMore  bj 

I    Ramford't  FonnnU. 


'i-.S 

1,200  lb 

*-A 

2,000    '• 

d-i 

3,700    '• 

Pretmire  br 
tkOdnuui't  KxpenmenU. 

1,066  lbs. 

2,525    ^• 

3,220    ** 


The  lesser  pressure  obtained  by  Rodman^s  experiments  may  be  in  a  great  measure 
explained  by  the  facts,  that  the  shell  was  not  heated,  but  fired  with  a  friction  tube, 
and  that  the  gas  was  allowed  to  escape  through  the  vent.  Further  experiments 
were  made  which  show  that  so  long  as  the  volume  of  the  charge  bears  the  same 
proportion  to  the  space  in  which  it  is  fired,  the  pressure  on  the  unit  of  sur&ce 
remains  the  same,  no  matter  what  may  be  the  amount  of  the  charge.  This  follows 
also  from  Rumford's  formula,  since  the  value  of  p  is  not  affected  so  long  as  d  remains 
the  same. 
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space  in  which  it  is  contained,  are  known,  we  can  deter- 
mine the  density  of  the  gaseous  products  at  any  partic- 
ular moment  of  combustion.  For  this  purpose,  take  the 
case  in  which  the  inflammation  of  the  whole  charge  is 
considered  instantaneous,  and  let 

P  be  the  weight  of  the  charge, 

d'  the  density  of  the  composition  of  which  the 

powder  is  made, 
F^the  space  in  which  the  gases  expand, 
l!  the  time  of  combustion  of  a  single  grain, 
t  the  time  since  the  combustion  began, 
d  the  density  of  the  gases  at  a  given  instant. 

According  to   section    29,  the  weight  of   powder 

remaining  after  a  time,  <,  will  be  equal  to  Pix ^,1 , 

P(        A* 
^nd   the  volume    will    be    equal    to  -7,1 1 \\   the 

Weight  of  gaseous  products  evolved  will  be  equal  to 

[1  — [1 \  1;  and  their  density  will  be  equal  to 

this  quantity  divided  by  the  space  V^  diminished  by 
the  space  occupied  by  the  powder  unbumt  at  the  end 
of  the  time  t 

Or, 


J" 


V- 


•('-(-t)L 

Let  IT  represent  the  ratio  of  the  weight  of  powder 
which  would  fill  the  space  F",  to  the  weight  of  the 
charge  jP,  and  D  the  gravimetric  density,  or  weight 
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of  a  unit  of  volume  of  powder,  we  shall  have  the  equar 
tion, 

and  the  formula  for  the  d^isity  of  the  gaseous  products 
becomes, 


If  the  charge  fill  the  entire  space  Vy  -2= 1,  and 


(1) 


1 

d=I} 


-HI 


When  the  grains  are  consumed,  <=r,  and  rf=-3>;  and 

Having  determined  the  mean  density  of  the  gaseous 
products  at  any  instant  of  the  combustion,  we  can  de- 
termine the  pressure  exerted  on  the  enclosing  surfaces 
by  means  of  Kumford^s  formula 

P=  1.841  (905(?y-^^»^. 

This  value  of  P  supposes  that  the  entire  charge  is 
inflamed  at  the  same  time — a  supposition  that  is  not 
strictly  correct,  except  for  small  and  lightly-rammed 
charges.  When  the  charge  is  large,  and  well-rammed, 
as  in  cannon,  it  is  necessary  to  take  into  consideration 
the  time  of  inflammation. 

85.  DeMtltjr  ivheM  the  iBflammafloM  is  Mot  Insuui- 
taneoiu.  In  a  majority  of  cases  the  preceding  formulas 
will  give  the  relation  between  the  density  and  expan- 


aive  force  of  gunpowder,  without  sensible  error;  but 
when  the  grains  are  small,  and  the  charge  is  com- 
pressed by  ranuning,  the  interstices  are  diminished  in 
size,  and  the  inflammation  is  comparatively  less  rapid ; 
hesides,  the  size  and  form  of  the  chai^  exert  an  in- 
fluence which  increottes  with  its  length.  It  is  proposed, 
therefore,  to  modiiy  the  formulae,  and  adapt  them  to 
the  Taont  general  case,  by  considering  the  inflammation 
progressive. 
Take  a  chai^  of  powder,  of  any  form  whatever,  and 
consider  it  ignited  at  the  point  A,  the 
inflammation  will  reach  the  surface  of 
the  concentric  zone  Ji,  the  radius  of 
which  is  tv,  in  the  time  t,  v  being  the 
velocity  of  inflammation.  There  wiU  be 
I  portions  of  the  charge  situated,  within 
I  this  zone  which  the  flame  will  not  have 
reached ;  others  in  which  the  combustion 
^^'  ''■  is  completed ;  and  others,  between  these 

two,  in  which  the  inflammation  is  completed,  but  the 
combustion  is  only  partially  completed.    See  figure  7. 


The  extent  of  the  inflamed  zones  being  determined 
^y  the.form  and  dimensions  of  the  chai^,  exerts  a  great 
influence  on  the  development  of  the  gases,  and  conse- 
quently on  their  density. 

If  the  velocities  of  inflammation  and  combustion  be 
known,  the  quantity  of  gas  formed  from  each  zone  can 
be  calculated,  and  the  question  becomes  one  of  analysis. 
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In  this  calculation,  the  integral  limits  which  refer  to  the 
extent  of  the  zones  are  determined  by  the  surfisu^e  of  the 
charge ;  and  those  which  refer  to  the  progress  of  the 
combustion  of  the  grains  will  be  the  point  of  ignition 
and  the  surface  of  inflammation ;  or,  if  0  be  the  time  ne- 
cessary for  the  flame  to  reach  the  surface  of  the  zone,  the 
radius  of  which  is  a?,  the  time  of  partial  combustion  of  a 
grain  of  this  zone  Avill  be  <— d,  and  its  complete  combus- 
tion is  expressed  by  the  relation  f=<'+^« 

For  this  zone  the  density  of  the  gaseous  products  at 
the  instant  of  inflammation  will  be  (f=0,  and  when  com- 
pletely consumed  d=.D. 

The  intermediate  values  may  be  determined  by  for- 
mula (1) 

by  substituting  t—e  for  t^  and  supposing  j5!=:l,  should 
th^  charge  completely  fill  the  space  in  which  it  is  burn- 
ed. Integrating  between  the  determined  limits,  we  ob- 
tain the  mean  density  of  the  gases  developed. 

The  solution  of  this  question,  in  a  general  sense,  is 
verj"  difficult,  and  requires  the  aid  of  the  differential 
calculus.  There  are  particular  cases,  however,  where 
the  solution  is  not  difficult ;  for  instance,  where  the 
charge  is  of  cylindrical  form  and  is  placed  at  the  bottom 
of  the  bore  of  a  gun. 

36.  Calculation  of  the  density  of  a  charge  of  cylin- 
drical form.  Although  the  charge  of  a  gun  is  ignite 
at  the  rear  and  upper  portion,  we  may  consider  that  all 
portions  of  the  circular  layer  at  the  bottom  are  inflamed 


7 
d=- 
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at  once,  and  that  the  inflammation  spreads  by  parallel 
layers  throughout  its  extent.  The  space  at  the  bottom 
of  the  bore,  and  the  escape  of  gas  through  the  vent, 
favor  this  supposition. 

Let  L  represent  the  total  length  of  the  charge,  and 
e'  the  time  necessary  for  the  inflammation  to  pass  over 
this  length.  Let  us  assume  that  ff=-nt\  t'  being  the 
time  necessary  for  the  combustion  of  a  single  grain  of 
the  charge ;  n,  therefore,  is  the  ratio  of  these  times. 

The  velocity  of  inflammation  will  be  ^,  or  ^,;    and 

—  will  represent  the  portion  of  the  charge  inflamed  in 

the  time  t.  The  length  of  the  charge  which  will  be 
consumed  (and  no  portion  can  be  entirely  consumed 

unless  t>t'^  will  be  (<—<') — >;  and  the  thickness  of  the 

'IXlf 

burning  layer  will  be  the  diflFerenee  between  these  two 

quantities,  or  — ;   which  is  constant. 

n 

If  the  area  of  a  section  of  the  charge,  perpendicular 
to  its  axis,  be  taken  as  the  imit  of  surface,  the  volumes 
may  be  represented  by  their  lengths.  Divide  the 
length  of  the  burning  portion  into  a  nimiber,  A,  of 
smaller  sections,  the  length  of  one  of  the  smaller  sec- 
tions will  be  equal  to  -^ ;  if  A  be  very  large,  the  grains 

of  each  very  small  section  may  be  considered  in  the 
same  stage  of  combustion,  and  the  radii  of  the  consumed 
layers  in  each  grain  of  the  small  sections  will  be 
represented  in  parts  of  the  primitive  radius,  as  fol- 
lows : — 
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For  the  1st,  2d,     8A      .    .    A— 2,  A— 1,  A,  sections^ 

h  h-\  A-2  8       J^      1 

h     h        h  h        h       h 

The  radii  of  the  burning  grains  wiU  be, 

1    2  A--3  A--2  A-a. 

A    A  h        h        h 

and  the  corresponding  volumes  of  the  unbumt  portions 
will  be  represented  by. 

»•  0)*  ©^  •  (-?)*•  (¥)•  (^7- 

The  volumes  burned  will  l>e  represented  by, 

If  D  represent  the  gravimetric  density  of  the  pow- 
der, the  weight  of  each  small  section  will  be  -^2),  and 

nh 

the  weight  of  the  gaseous  products  in  all  the  sections 
will  be 

nfr\^^ A* p 

but  we  know  in  general  terms  that 

l»+2»+3». .  ^,  or  s«»= 


-m 


therefore  the  sum  of  the  weights  of  the  gases  formed 

If  we  suppose  A,  the  number  of  sections,  to  be  infi- 
nite, the  above  expression  will  reduce  to 


n   \       *^     *  /I 
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-     The  portion  of  the  charge  entirely  consumed  being 

t—t'      .  .  .  t—t' 

equal  to  ~ijrL^  its  weight  will  be  — ttXZ),  and  the 

total  weight  of  gaseous  matter  developed  will  be, 


^LD+\ 


nt'  \      4  /• 


The  space  which  they  occupy  is  equal  to  the  volume 
of  the  inflamed  portion  of  the  charge,  diminished  by 
the  volume  of  the  unbumed  grains  at  the  end  of  the 

time  t;  the  volume  of  the  burning  powder  is  — ,  and 

n 

its  weight  is  ^D.    The  weight  of  the  portion  burned 
being  equal  to  \ ;   that   which   remains  unbumed 

will  be  equal  to  \ ,  and  the  density  of  the  grains 

being  <f,  their  volume  will  be  equal  to  j-  — -*.     The 

volume  into  which  the  gases  expand  will  consequently 

be  equal  to 

tL      LD^ 

nt'     ^nd'' 
Finally,  the  mean  density  of  the  gases  at  the  instant 
t,  will  be, 


...    .   '-i 

^_     XZ;  t'  I) 


,MtljA 


From  this  it  will  be  seen  that  the  density  is  indepen- 
dent of  the  velocity  of  inflammation  and  length  of  the 
charge.     The  formula,  however,  can  only  be  applied 
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from  the  instant  <=<'  to  that  in  which  tr=iV^t\  that  is 
to  say,  so  long  as  there  exists  a  portion  of  the  charge  in 
which  the  combustion  is  ceasing  on  its  posterior  sorfiEU^ 
and  commencing  on  its  anterior  surface. 

Without  committing  a  serious  error,  we  can,  how- 
ever, apply  the  formula  when  t=^\  because,  in  taking 
the  sum  of  the  cubes  0+l*+2*+3'+. ..+  (A— 1)* 
from  1  to  (A— !)•  it  will  only  be  necessary  to  take  it 

from  I  -)  to  (A— 1)',  which  makes  an  error  equal  to 
l'+2*+3*. .  •+(  Q  —  1  )>  ^r  Jj  of  the  total  sum,  as  may  be 

seen  by  replacing  A  by  -  in  the  expression  •<  -A_I1_/|.  . 

If  the  section  of  the  charge,  instead  of  being  equal 
to  the  section  of  the  bore  of  the  gun,  is  only  =,  the 

gases  being  developed  freely  in  a  space  IT  times  greater, 
the  density  D  will  be  diminished  in  an  inverse  ratio, 
and  we  shall  have 


K,    t'D 


37.  AppltcatloM  to  pracUise.  Thus  it  will  be  seen 
that  the  density,  and  consequently  the  expansive  force 
of  fired  gunpowder  can  be  determined  at  each  instant 
of  combustion,  either  in  the  case  in  which  the  inflamma- 
tion is  considered  instantaneous,  or  when  considered 
progressive. 

The  accuracy  of  the  formulas  was  verified  in  France 
some  years  since,  in  the  course  of  a  series  of  experiments 
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to  determine  the  influence  which  the  size  and  density 
of  grains  of  powder  exert  upon  the  initial  velocity  of  a 
projectile. 

There  were  six  diflferent  sizes  of  grains  tried,  viz. : — 
.26  in*,  .21  in.,  .18  in.,  .15  in.,  .10  in.  (cannon),  .05  in. 
(musket) ;  of  each  size  there  were  six  different  densi- 
ties, viz.: — 1.3,  1.4,  1.5,  1.6,  1.7,  1.8,  and  four  different 
modes  of  manufacture,  making  144  varieties  of  powder 
in  alL  The  instruments  used  were  the  ballistic  pendu- 
lum, the  4-pdr.  gun  pendulum,  the  mortar  eprouvette, 
and  the  infantry  musket 

The  results  of  calculation  and  direct  experiment  show 
a  remarkable  agreement,  and  may  be  summed  up  as  fol- 
lows, viz.:— 

1.  With  the  4-pdr.  gun  the  high  densities  gave 
^eater  velocities  when  combined  with  the  smallest 
grains,  and  vice  versa^  the  low  densities  gave  greater 
>relocities  when  combined  with  the  largest  grains.  The 
grains  which  gave  the  highest  velocities  possessed  me- 
^um  size  and  density,  or  a  density  of  1.5  combined 
"with  a  diameter  of  0.18  in. 

2.  With  the  mortar  eprouvette,  which  fired  a  smaller 
charge  than  the  4-pdr.  gun,  the  fine-gi'ained  powder 
gave  almost  invariably  greater  velocities  than  the 
<x>ar8e.  For  a  grain  of  .1  in.  (or  cannon  size),  the  low- 
est densities  gave  the  best  results,  and  for  a  grain  of  .05 
in.  (or  musket  size),  the  highest  densities  gave  the  best 
results. 

3.  With  the  infantry  musket,  and  a  still  smaller 
chai^  the  superiority  of  fine  grains  was  more  marked 
for  all  densities,  and  particularly  so  for  the  least. 

It  would  appear  from  the  foregoing,  that  the  proper 
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size  and  density  of  grains  of  powder  will  depend  on  the 
weight  of  the  projectile  to  be  moved,  the  size  of  the 
charge,  and  the  diameter  and  length  of  the  bore  in 
which  it  is  to  be  burned ;  or,  in  other  words,  cannon 
powder  should  have  a  coarser  grain  and  higher  density 
than  that  intended  for  use  in  small-anns. 


GUN-COTTON. 

38.  G«A-cottoB,  or  pjroxiie.  The  action  of  nitric  acid 
on  such  vegetable  substances  as  saw-dust,  linen,  paper, 
and  cotton,  is  to  render  them  very  combustible.  In 
their  natural  state  these  substances  are  almost  entirely 
composed  of  lignme^  the  constituents  of  which  are  oxy- 
gen^ hydrogen^  and  carbon  /  nitric  acid  furnishes  nitrth 
gen^  a  substance  which  enters  into  the  composition  of 
nearly  all  explosive  bodies. 

Gun-cotton  was  discovered  by  Prof.  Schonbein,  and 
published  to  the  Avorld  in  1846.  His  method  of  pre- 
paring it  consists  in  mudng  three  parts  of  sulphuric 
acid,  sp,  grav.  1.85,  vnth,  one  part  of  nitric  acid,  sp.  gr. 
1.45  to  1.50;  and  Avhen  the  mixture,  cools  down  to  be- 
tween 50^  and  60'  Fahr.,  clean  rough  cotton,  in  an  open 
state,  is  immersed  in  it ;  when  soaked,  the  excess  of  acid 
is  j>oured  off,  and  the  cotton  pressed  tightly  to  remove 
as  much  as  possible  of  what  remains.  The  cotton  is 
then  covered  over  and  left  for  half  an  hour,  when  it  is 
again  pressed,  and  thoroughly  washed  in  running  water 
to  remove  all  free  acid.  After  being  partially  dried  by 
pressure,  it  is  washed  in  an  alkaline  solution  made  by 
dissolving  one  ounce  of  the  carlx>nate  of  potash  in  a 
gallon  of  water.     The  free  acid  being  thus  expelled,  it 
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is  placed  in  a  press,  the  excess  of  alkaline  solution  ex- 
pelled, and  the  cotton  left  nearly  dry.  It  is  then 
washed  in  a  solution  of  pure  nitrate  of  potash,  one 
onnce  to  the  gallon,  and  being  again  pressed,  is  dried  at 
a  temperature  of  fix)m  150°  to  170"*. 

The  sulphuric  acid  has  no  direct  action  on  lignine,  its 
use  in  the  preparation  of  pyroxile  being  to  retain  the 
livater  abstracted  from  the  cotton,  and  prevent  the  solu- 
tion of  the  compound,  which  would  take  place,  to  a 
greater  or  less  extent,  in  nitric  acid  alone. 

Cotton,  in  its  conversion  into  an  explosive  substance, 
increases  very  considerably  in  weight,  owing  to  the  for- 
mation of  a  new  and  distinct  chemical  compound. 

Gun-cotton,  when  properly  prepared,  explodes  at  a 
temperature  of  about  380°  Fahr.  It  will  not,  therefore, 
ignite  gunpowder,  when  loosely  poured  over  it. 

Under  ordinary  circumstances,  the  electric  spark  will 
not  explode  it ;  but  if  the  fluid  be  retarded  in  its  prog- 
ress by  being  passed  over  the  surface  of  a  string  mois- 
tened with  common  water,  and  in  contact  with  the  cot- 
ton, explosion  will  follow. 

From  the  experiments  of  Major  Mordecai,  made  at 
Washington  arsenal,  in  1846,  the  following  feicts  regard- 
ing the  use  of  this  substance  in  the  military  service, 
were  ascertained : — 

1.  The  projectile  force^  when  used  with  moderate 
chaises  in  musket  or  cannon,  is  equal  to  that  of  about 
twice  its  weight  of  the  best  gunpowder. 

2.  When  compressed  by  hard  ramming  (as  in  filling 
a  fuze),  it  bums  slowly. 

3.  By  the  absorption  of  moisture,  its  force  is  rapidly 
diminished,  but  it  is  restored  by  drying. 
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4.  Its  explaswe  force^  or  bursting  effiM^  is  in  a  high 
degree  greater  than  that  of  gunpowder.  In  this  nspect 
the  nature  of  gun-cotton  assimilates  much  more  to  that 
of  the  fulminates  than  to  gunpowder.  It  is,  conse- 
quently, well  adapted  for  many  purposes  in  mining. 

5.  Gun-cotton,  well  prepared,  leaves  no  perceptible 
stain  when  a  small  quantity  is  burnt  on  white  paper. 

6.  It  evolves  little  or  no  smoke,  as  the  principal  resi- 
due of  its  combustion  is  water  and  nitrous  acid ;  the  lat- 
ter is  made  sensible  by  its  odor,  and  by  its  effects  on  the 
barrel  of  a  gun,  which  will  soon  be  corroded  by  it,  if 
not  wiped  after  firing. 

7.  In  consequence  of  the  quickness  and  intensity  of 
action  of  gun-cotton,  when  ignited,  it  cannot  be  used 
with  safety  in  our  present  fire-arms.  An  accident  of 
service,  such  as  that  of  inserting  two  charges  into  a 
musket  before  firing  (which  frequently  occurs),  would 
cause  the  bursting  of  the  barrel ;  and  it  is  probable  that 
the  same  result  would  be  produced  by  r^ular  service 
charges,  repeated  a  moderate  number  of  times. 

Within  a  few  years,  attempts  have  been  made  to  in- 
troduce gun-cotton  into  the  Austrian  field-artillery,  as  a 
substitute  for  gunpowder;  and  for  this  purpose  several 
batteries  of  short,  thick  bronze  guns  have  been  prepared 
for  service. 
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CHAPTER  n. 

PROJECTILES. 

39.  l^eflnitioB.  A  projectile  is  intended  to  reach  and 
strike,  pass  through,  or  destroy,  a  distant  object;  the 
effect  of  a  projectile  varies  with  its  form  and  the  mate* 
rial  of  which  it  is  composed. 

To  destroy  an  object  against  which  it  is  thrown,  a 
projectile  should  have  certain  hardness  and  tenacity ;  if 
it  be  softer  and  less  tenacious  than  the  object,  it  will 
spread  out  laterally,  or  break  into  pieces,  and  presenting 
a  greater  surfece,  wiU  meet  with  grater  resistance,  and 
consequently  penetrate  less  than  if  it  had  preserved  its 
primitive  form.  Great  density  is  also  favorable  to 
penetration,  inasmuch  as  it  gives  a  projectile  a  greater 
mass  for  an  equal  surface. 

40.  HsterUdt.  StoMj  lead,  wrought  and  cast  iron 
are  materials,  each  possessing  peculiar  advantages  for 
projectiles,  according  to  the  circumstances  under  which 
they  are  fired,  and  the  objects  against  which  they  are 
used* 

Stone.  Stone  projectiles  were  used  before  the  inven- 
tion of  gunpowder,  and  very  generally  after  it,  until  the 
year  1400,  when  the  French  made  them  of  cast  iron. 

The  defects  of  stone  as  a  material  for  projectiles,  are 
a  want  of  density  and  tenacity,  which  requires  it  to  be 
used  in  large  masses,  and  fired  with  comparatively  small 
charges  of  powder.     The  effect  of  stone  balls  against 
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the  walls  of  ancient  cities  was  very  great,  but  against 
modem  fortifications,  where  the  walls  are  sustained  by 
large  masses  of  earth,  their  eflRect  is  very  slight.  Until 
quite  lately,  bronze  guns,  throwing  stone  balls  of  enor- 
mous calibre,  were  used  by  the  Turks  in  defending  the 
passage  of  the  Dardanelles.  It  is  stated  that  when  the 
English  fleet,  under  Admiral  Duckworth,  forced  the 
passage  of  these  straits,  a  stone  ball  weighing  800  lbs. 
struck  and  nearly  destroyed  the  English  admiral's  ship, 
iTf  and  that  one  hundred  men  were  killed  and  woimded 
by  it. 

Lead.  Lead  as  a  material  for  projectiles,  possesses 
the  essential  quality  of  density ;  but  it  is  too  soft  to  be 
used  against  very  resisting  objects,  since  it  is  flattened 
even  against  water. 

From  its  softness  and  fusibility,  large  projectiles  of 
this  material  are  liable  to  be  disfigured,  and  partially 
melted,  by  the  violent  shock  and  great  heat  of  large 
charges  of  powder.  Its  use  is  chiefly  confined  to  small- 
arms  and  case-shot,  which  are  generally  directed  against 
animate  objecta  These  defects  of  lead  may  be  correct- 
ed, in  a  measure,  by  alloying  it  with  tin,  antimony,  &c. 
Wrought  iron.  When  great  strength  and  density, 
combined,  are  required  in  a  projectile,  \\Tought  iron  may 
be  used,  but  it  is  generally  attended  \vith  considerable 
expense. 

Cdst  iron.  The  introduction  of  cast  iron,  for  large 
projectiles,  was  an  important  step  in  the  improvement 
of  artillery,  as  it  unites  in  a  greater  degree  than  any 
other  material,  the  essential  qualities  of  hardness, 
strength,  density,  and  cheapness ;  it  is  exclusively  used 
for  this  purpose  in  the  United  States'  service. 
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C(ymp(mnd.      Compound    projectiles    are    Bometimes 
xnade  so  as  to  combine  the  good  and  correct  the  bad 
equalities  of  different  metals.      Thus,  at  the  siege  of 
Cadiz,  cast-iron  shells  filled  with  lead,  forming  projec- 
tiles of  great  strength  and  density,  were  thrown  from 
xnortars  to  a  distance  of  three  miles  and  three  quarters. 
For  rifle-cannon,  projectiles  are  made  occasionally  of 
east  iron,  and  covered  with  a  soft  coating  of  lead,  or 
other  soft  metal,  to   obviate  the  serious  results  that 
might  arise  from  the  wedging  of  the  flanges  in  the 
grooves  of  the  gun.     Such  is  the  construction  of  Arm- 
strong's projectile  in  England,  and  Sa^vyer's  and  others, 
in  this  country. 

In  the  rifle-cannon  lately  used  by  the  French  army  in 
Italy,  it  is  stated  that  the  flanges  which  projected  into 
*he  grooves  of  the  bore  were  made  of  tin. 

Considerable  success  has  also  been  attained  in  uniting 
<!ast  iron  and  wrought  iron,  and  cast  iron  and  soft  metal, 
in  such  manner  as  to  attain  the  strength  of  one  metal, 
^md  the  softness  and  expansibility  of  the  other. 

41.  ChMwUlcatlon.  Projectiles  may  be  classified  ac- 
^^ording  to  their  form,  as  sphexical  and  oblong. 

Sph^riml  projectiles.      Spherical  projectiles  are  com- 
»ionly  used  in  smooth-bored  guns,  and  for  this  purpose 
;pos8es8   certain  advantages  over  those   of  an   oblong 
ibrm :    1.  They  present  a  unifonn  surface  to  the  resist- 
ance of  the  air  as  they  turn  over  in  their  flight.     2.  For 
a  given  weight  they  offer  the  least  extent  of  surface  to 
the  resistance  of  the  air.     3.  The  centres  of  figure  and 
iiiertia  coincide.     4.  They  touch  the  surface  of  the  bore 
at  only  one  point;   they  are  therefore  less  liable  to 
wedge  in  the  bore,  and  endanger  the  safety  of  the  pieca 
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5.  Their  rebounds  on  land  and  water  being  certain  and 
regular,  they  are  well  suited  to  rolling  and  ricochet 
firing. 

OUong  projectiles.  The  great  improvements  which 
have  been  made  within  the  last  few  years  in  the  accu- 
racy and  range  of  cannon  and  small-arms,  consist  simply 
in  the  use  of  the  oblong  instead  of  the  spherical  form 
of  projectile. 

The  superiority  of  the  oblong  form  has  been  long 
known,  and  for  many  years  used  in  the  sporting  rifles 
of  this  country;  but  serious  obstacles  have  always 
stood  in  the  way  of  its  general  adoption  into  the  mili- 
tary service. 

To  attain  accuracy  of  flight  and  increase  of  range 
an  oblong  projectile,  it  is  necessary  that  it  should  mov 
through  the  air  in  the  direction  of  its  length.     Thoug! 
experience  would   seem   to   show  that  the   only  son 
method  of  eflfecting  this,  is  to  give  it  a  rapid 
motion  around  its  long  axis  by  the  grooves  of  the  rij 
numerous  trials  have  been,  and  are  now  being  made, 
produce  the  same  eflfect  with  smooth-bored  arms. 

Centre  of  gravity^  &€.  One  of  the  simplest 
used  for  this  purpose,  is  to  place  the  centre  of  gravity^ 
or  inertia,  in  advance  of  the  centre  of  figure,  or 
ance.  If  these  points  be  situated  in  the  long 
the  projectile,  as  they  should  be,  the  forces  of  propuL-^ 
sion  and  resistance,  which  act  in  opposite  direction»^ 
will  cause  it  to  coincide  with  the  line  of  flight. 

This  plan  was  tried  on  a  hollow  projectile  in  the  time 
of  Louis  XIV.,  by  dividing  the  cavity  into  two  com- 
partments by  a  partition,  and  filling  the  front  one  witl 
bullets,  and  the  rear  one  with  powder ;   but  the  flight 
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of  these  projectiles  was  imcertain  and  irregular,  and  it 
was  observed  that  some  of  them  burst  in  the  air,  and 
that  others  struck  the  object  sidewise. 

Another  plan  of  this  kind,  proposed  by  Thiroux,  ii 
to  make  the  projectile  very  long,  with  its  rear  portion 
of  wood,  wmd  its  point  of  lead  or  iron,  somewhat  after  the 
manner  of  an  arrow;  but  it  does  not  appear  that  that 
method  has  ever  been  submitted  to  the  test  of  praetioe. 

GhainiaXL  To  arrest  the  motion  of  rotation  of  an 
oblong  projectile,  thrown  under  high  angles,  -and  with 
a  moderate  velocity,  it  has  been  proposed  to  attach  a 
light  body  to  its  posterior  portion,  by  means  of  a  cord 
or  chain,  which  will  offer  a  resistance  to  the  flight  of 
the  projectile,  and  cause  it  to  move  with  its  point  fore- 
most. 

NaUidJl.  This  is  a  round  projectile,  and  has  an  iron 
pin  projecting  from  it  to  prevent  it  from  turning  in  the 
bore  of  the  piece. 

Grooved  baUs.  Attempts  have  also  been  made  to  give 
an  oblong  projectile  a  motion  of  rotation  around  its 
long  axis,  by  cutting  spiral  grooves  on  its  base  for  the 
action  of  the  charge,  or  by  cutting  them  on  the  forward 
part  for  the  action  of  the  air.  These  plans  have  not 
succeeded  in  practice,  for  the  reason,  perhaps,  that  the 
projectile  naturally  turns  over  end  for  end,  and  the  air 
and  charge  do  not  act  on  the  grooves  with  sufficient 
promptness,  energy,  and  certainty  to  prevent  it. 

42.  (toUd  tfeiot.  Projectiles  may  be  further  classified 
according  to  their  structure  and  mode  of  operation,  as 
adidj  hollow  and  oaee  ehot. 

Solid  prqjectUea.  Solid  projectiles  are  used  in  gune 
aad  wnaUrorms^  and  produce  their  effect  by  impact 
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alone.  When  nsed  in  heavy  guns  they  are  known  as 
eclid  ahot^  round  shot^  or  shot  They  are  made  of  cast 
iron,  and  on  account  of  their  great  strength  and  density, 
and  the  comparatively  large  charges  of  powder  with 
which  they  are  fired,  are  used  when  great  range,  acea- 
racy,  and  penetration  are  required.  They  are  the  only 
projectiles  that  can  be  used  with  effect  against  very 
strong  stone  walls,  or  floating  batteries  covered  with 
wrought-iron  plates.  Solid  shot  for  guns  are  classified 
according  to  their  weight,  which,  in  the  United  States' 
land  service,  is  as  follo^v8,  viz. : 

Field  service,  6  and  12  pounders. 

Siege  service,  12,  18,  and  24  pounders. 

Searcoast  service,  32  and  42  pounders. 

Solid  shot  for  columbiads  are  classified  according  to 
the  diameter  of  the  bore,  as  8  and  10  inch  solid  shot. 

48.  Bullets.  The  object  of  small-arms  is  to  attain 
animate  objects ;  their  projectiles  are,  therefore,  made 
of  lead,  and  are  generally  known  as  bullets.  They  are 
both  round  and  oblong ;  but  in  consequence  of  the  great 
improvements  that  have  been  made  of  late,  in  adapting 
the  principle  of  the  rifle  to  small-arms,  the  oblong  ball 
is  now  very  generally  used  in  all  military  services,  the 
round  bullet  being  chiefly  retained  for  use  in  case-shot. 

Round  bullets.  Round  bullets  are  denominated  by 
the  number  contained  in  a  pound ;  this  method  is  often 
used  to  express  the  calibre  of  small-arms ;  as,  for  in- 
stance, the  calibre  of  the  old  musket  was  17  to  the 
pound,  and  the  rifle  was  3:^.  In  1856,  these  two  calibres 
were  replaced  by  one  of  24  to  the  pound,  that  of  the 
new  rifle  musket.  The  number  is  sometimes  prefixed 
to  the  word  gauge^  in  which  case  the  rifle-musket  would 
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Fig.  1>. 


be  called  a  24rffatige  gun.    This  mode,  however,  is  prin- 
cipally used  to  designate  sporting  arms. 

The  oblong  bullet  is  denominated  by  its  diameter 
and  weight ;  for  instance,  the  new  rifle-musket  ball  has 
a  diameter  of  0.58  in.,  and  weighs  540  grains. 

Oblong  bvUet.     The  oblong  bullet  at  present  used  in 

the  United  States'  service,  is  composed 
of  a  cylinder  surmounted  by  a  conoid 
— the  conoid  being  formed  of  the  arcs 
^^  of  three  circles.  The  cylinder  has 
three  grooves  cut  in  it,  in  a  direction 
perpendicular  to  its  axis,  to  hold  the 
grease  necessary  for  lubricating  the 
bore  of  the  piece  in  loading,  and  possibly  to  guide  the 
bullet  in  its  flight,  after  the  manner  of  the  feathers  of 
an  arrow. 

A  conical  cavity  is  formed  in  the  bottom,  in  which 
the  gas  of  the  charge  expands,  and  forces  the  sides 
of  the  bullet  into  the  grooves  or  rifles  of  the  gun. 
From  these  grooves  it  receives  a  rotary  motion  around 
its  long  axis,  which  prevents  it  from  turning  over  in 
its  flight. 

44.  Wieito.  Under  the  head  of  TvoUow  ahot  are  includ- 
ed shells  for  guns,  howitzers,  and  mortars,  and  hand  and 
rampart  grenades.  These  projectiles  are  all  made  of 
cast  iron ;  and  for  guns  and  field  howitzers  their  cali- 
bres are  expressed  by  the  weight  of  the  equivalent 
solid  shot,  as  12,  24,  and  32  pound  shells;  and  for 
all  other  howitzers  and  mortars,  by  the  diameter  of 
the  bore  of  the  piece,  as  8  and  10  inch  shells. 

Shells  have  less  strength  to  resist  a  shock,  they  are 
therefore  fired  with  a  smaller  charge  of  powder,  than 
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solid  shot  Their  weight,  and  consequent  mean  den- 
sity, is  generally  about  tvxhthirds  that  of  a  solid  shot 
of  the  same  size. 

Shells  act  both  by  impact  and  explosion,  and  are 
used  against  animals  and  such  inanimate  objects  as 
will  not  cause  them  to  break  on  striking. 

The  principal  parts  of  a  spherical  shell  are :  1.  The 
cavity — ^the  shape  of  which  is  similar  to  and  concentric 
with  the  exterior.  The  use  of  the  cavity  is  to  contain 
a  bursting  charge  of  powder,  if  the  object  be  merely 
to  destroy  by  explosion;  or  a  bursting  charge  and 
incendiary  composition,  if  the  object  be  to  destroy 
by  explosion  and  combustion  together.  The  aise  of 
the  cavity  should  be  as  large  as  possible,  to  prodnoe 
the  greatest  explosive  effect ;  but  as  the  shell  should 
have  sufficient  strength  to  resist  the  shock  of  the  dis- 
charge, and  sufficient  weight  to  overcome  the  refristanee 
of  the  air,  the  size  of  the  cavity  will  necessarily  be  sub- 
ordinate to  these  conditions,  which  fix  the  thickness  of 
the  metaL  2.  The  fuze-Jiole^  which  is  used  in  inserting  the 
bursting  charge,  and  to  hold  the  fuze  which  conmiuni- 
cates  fire  to  it.  As  the  presence  of  the  fuze-hole  dimin- 
ishes the  effect  of  the  bursting  charge,  the  diameter  of 
its  orifice  should  be  as  small  as  possible,  8.  The  ears 
are  two  small  recesses  made  near  the  fuze-holes  of  all 
shells  larger  than  a  42-pounder,  for  the  purpose  of  in- 
serting the  "  hooks,"  and  lifting  the  shells  up  to  the 
bore  of  the  piece  in  loading.  A  small  hole  is  sometimes 
made  in  the  upper  hemisphere  of  shells,  for  the  purpose 
of  chai'ging  them  after  the  fiize  is  driven  ;  but  late  im- 
provements in  the  construction  of  the  fuze  allow  it  to  be 
dispensed  with,  so  that  the  powder  can  now  be  poured 
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directly  through  the  fuze-plug,  and  the  chaining  can  he 
deferred  until  the  moment  of  loadiug. 
I  Fig.  10  represents  a  mortar-shell,  and  fig,  11  a  shell 
used  in  a  gun  or  sea-coast  howitzer.  'Hie  mortar-shell 
is  fired  with  a  lighter  chaise  of  powder  than  the  gun- 
shell,  and  has  therefore  less  thicknes.'^  of  metal. 

The  fuze-hole  of  the  gun-shell,  is  reinforoed  with 
metal,  so  that  the  fuze  will  not  be  driven  in  by  the  force 
of  the  discharge.  This  reinforce  serves,  in  a  meastire,  to 
ooufwnsate  for  the  metal  taken  out  of  the  fuze-hole,  and 
renders  the  shell  muri'  concentric. 


Cireuadcs,  The  hand  gi'enade,  as  its  name  indi- 
*^^^te8,  is  a  projectUe  thrown  from  the  hand,  against 
^Toops  in  mass. 

The  particular  projectile  used  for  this  purjjose,  in 
^tir  service,  is  the  6-pounder  spherical  case-shot. 

-Rampart  Grenade.     Rampart  grenades  are  intended 
3  be  rolled  down  the  rampart  of  a  work,  to  protect  a 
breach  against  the  attack  of  a  storming  column.     Shells 
f  any  size   will  answer  for  this  purpose,  and  particu- 
llarly  those  which  are  unserviceable  for  ordinaiy  pur- 
poses. 

Grenades  are  filled  with  a  bursting  charge,  and  are 


The  parts  of  a  stand  of  grape  are,  two  plates,  a,  a,  see 
Fig.  1 2,  for  the  top  and  bottom  layers ;  two  rings,  h,  b, 
for  the  intermediate  layer,  and  a  screw-bolt,  c,  which 
passes  through  the  plates  and  unites  the  whole.  A  han- 
dle is  formed  by  passing  a  piece  of  rope-yam  through 
two  holes  in  the  upper  plate,  and  t)'ing  the  ends  into 
knots  to  prevent  them  from  pulling  out 

Grape-shot  are  used  in  all  except  the  field  and  moun- 
tain services. 

Canister-^hot*  A  canister-shot  for  a  gun  contains  27 
small  cast-iron  balls,  arranged  in  four  layers,  the  top  of 
6,  and  the  remainder  of  1  each.  A  canister-shot  for  a 
howitzer  contains  48  small  iron  balls,  in  4  layers  of  12 
each.  For  the  same  calibre,  it  will  be  seen  that  the 
balls  need  in  canister-shot  are  smaller  than  those  used 
in  grape-shot.  The  envelope  is  a 
tin  cylinder,  closed  at  the  bottom 
by  a  thick  cast-iron  plate,  and  at  the 
top  by  one  of  sheet-iron.  The  plates 
are  kept  in  place  by  cutting  the 
edges  of  the  cylinder  into  strips 
about  0.3  inch  long,  and  lapping 
them  over  the  plates.  To  give  more 
solidity  to  the  mass,  and  prevent 
Fig-  13-  the  balls  from  crowding  upon  each 

other  when  the  piece  is  fired,  the  interstices  are  closely 
packed  with  sawdust.  The  handle  is  made  of  wire, 
and  attached  to  the  thin  plate  at  the  top. 

Canister-shot  are  used  in  the  field,  mountain,  siege, 
and  sea-coast  services. 

*  'Elw  ball!  for  caoiaWr  for  branza  riBe-guns  ue  made  of  lead,  or  enclosed  id  a 
a«a  of  aocDe  boR  matenat,  to  arciid  injury  lo  the  surface  of  iKo  bore. 
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It  is  stated  that  canister-shot  were  first  used  in  the 
defence  of  Constantinople,  about  the  middle  of  the  15th 
century. 

Spherical  case-abot.  Though  projectiles  similar  to 
spherical  case-shot  were  used  in  France  as  early  as  the 
time  of  Louis  XIV.,  the  credit  of  perfecting  them  is 
due  to  Colonel  Shrapnel  of  the  British  army.  They 
were  first  successfully  used  by  the  English  against  the 
French,  in  the  Peninsular  war. 

The  envelope  in  the  spherical  case-shot,  is  a  thin  cast- 
iron  shell,  the  weight  of  which,  when  empty,  is  about 
one  half  that  of  the  equivalent  solid 
shot.  To  prepare  this  shot,  it  is 
first  filled  with  roimd  musket-baUa, 
17  to  the  lb.,  and  the  interstices  are 
then  filled  up  by  pouring  in  melted 
milphur  or  resin ;  the  object  of  which 
Kg.  14.  is  to  solidify  the  mass  of  bullets,  and 

prevent  them  from  striking,  by  their  inertia,  agtunst  the 
sides  of  the  case  and  cracking  it,  when  the  piece  is  fixed. 
A  hole  is  bored  through  the  mass  of  sulphur  and  bullets, 
to  receive  the  bursting  charge ;  and,  in  order  not  to 
displace  too  many  bullets,  and  not  to  scatter  them  too 
far  when  the  shot  bursts,  the  bursting  charge  should 
only  be  sufficient  to  produce  rupture. 

If  the  iron,  of  which  the  case  is  made,  were  always 
of  suitable  quality,  and  the  cavity  filled  with  bnUtta 
snugly  pac-ked  in,  there  would  be  no  necessity  tat  wA 
phur  to  prevent  accidents.  In  this  case,  it  would  aot 
be  necessary  to  remove  any  of  the  bullets,  as  the  1 
ing  chai^  would  be  disseminated  through  the  in' 
stices ;  and  the  difliculty,  which  now  sometime"  an 


from  their  adhering  to  fir^;meiit8  of  the  case,  would  be 
entirely  obviated. 

To  increase  the  effect  of  a  small  bursting  charge,  the 
lower  portion  of  the  ftize-hole,  b,  fig.  14,  ia  partially 
cloeed,  by  screwing  into  it  a  disk  perforated  with  a 
small  hole  for  the  passage  of  the  flame  from  the  fuze. 
The  spherical  case-shot  mostly  used  for  field  service  is 
the  13-pounder;  it  contuns  about  80  bullets;  its  burst- 
ing cliarge  is  1  oz.  of  powder ;  and  it  weighs  when  fin- 
ished 11.75  lb&, — nearly  as  much  as  a  solid  shot  of  the 
same  calibre. 

The  rupture  of  a  spherical  case-shot  may  be  made  to 
bake  place  at  any  point  of  its  flight ;  and  in  this  re- 
spect it  is  superior  to  canister  and  grape-shot,  which 
b^in  to  separate  the  moment  they  leave  the  piece. 

47.  Barxtaot.  Bar-shot  consist  of  two  hemispheres,  or 
;wo  ^hefes,  connected  together  by  a  bar  of  iron ;  the 
miction  of  rotation  which  these  projectiles  assume  in 
light,  renders  them  useful  in  cutting  the  masts  and 
-i^png  of  vessels ;  but,  as  they  are  very  inaccurate, 
;liey  are  only  employed  at  short  distances.  They  are 
■?'ery  little  used,  however,  at  the  present  day. 

Ckairirshot  only  differ  from  bar-shot  in  the  mode  of 
-"■onnection,  which  is  a  cimn,  instead  of  a  bar. 

48.  percwaloM  bulleu.  Percussion  bullets  may  be 
uade  by  placing  a  small  quantity  of  percussion  powder, 

enclosed  in  a  copper  envelope,  in  the  point 
of  an  ordinary  rifle-musket  bullet,  or  by 
casting  the  bullet  around  a  small  iron  tube, 
which  ia  afterward  filled  with  powder  and 
surmounted  with  a  common  percussion-cap. 
The  impact  of  the  bullet  against  a  sub- 
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stance  no  harder  than  wood  is  foond  to  ignite  the 
percussion  charge  or  cap,  and  produce  an  effective 
explosion. 

These  projectiles  can  be  used  to  blow  up  caissons,  and 
boxes  contuuing  anununition,  at  very  long  ditsances. 

49.  Ctcwmci.  Carcasses  are  shells  which  have  three 
additional  holes,  of  the  same  dimensions  as  the  fiize- 
hole,  pierced  at  equal  distances  apart  in  their  upper 
hemispheres,  with  their  exterior  openings  tangent  to 
the  great  circle  perpendicular  to  the  axis  of  the  fuze- 
hole.  The  object  of  a  carcass  is  to  set  fire  to  wooden 
structures,  by  the  flame  of  the  burning  oompoedtion 
which  issues  through  the  holes. 

CHARGE  OF  RUPTURE  OF  SHELIA 

50.  Plane  of  mptnrc.  Suppose  the  cavity  of  the 
shell  to  be  spherical,  and  concentric  with  the  exterior. 
As  soon  as  the  enclosed  charge  of  powder  is  inflamed, 
the  gases  developed  expand  Into  the  cavity,  and  the 
expansive  force  increases  until  it  is  sufficient  to  over- 
come the  tenacity  of  the  metal,  and  produce  rupture ; 
which  wiU  take  place  in  the  direction  of  least  resistance, 
or  following  a  surface  composed  of  lines  normals  to  the 
two  surfaces. 

Let  Ji  be  the  radius  of  the  exterior^ 
and  r  the  radius  of  the  interior  sor&ce ; 
o,  the  common  centre  of  the  two  spheres ; 
T,  the  tenacity  of  the  material  of  which 
the  sphere  is  composed  ;  and  p,  the  pres- 
^-  1^  sure  on  a  unit  of  surface  to  overcome  the 
tenacity  of  the  metal. 
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Let  C  be  the  radius  of  tlie  circle  of  rupture  on  the 
interior  surface.  From  the  known  properties  of  gases, 
the  pressure  exercised  on  the  area  of  this  circle  to  pro- 
duce rupture  is  equal  to  the  components  of  all  the  nor- 
mal pressures  acting  on  the  spherical  segment  of  which 
it  is  the  base,  taken  perpendiculariy  to  the  plane  of  this 
circle  ;  therefore  7r/>C*  is  the  pressure  of  the  gases  which 
tends  to  break  the  sphere. 

Under  this  supposition,  rupture  should  follow  the 
surface  of  the  frustrum  of  a  cone  of  which  this  circle  is 
the  smaller  base. 

The  surface  of  this  frustrum  is  equal  to  the  differ- 
ence  of  the  surfaces  of  two  cones  whose  common  apex 
is  at  the  centre  of  the  sphere.  The  base  of  the  smaller 
is  2  7rCJ  and  its  slant  height  r/  its  surface  therefore  is 
equal  to  7r(7r,  The  surface  of  the  larger  cone,  whose 
generatrix  is  the  radius  of  the  exterior  sphere,  will  be 

tio  the   smaller  as  jB*  is  to  r*,  and  therefore  ttCV— 

;•*/ 

their  difference,  or  the  area  of  the  surface  of  rupture 

If  the  pressure  of  the  gases  acted  normally  to  the  sur- 
face of  the  fracture,  or  in  the  direction  of  the  tenacity, 
this  surfSEU^e  multiplied  by  7^  would  give  the  total  resist- 
ance, which   should  be  equal  to  the  pressure  of  the 
gases;   but  it  acts  obliquely,  and  to  produce  rupture 
should  be  increased  by  a  quantity  which  depends  on 
the  law  of  increase  of  the  resistance  due  to  the  angle 
which  the  pressure  makes  with  the  normal.     Although 
we  cannot  measure  this  resistance,  it  must  be  admitted 
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that  the  effect  to  overcome  is  greatest  when  the  power 
is  in  the  direction  of  the  normal  to  the  sorffice  of 
rupture. 

We  shall,  therefore,  have  the  relation, 

Or, 

In  this  expression  the  value  of  d  is  imknown ;  but  it 
is  easy  to  be  seen  that  it  diminishes  as  the  direction  of 
the  pressure  approaches  the  normal,  and  when  thej 
coincide  6  becomes  0.  At  the  same  time  C  increases, 
and  the  value  of  p  diminishes,  until  C  becomes  equal 
to  r,  its  maximum  value.  Therefore,  the  section  of 
easiest  rupture  of  a  hollow  sphere  passes  through  a 
great  circle,  and  the  pressure  which  is  in  equiUbrio  with 
the  tenacity  of  the  metal,  will  be  given  by  the  fore- 
going formula,  by  making  C=r^  and  d=0 ;  it  will  then 
become. 


)=-((?)•-> 


When  the  pressure  is  less  than  this  value  of  j9,  the 
sphere  will  resist  its  chaige  of  powder;  when  it  is 
greater  than  this  value,  the  sphere  will  burst 

The  density  of  the  gaseous  products  of  the  powder 
necessar}'  to  burst  the  sphere  can  be  easily  found  by 
Rumfonrs  formula : 


/)=  1.841  (905</)*^^ 
but  its  or  the  density  of  the  gaseous  products,  is  equal 
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ingchiuge, 


divided  by  the  interior  space  of  the  sphere. 


rf=   ^ 


Or,  ^'" 

51.  i/«M  of  gms  by  taxc-hoie.  This  loss  of  force  by  the 
fuze-hole  may  be  ascertained  with  sufficient  accuracy, 
provided  we  know  from  actual  experiment  the  amount 
of  the  loss  from  the  frize-hole  of  any  one  shell 

Let  H  and  r  be  the  exterior  and  interior  radii  of  a 
spherical  projectile ;  T^  the  tenacity  of  the  metal ;  %  the 
radius  of  the  ftize-hole ;  w'j  the  weight  of  powder  neces- 
sary to  burst  it  under  the  supposition  that  there  is  no 
loss  of  force  at  the  fuze-hole  ;  w^  the  weight  of  powder 
that  is  actually  required  to  burst  it.  By  the  preceding 
formulas  we  obtain  the  value  of  w]  w—w\a  therefore 
the  amount  of  loss  by  the  fuze-hole.  Take  another  pro- 
jectile, and  let  w\  represent  the  charge  which  is  neces- 
sary to  burst  it,  imder  the  supposition  that  there  is  no 
loss,  and  w^  the  weight  that  is  foimd  by  experiment 
necessary  to  burst  it;  w, — w\  will  represent  the  losa 
We  are  at  liberty  to  suppose  the  loss  from  the  two 
fuze-holes  is  proportional  to  the  size  of  the  holes,  and 
the  density  of  the  gases  at  the  moment  of  rupture ;  we 
shall,  therefore,  have  this  proportion, 

i?d 

or,  w—w'-\riy^i—'^l')^r^* 

From  the  experiments  made  at  Metz  in  1835,  it  was 
shown  that  this  mode  of  estimating  the  loss  of  force  by 
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the  fiize-hole,  was  sufficiently  exact  for  practical  pur- 
poses. 

FABRICATION  OF  PROJECTILES. 

52.  naieriaiB.  Shot  and  shells  should  be  made  of 
gray  or  mottled  iron,  of  good  quality. 

Spherical  cctse-shot  should  be  made  of  the  best  quality 
of  iron,  and  with  peculiar  care,  in  order  that  they  may 
not  break  in  the  gun. 

All  projectiles  should  be  cast  in  sand  and  not  in  iron 
moulds,  as  those  from  the  latter  are  generally  not  spher- 
ical in  form,  nor  uniform  in  size ;  they  are  also  fiill  ot 
cavities,  and  are  cracked  by  being  heated. 

Sand.  The  sand  used  should  be  sUicious,  of  an  angu- 
lar grain,  and  moderate  degree  of  fineness.  It  should 
be  mixed  with  a  sufficient  quantity  of  clay,  so  that, 
when  slightly  moistened,  it  will  retain  its  shape  when 
pressed  in  the  hand. 

Pattern.  The  pattern  of  a  spherical  projectile  is  com- 
I  posed  of  two  hollow  cast-irt>n 
hemispheres,    which     unite    in 
I  such   a   manner  as   to   fonn  a 
I  perfect  sphere;  on  the  interior 
of  each  hemisphere  is  fastened 
a  handle  to  enable  the  operator 
Fig.  n.  to  draw  it  from  the  sand  when 

the  half-mould  ia  completed.  The  flasks  which  contfun 
the  mould  are  made  of  cast  iron,  in  two  equal  parts 
united  at  their  lai^r  bases. 

Moulding.  This  operation  is  performed  by  placing 
the  flat  side  of  one  of  the  hemispheres  on  the  moulding 
board,  and   covering  it  with  a  flask.    Sand  is  then 


V  ' 


of  the  melted  iron  is  made  by  inserting  a  round 
:  in  the  sand  before  it  is  rammed,  and  withdrawing 
terward. 

bis  channel  forms  a  sinking  head,  and  supplies  any 
iency  of  metal  in  the  mould.  The  inner  orifice  of 
sinking  head  should  be  situated  at  the  side  of  the 
Id,  in  order  that  the  surface  of  the  sand  may  not  be 
:en  by  the  falling  metal. 

^oUow  projectiles.  Thus  far,  the  operation  of  mould- 
and  casting  solid  and  hollow  projectiles  are  the 
5.  The  cavity  of  a  hollow  projectile  is  made  by  in- 
ng  a  core  of  sand,  which  is  formed  around  a  stem 
ned  into  the  lower  half  of  the  mould.  The  stem  is 
)W,  and  perforated  with  snmll  holes  to  allow  of  the 
pe  of  steam  and  gas  generated  by  the  heat  of  the 
ed  metal.  It  is  also  made  of  iron,  but  that  part  of 
hich  comes  in  contact  with  the  melted  iron,  and 
A  the  fiize-hole,  is  coated  with  sand. 
L  pouring  the  melted  iron  into  the  mould  with  the 
3,  care  should  be  taken  to  prevent  scoria  and  dirt 
I  entering  with  it ;  and,  for  this  purpose,  the  sur- 
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and  other  excrescences  are  knocked  oS^  and  the  sor&ce 
smoothed  in  a  rolling-barrel,  or  with  a  file,  or  chisel, 
if  necessary.  The  fuze-hole  is  then  reamed  out  to  the 
proper  size,  and  the  projectile  is  ready  for  inspection. 

INSPECTION  OF  PROJECTILES. 

53.  oitfect  of  Intpectlon.  The  principal  points  to  be 
observed  in  inspecting  shot  and  shells  are,  to  see  that 
they  are  of  proper  size  in  all  their  parts;  that  they 
are  made  of  suitable  metal;  and  that  they  have  no 
defects,  concealed  or  otherwise,  which  will  endanger 
their  use,  or  impaii'  the  accuracy  of  their  fire. 

As  it  would  be  impracticable  to  make  all  projectiles 
of  exact  dimensions,  certain  variations  are  allowed  in 
the  fabrication.     See  Ordnance  Manual 

Inspection  of  shot.  The  instruments  are  one  lar^e 
and  one  amaU  gauge,  and  one  cylinder  gauge ;  the  cylin- 
der gauge  has  the  same  diameter  as  the  large  gauge,  it 
is  made  of  cast  iron,  and  is  five  calibres  long.  There 
are  also,  one  hammer  with  a  conical  point,  six  eted 
puneheSj  and  one  aearcher  made  of  wire. 

The  shot  should  be  inspected  before  they  become 
rusty ;  after  being  well  cleaned,  each  shot  is  placed  on 
a  table  and  examined  by  the  eye  to  see  that  its  sur&ce 
is  smooth,  and  that  the  metal  is  sound  and  free  from 
seams,  flaws^  and  blisters.  If  cavities  or  small  holes 
appear  on  the  surface,  strike  the  point  of  the  hammer 
or  punch  into  them,  and  ascertain  their  depth  with  the 
searcher ;  if  the  depth  of  the  cavity  exceed  0.2  inch, 
the  shot  is  rejected ;  and  also  if  it  appear  that  an  at- 
tempt has  been  made  to  conceal  such  defects  by  filling 
them  up  with  nails,  cement,  &c. 
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The  shot  must  pass  in  every  direction  through  the 
large  gauge,  and  not  at  all  through  the  small  one ;  the 
founder  should  endeavor  to  bring  the  shot  up  as  near 
as  possible  to  the  large  gauge^  or  to  the  true  diam- 
eter. 

After  having  been  thus  examined,  the  shot  are  pass- 
ed through  the  cyUnder  ga/age^  which  is  placed  in  an  in- 
clined position,  and  turned  from  time  to  time,  to  pre- 
vent its  being  worn  into  fiirrows ;  shot  which  elide  or 
etick  in  the  cylinder  are  rejected. 

Shot  are  proved  by  dropping  them  from,  a  height  of 
twenty  feet  on  a  block  of  iron,  or  rolling  them  down  an 
inclined  plane  of  that  height,  against  another  shot  at 
the  bottom  of  the  plane. 

The  average  weight  of  the  shot  is  deduced  from  that 
of  three  parcels  of  twenty  to  fifty  each,  taken  indiscrim- 
inately from,  the  pile ;  some  of  those  which  appear  to 
be  the  smallest  should  also  be  weighed,  and  they  are 
rejected  if  they  fall  short  of  the  weight  expressed  by 
their  calibre,  more  than  one  thirty-second  part.  They 
almost  invariably  exceed  that  lyeight. 

Inspection  of  grape  amd  canister  sUt.  The  dimen- 
sions are  verified  by  means  of  a  large  and  small  gauge, 
attached  to  the  same  handle.  The  surface  of  the  shot 
should  be  smooth,  and  fr^e  from  seams. 

Inspection  of  hclUow  projectiles.  The  inspecting  in- 
struments are  a  la/rge  and  smaU  ganige  for  each  calibre, 
aad  a  cyUrider  ganige  for  shells  of  eight  inches  and 
under. 

CiMpers  for  measuring  the  thickness  of  shells  at  the 
ddea 

Calipers  to  measure  the  thickness  at  the  bottom. 
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Gauges  to  verify  the  dimensions  of  the  fiize-hole,  and 
the  thickness  of  the  metal  at  the  fiize-hole. 

A  pair  of  Tvand-hellowe ;  a  wooden  plug  to  fit  the 
fuze-hole,  and  bored  through  to  receive  the  nozzle  of 
the  bellows. 

A  hammer  y  a  seairher  y  a  cold  chisel  /  steel  punches. 

Inspection.  The  surface  of  the  shell  and  its  exterior 
dimensions,  are  examined  as  in  the  case  of  shot.  The 
shell  is  next  struck  with  the  hammer,  to  judge  by  the 
sound  whether  it  is  f5pee  from  cracks ;  the  position  and 
dimensions  of  the  ears  are  verified ;  the  thickness  of  the 
metal  is  then  measured  at  several  points  on  the  great 
circle  perpendicular  to  the  axis  of  the  fuze-hole.  The 
diameter  of  the  fuze-hole,  which  should  be  accurately 
reamed,  is  then  verified,  and  the  soundness  of  the  metal 
about  the  inside  of  the  hole  is  ascertained  by  inserting 
the  finger. 

The  shell  is  now  placed  on  a  trivet,  in  a  tub  contain- 
ing water  deep  enough  to  cover  it  nearly  to  the  fuze- 
hole  ;  the  bellows  and  plug  are  inserted  into  the  fuze- 
hole,  and  the  air  forced  into  the  shell ;  if  there  be  any 
holes  in  the  shell,  the  air  will  rise  in  bubbles  through 
the  water.  This  test  gives  another  indication  of  the 
soundness  of  the  metal,  as  the  parts  containing  cavities 
will  dr}'  more  slowly  than  other  parts. 

The  mean  weight  of  shells  is  ascertained  in  the  same 
manner  as  that  of  shot.  Shot  and  shells  rejected  in  the 
inspection,  are  marked  Avith  an  X  made  with  a  cold 
chisel — on  shot  near  the  gate,  and  on  shells  near  the 
fuze-hole. 
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PRESERVATION  AND  PILING   OF  BALLS. 

54.  l^Ackerlnff.  Projectiles  should  be  carefully  lack- 
ered as  soon  as  possible  after  they  are  received.  When 
it  is  necessary  to  renew  the  lacker,  the  old  lacker  should 
be  removed  by  rolling  or  scraping  the  balls,  which 
should  never  be  heated  for  that  purpose. 

Jailing.  Balls  should  be  piled  according  to  kind  and 
calibre,  under  cover  if  practicable,  in  a  place  where  there 
is  a  free  circulation  of  air ;  to  facilitate  which,  the  piles 
should  be  narrow  if  the  locality  permits ;  the  width  of 
the  bottom  tier  may  be  from  twelve  to  fourteen  balls, 
according  to  the  calibre. 

Prepare  the  ground  for  the  base  of  the.  pile  by  rais- 
ing it  above  the  level  of  the  surrounding  ground,  so  as 
to  throw  off  the  water ;  level  it,  ram  it  well,  and  cover 
it  with  a  layer  of  screened  sand.  Make  the  bottom  of 
the  pile  with  a  tier  of  unserviceable  balls,  buried  about 
two-thirds  of  their  diameter  in  the  sand ;  this  base  may 
be  made  permanent ;  clean  the  base  well,  and  form  the 
pile,  putting  the  fuze-holes  of  the  shells  downward,  in 
the  intervals^  and  not  resting  on  the  shells  below. 

The  base  may  be  also  made  of  bricks,  concrete,  stone, 
i>r  with  borders  and  braces  of  iron. 

55.  To  find  the  nmnber  of  iMtllt  In  a  pile.    Multiply 

the  sum  of  the  three  parallel  edges  by  one-third  of  the 
nwmber  in  a  tria/ngular  face. 

In  a  square  pile,  one  of  the  parallel  edges  contains 
but  one  ball;  in  a  triangular  pile,  two  of  the  edges 
have  but  one  ball  in  eacL 
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The  number  of  baDfl  in  a  triangolar  face  is  ^^  '    , 

it  being  the  number  in  the  bottom  row. 

The  som  of  the  three  parallel  edges  in  a  triangolar 
pile  is  n+2 ;  in  a  square  pile,  2n+l ;  in  an  oblong  pile, 
33r-f-2»— 3 ;  -^  being  the  length  of  the  top  row,  and  n 
the  width  of  the  bottom  tier;  or  Sm— n-fl ;  m  being 
the  length,  and  n  the  width  of  the  bottom  tier. 

If  a  pile  consifit  o{  two  joined  at  right  angles,  calcu- 
late the  contents  of  one  as  a  common  pile,  and  the  other 
as  a  pile  of  which  three  parallel  edges  are  equaL 


T»bX)RY  AND  CONSTRUCTION  OF  ROCKETS. 

50,  iir«ei«re«  A  rocket  is  a  projectile  which  is  set  in 
iiiotiim  by  a  force  residing  withjn  itself;  it  therefore 
iH^rfoniis  the  twofold  function  of  piece  and  projectile. 

It  i^  t^sHentially  composed  of  a  strong  case  of  paper  or 
wtx»u^ht  irtm,  enclosing  a  composition  oinitre^  charcoal^ 
and  ^ulf^ur — the  same  as  gunpowder,  except  that  the 
lii)i(iHHlioutH  are  proportioned  for  a  slower  rate  of  com- 
buntliUK  If  |>enetration  and  range  be  required,  its  head 
(m  iiuniu>unttHl  by  a  eolid  shot;  if  explosion  and  incen- 
dlai'V  *»rtWt,  by  a  sh^  or  spherical  case-shot,  to  which  is 
Htim'iMHl  a  t\ixts  which  is  set  on  fire  when  it  is  reached 
bv  tlio  Hhiiio  i»f  the  burning  composition.  The  base  is 
ih^iI^mhIihI  hy  ime  or  more  v^nto  for  the  escape  of  the  gas 
uviM^i'HiiHl  within,  and  sometimes  with  a  screw-hole  to 

\\\\W\\  H  K^ii*'*^'***^*'^  ^®  fastened. 

Tlu*  ilU|Mmitiou  of  the  diflPerent  parts  will  be  readily 
^li^l^ii^l^tioU  by  ivforeuce  to  the  subjoined  figure,  which 
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represents  a  section  through  the  long  axis  of  a  Congreve 
rocket. 


Fig.  18. 

57.  M^u^M.  A  rocket  is  set  in  motion  by  the  reaction 
of  a  rapid  stream  of  gas  escaping  through  its  vents.  If 
it  be  surrounded  by  a  resisting  medium,  the  atmosphere 
for  instance,  the  particles  of  gas,  as  they  issue  from  the 
vent,  will  impinge  against  and  set  in  motion  certain  par- 
ticles of  air,  and  the  force  expended  on  the  inertia  of 
these  particles  will  react  and  increase  the  propelling 
force  of  the  rocket.  It  follows,  therefore,  that,  though 
a  rocket  will  move  in  vacuOj  its  propelling  force  will 
be  increased  by  the  presence  of  a  resisting  medium. 
Whether  the  effect  .will  be  to  accelerate  the.  rocket  de- 
pends upon  the  relation  between  the  resistance  which 
the  medium  offers  to  the  motion  of  the  gas,  and  that 
which  it  offers  to  the  motion  of  the  rocket. 

Vent  As  the  rate  of  combustion  of  the  composition 
18  independent  of  the  pressure  of  the  gas  in  the  bore,  it 
follows,  that  if  the  size  of  the  vent  be  contracted,  the 
flow  of  gas  through  it  will  be  accelerated.  The  strength 
of  the  case,  and  the  friction  of  the  gas,  which  increases  as 
the  vent  diminishes,  alone  limit  the  reduction  of  the 
size  of  the  vent. 

For  vents  of  the  same  size,  but  of  different  shapes, 
that  one  which  allows  the  gas  to  escape  most  freely, 
will  be  most  favorable  to  the  flight  of  the  rocket.  A 
conical  form  of  vent,  with  the  larger  orifice  next  to  the 
bore,  will  allow  the  gas  to  escape  more  rapidly  than 
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one  of  cylindrical  form.  This  may  be  shown  by  burn- 
ing iK)rtfire  composition  in  tubes  with  dijSerent-shaped 
vents.  It  will  be  found  that  the  sparks  from  a  conical 
vent  will  be  thrown  much  higher  than  those  fr*om  a 
cylindrical  vent ;  the  relative  heights  depending  on  the 
sloj>e  of  the  sides  of  the  conical  vent. 

Bore.  As  the  composition  of  a  rocket  bums  in 
parallel  layers  of  uniform  thickness,  the  amount  of  gas 
generated  in  a  given  time,  or  the  velocity  of  its  exit 
from  the  case,  depends  on  the  extent  of  the  inflamed 
surface. 

Experience  shows  that  to  obtain  the  required  sur- 
face of  inflammation,  it  is  necessary  to  form  a  long 
cavity  in  the  mass  of  the  composition.  This  cavity  is 
called  the  bore.  In  small  rockets,  the  lK)re  is  formed  by 
driving  the  composition  around  a  spindle  which  is  after- 
wanl  withdrawn  ;  but  in  the  large  ones,  the  composition 
is  driven  into  the  case  in  a  solid  mass  by  a  powerful 
hydrostatic  press,  and  then  bored  out  with  a  bit  In 
all  riH'kets  the  In^re  should  be  concentric  with  the  case ; 
its  shaj>e  sliould  be  made  conical  to  facilitate  the  draw- 
ing out  i>f  the  s[)indle,  and  to  diminish  the  strain  on  the 
case  near  its  heail,  by  reducing  the  amount  of  surfieu^ 
wheiv  the  pn^ssure  on  the  unit  of  surface  is  greatest. 

Satniy*  of  motynu^nt  Supj>ose  the  rocket  in  a  state 
of  n»st,  and  the  cinninvsiition  igniteil ;  the  flame  inune- 
diately  spn^ads  over  the  siu^ce  of  the  bore,  forming 
gas,  which  issues  fnuu  the  vent.  The  escai>e  is  slow  in 
the  tirst  moments,  as  the  density  of  the  gas  is  alight ; 
but  as  the  surfaiv  of  the  inflammation  is  large  compared 
to  the  si^e  of  the  vent,  the  gas  accumulates  rapidly,  and 
its  density  is  iucreaseil  untU  the  velocity  of  the  escape 
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is  sufficient  to  overcome  the  resistances  which  the 
zrocket  oflPers  to  motion.  These  resistances  are,  inertia, 
ifriction,  the  component  of  weight  in  the  direction  of 
^notion,  and,  after  motion  takes  place,  the  resistance  of 
^he  air. 

The  constant  pressure  on  the  head  of  the  bore  accel- 
erates the  motion  of  the  rocket  imtil  the  resistance  of 
^he  air  equals  the  propelling  force ;  after  this,  it  will 
x^main  constant  imtil  the  burning  surface  is  sensibly 
diminished.  When  the  gas  ceases  to  flow,  the  rocket 
^oses  its  distinctive  character,  and  becomes,  so  far  as  its 
:Mnovement  is  ooncemed,  an  ordinary  projectile. 

The  increase  in  the  surfece  of  combustion  whereby 
snore  gas  is  developed  in  the  same  time,  and  the  dimi- 
xiution  in  the  weight  of  the  remaining  composition, 
cause  the  point  of  maximum  velocity  to  be  reached 
-^th  increased  rapidity.    If  the  weight  of  the  rocket  be 
oxicreased,  the  instant  of  maximum  velocity  will  be  pro- 
longed, but  the  amount  will  remain  the  same.  A  change 
in  the  form  of  the  rocket  which  increases  the  resistance 

of  the  air,  will  have  the  effect  to  diminish  the  maximum 

velocity. 
The  maximum  velocity  of  French  rockets,  and  the 

distances  at  which  they  are  attained,  are  given  in  the 

following  table : — 

OAUBBl.  DlffTAKOS.  MAZM.  YELOCITT. 

2^  inches,  134  yds.  278  yds. 

8i      "  141    "  370    " 

According  to  the  calculations  of  Piobert,  for  small 
^kets  it  takes  about  f  second  for  the  gas  to  attain  its 
Qiaximum  velocity  of  850  yda 

58.  o«i4iaf  priBciFie.    The  propelling  force  of  a 

7 
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rocket  changes  its  direction  with  the  axis  along  which 
it  acts ;  it  follows,  therefore,  that  without  some  means 
of  giving  stability  to  this  axis,  the  path  described  will 
}>e  very  irregular,  so  much  so,  at  times,  as  to  fold  upon 
itself;  and  instances  have  been  known  where  these  pro- 
jectiles have  returned  to  the  point  whence  they  started. 

An  example  of  this  irregular  motion  may  be  seen  in 
"serpents,"  a  species  of  small  rockets  without  guide- 
sticks. 

The  two  means  now  used  to  give  steadiness  to  the 
flight  of  a  rocket  are,  rotation^  as  in  the  case  of  a  rifle- 
ball,  and  the  resistance  of  the  air^  as  in  an  arrow. 

HMs  system.  The  first  is  exemplified  in  Hale^s 
rocket,  where  rotation  is  produced  around  the  long  axis 
by  the  escape  of  the  gas  through  five  small  vents  situ- 
atcnl  o})licjuely  to  it.  In  his  first  arrangement,  the  in- 
ventor placed  the  small  vents  in  the  base,  surrounding 
the  large  central  vent,  so  that  the  resultant  of  the  tan- 
gential forces  acted  around  the  posterior  extremity  of 
the  axis  of  rotation.  In  1855,  this  arrangement  was 
ohaiigtHl  }>y  reducing  the  number  of  the  small  vents  to 
threts  Aiul  [)Iacing  them  at  the  base  of  the  head  of  the 
riH'ket  The  rocket  thus  modified,  and  shown  in  fig,  20^ 
is  the  one  now  used  by  the  United  States  government  for 
war  purjK^ses,* 


*  li  m  iMud  that  Mr.  Ha]e*9  bit««t  improvement  cooBists  in  placing  the 
i;t«uiud  viNitJi  ui  A  pUae  pAMiog  through  the  centre  of  gnritj  of  the  rock< 

and  at  light  angles  to 
aadiL  This  is  aocompIiabe^>^ 
bj  diiiding  the  case  into  tn — ^ 
dHtinci  parts,  or  rockets*  b^^ 
f^   1)^  a  perforated    partttioii.      Ttm^ 

ccMBpoaitno  ia  the  firont  pav  ^ 
rUmUh^^  IW  |Ea»  lt«  TOUtiotv  and  that  in  the  rcAf  the  gas  for  propnlsioiL    Se^ 
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Fig.  20. 
a.  .Bore  and  vent 
6.  .Recess  in  the  base  of  the  head. 


e.  .Tangential  vent  (three). 
d. .  Head  (solid). 


Congrefoia  system.  A  Congreve  rocket  is  guided  by 
a  long  wooden  stick  attached  to  its  base.  If  any  cause 
act  to  turn  it  from  its  proper  direction,  it  will  be  op- 
posed by  resistances  equal  to  its  moment  of  inertia  and 
the  lateral  action  of  the  air  against  the  stick. 

The  effect  of  these  resistances  will  be  increased  by 
placing  the  centre  of  gravity  near  the  head  of  the 
rocket,  and  by  increasing  the  surface  of  the  stick. 

In  signal  rockets,  where  the  case  is  made  of  paper, 
the  stick  is  attached  to  the  side  })y  wrapping  around 
twine ;  and  there  is  but  one  large  vent,  which  is  in  the 
centre  of  the  case. 

In  war-rockets  the  stick  is  attached  to  the  centre  of 

the  base,  and  the  large  central  vent  is  replaced  by 

several  small  ones  near  its  circumference.     See  fig.  18. 

The  former  arrangement  is  not  so  favorable  to  accuracy 

^^8  the  latter,  inasmuch  as  rotation  will  be  produced  if 

"fche  force  of  propulsion  and  the  resistance  of  the  air  do 

ot  act  in  the  same  line. 

59.  new  flred.  I^kets  are  generally  fired  from  tubes 

gvUers  /  but  should  occasion  require  it,  they  may  be 

^red  directly  from  the  ground,  care  being  taken  to 

'imse  the  forward  end  by  propping  it  up  with  a  stick  or 

Htone.     As  the  motion  is  slow  in  the  first  moments  of 

its  flight,  it  is  more  liable  to  be   deviated  from  its 
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proper  direction  at  this  time  than  any  other ;  for  this 
reason  the  conducting  tube  should  be  as  long  as  prac- 
ticable, say  from  five  to  ten  feet.* 

t>0.  Wmrm  off  tw^^eeu^rf.  Take  that  portion  of  the 
trajectory  where  the  velocity  is  uniform.  The  weight 
of  the  rocket  applied  at  its  centre  of  gravity,  and  acting 
in  a  vertical  direction,  and  the  propelling  force  acting  in 
the  direction  of  its  length,  are  two  forces  the  oblique 
resultant  of  which  moves  the  rocket  parallel  to  itself; 
but  the  resistance  of  the  air  is  oblique  to  this  direction, 
and  acting  at  the  centre  of  figure,  a  point  situated  be- 
twwn  the  centre  of  gravity  and  extremity  of  the  guide- 
stick,  produces  a  rotation  which  raises  the  stick,  and 
thereby  changes  the  direction  in  which  the  gas  acts. 
As  these  forces  are  constantly  acting,  it  follows  that 
each  element  of  the  trajectory  has  less  inclination  to 
t\w  horixon  than  the  element  of  an  ordinary  trajectory 
in  which  the  velocity  is  ecjuaL 

When  the  velocity  is  not  uniform^  the  position  of 
the  iH«iitrt«  of  gravity  has  a  certain  influence  on  the  form 
ssi  t  lu»  triy  wtory.  To  understand  this,  it  is  necessary  to 
tHM^Niilt^r  that  the  component  of  the  resistance  of  the 
air  >vhit*h  acts  on  the  head  of  the  rocket  is  greater  than 
UiHt  which  acts  on  the  side  of  the  stick.  It  is  also  ne- 
^H^Miirv  to  (consider  that  the  pressure  of  the  inflamed 
UHM  lu^tH  in  a  direction  opposite  to  the  resistance  of  the 
llll\  timt  in  to  say,  from  the  rear  to  the  fix)nt,  and  that 
IIm^  ooulre  of  gravity  is  near  the  rear  extremity  of  the 

^  M<   tUlo  liM*  NiiKRViitod  a  means  of  using  a  short  tube,  by  appljing  a  pressure 
h^^  \\\s^  \\^\^\  l«»  r»'tttln  it  in  its  place  until  the  gas  has  acquired  the  requisite 
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At  the  beginning  of  the  trajectory,  when  the  motion 
of  the  rocket  is  accelerated,  its  inertia  is  opposed  to 
motion,  and  being  applied  at  the  centre  of  gravity, 
which  is  in  rear  of  the  vent,  the  point  of  application 
of  the  moving  force,  it  acts  to  prevent  the  rocket  from 
turning  over  in  its  flight.  But  when  the  composition 
is  consumed,  the  centre  of  gravity  is  thrown  further  to 
the  rear,  and  the  velocity  of  the  iwjket  is  retarded,  the 
inertia  acts  in  the  opposite  direction,  and  the  effect  will 
be,  if  the  centre  of  gravity  or  inertia  is  sufficiently  far 
to  the  rear,  to  cause  it  to  turn  over  in  the  direction  of 
its  lengtL 

If  the  rocket  be  directed  toward  the  earth,  this 
turning  over  will  be  counteracted  by  the  acceleration 
of  velocity  due  to  the  weight,  and  the  form  of  the 
trajectory  will  be  preserved. 

Effect  of  wind.    When  the  wind  acts  obliquely  to 
the  plane  of  fire,  its  component  perpendicular  to  this 
plane,  acting  at  the  centre  of  figure,  will  cause  the 
rocket  to  rotate  aroimd  its  centre  of  gravity.     As  the 
centre  of  figure  is  situated  in  rear  of  the  centre  of  grav- 
ity, the  point  will  be  thrown  toward  the  wind,  and  the 
propelling  force  acting  always  in  the  direction  of  the 
^-acis,  the  rocket  will  be  urged  toward  the  direction  of 
tlxe  wind.     To   make  an  allowance  for  the  wind,  in 
Spring  rockets,  they  should  be  pointed  toward  the  op- 
I^^^site  side  from  which  the  wind  comes,  or  with   the 
^^"^"^d  instead  of  against  it. 

If  the  wind  act  in  the  plane  of  fire   from  front  to 

^^ar,  it  will  have  the  effect  to  depress  the  point,  and 

^th  it  the  elements  of  the  trajectory  in  the  ascending 

.        Wanch,  and  elevate  them  in  the  descending  branch ;  as 
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the  latter  is  shorter  than  the  former,  the  effect  of  a 
front  wind  will  be  to  diminish  the  range.  The  converse 
will  be  true  for  a  rear  wind. 

61.  Hiiiorj.  Rockets  were  used  in  India  and  China 
for  war  purposes  before  the  discovery  of  gunpowder; 
some  writers  fix  the  date  of  their  invention  about  the 
close  of  the  ninth  century.  Their  inferior  force  and  ac- 
curacy limited  the  sphere  of  their  operations  to  incen- 
diary purposes,  until  the  year  1804,  when  Sir  William 
Congreve  turned  his  attention  to  their  improvement. 
This  officer  substituted  sheet-iron  cases  for  those  made 
of  paper,  which  enabled  him  to  use  a  more  powerful 
composition ;  he  made  the  guide-stick  shorter  and 
lighter,  and  removed  a  source  of  inaccuracy  of  flight  by 
attaching  the  stick  to  the  centi*e  of  the  base  instead  of 
the  side  of  the  case.  He  states  that  he  was  enabled  by 
his  improvements  to  increase  the  range  of  6-pdr.  rock- 
ets from  600  to  2,000  yards.  Under  his  direction  they 
were  prepared,  and  used  successfully  at  the  siege  of 
Boulogne  and  the  battle  of  Leipsic.  At  the  latter 
place  they  were  served  by  a  special  corps. 

62.  Ad¥anuive«.  The  advantages  claimed  for  rockets 
over  cannon  are,  unlimited  size  of  projectile ;  portabil- 
ity ;  freedom  from  recoil ;  rapidity  of  dischai^ ;  and 
the  terror  which  their  noise  and  fiery  trail  produce  on. 
moimted  troops. 

The  numerous  conditions  to  be  ftdfilled  in  their  con- 
struction in  order  to  obtain  accuracy  of  fiight,  and  the 
uncertainty  of  preserving  the  composition  uninjured  for 
a  length  of  time,  are  difficulties  not  yet  entirely  over- 
come, and  which  have  much  restricted  their  usefulness 
for  general  military  purposes. 
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63.  KiMd  vted.  The  two  sizes  of  Hale^s  rockets  in 
use  in  the  American  service  are,  the 

2-inch  (interior  diameter  of  case),  weighing  6  lbs. ;  and 
3-inch        "  "  "  "       16  lbs. 

Under  an  angle  of  from  4**  to  6*  the  range  of  these 
rockets  is  from  500  to  600  yds.  Under  an  angle  of  47^ 
the  range  of  the  former  is  1,760  yds.  and  the  latter 
2,200. 


I 
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HISTOET  OF  CANNON. 


64.  The  terms  canyion  and  ordnance  are  applied  to  all 
heavy  fire-armB  which  are  discharged  from  carriages,  in 
contradistinction  to  smaU  arma,  which  are  dischnrged 
from  the  hand. 

65.  Barir  cmBMK.*  The 
shape  of  the  first  cannon  used, 
afler  the  invention  of  gunpow- 
der was  conical,  internally 
and  externally  resembling  an 
apothecary's  mortar.  They 
Kg.  81.  were  called  mortars,  bombards 

and  vases,'  were  fired  at  high  angles ;   and,  in  oonse- 
BOMBARD.  quence  of  the  alow 

burning  of  the  pow- 
der of  that  day,  and 
the  conical  shape  of 
the  bore,  the  stone 
balls  which  they  pro- 
Fig.  2j.  jected  moved  with 
ver}'  little  velocity  and  accuracy. 

PeriHere.  To  economize  the  action  of  the  powder,  and 
give  a  more  accurate  direction  to  the  projectile,  the  in- 
terior space,  or  bore,  was  afteiward  made  nearly  cylin- 
drical, from  4  to  8  calibres  long ;  it  was  terminated  at 

•  Vide  Thiroui. 
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th,«  bottom  by  a  very  narrow  and  deep  chamber,  the 
oh^ject  of  wluch  was  to  increase  the  effect  of  the  powder, 
by-  retarding  the  escape  of  the  gas  before  it  acted  on 
tixd  projectile.  These  cannon  were  further  improved  by 
making  the  bores  perfectly  cylindrical ;  and  were  called 
pcfrieree  (fig.  23),  from  the  fact  that  they  fired  etone 
ba.llB.  They  were  principally  employed  to  breach  stone 
■w-aJls,  and  for  thia  porpose  were  fired  horizontally. 


66.  CohMtbcUob  of  earlf  €»DaoB.  The  first  bom- 
"<*»*cS»  were  made  of  bars  of  iron,  bound  together  by 
"Oops,  after  the  manner  of  the  staves  of  a  barrel.  Fig. 
22.  Afterward  they  were  made  of  wrought  iron,  and 
finally  of  cast  metal.  Bronze  guns  were  used  in  the 
*inie  of  King  John  of  France. 

Among  the  earliest  cannon  are  found  those  which 
'^^ere  loaded  at  the  breech  instead  of  the  muzzle.  One 
**f  the  methods  ia  shown  in  fig.  24,  in  which  A  repre- 
*^iita  a  rectangular  opening  formed  at  the  breech  for  the 
Pnrpose  of  receiving  a  movable  chamber,  C,  which  con- 
■t«.ined  the  charge,  and  was  held  in  its  place  by  a  key, 


Fig   24. 

D.    Though  these  pieces  possessed  great  facility  in  load- 
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ing,  they  were  abandoned  for  want  of  strength  and 
solidity. 

67.  AncieMt  gmnB.  The  introduction  of  cast-iron  pro- 
jectiles, which  are  much  stronger  and  denser  than  those 
of  stone,  led  to  the  invention  of  a  new  species  of  can- 
non, called  cuherinSj  which  very  nearly  correspond  in 
construction  and  appearance  to  the  guTis  of  the  present 
day.  The  great  strength  of  these  pieces  and  their  pro- 
jectiles, permitted  the  use  of  a  large  charge  of  powder ; 
and  their  introduction  proved  an  important  step  in  the 
improvement  of  artillery. 


CULVERIN. 


fig.  26. 

The  idea  was  entertained  by  ancient  artillerists — 
founded  on  the  relation  which  cannon  were  erroneously 
supposed  to  bear  to  small  arms — ^that  the  range  increased 
with  the  length  of  the  piece ;  and  in  consequence,  many 
culverins  were  made  of  enormous  length.  K  remark- 
able piece  of  this  description  still  exists  at  Dover,  Eng- 
land, familiarly  known  as  Queen  Anne^s  pocket-piece. 
While  it  carries  a  ball  weighing  only  1 8  lbs.,  it  is  more 
than  25  feet  long. 

68.  Ancient  moitan.  From  the  earliest  days  of  ar- 
tillery there  existed  short,  chambered  pieces,  which 
projected  stone  balls  under  great  angles  of  elevation. 
In  1478,  an  attempt  was  made  to  use  in  these  pieces, 
hollow  projectiles  filled  with  powder,  to  which  was  at- 
tached a  burning  match  to  set  the  powder  on  fire ;  but 
it  is  probable  that  the  accidents  which   accompanied 
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their  use  caused  them  to  be  abandoned  for  the  time. 
In  1634,  however,  means  were  devised  to  overcome  this 
difficulty;  and,  thus  perfected,  these  pieces  were  intro- 
duced into  the  French  service  as  a  class  of  cannon  now 
known  as  mortars. 

In  the  reign  of  Louis  XIV.,  a  great  variety  of  mor- 
tars were  used ;  and  some  of  them,  called  Comminges, 
after  their  inventor,  threw  bombs  weighing  550  lbs. 

69.  Ancient  liowltzen.  Early  attempts  were  also 
made  to  throw  hollow  projectiles  from  "  perrieres,''  and 
"  culverins,*^  or  guns ;  but  great  difficulties  were  expe- 
rienced in  loading  them ;  and  the  accidents  to  which 
they  were  liable,  as  in  the  case  of  mortars,  caused  them 
to  be  abandoned.  Subsequently,  however,  the  Dutch 
artillerists  conceived  the  idea  of  reducing  their  length, 
so  that  the  projectile  could  be  inserted  in  its  place  by 
hand;  and,  thus  improved,  these  cannon  rapidly  came 
into  use,  under  the  name  of  howitzers,  from  the  Ger- 
man, Haubitz. 

70.  Caliibre.  The  calibre  of  a  cannon  is  the  diameter 
of  its  bore  expressed  in  inches,  or  the  weight  of  the 
shot  corresponding  to  it.*  Each  nation  early  adopted 
a  series  of  calibres,  decreasing  in  a  geometrical  pro- 
gression. The  principal  series  were  the  French,  or 
32-pounder,    16-poimder,    8-pounder,    4-pounder,    and 

*  In  some  Berrioes  the  calibre  refers  to  the  size  of  the  bore,  in  others,  to  the 
size  of  the  shot    In  Germany,  the  projectile  referred  to  is  a  stone  balL 
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6-pd. 

9-pd. 

12-pd. 

18-pd. 

24.pcL 

32.pd. 

42-pd. 

3.67" 

4.2" 

4.62" 

5.2" 

6.82" 

6.4" 

7.0" 
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2-pounder ;  and  the  German,  or  48-potinder,  24-poiinder, 
12-pounder,  6-pounder,  S-ponnder,  and  If-poonder. 

71.  i>evice«.  Down  to  the  time  of  the  French  reTo- 
lution,  bronze  cannon  were  highly  ornamented  with 
carved  figures  representing  some  fancifnl  design,  to- 
gether with  the  national  coat-of-arms  and  cypher  of  the 
reigning  monarcL  Each  piece  also  bore  a  particular 
name  borrowed  from  some  animal  or  passion;  and 
French  cannon  of  the  time  of  Louis  XVL  bore  the  mot- 
toes, "  Nee  pluribus  impar,"  and  "  Ultima  ratio  regum.^' 
That  this  custom  of  naming  cannon  is  not  entirely  ob- 
solete, is  shown  by  a  piece  of  singular  shape  and  con- 
struction, captured  in  the  late  war  with  Mexico,  which 
bears  the  title  of  "El  Terror  del  Norte  Americano.*' 

72.  "  Materiel.''— Syrtcm.  The  expression,  ^materid 
of  artillery^  embraces  all  cannon,  carriages,  implements, 
ammunition,  &c,  necessary  f^r  artillery  purposes,  and 
is  used  in  contradistinction  to  ^^personnd  of  artiUery^ 
wliicli  refers  to  the  officers  and  men.  The  expression, 
"  mjMttm  of  artUlery^^  refers  to  the  character  and  arrange- 
ment of  tlie  materiel  of  artilliery,  as  adopted  by  a  nation 
at  any  particular  epoch. 

In  tlie  United  States'  service,  the  term  "  ordnance  and 
ord  niuu^e  stores,"  embraces  not  only  all  the  matSriel  of 
artilh^ry,  but  the  swords,  small  arms,  and  accoutrements 
uncmI  by  infantry  and  mounted  troops. 

TIh<  principal  qualities  to  be  observed  in  establishing 
li  HyHtfni  of  artillery  are  simplicity^  mobility^  and  power; 
lihd  thti  improvements  which  have  been  made  in  artil- 
lery ill  the  last  four  himdred  years  have  had  these  quali- 
1  Imh  Httwlily  in  view. 

Tliti  American  systems  of  field  and  siege  artillery  are 
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chiefly  derived  from  those  of  Prance ;  it  will,  therefore, 
be  useful  to  the  pupil  to  study  the  history  of  the  latter, 
and  compare  the  successive  steps  of  improvement  which 
have  brought  them  to  their  present  state  of  perfection.* 

73.  Fint  tyttem.  Toward  the  middle  of  the  sixteenth 
century,  the  various  gims  of  the  French  artillery  were 
reduced  to  six.  The  weights  of  the  balls  correspond- 
ing to  these  calibres  were  33|,  15|,  7|,  2|,  1|,  and  f  lb. 
respectively.  This  range  of  calibres  was  thought  to  be 
necessary,  for  the  reason  that  it  required  gims  of  large 
calibre  to  destroy  resisting  objects,  while  guns  of  small 
calibre  were  necessary  to  keep  up  with  the  movement 
of  troops. 

Each  of  the  five  principal  calibres  was  mounted  on  a 
different  carriage,  and  the  ammunition,  stores,  and  tools 
i¥ere  carried  on  different  store-carts. 

Three  kinds  of  powder  were  used,  viz. :  large-grain, 
small-grain,  and  priming,  which  were  carried  in  barrels 
of  three  sizes. 

The  axle-trees,  wHch  were  of  wood,  varied,  for  the 
different  wheels,  as  well  as  for  the  different  guns.  The 
gun-carriages  were  without  limbers,  and  had  only  two 
i^heels,  the  shafts  being  attached  to  the  trails,  which 
often  dragged  along  the  ground.  No  spare  wheels  were 
used,  except  for  pieces  of  large  calibre ;  and  for  facility 
of  transportation  these  were  put  on  an  axle-tree,  so  as  to 
form  a  carriage. 

With  the  exception  of  replacing  injured  wheels,  all 
repairs  were  made  on  the  spot,  from  the  resources  of  the 
country,  and  no  spare  articles  were  carried  with  the 
train.     There  was  no  established  charge  of  powder  for 

*  Vide  New  System  of  Field  Artillery,  by  Captain  Fav^. 
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the  guns ;  although  a  weight  equal  to  that  of  the  shot 
was  generally  used. 

Such  was  the  character  of  the  artillery  which  accom- 
panied the  French  armies  up  to  the  middle  of  the  seven- 
teenth century. 

74.  Second  tysCein.  In  the  reign  of  Louis  XIV.,  the 
calibres  of  cannon  were  gradually  changed  by  the  in- 
troduction of  several  foreign  pieces.  There  were  48, 
32,  24,  16,  12,  8,  and  4  pdrs. ;  and  those  of  the  same 
calibre  varied  in  weight,  length,  and  shape. 

Uniformity  existed  in  general  in  each  district  com- 
manded by  a  lieutenant-general  of  artillery,  but  the 
cannon  of  one  district  jiiffered  from  another.  Each 
district  had  (for  the  six  kinds  of  cannon)  six  carriages, 
with  different  wheels,  and  three  kinds  of  limbers,  with 
different  wheels,  making  nine  patterns  of  wheels,  with- 
out counting  those  for  the  platform  wagons  used  to 
transport  heavy  guns,  the  ammunition  carts,  the  tracks, 
and  the  wagons  for  small  stores  and  tools. 

Spare  carriages  were  carried  into  the  field,  but  those 
of  one  district  would  not  fit  the  guns  of  another.  There 
was  but  one  kind  of  powder,  and  this  was  carried  in 
barrels.  The  charge  was  usually  two-thirds  the  weight 
of  the  projectile,  roughly  measured.  Besides  this,  the 
powder  often  varied  in  strength  according  to  the  dis- 
trict from  which  it  came. 

75.  Taiiere'i  ajriiteiii.  In  1732,  Greneral  Vali^re  abol- 
ished the  32-pdr.,as  being  heavy  and  useless,  and  gave  uni- 
formity to  the  five  remaining  calibres.  Toward  the  end 
of  the  18th  century,  mortars,  or  Dutch  howitzers,  were 
sometimes  attached  to  the  field  trains ;  for  the  latter,  a 
small  charge,  and  calibre  of  8  inches,  were  adopted. 
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There  were  also  light  4-pdr.  guns  attached  to  each  regi- 
ment. Up  to  that  time  an  army  always  carried  with 
it  heavy  guns  (24-pdrs.),  and  light  guns  (4-pdra),  which 
were  combined  in  the  same  park. 

Vali^re  established  a  system  of  uniformity  for  cannon 
throughout  Prance ;  but  such  was  not  the  case  with  the 
carriages  and  wagons  used  with  them.  Great  exactness 
was  not  then  sought  for,  and  there  existed  as  many 
plans  for  constructing  gun-carriages  as  there  were  ar- 
senals of  construction.  The  axle-trees  were  made  of 
wood,  the  limbers  were  very  low,  and  the  horses  were 
attached  in  single  file. 

75.  Grli»eaaval'«  ■jrstem.  In  1765,  General  Gribeauval 
founded  a  new  system,  by  separating  the  field  from  the 
siege  artillery.  He  diminished  the  charge  of  field-guns 
from  a  half  to  a  third  the  weight  of  the  shot,  l)ut  as  he 
diminished  the  windage  of  the  projectile  at  the  same 
time,  he  was  enabled  to  shorten  them  and  render  them 
lighter,  without  sensibly  diminishing  their  range. 

Field  artillery  then  consisted  of  12,  8,  and  4  pdr. 
gujiBy  to  which  was  added  a  6-inch  howitzer,  still  retain- 
ing a  small  charge,  but  larger  in  proportion  than  that 
l)efore  used.  For  draught,  the  horses  were  disposed  in 
double  files,  which  was  much  more  favorable  to  rapid 
gaita  Iron  axle-trees,  higher  limbers,  and  travelling 
trunnion-holes,  rendered  the  draught  easier.  The 
adoption  of  cartridges,  elevating  screws,  and  tangent 
scales,  increased  the  rapidity  and  regularity  of  the  fire. 
Stronger  carriages  were  made  for  the  lighter  guns,  and 
the  different  parts  of  all  were  made  ^vith  more  care,  and 
strengthened  with  iron  work.  Uniformity  was  estab- 
lished in  all  the  new  constructions,  by  compelling  all 


ifttt-  jf9i»j1«  to  nuke  eveiy  put  of  the  cwruigesy  wagons, 
Mbi  ambers  jcoording  to  certain  fijced  dimensiona.  By 
i&a»  exaKt  correspondence  of  all  the  parts  of  a  carriage, 
ifor^  pdtft2$  could  V^e  carried  into  the  field  ready  made, 
tk>  relh.  Thns  an  eqoipment  was  obtained  which  could 
Kf'  iMkialy  repaired,  and  coold  be  moTed  with  a  ftcility 
hitherto  unknown. 

In  i>rder  to  reduce  the  number  of  spare  articles  neoes- 
$durT  Rht  repairs,  Gribeauval  gave,  as  &r  as  practicable, 
the  same  dimensions  to  those  things  which  were  of  the 
same  nature. 

The  excellence  of  tlus  system  was  tested  in  the  wars 
tuf  the  French  Republic  and  Empire,  in  which  it  played 
an  im}K)rtant  part 

77,  M^riL  trau  flTvtaa-  In  1827,  the  system  of  Gri- 
bi^uval  was  changed  by  introducing  the  24  and  32  pdr. 
kowitxers,  lengthened  to  correspond  with  the  8  and  12 
|H)n  ^ruus,  and  abolishing  the  4-pdr.  gun  and  6-inch 
JiowitxtT.  Afterward  some  important  improvements 
xv^'n^  iimde  iu  the  carriages,  chiefly  copied  from  the 
Ku^tUc^U  system;  the  nimiber  for  all  field  cannon  was 
riHluiHHl  to  two,  the  wheels  of  the  carriage  and  limber 
w^M'^^  iiuiiU^  of  the  same  size;  the  weight  of  the  limber 
WHN  hMhuHHl,  and  an  ammunition  chest  placed  on  it ;  the 
lui^lhod  of  oonneoting  the  carriage  and  limber  was  sim- 
iilltlml,  uiul  tho  o]>erations  of  limbering  and  unlimbering 
kfh>nt  I V  latnlitatiHl ;  and  the  two  flasks  which  formed  the 
I  mi  I  ww^^  ivphuvd  by  a  single  piece,  called  the  ^tockj 
\\  hloli  arrnujft»!nent  allowed  the  new  pieces  to  turn  in  a 
*MHill»»r  NjuuH^  than  that  required  by  the  old  ones. 

'fh.  I«tiuli  Napoleon's  sjrsiein.  In  1850,  the  present 
|llM»|Hi|'or  o(  tho  French  caused  a  series  of  experiments  to 
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\>e  made,  at  the  principal  artillery  schools  of  France,  to 
test  the  merits  of  a  new  system  of  field  artillery  pro- 
posed by  himself.  The  principal  idea  involved  in  this 
system  was,  to  substitute  a  single  gun  of  mediiun  weight 
and  calibre,  capable  of  firing  shot  and  shells,  for  the  8 
and  12  pdr.  guns  and  24  and  32  pdr.  howitzers,  then  in 
use.     The  calibre  selected  was  the  12  pdr. 

The  favorable  results  of  all  these  experiments,  and 
the  simplicity  of  the  system,  led  to  the  adoption  of  this, 
the  Napoleon  gun,  as  it  is  sometimes  called,  into  the 
French  service ;  and  others  of  similar  principle  were  in- 
troduced into  various  European  services,  and  also  into 
our  own.     As  this  piece  unites  the  properties  of  gun 
and  howitzer,  it  is  (^ed  canon-obueier^  or  gun-howitzer. 
79.  Reeent  improTcnnenu.  At  no  time  since  the  dis- 
covery of  gunpowder,  have  such  important  improve- 
inents  been  made  in  fire-arms,  as  within  the  past  few 
y^ears.     These  improvements  may  be  sununed  up  as  fol- 
lows, viz.: — 

Ist.  Improvement  in  the  quality  of  cast  iron,  and  the 
oonsequent  increase  in  the  calibre  of  sea-coast  cannon. 
In  1820,  the  heaviest  gun  mounted  on  our  sea-coast  bat- 
t;^ries,  was  the    24-pdr.;  at  present,  the  heaviest  is  a 
1 5-inch  gun,  carrying  a  shell  weighing  420  lbs,  with  50 
Its.  of  powder.     2d.  The  use  of  wrought  iron  as  a  ma- 
^fc^rial  for  fortress  carriages,  and  for  covering  ships  of  war. 
SUL  The  extensive  introduction  of  shells  in  searcoast  de- 
duces and  naval  warfare ;  and  spherical  case-shot  into 
tlie  field-service ;  and,  4th.  The  successful  application  of 
t^lie  rifle  principle  to  small  arms  and  cannon. 
8 
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CONSTRUCTION,  &c.,  OF  CANNON. 

80.  DcOmHIob.      a    cannon    ia    a  heavy   machine, 

used  to  Bet  projectiles  in  motion  T>y  means  of  gunpowder. 
Its  general  form  is  that  of  a  tube  closed  at  one  end. 

81.  ClMMiflcatioa.  All  cannon  may  be  classified, 
according  to  their  nature,  as  guns,  howitzers,  and  mor- 
tars ;  and,  according  to  the  usee  to  which  they  are 
applied,  as  _^ld,  mountain,  prairie,  siege,  and  sea-coast 
cannon.  The  recent  introduction  of  rifle-cannon  into 
the  military  service,  requires  that  a  further  distinction 
should  be  made,  between  rijied  and  smoothrbored  can- 
non. How  fer  this  change  will  affect  the  distinction 
now  made  between  guns  and  howitzers,  remains  to  be 
determined  by  future  experience. 

In  treating  of  cannon,  it  is  proposed,  in  the  first 
place  to  discuss  those  parts  and  principles  common  to 
all ;  and,  in  the  second  place,  to  consider  the  peculiar 
characteristics  of  each  class  and  calibre. 

B. .  First  reiDr<wc«. 

C.  .Set'd  reiDforce. 

D.  .Chide. 

E.  .Swell ofthemui- 


F5g- 2S.  H-.^OK. 

82.  lfa«eiicl«t«re.»  The  cascaMe  is  that  part  of 
the  gun  in  rear  of  the  base  of  the  breech ;  it  is  com- 
posed generally  of  the  following  parts:  the  knob,  the 
necky  ^e  fillet. 

*  ThiB  nomenclature  refors  more  particularly  to  gun*  of  the  old  pMtem.  large 
numberfi  ot  which  will  probablr  rrmain  in  KfroKX  for  some  tiros  to  oome.  The 
most  recent  roodeti  are  rharncterized  by  an  onlire  Bbienre  of  mouldtngs  and  onut- 
mcnlH,  and  the  clemeuta,  in  moat  cast^i,  arc  curved  instead  of  right  linet.  The 
mndiflcationa  which  it  ia  necesxjuy  to  make  to  suit  the  present  nocnendature  to  the 
□en*  Hyslem.  irill  readilr  su^rgest  themielvca  to  Ihc  mind  of  tbe  pupiL 
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The  hdse  of  the  breech  is  a  frustum  of  a  cone,  or  a 
spherical  segment,  in  rear  of  the  breech. 

The  haae-rmg  is  a  projecting  band  of  metal  adjoining 
the  base  of  the  breech,  and  connected  with  the  body  of 
the  gun  by  a  concave  moulding.  It  serves  as  a  point 
of  support  for  the  breech  sight,  and  rests  upon  the 
Iiead  of  the  elevating  screw.  The  ring  is  omitted  in 
guns  of  recent  modeL 

The  breech  is  the  mass  of  solid  metal  behind  the 
l^ottom  of  the  bore,  extending  to  the  rear  of  the  base-ring. 
The  reinforce  is  the  thickest  part  of  the  body  of  the 
X>i©ce,  in  front  of  the  base-ring.  If  there  be  more  than 
one  reinforce,  that  which  is  next  to  the  base-ring  is 
<»lled  the  f/ret  reinforce ;  the  other,  the  second  rein- 
'orce. 
The  chase  is  the  conical  part  of  the  piece  in  front 
the  reinforce. 

The  astragal  and  fiUets^  in  field  guns,  and  the  chase- 
^nng  in  other  pieces,  are  the  mouldings  at  the  fr(mt 
^nd  of  the  chase. 

The  neck  is  the  smallest  part  of  the  piece,  in  front 
^z>f  the  astragal  or  chase-ring. 

The  swetl  of  the  muzzle  is  the  largest  part  of  the 
J)iece  in  front  of  the  neck.     It  is  terminated  by  the 
^nozzle  mouldings,  which,  in  field  and  siege  gims,  con- 
sist of  the  Up  and  ftUel.     In  sea^oast  guns,  and  heavy 
liowitzers  and  colimibiads,  there  is  no  fillet.     In  field 
and   siege  howitzers,  and  in  mortars,  a  muzzle  band 
takes  the  place  of  the  swell  of  the  muzzle. 

The  face  of  the  piece  is  the  terminating  plane  per- 
pendicular to  the  axis  of  the  bore. 
The  trwnnums  are  cylinders,  the  axes  of  which  are 
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in  a  plane  perpendicular  to  the  axis  of  the  bore,  both 
axes  being  in  the  same  plane. 

The  rimhases  are  short  cylinders,  uniting  the  trun- 
nions with  the  body  of  the  gun.  The  ends  of  the  rim- 
bases,  or  the  shoylders  of  the  trunnumSy  are  planes  per- 
pendicular to  the  axis  of  the  trunnions. 

The  bore  of  the  piece  includes  all  that  part  bored 
out,  viz. :  the  cylinder ^  the  chamber  (if  there  be  one), 
and  the  conical  or  spherical  surface  connecting  thenu 

The  muzde^  or  mouth  of  the  bore  is  chamfered,  in 
order  to  prevent  abrasion  and  facilitate  loading. 

The  lochpiece  is  a  block  of  metal  at  the  outer  open- 
ing of  the  vent  for  the  attachment  of  the  lock.  As 
friction-tubes  are  now  used  for  firing  cannon  in  the  laad 
service,  this  part  is  omitted. 

The  natural  line  of  aighi  is  a  line  drawn,  in  a  vertieii 
plane  through  the  axis  of  the  piece,  from  the  liigkeit 
point  of  the  base-ring  to  the  highest  point  of  the  sweU  of 
the  muzzle,  or  to  the  top  of  the  sight  if  there  be  one. 

The  natural  angle  of  sight  is  the  angle  which  the 
natural  line  of  sight  makes  ^vith  the  axis  of  the  piece. 

The  dispart  is  the  difference  of  the  semi-diameters 
of  the  base-ring  and  the  swell  of  the  muzzle,  or  muzzle- 
band.  It  is,  therefore,  the  tangent  of  the  natural  angle 
of  sight,  to  a  radius  equal  to  the  distance  from  the  rear 
of  the  base-ring  to  the  highest  point  of  the  swell  of  the 
muzzle,  the  sight,  or  the  front  of  the  muzzle-band,  as 
the  case  may  be. 

INTERIOR  FORM. 

83.  DiTition  of  parts.  The  interior  of  cannon  may 
be  divided  into  three  distinct  parts ;  1st,  the  vent^  or 
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channel  which  communicates  fire  to  the  cfaai^ ;  2d,  the 
seat  of  the  charge,  or  chamber,  if  ita  diameter  he  differ 
ent  from  the  rest  of  the  bore;  3d,  the  cylinder,  or  that 
portion  of  the  bore  passed  over  by  the  projectile. 

84.  Tke  Tcau  The  size  of  the  vent  should  be  as  small 
as  possible,  in  order  to  diminish  the  escape  of  the  gas,  and 
the  erosion*  of  the  metal  which  results  from  it.  AU  vents 
in  the  United  States'  service  are  0.2  inch  in  diameter. 
In  bronze  pieces  which  fire  large  charges  of  powder, 
the  heat  of  the  inflamed  gases  would  be  sufficient  to 
melt  the  tin,  and  rapidly  enlarge  its  diameter.  For  this 
reason,  they  are  bushed  by  screwing  in  a  perforated 
j>ieoe  of  pore  -wrought  copper,  called  the  venlpiece.  See 
fig.  37.  This  arrangement  al- 
lows the  vent  to  be  renewed 
when  t<M>  much  enlarged  by 
continued  use,  or  when  closed 
with  a  spike. 

Position.     The  axis  of  the 
ng.  IT  vent   is  generally  situated  in 

A  plane  passing  through  the  axis  of  the  piece,  and 
At  right  angles  to  the  trunnions.  Formerly  it  made 
an  angle  of  80^  with  the  axis  of  the  piece,  measured 
At>m  the  rear,  but  in  nearly  all  pieces  of  new  model  it 
5s  at  right  angles  to  this  line.  The  first,  or  oblique 
direction,  was  pven  to  insure  the  pricking  of  the  car- 
tridge, in  case  it  was  not  ramme^l  completely  home ;  the 
perpendicular  position  is  given  to  prevent ,  the  body  of 
the  friction-tube  irora  being  pulled  out  in  firing. 

■  It  is  rtMed  that  tliB  VMT,  bj  the  pMa«8«  oT  Uie  gu  through  th«  vent  oT  th«  larg* 
13-ia  WRHi^t  gaa  Istel;  tried  in  Eaglnnd,  wu  lo  great  m  to  require  rebiuhitig 
■Aer  e*er]riuDa  rounda.  Field  rifle-cannon  with  M»cl  venc-plecei  were  found  V> 
require  retnuhing  after  every  360  rounds ;  copper  venl-piecea  having  been  found 
to  mlalg*  Taiy  aUgfatlj,  havs  been  adopted  for  all  riQe  guna. 
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The  interior  orifice  of  the  vent  is  placed  at  a  distance 
from  the  bottom  of  the  chamber  equal  to  a  fourth  of 
its  diameter,  or  at  the  junction  of  the  sides  of  the  cham- 
ber with  the  curve  of  the  bottom.  Experiment  shows 
that  this  position  of  the  vent  is  more  favorable  to  the 
full  development  of  the  force  of  the  charge  than  any 
other  along  its  length. 

Many  authors  have  attributed  the  injuries  which  are 
observed  to  take  place  about  the  lodgment  of  the  pro- 
jectile, to  the  position  of  the  vent  at  the  bottom  of  the 
bore,  supposing  that  the  evolution  of  the  elastic  gases 
begins  at  the  upper  portion  of  the  charge,  and  that  the 
projectile  is  consequently  pressed  down  upon  the  lower 
side  of  the  bore  before  it  is  set  in  motion.  To  remedy 
this,  it  was  proposed  to  place  the  orifice  at  the  centre  of 
the  bottom  of  the  bore ;  and  to  determine  the  merits  of 
this  proposition,  special  experiments  were  made  at  the 
artillery  schools  of  Douai,  Toulouse,  and  Strasboui^,  on 
new  guns  of  24  and  16  lbs.  calibre. 

The  first  gun  had  the  ordinary,  old-fashioned  vent ; 
see  fig.  27  (-4);  in  the  second  the  orifice  of  the  vent 
was  placed  at  the  centre  of  the  bottom,  with  its  axis 
making  an  angle  of  30**  with  that  of  the  gun  (^) ;  and 
the  third  had  its  orifice  at  the  centre  of  the  bottom, 
with  its  axis  coincident  with  that  of  the  gun  ((7). 

The  several  pieces  were  fired  under  the  same  circum- 
stances, and  the  injuries  noted  with  great  care.  It  was 
found  that  the  gun  with  the  ordinary  vent  had  only  ex- 
perienced slight  injuries,  while  the  others  became  un- 
serviceable in  a  few  roimds;  as  will  be  seen  by  an 
examination  of  the  following  table : 
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Poddon  uf  the  TcrBt. 


Dktth  op  Lodobmbit. 

A 


Vent  in  the  axis.- 

Vent  inclined  30^] 
Ordinaiy  vent 


StratboDrf 
S4-pdr.  Oun. 


37   points  after 
40  shots. 

34  points  after 
60  shots. 


Tunlonte 
S4'pdr.  Gant. 


23  points  after  6  sh. 
26     "        "    30  " 


14i  " 
33     " 


41 


li 

ii 
U 


6  " 
30  »' 

30  " 


Doaal 
16-pdr.  Oan. 


8  points  aft.  6  sh. 

17  "  "  30  " 

24  "  "  60  " 

14  •'  "  30  ** 

26  "  "  90  " 

3  "  "  60  " 

4  "  "  90  •' 


I 


The  most  probable  explanation  of  these  results  is 
this :  In  guns  with  the  ordinary  vent,  the  gas  which  is 
developed  in  the  first  moments  of  combustion,  expands 
freely  into  the  space  between  the  top  of  the  cartridge 
and  bore ;  it  has  therefore  less  tension  when  it  passes 
over  the  ball,  which  will  have  been  moved  before  all 
the  charge  is  inflamed.  In  the  two  cases  in  which  the 
orifice  is  situated  at  the  centre  of  the  bottom,  the  gas 
formed  cannot  develop  itself  in  the  space  over  the 
charge,  but  it  expands  into  the  interstices  of  the  charge 
with  a  greater  tension  than  it  had  in  the  first  case,  and 
thereby  accelerates  the  inflammation  of  the  charge. 
From  this  it  follows,  that  the  ball  is  not  moved  from  its 
place  quite  so  soon  as  in  the  first  case,  but  it  begins  to 
move  at  an  epoch  more  nearly  approximating  that  of 
the  maximum  tension  of  the  gas  of  the  charge ;  and  the 
pressure,  therefore,  of  the  gas  as  it  passes  over  the  ball, 
will  be  greater ;  which  will  account  for  the  greater 
depth  of  the  lodgment. 

85.  liOM.  Experiment  also  shows  that  the  actual  loss 
of  force  by  the  escape  of  gas  through  the  vent,  as  com- 
pared to  that  of  the  entire  charge,  is  inconsiderable, 
and  may  be  neglected  in  practice. 
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SEAT  OF  THE  CHARGR 

86.  Seat  of  the  CTlmrge.  The  form  of  that  part  of  the 
bore  of  a  fire-ann  which  contains  the  powder,  will  have 
an  effect  on  the  force  of  the  charge,  and  the  strength  of 
the  piece  to  resist  it. 

The  points  to  be  considered  as  most  likely  to  affect 
the  force  of  the  powder,  are,  the  form  of  the  sorfisu^ 
and  its  extent  compared  to  the  enclosed  volume.  In 
the  first  place,  to  obtain  the  full  force  of  a  charge,  its 
form  should  be  such  that  its  inflammation  will  be  nearly 
completed  before  the  gas  begins  to  escape  through  the 
windage,  and  the  projectile  is  sensibly  moved  from  its 
place — ^in  other  words,  the  length  of  the  space  occupied 
by  the  charge  should  be  nearly  equal  to  its  diameter ; 
in  the  second  place,  as  the  tension  depends  much  upon 
the  heat  evolved  by  the  combustion,  the  absorbing  sur- 
face should  be  a  minimum  compared  to  the  volume. 

87.  Heavy  dtaryet.  The  charges  with  which  solid 
projectiles  are  generally  fired  being  greater  than  j-  of 
their  weight,  the  cartridge  occupies  a  space,  the  length 
of  which  is  greater  than  the  diameter ;  in  cannon,  there- 
fore, which  fire  solid  projectiles,  the  form  of  the  seat  of 
the  charge  is  simply  the  bore  prolonged;  this  arrange- 
ment, when  compared  with  the  chamber,  makes  the 
absorbing  surface  of  the  metal  a  minimum,  and  reduces 
the  length  of  the  charge  so  that  its  inflammation  will 
be  as  complete  as  possible,  before  the  gas  escapes  and 
the  projectile  is  moved. 

To  give  additional  strength  to  the  breech,  and  to 
prevent  the  angle  formed  by  the  plane  of  the  bottom 
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and  Bides  of  the  bore  from  becoming  a  receptacle  for 
dirt,  and  burning  fragments  of  the  cartridge-bag,  it  is 
rounded  with  the  arc  of  a  circle  whose  radius  is  one- 
fourth  the  diameter  of  the  bore  at  this  point.  See  fig. 
27.  Instead  of  being  a  plane  bottom,  it  is  sometimes 
made  hemispherical,  tangent  to  the  surface  of  the  bore. 
In  all  cannon  of  the  most  recent  model,  the  bottom  of 
l:he  bore  is  a  semi-ellipsoid.  This  is  thought  to  fulfil 
l:he  condition  of  strength  more  fully  than  the  hemi- 
spliere. 

88.  Ufht  charges  When  a  light  piece  is  used  to 
throw  a  projectile  of  large  diameter  and  great  weight, 
the  eflEect  of  the  recoil  can  only  be  diminished  by  em- 
ploying a  small  charge  of  powder. 

If  such  a  charge  were  made  into  a  cartridge  of  a 
form  to  fit  the  bore,  its  length  would  be  less  than  its 
diameter,  and  being  ignited  at  the  top,  a  considerable 
portion  of  the  gas  generated  in  the  first  instants  of  in- 
flammation, woidd  pass  through  the  windage,  and  a 
;part  of  the  force  of  the  charge  woidd  be  lost. 

To  obviate  this  defect,  to  give  the  cartridge  a  more 
xnanageable  form  in  loading,  and  to  make  the  surface 
a  minimum,  as  r^ards  the  volume,  the  diameter  of  this 
X^art  of  the  bore  is  reduced  so  as  to  form  a  chamber. 

The  shape  of  the  chambers  of  fire-arms  is  either 
<^i/lzndrtcalf  conical^  or  spherical. 

The  effect  of  these  different  forms  of  chambers  on 

tile  velocity  of  the  projectile  will  be  modified  by  the 

size  of  the  charge  and  the  length  of  the  bore.      Up  to 

^  charge  of  powder  equal  to  \  of  the  weight  of  the 

projectile,  and  a  length  of  bore  equal  to  9  or  10  calibres, 

experience  shows  that  the  presence  of  a  chamber  is  ad* 
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vantageoua ;  but  beyond  these,  it  poasesses  no  ad' 
tages  to  compeDsate  for  its  inconvenience. 

Oylindrical  chamber.  For  very  small  charges  of  j 
der,  and  short  lengths  of  \ 
I  the  cylindrical  chamber  gives 
I  ter  results  than  the  conical  cl 
I  ber.  This  may  be  expluned 
I  the  fact,  that  in  this  chamber 
'  chai^  acts  a  longer  time  on 
"**'  ""  projectile,  inasmuch  aa  it  acti 

a  smaller  portion  of  its  surface,  and  the  grains  of  p 
der  are  therefore  more  completely  consumed  when 
projectile  leaves  the  piece.  But  for  larger  charges 
conical  chamber  is  found  to  answer  best ;  which  i 
be  seen  from  the  following  table  taken  from  ao 
firing: 


CIUBOK. 

CTU^^C* 

c™. 

C^MC^C.^ 

1.10  lbs. 

456  inetere. 

»90  meter*. 

1.65    " 

7»0 

" 

696 

•• 

2.20    " 

toeo 

969 

" 

2.76    " 

1200 

12B7 

7.00    " 

3630 

■< 

7.90    " 

2530 

2760 

" 

0.00    " 

325 

" 

210 

" 

0.60    " 

775 

" 

S40 

" 

1.30    " 

1250 

" 

1306 

" 

Non. — Supposed  to  hav«  been  Bred  at  45*  elevation. 


Conical  cha/niers.  For  the  same  capacity,  the  c 
cal  chamber  gives  a  shorter  cartridge,  and  is  there! 
better  suited  to  the  rapid  inflammation  of  a  Ij 
charge  of  powder  than   the  cylindrical  chamber. 
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also   presents    less    surface  ofa 

metal    for  the    absorption    of  I 

beat     The  particular  kind  of  I 

chamber  represented  in  the  di-  f 

t^ram  is  called  a  Gomer  chfon- 1 

ber,  after  its  inventor.   Its  prin-  *"«■  ^" 

cipal  advantages  are,  that  of  distribnting  the  force  of 

the  charge  over  a  large  portion  of  the  surface  of  the 

projectile,  thereby  reudering  it  less  liable  to  break,  if  it 

be  hollow;  and  that  of  destroying  the  windage  when 

the  projectile  is  driven  down  to  its  proper  place. 

ff^herical  {Mmber.    This  chamber  was  formerly  used 

in  mortars,  but,  owing  to  the  inconveniences  which 

attend  its  construction  and  use,  and  its  liability  to 

deterioration,  it  is  now  entirely  ■ 

abandoned.     Experiment  shows  I 

"that  when  a  chamber  of  this  I 

kind  is  entirely  filled  with  pow- 1 

der,  it  ^ves  a  greater  initial  ye>  I 

locity  to  the  projectile  than  any  ^'  ^  ' 

«:>ther ;  and  this,  probably,  for  the  reasons  that  its  form 

is  better  suited  to  the  rapid  inflammation  of  the  charge ; 

"fc  hat  it  has  the  least  surface  compared  to  its  capacity ; 

"^  bat  sensible  motion  does  not  take  place  so  soon ;  and 

"fchat  the  escape  of  gas  by  windage  is  comparatively 

^mall. 

Other  forma  of  chambers,  such  as  the  parabdical, 
^hyperbolical:,  £lc~,  have  been  proposed,  but  experiment 
xaas  failed  to  show  that  they  possess  any  advantages 
Over  other  and  more  simple  forms. 

89.  EBbiit  am  itreivtli.     No  very  careful  experiments 
bave  been  made  to  determine,  in  a  general  way,  the 
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effect  of  the  chamber  on  the  strength  of  cannon ;  but 
late  experience  indicates  that  cylindrical  chambers  in 
heavy  iron  guns,  have  an  injurious  effect  on  their  en- 
durance, and  they  have  consequently  been  abandoned 
in  these  piecea 


WINDAGE 

90.  DeiiBitioB.  Windage  is  the  space  left  betwe^i 
the  bore  of  a  piece  and  its  projectile,  and  is  measured 
by  the  difference  of  their  diametera  The  object^  of 
windage  are  to  facilitate  loading,  and  to  diTniniRh  the 
danger  of  bursting  the  piece ;  it  is  rendered  necessaiy 
by  the  mechanical  impossibility  of  making  every  pro- 
jectile of  the  proper  size  and  shape,  by  the  unyielding 
nat}^  of  the  material  of  which  large  projectiles  are 
made,  by  the  foulness  which  collects  in  the  bore  aftw 
each  discharge,  and  by  the  use  of  hot  and  strapped 
shot. 

The  true  windage^  which  is  the  difference  between 
the  true  diameters  of  the  bore  and  projectile,  increases 
slightly  with  the  size  of  the  bore,  and  is  greater  for 
solid  shot,  which  are  sometimes  fired  hot,  than  for 
hollow  projectiles,  which  are  never  heated. 

91.  Low  of  force.  The  ordinary  windage  of  smooth- 
bored  cannon,  used  in  the  United  States'  service,  is 
about  -^-^  of  the  diameter  of  the  bore,  and  the  loss  o 
force  arising  from  the  escape  of  gas  through  this  wind- 
age amounts  to  a  very  considerable  portion  of  the 
entire  charge. 

The  amount  of  loss  in  any  case  depends  on 
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1.  The  degree  of  windage ; 

2.  The  calibre  of  the  gun ; 
8.  The  length  of  the  bore ; 

4.  The  kind  of  powder ; 

5.  The  charge  of  powder ; 

6.  The  weight,  or  density'  of  the  bftll. 

It  is  probable  that  the  influence  which  some  of  these 
causes  exert  on  the  force  of  the  charge  is  very  slight ; 
and  that  to  determine  the  exact  influence  of  each  of 
the  others  would  be  a  very  difficult  if  not  an  imprac- 
ticable problem. 

The  most  important  question  is,  to  determine  what 
allowance  must  be  made  for  a  given  difference  of  ordi- 
nary windage. 

The  pressure,  or  force,  exerted  by  a  charge  of  powder 
on  different  balls  at  the  same  point  of  the  bore  of  a 
piece,  will  be  proportioned  to  the  surfaces,  or  squares 
of  their  diameters.  If  the  weight  of  the  balls  be  the 
same,  the  pressure  will  be  proportional  to  the  square 
of  the  velocity  communicated  to  the  balls  in  a  given 
time.     We,  therefore,  have  the  proportion — 


2>« 
and  2>» 
or  D 
and  D 


V  :  V 

V  :  v' 


d*  : 

d    : 
d'  : 

Prom  these  last  two  proportions  we  have 

D  :  D-d  ::   V:   V-v 

D  :  D-d'.\   V:   V-v' 

0TD—d:D—d'::   V—^i   V—v 

*^  which,  Dy  dy  and  d'  represent  the  diameters  of  three 

■^allg,  and  Vy  Vy  v'  their  initial  velocities,  respectively. 

^D  equal  the  diameter  of  the  bore.  D^d  is  die  wind- 
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age  of  the  baU  whose  diameter  is  rf,  and  D^d  is  the 
windage  of  the  ball  whose  diameter  is  <f  •  If  we  mul- 
tiply the  extremes  and  means  of  the  last  proportion,  and 
divide  the  resulting  equation  by  V  {D^d)^  we  shall 
have  the  expression 

V=v 
By  making  ^="T7v"n"~77\'*^^  equation  becomes     • 

This  equation  expresses  the  relation  between  a  certain 
windage,  2)— 6?'and  the  loss  of  velocity  due  to  that 
windage,  or  V^v\ 

In  a  series  of  experiments  made  by  Major  Mordecai, 
with  the  ballistic  and  gun  pendulums,  it  was  found  that 
m  was  constant  for  all  values  of  D—cF  that  would  be 
likely  to  arise  in  service.  From  this  it  follows  that  V 
— t;'  is  proportional  to  D—d';  or,  in  other  words,  that 
the  loss  of  velocity  by  winddge  is  proportional  to  the 
windage. 

When  the  charge  of  powder  was  varied,  it  was  found 
that  the  absolute  loss  of  velocity  by  a  given  increase  of 
windage,  was  very  nearly  the  same  for  all  the  charges 
used.  It  follows  from  this  that  the  proportumal  loaa  is 
less  for  the  higher  charges. 

Both  the  absohite  and  relaiive  loss  of  velocity  by  a 
given  difference  of  windage  (say  one-tenth  of  an  inch) 
increase  as  the  calibre  of  the  piece  decreases. 

From  the  foregoing,  it  may  be  stated,  that  the  loss  of 
velocity  by  a  given  windage^  is  directly  as  the  wi/nda>ff€^ 
and  inversely  as  the  diameter  of  the  bore^  very  nearly. 
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The  loss  of  velocity  of  a  24-pdr.  ball  by  a  windage 
of  -^y  and  a  charge  of  6  lbs.  of  powder,  is  9  per  cent 

LENGTH  OF  BORE. 

92.  Ancient  UMorjr.  The  elow  rate  of  burning  of 
mealed  powder,  which  was  originally  used  in  cannon, 

.  led  to  the  belief  that  the  longest  pieces  gave  the  great- 
est ranges.  In  spite  of  much  experience  to  the  con- 
trary, this  belief  was  entertained,  even  after  gunpowder 
received  its  granular  form;  and  several  pieces  were 
made  of  enormous  length,  with  the  expectation  of  real- 
izing corresponding  ranges. 

A  culverin  was  cast  during  the  reign  of  Charles  V. 
which  was  58  calibres  long,  and  fired  a  ball  weighing 
36  lbs.;  but  on  trial,  this  piece  was  found  to  have 
actually  less  range  than  an  ordinary  12-pdr.  gun. 

The  experiment  of  reducing  its  length,  by  successively 
cutting  it  off  to  50,  44,  and  43  calibres,  was  tried,  and 
it  was  found  that  the  range  increased  at  each  reduction 
until  it  gained  2,000  paces. 

93.  Wlmt  ffOTems  tlie  lengtli.  That  the  length  of  the 
bore  has  an  important  effect  on  the  velocity  of  the 
projectile,  will  be  readily  seen  by  a  consideration  or 
the  forces  which  accelerate  and  retard  its  movement  in 
the  piece. 

The  (icceleratmg  force  is  due  to  the  expansive  effort 
of  the  inflamed  powder,  which  reaches  its  maximum 
when  the  grains  of  the  charge  are  completely  converted 
into  vapor  and  ga&  This  event  depends  on  the  size 
of  the  charge,  and  the  size  and  velocity  of  combustion 
of  the  grains.    With  the  same  accelerating  force,  the 
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point  at  which  a  projectile  reaches  its  maximum  velocity 
depends  on  its  density,  or  the  time  necessary  to  over- 
come  its  inertia. 

The  retarding  forces  are — 1st  The  friction  of  the 
projectile  against  the  sides  of  the  bore:  this  is  the 
same  for  all  velocities,  but  different  for  different  metals; 
2d.  The  shocks  of  the^  projectile  striking  against  the 
sides  of  the  bore :  these  will  vary  with  the  angle  of  in- 
cidence, which  depends  on  the  windage,  and  the  extent 
of  the  injury  due  to  the  lodgment  and  balloting  of  the 
projectile ;  3d.  The  resistance  offered  by  the  colunm  of 
air  in  front  of  the  projectile :  this  force  will  increase  in 
a  certain  ratio  to  the  velocity  of  the  projectile  and 
length  of  the  bore. 

As  the  accelerating  force  of  the  charge  increases  up 
to  a  certain  point,  after  which  it  rapidly  diminishes,  as 
the  space  in  rear  of  the  projectile  increases,  and  as  the 
retarding  forces  are  constantly  opposed  to  its  motion,  it 
follows,  that  there  is  a  point  where  these  forces  are 
equal  and  the  projectile  moves  with  its  greatest  velocity ; 
it  also  follows  that  after  the  projectile  passes  this  point, 
its  velocity  decreases  until  it  is  iBnally  brought  to  a  state 
of  rest,  which  would  be  the  case  in  a  gun  of  great  length. 

94.  Experimenu  to  determine  It.  Elaborate  experi- 
ments have  been  made  in  this  country  and  abroad,  to 
determine  accurately  the  influence  which  the  length  of 
the  piece  exercises  on  the  velocity  of  its  projectile. 

The  curves  in  the  accompanying  figure  show  to  the 
eye  the  relation  existing  between  the  different  lengths 
of  the  bore  of  a  12-pdr.  gun  and  the  corresponding 
velocities,  for  charges  of  2.2,  3.3,  and  4.4  lbs. 

The  ordinates  represent  the  lengths  of  the  bore  in 
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calibres,  and  the  abscissas  represent  the  velocities,  as 
determined  by  the  electro-ballistic  pendulum. 


Length  in  calibres,  20.8 

18.3 

15.8 

••                13.3 

10.8 

8.3 

6.8 

Velocities                 • 

2-2  Jh:          J'JIbf. 

AAIbs.    : 

/             ' 

/ 

/      /     / 

/        /    y 

/        y  ^ 

1 

/       ^^ 

1 

1 

Fig.  31. 


An  inspection  of  the  figure  shows  that  the  velocity 
increases  with  the  length  of  the  bore  in  a  variable  ratio, 
the  increase  of  velocity  for  the  short  lengths  being  much 
greater  than  for  the  long  lengths. 

The  experiments  made  by  Major  Mordecai,  some  years 
before  these,  on  a  gun  of  the  same  calibre,  show  that 
the  velocity  increases  with  the  length  of  the  bore  up  to 
25  calibres ;  but  that  the  entire  gain  beyond  16  calibres, 
or  an  addition  of  more  than  one  half  to  the  length  of  the 
gun,  gives  an  increase  of  only  one -eighteenth  to  the  effect 
of  a  charge  of  4  lbs. 

95.  c^ncliMloBs.  It  follows  from  the  foregoing,  that 
the  length  of  bore  which  corresponds  to  a  maximum, 
velocity,  depends  upon  the  projectile,  charge  of  powder, 
and  material  of  which  the  piece  is  made ;  and  taking 
the  calibre  as  the  unit  of  measure,  it  is  found  that  this 
length  is  greater  for  small  arms,  which  fire  leaden  pro- 
jectiles, than  for  guns  which  fire  solid  iron  shot,  and 
greater  for  guns  than  for  howitzers  and  mortars,  which 
fire  hollow  projectiles. 
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For  the  same  charge  of  powder,  it  may  be  said  that 
the  initial  velocity  of  a  projectile  varies^  nearly j  with  the 
fourth  root  of  the  length  of  the  hore^  provided  the  varior 
tion  in  length  be  sniail. 


CHARGE 

96.  naxfamiim  duurge.  By  increasing  the  charge  of 
powder  of  a  fire-ann,  the  greater  and  (in  consequence 
of  the  wedging  of  the  unbumed  grains  among  each 
other)  the  more  difficidt  will  be  the  mass  to  be  set  in 
motion ;  the  space  between  the  front  of  the  charge  and 
the  muzzle  will  be  diminished ;  and  a  larger  number  of 
grains  will  be  thrown  out  unconsumed.  It  is  evident, 
therefore,  that  the  eflEect  of  a  charge  of  powder  on  a 
projectile  should  not  increase  with  the  size  of  the 
charge;  and  experiment  shows  that  beyond  a  certain 
point,  an  increase  of  charge  is  actually  accompanied 
with  a  loss  of  velocity.  The  charge  corresponding  to 
this  point  is  called  the  maximum  charge. 

The  following  are  the  results  of  experiments  made  = 
in  France  on  a  36-pounder  gun,  of  16  calibres  in  lengths: 

Charge,  lbs.,     .     .  36,       42,     49,     56,     70,    77^ 

Initid  velocity,  feet,     1,320,  1,170,  950,  493,  454,  191^ 

It  wall  therefore  be  seen  that  an  excess  of  charge  i* 
almost  as  injurious  to  the  velocity  of  a  projectile,  as  an^ 
excess  of  length  of  bore. 

97.  Efltecu  on  recoil.  Trials  made  at  Turin  show  that; 
the  recoil,  and  consequently  the  strain  on  the  gun  and 
carriage,  increase  in  a  more  rapid  ratio  than  the  charges, 
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viz.:  14  lbs.  of  powder  gave  a  recoil  of  70  inches;  15 
lbs.,  72  inches;  16  lbs.,  74  inches;  18  lbs.,  100  inches. 

98.  EflRDCt  of  lenir^li  of  bore  on  nuudBimn  chars^  AH 

experience  proves  that  the  longer  a  piece  is,  in  terms  of 
its  calibre,  the  greater  will  be  the  maximum  charge  in 
proportion  to  the  weight  of  the  projectile.  For  heavy- 
cannon,  19  to  20  calibres  long,  the  maximum  charge  may 
be  stated  to  be  -J-  the  weight  of  the  projectile ;  and  for 
light  cannon  of  the  same  length,  ^  to  -^  of  this  weight ; 
the  increase  of  range  for  charges  above  ^  the  weight 
of  the  projectile,  being  very  small 

99.  Mon  suitable  eharye.  A  charge  of  |-  the  weight 
of  the  projectile,  and  a  bore  of  18  calibres,  is  the  most 
favorable  combination  that  can  be  made  in  smooth- 
bored  cannon,  to  obtain  the  greatest  range  with  the 
least  strain  to  the  carriage. 

In  the  early  days  of  artillery,  when  ditst  instead  of 
grained  powder  was  used  in  cannon,  the  weight  of 
the  charge  was  equal  to  that  of  the  projectile ;  after 
the  introduction  of  grained  powder,  it  was  reduced 
to  f ,  and  in  1740  to  -J-,  this  weight. 


MATERIAI5. 

100.  Reqairemenu.  Before  discussing  the  exterior 
form  of  cannon,  it  is  necessary  to  study  the  nature 
of  the  materials  of  which  they  are  composed.  The 
selection  of  a  suitable  material  is  a  very  important 
consideration  in  the  construction  of  cannon,  in  conse- 
quence of  the  great  difficulty  of  obtaining  any  one 
that  possesses  all  the  qualities  required  of  it. 
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The  qualities  necessary  in  cannon-metals  are,  strength 
to  resist  the  explosion  of  the  charge,  weight  to  overcome 
severe  recoil,  and  hardness  to  endure  the  bounding  of 
the  projectile  along  the  bore. 

101.  strengtii.  The  term  strength^  as  applied  to  a 
cannon-metal,  should  not  be  confined  to  tensile  strength 
alone,  which  expresses  the  ability  of  a  substance  to 
resist  rupture  from  extension  produced  by  a  simple 
pressure,  as  a  weight,  but  should  embrace  a  knowledge 
of  its  elasticity y  diLctilityy  and  crystalline  structure^  which 
affect  its  power  to  resist  the  enormous  and  oft-repeated 
force  of  gunpowder — ^a  force  which  resembles  a  blow, 
in  the  rapidity  of  its  application. 

Elasticity.  It  has  been  shown  by  experiment,  that 
the  feeblest  strains  produce  permanent  elongation  oi 
compression  in  iron ;  and  the  same  is  probably  true  of 
all  other  materials.  Perfect  elasticity  cannot,  there- 
fore, be  found  in  solids,  although  different  substances 
possess  it  in  different  degreea  It  follows  that  eacl 
discharge,  however  small,  must  impair  the  strength  of 
a  cannon,  and  an  ordinary  discharge,  repeated  a  suf 
ficient  number  of  times,  will  burst  it 

In  the  selection  of  a  durable  cannon-metal,  it  i 
necessary  to  know,  not  only  the  ultimate  rupturinj 
force,  but  also  the  relation  between  lesser  forces,  anc 
the  extension  and  compression  produced  by  them,  anc 
the  permanent  extension,  or  compression,  which  remaini 
after  these  forces  are  withdrawn,  or  what  is  technically 
known  as  the  "  permanent  set.^^  This  knowledge  wil 
be  useful  in  regulating  the  charge  of  a  cannon  to  suii 
the  required  endurance. 

Ductility.    Ductility  is  the  property  which  a  meta 
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possesses  of  changing  its  form,  without  rupture,  after  it 
has  passed  its  elastic  limit,  imder  the  oi)eration  of  ex- 
traneous forces,  and,  for  present  purposes,  may  be  con- 
sidered as  opposed  to  brittleness. 

Of  two  metals  that  possess  the  same  tensile  strength 
and  elasticity,  it  is  evident  that  it  will  require  more 
"  work^  to  rupture  the  one  which  possesses  the  greatest 
amount  of  ductility. 

CryataUine  structure.  The  size  and  arrangement  of 
the  crystals  of  a  metal,  have  an  important  influence  on 
its  strength  to  resist  a  particular  force.  This  arises  from 
the  fact  that  the  adhesion  of  the  crystals,  by  the  contact 
of  their  &ces,  is  less  than  the  cohesion  of  the  particles 
of  the  crystals  themselves,  and  that,  con8e<|uently,  rup- 
ture takes  place  along  the  larger,  or  principal  crystalline 
fiices. 

A  metal  will  be  strongest,  therefore,  when  its  crystals 
^1^  small,  and  the  principal  faces  are  j)arallel  to  the 
draining  force,  if  it  be  one  of  extension,  and  perpen- 
dicular to  it,  if  it  be  one  of  compression. 

The  size  of  the  crystals  of  a  particular  metal  depends 
T)n  the  rate  of  cooling  of  the  heated  mass :  the  most 
>apid  cooling  gives  the  smallest  crystals.  Practically, 
there  is  a  limit  to  the  rate  of  cooling  of  certain  metals  ; 
<»8t  iron,  for  instance,  is  supposed  to  change  its  nature 
by  losing  a  portion  of  its  uncombined  carbon,  when 
suddenly  cooled,  as  in  iron  moulds. 

The  position  of  the  principal  crystalline  faces  of  a 

(W)ling  solid,  is  found  to  be  parallel  to  the  direction  in 

which  the  heat  leaves  it,  or  in  a  direction  perpendicular 

to  the  cooling  surface. 

The  result  of  this  arrangement  of  crystals  is  to  create 
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planes  of  weakness  where  the  different  syatema  of  crjs- 
tak  intersect.  Figure  32  represents  sections  of  the 
cylinders  of  two  hydraulic  presses,  used  in  the  constmo- 
tioQ  of  the  Britannia  Bridge.  The  bottom  of  No.  2, 
which  was  flat,  gave  way  along  the  lines  of  weakness 
A  B  and  C  D,  while 
No  1,  which  was  hemi- 
spherical, and  present- 
ed no  lines  of  weak- 
ness, resisted  all  the 
*''8-  ^^-  pressure  applied  to  it 

The  effect  of  this  law  on  the  strength  of  camion  seems 
to  have  been  first  noticed  by  Mr.  Mallet ;  and  its  truth 
has  been  confirmed  in  several  instances  by  Captain  Rod- 
man, of  the  ordnance  department,  who  finds  that  radial 
specimens  are  more  tenacious  than  those  cut  tangentiaUy 
from  the  same  gun. 

102.  EOtoct  •(  cooiiMc.  All  solid  bodies  contract  their 
size  in  the  operation  of  cooling.  It  follows,  therefore, 
that  if  the  different  parts  of  a  body  cool  unequally,  they 
will  contract  unequally,  and  the  body  will  change  its 
form,  provided  it  be  not  restrained  by  the  presence  of  a 
superior  force ;  if  it  be  so  restrained,  the  contractile  force 
will  tlimiuish  the  adhesion  of  the  parts  by  an  amount 
which  depends  on  the  rate  of  cooling  of  the  different 
parts,  and  the  contractibility  of  the  metah 

This  is  au  important  consideration  in  estimating  the 
strength  and  endurance  of  cannon,  particularly  those 
made  of  cast  iron,  as  will  be  seen  by  examining  the  form 
of  the  casting  and  the  method  of  cooling  it. 

The  general  form  of  the  casting  is  that  of  a  solid  frns> 
tum  of  a  cone ;  it  is,  therefore,  cooled  from  the  exterior, 
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which  causes  the  thin  outer  layer  to  contract  first,  and 
force  the  hotter  and  more  yielding  metal  within,  toward 
the  opening  of  the  mould.  Following  this,  the  adjacent 
layer  cools,  and  tends  to  contract ;  but  the  exterior  layer, 
to  which  it  coheres,  has  become  partially  rigid,  and  does 
not  fiilly  yield  to  the  contraction  of  the  inner  layer. 
The  result  is,  the  cohesion  of  the  particles  of  the  inner 
layer  is  diminished  by  a  force  of  extension,  and  that  of 
the  outer  layer  increased  by  a  force  of  compression. 

As  the  cooling  continues,  this  operation  is  repeated 
until  the  whole  mass  is  brought  to  a  uniform  tempera- 
ture ;  and  the  straining  force  is  increased  to  an  extent 
which  depends  on  the  size  and  form  of  the  mass,  the 
rapidity  with  which  it  is  cooled,  and  the  contractibility 
of  the  particular  metal  used. 

All  cannon,  therefore,  that  are  cooled  from  the  exte- 
rior are  affected  by  two  straining  forces — the  outer  por- 
tion of  the  metal  being  compressed,  and  the  interior 
extended,  in  proportion  to  their  distances  from  the  nevr 
tral  axiSj  or  liiie  composed  of  particles  which  are  neither 
extended  nor  compressed  by  the  cooling  process. 

The  effect  of  this  unequal  contraction  may  be  so  great 
as  to  crack  the  interior  metal  of  cast-iron  cannon,  even 
before  it  has  been  subjected  to  the  force  of  gunpowder ; 
and  chilled  rollers,  which  are  cooled  very  rapidly  by 
casting  them  in  iron  moulds,  have  been  known  to  split 
open  longitudinally,  from  no  other  cause  than  the  enor- 
mous strains  to  which  they  are  thus  subjected. 

The  strain  produced  by  the  action  of  a  central  force, 
as  gunpowder  acting  in  a  cannon,  is  not  distributed 
equally  over  the  thickness  of  metal  Barlow  shows 
thai  it  dirnimehee  ae  the  squa/re  of  the  dista/ace  from  the 
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cefnia^  incrm,H6s.*  It  follows  from  this,  that  the  sides  of 
a  caunon  are  not  rent  asunder  as  by  a  simple  tensile 
force,  but  they  are  torn  apart  like  a  piece  of  cloth,  com- 
lueuciug  at  the  surface  of  the  bore.  This  is  confirmed 
by  experience ;  for  the  inner  portion  of  the  fractured 
Kurtace  of  a  ruptured  gun,  is  found  to  be  stained  with 
the  smoke  of  the  powder,  while  the  outer  portion  is  un- 
touched by  it. 

It  will  thus  be  seen  that  the  effect  of  ordinary  cooling 
it*,  to  iliminish  the  strength  and  hardness  of  the  metal  of 
caiiaou  at,  or  near,  a  point  where  the  greatest  strength 
auU  hardness  are  required,  L  e.^  at  the  surface  of  the 
lH>re. 

Cin^uvufta/fwes  affecting  it.  The  strains  produced  by 
uuequiil  c*oi>liug  increase  with  the  diameter  of  the  cast- 
ing, iUiil  the  irregularity  of  its  form.  This  explidns  the 
great  ilitiiculty  which  is  found  in  making  large  cast-iron 
c'44.iuu»ii  pi\>{K>rtionally  as  strong  as  small  ones;  and  also, 
hi»w  it  IK  that  projections,  like  bands,  mouldings,  Ac, 
iiijun?  the  Htivngth  of  cannon.  It  also  explains  wh}r 
('uui»t*a  luaile  of  ^''higJi^  cast  iron,  or  cast  iron  made  more- 

ti'.jiwi4»u>i  l»y  |»ai*tial  decarbonization,  are  not  so  strong ' 

i(i9  ii4iiiH»i»   iiiaile  of  weaker  iron ;  for  it  is  well  known  - — 
thut  tjiu  h  iron  I'oiitracts  more  than  the  latter  in  cooling, 
mil  I  thrii^lojH^  pinnhu'es  a  greater  strain  of  extension  on 
Umi  »»ui  I'ui'i^  i>f  the  lK>re. 

U*niiniiiCH  ^pkin.  The  foregoing  considerations  led 
t'i4|it4iii  UiKluiun  to  propose  a  plan  for  cooling  cannon 
lii<U4  thi^  iuli^rior,  lu>ping  thereby  to  reverse  the  strains- 

•   ki'.di  ilit«  U«%  \\,  (t<u«  U»  nhowQ  that  a  piece  with  a  thickness  of  metal  equal  to 
iiiiiii.,  i.4|4*iii>m4)»  uiMi  tiuK'H  ^TToater  strain  on  the  surface  of  the  bore  than  ou 


WEIGHT,   HARDNESS,   ETC.  137 

• 

produced  by  external  cooling,  and  make  them  con- 
tribute to  the  endurance  rather  than  to  the  injury  of 
the  piece.         ' 

The  method  employed  is,  to  carry  off  the  internal 
heat  by  passing  a  stream  of  water  through  a  hollow 
core,  inserted  in  the  centre  of  the  mould-cavity  before 
casting,  and  to  surround  the  flask  with  a  mass  of 
burning  coals  to  prevent  too  rapid  radiation  from  the 
exterior. 

Extensive  trials  have  been  made  to  test  the  merits  of 
this  plan;  and  the  results  show  that  cast-iron  cannon 
made  by  it  are  not  only  stronger  but  are  less  liable  to 
enlargement  of  the  bore  from  continued  firing. 

Indications  were  shown,  however,  in  these  and  in 
other  trials,  that  the  strains  produced  by  unequal  cool- 
ing are  modified  by  time,  which  probably  allows  the 
particles  to  accoipmodate  themselves,  to  a  certain  extent, 
to  their  constrained  position,  as  in  the  case  of  a  bent 
spring  or  hoop. 

103.  UTetyiit.  When  a  material  possesses  great  strength, 
but  cannot  be  easily  wrought  into  a  heavy  mass,  it  is 
customary  to  diminish  the  recoil  by  applying  an  ex- 
traneous weight  to  the  piece,  or  by  some  contrivance 
for  increasing  the  weight  or  friction  of  the  carriage. 
It  is  evident  that  these  methods  want  that  unity  and 
solidity  which  are  necessary  to  great  endurance  in  can- 
non. 

104.  Hardness.  Without  a  certain  degree  of  hardness, 
the  shape  of  the  bore  will  be  rapidly  altered  by  the  ac- 
tion of  the  projectile,  and  the  accuracy  and  safety  of  the 
piece  will  be  destroyed. 

In  rifle  cannon,  hardness  is  particularly  necessary,  to 
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enable  the  spiral  grooves  to  resist  this  action ;  at  least, 
the  surface  of  the  bore  should  be  relatively  harder  than 
the  projectile. 

105.  Corrotlon,  Jcc.  Cannon  metals  should  be  able  to 
resist  the  corroding  action  of  the  atmosphere,  and  the 
heat  and  the  products  of  combustion  of  the  powder; 
should  be  susceptible  of  being  easily  bored  and  turned ; 
and  should  not  be  too  costly,  on  account  of  the  great 
number  and  weight  of  cannon  required  for  the  military 
service. 

106.  WLimd  of  Meuos.  The  principal  materials  hereto- 
fore used,  in  the  fabrication  of  cannon,  are  bronze^  sted^ 
wrought  iroUy  and  cast  iran^  each  of  which  possesses  its 
peculiar  advantages  and  disadvantages. 

107.  Bronze.   Bronze  for  cannon  (commonly  called 
brass),  consists  of  90  parts  of  copper  and  10  of  tin,  al- 
lowing a  variation  of  one  part  of  tin,  more  or  less.    By 
increasing  the  proportion  of  tin,  bronze  becomes  harder, 
but  more  brittle  and  fusible ;  by  diminishing  it,  it  be- 
comes too  soft  for  cannon,  and  at  the  same  time  loses  a^ 
part  of  its  elasticity.     Bronze  is  more  fusible  than  cop- 
per,  much  less  so  than  tin,  more  sonorous,  harder,  and 
less  susceptible  of  oxidation,  and  much  less  ductile  than 
either  of  its  constituents.     Its  fracture  is  of  a  yellowish 
color,  with  little  lustre,  a  coarse  grain,  irregular,  and  often, 
exhibiting  spots  of  tin,  which  are  of  a  whitish  color. 
These  spots  indicate  defects  of  metal,  which  are    sup- 
posed to  arise  from  a  disposition  of  the  ingredients  tor 
separate,  in  the  melted  state,  into  two  distinct  alloys,  on 
chemical  compounds,  possessing  different  degrees  of  fus- 
ibility.   The  amount  of  tin   which  the  lighter-colored 
alloy  contains,  never  exceeds  25  per  cent. 
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Properties.  The  density  and  tenacity  of  bronze,  when 
»st  into  the  form  of  cannon,  are  found  to  depend  upon 
he  pressure  and  mode  of  cooling.  This  is  exhibited 
>y  the  mean  of  observations  made  on  five  guns  cast  at 
ihe  Chickopee  Foundry,  viz. : 


',                                       Denaitj. 

Tenacity  per  aqamre  inch. 

1    Bret«b-tqiiare. 

Oon-hesd. 

Ff  ntohed  Onn. 

Breach -aqumre.          Gnn-bead. 

8.765 

8.444 

8.740 

40.509  lbs. 

27.415 

The  guns  were  cast  in  a  vertical  position,  with  the 
breech-square  at  the  bottom. 

In  consequence  of  the  difference  of  fusibility  of  tin 
md  copper,  the  perfection  of  the  alloy  depends  much 
)n  the  nature  of  the  furnace,  and  the  treatment  of  the 
melted  metaL  By  these  means  alone,  the  tenacity  of 
bronze  has  been  lately  carried,  at  the  Washington  Navy- 
Fard  Foundry,  as  high  as  60,000  lbs. 

Bronze  is  but  slightly  corroded  by  the  action  of  the 
^ases  evolved  from  gunpowder,  or  by  atmospheric 
causes;  but  its  tin  is  liable  to  be  melted  away  at  the 
iharp  comers  by  the  great  heat  generated  })y  rapid 
Sring.  It  is  soft,  and  therefore  liable  to  serious  injury 
by  the  bounding  of  the  projectile  in  the  bore:  this 
injury  is  augmented,  as  the  force  of  the  rebound  is 
increased  by  the  elasticity  of  the  metal.  The  price  of 
bronze  cannon  is  about  45  cents  per  pound. 

108.  §t«ei.  This  substance  possesses,  in  a  higher  de- 
gree than  any  other,  the  important  qualities  of  tenacity 
and  hardness;  but  the  practical  difficulty  of  making  it 
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in  masses  of  sufficient  size,  has  heretofore  prevented  it 
from  being  used  in  the  construction  of  heavy  cannon. 

Steel  is  a  compound  of  iron  and  carbon,  in  which  the 
proportion  of  the  latter  is  from  5  to  1  per  cent,  and 
even  less,  in  some  kinds.  Steel  may  be  distinguished 
from  iron  by  its  fine  grain ;  its  susceptibility  of  harden- 
ing by  immersing  it,  when  hot,  in  cold  water;  and  with 
certainty  by  the  action  of  diluted  nitric  acid,  which 
leaves  a  black  spot  on  steel,  and  on  iron  a  spot  which  is 
lighter  colored  in  proportion  as  the  iron  contains  less 
carbon. 

There  are  many  varieties  of  steel,  the  principal  or 
which  are : 

Natural  steely  which  is  obtained  by  reducing  the  rich 
and  pure  kinds  of  iron  ore  with  charcoal,  and  refining 
the  cast  iron,  so  as  to  deprive  it  of  a  sufficient  portion  oC 
carbon  to  bring  it  to  a  malleable  state.  It  is  madc^ 
principally  in  Germany,  and  is  used  for  making  filee^ 
and  other  tools. 

The  India  steel,  called  wootz^  is  said  to  be  a  naturafl 
steel,  containing  a  small  portion  of  other  metals. 

Blistered  steely  or  steel  of  cementation^  is  prepared  \y^ 
the  direct  combination  of  iron  and  carl>on.     For  this 
purpose,  the  iron  in  bars  is  put  in  layers  alternating 
mth  powdered  charcoal,  in  a  close  fiimace,  and  exposed 
for  seven  or  eight  days  to  a  heat  of  about  70**  Wedge- 
wood,  and  then  suffered  to  cool  for  as  many  days  more 
The  l>ars,  on  being  taken  out,  are  covered  with  blisters, 
have  acquired  a  brittle  quality,  and  exhil)it  in  the  frac- 
ture a  uniform  crystalline  appearance.     The  degree  of 
carbonization  is  varied  according  to  the  purposes  for 
which  the  steel  is  intended,  and  the  best  qualities  of 
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iron  (Russian  and  Swedish)  are  used  for  the  finest  kinds 
of  steel. 

Tilted  steel  is  made  from  blistered  steel  moderately 
heated  and  subjected  to  the  action  of  a  tilt-hammer,  by 
which  means  its  tenacity  and  density  are  increased,  and 
it  is  thus  adapted  to  use. 

Shear  steel  is  made  from  blistered  or  natural  steel  re- 
fined by  piling  thin  bars  into  fagots,  which  are  brought 
to  a  welding  heat  in  a  reverberatory  fiimace,  and  ham- 
mered  or  rolled   again   into   bars.     This  operation  is 
Tepeated  several  times  to  produce  the  finest  kinds  of 
shear  steel,  which  are  distinguished  by  the  names  of 
Judf  shear ^  single  shear ^  and  double  shear ^  or  steel  of  1 
-^narhy  of  2  marhs^  of  3  inarhs^  <fec.,  according  to  the 
umber  of  times  it  has  been  piled. 

Cast  steel  is  made  by  breaking  blistered  steel  into 
mall  pieces  and  melting  it  in  close  crucibles,  from  which 
t  is  poured  into  iron  moulds ;  the  ingot  is  then  reduced 
o  a  bar  by  hammering  or  rolling,  as  described  under 
he  head  of  malleable  iron,  these  operations  being  per- 
brmed  with  great  care.     Cast  steel  is  the  finest  kind  of 
teel,  and  best  adapted  for  most  purposes :  it  is  known 
y  a  very  fine,  even,  and  close  grain,  and  a  silvery,  homo- 
neous  fracture ;  it  is  very  brittle,  and  acquires  extreme 
luardneas,  but  it  is  difficult  to  weld  without  the  use  of  a 
flux.    The  other  kinds  of  steel  have  a  similar  appear- 
ance to  cast  steel,  but  the  grain  is  coarser  and  less  ho- 
mogeneous ;  they  are  softer  and  less  brittle,  and  weld 
more  readUy.     A  fibrous  or  lamellar  appearance  in  the 
fracture  indicates  an  imperfect  steel.     A  material  of 
great  toughness  and  elasticity,  as  well  as  hardness,  is 
made  by  forging  together  steel  and  iron,  forming  the 
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celebrated  damasheteel^  which  is  used  for  sword-blades, 
springs,  etc. ;  the  damasked  appearance  is  produced  by 
the  action  of  a  diluted  acid,  which  gives  a  black  tint  to 
the  steel  parts,  whilst  the  iron  remains  white. 

Various  fancy  sted^y  or  alloys  of  steel  with,  silver , 
platinum^  rhodium^  and  aluminum^  have  been  made 
with  a  view  to  imitating  the  Damascus  steel,  wootz, 
etc.,  and  improving  the  fabrication  of  some  of  the  finer 
kinds  of  surgical  and  other  instruments. 

Properties  of  steel.     The  best  steel  possesses  the  fol- 
lowing characteristics :  heated  to  redness  and  plunged 
into  cold  water,  it  becomes  hard  enough  to  scratch  glass 
and  to  resist  the  best  files ;  the  hardness  is  uniform 
throughout  the  piece;  after  being  tempered  it  is  not 
easily  broken ;  it  welds  readily ;  it  does  not  crack  or' 
split ;  it  bears  a  very  high  heat,  and  preser\'es  the  capa— 
bility  of  hardening  after  repeated  working ;  the  grain, 
is  fine,  even,  and  homogeneous,  and  it  receives  a  bril — 
liant  polish.     Its  specific  gravity  is  7.816,  being  greaterr 
than  that  of  iron. 

109.  Puddled  steel.  If,  in  the  operation  of  puddling, 
or  decarbonizing  cast  iron,  the  process  be  stopped  at  a 
particular  time,  determined  by  indications  given  by  the 
metal  to  an  experienced  eye,  an  iron  is  obtained  of 
greater  hardness  and  strength  than  ordinary  iron,  to 
which  the  name  of  semi-steel,  or  puddled  steel,  has  been 
applied.  The  principal  difficulty  in  its  manufacture  is 
that  of  obtaining  imiformity  in  the  product,  homogeneity 
and  solidity  throughout  the  entire  mass.  It  is  much 
improved  by  reheating  and  hammering  imder  a  heavy 
hammer. 

A  tenacity  of  11 8,000  lbs.  to  the  square  inch  has  been 
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obtained  from  semi-steel  made  in  this  country  in  this 
way.  Field-pieces  have  been  made  of  this  material,  but, 
thus  far,  they  have  not  been  found  to  possess  uniform 
strength  and  endurance. 

110.  UTroaght  Iron.  This  material  was  among  the 
earliest  employed  in  the  construction  of  cannon  ;  but,  in 
consequence  of  the  defects  which  almost  invariably  ac- 
company the  forging  of  large  masses,  it  was  superseded 
by  bronze  and  cast  iron.  Notwithstanding  that  most 
authorities  unite  in  stating  that  this  change  was  con- 
sidered, at  the  time,  a  great  improvement,  frequent  at- 
tempts have  been  made  to  revive  the  use  of  wrought 
iron,  and  especially  within  the  last  two  years,  but  with- 
out success. 

Tensile  strength,.  The  tensile  strength  of  wrought 
iron,  which,  under  the  most  favorable  circumstances,  is 
double  that  of  the  best  cast  iron,  depends  on  the  charac- 
ter of  the  crystalline  structure,  and  the  manner  of  ap- 
plying the  tensile  force ;  or,  in  other  words,  wrought 
iron  offers  the  greatest  resistance  to  a  force  of  extension, 
when  the  structure  is  fibrous  and  the  force  acts  in  the 
direction  of  the  fibres.  From  experiments  made  to  de- 
termine the  elastic  limits,  and  tensile  strength  with 
reference  to  the  direction  of  the  fibre,  Mallet  makes  this 
important  deduction :  that  for  artillery  purposes,  the 
.ultimate  strength  of  a  fire-arm  in  which  the  explosive 
strains  are  all  resisted  by  wrought  iron  in  the  direction 
of  the  fibre,  is  to  the  resistance  in  a  transverse  direction 
as  234.80  is  to  30.47,  or  7i  to  1. 

But  the  practical  difficulties  of  rapidly  cooling  large 
masses,  so  as  to  form  small  crystals,  and  compressing 
them  by  hammering,  rolling,  or  otherwise,  to  develop 
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and  give  a  particular  direction  to  the  fibre,  liave  not 
thus  far  been  wholly  surmounted  by  the  most  liberal 
expenditure  of  money  and  mechanical  skilL*  On  the 
contrary',  large  masses  are  generally  found  to  contain 
such  internal  defects  as  false  welds,  cracks,  and  a  spongy 
and  irregularly  crystalline  structure,  arising  fix>m  the 
more  rapid  cooling  of  the  exterior  surface. 

From  careful  trials  made  with  the  material  of  the 
large  wrought-iron  gun  which  burst  with  such  fatal 
results  on  the  steamer  Princeton  a  few  years  ago,  it 
was  ascertained  that  it  had  lost  one-sixth  of  its  original 
strength  in  the  process  of  manufacture,  and  the  texture 
of  the  fragments  varied  from  fine  granular  to  coarse 
crystalline. 

Hardness^  <S;c.  Wrought  iron  is  softer  than  cast  iron, 
and  being  pure  iron,  is  more  liable  to  be  corroded  by 
the  action  of  the  atmosphere,  and  products  of  combus- 
tion of  the  powder. 

DuetUity.  It  possesses  considerable  ductility,  or 
extension  beyond  the  elastic  limit,  as  was  shown  by 
experiments  made  on  the  iron  used  in  the  Prince- 
ton's gun.  A  bar  0.6  inch  diameter  was  stretched  so 
much  that  its  diameter  was  reduced  to  0.5  before  rup- 
ture. 

111.  Ca«t  iron.  Thig  metal  is  now  very  generally 
employed  in  the  fabrication  of  heavy  cannon  for  siege 
and  sea-coast  purposes.     It  possesses  the  very  important 

*  Wrought-iron  cannon  for  field  aonrioe  are  now  being  Buccessfully  made  by  the 
Phoenix  Iron  Company,  near  Philadelphia.  Briefly,  the  process  consists  in  forming 
a  bundle  of  iron  bars  in  such  manner  that  the  heat  may  permeate  the  mass,  and 
bring  the  different  parts  to  the  welding  point  at  the  same  time,  and  then  passing 
it  through  grooved  rollers  until  it  is  thoroughly  welded.  To  give  a  proper  direction 
to  the  fibre,  the  inner  bars  are  placed  in  a  longitudinal  direction,  and  the  outer  ones 
are  wrapped  in  a  spiral  direction  around  them. 
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qualities  of  tenacity^  hardness^  and  cheapness^  and  with 
proper  care  is  not  seriously  affected  by  rust.  Its  prin- 
cipal defect  \&  an  almost  entire  want  of  elasticity^  in 
consequence  of  which  its  tenacity  is  destroyed  after  a 
certain  number  of  applications  of  the  straining  force, 
depending  on  the  relation  which  this  force  bears  to  the 
tensile  strength  of  the  iron  itself. 

Causes  which  affect  its  quality.  Cast  iron  is  a  well 
known  compound  of  iron  and  carbon.  The  amount  of 
carbon,  the  state  of  its  combination,  together  with  the 
ore,  fuel,  and  fluxes,  and  the  process  of  manufacture, 
materially  affect  the  quality  of  cast  iron  for  artillery 
purposes. 

Many  experiments  have  been  made  by  the  ordnance 
department  in  the  last  few  years,  to  ascertain,  by  chem- 
ical and  mechanical  means,  the  precise  causes  which  im- 
prove or  injure  the  quality  of  cast  iron  ;  but  with  little 
success.  The  utmost  that  has  been  accomplished,  is  the 
knowledge  that  certain  ores,  treated  in  a  certain  way, 
make  cast  iron  suitable  for  cannon  ;  but  the  reasons  for 
such  results  are  but  little  understood. 

A  slight  variation  in  the  ore — even  when  taken  from 
the  same  deposit — ^in  the  fuel,  in  the  model  of  the  piece, 
or  in  the  character  of  the  powder,  has  been  known  to 
produce  the  most  disastrous  results. 

JBow  tested.  The  fitness  of  a  particular  kind  of  cast 
iron  for  cannon-metal,  can  only  be  determined  by  sub- 
mitting it  to  the  tests  of  the  service ;  after  this  is  known, 
a  knowledge  of  certain  physical  properties,  such  as 
tenacity,  hardness,  density,  and  color,  form  and  size  of 
crystals,  presented  in  a  freshly-fractured  surface,  will  be 

10 
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useful  in  keeping  the  metal  up  to  the  required  standard, 
and  securing  its  presence  in  the  finished  piece. 

The  course,  recently  adopted  in  both  land  and  naval 
services,  is  to  leave  the  selection  of  the  metal  to  the 
private  founders,  and  to  require  that  one  gun  out  of  a 
certain  number  shall  be  selected,  and  proved  in  the 
ordinary  way,  and  afterward  fired  continuously  1,000 
8ervi(«-rounds.  If  the  result  be  satisfactory,  it  is  re- 
quired that  all  other  guns  shall  be  made  precisely  like 
it ;  and  it  is  made  the  duty  of  officers  on  foundry  ser- 
vice, to  see  that  this  condition  is  strictly  complied  with. 

Ore^,  Pig,  or  cast  iron,  is  generally  known  by  the 
name  of  the  blast-fiimace  in  which  it  is  made.  The 
ores  at  present  used  by  the  U.  S,  government  for  the 
manufacture  of  cannon,  are  the  Cloverdale  in  Virginia, 
Bloomjidd  in  Pennsylvania,  and  the  Greenwood^  near 
West  Point,  N.  Y.  Many  other  ores  have  been  tried, 
but  none  have  thus  far  been  found  to  answer  so  well  as 
these. 

Character  of  pig-iron.  Ores  suitable  for  "*  gunrfnetoX^ 
should  be  reiluoed  in  the  smelting  furnace,  with  char- 
coal and  the  warm  blast*  Iron  thus  made,  or  pig-iron 
should  be  soft,  yielding  easily  to  the  file  and  chisel ;  the 
api>eanmoe  of  the  fracture  should  l>e  uniform,  with  a 
brilliant  asjHvt,  dark  gray  oi>lor,  and  medium-sized 
crj'stals. 

( %ir(i<i<*r  of  gun  tti^taL  WTien  remelted  and  cast  into 
oaimon,  it  should  appn^ai^h  that  d^ree  of  hardness 
which  resists  the  file  and  chisel,  but  not  so  hard  as  to  be 
lH>rtHl  and  tununl  >vith  much  difficultv.  Its  color  should 
1h>  h  briirht,  lively  gray  :  crystals  small,  with  acute  an* 

*  Vnryin^  tKvu  12^^   to  300«>.  Fahr..  depending  apoQ  the  ore  used. 
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gles,  and  sharp  to  the  touch ;  structure  uniform,  close, 
and  compact. 

If  pig-iron  be  too  soft,  coarse,  and  loose,  its  strength 
and  density  may  be  increased  by  remelting  it  once  or 
twice,  and  by  allowing  it  to  remain  in  a  state  of  fusion, 
subjected  to  a  high  degree  of  heat. 

The  density  of  pig-iron  is  about  7.00  and  its  tenacity 
about  16.000  pounds  to  the  srjuare  inch.  The  density 
of  gun-metal,  or  remelted  pig,  is  about  7.250,  and  its 
tenacity  about  30.000 — nearly  double  the  former. 

General  properties  of  cast  iron.  There  are  several 
varieties  of  cast  iron,  differing  from  each  other  by  al- 
most insensible  shades ;  the  principal  divisions  are  gray 
and  whitey  called  so  from  the  color  of  the  fracture  when 
recent. 

Gray  iron  is  softer  and  less  brittle  than  white  iron ; 
it  is  in  a  slight  degree  malleable  and  flexible ;  and  is 
not  sonorous ;  it  can  be  easily  drilled  and  turned  in  the 
lathe,  and  does  not  resist  the  file.  It  has  a  brilliant 
fi'acture,  of  a  gray,  or  sometimes  bluish-gray  color ;  the 
color  is  lighter  as  the  grain  becomes  closer,  and  its  hard- 
ness increases  at  the  same  time.  A  medium-sized  grain, 
bright-gray  color,  lively  aspect,  fracture  sharp  to  the 
touch,  and  close,  compact  texture,  indicate  a  good  quali- 
ty of  iron.  A  grain  either  very  large  or  very  small,  a 
dull,  earthy  aspect,  loose  texture,  dissimilar  crystals 
mixed  together,  indicate  an  inferior  quality. 

Gray  iron  melts  at  a  lower  temperature  than  white 
iron,  becomes  more  fluid,  and  preserves  its  fluidity 
longer ;  it  runs  smoothly ;  the  color  of  the  metal  is  red, 
and  deeper  in  proportion  as  the  heat  is  lower;  it  does 
not  stick  to  the  ladle ;  it  fills  the  mould  well ;  contracts 
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less ;  and  contains  fewer  cavities  than  whit^  iron ;  the 
edges  of  a  casting  are  sharp,  and  the  surface  smooth, 
convex,  and  covered  with  carburet  of  iron.  Gray  iron 
is  the  only  kind  suitable  for  making  castings  which 
require  great  strength,  such  as  cannon.  Its  tenacity 
and  specific  gravity  are  diminished  by  slow  cooling  or 
annealing. 

WMte  iron  is  very  brittle  and  sonorous ;  it  resists 
the  file  and  the  chisel,  and  is  susceptible  of  high  polish ; 
the  surface  of  the  casting  is  concave;  the  fracture  pre- 
sents a  silvery  appearance,  generally  fine-grained  and 
compact,  sometimes  radiating,  or  lamellar.  Its  qualities 
are  the  reverse  of  those  of  gray  iron ;  it  is  therefore 
unsuitable  for  ordnance  purposes.  Its  tenacity  is  inr 
creased  J  and  its  specific  gravity  diminished  by  annealing: 
Its  mean  specific  gravity  is  7.500,  while  that  of  gray 
iron  is  only  7.200. 

Mottled  iron  is  a  mixture  of  white  and  gray ;  it  has  a 
spotted  appearance — Whence  its  name ;  it  flows  well,  and 
with  few  sparks ;  the  casting  has  a  plane  surfiace,  with 
edges  slightly  roimded.  It  is  suitable  for  making  shot 
and  shells. 

Besides  these  general  divisions,  the  manufacturers  dis- 
tinguish more  particularly  the  different  varieties  of  pig- 
metal  by  numbers,  from  1  to  6,  according  to  their  relative 
hardness. 

The  qualities  of  these  various  kinds  of  iron  would 
seem  to  depend  on  the  proportion  of  carbon  and  the 
state  in  which  it  is  found  in  the  metal.  In  the  darker 
kinds  of  iron,  where  the  proportion  is  sometimes  7  per 
cent,  of  carbon,  it  exists  partly  in  the  state  of  graphite, 
or  plumbago,  which  makes  the  iron  soft.     In  white  iron, 
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the  carbon  is  thoroughly  combined  with  the  metal,  as  in 
steel. 

Cast  iron  frequently  retains  a  portion  of  foreign  in- 
gredients fix)m  the  ore,  such  as  earths,  or  oxides  of  other 
metals,  and  sometimes  sulphur  and  phosphorus,  which 
are  all  injurious  to  its  quality.  Sulphur  hardens  the 
iron,  and  unless  in  very  small  proportions,  destroys  its 
tenacity.  These  foreign  substances,  and  also  a  portion 
of  the  carbon,  are  separated  by  melting  the  iron  in  con- 
tact with  air ;  and  soft  iron  is  thus  rendered  harder  and 
stronger. 

All  cast  iron  expands  forcibly  at  the  moment  of  be- 
coming solid,  and  again  contracts  in  cooling ;  gray  iron, 
as  before  remarked,  expands  more,  and  contracts  less, 
than  other  iron— an  important  fact  in  considering  the 
effect  of  unequal  cooling. 

The  color  and  texture  of  cast  iron  depend  greatly  on 
the  size  of  the  casting  and  the  rapidity  of  cooling :  a 
small  casting,  which  cools  quickly,  is  almost  always 
white ;  and  the  surface  of  large  castings  partakes  more 
of  the  qualities  of  white  metal  than  the  interior. 

112.  Combined  metals.  Numerous  trials  have  been 
made  to  improve  the  strength  of  cannon,  by  combining 
two  or  more  metals  in  such  a  way  that  the  good  quali- 
ties of  one  shall  counteract  the  defects  of  the  others. 
For  instance,  it  has  been  sought  to  increase  the  hard- 
ness of  bronze  cannon  by  casting  the  metal  around  a 
core  of  cast  or  wrought  iron;  and  to  increase  the 
strength  of  cast-iron  cannon  by  enveloping  them  in 
hoops  of  wrought  iron,  "  shrunk  on"  in  the  process  of 
cooling. 

The  principal  objections,  in  theory,  to  such  combinar 
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tions  arise  from  the  unequal  tensile,  expansile,  and  elas- 
tic properties  of  the  different  metals,  and  the  want  of 
strength  and  solidity  in  the  union  of  the  different  parts. 

Armstrong  and  MaUet.  The  most  noted  instances  of 
"  built-up^'  cannon  of  the  present  day,  are  Armstrong's 
Rifle  Gun,  and  Mallet's  Monster  Mortar.  The  former  is 
made  by  wrapping  strips  of  wrought  iron  spirally  around 
a  tube  of  the  same  material,  which  constitutes  the  sides 
of  the  bore.  The  strip  of  each  layer  is  welded  together 
at  its  edges,  and  it  runs  in  a  crosswise  direction  to  that 
of  the  layer  which  precedes  it.  This  method  makes  a 
very  strong  but  a  very  expensive  gun. 

The  latter  is  formed  of  three  compound  wrought-iron 
rings,  or  cylinders,  placed  one  upon  the  other,  so  as  to 
constitute  the  chase  and  reinforce  of  the  piece.  The 
breech  is  made  by  embedding  the  wrought-iron  chamber 
in  a  large  mass  of  cast  iron,  and  the  chase  and  reinforce 
are  fastened  to  it  by  longitudinal  rods  running  along 
the  outside  of  the  piece. 

The  bore  of  this  mortar  was  36  inches  diameter,  and 
the  bursting  charge  of  the  shell  was  480  lbs.  of  powder. 
Although  it  was  tried  with  only  one-half  the  intended 
charge,  it  proved  deficient  in  strength. 

TreadweU.  Professor  Treadwell,  of  Cambridge,  Mass^ 
who  has  had  considerable  experience  in  the  manufacture 
of  Ht(;el  and  wrought-iron  cannon,  proposes  a  very  inge- 
nious })lan  of  making  cannon  of  cast  and  wrought  iron.* 
'Y\\v  core  of  the  piece  is  formed  of  a  tube  of  cast  iron, 

♦  The  Parrott  riflo  gun,  at  present  extensively  used  in  our  field  service,  is  a  ligbt 
cKHt-iron  gun,  strengthened  by  shrinking  a  band  of  wrought  iron  around  that  part 
lit  Ihi*  gun  which  surrounds  the  seat  of  the  charge.  The  pieces  of  this  kind  now  in 
iiflii  unt  the  lO-pdr.  and  20-pdr.  A  30-pdr.  for  siege  and  a  100-pdr.  for  sea>coa8t 
iMtrvwjj  have  also  been  prepared. 
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the  thickness  of  which  is  about  one-half  of  the  thickness 
of  an  ordinary  cannon.  This  he  considers  sufficient  to 
resist  the  pressure  of  the  charge  on  the  bottom  of  the 
bora  The  core  is  then  surrounded  by  successive  layers 
of  wrought-iron  hoops,  each  "  shrunk  on"  with  a  pres- 
sure proportional  to  the  square  of  its  distance  from  the 
centre,  in  order  that  all  may  be  brought  to  the  point 
of  rupture  at  the  same  instant,  if  necessary. 

EXTERIOR  FORM. 

113.  TWckneM  of  netal.  The  exterior  form  of  can- 
non is  determined  by  the  variable  thickness  of  the  metal 
which  surrounds  the  bore  at  diflferent  points  of  its 
length.  In  general  terms,  the  thickness  is  greatest  at 
the  seat  of  the  charge,  and  least  at  or  near  the  muzzle. 
This  arrangement  is  made  on  account  of  the  variable 
action  of  the  powder  and  projectile  along  the  bore,  and 
the  necessity  of  disposing  the  metal  in  the  safest  and 
most  economical  manner,  or,  in  other  words,  to  propor- 
tion it  according  to  the  strain  it  is  required  to  bear. 

114.  To  determine  the  preMure  bjr  calculation*  It  has 
been  proposed  to  determine  the  pressure  of  the  powder 
at  the  diflferent  points  of  the  bore,  by  supposing  all  the 
gases  evolved  in  the  first  moment  of  combustion,  and, 
as  the  space  behind  the  projectile  increased,  applying 
Mariotte's  law,  that  the  tension  of  gas  is  proportional 
to  its  density,  which,  in  turn,  is  inversely  proportional 
to  the  space  passed  over  by  the  projectile.  This  method 
of  determining  the  pressure  gives  a  very  rapid  taper  to 
the  exterior ;  and  however  well  it  may  answer  for  cast- 
iron  cannon,  is  unsuitable  for  those  made  of  bronze ; 
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which  are  found,  in  practice,  to  burst  in  the  chaae,  in  con- 
sequence of  the  enlargement  of  the  bore  from  the  striking 
of  the  projectile  against  its  sides. 

A  more  correct  method  of  calculating  the  pressure  is 
to  apply  the  principles  laid  down  in  Chap.  L 

In  the  case  of  a  French  12-pdr.  field  gun,  which  is 
fired  with  a  charge  of  ^  the  weight  of  the  projectile,  the 
formulas  show  that  the  projectile  is  moved  1.9  in.  when 
the  gases  have  reached  their  maximum  density  of  0.38, 
water  being  taken  as  imity. 

Substituting  this  value  in  Rumford's  formula,  it  will 
be  foimd  that  the  mean  pressure  of  the  charge,  on  the 
surrounding  surface,  is  1,500  atmospheres;  and  with 
powder  made  by  the  English,  or  "  rolling-mill"  process, 
the  mean  pressure  is  found  to  be  as  high  as  2,400  atmos- 
pheres. The  pressure  at  other  points  may  be  deter- 
mined in  a  like  manner. 

1 1 5.  DetemlnaUoB  ofpreMare  by  experlneiiC.  About 
the  year  1841,  Colonel  Bomford  devised  a  plan  for  de- 
tenu ining  the  pressure  at  various  points  of  the  bore  by 
din*ct  experiment.  It  essentially  consists  in  boring  a 
m^ru*H  of  small  holes  through  the  side  of  a  gun,  at  right 
attgK'H  to  its  axis  (see  fig.  33),  the  first  hole  being  placed 
nt  tlui  wat  of  the  charge,  and  the  others  at  intervals  of 
oiMinilibre.  A  steel  ball  was  projected  from  each  hole,  in 
Niii*r«*»4Mi(iii,  into  a  target  or  ballistic  pendulum,  by  the 
fuVi**^  of  the  charge  acting  through  it ;  and  the  pressures 
at  tlni  various  points  were  deduced  from  the  velocities 
leoiiununiratedtotheballs;  it  was  by  this  means  that  the 
form  of  the  columbiads  was  determined.  This  plan  has 
Imnii  lately  tried  in  Prussia  with  great  care  and  succesa 

IiiHtt^ad  of  the  Droiectile,  Captain  Rodman  uses  a  steel 
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punch  which  is  pressed  by  the  force  of  the  charge  into 
a  piece  of  soft  copper.  The  weight  necessary  to  make 
an  equal  indentation  in  the  same  piece,  is  then  ascer- 
tained by  the  "  testing  machine,"  or  machine  employed 
to  determine  the  strength  of  cannon  materials.  This 
instrument  is  known  as  the  "pressure  piston,"  and  is 
used  in  proving  powder  to  measure  the  strain  which  is 
exerted  on  the  bore  of  the  eprouvette,  or  gun. 

The  following  diagram  shows  the  results  obtained  by 
this  apparatus  applied  to  a  42-pdr.  gim.* 


a         10        IB        UCaUktn. 

fig.  33. 

116.  NatMre  of  force  Co  be  restrained.  In  estima- 
ting the  effect  of  any  force  upon  a  yielding  material  to 
which  it  may  be  applied,  the  rate  of  application,  or  the 
time  which  elapses  from  the  instant  when  the  force 
begins  to  act  until  it  attains  its  maximum,  should  not 
be  neglected ;  for,  with  equal  ultimate  pressures  per 
square  inch  of  surface,  that  powder  will  be  most  severe 

^  The  data  from  which  the  above  diagram  was  comttructed,  were  taken  from 
experiments  made  by  Captain  Rodman,  to  compare  the  effect  of  hollow  cake-pow- 
der, with  the  ordinary  gp^ned  powder. 

The  ordinates  of  the  curre  ii,  show  the  pressures  on  the  bore  at  intervals  of  two 
calibres,  commencing  at  the  bottom  of  the  bore,  for  the  gptun-powder ;  and  those  of 
tho  curve  B  the  same  for  "  cake-powder."  The  gun  being  suspended  as  a  pendu- 
lum, and  the  recoil  being  equcl,  or  nearly  so,  it  follows  that  nearly  the  same  velocity 
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upon  tbe  gun  which  attains  this  pressure  in  the  shortest 
period  of  time  after  ignition.  The  smaller  the  grain 
the  more  rapid  will  be  the  combustion  of  any  charge 
of  powder  (other  things  being  equal),  and  hence  the 
greater  will  be  the  strain  on  the  gun  in  which  it  is 
burned.* 

117.  Tarlons  kinds  of  ttrain.  The  strains  to  which  all 
fire-arms  are  subjected,  are  four  in  number,  via.: 

1st.  The  tangential  strain,  which  acts  to  split  the 
piece  open  longitudinally,  and  is  similar  in  its  action  to 
the  force  which  bursts  the  hoops  of  a  barrel 

2d.  The  longitudinal  strain,  which  acts  to  pull  the 
piece  apart  in  the  direction  of  its  length.  Its  action  is 
the  greatest  at  or  near  the  bottom  of  the  bore,  and  least 
at  the  muzzle,  where  it  is  nothing. 

These  two  strains  increase  the  volume  of  the  metal  to 
which  they  are  applied. 

3d.  A  strain  of  compression^  which  acts  firom  the  axis 

was  communicated  to  tho  projectilo  by  the  ^*  cake*'  as  bj  the  grain  powder,  with 
only  about  one-half  the  mean  pressure  on  the  length  of  the  bore. 


1 
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♦  Report  of  Experiments,  by  Captain  Rodman,  to  Colonel  of  Ordnance. 
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outward,  to  crash  the  truncated  wedges  of  which  a  unit 
of  length  of  the  piece  may  be  supposed  to  consist,  and 
to  give  a  cross-section  the  shape  shown  in  the  diagram 
(fig.  A).  This  strain 
eonii»«8ses  the  metal  and 
enlai^es  the  bor&  If  the 
metal  were  incomproMi- 
ble,  the  appearance  of  a 
cross-section  of  the  rap-  i^g,  m. 

ture  would  be  that  of  fig.  ^;  and  no  enlargement  of 
the  bore  would  result  from  the  crushing  of  the  metal ; 
and  any  enlai^ment  of  the  bore  caused  by  the  action  of 
the  tangential  force,  would  be  accompanied  by  an  equal 
enlai^ement  of  the  exterior  diameter  of  the  piece  ;  and 
hence  the  strain  upon  the  metal,  at  the  inner  and  outer 
surfaces  of  the  gun,  would  be  inversely  as  the  radii  of 
these  surfaces,  instead  of  inversely  as  their  squares  (as 
in  the  case  of  a  compressible  material).  This  quality 
would  bring  into  action  one-third  more  tangential  re- 
eistance  than  the  same  metal  wotdd  be  capable  of  offer- 
ing to  a  central  force. 

4th.  A  transverse  strain,  which  acta  to  break  trans- 
versely, by  bending  outward  the  staves  of  which  the 
piece  may  be  supposed  to 
consist.  This  strain- com- 
presses the  metal  on  the 
inner,  and  extends  it  on 
the  outer  surface.  The 
resistance  which  a  bar  of  iron,  suppoited  at  its  extrem- 
ities, will  offer  to  a  pressure  uniformly  distributed  over 
it,  is  directly  as  the  square  of  its  depth,  and  inversely 
as  the  square  of  its  length ;  and  this  is  the  same  as  the 
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resistance  offered  by  a  stave  of  the  piece  when  support- 
ed at  the  points  d  and  b. 

K  j9  be  the  pressure  on  a  unit  of  smfsu^  of  the  bore, 
and  s  the  tensile  strength  of  the  metal,  it  can  be  shown 
by  analysis,  that  the  tendency  to  rupture,  or  the  pres- 
sure on  a  unit  of  length  of  the  bore,  divided  by  the 
resistance  which  the  sides  are  capable  of  offering  to 
rupture,  for  a  piece  of  one  calibre  thickness  of  metal, 
will  be  as  follows,  viz. : 

Tangential,  ^; 

wo 

or,  rupture  will  take  place  when  three  times  the  pres- 
sure is  greater  than  twice  the  tensile  strength. 

Ix>ogitudiM  Z., 

or,  rupture  will  take  place  in  the  direction  of  the  length 
when  the  pressure  is  greater  than  twice  the  tensile 
strength. 

Transverse,  -£-\ 

or,  rupture  will  take  place  when  twice  the  pressure  is 
greater  than  three  times  the  tensile  strength. 

From  the  above  it  appears,  that  the  tendency  to  rup- 
ture is  greater  from  the  action  of  the  tangential  force 
than  for  any  other ;  and  for  lengths  above  two,  or  per- 
haps three,  calibres,  the  tangential  resistance  may  be 
said  to  act  alone,  as  the  aid  derived  fix)m  the  transverse 
resistanc»e  will  be  but  trifling,  for  greater  lengths  of 
bore  or  stave ;  but  for  lengths  of  bore  less  than  two 
calibres,  this  resistance  will  be  aided  by  both  the  trans- 
verse and  the  longitudinal  resistance.  Every  piece 
should,  thei'efore,  have  sufficient  thickness  of  breech  to 
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cause  rupture  to  take  place  (if  at  all)  along  the  lines, 
b  c  and  d  e  (fig.  35),  instead  of  splitting  through  the 
breech ;  and  after  this  point  has  been  attained,,  any  ad- 
ditional thickness  of  breech  adds  nothing  to  the  strength 
of  the  piece. 

From  the  foregoing,  we  conclude  that  a  fire-arm  is 
strongest  at  or  near  the  bottom  of  the  bore,  and  that 
its  strength  is  diminished  rapidly  as  the  length  of  the 
bore  increases,  to  a  certain  point  (probably  not  more 
than  three  calibres  from  the  bottom);  after  which,  for 
equal  thicknesses  of  metal,  its  strength  becomes  sen- 
sibly uniform. 

118.  iMTMon  of  the  exterior.*  The  exterior  of  a  can- 
non is  generally  divided  into  f/ve  principal  parts,  viz. : 
the  breechj  the  let  reinforce^  the  ^d  reinforce^  the  ckaae^ 
and  the  ^weU  of  the  mvzzle.    See  fig.  26. 

The  hreech  The  breech,  or  thickness  of  metal  in  the 
prolongation  of  the  axis  of  the  bore,  should  be  at  least 
equal  to  1|  times  the  diameter  of  the  bore.  A  thick- 
ness of  one  diameter  has  been  found  insufficient  for 
heavy  iron  guns. 

First  remforce.    This  part  extends  from  the  base-ring 

^  The  foUowing  fonnula,  which  ia  used  for  calculatmg  the  exterior  form  of  can- 
non of  large  calibre  for  the  land  service,  was  deduced  by  Captain  Rodman  from  a 
aeries  of  original  experiments  on  the  strength  of  hollow  cylinders,  Ac. : 


C ~— X 


8       ^(Rr— r)(2rL  +  R(R  +  r)(R— r)   1^ 


V) 


in  which  C  is  a  constant  quantity,  r—  interior  radius,  and  R«  exterior  radius,  p« 
pressure  of  gas,  1«  length  of  bore  pressed,  required  to  fully  develop  transverse 
resistance,  L—  length  of  bore  corresponding  to  assumed  values  of  R,  S«  tensile 
strength  of  metal,  and  1'^  length  of  bore  subjected  to  maximum  pressure.  The 
pressure  of  the  gas  is  tujyposed  to  vary  inversely  as  the  square  root  of  the  length  of 
the  bore  behind  the  projectile.  The  exterior  forms  thus  obtained  are  entirely  made 
op  of  corved  Unea,  and  a  apedmen  of  them  ia  aeen  in  fig.  46,  which  represents  that 
of  the  new  coilnmWada. 
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to  the  seat  of  the  ball,  and  is  the  thickest  part  of 
the  piece,  for  the  reason  that  the  pressure  of  the 
powder 'is  found,  both  by  experiment  and  calculation, 
to  be  greatest  before  the  projectile  is  moved  fiar  from 
its  place.  The  shape  of  this  reinforce  was  formerly 
made  slightly  conical,  under  the  impression  that  the 
pressure  was  greater  at  the  vent  than  at  the  seat  of 
the  projectile ;  but  it  is  now  made  cylindrical  through- 
out. For  bronze  cannon,  the  thickness  of  this  part 
is  approximately  given  by  the   empirical  formula  in 


'=D\J  j-p, 


E=iD\J   TTp, which  D  represents  the  diameter  of  a 

solid  cast-iron  shot  suited  to  the  bore;  C  the  proof 
charge ;  and  P  the  real  weight  of  the  projectila  For 
cast-iron  cannon,  E  should  be  multiplied  by  the  coeffi 
cient  1.17.  In  general  terms,  the  thickness  of  a  bronze 
gun,  at  the  seat  of  the  charge,  is  a  little  less,  and  of  a 
cast-iron  gun  a  little  greater,  than  the  diameter  of  the 
bore.  These  dimensions  exceed  those  determined  by  * 
calculation,  but  are  necessary  to  enable  the  piece  to 
resist  the  shocks  of  the  projectile,  <fec. 

Second  reinforce.  This  portion  of  the  piece  connects 
the  first  reinforce  with  the  chase.  It  is  made  considera- 
bly thicker  than  necessary  to  resist  the  pressure  of  the 
powder,  in  order  to  serve  as  a  proper  point  of  support  for 
the  trunnions,  and  to  compensate  for  certain  defects  of 
metal  liable  to  occur  in  the  vicinity  of  the  trunnions  of 
all  cast  cannon,  arising  from  the  crystalline  arrange- 
ment, and  unequal  cooling  of  the  different  parts. 

Chase.  From  the  extremity  of  the  second  reinforce, 
cannon  taper  more  or  less  rapidly  to  the  vicinity  of  the 
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muzzle.  This  part  is  called  the  choMy  and  constitutes 
the  largest  portion  of  the  piece  in  fix)nt  of  the  trunnions. 
The  principal  injury  to  which  the  chase  is  liable,  arises 
from  the  striking  of  the  ball  against  the  side  of  the 
bore ;  and  the  thickness  of  metal  should  be  sufficient  to 
resist  it.  In  pieces  of  soft  iron,  or  bronze,  the  indenta- 
tions thus  made  by  the  projectile  may  increase  to  the 
extent  of  bursting  the  piece ;  but  in  cast-iron  cannon, 
where  they  never  exceed  0.02  inch,  the  taper  of  the 
chase  can  be  made  more  rapid,  or,  with  the  same  weight 
of  metal,  longer  than  in  bronze  guns.  An  example  of 
this  is  seen  in  the  Dahlgren  guns  of  the  naval  service. 

For  many  years,  cast-iron  cannon  have  been  made  in 
Sweden  of  a  form  nearly  approaching  that  called  for  by 
the  actual  pressure  of  the  powder  at  different  points  of 
the  bore.    See  fig.  36. ' 


J 


Fig.  36. 

In  the  construction  of  bronze  guns,  the  thickness  of 
the  metal  at  the  neck,  or  thinnest  part,  is  about  equal 
to  jV  ^^  *^*  **  *^^  ^^^  reinforce,  or  -^-^E^  given  in  the 
empirical  formula  on  p.  158. 

Swdl  of  the  mvzde.  Inasmuch  as  the  metal  situated 
immediately  at  the  muzzle,  is  supported  only  in  rear,  it 
has  been  usually  considered  necessary  to  increase  its 
thickness,  to  enable  it  to  resist  the  action  of  the  projec- 
tile at  this  point.  This  enlargement  is  called  the  swell 
of  the  mvssde.    At  present,  the  practice  is  to  reduce  the 
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diameter  of  the  swell  of  the  muzzle  of  all  cannon,  and 
particularly  that  of  heavy  iron  cannon,  designed  to  be 
fired  through  embrasures.  By  a  late  order  of  the  war 
department,  the  swell  is  to  be  hereafter  omitted  from 
all  sea-coast  cannon. 

In  field  and  si^e  howitzers,  the  muzzle  band  takes 
the  place  of  the  swelL 

All  projections  on  the  surface  of  cannon,  not  abso- 
lutely necessary  for  the  service  of  the  piece,  are  omitted 
in  cannon  of  late  models.  This  omission  simplifies  their 
construction,  renders  them  easier  to  clean,  and  obviates 
certain  injurious  strains  that  would  otherwise  arise  from 
unequal  cooling  in  fabrication. 

119.  Trmuiioiis.  The  trunnions  are  two  cylin- 
drical  arms  attached  to  the  sides  of  a  cannon,  for  the 
purpose  of  supporting  it  on  its  carriaga  They  are 
placed  on  opposite  sides  of  the  piece,  with  their  axes  in 
the  same  line,  and  at  right  angles  to  its  aids.        ^ 

Size.  The  size  of  the  trunnions  depends  on  the  recoil 
of  the  piece,  and  the  material  of  which  they  are  made. 
The  resistance  which  a  cylinder  opposes  to  rupture,  is* 
proportional  to  the  cube  of  its  diameter,  or  the  weight 
of  a  sphere  of  the  same  diameter.  On  the  supposition 
that  the  strain  is  proportional  to  the  weight  of  the 
charge,  it  is  laid  down  as  a  rule  that  the  diameter  of 
the  trunnions  of  guns  shall  be  equal  to  the  diameter  of 
the  bore,  and  the  diameter  of  the  trunnions  of  how- 
itzers shall  be  equal  to  the  diameter  of  their  cham- 
bers— the  recoil  being  less  than  for  guns  of  the  same 
calibre. 

Position.  The  position  of  the  trunnions,  with  refer- 
ence to  the  axis  of  the  bore,  influences  the  amount  of 
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recoil,  tlie  endurance  of  the  carriage,  and  the  extent  of 
the  vertical  field  of  fire. 

Fig.  87. 

By  reference  to  the  figure,  it  will  be  seen  that  if  the 
axis  of  the  trunnions  be  placed  below  the  axis  of  the 
piece,  the  resultant  of  the  force  of  the  charge,  which 
acts  against  the  bottom  of  the  bore,  will  act  to  turn  the 
piece  around  its  trunnion,  and  cause  the  breech  to  press 
upon  the  head  of  the  elevating  screw,  with  a  force  pro- 
portioned to  the  length  of  the  lever  arm,  or  distance  be- 
tween the  axes.  The  effect  will  be  to  press  the  trail  on 
the  ground  and  check  the  recoil — ^thereby  throwing  an 
additional  strain  on  the  carriage. 

J£  the  trunnions  be  placed  above  the  axis  of  the 
piece,  rotation  will  take  place  in  the  opposite  direction, 
and  the  effects  of  the  discharge  on  the  carriage  and  re- 
coil will  be  reversed.  By  placing  the  two  axes  in  the 
same  plane,  the  force  of  the  charge  will  be  communi- 
cated directly  to  the  trunnions,  without  increasing  or 
diminishing  its  effect  on  the  carriage,  or  recoil;  this 
position  IB  given  to  them  in  all  the  cannon  of  the  United 
States  service. 

It  is  evident  that  the  space  between  the  lower  side 
of  the  piece  and  the  carriage,  limits  the  amount  of  ele- 
vation or  depression  that  can  be  given  to  the  piece,  and 
that  the  greatest  angle  of  fire  can  be  attained  when  the 
axis  of  the  trunnions  is  situated  below  the  axis  of  the 
piece. 

120.  PMp«ii««nwce.  The  unequal   distribution  of 
11 
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the  weiglit  of  a  piece  of  artillery,  with  reference  to  the 
axis  of  the  truDnioos,  is  caUed  the  preponderance,  the 
object  of  which  is  to  ^ve  it  etabUity  in  transportation 
and  firing,  by  producing  a  pressure  on  a  third  point  of 
support*  generally  the  head  of  the  elevating  screw.  In 
all  guns  and  howitzers,  the  centre  of  gravity  is  situated 
in  rear  of  the  trunnions,  and  in  all  mortars  it  is  situated 
in  front  of  them.* 

Formerly  it  was  measured  by  the  weight  which  it 
was  necessary  to  apply  to  the  plane  of  the  muzzle  to 
balance  the  piece,  when  su^nded  freely  at  the  axis  of 
the  trunnions ;  but  in  pieces  of  late  model  it  is  con- 
sidered equal  to  the  pressure  exerted  on  the  head  of 
the  elevating  screw,  or  a  third  point  of  support 

The  position  of  the  trunnions,  with  reference  to  the 
length  of  the  piece,  is  an  important  consideration  in 
siege  and  sea-coast  cannon,  for  by  placing  them  farther 
to  the  rear,  the  piece  can  be  elevated  and  depressed 
more  rapidly,  and  its  penetration  into  the  embrasnre  is 

Rimbases  are  two  larger  cylinders 
(b  b),  placed  concentrically  around 
the  trunnions,  for  the  purpose  of 
strengthening  them  at  their  junc- 
tion with  the  piece,  and  by  form- 
ing shoulders,  to  prevent  the  piece 
from  moving  sideways  in  the  trun- 


*  The  mortan  mnd  columbLuls  modelled  in  ISGl  tuiT«  no  prepoaderuice,  ±a  the 
uis  or  the  trunniouB  iDtersMts  the  aiis  or  the  piece  ai  the  otntra  of  gravity.  Cap- 
tain Rodman  has  Bhown  that,  eontrarj-  to  the  gcnenlly-recaiTed  opinkm,  caimm 
con<>tru««<l  in  ihis  way  are  found  DOt  to  senBiblf  change  their  poeition  befeiv  the 
projectile  leavei  the  bore — and  that  the  accuracy  of  the  fire  ia  not  aOected 
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122.  K>io»  •f  tbe  cwmemhle.  This  is  a  projection  affixed 
to  the  breech  of  a  cannon,  for  the  purpose  of  attaching 
the  sling  in  mounting  and  dismounting  it  from  its  car- 
riage.    Its  axis  is  that  of  the  bore  prolonged. 

128.  Haadiet.  These  are  two  projections  (c  c^fig.  88,) 
placed  over  the  centre  of  gravity  of  certain  bronze  field- 
pieces,  for  manceuvring  purposes. 

In  the  heavy  8ea<x>as^  mortars,  the  handle  is  replaced 
by  a  devis  attached  to  a  projection  cast  on  the  piece. 

124.  PiMltioB  of  tlie  centre  of  graTlty.  Having  deter- 
mined the  precise  form  of  each  part  of  a  cannon,  it  be- 
comes necessary  to  place  the  trunnions  so  that  the  breech 
shall  exert  a  given  pressure  on  the  head  of  the  elevating 
screw ;  or  in  other  words,  so  that  the  piece  shall  have  a 
certain  preponderance. 

In  making  the  computation,  it  will  be  necessary  to 
know  the  position  of  the  centre  of  gravity  of  the  piece ; 
and  this  may  be  determined  from  the  principle,  that  the 
sum  of  the  moments  of  the  weight  of  the  several  parts 
is  equal  to  the  moment  of  the  weight  of  the  entire  piece. 

For  convenience,  let  the  plane  of  reference  be  taken 
•tangent  to  the  knob  of  the  cascable,  and  at  right  angles 
to  its  axi& 

Let  a  be  the  volume  of  the  breech  and  cascable, 
b         '^  "  1st  reinforce, 

^        u  *^  2d       " 

^        "  "  trunnions  and  rimbases, 

e        ^  ^  chase, 

f        ^  ^  swell    of  muzzle    and 

mouldings, 
g         ^  "  bore,     including     the 

chamber. 
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and  a\  h\  <&Cy  the  distances  of  the  centre  of  gravity  of 
each  part  from  the  plane  of  reference,  respectively. 
Let  w  be  the  weight  of  a  unit  of  volome  of  the  piece, 
W  the  weight  of  the  piece,  and  x  the  distance  of  its 
centre  of  gravity  from  the  plane  of  reference. 

Taking  the  sum  of  the  moments  of  all  the  pails, 
diminiahing  it  by  the  moment  of  the  bore,  and  placing 
the  remainder  equal  to  the  moment  of  the  piece,  we 
have  the  relation : 

•C— » — —— 


W 

Cancelling  the  unit  of  weight  in  the  numerator  and 
denominator  of  the  second  member  of  the  above  equar 
tion^  the  distance  of  the  centre  of  gravity  of  any  cannon, 
from  either  extremity,  is  equal  to  the  algebraic  sum  of 
the  products  of  the  volumes  of  the  parts  by  the  distances 
of  their  centres  of  gravity  from  that  extremity^  divided 
by  the  volume  of  the  metal. 

The  weight  of  the  piece  is  supported  by  the  elevat- 
ing screw  and  trunnions.  The  pressure  on  the  screw, 
and  its  distance  from  the  centre  of  gravity,  are  known ; 
and  the  distance  which  the  trunnions  should  be  placed 
in  front  of  the  centre  of  gravity,  to  support  the  re- 
mainder of  the  weight,  will  become  known  from  the 

proportion 

p  :  (  W—p)  ::y  :l 

in  which  p  represents  the  preponderance,  I  the  distance 
of  the  head  of  the  elevating  screw  from  the  centre  of 
gravity,  (W—p)  the  weight  to  be  sustained  by  the 
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tronnionSy  and  y  the  distance  of  their  axis  from  the 
centre  of  gravity. 

125.  Weight  of  cmimon.  The  weight  of  a  cannon  is 
determined  by  the  weight  of  the  projectile,  the  maxi- 
mum velocity  it  may  be  necessary  to  conmiunicate  to 
it,  and  the  extent  of  the  recoiL 

The  extent  of  the  recoil  being  limited  by  the  con- 
ditions of  the  service,  the  weight  of  the  piece  may 
be  deduced  from  the  principle,  that  action  and  reaction 
are  equal  and  opposite;  or,  that  the  quantity  of  motion 
expended  on  the  piece,  carriage,  and  friction,  is  equal 
to  that  expended  on  the  projectile,  and  the  air  set  in 
motion  by  the  charga 

Xict  w  be  the  weight  of  the  projectile, 
V  its  maximimi  velocity, 
c  the  weight  of  the  charge  of  powder, 
N  a   constant   linear  quantity,  representing  the 
velocity    conmumicated   to    the   piece   by  a 
unit  of  the  charge,  arising  from   its  action 
on    the   air,    independent  of  the    projectile. 
For  American  powder,  this  has  been  found 
by  experiment   with    the  gun   and   ballistic 
pendulums,  to  be  equal  to  1,600  feet. 
f  the  velocity  lost  by  a  unit  of  mass,  from  the 
friction  of  the  carriage  on  ordinary  ground, 
W  the  weight  of  the  piece, 
V  velocity  of  recoil, 
C  the  weight  of  the  carriage. 
R  the  pressure  of  the  trail  on  the  ground,  arising 

fix)m  the  recoil, 
g  the  force  of  gravity. 
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Prom  the  principle  before  enunciated,  we  have 

or,  by  reduction, 

^_vyvJ^cN-  CV-Cf-Rf 

V+f 

For  field-guns,  the  velocity  of  the  recoil  should  not 
exceed  12  feet 
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126.  Oan.  In  a  technical  sense,  a  gun  is  a  heavy 
cannon,  intended  to  throw  solid  shot  with  large  charges 
of  powder,  for  the  purpose  of  attaining  great  range,  ac- 
curacy, and  penetration. 

It  may  be  distinguished  from  other  cannon  by  its 
great  weight  and  length,  and  by  the  absence  of  a  cham- 
ber. 

The  gun  is  suited  to  fire  hollow  as  well  as  solid  pro- 
jectiles ;  and  the  only  limit  to  the  charge  is  the  strength 
of  the  projectile  to  resist  rupture  in  the  piece.  The  em- 
ployment of  shells  in  heavy  cannon,  after  the  manner 
of  solid  shot,  constitutes  the  basis  of  what  is  known  as 
General  Paixhan's  System  of  Artillery,  and  not  the  pe- 
culiar form  of  the  gun,  as  is  generally  supposed. 

The  calibre  of  a  gun  is  generally  expressed  in  terms 
of  the  weight  of  a  solid  cast-iron  ball  of  the  size  of  the 
bore. 

127.  Howitser.  The  howitzer  is  a  cannon  employed 
to  throw  large   projectiles  with   comparatively  small 
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charges  of  powder.  It  is  shorter,  lighter,  and  more 
cylindrical  in  shape  than  a  gun  of  the  same  calibre ; 
and  it  has  a  chamber  for  the  reception  of  the  powder, 
generally  of  a  cylindrical  form. 

The  chief  advantage  of  a  howitzer  over  a  gun,  is, 
that  with  less  weight  of  piece,  it  can  produce  at  short 
ranges  a  greater  effect  with  hollow  projectiles  and  case 
shot.  It  also  affords  the  means  of  attaining  an  enemy 
sheltered  from  the  direct  fire  of  solid  shot. 

The  calibre  of  a  howitzer  may  be  expressed  in  terms 
of  the  weight  of  solid  shot,  as  in  guns ;  or  it  may  be 
expressed  in  terms  of  the  diameter  of  the  bore  in 
inches. 

128.  Hortan.  A  mortar  is  a  short  and  comparative- 
ly light  cannon,  employed  to  throw  large,  hollow  projec- 
tiles, at  great  angles  of  elevation.  It  has  a  chamber, 
generally  of  a  conical  form,  and  of  a  size  suited  to  a 
small  charge  of  powder,  compared  to  the  weight  of  the 
projectile.  The  trunnions  of  all  mortars  are  attached 
to  the  breach  for  convenience  of  elevation  and  depres- 
sion.    (See  note  at  the  bottom  of  page  162.) 

Mortars  are  particularly  intended  to  produce  effect 
by  the  force  with  which  the  projectiles  descend  upon 
their  objects,  and  by  the  force  with  which  they  explode. 
They  are  employed  chiefly  against  inanimate  objects, 
such  as  the  roo&  of  buildings,  magazines,  and  case- 
mates, and  the  decks  of  ships  of  war. 

RIFLE-CANNON. 

129.  DellBltiaB.  A  rifle  is  a  fire-arm  which  has  cer- 
tain spiral  grooves  (or  ^  rifles'')  cut  into  the  surface  of 
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its  bore,  for  the  purpose  of  oommnnicatiiig  a  rotary 
motion  to  a  projectile  around  an  axis  ocHncident  with  its 
flight. 

The  object  of  this  rotation,  or  rifle-motion,  as  it  is 
generally  called,  is  to  increase  the  range  of  a  projectile^ 
by  causing  it  to  move  through  the  air  in  the  direction 
of  its  least  resistance,  and  to  correct  the  cause  of  devia- 
tion, by  distributing  it  uniformly  around  the  line  of 
flight.  Rifle-motion  being  only  a  particular  case  of  the 
general  subject  of  rotation  of  projectiles,  its  peculiar 
effects  will  be  best  explained  and  understood,  in  a  sub- 
sequent chapter. 

1 30.  Rifle*-^ow  cimMifled.  Military  rifles  may  be  di- 
vided into  riflcK^nnon  and  rifle.m^skets,  or  small  arms, 
which  only  differ  in  the  practical  application  of  the  rifle 
principle.  The  yielding  nature  of  lead  renders  the 
application  of  the  rifle  principle  of  easy  accomplishment 
in  the  case  of  rifle-muskets,  but  such  is  not  the  case  with 
rifle-cannon,  where  the  projectiles  are  made  of  iron. 

The  principal  question  which  now  occupies  the  atten- 
tion of  persons  engaged  in  improving  this  species  of 
cannon,  is  to  obtain  the  safest  and  surest  means  of  caus- 
ing the  projectile  to  follow  the  spiral  grooves  as  it 
passes  along  the  bore  of  a  rifled  piece.  Various  plans 
have  been  tried  to  attain  the  proposed  object,  some  of 
which  promise  to  be  successful  Nearly  all  may  be 
ranged  under  the  follo^ving  heads,  viz. : 

Ist.  Those  which  have  certain  flanges  or  projections 
on  the  projectile,  to  fit  into  the  grooves  of  the  gun  in 
loading.  This  plan  affords  certain  means  of  communi- 
cating the  rifle-motion,  but  it  has  not  been  found  a  safe 
one ;  probably,  from  the  wedging  of  the  flanges  in  the 
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groovea  Besides,  the  dirt  from  the  burning  of  the  pow- 
der collects  in  the  grooves ;  and  as  it  is  difficult  to  clean 
them  by  the  usual  means,  the  projectile  is  liable  to  meet 
with  obstruction  in  loading. 

To  obviate  these  difficulties,  the  flanges  are  sometimes 
made  of  softer  metal  than  the  body  of  the  projectile,  as 
in  the  case  of  the  French  rifled  field-cannon.  Flanges 
that  fit  the  grooves  loosely  in  loading,  but  which  ex- 
pand when  the  piece  is  fired,  so  as  to  fit  them  tightly, 
have  been  tried  with  some  success. 

2d.  Those  cannon  in  which  the  form  of  the  bore  is  a 
twisted  prism,  with  an  elliptical  or  polygonal  base.  K 
the  metal  of  the  projectile  be  unyielding,  its  form  must 
be  similar  to  that  of  the  bore.  If  it  be  an  expanding 
projectile,  its  form  may  be  slightly  different  from  that  of 
the  bore. 

The  hexagonal  bore  is  one  of  the  best  for  communi- 
cating the  rifle-motion  to  a  projectile,  as  was  shown  by 
the  experiments  of  Mr.  Whitworth,  in  England ;  but  the 
experiments  made  with  this  form  of  bore  in  this  country, 
would  indicate  that  it  is  not  a  safe  one  for  ordinary  cast- 
iron  cannon. 

The  elliptical  bore,  as  tried  in  the  Lancaster  cannon, 
did  not  meet  with  the  success  anticipated  for  it. 

3d.  Those  cannon  in  which  the  projectile  is  con- 
structed on  an  expanding  principle.  The  body  of  an 
expanding  projectile  is  generally  made  of  cast  iron ;  and 
the  expanding  portion  is  a  band,  or  cup  of  some  softer 
metal,  as  pewter^  copper ^  wrought  iron^  or  papier-rruiche^ 
&C.  which  enters  the  bore  fi-eely  when  the  piece  is  loaded, 
but  which  is  forced  into  the  grooves  by  the  discharge. 
Projectiles  of  this  class  are  generally  as  easily  loaded  as 
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A  d,  equal  to  the  length  of  the  bore ;  at  d  erect  a 
perpendicular,  and  the  line  A  c  will  be  that  portion 
of  the  development  of  the  groove  which  lies  on  the 
surface  of  the  bore. 

133.  TartaMe  grocre.  Variable  groores  are  con- 
structed by  wrapping  a  curve  around  the  Burfitce  of  the 
bore.  The  curve  generally  selected  for  this  purpose,  is 
the  arc  of  a  circle. 

To  oonstrnct  the  development  of  an  increamng  groove 
which  shall  be  the  arc  of  a  circle :  The  known  condi- 
tions of  construction  are  the  length  of  the  bore,  and  the 
inclination,  or  ttoMt,  at  the  breech  and  at  the  munle. 
The  quantity  to  be  detenuined  is  the  radius  of  the  gen- 
erating circle. 

Suppose  the  problem  solved,  and  let  B  P  represent 
the  element  of  the  bore  passing  through  the  extremity 
of  the  groove  at  the  muz- 
zle; P  Cf  the  tangent  to 
the  groove  at  this  point; 
A  the  starting  point  of  the 
curve ;  and  A  D  the  tangent 
Fig.  *i-  to  the  groove  at  this  point 

The  angle  of  the  tangent  and  element  at  the  breech,  ia 
generally  made  zero,  and  is  so  considered  in  this  par- 
ticular case.  The  perpendiculars  at  A  and  P  are  radii 
of  the  required  circle,  and  their  intersection,  O,  will  be 
its  centre. 

To  determine  the  length  of  the  radius  A  0,  and  the 
versed  sine  of  the  arc  A  P:    From  the  nature  of 

a  circle,  the   angle    CPB=AOP;    B0=      ^^    „; 

tan.  BOP 

and  0P=i/BP'+BO' ;   or,  by  substituting  for  BO 
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I  BP* 

its     value,    0P=  W      ^P*4-       inp^  *^^  ^^= 


/ 


^i-+  ^^  ^^ 


taiL»(7P^    tm..BOP 


134.  Hethod  of  cntuaf  groovei.  The  practical  metliod 
of  catting  grooves  in  cannon  is  essentially  the  same  as 
in  small  arms.  It  consists  in  moving  a  rod^  armed  with 
a  cutter,  back  and  forth  in  the  bore,  and  at  the  same 
time  revolving  it  around  its  axis.  If  the  velocities  of 
translation  and  rotation  be  both  uniform,  the  grooves 
will  have  a  uniform  twist ;  if  one  of  the  velocities  be  vari- 
able, the  grooves  will  be  either  increasing  or  decreasing, 
depending  on  the  relative  velocities  in  the  two  directions. 

185.  CompomUve  advantaget.  The  comparative  ad- 
vantages of  uniform  and  variable  grooves,  depend  on 
the  means  used  to  connect  them  with  the  projectiles. 
If  the  bearing  of  the  projectile  in  the  grooves  be  long, 
and  the  metal  of  which  it  is  made  be  unyielding,  it  will 
be  unsafe,  if  not  impracticable,  to  employ  variable 
grooves ;  and  if  the  metal  be  partially  yielding,  a  portion 
of  the  force  of  the  charge  will  be  expended  in  changing 
the  form  of  that  part  of  the  projectile  which  projects 
into  the  grooves,  as  it  moves  along  the  bore. 

When  the  portion  in  the  grooves  is  so  short  that  its 
form  will  undeigo  but  slight  alteration,  the  increasing 
groove  may  be  used  with  advantage,  as  it  diminishes 
the  friction  of  the  projectile  when  it  is  first  set  in 
motion,  and  thereby  relieves  the  breech  of  the  piece  of 
a  portion  of  the  enormous  strain  which  is  thrown  upon 
itb  If  the  twist  be  too  rapid  toward  the  muzzle,  there 
will  be  danger  of  bursting  the  piece  in  the  chase. 
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It  is  claimed  hy  some,  tliat  the  variable  groove  is 
well  adapted  to  expanding  projectiles  with  short  bear- 
ing surfaces ;  but  the  uniform  groove,  being  more  sim- 
ple in  its  construction,  and  nearly  as  accurate  in  its 
results,  is  generally  preferred  for  military  fire-arms,  both 
large  and  smalL 

136.  Muiber,  widely  aad  ampe  wf  vmotm.  The 
width  of  a  groove  depends  on  the  diameter  of  the  bore, 
and  the  peculiar  manner  in  which  the  groove  receives 
and  holds  the  projectile. 

Wide  and  shallow  grooves  are  more  easily  filled  by 
the  expanding  portion  of  a  projectile  than  those  which 
are  narrow  and  deep ;  and  the  same  holds  true  of  cir- 
cular-shaped grooves,  when  compared  to  those  of  angu- 
lar form.  An  increase  in  the  number  of  grooves  in- 
creases the  finnness  with  which  a  projectile  is  held,  by 
adding  to  the  number  of  points  which  bear  upon  it 

It  has  been  suggested  that  rifle-cannon,  intended  for 
flanged  projectiles,  should  have  four  grooves;  as  a 
greater  number  increases  the  difficulties  of  loading,  and 
a  lesser  number  does  not  hold  the  projectile  with  suffi- 
cient steadiness. 

For  expanding  projectiles,  an  odd  number  of  grooves 
is  generally  employed,  for,  as  this  places  a  groove  op- 
|K)8ite  to  a  lan/l^  less  expansion  will  be  required  to 
fill  them.  The  number  of  grooves  used  in  the  3-inch 
field-gun  is  eeven^  and  the  number  used  in  4i-inch  si^e- 
guns  is  n  ine.  The  number  of  grooves  in  the  4-inch  Arm- 
strong gun  is  Jfft{/. 

137.  Initial  relocltjr  of  rotatloB.  Let  F^be  the  ini- 
tial velocity  of  the  projectile,  or  space  which  it  would 
pass  over  in   one  second,  in  the  direction   of  flight, 
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moving  with  the  velocity  with  which  it  leaves  the 
piece,  and  I  the  distance  passed  over  by  the  projectile 

in  making  one  revolution ;  therefore,  -j-  will  be  the 
number  of  revolutions  in   one  second,  and  2n-j-  the 

V 

angular  velocity  of  the  projectile  at  the  muzzle.  The 
velocity  of  rotation  of  a  point  on  the  surface  is  given 
by  the  expression, 

rw=2nr-j-j 

in  which  r  is  its  distance  from  the  axis  of  motion,  and 
w  is  the  angular  velocity. 

138.  iMciiMitioB  of  grooTM.  Thc  objcct  of  rifle- 
grooves  being  to  communicate  an  effective  rotary  motion 
to  a  projectile  throughout  its  flight,  it  remains  to  de- 
termine what  velocity  of  rotation,  or  inclination  of 
grooves,  is  necessary  for  different  projectiles. 

The  velocity  of  rotation  will  depend  on  the  form  and 
initial  velocity  of  the  projectile,  the  causes  which  re- 
tard it,  and  the  time  of  flight ;  therefore,  there  is  a  par* 
ticular  incUnation  of  grooves  which  is  best  suited  to  each 
(xdibrej  form  of  projectile^  charge  of  powder^  and  angle 
of  fire. 

It  is  proposed  to  investigate  the  effect  of  the  length 
and  calibre  of  the  projectile,  on  the  inclination  of  the 
grooves. 

1 39.  Elltect  of  leagtli.  It  has  been  noticed  that  if  very 
long  projectiles  be  fired  from  the  rifle-musket,  they  are 
less  accurate  than  the  ordinary  projectile,  the  length  of 
which  is  less  than  two  calibres.  Mr,  Whitworth  states 
that  he  has  known  a  bullet  twice  this  length,  turn  over 
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end  for  end,  within  six  feet  of  the  muzzle  of  the  Eng- 
lish rifle-musket,  the  calibre  of  which  is  nearly  the  same 
as  that  of  the  American  rifle-musket. 

This  instability  undoubtedly  arises  from  the  want  of 
sufficient  rotation  around  the  long  axi&  What  increase 
of  angular  velocity  must,  therefore,  be  given  to  com- 
pensate for  a  given  increase  of  length  of  an  oblong 
projectile  ? 

The  resistance  which  a  projectile  offers  to  angular 
deflection,  when  rotating  around  9^  principal  axis,  is  pro- 
portional to  the  moment  of  its  quantity  of  motion  taken 
with  reference  to  this  axis,  or 

M  being  the  mass,  Ic  radius  of  gyration,  and  w  the  an- 
gular velocity. 

Let  this  expression  represent  the  moment  of  the 
quantity  of  motion  around  the  long  axis,  and  Ic^  and  w^ 
the  radius  of  gyration,  and  angular  velocity,  around  a 
short  axis,  and  suppose  the  angular  velocities  w  and  w^ 
to  be  such  that  the  resistance  to  a  deflection  from  the 
axes  shall  be  equal,  we  have 

MVw=MlcJw^ 
and  by  reduction. 

Hence,  if  we  determine  by  experiment  the  value  of  tr, 
the  angular  velocity  necessary  to  give  practicable  sta- 
bility of  rotation,  we  can  determine  the  value  of  v),^ 
and  consequently  the  superior  limit  of  the  deflecting 
forces. 

Substituting  the  value  of  w^  in  a  similar  expression 
for  any  other  projectile,  we  can  determine  the  angular 
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velocity,  and  from  this  the  inclination  of  grooves  neces- 
sary to  give  the  second  projectile  steadiness  in  flight. 

The  foregoing  method  of  determining  the  relation 
between  the  lengths  of  two  rifle-projectiles,  and  the  in- 
clination of  grooves  necessary  to  give  them  equal  stead- 
iness of  flight,  is  true  only  under  the  supposition  that 
they  preserve  throughout  their  range  the  relative  an- 
gular velocities  with  which  they  started.  It  is  neces- 
sary, therefore,  to  consider  the  causes  which  affect  ro- 
tation. 

140.  BflRDet  of  retislaBce  of  the  air.  The  cause  which 
retards  the  rotary  motion  of  a  rifle-projectile,  is  the 
friction  of  the  air  on  its  surface ;  and  its  retarding  effect 
will  be  equal  to  its  moment  divided  by  the  moment  of 
the  projectile's  quantity  of  motion. 

Let/  be  the  friction  on  a  unit  of  surface ;  *,  the  sur- 
face of  the  projectile ;  jt?,  the  distance  of  the  resultant 
moment  of  the  friction  from  the  axis  of  motion ;  ky  the 
radius  of  gyration ;  and  Vj  the  mean  velocity  of  the  pro- 
jectile during  its  flight.  The  pressure  of  the  air  on  the 
projectile  is  nearly  proportional  to  the  square  of  its  velo- 
city :  f  e  v^  will  therefore  represent  the  friction  on  the 
projectile,  and/*  "i^ p  will  be  its  moment. 

The  moment  of  the  quantity  of  motion  of  the  pro- 
jectile is  M1(?Wy  M  being  the  mass,  and  w  the  angular 
velocity. 

The  expression  for  the  angular  retardation  is,  there- 
fore. 

To  find  the  angular  velocity  that  it  is  necessary  to 
give  to  another  projectile,  that  it  may  experience  the 
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retarding  effisct,  place  this  expression  equal  to  a 
similar  one,  answering  to  this  projectile,  and  we  have : 

Reducing,  and  recollecting  that  the  surface  is  propor- 
tional to  the  square,  and  the  mass  to  the  cube  of  the 
mean  diameter,  we  have: 


or, 


'  dj^ '  djkr 

Hence,  if  the  angular  velocity  necessary  for  one  rifle- 
pivjectile  l>e  known,  the  angular  velocity  necessary  for 
another  of  similar  form  and  material,  but  of  different 
Kia&e,  may  be  determined  by  calculation. 

SupjK^se  the  two  projectiles  to  be  round  shot,  and 
moving  with  the  same  mean  velocity,  through  the  same 
ei^ttmt  of  tr^ectory,  the  proportion  reduces  to 

1        1 

But  the  angular  velocity  is  inversely  proportional  to 
thu  length  of  the  twist ;  it  follows,  therefore,  that  the 
'' laui/th  of  twisf^  of  grooves^  for  round  shot^  moving 
tkromjk  tqHidJinigtlis  of  trajectory^  and  with  equal  mean 
vdiK'ititxH^  Kshouhl   he  directly  a^  the  squares  of  their 

duifiuti^r«^ 

141.      INialtlon  off  centre  ofgraTlty.    The  ftirther  the 

cimtro  i»f  gravity  of  a  projectile  is  in  rear  of  the  cen- 
tii)  i»l'  ttg\u\^,  or  resistance  of  the  air,  the  greater  will  be 
thi'  lever  arm  of  the  deviating  force,  and,  consequently, 
lUu  gi^eater  nmst  be  the  inclination  of  the  grooves^  to 
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resist  deviation.  A  conical  projectile,  of  the  same  length 
and  diameter,  requires  a  greater  inclination  of  grooves 
than  a  cylindrical  projectile ;  and  the  same  will  hold 
true  of  other  forms,  as  they  approach  one  or  the  other  of 
these  extreme  casea 

142.  lAmU  of  inclliiation.  The  friction  of  the  pro- 
jectile as  it  passes  along  the  grooves,  increases  with  their 
inclination ;  its  effect  will  be  to  diminish  the  range,  and 
increase  the  strain  on  the  piece.  It  is  easily  to  be  seen 
that  the  inclination  may  be  carried  so  far  as  to  break 
the  projectile,  or  rupture  the  piece. 

143.  Most  swltable  inclination.  The  inclination  of 
grooves  for  a  rifle-cannon,  best  suited  to  a  given  projec- 
tile, has  not  yet  been  determined  by  experience ;  and 
the  consequence  is,  that  a  wide  diversity  of  "  twists''  is 
employed  in  different  services,  and  by  different  experi- 
menters. Colonel  Cavalli,  in  his  experiments  in  Sweden, 
obtained  good  results  from  twists  of  one  turn  in  12  feet, 
and  one  turn  in  85  feet,  in  a  32-pdr.  gun ;  and  a  still 
greater  variety  of  twists  have  been  employed  in  our  own 
service. 

For  a  projectile  one  and  a  half  diameters  long,  and 
6-pdr.  calibre,  excellent  practice  has  been  obtained  with 
a  twist  of  25  feet;  and  in  a  certain  form  of  the  Aim- 
strong  gun,  the  twist  is  12  feet  for  a  bore  4  inches  in 
diameter. 

The  twist  of  the  new  wrought-iron  rifle-gun  for  field 
service,  is  10  feet,  and  the  twist  of  the  new  siege  gun 
is  15  feet.  The  calibre  of  the  former  is  8  inches,  and 
the  latter  4^  inches. 
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USES   TO  WHICH    CANNON  ARE   APPLIED. 


Having  diacassed  the  general  principles  which  govern 
the  construction  of  all  cannon,  it  is  now  proposed  to 
consider  the  peculiarities  which  arise  from  the  uses  to 
which  the  several  kinds  are  applied. 

144.  Fieid-cMUiOB.  Field-cannon  are  intended  to  be 
used  in  the  operations  of  an  army  in  the  field;  they 
should,  therefore,  have  the  essential  quality  of  mobility. 
They  are  divided  into  light  and  heavy  pieces.  The 
former  are  constructed  to  follow  the  rapid  movem^its 
of  light  troops  and  cavalry.  The  latter  are  employed 
to  follow  the  movements  of  heavy  troops,  to  comm^ice 
an  action  at  long  distance,  to  defend  field-works  and 
important  positions  on  the  field  of  battle,  <&a ;  h^ice 
they  are  said  to  constitute  ^  batteries  of  position." 

The  light  pieces  are  the  6-pdr.  gun  and  12-pdr.  how- 
itzer. The  heavy  pieces  are  the  12-pdr.  gun,  24-pdr.  and 
82-pdr.  howitzers. 

The  detailed  dimensions,  &c^  of  all  cannon  for  the 
United  States,  land  service,  may  be  ascertained  by  refer- 
ence to  the  Ordnance  Manual ;  but,  in  order  that  the 
pupil  may  form  a  correct  general  idea  of  them,  a  few  of 
the  most  important  data  will  be  given  under  each  head ; 
and,  to  assist  the  memory,  they  will,  as  £Eur  as  {Hraeticar 
ble,  he  expressed  in  terms  of  the  calibre. 

lVi^i\jht  The  weight  of  field-guns  is  about  150,  and 
howitzers  100  times  that  of  their  projectiles. 

l^/^gth  of  bore.  As  field-cannon  are  seldom  used  to 
fire  through  embrasures,  and  as  lightness  is  an  indis- 
})ensabl6  requisite,  the  length  of  the  bore  is  confined 
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to  the  shortest  effective  length  for  each  kind  and  calibre. 
For  gunSy  it  is  about  16,  and  for  howitzers,  about  10 
diameters. 

natural  a/ngle  of  eight.  The  natural  angle  of  sight 
isl^ 

Material.  In  Sweden,  field-cannon  are  made  of  cast 
iron;  in  all  other  countries,  of  bronze.  In  1840,  cast- 
iron  field-cannon  of  American  pattern,  were  made  at  one 
of  the  most  celebrated  foundries  in  Sweden,  brought  to 
this  country,  and  subjected  to  extreme  proof,  by  the  side 
of  similar  cannon  made  of  American  cast  iron.  The 
result  showed  that  American  gun-iron  was  not  inferior 
to  the  Swedish;  and  it  is  the  opinion  of  experienced 
persons,  that  suitable  field-cannon  can  be  made  of  cast 
iron.  The  small  size,  however,  of  these  pieces,  and  the 
absence  of  entire  confidence  in  this  material,  have  prob- 
ably induced  the  proper  authorities  to  adhere  to  bronze 
as  a  material  for  all  field-cannon. 

Cfharge.  The  charges  of  powder  for  field  service,  in 
terms  of  the  solid  shot,  are, 

For  Chine. 
Solid  shot,  shells,  and  spherical  case,  one-fifth. 
Canister  shot,  one-sixth. 

For  Howitzers. 
Shells  and  case^ihct,  one-twelfth. 

Vertical  field  of  fire.  The  vertical  field  of  fire  is  20®: 
12*^  above^  and  8®  below  the  horizon. 

The  forgoing  are  some  of  the  most  important  points 
in  the  system  of  field  cannon  adopted  in  1840 ;  many 
of  the  pieces  of  which  are  still  in  service. 
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145.  The  Mcw  leM  •r  W«yle»»  ««■.  In  1856  it  was 
propoeed  to  increase  the  power  of  the  light  and  dimin- 
ish the  weight  of  the  heavy  field-artilleiy,  by  the  intro- 
duction of  a  single  piece  of  medium  weight  and  calibre, 
(see  par.  76)u 


Form.  The  form  of  the  new  piece  is  shown  in 
fig.  43.  It  has  no  chamber,  and  ahoold  therefore  be 
classed  as  a  gun.  Its  exterior  is  characterized  by  the 
entire  absence  of  moulding  and  ornament;  and  in  this 
respect  it  may  be  at  once  distinguished  from  the  old 
field-cannon.  The  first  reinforce  is  cylindrical ;  and  it 
has  no  second  reinforce,  as  the  exterior  tapers  nnifonnly 
with  the  chase  from  the  extremity  of  the  first  reinforce. 
The  size  of  the  trunnions  and  the  distance  between  the 
rimbases  are  the  same  as  in  the  24-pdr.  howitzer,  in 
order  that  both  pieces  may  be  transported  on  the  same 
kind  of  carri^e.* 

Dimeimons,  <Sx.  The  diameter  of  the  bore  ia  that  of 
a  12-pdr.  The  ^n^/Ao^^reis  16  calibrea  The  fotigit 
is  100  times  the  projectDe,  or  1,200  lbs.  The  {Aatfft  ^ 
powder  is  the  same  as  for  the  heavy  12-pdrB.  (pwUfln 
of  1840),  or  2^  lbs.  for  solid  and  case  shot,  and  S  lbs. 
for  canister  shot.     It  has,  therefore,  nearly  as  great 

■Th«  npn- rifle-gua  adopted  fortbeOeld  MTrioeiaiiudeorTraagbt  itCB.aBd 
modelled  alter  the  plan  of  Captain  Rodnuui.  It*  wttight  ia  810  lb&,  and  IheiiaB- 
et«r  of  the  bore  ia  3  inchea.  The  wrijiht  of  the  projectDe  ia  abool  10  Iba.,  ^  &• 
•  liarip-  of  powder  ia  1  lb.    The  length  of  the  bcre  la  21 6( 
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range  and  accuracy  as  the  heaviest  gun  of  the  old  sys- 
tem ;  andy  at  the  same  time,  the  recoil  and  strain  on  the 
carriage  are  not  too  severe. 

The  new  gun  and  carriage  weigh  about  500  lbs.  more 
than  the  6-pdr.  and  carriage ;  still,  it  has  been  found  to 
possess  sufficient  mobility  for  the  general  purposes  of 
light  artillery.  It  is  proposed  to  retain  the  12-pdr. 
howitzer  in  service,  to  be  employed  in  cases  where  great 
celerity  of  movement  is  indispensable. 

The  effect  of  this  change  is  to  simplify  the  materiel  of 
field  artillery,  and  to  inci-ease  its  ability  to  cope  with 
the  rifle-musket,  principally  by  the  use  of  larger  and 
more  powerfiil  spherical  case-shot.  The  principal  ob- 
jection to  an  increased  calibre  for  light  field-guns,  is  the 
increased  weight  of  the  ammunition,  and  the  reduction 
of  the  number  of  rounds  that  can  be  carried  in  the  am- 
munition chests. 
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146.  MomntaiB  howitser.  Mountain  artillery  is  de- 
signed to  operate  in  a  country  destitute  of  carriage-roads, 
and  inaccessible  to  field  artillery;  It  mtust,  therefore,  be 
light  enough  to  be  carried  on  pack-animals. 

The  piece  used  for  moun- 
tain service  is  a  short,  light 
12-pdr.    howitaer,    weighing 
Kg.  43.  220  lbs.     See   fig.   43.     The 

form  of  the  chamber  is  cylindrical,  and  suited  to  a 
charge  of  ^  lb.  of  powder.  The  projjectiles  are  shells 
and  case-shot. 

It  is  discharged  from  a  low  two^wheel  carriage,  which 
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serves  for  transportatvm  whenever  ilie  gromid  will  per- 
mit When  the  piece  is  packed,  ilie  euriage  ib  packed 
on  a  separate  animal. 

The  mountain  howitzer  is  also  employed  tofr  praiiie 
service,  and  in  defending  camps  and  frontier  forts 
against  Indians,  in  which  case  it  is  moonted  on  a  light 
four-wheel  carriage,  called  ^  the  prairie  carriage.^ 

In  the  Mexican  war,  the  mountain  howitier  was  found 
useful,  from  the  fudlity  with  which  it  could  be  carried 
up  steep  ascents,  and  to  the  tops  of  flat-roofed  houses^  in 
street-fighting. 

SIEGE  AND  GARRISON  CANNON. 

Siege  cannon  are  intended  for  attacking,  and  gar- 
rufon  cannon  for  defending,  inland  fortifications  and 
the  land  fronts  of  sea-coast  tbrtifications. 

They  comprise  gun^j  howitzers^  and  mortare. 

147.  Mefe  aniu.  A  siege  gun  is  constructed  to  throw 
a  solid  projectile  with  the  highest  practicable  velocity, 
in  onler  to  penetrate  the  masonry  of  revetments^  and  to 
diminish  the  curvature  of  the  projectile^s  flight,  thereby 
increasing  its  chances  of  hitting  objects  but  slightly 
raifttnl  fn>m  the  ground.* 

(\t1ihre.  Although  the  12-pdr.  si^  gun  has  been 
found  competent  to  breach  good  masonry,  large  calibres 
\\\\\  ac\\>mplish  the  object  in  a  shorter  time,  and  at  a 
gn^ftter  distance. 

The  calibre^  or  weight,  of  si^e  guns  must  be  limited 

*  Th<»  n^w  r^B»  wffi  ftun  ia  made  of  OMt  iron,  nodelled  after  the  new  pliii. 
It*  wt^iirht  U  3k4ftO  IbtL.  and  Ibe  aiarnHM-of  the  bore  ia  4w6  iaclMa.  Tlw  leogth  of 
lb»  K>f«  ia  )«.««  diMieten.  Tbe  weigbl  of  tbe  proiieetae  ia  ateot  S4  ttn^  and  the 
c^iai^  rariM  (hwa  oae^lmlh  to  oMNfighth  the  prqiactSiL 
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by  the  meaiiB  of  transporting  them  and  their  projectiles 
to  the  scene  of  action.  With  horse-power  over  ordinary 
roads,  the  24-pdr.  is  the  largest  that  can  be  employed 
with  convenience.  With  railroad  or  water  communicar 
tion,  very  krge  caUbres  may  be  brought  into  action,  as 
was  the  case  at  Sebastopol,  where  the  English  troops 
used  the  68-pdr.  gun  for  breaching,  and  the  13-inch 
mortar  for  vertical  firing. 

The  siege  guns  are  the  12-pdr.,  18-pdr.,  and  24-pdr. 

Cha/rge.  The  usual  charge  of  powder  for  breaching 
masonry,  is  \  the  weight  of  the  &olid  shot.  This  is  the 
greatest  that  can  be  fired  without  overstraining  the  gun 
and  its  carriage ;  and  besides,  as  the  resistance  of  the 
air  increases  nearly  with  the  square  of  the  velocity,  very 
little  additional  useful  effect  would  be  produced  on  the 
projectile  by  a  greater  charge.  The  usual  charge  for 
range  is  |  the  weight  of  the  projectile. 

Length.  The  mean  length  of  bore  of  the  three  guns, 
is  20  diameters.  This  length  nearly  secures  the  ftdl 
effect  of  the  powder,  and  causes  the  muzzle  to  project 
well  into  the  embrasure  of  the  battery,  thereby  pre- 
venting the  blast  from  injuring  its  cheeka 

Weight.  The  mean  weight  is  about  260  times  the 
weight  of  the  shot. 

Vertical  field  of  fire.  The  construction  of  the  car- 
riage permits  the  gun  to  be  devoted  12^,  and  depressed 
4^     The  natural  angle  of  sight  is  1^  80'. 

Form.  The  form  of  siege  guns  is  similar  to  that 
shown  in  fig.  26. 

In  the  French  service,  siege  cannon  are  made  of 
bronze ;  but  in  most  other  services,  including  our  OMm, 
they  are  made  of  cast  iron. 
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148.  •!■■«  bvwiiBer.  Hie  si^  howitzer  ib  principally 
empluy«d  for  ricodiet  firing,  and  for  the  pnrpose  of  bat- 
tdriny  iluwn  the  earth  and  fragments  of  maaomy  which 
aiv  left  Mtamling  by  the  breaching-gnns.* 

PiiHen«iotMy  dx:   Its  bore  ia  8  inches  in  diameter,  and 
tHwrly   five  diameters  long,  and  it  has  a  cylindrical 
chamWr  capable  of  holding  exactly  4  lbs.  of  powder. 
Ah  this  piece  is  sometimes  fired  ot»-  the  heads  of  men 
I  in   the    advanced  trenches,   no 
sabot  or  cartridge-block  can  be 
placed  between  the  shell  and 
I  powder ;  hence,  the  sur&ce  join* 
tV  M.  ing  the  chamber  and  bore,   is 

iiuul«  spherical,  to  conform  to  the  projectile.    The  form 
of  thiM  piece  is  shown  in  fig.  44. 

'/'/■unniiMts.  The  size  of  the  tmnnions,  and  distance 
ttflsvtvu  the  rimbases,  are  made  the  same  as  in  the  24- 
)hJi'.  auu,  iu  order  that  it  may  fit  the  24:-pdr.  carriage. 

Uttt^M.  The  preponderance  is  r^ulated  by  remov. 
iu^  u  |H>rtiou  oi  the  metal  which  surrounds  the  chamber. 
Thu  »iittoe  thus  left  is  called  the  recess. 

\.\'X  H«fl«  wartars.  The  siege  mortars  comprise  the 
cwHiMon  iHortar,  the  atone  mortar,  and  the  Goeh&m  mor- 
tai: 

[>imensions.     The  form  of  the  common  siege  mortars, 

I  is  shown  in  fig.  45.    There  are    two  sizes, 

I  the  8-inch  and  10-inch,  called  so  from  the 

diameters  of  their  bores.    The  length  of 

the  lore  is  1^  diameters,  measured  from  the 

bottom  of  the  projectile.    The  chambers 


i 
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are  of  the  Gomer  form,  and  capable  of  holding  a  charge 
of  powder  jj  the  weight  of  the  projectile.* 

The  weight  of  the  piece  is  about  twenty  times  that  of 
the  shelL 

Vertical  field  of  fire.  The  vertical  field  of  fire  lies 
between  30**  and  60** ;  45**  is  the  angle  at  which  all  mor- 
tars are  usually  fired,  as  this  gives  nearly  the  maximum 
range  for  a  given  charge  of  powder. 

Natural  line  of  sight  The  exterior  form  of  siege 
mortars  is  cylindrical ;  consequently  the  natural  line  of 
sight  is  parallel  to  the  axis  of  the  bore — a  position  of 
great  convenience  in  aiming. 

Object  Siege  mortars  are  used  to  attain  those  por- 
tions of  a  work,  by  a  vertical  fire,  which  are  defended 
against  the  direct  and  ricochet  fires  of  guns  and  howit- 
zers, such  as  the  covered  way,  the  ditch,  with  its  com- 
munications, and  the  roofs  of  magazines,  casemates,  <&c. 

150.  Stoae  mortar.  The  stone  mortar  is  employed  in 
siege  operations  to  precipitate  a  large  mass  of  small 
stones,  or  hand-grenades,  upon  the  heads  of  the  enemy 
in  the  advanced  trenches,  or,  in  like  manner,  to  clear  the 
breach  of  its  defenders  preparatory  to  an  assault.f 

Dimen&ioTiSy  (&c.  The  diameter  of  the  bore  is  16  inches, 
and  its  length  is  about  1|  times  its  diameter.  Its  cham- 
ber is  conical,  and  the  charge  of  powder  for  120  lbs.  of 
stones  is  1^  lbs.;  and  for  fifteen  6-pdr.  shells,  it  is  1  lb. 
It  is  made  of  bronze,  and  mounted  on  a  bed  similar 
to  that  for  the  10-inch  mortar. 

*  The  form  of  all  the  mortars  adopted  in  1861  is  phownin  fig.  48.  The  chase  is 
cylindricalf  the  breech  is  hemispherical,  and  the  trunnions  are  pUced  opposite  to 
the  centre  of  gravity.    The  chamber  is  elliptical  instead  of  the  Gomer  form. 

I  The  stone  mortar  has  been  left  out  of  the  list  of  new  cannon  for  the  United 
'  StateSi  servioBi  the  common  mortar  being  used  instead. 
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Spherical  oMe^hot  far  mortars.  It  is  proposed  by 
some  military  writers,  to  dispense  with  the  stone  mortar 
in  siege  operations,  and  use,  in  its  place,  the  10-inch 
mortar,  with  spherical  case-shot ;  as  it  has  lately  been 
shown,  in  Belgium,  that  if  a  10-inch  mortar-shell  be 
filled  with  canister  balls,  1.5  inches  diameter,  and  be 
exploded  in  its  descent,  about  50  feet  from  the  ground, 
the  balls  will  have  sufficient  force  to  disable  men. 

151.  Coehom  mwrtmr.  The  Coehom  mortar,  SO  called 
after  its  inventor.  General  Coehom,  is  a  very  small 
bronze  mortar,  designed  to  throw  a  24-pdr.  shell  to  dis- 
tances not  exceeding  1,200  yarda  Its  weight  is  164  lb&, 
its  maximum  charge  ^  lb.  powder,  and  it  is  mounted 
on  a  wooden  block  furnished  with  handles,  so  that  two 
men  can  easily  carry  it  from  one  part  of  a  work  to 
another. 

SEA-COAST  CANNON. 

152.  oitfect.  Sea-coast  cannon  are  mounted  in  sea- 
coast  batteries  for  the  defence  of  harbors,  roadsteads, 
&C.J  against  vessels  of  war.  Their  efficiency  depends  on 
size  of  calibre,  combined  with  facility  of  manoeuvre,  or 
rapidity  of  fire. 

As  these  cannon  generally  occupy  permanent  posi- 
tions, the  weight  of  the  piece  is  not  so  serious  an  objec- 
tion to  an  increase  of  calibre,  as  the  weight  of  the  pro- 
jectile, which,  if  too  great,  renders  the  loading  slow 
and  the  fire  less  effective.  It  is  found  that  shells  of  10 
or  1 1  inches  diameter  are  quite  as  heavy  as  two  men  can 
conveniently  lift  to  the  muzzle  of  the  piece.  The  8-in. 
calibre  is  thought  by  some  to  combine  power  and  rapid- 


PBOJECriLES.  189 

ity  of  fire  in  a  more  favorable  d^ree  than  any  other ; 
hence  this  calibre  predominates  in  the  present  arma- 
ment of  searcoast  batteries. 

153.  lAive  caiiBOB.  Special  cannon  of  very  large 
calibre  are  sometimes  mounted  in  parts  of  a  sea-coast 
battery  that  command  narrow  and  important  channels. 
The  intention  in  such  cases  is,  that  the  projectile 
shall  contain  a  large  quantity  of  powder,  a  mhiCj  in 
fact,  which  shall  destroy,  by  a  single  explosion,  the  ves- 
sel against  which  it  is  directed.  As  the  fire  of  such 
large  pieces  is  slow,  and  the  speed  of  steam  vessels  very 
great,  it  is  evident  that  success  depends  on  the  certainty 
with  which  a  single  shot  strikes  its  object. 

154.  Pr«t|ectUet.  The  most  effective  projectiles  that 
can  be  brought  to  bear  on  wooden  ships,  are  shdla  and 
hotrsJiot.  The  destructive  superiority  of  the  former  was 
well  attested  in  the  Crimean  war,  and  particularly  in 
the  naval  battle  of  Sinope,  where  the  entire  Turkish 
fleet  was  destroyed  by  Russian  shells,  in  about  one 
hour's  time. 

Modem  mechanical  skill  has  succeeded,  to  a  certain 
extent,  however,  in  covering  vessels  of  war  with  plates 
of  wrought  iron,  which  are  proof  against  shells,  and 
solid  projectiles  less  than  8  inches  calibre.  It  is  said 
that  rifle-projectiles  of  less  calibre,  have  power  to  pene- 
trate through  these  coverings ;  but  they  do  not  produce 
the  shattering  effect  of  round-shot,  which  present  a 
larger  surface,  and,  at  short  ranges,  move  with  a  higher 
velocity.  Should  these  mail-covered  vessels  come  into 
general  use,  it  is  very  probable  that  the  service  of  the 
smaller  searcoast  guns  will  eventually  be  dispensed  with, 
and  pieces  of  very  large  calibre  be  substituted  for  them. 
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155.  KlBds  of  tea^oatt  cmmioB.  SeSrCoast  cannon 
comprise  guns^  cclumbiadsj  howitzers^  and  mortars. 

The  solid-shot  pieces  of  the  sea<x)ast  service  are, 
the  32-pdr.  and  42-pdr.  guns,  and  the  8-inch,  10-inch, 
and  15-inch  columbiads. 

The  form  of  the  sea-coast  guns  in  service,  is  shown  in 
fig.  26.  Those  to  be  made  hereafter,  will  have  no  hctse- 
ring^  nor  swell  of  mmde. 

Dimensions^  &c.j  of  the  guns.  The  meofi  length  of 
bore  is  about  16  calibres. 

The  mean  weight  is  about  200  times  the  solid  shot 

The  natural  line  of  eighty  being  intercepted  by  the 
reinforce,  an  artificial  one  is  formed  by  affixing  a  sight 
to  the  swell  of  the  muzzle. 

The  charge  of  powder  is  ordinarily  \  the  weight  of  the 
solid  shot. 

The  projectiles  employed  are  solid  shot,  shells,  and 
case-shot. 

The  maximum  angle  of  elevation  when  mounted  in 
barbette  is  11*",  and  in  casemate  it  is  9^. 

150.  Coiumbiada.  The  columbiads  are  a  spedeB  cf 
sea-coast  cannon,  which  combine  certain  qualities  of  dn 
gun,  howitzer,  and  mortar;  in  other  words,  thejT  an 
long,  chaml)ered  pieces,  capable  of  projecting  solid  flMl 
and  shells,  with  heavy  charges  of  powder,  at  high  aii|^ 
of  elevation,  and  are,  therefore,  equally  suited  to  tike 
defence  of  narrow  channels  and  distant  roadsteada 

The  columbiad  was  invented  by  the  late  Colonel 
Bomford,  and  used  in  the  war  of  1812  for  firing  solid 
shot.  In  1844  the  model  was  changed,  by  lengthening 
the  bore  and  increasing  the  weight  of  metal,  to  enable 
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it  to  endure  an  increased  charge  of  ixtwder,  or  |  of  the 
weight  of  the  solid  shot. 

Six  years  after  this,  it  was  discovered  that  the  pieces 
thus  altered  did  not  alwaj's  possess  the  requiaite  length. 
In  18.58,  they  were  degraded  to  the  rank  of  shell-guns, 
to  be  fired  with  diminished  ehaiges  of  powder,  and 
their  places  supplied  with  pieces  of  irapn>ved  model. 
The  changes  mmle  in  forming  the  new  mtHlel,  consisted 
in  giving  greater  thickness  of  metal  in  the  prolongation 
of  the  axis  of  the  bore,  which  was  done  by  diminishing 
the  length  of  the  bore  itself;  in  substituting  a  hemis- 
pherical bottom  to  the  bore,  and  removing  the  cylindri- 
cal charaljer;  in  removing  the  swell  of  the  muzzle  and 
base-ring ;  and  in  i-ounding  off  the  comer  of  the  l»reech. 

From  the  fact  that  all  the  trial  pieces  have  success- 
fully endured  very  severe  tests,  it  is  to  be  infeiTed  that 
the  defects  of  the  previous  model  arose  fix)m  the  pres- 
ence of  a  cylindrit-al  chamber,  and  a  deficiency  of  metal 
in  the  prolongatiiin  -.f  tlic  t>..n'.* 
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In  1860y  the  model  proposed  by  Captain  Bodman  was 
adopted  for  all  sea-coast  cannon.  This  model  is  shown 
in  fig.  46 ;  it  does  not  differ,  however,  in  its  essential 
particidars  from  the  model  of  1858. 

Dimenaiona.  The  following  are  the  principal  dimen- 
sions, <&c.,  of  the  new  columbiads : 

C    8-inch,  about  14  diameters. 
Length  of  hare, -j  lOinch,      "     12  diameters. 

'  15-inch,      "      11  diameters. 

r    8-inch    -    -      8,500  Iba 
WeigTU,   -    -    -j  lOinch    -    -    15,000  Iba 

'  15.inch    -    -    50,000  Iba 

C    8-inch    -    -    10  Iba 
Charge,  shot  and  shells,-!  10-inch    -    -    16  Iba 

'  15-inch    -    -     40  Iba 

The  great  disparity  in  the  diameters  of  the  reinforce 
and  muzzle,  renders  it  impracticable  to  affix  an  artificial 
sight  to  the  miuude ;  a  small  projection  is  therefore  cast 
on  the  upper  side,  between  the  trunnions,  as  a  seat  for 
the  fpout  sight 

Vertical  field  of  fire.  The  carriages  permit  the  piece 
to  l>e  depresseil  5*  and  elevated  39*. 

To  facilitate  pointing  in  so  large  a  field  of  fire^  a  slot 
is  out  in  the  knob  of  the  cascable,  and  a  ntdhol  h 
ibrmeil  on  the  base  of  the  breech  to  reodve  a  ^Jfliltff 
attaohtnl  to  the  head  of  the  elevating  screw. 

If  the  difference  of  elevation  be  greater  tluHi  lb 
length  of  a  siugle  notch  of  the  ratchet,  the  piece  k  nsp* 
idly  movtHl  by  a  lever  which  passes  through  an  opening 
in  the  )>awl.  If  the  distance  be  less  than  the  l^igth  of 
a  notch,  the  elevating  screw  is  used. 
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158.  R*wltKerB.*  A  Besrcoast  howitzer  is  a  cham- 
bered piece,  closely  resembling  a  eea-coast  gun  in  exte- 
rior form.  It  is  employed  to  throw  lai^  hollow  pro- 
jectiles with  reduced  charges  of  powder,  chiefly  in  the 
defence  of  narrow  channels. 

Dintenaions,  dx.  The  calibres  are  the  8  and  10  inch. 
The  diameter  of  the  chamber  and  trunnions  of  the  8-inch 
howitzer,  is  the  same  as  the  bore  for  the  32-pdr.  gun,  so 
that  these  two  pieces  may  fit  the  same  kind  of  car- 
riage. The  10-inch  howitzer  bears  the  same  relation  to 
the  42-pdr.  gun. 

Mean  weight,  about  100  times  the  projectUe. 

Mean  length  of  bore,  about  10  calibres. 

^,  .  ,       {    8-inch 8  lbs. 

au,r^eo/po,vd^,\^^.^^^ ,,  ,^^ 

The  howitzers,  like  the  ^uns,  have  no  nataroi-  line  of 
sight. 

The  vertiail  ^<i  of  _fir€\s  IG":  11°  above,  and  5°  be- 
low tbe  horizon. 

Casemate  liowitzer.  An  iron  piece  similar  in  form  to 
the  24-pdr.  field  howitzer,  is  employed  to  flank  the  ditches 
of  permanent  works,  principally,  with  canister  shot  This 
piece  is  sometimes  called  a  garrison  howitzer. 

154.  M*rtan.  The  seaKM^ast  mortars 
differ  from  the  siege  mortars  in  shape 
(fig.  47)  and  weight.  There  are  two  cali- 
bres, the  10  and  13  inch.  Their  w«'^A^ 
is  about  60  times  the  weight  of  the 
shell,  and  they  are  fired  ^vith  a  chaage 
equal  to  -jV  the  weight  of  the  shell. 
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Length  of  bore  for  10-inch,  U  2^  calibres. 
"  "  13-mch,  is  2        " 

159.  carroMmdM.  A  carronade  is  a  cannon,  abont  6 
calibres  long  in  tlie  bore,  and  weighing  about  65  times 
the  weight  of  the  projectile.  It  was  formerly  mncli 
used  on  ships  of  war  and  fortifications;  and  was  de- 
signed to  throw  a  laige  projectile  with  small  velocity, 
for  the  purpose  of  smashing  in,  rather  than  penetrating 
through  the  sides  of  a  ship.  Hence  their  original  name 
of  "  smashers."  A  c-arronade  has  no  tmnuioDs,  but  is 
supported  on  its  carriage  by  a  stout  bolt,  which  passes 
through  a  loop  cast  on  its  under  side. 


MANUFACTURE  OF  CANNON. 

160.  Wbere  nade.  Cannon  for  the  United  States' 
service  are  made  by  private  founders.  The  material 
and  pntduct  of  the  casting  are  under  the  supervision 
of  an  ordnance  officer,  who  receives  the  pieces  only  after 
they  have  satisfied  all  the  conditions  imposed  by  the 
regulations  of  the  service. 

The  foundries  for  making  cast-iron  cannon  are  at 
Coldspring,  New  York,  South  Boston,  Massachusetts, 
Pittsburgh,  Pennsylvania,  and  Richmond  and  Bellona, 

*  The  Dcw  13.inch  sta-cout  mortar  weigtiH  11.110  1Ih_ 
nnij  the  Iciiifth  of  tlie  bora  is  kbout  S.T  dikmelera.  It  hu 
uo  prepondenmcp — )lu>  alia  of  the  IrunnioDS  paaaiiig 
Ihnniph  the  oenlre  of  gravity.  The  form  is  shown  in  fl|[. 
ii;  a  roprescnta  the  handle,  and  h  a  ntcbet.  c*8t  upoa  the 
breech,  to  receive  the  point  of  a  handapika  for  elevating 
and  depreasing  the  piece.  The  weight  of  the  pn^ectile  i* 
230  lbs.,  and  tlie  charge  of  powder  ia  10  lbs. 


MOULDING. 
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Virginia.     The  principal  foundries  for  bronze  cannon 
are  at  South  Boston  and  Chicopee,  Massachusetts. 

The  manufacture  of  cannon  is  a  valuable  branch  of 
the  work  of  these  foundriea,  but  the  orders  of  the  gov 
eminent  are  not  sufficiently  regular  and  extensive  to 
support  them,  and  much  other  work  is  attended  to ;  but 
the  experience  thereby  obtained  in  the  properties  and 
manner  of  treating  metals,  is  useful  in  the  improvement 
of  ordnance. 

The  several  operations  of  manufacturing  cannon  are, 
nwvldmgj  aiatingj  cooling^  and  finishing. 

161.  Menidinff.  Moulding,  in  general  terms,  is  the 
process  by  which  a  cavity  of  the  form  of  the  gun  is  ob- 
t;ained,  by  imbedding  a  wooden  model  in  sand,  and  then 
^thdrawing  it. 

The  wooden  model  is  technically  called 
2»piECE  I    the  ^^ pattern ; "  and  the  sand  is  confined  in 
a  box,  which  is  divided  into  two  or  more 
4  parts,  for  convenience  in  withdrawing  the 
pattern. 

The  pattern  of  the  piece  to  be  cast,  some- 
what enlarged  in  its  different  dimensions,  is 
composed  of  several  pieces  of  hard  wood, 
well  seasoned,  or,  for  greater  durability,  of 
cast  iron.  The  first  piece  of  the  model  com- 
prises the  body  of  the  piece  from  the  base- 
ring  to  the  chase-ring;  the  swell  of  the 
muzzle,  and  the  sprue,  or  dead-head,  are 
formed  of  the  second  piece  (fig.  49) ;  the 
breech,  of  the  third;  and  the  ti-unnions,  of 
fov/rth  and  fifth  pieces.  See  figs.  60  and 
51. 
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p,pj£  The  sprue,  usually  called  ^tke  head^  is 

an  additional  length  given  to  the  piece,  for 
the  purpose  of  receiving  the  scoria  of  the 
melted  metal  as  it  rises  to  the  surface,  and 
furnishing  the  extra  metal  needed  to  feed 
the  shrinkage.  Its  weight  also  increases  the  density  of 
the  lower  portions  of  the  piece. 

The  breech  is  slightly  lengthened  in 
the  direction  of  the  knob  of  the  cascable, 
to  form  a  square  projection  by  which  the 
piece  can  be  held,  when  being  turned  and 
^8-  "•  bored 
The  best  material  for  the  mould  is  dry,  hard,  angu- 
lar, and  refractory  sa/nd^  which  must  be  moistened  with 
water  in  which  strong  clay  has  been  stirred,  to  make  it 
sufficiently  adhesive.  When  not  sufficiently  refractor} , 
the  sand  is  vitrified  by  the  high  temperature  of  the 
melted  metal,  and  protuberances — not  easily  removed 
— are  formed  on  the  casting.  When  not  sufficiently 
coarse  and  angular,  the  materials  cannot  be  so  united 
as  to  preserve  the  form  of  the  moulda 

The  mould  is  formed  in  a  case  of  cast- 
iron,  and  termed  the  "  &>a?,"  or  the  ^flask^ 
consisting  of  several  pieces,  each  of  which 
has    flanges    perforated  with    holes  for 
Fig.  62.         screw-bolts  and  nuts,  to  unite  the  parts 
firmly.     Fig.  52. 

To  form  the  mould,  the  pattern  for  the  sprue  and 
muzzle,  previously  coated  with  pulverized  charcoal,  or  - 
coke  moistened  with  clay-water,  to  prevent  adhesion,  is  - 
placed  vertically  on  the  ground,  muzzle-part  up,  and^ 
carefully  surrounded  by  the  corresponding  parts  of  the^ 
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jacket.    When  properly  adjusted,  the  swid,  prepared 
aa  above,  ia  rammed  around  it    The  model  for  the 
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body  of  the  piece  ie  then  placed  on  the  top  of  this,  and 
the  corresponding  parts  of  the  jacket  correctly  secured 
on,  and  filled  in  snccession  with  the  moulding  composi- 
tion.    The  patterns  for  the  trunnions  and  rlmbases  are 
bolted  to  the  model  of  the  piece,  and  when  the  sand  is 
-rammed  firmly  around  these,  the  bolts  are  withdrawn, 
'this   part  of  the  mould  completed,  and  the  end-plates 
Screwed  on.      Fig.  53. 

After  completing  the  mould  for  the  body  of  the  piece, 
'the  model  for  the  cascable  is  properly  adjusted  and  the 
mould  completed. 

Care  is  taken  to  cover  each  portion  of  the  model  with 
the  coke-wash  mentioned  above,  and  to  sprinkle  dry 
sand  upon  the  top  of  the  mould  in  each  piece  of  the 
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jacket,  to  prevent  adhesion,  so  that  the  portions  of  the 
mould  may  be  separated. 

In  the  body  of  the  sand,  a  channel  (h)  for  the  intro- 
duction of  the  metal,  is  formed  in  the  same  manner  as 
the  mould  cavity.  It  enters  at  the  bottom  of  the  mould, 
to  prevent  the  bottom  from  being  injured  by  the  falling 
metal,  and  in  an  oblique  direction,  to  give  a  circular 
motion  to  the  metal  as  it  rises  in  the  mould,  and  there- 
by prevent  the  scoria  from  adhering  to  the  sides. 

When  the  mould  is  completed,  the  parts  of  the  flask 
are  carefully  taken  apart,  and  the  pieces  of  the  model 
withdrawn  from  the  mould  contained  in  them.  If  any 
portions  of  the  mould  be  injured  in  withdrawing  the 
model,  they  are  repaired,  and  the  interior  of  the  mould 
is  covered  with  coke-wash ;  after  which  the  several  parts 
are  placed  in  an  oven  to  be  gradually  and  perfectly 
dried.  When  this  is  accomplished,  the  parts  are  car- 
ried to  a  pit,  where  they  are  united  and  secured  in  a 
vertical  position,  with  the  breech  below.  Any  portion 
of  the  sand  broken  off  during  the  movements  and  ad- 
justments, should  be  replaced,  and  the  whole  of  the 
interior  covered  with  coke- wash. 

The  object  of  coke-wash  is  to  prevent  the  sand  from 
adhering  to  the  melted  metal,  which,  when  prepared,  is 
made  to  flow  in  at  the  entrance  of  the  side-channeL  As 
the  metal  rises  in  the  mould,  a  workman  agitates  it  with 
a  long  pine  stick,  to  cause  the  scoria  and  other  impu- 
rities to  rise  to  the  surface,  and  bring  them  toward  the 
centre  of  the  mould  to  prevent  their  entering  the  cavi- 
ties for  the  trunniona 

162.  Cooiinv.  After  the  mould  is  placed  properly  in_ 
the  pit,  it  is  usual  to  surround  the  box  with  sand,  at 
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least  as  high  as  the  trunnions  of  the  gun.  This  is  done 
to  prevent  rapid  cooling.  With  guns  as  heavy  as  24- 
pdra,  this  sand  is  not  removed  for  thi'ee  days ;  and  as 
the  gun  is  heavier  the  time  is  prolonged,  and  is  from  7 
to  8  days  for  the  10-in.  columbiad.  At  the  proper  time 
this  sand  is  removed,  and  the  gun,  still  imbedded  in  the 
box  and  sand  of  the  mould  proper,  is  hoisted  out,  and 
the  box  taken  oflF,  and,  when  neai'ly  cold,  the  gun  cleaned 
of  the  sand.  For  the  method  of  cooling  from  the  in- 
terior,* see  section  102. 

163.  Borinv  and  tnminff.  A  cannon  is  bored  by  giv- 
ing it  a  rotary  motion  around  its  axis,  and  causing  a 
rod  armed  with  a  cutter  to  press  against  the  metal  in 
the  proper  direction. 

The  piece,  supported  in  a  rack,  is  carefully  adjusted, 
with  its  axis  horizontal,  and  made  to  revolve  on  this 
axis,  by  macl^inery  attached  to  the  square  knob  on  the 
<3ascable.  After  adjustment,  the  sprue-head  is  first  to 
l>e  cut  off.  This  is  effected  by  placing  a  cutter  opposite 
the  point  at  which  the  section  is  to  be  made,  and  press- 
ing it  against  the  metal  whilst  the  piece  is  turning. 
The  head  being  cut  off,  and  the  cutter  removed,  the 
T>oring  is  commenced  by  placing  the  boring-rod,  armed 
with  the  first  cutter,  called  the  piercer^  in  the  prolon- 
^tion  of  the  axis  of  the  piece,  and  pressing  it  against 
the  metaL  The  piercer  is  used  till  it  penetrates  to  the 
l)ottom  of  the  chamber,  after  which,  a  second  cutter,  or 
Teamer^  is  attached  to  the  boring-rod ;  and  with  this  the 
boring  is  made  complete  to  the  round  part  of  the  cham- 
ber.    The  reamer  is  then  removed,  and  its  place  sup- 

*  All  cast-iron  cannon  for  the  land  seryice  are  now  required  to  be  cast  hollow, 
aod  oodedfixm  the  interior,  after  the  plan  of  Captain  Rodnum. 
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plied  by  the  chamber-cutter^  which  gives  the  necessary 
form  and  finish  to  that  part  of  the  bore.  In  hollow- 
cast  cannon  the  piercer  is  dispensed  with. 

Whilst  the  boring  is  taking  place,  the  workman  con- 
trives to  finish  the  turning  of  all  the  exterior  of  the 
piece  except  the  portion  between  the  trunnions,  which 
is  afterward  planed  off  in  another  machine. 

These  operations  having  been  completed,  the  piece  is 
placed  in  the  trunnion-machine,  and  the  trunnions  are 
turned  down  to  the  proper  size. 

Care  is  taken  to  make  the  trunnions  of  the  same 
diameter,  and  perfectly  cylindrical.  Their  axes  should 
be  in  the  same  right  line,  perpendicular  to  the  axis  of 
the  piece,  and  intersecting  it. 

Boring  the  vefit.  Whilst  in  the  trunnion-lathe,  the 
axis  of  the  piece  is  inclined  to  the  horizon  at  the  angle 
the  vent  is  to  make  with  it.  A  drill  is  placed  ver- 
tically over  the  point  where  the  vent  is  to  be  bored, 
and  pressed  against  the  metal  whilst  a  rotary  motion  is 
given  to  it  by  hand  or  machinery. 

The  time  required  to  finish  a  cannon,  ready  for  in- 
spection, depends  upon  its  size,  or  from  three  to  four 
weeks  for  a  24-pdr.  gun,  and  eix  weeks  for  an  11-inch 
gun, 

INSPECTION  OF  CANNON. 

164.  InBpectinv  initmmenu.  These  are  used  to  verify 
the  dimensions  of  cannon,  and  to  detect  the  presence 
and  measure  the  size  of  cavities  in  the  metal. 

The  star-gauge  is  an  instrument  for  measuring  th 
diameter  of  the  bore  at  any  point. 

The  cylinder-staff  is  used  to  measure  the  length  o€ 
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the  bore.  It  is  supported  by  a  rest  of  a  T  form  at  the 
muzzle,  and  the  extremity  inserted  in  the  gun  is  armed 
with  a  measuring-point  and  guide-plate. 

T/ie  cylinder  gauge  is  a  cylinder  of  cast  iron,  turned 
to  the  exact  or  true  diameter  of  the  bore.  When  used, 
it  is  attached  to  the  end  of  the  cylinder-staff. 

The  searcher  consists  of  four  flat  springs  turned  up 
at  the  end,  and  attached  to  a  socket  which  is  screwed 
on  to  the  end  of  the  cylinder-staff.  It  is  used  to  feel 
for  cavities  in  the  surface  of  the  bore. 

The  trunnion-gauge  verifies  the  diameters  of  the  trun- 
nions and  rimbases. 

The  trwanimv-sguare  is  used  to  verify  the  position  of 
the  trunnions  with  regard  to  the  bore. 

The  truTvaion-TuLe  measures  the  distance  of  the  trun- 
nions from  the  rear  of  the  base-ring. 

Calipers^  for  measuring  exterior  diameters. 

A  standard-rule^  for  verifying  other  instruments. 

The  verkirgauges  are  two  pointed  pieces  of  steel  wire, 
0.005  inch  greater  and  less  than  the  true  diameter  of 
the  vent,  to  verify  its  size.  ' 

The  vent-searcher^  is  a  hooked  wire,  used  to  detect 
cavities  in  the  vent. 

A  ra/mmer-head^  shaped  to  the  form  of  the  bottom 
of  the  bore,  and  furnished  with  a  staff,  is  used  to  ascer- 
1ain  the  interior  position  of  the  vent. 

A  wooden  rule  to  measure  exterior  lengths. 

A  mirror;  a  waac  taper;  bees-wax. 

Hammer,  sponge,  and  priming-wire. 

Figure  amd  letter  stamps,  to  aflSx  the  required  marks. 

165.  iMipectloii,  The  objects  of  inspecting  cannon 
are  to  verify  their  dimensions,  particularly  those  which 
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affect  the  accuracy  of  fire,  and  the  relation  of  the  piece 
to  its  carriage,  and  to  detect  any  defects  of  metal  and 
workmanship,  that  would  be  likely  to  impair  their 
strength  and  endurance. 

Cannon  presented  for  inspection  and  proof,  are  placed 
on  skids,  for  the  convenience  of  turning  and  moving 
them  easily.  They  are  first  examined  carefully  on  the 
exterior,  to  ascertain  whether  there  are  any  flaws  or 
cracks  in  the  metal,  whether  they  are  finished  as  pre- 
scribed, and  to  judge,  as  well  as  practicable,  of  the 
quality  of  the  metal.  They  must  not  be  covered  with 
paint,  lacquer,  or  any  other  composition.  If  it  be  ascer- 
tained that  an  attempt  has  been  made  to  conceal  flaws 
or  cavities,  by  plugging  them,  the  gun  is  rejected  with- 
out further  examinatioiL 

After  this  preliminary  examination,  the  inspector  pro- 
ceeds to  verify  the  dimensions  of  the  piece. 

The  interior  of  the  bore  is  first  examined  by  reflecting 
the  sun's  rays  into  it  from  a  mirror ;  or  by  a  lighted 
wax-taper  placed  at  the  end  of  a  long  rod,  and  inserted 
into  the  bore.  The  eearcher  is  then  introduced,  and 
pushed  slowly  to  the  l>ottom  of  the  bore,  and  with- 
drawn, turning  it  at  the  same  time  ;  if  one  of  the  points 
hangs,  the  position  of  the  hole  is  marked  on  the  outside 
of  the  gun,  by  noticing  its  distance  from  the  muzzle, 
and  its  position  in  the  bore  ;  the  size  and  figure  of  the 
cavity,  are  found  by  taking  an  impression  of  it  in  wdx^ 
placed  on  the  end  of  a  hook. 

The  cylinder  gauge^  screwed  on  the  staff,  is  then 
pushed  gently  to  the  bottom  of  the  cylindrical  part  of 
the  bore,  and  withdrawn ;  it  must  go  to  the  bottom,  or 
the  bore  is  too  small 
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The  hare  is  then  measured  with  the  star-gange.  The 
[neasurements  should  be  made  at  intervals  of  i  inch  in 
the  part  of  the  bore  occupied  by  the  shot ;  at  intervals 
of  one  inch  in  rear  of  the  trunnions,  and  of  about  one 
calibre  from  the  trunnions  to  the  muzzle. 

The  position  of  the  trunnions^  with  regard  to  the  axis 
>f  the  bore,  and  to  each  other,  is  next  ascertained. 

To  verify  the  position  of  the  (Utis  of  the  trunnions^  set 
the  trunnion-square  on  the  trunnions,  and  see  that  the 
lower  edges  of  its  branches  touch  them  throughout  their 
whole  length ;  push  the  slide  down  till  it  touches  the 
surface  of  the  piece,  and  secure  it  in  that  position  by 
;he  thumb-screw ;  turn  the  piece  over,  and  apply  the 
runnion-square  to  the  opposite  side,  and  if,  when  the 
)oint  of  the  slide  touches  the  surface  of  the  piece,  the 
ower  edges  of  the  branches  rest  on  the  trunnions,  the 
xis  of  the  trunnions  is  in  the  same  plane  with  the  axis 
f  the  bore ;  if  they  do  not  touch  the  trunnions,  their 
xis  is  above  the  axis  of  the  bore  by  half  the  space  be- 
ween  ;  and  if  the  edges  touch  the  trunnions,  and  the 
K>int  of  the  slide  does  not  touch  the  surface  of  the 
iece,  their  axis  is  below  the  axis  of  the  bore.  K  the 
lignment  of  the  trunnions  be  accurate,  the  edges  of  the 
runnion-square  will  fit  on  them,  when  applied  to  dif- 
erent  parts  of  their  surface ;  their  diameter  and  cylin- 
Lrical  form,  and  the  diameter  of  the  rimbases,  are  veri- 
ied  with  the  trunnion-gauge. 

To  ascertain  the  length  of  the  hore^  screw  the  guide- 
>late  and  measwrvng-point  on  the  cylinder-staff,  and 
)U8h  them  to  the  bottom  of  the  bore ;  place  a  half 
ompian  in  the  muzzle,  and  rest  the  staff  in  its  groove ; 
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apply  a  straight-edge  to  the  face  of  the  muzzley  and  read 
the  length  of  the  bore  on  the  staff. 

The  exterior  lengths  are  measured  by  the  rwfo,  or  by 
9l  profile^  the  accuracy  of  which  is  first  verified. 

The  exterior  diameters  are  measured  with  the  caU- 
pers  and  graduated  rule. 

The  position  of  the  interior  orifice  of  the  vent  is  found 
from  the  mark  on  the  rammer-head  by  the  vent-gauge^ 
inserted  in  the  vent  while  the  rammer-head  is  held 
against  the  bottom  of  the  bore;  two  impressions  are 
taken.  The  position  of  the  exterior  orifice  of  the  vent 
is  also  verified.  The  vent  is  examined  with  the  gauges^ 
and  with  the  ventrsearcher^  to  ascertain  if  there  be  any 
cavities  in  it. 

In  mortars^  the  dimensions  of  the  conical  cha/mbers 
and  the  form  of  the  breech^  may  be  verified  with  pat- 
terns made  of  plate-iron.  After  the  powder-proof  the 
bore  is  washed  and  wiped  clean,  and  the  bore  and 
vent  again  examined,  and  the  diameter  of  the  bore 
remeasured. 

The  results  of  each  of  the  measurements  and  exami-  - 
nations  are  noted  on  the  inspection  report  against  the  ^^-le 
number  of  the  gun. 

166.    Bronze  cannoii.   That  the  finished  bore  of  atf^     ^ 
bronze  piece  may  not  be  injured  by  the  proof-charge,  \W^m:  it 
is  bored  out  under  size,  from  .04  to  .05  inch,  and,  aftcMr^^er 
proof,  reamed  out  to  the  true  size.     When  the  powder":^:'^- 
proof  is  finished,  the  bore  should  be  cleaned  and  examtf=^- 
ined ;  the  vent  should  be  stopped  up  with  a  greasecp"^ 
wooden  plug,  the  muzzle  raised,  and  the  gun  filled  witSB 
water,  to  which  pressure  should  be  applied  to  force  it  infc^t? 
any  cavities  that  exist ;  or  the  water  should  be  allowe<7 
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to  remain  in  the  bore  twenty-four  hours.  The  hore  must 
then  be  sponged  dry  and  clean,  and  viewed  with  a  mir- 
ror or  candle^  to  discover  if  any  water  oozes  from  cracks 
or  cavities,  and  also,  if  any  enlargement  has  taken  place. 
The  quantity  that  runs  out  of  a  crack  or  honey-comb 
will  indicate  the  extent  of  the  defect ;  and  if  it  exceed 
a  few  drops,  the  piece  should  be  rejected,  although  the 
measured  depth  of  the  cavity  may  not  exceed  the  allow- 
ance. 

After  the  bore  has  been  reamed  out  to  its  proper 
size,  its  dimensions  are  again  veiified,  and  an  examina- 
tion of  the  bore  and  vent  is  made,  to  detect  any  defects 
i^vhich  may  have  been  caused'  or  developed  by  the  proof 

Whitish  apots  show  a  separation  of  the  tin  from  the 
copper,  and,  if  extensive,  should  condemn  the  piece. 

A  great  variation  from  the  true  weighty  which  the 
dimensions  do  not  account  for,  shows  a  defect  in  the 
alloy. 

Bronze  cannon  should  be  rejected  for  the  following 
ized  cavities  or  honey-combs : 

Exterior.   Any  hole  or  cavity  0.25  in.  deep  in  front 
*  the  trunnions,  and  0.2  in.  deep  at  or  behind  the 

unnions. 

Interior.    Prom  the    muzzle  to    the  reinforce,  any 

dty  0.15  deep.     Any  cavity  from  the  reinforce  to  the 
tom  of  the  bore. 

a  all  other  respects,  the  inspection  of  cast-iron  and 
ize  cannon  are  alike. 

PROOF  OF  CANNON. 
'.  Powder-proof.  Gunpowder  for  proving  ordnance 
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Bhould  be  of  the  best  quality,  ranging  not  less  than  250 
yds.  by  the  eprouvette.  The  cartridge-bags  are  made  of 
woollen  stuff  or  paper,  the  fiill  diameter  of  the  bore  or 
chamber.  They  are  filled  by  weight,  and  if  not  filled  at 
the  place  where  the  gims  are  proved,  each  bag  should 
be  enveloped  in  a  paper  cylinder  and  cap,  marked  with 
the  weight  of  powder  and  its  proof-range. 

The  shot  must  be  smooth,  free  from  seams  and  other 
inequalities  that  might  injure  the  bore  of  the  piece,  and 
they  must  be  of  the  true  diameter  given  in  the  tables. 

-168.  Iron  cannon.  Guns  and  howitzers  are  laid  with 
the  muzzle  resting  on  a  block  of  wood,  and  the  breech 
on  the  ground  or  on  a  plank,  giving  the  bore  a  smaU 
elevation. 

Mortars  are  mounted  on  strong  wooden  frames  or 
beds,  at  an  elevation  of  45**,  supported  by  the  trunnions. 

Guns^  (See.  Gims,  howitzers  and  columbiads,  are  fired 
three  times,  with  a  solid  shot  and  a  charge  of  powd 
somewhat  greater  than  the  service  charge. 

In  proving  new  guns,  compound  shot,  or  a  cylind 
with  hemispherical  ends,  of  the  true  diameter  of  th 
shot,  and  equal  in  weight  to  the  two  shot,  shall  be  us 
instead  of  them. 


Should  any  of  the  guns  proved  at  one  time,  fail 
sustain  the  above  proof,  the  remainder  shall  be  rej< 
if  made  of  the  same  metal  and  treated  in  the  sam. 
manner. 

Mortars  are  proved  in  the  same  manner  as  the  abovi 
with  the  exception  that  shells  filled  with  sand  are 
in  place  of  shot. 

169.  Bronze  cannon  are  fired  three  times  w:ith  sol?<^ 
shot  and  a  charge  of  powder  one-third  the  weight  of  tb^ 
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shot.  If  the  piece  has  been  in  service,  or  if  it  be  new, 
and  its  bore  be  of  the  true  size,  the  shot  should  be 
wrapped  in  cloth  or  strong  paper,  to  save  the  bore  as 
much  as  possible  from  injury. 

170.  laapectloii  Huirka.^  All  cannon  are  required  to 
be  weighed,  and  to  be  marked  as  follows,  viz. :  the  numr 
her  of  the  gun^  the  initials  of  the  inspector's  name^  on 
the  face  of  the  muzzle — ^the  numbers,  in  a  separate  series, 
for  each  kind  and  calibre  at  each  foundry ;  the  initial 
letters  of  the  name  of  the  fouTider  and  the  foundry^  on 
the  end  of  the  right  trunnion ;  the  year  of  fabrication^ 
on  the  end  of  the  left  trunnion ;  the  foundry  number^ 
on  the  end  of  the  right  nmbase,  above  the  trunnion ; 
the  weight  of  the  piece  in  pounds^  on  the  base  of  the 
breech ;  the  letters  U.  S.,  on  the  upper  surface  of  the 
piece,  near  the  end  of  the  reinforce. 

The  natural  line  of  sights  when  the  axis  of  the  trun- 
nions is  horizontal,  should  be  marked  on  the  base-ring 
and  on  the  swell  of  the  muzzle,  whilst  the  piece  is  in 
the  trunnion-lathe. 

Cannon  rejected  on  inspection,  are  mai'ked  XC,  on  the 
ifiace  of  the  muzzle ;  if  condemned  for  erroneous  dimen- 
wons  which  cannot  be  remedied,  add  XD ;  if  by  powder- 
^roo^  XP ;  if  by  water-proof,  X  W. 


INJURIES  CAUSED  BY  SERVICE. 

171.  External.  The  only  external  injury  of  import- 
ance, is  the  bending  of  the  trunnions  of  bronze  cannon 
l)y  long  firing. 

*  In  camum  modelled  in  1861,  all  the  marks  are  placed  on  the  face  of  the  muzzle. 
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172.  Internal.  Internal  injuries  arise  from  the  sepa- 
'  rate  actions  of  the  powder  and  the  projectile.     They  in- 
crease in  extent  with  the  calibre,  whatever  mav  be  the 
nature  of  the  piece,  but  are  modified  by  the  material  of 
which  it  is  made. 

Injuries  from  the  powder.  The  injuries  from  the  pow- 
der generally  occur  in  rear  of  the  projectile.     They  are, 

1st.  The  enlargement  of  that  portion  of  the  bore 
which  contains  the  powder,  arising  from  the  compression 
of  the  metal.  This  injury  is  more  marked  when  a  sabot 
or  wad  is  placed  between  the  powder  and  projectile, 
and  is  greatest  in  a  vertical  direction. 

2d.  Cavities^  produced  by  the  melting  away  of  a 
portion  of  the  metal  by  the  heat  of  combustion  of  the 
charge. 

3d.  Craeks^  arising  from  the  tearing  asunder  of  the 
particles  of  the  metal  at  the  surface  of  the  bore.  At 
first  a  crack  of  this  kind  is  scarcely  perceptible,  but  it 
is  increased  by  continued  firing  until  it  extends  com — 

pletely  through  the  side  of  the  piece.    It  generally  com 

mences  at  the  junction  of  the  chamber  with  the  bore-:=^ 
as  this  portion  is  less  supported  than  others. 

4th.  Furrows^  produced  by  the  erosive  action  of  th^^ 
inflamed  gases.  This  injury  is  most  apparent  where  th».^ 
current  of  the  gas  is  most  rapid,  or  at  the  inner  orific* 
of  the  vent,  and  on  the  surface  of  the  bore,  immediately 
over  the  seat  of  the  projectile. 

The  wear  of  the  vents  of  bronze  cannon  is  obviate^^ 
by  inserting  a  copper  vent-piece  (par.  84).     The  effect  c^kdI 
continuous  firing  on  the  vents  of  iron  cannon  is  to  pir-^ 
duce  a  uniform  enlargement  of  the  inner  orifice,  and  to 
seriously  weaken  the  piece.     The  appearance  of  a  veu^ 
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thus  enlarged,  is  irregular  and  angular,  with  its  greatest 
diameter  in  the  direction  of  the  axis  of  the  bore. 

To  obviate  the  serious  consequences  that  result  from 
this  injury,  Captain  Dahlgren  has  placed  in  his  naval 
guns  two  vents,  each  a  short  distance  from,  and  on  op- 
posite sides  of,  the  vertical  plane  passing  through  the 
axis  of  the  piece.  One  of  them  is  filled  with  melted 
zinc;  the  other  is  used  until  it  becomes  so  much  en- 
larged as  to  endanger  the  safety  of  the  piece ;  it  is  then 
filled  with  zinc,  and  the  first  one  is  opened. 

Injuries  from  the  projectile.  The  injuries  arising 
from  the  action  of  the  projectile  occur  around  the  pro- 
jectile, and  in  fix)nt  of  it.     They  are, 

1st.  TTie  lodgement.    This  is  an  indentation  in  the 

lower  side  of  the  bore,  produced  by  the  pressure  upon 

the  ball  by  the  escape  of  the  gas  through  the  windage, 

before  the  ball  has  moved  from  its  seat.     The  elasticity 

of  the  metal,  and  the  burr^  or  crowding  t/j9,  of  the  metal 

n  front  of  the  projectile,  cause  it  to  rebound,  and  being 

arried  forward  by  the  force  of  the  charge,  to  strike 

gainst  the  upper  side  of  the  bore,  a  short  distance  in 

ont  of  the  trunnions.     From  this  it  is  reflected  against 

le  bottom,  and  re-reflected  against  the  top  of  the  bore, 

d  so  on  until  it  leaves  the  piece. 

The  first  indentation  is  called  the  lodgement;  the 

lers,  enlargements.      In   pieces  of  ordinary  length, 

re  are  generally  three  enlargements,  when  this  injury 

^1  makes  its  appearance,  but  their  number  is  increased 

the  lodgement  is  deepened  and  the  angle  of  inci- 

«  increased.     Brass  pieces  are  considered  unservice- 

when  the  depth  of  the  lodgement  is  .18  in.,  and 

lepth  of  an  enlargement  is  .16  in. 
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The  effect  of  this  bounding  motion,  is  to  alternately 
raise  and  depress  the  piece  in  its  trunnion-beds,  and  to 
diminish  the  accuracy  of  fire,  until  finally,  the  piece 
becomes  unfit  for  service. 

It  is  principally  from  this  injury  that  bronze  guns 
become  unserviceable.  Mortars  and  howitzers  are  not 
much  affected  by  it. 

The  principal  means  used  to  obviate  this  injury,  are 
to  wrap  the  projectile  with  cloth  or  paper  (as  the  cyl- 
inder cap  of  the  cartridge  used  with  field-guns),  and  to 
shift  the  seat  of  the  projectile.  The  latter  may  be  done 
by  a  wad,  or  lengthened  sabot,  or  by  reducing  the  diam- 
eter and  increasing  the  length  of  the  cartridge.  The 
last  of  these  methods  is  considered  the  most  practical 
as  well  as  the  most  effective ;  and  it  has  the  additional 
advantage  of  diminishing  the  strain  on  the  bore,  by 
increasing  the  space  in  which  the  charge  expands  before 
the  ball  is  moved. 

The  French  bronze  siege-guns,  which  formerly  were 
rendered  unserviceable  in  600  service-rounds,  now  en- 
dure, by  this  method,  2,500  service-rounda 

2d.  Scratches^  or  furrows  made  upon  the  surface  oA 
the  bore  by  rough  projectiles,  or  by  case-shot.  This  is 
not  a  serious  injury. 

3d.  Cuts^  made  by  the  fragments  of  projectiles  whi<5h 
break  in  the  bore. 

4tL  Enlargement  of  the  hore^  arising  from  the  ooxn- 
pression  of  the  metal  by  the  powder. 

5th.  Enlargement  of  the  mvede^  arising   from  ti^ 
forcing  outward  of  the  metal  by  the  striking  of  the 
projectile  against  the  side  of  the  bore,  as  it  leaves  tb^ 
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iece.     By  tliis  action,  the  shape  of  the  muzzle  is  elon- 
ated  in  a  vertical  direction^ 

6th.  Gracha  on  the  exterior.  These  are  formed  by 
le  compression  of  the  metal  within,  generally  at  the 
base,  where  the  metal  is  thinnest.     This  portion  of 

bronze  gonis  the  first  to  give  way  by  long  firing, 
^hereas,  cast-iron  cannon  are  burst  in  rear  of  the  trun- 
ion,  and  the  fracture  passes  through  the  vent,  if  it  be 
mch  enlarged. 

Ca8t4ron  cannon.  The  principal  injuries  to  which 
ist-iron  cannon  are  liable  are,  the  enlargement  of  the 
ent  by  service,  and  the  change  in  the  size  and  form  of 
16  bore,  and  the  enlargement  of  cavities,  by  rust. 

It  has  been  seen  that  the  strength  of  cast-iron  cannon 
I  diminished  by  repeated  firing ;  there  is  a  limit,  there- 
re,  beyond  which  they  should  not  be  used.      This 
nit  has  not  been  fixed  by  regulation  for  American 

inon ;  but  it  is  inferred  from  the  test  standard  (sec. 

I),  that  no  cast-iron  piece  will  be  called  upon  to  en- 

•e  more  than  1,000  service-rounds,  except  in  case  of 

urgency. 

he  nimiber  of  times  which  an  iron  piece  has  been 

\  may  be  approximately  determined  by  the  size  of 

K)re  and  the  vent.     The  first  is  taken  by  the  "  star- 

3,^  and  the  second,  by  taking  an  impression  in  wax. 
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CHAPTER  IV. 


ARTILLERY  CARRIAGES. 


173.  ciaMiiicaUoBu    Artillery  carriages  may  be  di 
vided  into  two  classes,  viz.,  those  employed  for  th 
immediate  service  and  transportation  of  cannon,  as  gun^ 
carriages  and  mortar-beda^  and  those  employed  for  th^ 
transportation  of  ammunition,  implements,  and  materials 
for  repairs,  as  oaiswM,  mortar ADogona,  forgea,  and  latr 
tery-wagons. 

The  points  to  be  considered  in  the  construction  of  all 
carriages  are  those  which  relate  to  the  draughty  those 
which  refer  to  the  load  to  be  transported,  and  (in  the 
particular  case  of  artillery  carriages)  those  which  relate 
to  the  service  of  the  piece. 

Under  the  first  head  will  be  considered  the  horse  as 
a  motive  power,  the  harneas  and  its  mode  of  cMachment 
to  the  carriage,  and  the  wheel^  in  its  relation  to  fric- 
tion, <fec. 

The  horse  transports  his  load  in  two  distinct  wap  • 
Ist,  as  a  jpocAvhorse ;  2d,  as  a  draught-hor^e. 

174.  Pack-howe.  The  load,  gait,  journey,  forag"^ 
intervals  of  rest,  &c.,  of  a  work-horse  should  be  so  pr^^ 
portioned  that  he  will  be  no  more  fatigued  one  day  tha-^ 
another. 

It  has  been  determined  by  experience,  that  a  pact* 
horse,  travelling  at  a  walk,  over  a  good  road,  can  cany 
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rfrom  220  to  300  lbs.,  30  miles  in  10  hours;  or  if  he 
xaoves  at  a  trot,  175  lbs.  over  the  same  distance. 

The  daily  work  of  a  pack-horse  is  equal  to  that  of 
:five  men,  under  the  same  circumstances.  If  the  road  be 
liilly  the  advantage  will  be  in  favor  of  the  men. 

The  above  data  suppose  that  the  animal  is  regularly 
fed  on  the  service-ration.  If  he  be  fed  on  grass  alone, 
an  allowance  must  be  made  for  its  quality  and  abun- 
dance. 

In  some  respects  the  mule  is  a  superior  pack-animal 
to  the  horse.  His  peculiar  build  gives  him,  in  propor- 
tion to  his  weight,  a  greater  power  to  transport  a  load 
on  liis  back ;  besides  this,  the  mule  eats  less  than  the 
hoi"8e,  and  is  more  sure-footed. 

1 75.  Itaraufflit-hone.  The  force  exerted  by  a  draught- 
horse  may  be  divided  into  two  parts,  viz.,  that  which 
overcomes  the  inertia  and  friction  of  the  carriage  and 
sets  it  in  motion,  and  that  which  is  necessary  to  over- 
come the  resistances  which  recur  along  its  path.  The 
first,  being  of  momentary  duration,  may  approximate 
the  utmost  strength  of  the  animal ;  its  intensity  should 
l>e  known  in  order  to  give  the  necessary  strength  to  the 
Harness. 

If  Q  represent  the  mean  force  (in  lbs.)  exerted  by  a 
Ixorse,  in  a  unit  of  time,  in  dravnng  a  load  over  a  road, 
tlae  length  of  which  is  /,  Ql  represents  the  quantity  of 
"^Jvork  performed.     The  direction  of  the  force  is  taken 
I>arallel  to  the  plane  along  which  the  load  moves.     If  it 
^aiake  an  angle,  a,  with  this  plane,  the  work  will  be  de- 
^^niposed  into  two  components,  Ql  cos.  a,  which  is  par- 
allel to  the  plane,  and  Ql  sin.  a,  which  is  perpendicular 
to  it :  the  latter  transfers  a  portion  of  the  load  from 
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the  ground  to  the  horse^s  shoulders,  thereby  increasiiig 
his  friction,  and  to  a  certain  extent  the  power  of  trac- 
tion. 

Momentary  effort     Careful  experiments  have  been 
made  in  France  to  determine  the  proportion  of  those  two 
components  most  favorable  to  the  exercise  of  the  horse^s . 
power.     Jt  was  found  that  the  most  suitable  angle  foi 
the  traces  of  an  unloaded  horse,  with  the  ground,  wi 
from  10"*  to  12"* ;  and  for  a  horse  that  carried  his  drivei 
from  6**  to  7** ;  or,  in  other  words,  a  draught-horse  8houl(^3 
carry  \  of  his  load  on  his  back. 

Continuous  effort    The  relation  between  the  weigW.^ 
of  a  loaded  carriage  and  the  force  to  be  expended  by  tl^^^ 
hoi^se  to  keep  it  in  motion,  depends  upon  so  many  ckzr- 
cumstances  that  it  is  impossible  to  give  a  general  e:3r* 
pression  for  its  determination.     It  can  only  be  deter- 
mined by  direct  experiment  in  each  particular  case. 


1 


NATURE   OF 


CABRIAGE. 


XATURK    OF   ROAD. 


GAIT. 


VALUl  0F| 

m 


Spring  carriages. 


PavemeDt  in  good  con- 
dition. 


Slow  walk, 
Fast  walk. 
Slow  trot. 
Fast  trot. 


All  gaits. 


Slightly  sandy. 
Very  sandy. 


All  gaits. 


(t 


;  I 


Field  artillery  car- 
riages. 


Turf. 

Newly  ploughed  up  and 


Walk. 


dug  over. 


(( 


The  foregoing  table  embraces  the  results  of  some 


HARNESS.  215 

periments  on  this  point,  in  which  m  is  the  ratio  of  the 
weight  of  the  loaded  carriage  and  the  force  of  traction ; 
whence  it  is  seen  that  a  carriage  moving  over  a  rough 
or  paved  road,  meets  with  a  resistance  which  increases 
rapidly  with  its  velocity ;  but  over  a  smooth  or  sandy 
road,  the  resistance  to  draught  is  independent  of  the 
velocity. 

The  load  allotted  to  an  artillery  horse  is  less  than 
that  usually  drawn  by  a  horse  of  commerce,  for  the 
reason  that  allowance  must  be  made  for  bad  roads,  bad 
forage,  rapid  movements,  and  forced  marches.  They  are 
as  follows : 

light  artillery  horse,     700  lbs.,  including  carriage. 
Heavy  field  artillery,    850    " 
Siege  artillery,  1,000    " 


a  (i 

u  a 


The  above  is  based  on  the  rapidity  of  movement  re- 
quired in  the  different  services. 

An  ordinary  draught-horse  can  draw  1,600  lbs.  23 
miles  in  a  day. 

Usually,  a  horse  can  draw  7  times  as  much  as  he  can 
carry ;  hence,  all  material  of  war  should  be  transported 
on  carriages,  if  practicable. 


HARNESS. 

176.  ReqairemeiiU.  The  best  method   of  attaching 

^c>rses  to  a  carriage  is  that  which  enables  each  one  to 

perform  a  given  amount  of  work  with  the  least  fatigue ; 

^T,  in  other  words,  no  horse  should  be  restrained  by  the 
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efforts  of  another,  and  the  direction  of  the  traces  should 
be  most  favorable  for  draught. 

Besides  these  conditions,  artillery-harness  should  be 
so  constructed  that  it  can  be  put  on  and  taken  off 
promptly,  by  night  as  well  as  by  day,  in  all  states  of 
the  weather,  and  in  cases  of  danger,  when  the  drivers 
would  be  liable  to  lose  their  presence  of  mind.  The 
&11  of  one  horse  should  not  interfere  with  another ;  and 
a  dead  or  wounded  horse  should  be  easily  replaced, 
whatever  may  be  his  position  in  the  teauL  The  ab- 
sence of  some  of  the  horses,  the  unhitching  or  cutting 
of  some  of  the  traces  should  not  arrest  the  movement 
of  the  carriage.  Finally,  the  drivers,  who  are  mounted, 
for  the  better  command  of  their  horses,  should  not 
inconunoded  by  the  pole  of  the  carriage. 

177.  Mode*  of  attactameKt.  There  are  three  genei 
modes  of  attaching  horses  to  artillery  carriages,  am 
upon  the  employment  of  any  one  of  which  depends  th< 
construction  of  the  harnesa 

In  the  first  method  the  wheel-horse  is  placed  betweeMC^n 
two  shafts,  by  which  he  guides  and  regulates  the  motio!r-^n 
of  the  carriage. 

The  horses  may  be  arranged  in  single  or  double  fil« 
The  former  arrangement  was  much  in  vogue  in  artillei 
before  the  days  of  Gribeauval,  but  at  present  is  onEZUj 
employed  in  the  mountain  service. 

This  method  has  the  merit  of  being  well  suited  f^/ 
dra\ving  heavy  loads   over  smooth  roads,  but  is  XM^^t 
adapted  to  rapid  movements   over  ordinary  roads,    as 
much  of  the   tractile  force  is  lost  by  the   continued 
change  in  the  line  of  traction  incident  to  long  columns 
The  force  thus  lost  is  expended  in  a  great  measure  on 
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the  shaft-horse,  which,  by  constant  fatigue,  is  soon  ren- 
dered unserviceable. 

In  the  English  light  artillery  the  horses  are  arranged 
in  double  file,  the  off  wheel-horse  being  placed  in  shafts. 

178.  Gribeaavars  method.  In  the  second  method,  the 
horses  are  arranged  in  double  file — a  wheel-horse  being  • 
placed  on  each  side  of  the  pole,  which  is  attached  to 
the  front  axle-tree. 

The  pole  is  supported  and  kept  steady  by  the  pressure 
of  the  body  of  the  carriage  on  the  aweephar^  which  pro- 
jects in  rear  of  the  front  axle-tree.  The  leading  horses 
are  attached  to  the  swing-tree^  which  is  fastened  to  the 
pole,  and  the  wheel-horses  are  attached  to  a  movable 
splmter-har^  the  centre  of  which  is  in  the  axis  of  the 
pole.  The  object  of  making  a  splinter-bar  movable  is 
to  equalize  the  draught  between  two  horses,  one  of 
which  works  more  freely  than  the  other. 

This  system  of  attachment  is  used  in  most  carriages 
of  commerce,  and  so  far  as  the  draught  ^one  is  con- 
cerned, is  superior  to  all  others.  It  is  also  used  in  all 
siege-carriages  and  baggage-wagons  of  the  military 
service,  except  that  in  the  former  the  splinter-bar  is 
fixed. 

179.  Pretext  method.  In  field-carriages  of  late  pat- 
tern the  swee^hbar  is  omitted,  to  facilitate  attaching  and 
detaching  the  rear  carriage  in  time  of  action ;  and  the 
pole  is  supported  by  two  yokes  attached  to  the  collars 
of  the  horses.  The  wheel-horses  are  attached  to  a  fixed 
splinter-bar,  which  is  strong  and  simple  in  its  construc- 
tion ;  and  the  traces  of  the  leading  horses  are  attached 
directly  to  those  in  the  rear,  giving  a  continuous  line  of 
traction,  conununicating  directly  with  the  carriage.  This 
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method  of  attaching  artillery-horses  in  line  is  extremely 
simple,  9nd  at  the  same  time  it  fulfils  nearly  all  the 
oonditions  requisite  for  artillery  harness.  Its  principal 
defect,  however,  is  that,  6x)m  the  want  of  a  sweep-bar 
the  weight  of  the  carni^e-pole  is  borne  on  the  necks  of 
.  the  wheel-horses,  which  is  a  serious  inconvenience  in 
long  marches. 

How  compo^d.  Artillery  harness  is  composed  of  the  — 
headgear,  to  guide  and  hold  the  horse ;  the  saddle,  foir— 
the  transportation  of  the  driver  and  his  valise;  th^^ 
drau4jkt-ham68»,  which  enables  the  horse  to  move  th<=^ 
carriage  forward ;  and  the  breeching,  which  enables  liiii  ^ 
to  hold  it  back,  stop  it,  or  move  it  to  the  rear. 

Head-gear.  The  head-gear  is  composed  of  the  bridl^s^ 
by  which  the  horse  is  guided,  and  the  haUer^  by  wlu&!X 
he  ia  held  when  detached  from  the  carriage. 


Fig.  M. 


Saddle.  A  riding-saddle  (2,  fig.  54)  is  placed  on 
each  near  horse,  for  the  driver,  and  a  vo^ww-saddle  on 
each  off  horse. 

Draught-harness.  This  is  composed  of  a  collar  (1), 
which  serves  as  a  cushion  for  the  hames  to  rest  upon, 
without  injuring  the  horse's  shoulders.  The  hamet  are 
two  curved  pieces  of  iron,  which  embrace  the  collar,  and 
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are  fastened  together  at  the  top  and  bottom.  To  each 
hame  is  attached  a  stout  leather  i/wg  (6),  which  termi- 
nates in  an  iron  ring,  to  which  the  trace  is  attached. 
The  traces  are  stout  leather  straps,  terminated  at  each 
end  with  chains,  and  are  used  in  pulling  the  carriage. 
The  chain  at  the  rear  extremity  is  used  to  shorten  or 
lengthen  the  trace  at  wilL  The  forward  chain  plays 
back  and  forth  in  the  ring  of  the  tug,  which  makes  the 
wheel-horse  independent  of  the  leading  horses.  The 
fci&yoke  (8)  is  supported  by  a  chain  attached  to  the 
hame<;lasp,  and  a  ring  which  slides  along  the  yoke. 
The  branches  of  the  yoke  are  jointed  to  a  collar  near 
the  extremity  of  the  pole,  in  such  manner  that  they  can 
only  play  in  a  plane  passing  through  the  axis  of  the 
pole  This  arrangement  enables  the  horse  to  keep  the 
pole  steady  without  constraining  his  motion. 

Breeching.  The  breeching  is  composed  of  the  breech- 
strap  (6),  breast^trapj  and  hip-strap  (10).  The  breech- 
strap  and  breast-strap  united,  completely  encircle  the 
horse.  They  are  attached  to  the  pole^trap  (7)  by  an 
iron  loop.  The  hip-strap  sustains  the  breeching  as  it 
passes  around  the  horse's  flanks. 

The  harness  of  the  leading  horses  has  no  breeching ; 
in  all  other  respects,  it  is  similar  to  that  of  the  wheel- 
horses. 

180.  PreserratioK,  &c.  A  storehouse  for  harness 
should  be  well  ventilated — ^not  too  dry,  but  free  from 
dampness.  The  different  articles  should  be  arranged  in 
bundles,  according  to  kind  and  class,  Mrithout  touching 
the  wall  or  each  other.  Harness  should  be  examined 
four  times  a  year,  at  least.  The  leather  parts  are 
brushed  and  greased  with  neatsfoot  oil  as  often  as  con- 
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ditioD  requires ;  if  they  have  a  reddish  hue,  add  a  little 
lampblack  to  the  oil.  The  hair  side  of  the  leather 
should  be  wet  with  a  sponge  dipped  in  warm  water, 
and  the  oil  applied  before  the  surface  is  dry.  The  iron 
parts  which  are  not  japanned  Bhonld  be  covered  with 
tallow. 

WHEEL. 

181.  NoHCBctatwe.  All  artillery  carriage  wheels 
are  similarly  constructed ;  they  differ,  however,  in  the 
size  and  strength  of  certiun  parts,  depending  on  the  size 
of  the  carriage  to  which  they  are  attached. 

The  principal  parts  are  (iig.  55),  the  nave  I 
(2),  the  naveiands  (3),  the  nave-box  (1),  the  ' 
yxikes  (4),  t\ie:fdio€a  (5),  and  the  tire  (6). 

The  nave  constitutes  the  central  portion 
of  the  wheel,  and  distributes  the  pressure  of 
the  axle-arm  to  the  spokes.     It  is  generally 
made  of  a  single  piece  of  wood,  and  strength- 
ened by  four  iron  bands  called  the  nave-  I 
bands.    It  Is  also  pierced  with  a  conical  hole       '^^  *'■ 
for  the  axle-ann ;  and  to  dimioish  wear  and  friction,  it 
is  lined  with  a  box  of  brass  or  cast-iron,  called  the  nave- 
box.    The  spokes  serve  to  transmit  the  pressure  of  the=^» 
load  to  the  rim  of  the  wheel     In  all  artillery  carriage^^^ 
there  are  seven  felloes  axiii  fourteen  spokes.    The  felloe^^* 
are  the  wooden  segments  which  form  the  rim,  and  ang-^ 
joined  together  at    their  ends  by   wooden   pins,    ofc"" 
dowels.     The  tire  is  a  strong  band  of  iron,  shrunl^c 
tightly  around  the  felloes,  to  hold  them  together,  bxi<3- 
protect  the  rim  from  wearing  away  by  contact  with  th« 
ground. 
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182.  DMi.  The  spokes  are  fastened  to  the  nave  and 
felloes  by  means  of  mortices  and  tenons,  and  in  a  direc- 
tion oblique  to  the  axis  of  the  nave.  Thus  situated, 
they  constitute  the  elements  of  a  conical  surface,  which 
is  called  the  diah — ^the  principal  object  of  which  is  to 
give  stiffness  to  the  wheel,  and  enable  it  to  offer  greater 
resistance  to  the  lateral  vibrations  of  the  load,  in  pass- 
ing over  uneven  ground. 

The  height  of  the  dish  will  therefore  depend  on  the 
nature  of  the  ground ;  and  in  artillery  carriages,  which 
are  required  to  pass  over  a  great  variety  of  ground,  it 
is  about  two  inches. 

The  dish  gives  elasticity  to  the  wheel,  and  increases 

iti  durability;  it  permits  the  axle-tree  to  be  made 

iharter,  and  therefore  stronger ;  it  relieves  the  linch-pin 

of  A  certain  amount  of  pressure,  which  it  transfers  to 

ihQ  ahonlder-washer — ^the  wheel  is,  therefore,  less  liable 

to  eome  off  in  travelling ;  for  a  given  length  of  axle-tree, 

it  allowB  a  greater  width  of  carriage-body ;  and  finally, 

t  ibrows  the  mud  clear  of  the  carriage. 

The  stiffiiess  of  a  carriage-wheel  may  be  increased  by 

acing  every  alternate  mortice  in  the  nave  nearer  the 

Dulder  of  the  axle-tree:  this  gives  one  half  of  the 

>lce8  a  greater  dish  than  the  other  half.    This  plan, 

wevev^  does  not  answer  for  artillery  carriages. 

.83.  FricUoBu    The  object  of  a  carriage-wheel  is  to 

dnish  the  resistance  opposed  to  draught,  by  trans- 

•mg  the  fiiction  from  the  ground  to  the  axle-ann. 

Tlien  a  carriage  is  at  rest,  the  lowest  element  of  the 

arm  is  supported  on  the  bottom  of  the  nave-box. 

let  the  carriage  in  motion,  the  friction  along  the 

mts  of  contact,  arising  from  the  weight  of  the  car- 
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riage,  must  be  overcome,  and  the  axle-arm  must  rise  in 
the  nave-box  as  though  it  were  moving  up  an  inclined 
plane  tangent  to  the  surface  of  the  box.  When  this  is 
done,  the  weight  of  the  loaded  axle-arm  causes  the 
wheel  to  revolve  around  the  point  of  contact  with  the 
ground,  and  the  constant  repetition  of  these  conditions 
produces  motion. 

Let  P  be  the  weight  resting  on  the  element  of  con- 
tact; p  the  weight  of  the  wheel;  Xthe  force  necessary 
to  produce  motion;  r  the  radius  of  the  box;  and ^^  the 
co-efficient  of  friction  between  the  arm  and  box.  When 
the  wheel  is  well  greased,  this  co-efficient  is  about  0.180. 
•  To  determine  the  force  acting  parallel  to  the  ground 
which  will  move  the  wheel,  we  have  the  resultant  of 
P  and  X,  equal  to  i^P'+X*,  and  the  friction  arising 
from  it,  equal  to  //P*+Jf*.  The  pressure  on  the 
ground  is  P+p;  and  if  the  wheel  slips,  the  friction  on 
the  ground  will  be  F{P+p\  F  being  the  co-efficient 
of  friction.  The  points  of  these  resistances,  being  at 
the  distances  r  and  R  from  the  centre  of  rotation,  re- 
spectively, they  will  counteract  each  other  when 

r/|/p«+X«= FR{P+p). 

If  the  wheel  turns,  there  is  no  slipping  on  the  ground, 
and 

fr\rp^+X^<FB{P+p), 

from  which  it  results  that 


_./J^+X'_      frP 


X=/ 


So  long  as  the  wheel  tarns,  the  draught  is  not  a^ 
fected  by  the  friction  on  the  ground,  since  the  value  of 
X  is  independent  of  F;  but  if  F  becomes  so  smaS 
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^liat  fr^P^-^-X^  becomes  equal  to  or  greater  than 
uFIi(^P -{-p)^  the  wheel  will  no  longer  turn,  but  slide  as 
^fthe  runner  of  a  sled.  This  occurs  on  ice,  or  when  the 
-'wheels  are  locked;  in  which  case  the  draught  is  pro- 
3X>rtional  to  the  friction  on  the  ground. 

From  the  expression  for  the  value  of  X  we  see  that 
tke  resiatcmce  which  a  whed  offers  to  motion^  increases 
"with  the  radius  of  the  axLeoi/rrn^  and  decreases  wUh  the 
radius  of  the  wheel. 

When  the  radii  are  nearly  equal,  the  wheel  becomes 
a  roller — a  machine  much  used  in  modifying  the  fric- 
tion of  fortress  carriages. 

184.  RoUiBv-frictioa.  In  the  theoretical  expression 
of  the  force  necessary  to  move  a  wheel,  roUing-friction 
lias  been  omitted,  as  it  is  very  small  when  the  wheel  is 
inelastic,  and  the  ground  is  very  hard.  The  experi- 
ments of  Coulomb  show  that  this  kind  of  friction  does 
mot  increase  the  draught  of  an  artillery  carriage  more 
t;han  2f  lbs. 

When  the  wheel  penetrates  the  ground,  it  will  expe- 
dience the  same  resistance  as  though  it  were  moving 
^pon  an  inclined  plane  whose  incUnation  increases  with 
"the  depth  of  penetration;  and  Edge  worth  found,  in  ex- 
j)eriments  with  two-horse  carriages,  that  the  force  neces- 
sary to  move  a  wheel  is  six  times  greater  than  the  the- 
oretical force.    This  difference  arises  from  the  compres- 
sibility of  the  soil,  and  the  flexibility  of  the  wheel   On 
railroads,  where  the  wheels  and  track  are  made  of  iron, 
the  actual  and  the  theoretical  draught  are  very  nearly 
the  same ;  and  on  the  best  roads  it  is  about  five  times 
more  than  on  a  railroad. 

The  depth  of  the  nrf,  or  track,  made  by  a  wheel,  may 
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be  reduced  by  making  the  felloes  broader ;  tliis  increase 
will  also  cause  a  wheel  to  pass  more  easily  over  rough 
ground.  Rumford  found  by  experiment  that  a  7-inch 
felloe  required  OTie-tenth  more  tractile  force  than  one  of 
12  inches  breadth,  on  a  pavement,  onMwdfth  on  a  hard 
road,  and  one^eventh  on  a  sandy  road. 

185.  Siae  of  wlieei.  The  saving  of  tractile  force  arising 
from  increasing  the  diameter  of  a  carriage-wheel,  is  lim- 
ited by  the  height  of  the  horse,  for  if  the  centre  of  the 
nave  be  higher  than  his  shoulders^the  point  at  which 
the  traces  are  attached — the  line  of  traction  will  be  in- 
clined downward,  and  if  he  be  moving  up  hill,  or  on 
level^ound,  the  vertical  component  of  the  tractile  force 
will  increase  the  friction  of  the  wheel,  and  diminish  the 
hold  of  the  horse  upon  the  ground.  K  he  be  moving 
down  hill,  the  same  cause  diminishes  the  friction  of  th< 
wheels,  and  consequently  increases  the  difficulty  of  hold- 
ing back. 

Large  wheels  siumount  ordinary  obstacles  more=gft 
easily  than  small  ones,  and  penetrate  less  into  yieldin^^^ 
ground. 

Weight  of  wheel.  The  wheels  of  gun-carriages  shoulcav^ 
be  as  light  as  possible,  to  prevent  the  axle-tree  troim — Ji 
being  bent  in  the  first  instant  of  the  recoil,  before  thei^Knr 
inertia  is  overcome. 

186.  Kinds.  To  make  it  practicable  to  replace  broke^sffl 
wheels  in  the  field,  there  should  be  as  few  kinds  as  pc^ws- 
sible  for  each  service.     In  the  field  service  there  are  tsm^^o 
sizes,  called  Nos.  1  and  2  ;  and  in  the  siege  service  \m:it 
one.    The  No.  2  wheel  is  stronger  than  No.  1,  and  is 
used  on  the  heaviest  carriages.     Both  wheels,  however, 
have  the  same  height  (58  inches)  and  the  same  size  of 
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lave-box,  that  they  may  be  interchanged  if  necessary. 
rhe  siege  wheel  is  60  inches  in  diameter.. 

GUN-CARRIAGES. 

187.  Gcnena  omiditl^Bs.  Gun-carriages  are  designed 
o  transport  cannon  from  one  point  to  another,  and  to 
upport  them  when  fired.  A  suitable  gun-carriage, 
herefore,  should  allow  the  piece  to  be  easily  and 
promptly  pointed  in  the  direction  of  its  object;  it 
hould  be  capable  of  being  served  by  the  smallest  num- 
ber of  men,  and  transported  with  the  greatest  ease ;  its 
eooil,  under  fii*e,  shoi^ld  be  restrained  within  suitable 
imits ;  and  it  should  have  sufficient  strength  and  sta- 
bility to  resist  overturn  or  injury  from  the  greatest 
ervice-charge. 

The  injury  to  the  carriage  arising  from  the  recoil  of 

le  piece,  increases  with  the  square  of  the  velocity  of 

le  recoil,  which  is  dependent  on  the  relation  between 

e  weight  of  the  carriage  and  the  weight  of  the  piece. 

tnerally  speaking,  the  piece  should  be  heavier  than 

)  carriage. 

188.  Principal  iMirto.     Artillery  carriages,  like  the 

non   which   they   support,  are   classified  into  fidd^ 

ifUain^  prairie^  aiege^  and  seorcoast  carriages.      The 

oast  carriages  not  being  required  for  the  transporta- 

of  their  pieces,  differ  materially  from  the  others  in 

construction. 

9  principal  parts  of  all  other  artillery  carriages  (fig. 
•e,  the  stock  (1),  the  cheeks  (2),  the  cude-tree  (3), 
'\eds  (4),  and  the  elevating  screw  (5). 
stock.    The  stock  is  a  long  rectangular  piece  of 
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wood,  the  front  end  of  which  b  attached  to  the  axle 
tree,  while  the  rear  end  rests  upon  the  ground  when  th" 
piece  is  fired,  to  form,  with  the  wheels,  the  three  neces 
sary  points  of  support. 

When  the  carriage  is  in  travelling  condition,  the  steel 
connects  the  front  and  rear  wheels,  and  constitutes  tba 
basis  of  the  carriage-body.  It  ia  employed  as  a  poin 
of  support  for  the  elevating  screw,  and  to  give,  with  tli« 
assistance  of  a  handspike  inserted  in  its  rear  end,  the 
proper  direction  to  the  piece  in  aiming. 

The  cheeks.  The  cheeks  are  two  thin  but  strong 
pieces  of  wood,  attached,  one  to  each  side  of  the  head  of 
the  stock,  to  sustain  the  trunnions  of  the  piece.  The 
notches  into  which  the  tmiinious  fit  are  lined  with  iron 
plates,  called  the  tninnion-lM'd  plates. 

'The  axle-tree.  The  axle-tree  is  composetl  of  two  parts 
— the  axle-tree  proper,  which  is  made  of  wTOUght  iron, 
and  the  wooden  body,  which  encases  all  the  iron  portioD 
between  the  wheels,  in  such  a  manner  as  to  distribute 
the  pressure  of  the  head  of  the  stock  and  cheeks  tmifonH' 
ly  over  it,  and  prevent  it  from  being  bent  by  the  shock 
of  the  discharge. 

The  extremities  of  the  axle-tree,  or  arma,  are  accnnit* 
ly  turned  to  a  conical  shape  to  fit  the  nave-boxesL    Hie 
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onical  shape  gives  lightness  and  stiJShess  to  the  arm, 
nd  facilitates  putting  on  the  wheel  The  lower  ele- 
lents  of  the  arms  being  horizontal,  the  pressure  is  nor- 
aal  to  the  surface  of  the  arm,  and  there  is  no  undue 
endency  of  the  wheel  to  slip  off 

The  wheel  is  secured  by  a  linch-pin ;  and  the  ex- 
remities  of  the  nave  are  protected  from  wear  by  two 
ings  of  iron,  called  the  linch^vdsher  and  the  shovlder- 
oasher. 

Na/v&box.  The  inner  surface  of  the  nave-box  is  en- 
so'ged  about  its  middle  portion,  forming  a  recess,  or 
eceptade,  for  the  lubricating  material. 

So  long  as  the  wheel  is  kept  well  greased,  there  is 
►ut  little  difference  between  the  friction  and  weax  of 
»ras8  and  cast-iron  nave-boxes,  but  when  the  grease  is 
zhausted,  there  is  a  superiority  in  favor  of  brass.  Cast 
pon,  however,  is  most  generally  employed,  on  account 
f  its  cheapness. 

The  relation  between  the  draught  of  greased  and  un- 
^reased  wheels,  is  determined  by  experience  to  be, 

WITH  ORB  ABB.      WimorT  ORP.AAK. 

On  horizontal  ground,  )  "f^^^  axle-troes.         65  108 

\  Iron  Bof  Glf 

Inclined  ground,  1-24,  \  Wooden        "  96|  162i 

*  \  Iron  ♦*  95  100 

Irons.  The  remaining  iron  parts  of  a  gun-carriage 
nay  be  divided  into  three  classes,  viz.: — Ist.  Those 
rhich  Iserve  to  connect  and  strengthen  the  principal 
•arts,  before  enumerated,  as  the  dssembling-boltSy  strape^ 
nd  bands.  2d.  Those  which  protect  the  wood-work 
"om  wearing  away  at  certain  points,  as  the  trunnionr 
lates  (6),  the  trail-plate  amd  shoe  (7),  and  the  wheeir 


228  ARTILLERY    CARRLA.OE8. aim-CAKSIAQXa. 

guard  plate  (8).  3d.  Those  employed  to  fiwtea  the  im- 
plemeats  to  the  carriage.  The  number  of  the  pieces  of 
the  last  class  depends  upon  the  character  of  the  service  s 
to  which  the  piece  belongs.  In  the  field,  mountain,  and  f 
prairie  carriages,  all  the  implements  necessary  for  the^^ 
use  of  the  piece  are  carried  upon  the  carriage.  Ther^» 
implements  of  the  8iege'<Mirriage  are  carried  in  store- -s^ 
wagons. 

189.  Forc«B  actlBc  on  m  ■nut*carri«va.  As  the  axis  o^^l 
the  bore  intersects  the  axis  of  the  trunnions,  the  entir^^ 
force  of  the  chai^  acting  on  the  bottom  of  the  bore,  in^ 
communicated  to  the  carriage  at  the  trunnion-beds.    Hi-^ 
carri^e  being  constructed  symmetrically  with  r^ard  t>w) 
the  axis  of  the  piece,  we  are  at  liberty,  in  the  following 
discussion,  to  suppose  that  the  wheels,  tnmnion-bed.^ 
and  trail,  are  all  situated  in  the  same  plane,  and  th^ 
the  resultant  of  the  force  of  the  chai^  is  applied  at  the 
point  where  the  axis  of  the  trunniona  pierces  this  plane 

The  action  of  the  force  of  the  charge  is  to  move  the 
carriage  along  the  surface  of  the  ground  (supposed  to 
be  horizontal),  to  press  the  wheels  and  trail  upon  the 
ground,  and  to  rotate  the  carriage  around  the  point  of 
contact  of  the  trail  with  the  ground. 

Let  V  be  the  poaidcHi 
II  of  the  axis  of  the  tnin- 
I  nions,  and  mv  represent 
I  the  amount  and  direetw 
of  the  force  of  the  reco' 
and  e  the  angle  of  fire.      Let  L  be  the  point  of  contt 
of  the  trail  and  ground,  a  the  distance  of  this  point  ft 
the  trunnions,  a  the  angle  which  the  line  joining  t' 
two  points  makes  with  the  horizontal,  G  the  poB 
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of  the  centre  of  gravity,  and  p  its  horizontal  distance 
from  the  point  L. 

J£  mv  be  the  force  of  the  recoil,  H  and  C  the  pressures 
exerted  by  it  upon  the  wheel  and  trail,  respectively,  we 
have  the  relation 

mv  sin.  e=iIi-^0. 

The  horizontal  component  acts  to  overcome  the  fric- 
tion of  the  wheel  and  trail,  and  to  set  the  carriage  in 
motion.  By  making/  the  unit  of  friction,  and  MVthe 
quantity  of  motion  impressed  on  the  carriage,  we  have 

mv  COS.  e=f(C+Ii)+MV; 
or,  by  substituting  the  value  of  H-^-C  from  the  above 
equation,  and  solving  with  reference  to  Vy  we  have 

p7_.  mv(cos.e  — /sin-O), 
M 

ivhich  is  the  velocity  of  recoil. 

As  the  unit  of  friction  of  the  wheel  and  trail  are  not 
exactly  the  same,  the  foregoing  equation  will  not  give  a 
strictly  correct  value  for  V  for  field  and  siege  carriages, 
>3ut  it  wiU  be  correct  for  fortress-carriages  and  mortar- 
leds,  which  do  not  move  on  wheels,  in  recoil 

The  force  mv  also  acts  to  rotate  the  carriage  around 
the  point  L  with  an  effect  proportional  to  its  lever  arm 
Jjdy  which  is  equal  to  a  sin.  doL;  but  sin.  dvL=sm. 
(18(y— (o+d),)  and  the  moment  of  the  force  of  the 
ehai^  with  reference  to  the  trail,  is  mva  sin.  (180**— 

This  moment  being  equal  to  the  moment  of  the  weight 
of  the  piece,  and  the  moment  of  the  quantity  motion  im- 
pressed upon  the  carriage,  or  jP,  we  have 

mva  sin.  (180*— a— 0)=  Wp+F. 
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But  /*= — - — ;  i  being  the  radius  of  gyration  of  the 

gun  and  carriage  taken  with  reference  to  the  triul,  g  the 

force  of  gravity,  and  tv  the  angular  velocity  of  the  gun, 

and  carriage. 

Substituting  this  value  of  jp  in  the  above  equationj 

and  reducing,  we  have 

mva  sin  (180°— a— e)—  Wp 
w=g jp^^— ^. 

With  this  relation  we  can  discuss,  by  giving  differecr 
values  to  o,  a,  a,  and^,  the  effect  of  the  angle  of  fi^r* 
length  of  trail,  position  of  trunnions,  and  centre  ^nj 
gravity,  on  the  stability  of  the  carriage,  or  the  resLBtaa^K 
which  it  offers  to  overturning  by  the  force  of  the  chat^ 
acting  at  the  centre  of  the  trunnions. 


LIMBER 

190.  Object.  Thus  far  a  g^n-carriage  has  been  con- 
sidered only  in  relation  to  the  fire  of  the  piece,  or  as  » 
/wo-wheel  carriage.  To  suit  it  to  the  easy  and  rapid 
transjwrtation  of  its  load,  it  must  he  converted  into* 
_/b(/Awheel  carriage,  which  is  done  by  attaching  it  to  an- 
other two-wheel  carriage  called  a  limber. 

191.  conairncUtta.  The  field-limber  is  oompoaed 
(see  fig.  58),  of  an  axl^ 
tree  (1),  a  forh  (2),  two 
hound->t  (3  3),  a  splinter- 
bar  (4),  two  foot-hoards 
(5  »),  n.pde  (6),  a  pintle- 
hook  and  hey  (7  ),  two^?^- 
yofoff(8),  and  apol€-pad(9). 
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A  side  view  of  this  limber  is  also  shown  in  fig.  59, 
together  with  the  manner  of  attaching  the  rear  carriage 
to  the  pintle-hook. 

Ths  axle-tree.  The  limber  axle-tree  is  made  of  iron, 
imbedded  in  a  body  of  wood,  as  in  the  case  of  the  gun- 
carriage. 

The  fork.  The  fork  constitutes  the  middle  portion 
of  the  limber,  and  is  the  portion  to  which  the  pole  is 
attached.  It  is  formed  of  a  single  piece  of  wood,  one 
end  of  which  is  mortised  into  the  axle-body,  and  secured 
by  the  pintle-hook  bolts,  and  the  other  is  cut  into  the 
shape  of  a  fork,  to  receive  the  tenon  of  the  pole. 

The  hounds.  The  hounds  are  two  wooden  rails  which 
are  bolted  to  the  axle-body  and  splinter-bar.  They 
serve  to  support  the  ends  of  the  limber-chest  and  foot- 
boards, and  also  to  transmit  the  draught  of  the  horses 
to  the  axle-tree.  The  chest  is  secured  by  a  stay-plate, 
situated  at  the  bottom  of  the  cut  in  the  fork,  and  two 
stay-pins,  which  pass  through  holes  near  the  rear  ends 
of  the  hounds. 

The  spUnter^r.  The  splinter-bar  is  a  piece  of  wood 
placed  cross-wise  with  the  pole,  and  is  firmly  secured  to 
the  fork  and  hounds.  It  has  four  hooks,  to  which  the 
traces  of  the  wheel  horses  are  attached. 

The  pole.  The  pole,  or  tongue,  is  employed  to  regu- 
late the  motion,  and  give  direction  to  the  carriage.     The 
of  attachment  of  the  rear  carriage  being  near  the 
and  there  being  no  sweep-bar,  the  weight  of 
is  mostly  supported  by  the  collars  of  the  rear 
;  it  should  therefore  be   made  of   strong,  light 
^  jd — ash  is  generally  used  for  this  purpose. 

As  the  pole  is  liable  to  be  broken  in  service,  the 
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method  of  attaching  it  to  the  fork  should  be  such  that 
the  fragments  can  be  promptly  removed,  and  a  new  pole 
inserted. 

Tlie  footrboarda.  The  foot-boArds  are  secured  to  the 
fork  and  hounds  in  a  proper  position  for  the  feet  of  the 
cannoniers  to  rest  upon,  while  riding  upon  the  limber- 
chest. 

The  pmde-lwok.  The  pintle-hook  is  a  stout  iron  hook 
firmly  fastened  to  the  rear  of  the  axle-tree,  for  the 
purpose  of  attaching  the  rear  carriage.  This  mod 
of  attachment  is  simple^  strong^  and  fleanUe — qualiti 
which  are  essential  to  rapid  movements  and  great  en 
durance.  The  point  of  the  hook  is  perforated  with 
hole  for  the  pintle-key ^  which  prevents  the  carriages  fro; 
separating  while  in  motion. 

In  the  old  system  of  field-carriages,  the  operation  < 
limbering  and  unlimbering  was  so  difficult,  that  a 


called  a  "  prolonge,''  was  used  to  connect  the  gun-c^k.^- 
riage  and  limber,  in  action.  This  implement  is  st&JI 
retained,  but  the  same  necessity  does  not  exist  f^wr 
using  it. 

192.    Tnmiiiv.    AH  field-carriages   should  admit       of 
being  turned  in  the  shortest  possible  space.     This  ^3e- 
pends  upon  the  size  of  the  front  wheels,  the  distairmoe 
between  the  front  and  rear  axle-trees,  the  position  of  fcie 
pintle,  and  the  thickness  of  the  stock  at  the  point  wh^sne 
the  front  wheel  strikes  it.     Notwithstanding  that  tie 
front  wheels  are  made  higher  in  the  present  system  of 
field-carriages  than  the  Gribeauval  system,  which  pre- 
ceded it,  the  carriages  of  the  former  have  greater  fiadUity 
of  turning,  in  consequence  of  the  diminished  thickness 
of  the  stock. 
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193.  TmeiL.  By  track  is  understood  the  distance  be- 
tween the  furrows  formed  by  the  wheels  in  the  ground. 

It  is  important  that  the  track  should  be  the  same  for 
all  carriages  likely  to  travel  the  same  road,  in  order  that 
the  wheels  of  one  carriage  may  follow  in  the  furrows 
formed  by  those  of  its  predecessor,  and  thereby  prevent  a 
loss  of  tractile  force.  The  track  of  artillery  carriages  is 
5  feet,  and  the  extreme  length  of  the  axle-tree  is  6| 
feet  for  field,  and  6  J  feet  for  siege-carriages. 

194.  Load.  As  the  forward  wheels  of  a  carriage  form 
the  ruts,  they  should  support  a  smaller  portion  of  the 
load  than  the  rear  wheels:  in  field-carriages,  the  pro- 
portion is  as  Pwo  to  three. 

195.  ijewkigOk  of  stock.  The  length  of  the  stock  deter- 
mines the  distance  between  the  front  and  rear  wheels. 
The  longer  this  distance  is,  the  greater  will  be  the  space 
required  to  turn  the  carriage  in,  and  the  greater  will  be 
the  effort  necessary  to  pull  the  carriage  over  a  sharp 
elevation  of  the  ground. 

196.  Wiieclt.  All  wheels  of  an  artillery  carriage 
should  be  of  the  same  height,  to  permit  of  interchange, 
and  to  make  the  line  of  traction  parallel  to  the  ground. 

197.  l^iOckUMf  WliecK  The  work  of  holding  back  a 
carriage,  on  descending  ground,  devolves  on  the  pole- 
horses.  When  the  descent  is  very  steep,  and  the  load 
large,  they  are  relieved  of  a  portion  of  this  work  by 
attaching  a  chain  to  one  of  the  rear  wheels,  in  such  a 
manner  as  to  prevent  it  from  turning,  and  thereby 
changing  the  friction  on  the  axle-arm  to  friction  on  the 
ground*  In  field-carriages,  one  end  of  the  locking-chain 
is  secured  to  the  stock  by  the  assembling-bolt,  and  the 
other  is  passed  around  the  felloe,  and  secured  to  itself 
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by  a  key.  In  siege-carriages,  where  the  load  is  mndi 
heavier,  a  shoe  is  attached  to  the  chain,  upon  which  the 
wheel  rides.  This  prevents  the  tire  from  being  worn 
and  the  wheel  from  being  strained ;  at  the  same  time, 
the  operation  of  locking  and  unlocking  can  be  per 
formed  without  stopping  the  carriages. 

FIELD-CARRIAGES. 

198.  KiMiit.  The  carriages  pertaining  to  the  field 
service,  are  the  gurircarriage^  the  caisson^  the  trav^ing- 
forge,  and  the  battery-wagon.  The  same  limber  is  used 
for  all  the  field-carriages,  with  the  exception  of  the  in- 
terior arrangement  of  the  cke^tj  which  is  adapted  to  the 
kind  of  the  carriage  to  which  the  limber  is  attached. 

199.  Gpn-carria»e«.  Field-carriages  are  characterized 
by  great  lightness,  strength,  and  mobility.     They  are, 

The  G'pdr.  gun  and  I2'pdr.  howitzer  carriage. 

The  Vlpilr.  gun  (light)  and  the  2^pdr.  howitzer  can 
riage. 

The  \2-pdr.  gun  {heai'g)  and  the  32jw/r.  howitzer 
carriage* 

These  carriages  are  of  similar  construction,  the  only 
difference  being  in  the  size  and  strength  of  the  several 
parts.     The  first  is  mounted  on  light,  or  No.  1  wheels 
and  the  second  and  third  on  No.  2,  or  heavy  wheels 
Attached  to  each  carriage  are  the  following  named  ii*^* 
pletnents,    viz.,  two  rammers    and  sponges,  two  traiJ-* 
handspikes,  one  worm,  one  sponge-l)ucket,  one  tar-bucke*'i 
one  watering-bucket. 

♦  The  10-pdr.  Parrott  and  the  3-in.  rifle  guns  are  mounted  on  the  6-pdr.  carriag^'' 
and  the  20-p>dr.  Parrott  rifle-prun  is  mounted  on  the  12-pdr.  (beavr)  carriage. 


'  200. 


.  Thee 


*  used  t 


transport  amnui- 
nition;  and  in  light  field- batteries,  there  iBoiie  caisson  to 
each  piece,  in  heavy  batteries  there  are  two.  The  am- 
monition  is  contained  in  three  chests — two  mounted  on 
the  liody,  and  one  on  the  limher.  The  number  of  rounds 
for  each  chest  varies  with  the  calibre  of  the  piece,  as 
follows,  viz. : 

6-pdr.  gun,  and  3-inch  rifle-gun. 

112-pdr.  gun, 
l"2-pdr.  howitzer,  .  .  -  ,39 
24-p(lr.  howitzer, .  .  ,  .  Uli 
32-pdr.  howitzer,       .         -  .15 

The  whole  numlier  of  roiuids  ftir  each  piece  may  be 
ascertained  by  multiplying  the  above  numbers  by  four. 
The  caisson  is  composed  of  a  bodi/,  and  a  Umber.  See 
■£^  59.     The  body  is  comjiosed  of  one  middle  and  two 
ide  rails  (1),  one  stock  (2),  aud  one  axle-tree  (3).     It 


50 
32 


Sarries  two  ammunition-chests  (4,  5),  a  upare  wheel  ((3), 
A'hich  fits  upon  an  ii-on  axle-arra  attached  to  the  rear 
?nd  of  the  middle  rail,  one  spare  pole  (7),  fastened  to 
the  under  nido  of  the  stock,  and  a  spare  handMpike.  The 
are  articles  are  needed  to  i-eplace  broken  jtarts. 
jLThe  caisson  also  carries  a  felling-axe,  shovel,  and  pick- 
\  to  remove  obstructions,  repair  roads,  <fcc.,  a  tarpan- 
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Un  strapped  on  to  the  limber-cheat,  a  tar-hiu^cet,  and  a 
toaiering-inuihet. 

201.  Tr»T«iiiB«.ft»ri;«.    The  travelling-forge  is  a  com- 
plete  blackemiith's  eatabliahment,  which  aooompanies 
the  battery  for  the  purp(»eB  of  makiiig  repairs  and  cihoe- 
iug  horees.    It  couBistB  of  a  body,  upon  which  is  con- 
structed the  bellows-house,  «&c.,  and  the  limber^  which 
supports  the  stock,  in  transportation.    The  body  (see 
fig.  60)  is  composed  i 
of  two  rails  (1),  a 
stock  (2),  and    an 
(jude-tree   (3).     The 
Idlows-hovse  is  di- 
vided into  the  bd-  ' 
hws^oom  (4),  and  Fig.  M. 
the  irojiTOom  (5).     Attached  to  the  back  of  the  house 
is  the  coalrbox  (6),  and  in  front  of  it  is  the  fir&place  (7^  - 
From  the  upper  and  front  part  of  the  bellows,  an  a»r-- 
pipe  (8)  proceeds  in  a  downward  direction  to  the  aiw^' 
box,  which  is  placed  behind  the  fire-place.    The  visa  (*  ~y 
is  permanently  attached  to  the  stock,  and  the  anv^-Z^ 
when  in  use,  is  supported  on  a  stone  or  log  of  woo*^-, 
and  when  transported  is  carried  on  the  hearth  of  tfci*.  ■^ 
fire-place.    The  remaining  tools  are  carried  in  the  lii 
ber-chest.     When  in  working  order,  the  point  of  tl 
stock  is  supported  by  a  prop  (10). 

202.  Batierr-wmsoH.    The  battery-wagon  is  employ 
to  transport  the  tools  and  materials  for  repairs.    AmoD^^s 

the  tools  are  thoae  for  carriage-makers,  saddlers,  armor 

ers,  and  laboratorians'  use,  scythes  and  sickles  for  cut- 
ting forage  and  spare  implements  for  the  service  of  the 
piece. 


/ 


KOtntTAIir   CA.BBIAOX. 


ke  body  (1)  of  the  batten'-wagon  (sep  fie.  61)  is  a 
(  rectangular  box,  covered  with  a  roof  of  painted 


and  tu  the  Ijiiek  \>iui  is  attached  a.  rark  (2)  for 
ttg  forage.  The  bottom  of  the  body  is  formed  of 
^dle  and  two  side  rails,  resting  on  a  stock  and 
!,  as  in  the  travelling-forge, 
tools  and  materials  of  the  battery-wagon  are 
illy  packed  in  the  manner  prescribed  by  tlie  Ord- 
!  Manual,  in  order  that  no  difficulty  may  he  expe- 
led  in  finding  a  particular  article  when  wanted, 
pmaller  ai-ticles  are  carried  in  boxes  jtroperly  let- 
L  and  numbered. 

le  travelling-forge  and  battery-wagon  are  not  con- 
j'  to  the  8er%"ice  of  field-liatteries,  but  are  used  with 
fi^^je^l-coast  carnages,  as  occasion  may  require. 

\.  Rcqnirementi,  &c.  The  mountain-howitzer  car- 
ehoald  be  light  enough  to  be  carried  on  the  back 
pack  animal,  and  the  axle-tree  should  be  short 
fh  to  pennit  it  to  pass  through  very  narrow  de- 
differs    in    construction    from    the    field-carriage, 
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inafimucli  as  the  stock  and  cheeks 
(1)  (fig.  62)  are  formed  of  the  same 
piece,  by  hollowing  out  the  head  of 
the  stock.    The  wheels  are  thirty- 
Fig.  62.  eight  inches  in  diameter,  and  the 
axle-tree  is  made  of  wood,  the  arms  being  protected  . 
from  wear  by  *jfcca?w,  or  strips  of  iron. 

The  distance  between  the  wheels  is  about  equal  i 
their  diameter.    It  is  arranged  for  draught  by  attack 
a  pair  of  shafts  to  the  trail.    The  pack-saddle  and  it£ 
harness  are  constructed  to  carry  severally,  the  howitze^^^ 
and  shafts,  the  carriage,  or  two  ammunition  chests,  or  i^^A 

enables  an  animal  to  draw  the  carriage,  with  the  howil i — 

zer  mounted  upon  it. 

A  portable  foi^  accompanies  each  mountun  batter^^^ 
and  is  so  constructed  that  it  can  be  enclosed  in  tw~4:> 
chests,  and  carried,  with  a  bag  of  coal,  upon  the  pac^f:- 
saddle. 

PRAIRIE-CARRIAGR 

S04.  DewripUon,  Ac.  The  prairie-carriage  is  deaign^»«3 
to  carry  the  mountain-howitzer,  and  is  similar  to  tlK.« 
mountain-carriage  in  the  form  and  combinaticoi  of  ift^ 
parts ;  but  being  exclusively  intended  for  draught,  tt^e 
axle-tree  is  made  of  iron,  the  wheels  are  made  higk^'i 
and  the  distance  between  them  greater  than  in  -fclse 
mountain-carriage.    It  has  a  limber,  and  ia  drawn   1>J 
two  horses  abreast,  as  in  field-carriagea    The  ammim-'- 
tion  is  packed  in  mountain  ammunition  chests,  two  o^ 
which  are  carri«'d  on  the  limber,  and  the  remainder  in 
a  covered  cart,  of  peculiar  construction,  or  packed  oD 
animals,  as  in  the  mountain  service. 


^^^                 SIEGE-CARRIAGES.                                  ^M 

^B     205.  Kinds  of.  The  aiege-carriageH  are                                    ^^M 

^1     The  2-i-pd/:  ijun  and  S-inck  howitzer  catTiage.                       ^^H 

^B    The  IS-pdr.  gunrcarriage.                                           ^^^^^k 

H     Th^i  V2-pdr.                                                                    ^^^^H 

^P     The  mortar-wagon.                                                        ^^^^^^^k 

H     The  limber.                                                                         ^^^H 

H     Tlie  inortar-bed.                                                                          ^H 

r     206.  OnB-carrlace.   Tlie  conatniction  of   the   siege-           ^H 

gun  carriage  is  siniUar,  in  most  of  its  details,  to  the  field-           ^H 

gun  carriage.     It  difters,  however,  in  the  greater  strength           ^H 

of  the  parts,  and  in  the  mode  of  attaching  to  the  lim-           ^H 

ber,  and  by  the  absence  of  the  parts  used  for  carrying           ^H 

nthe  implements.                                                                                 ^H 

^P    The  position  of  the  trunnion-beds  is  such  that  when           ^H 

Iphe  carriage  is  Umbered  up,  the  weight  of  the  ])iece  is           ^H 

tlirown  tiK)  much  on  the  reai-  wheels  for  convenience  of           ^H 

transportation :  another   set  of  trunnions  is  therefore           ^H 

form 
1  i&t 

■SB^M 

rthe           1 

hem 

ran- 

ed  at  the  rear  end  of  the  cheeks,  by  enlargin. 
8  of  the  cheek-bolts,  and  the  piece  is  shifted  to 
ansportation.     They  are  called  the  "  travelling 
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nionsy  See  (1)  fig.  63.  The  breech  of  the  piece 
in  a  groove  formed  in  a  block  of  wood,  called  the  "  ia^ 
eter^^  (2) ;  and  the  elevating  screw  is  disposed  of  bj 
reversing  it  in  its  nut.  To  prevent  it  from  nnscrewing 
by  the  motion  of  the  carriage,  one  of  the  handles  k 
slipped  through  a  leather  loop  attached  to  the  under 
side  of  the  stock. 

207.  E'tmber.  The  same  kind  of  limber  is  used  for  all 
siege-carriages.  It  is  composed  of  a  fork  (4),  the  pole 
(5),  the  axle-tree  (6),  the  pintle  (7),  the  hownda  (8),  the 
spUnter-bar  (9),  and  the  friction^rde  (10),  one  end  of 
which  is  only  represented  in  the  figure. 

The  fork  constitutes  the  main  part  of  this 
and  to  it  are  attached  the  pintle,  the  pole,  the 
bar,  the  axle-tree,  and  the  friction-cirde. 

As  this  carriage  is  not  subjected  to  the  shodk  rf 
firing,  the  axle-tree  is  not  imbedded  in  wood  to  give  it 
stiflFhess,  as  in  the  gun-carriage. 

The  pintle  is  placed  far  enough  in  rear  of  the  centre 
of  the  axle-tree  to  enable  the  weight  of  the  stock  of  the 
gun-carriage  to  act  as  a  counterpoise  to  the  pole,  and 
give  it  steadiness  when  the  carriage  is  in  motion.  The 
friction-circle  acts  as  a  sweep-bar  for  the  *A^  of  the  tnul 
to  rest  upon  when  the  limber  turns  around  its  pintle. 
The  attachment  of  the  two  carriages  is  secured  by  a 
lashing  chain  and  hook. 

208.  ]iiortar^wa«oii.  The  mortar-wagon  is  employed 
to  transport  siege  projectiles,  mortars  and  their  beds,  and 
spare  guns. 

It  is  composed  of  a  limber  and  body.  The  body  con- 
sists of  two  middle-rails,  united  so  as  to  form  the  stoii, 
and  two  side-rails.     These  pieces  rest  upon  the  axle-tree, 
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Dd  are  strongly  connected  together  by  cross  pieces  of 
rood  and  straps  of  iron.  At  the  rear  of  the  body  is 
laced  a  windlass,  which  aids  in  mounting  guns  aod 
lortars.  Stakes  are  placed  around  the  sides  of  the 
ody,  to  sustain  the  side  and  end  boards  which  are  used 
L  transporting  projectiles. 
209.  M*riar-bed.  The  lightness  of  the  mortar,  and 
le  high  angle  under  which  it  is  fired,  render  it  unsafe 
>  be  fired  frcnu  a  carriage ;  it  is,  therefore,  mounted  on 
bed,  which  rests  directly  on  a  platform. 
The  sie^  mortar-bed  is  made  of  a  single  piece  of  cast 
iron,  of  a  form  shown  in 
tig.  64.*  The  different 
parts  are,  the  cheeks  (1), 
and  the  front  and  reair 
transoms  (2,  8),  shown  in 
Kg.  64.  broken  lines.    To  the  front 

■anaom  is  attached  a  wooden  bolster,  upon  which  rests 
le  quoin,  or  wedge,  used  in  sustaining  the  piece  at  the 
roper  elevation.  From  the  outer  sides  of  the  cheeks 
reject  four  pieces,  called  manoeuvring  bolts,  to  which 
andspikes  are  applied  in  moving  the  bed,  when  point- 
ig  the  piece. 

210.  VUaxorm.  To  insure  accuracy  of  fire  with  heavy 
ims  and  mortars,  it  is  absolutely  necessary  that  their 
arrives  and  beds  should  rest  upon  solid  and  sub- 
tantial  platforms. 

The  platforms  for  si^^e-pieces,  being  transported  with 
n  army,  should  have  the  greatest  lightness,  compatible 
rith  strength  to  endure  the  shocks  of  long-continued 

*  The  bed!  for  all  ths  new-pattern  nii>rt>ra  are  made  oT  wrought  iron — boiler 
lale  and  rolled  bun  fiuteoed  together  bj  ecrew-bolta. 
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firing.  They  are  composed  of  a  certiun  number  of  piece*? 
of  wood ;  and  in  order  that  these  pieces  may  be  carriecp 
cm  the  backa  of  soldiers  from  the  depot  to  the  batterys 
the  weight  of  the  heaviest  piece  should  not  exceed  fift^ 
pounds.  Si^e-platforms  consist  of  deeper*  (1),  (fig 
65),  and  deckplank  (2).  The  general  direction  of  thm 
sleepers  is  parallel  to  the  axis  of  the  piece,  and  tha 
deck-plank  at  right  angles  to  it;  this  disposition  ol 
the  parts  offers  the  greatest 
resistance  to  the  recoil  of  the 
carriage.  The  deck-planks  are 
fastened  together  at  their 
edges  by  dowels ;  the  outer  ^^^^^"^^^ 
planks  are  seoired  by  iron  eye-pins,  one  at  each  eod 
of  a  sleeper.  The  platform  is  secured  in  its  place 
by  driving  stakes  around  the  edges. 

There  are  two  principal  platforms  for  the  sie^&^errioe, 
viz.,  the  ^«7i-platform,  and  the  mortor-platform.  He 
former  is  composed  of  twelve  sleepers  and  thirty-au 
deck-planks;  the  mortar-platform  of  six  sleeperB  an< 
eighteen  deck-planks. 

A  simple  and  strong  mortar-platform,  called  the  ra 
phtfo/Tti  may  be  used  where  trees  or  timber  eui 
easily  procured.  This  i^  composed  of  three  daec 
and  two  rails,  secured  by  driving  stakes  at  the  au' 
and  at  the  rear  ends  of  the  rails.  The  nuls  are  p)/ 
at  the  proper  distance  apart  to  support  the  ebee^ 
the  l>eil. 
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W                  SEA-COAST  CARRIAGES. 

■      211.  ciANlflcaUoa.    Sea^Mast  carriages  are   dinded 
into  barbette,  casemate,  and  flanhdefence  carriagfs,  de 
pending  upon  the  part  of  a  work  in  which   they  are 

H    219.  nM«rlal.  Heretofore,  ne-arly    all   sea-coaat   oar- 
^Kages  were  made  of  wood;  but  in  coiiseqiience  <tf  the 
^peat  difficulty  of  preserving  this  luaterijil  from  decay, 
^Bpecially  when  exposed  to  the  dampness  of  caaeniatesi, 
^B  has  been  determined  to  re])lace  it  by  wrought-iron ; 
Hnd  strong,  cheap,  and  manageable  carriages  have  been 

devised  and  tested  for  this  service. 
The  principal  feature  in  the  construction  of  the  new 

carriages,  is  a  peculiar  combination  of  boiler-plate  and 

rolled  beams,  which  gives,  with  retjuisite  lightness,  great 

strength  and  stiffiiess  to  the  important  parts. 

posed  of  two  principal  parts,  viz.,  the  gun^arriuge  (1),           ^| 
and  the  cluuffi^  (i'),  (fig.  GG).                                                        ^^ 

to, I 

Fig.  (i6. 
in-rarriag^.    The  purpose  of  the  giin-carriuge  1 
jjjwrt  the  piece,  it  should  he  so  constructed 
)iecti  can  be  elevated  or  depressed,  in  aiming  ; 

tkat           ■ 
aiid           ^H 
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run  into  and  out  of  battery,  in  firing.    The  term  "  in 
battery,^  as  applied  to  sea-coast  guns,  refers  to  the  posi — 
tion  which  the  piece  occupies  when  it  is  ready  to 
fired — ^in  casemate  pieces  the  muzzle  must  be  in  th 
throat  of  the  embrasure,  and  in  barbette-pieces^  directl 
over  the  superior  slope  of  the  parapet. 

The  gun-carriage  is  composed  of  two  ckeeks,  held 
gether  by  iron  straps,  called  tranaome. 

Each  cheek  is  formed  of  a  piece  of  boiler-plate,  cut 
a  triangular  shape,  and  stiffened  by  rihs^  made  by  bolt- 
ing trough-beams  to  the  inner  sides  of  the  cheeka. 
Three  trough-beams  are  placed  on  each  cheek,  in  such 
positions  as  will  best  resist  the  strains  imposed  on  it 
These  are  shown  by  the  broken  lines  of  the  figure.  The 
form  of  the  transom-straps  is  shown  at  (3) ;  the  ends, 
which  are  bent  at  right  angles  to  the  body  of  the  strap, 
are  pierced  with  holes  for  the  screw-bolts,  which  secure 
them  to  the  cheeks. 

Trunnion-plates  are  placed  on  the  top  of  the  cheeks, 
for  the  trunnions  to  rest  in ;  and  the  bottom  of  each 
cheek  rests  upon  a  plate,  called  the  shoe.  The  move- 
ment of  the  carriage  to  and  fix>m  battery,  is  r^nlated 
by  a  pair  of  eccentric  fnaruBuvrin^-wheeh  (4),  which 
are  placed  underneath,  and  a  little  in  front  of  the  centre 
of  the  trunnions. 

When  it  becomes  necessary  to  check  the  recoil  of  the 
gun-carriage,  the  wheels   are  thrown  otU  of  gear  bj 
means  of  a  handspike,  and  the  forward  part  of  the  cai 
riage  moves  on  sliding-friction ;  when  it  becomes  neoe 
sary  to  move  it  to  battery,  the  wheels  are  thrown  ur 
gear^  and  the  carriage  moves  on  rolling-friction. 

Mevaiing-acrew.    The  elevating-screws  of  sea-cc 
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carriages  are  of  two  kinds.  One  is  worked  by  a  geared 
nut,  whick  is  made  to  revolve  by  a  bevelled  spur-wkeel, 
attacked  to  one  end  of  a  skaft  at  rigkt  angles  to  tke 
ckeek.  Tke  otker  end  of  tke  skaft  projects  from  tke 
rigkt  side  of  tke  carriage,  and  is  armed  witk  a  kandle 
Iiaving  four  hranchea  (5).  Tkis  screw  is  used  for  low 
angles  of  elevation.  In  pieces  witkout  preponderance, 
a  simple  kandspike  and  fulcrum  are  all  tkat  is  required 
to  elevate  and  depress  witk  facility.  Elevating-screws 
are  supported  by  iron  trougk-beams,  tke  ends  of  wkick 
are  fastened  to  tke  ckeeks  by  screw-bolts. 

^EJlevating-arc.  Tke  devating-arc  (8)  is  made  of  brass, 
and  attacked  to  tke  upper  edge  of  tke  rigkt  ckeek  by  a 
joint,  wkick  allows  it  to  be  folded  down  when  not  in 
iise.  It  is  graduated,  by  means  of  a  mark  on  tke  base- 
xing,  and  is  employed  to  measure  tke  elevation  of  tke 
piece.  It  may  be  also  used  for  giving  direction  to  tke 
piece  by  sigkting  along  its  inner  surface  and  tke  ex- 
tremity of  tke  rimbase. 

Chassie.  Tke  ckassis  is  tke  movable  railway  along 
^^?vkick  tke  gun-carriage  moves  to  and  from  battery.  It 
is  composed  of  two  long  i  skaped  wrougkt-iron  rails 
:fa8tened  togetker  by  transom-straps,  as  in  the  gun- 
c^arriage.  To  retard  tke  recoil  of  the  piece  when  fired, 
And  to  facilitate  its  motion  to  battery,  the  rails  are  in- 
cjlined  from  the  front  to  tke  rear,  at  an  angle  of  1  upon 
20. 

To  permit  tke  ckassis  to  be  moved  korizontally,  and 
tkereby  to  give  tke  proper  direction  to  tke  piece  in 
aiming,  it  is  supported  on  traA)€r8€-wheeU  (6,  6),  wkick 
roll  upon  circular  plates  of  iron,  fastened  to  tke  floor  of 
tke  battery,  called  traverae^rclee. 
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The  motion  of  the  gun-carriage  is  checked,  in  front 
and  rear,  by  pieces  of  iron,  riveted  to  the  top  of  the 
rails,  called  hnrtere  and  counter-hurtera  (7,  7);  and  it  is 
prevented  from  slipping  off  sidewise,  by  pieces,  called 
guides^  bolted  to  the  inner  sides  of  the  cheeks. 

Pinde.    The  pintle  is  the  fixed  centre  aroiind  whicli 
the  chassis  is  traversed.     It  is  formed  of  a  stout  piece 
of  iron,  strongly  secured  to  masonry,  if  the  battery  be  a 
fixed  one,  or  cross-pieces  of  timber  bolted  to  a  platfom 
of  timber  which  is  imbedded  in  the  ground,  if  it  be  of  a 
temporary  nature.     In  casemate  batteries,  the  pintle  \a 
placed  immediately  under  the  throat  of  the  embrasure, 
and  the  chassis  is  connected  with  it  by  a  stout  strap  of 
iron,  called  the  tongue.    The  muzzle  of  the  piece,  when 
in  battery,  is  situated  in  the  throat  of  the  embrasure — 
a  position  which,  taken  in  connection  with  that  of  the 
pintle,  gives  the  greatest  horizontal  field  of  fire. 

In  the  ordinary  barbette-carriage,  the  pintle  is  gener- 
aUy  placed  under  the  centre  of  the  front  transom  of  the 
chassis ;  but  in  the  columbiad-carriage,  it  is  placed  un- 
der the  centre  of  the  middle  transouL  In  the  first  case 
the  horizontal  field  of  fire  is  limited  to  150*;  and  the 
front  traverse-wheels  are  dispensed  with.  In  the  co- 
lumbiad-carriage, the  piece  sweeps  the  entire  horizon, 
and  the  chassis  is  supported  at  a  point  where  it  is  sub- 
jected to  a  very  great  strain  when  the  piece  is  fired  as  a 
mortar. 

The  barbette-pintle  can  be  made  movable  by  attach- 
ing it  to  a  frame  running  upon  a  railway,  situated  along 
the  foot  of  the  parapet.  This  affords  the  means  of  con- 
centrating an  increased  number  of  pieces  upon  the  fix>nt 
of  attack,  or  of  protecting  them  fix>m  an  enfilading  fire, 
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by  removing  them  mider  the  shelter  of  traverses.  This 
plan  is  employed  in  the  Austrian  service. 

Prop^  dkc.  Props  are  attached  to  the  rear  extremi- 
ties of  the  colnmbiad-barbette  chassis-rails,  to  prevent 
the  chassis  from  being  tipped  up  when  the  gun-carriage 
recoils  with  violence  against  the  coimter-hurters ;  and 
hooks  are  placed  along  the  web  of  the  chassis-rail  for 
the  attachment  of  the  handspikes  when  they  are  not  in 
use. 

214.  »!■*»  The  different  sea-coast  carriages  are 

JSarbette. 
One  for  15-inch  columbiad. 
•       "       10-inch         ** 
^        S-indi         " 

^        Scinch  howitzer,  42-pdr.  and  82-pdr.  gims. 
^       24-pdr.  and  all  smaller  guns. 

Casemate. 
One  for  8-inch  columbiad  and  42-pdr.  gun. 
^      32-pdr.  gun  and  24-pdr.  gun. 
"      24-pdr.  howitzer — ^flank  defence. 

The  carriage  for  one  calibre  can  be  altered  to  fit  that 
^^  another,  by  changing  the  trunnion-plates  and  transom- 
^^^^^ps.  The  parts  of  all  the  carriages,  as  far  as  practica- 
*^^^,  are  made  to  interchange  with  each  other.* 

.  ^   Bj  a  late  amngementi  the  8  and  lO-in.  oolumbiads  can  be  mounted  on  trooi 
^^tle  barbette-carriagea,  and  the  10-in.  columbiad  is  mounted  in  casemate  batteries. 
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CHAPTER  V. 
MACHINES  AND  IMPLEMENTS. 

315.  4Mtiect.  Artillery  machines  are  employed  to 
mount  and  dismount  cannon  from  their  carriages,  and 
to  transport  artillery  material  from  one  part  of  a  wori 
to  another.  They  comprise  the  ^in,  the  aUng-cart,  the 
casenuUe-truck,  the  }uind<art,  the  lifiing-Qock,  and  the 
lewr-jack.  * 

216.  oih.  a  ^n  is  a  tripod  formed  of  ash  (v^mee 
poles.  Two  of  the  poles  are  joined  tt^ether  by  two 
croa»bara  of  wood  or  iron  (1,  2),  see  fig.  67,  ttdve 
called  the  legs.  The  third  is  called 
the  pry-pole,  and  is  used  in  elevating 
the  gin  to  its  proper  position.  The 
hoisting  apparatus  is  supported  by  a 
devis  which  is  secured  by  the  bolt 
which  unites  the  legs  and  pry-poles ; 
it  consists  of  two  sets  of  iron  blocks, 
through  which  is  rove  a  rope  called  Hg.  6i. 

the  faU,  and  which  is  wound  around  the  tprndloM  (S^V 
The  windlass  is  worked  by  two  handspikes  which  fi.i 
into  brass  sockets,  one  at  each  extremity  of  the  wind- 
lass ;  the  operation  of  the  handspikes  is  made  continuous 
by  the  action  of  the  pawl  of  the  socket  on  the  ratcbrt 
of  the  windlass.     The  piece  to  be  raised  is  attached  to 
the  hook  of  the  lower  block,  by  a  stout  rope  caUed  t 


ding,  which  passes  around  the  knoh  of  the  cascable 
ind  a  ])iece  of  wood  projecting  from  the  muzzle. 

Jiind9.  There  are  three  kinds  of  gins,  viz. :  the  gar- 
rison gin,  the  casemate  gin,  and  the  ^Id  and  siege  gin. 
The  last  mainly  differs  from  tlie  others  in  the  smaller 
'feize  and  lesger  strength  of  its  parts ;  the  casemate  gin  is 
not  so  tall  as  the  garrison  gin,  on  account  of  the  low- 
of  the  casemate  roofs  under  which  it  is  used ;  in  all 
other  respects  the  two  are  alike. 

217.  Sllna-cBri.  A  sling-oart  is  comiwsed  of  two 
■heels  of  large  diameter,  an  axle-tree,  a  tongve,  and  the 
listing  apparatus  ;  and  is  intended  to  transport  cannon 
id  their  carriages.  Tliere  are  two  kinds,  viz. :  the 
wooden  slinrr-cart  and  the  iron  sling-cart. 

The  wheels  of  the  wooden 
sling-cart  are  eight  feet  in 
diiiineter,  (figure  68.)  The 
\\<  listing-apparatus  is  a  screio 
{ 1  I,  which  passes  vertically 
through  the  wooden  axle- 
tree,  and  is  worked  hy  a  nut 
Fig-  cs.  with  long  handles  {'!).     The 

:  part  of  this  screw  is  terminated  with  two  hooks, 
f  which  are  fastenetl  the  chains  and  tmnnioTlrrimjfi  (3), 
"he  breech  of  the  piece  is  sustained  hy  the  cascaMe 
ain  (4 ).  A  piece  may  be  also  raised  by  surrounding 
it  with  a  chain,  fiistenlng  the  chain  to  the  h/x>kt  (5,  5), 
and  depressing  the  tongue,  which  acts  as  the  long  arm 
f  the  lever. 

Iron  sling-cart.    The    iron  sling-cart  is  smaller  than 

Jie  wooden  one,  and  is  em])loyed  to  transport  cannon 

si^-ti-enches,  (fee.  (figure  69.)     The  weight  is  at- 


HAOHIirBS   AND   DfPLEMEirrs. 

I  tached    by  a   cliam   or  Tope  tac^k^o 
the  hook  (1),  and   is  raised  ln^    <r 
pressing    down    the  tongue  (3)  ^^\ 
which  is  made  of  wood.     When^sn 
eling-carts  are  to  be  moved,  they^-sy 
are  attached  to  the  pintle  of  a  fielc^  J^j 
or  siege  limber. 
218.  Cmavrnmit  triMk.  The  casemate  tmck  (see  fig.  TO^aj 
is  composed  of  a  stout  frame  of  wood  mounted  on  thrr  .  m^ 
barbette  traverse-wheels,  and  is  employed  to  move  caEx< 
non  and  carriages  through  postema  and  along  casemate         i 
galleries.  1 

Two  of  the  wfaeela  an  ^ 

placed  at  a^  and  one  at  h; 
the  latter  tnma  around  a  ver- 
tical axis,  when  the  direo- 
**  "*'  tion  of  the  truck  is  changed 

by  the  handle  (c).    The  rings  shown  in  the  figure  are 
for'  the  purpose  of  attaching  drag-ropee. 

219.  Ldnini-jack.  The  lifting-jack  is  a  small  but 
powerfiil  screw,  worked  by  a  geared  nnL 
It  is  \iseful  when  the  space  for  manceav- 
ring  is  small,  and  the  number  of  rnxm  is 
limited.  If  the  weight  to  be  raised  is 
sufficiently  high,  the  lifting  power  is  ap- 

««■  "■  plied  at  the  top  (a),  fig.  71;  if  it  be  kwr, 
it  is  applied  at  the  foot  (b). 

220.  i-erer^mch.  The  lever-jack  is  another  but  less 
powerful  apparatus  for  lifting.  It  consists  of  a  lever 
of  wood  (a),  fig.  72,  resting  on  a  hdt  (c),  which  passes 
through  holes  in  two  vprighta  (b).  The  height  of  the 
bolt  is  varied  by  passing  it  through  difiisrent  holes  in 
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the  uprights  (eight  in  num- 
ber), and  the  power  of  the 
lever  is  r^ulated  by  a  notch- 
^'  ed  piece  of  cast  iron  screwed 

to  the  under  side  of  the  lever 

221.  Treneiicaii.  The  trench  cart  is  a  common  hand- 
cart, employed  principally  in  the  transportation  of  am- 
munition in  siege-trenches.  In  the  Crimea,  trained 
pack-mules  were  employed  in  transporting  ammunition 
and  other  supplies,  from  the  depots  to  all  parts  of  the 
trenches. 


IMPLEMENTS  AND  EQUIPMENTS. 

Artillery  implements  and  equipments  are  employed 
in  loading,  pointing,  and  firing  cannon,  and  in  the  ma^ 
ncBuvre  of  artillery  carriages. 

222.  lisadteg*  The  implements  for  loading  cannon  are, 

1st  The  rammer-head  (1)  (fig.  73),  is  a  short  cylin- 
drical piece  of  beech 
or  other  tough  wood, 
^  ''^  fixed  to  the  end  of  a 

long  stick  of  ash  (3),  called  a  staffs  and  is  employed  to 
push  the  charge  to  its  place  in  the  bore  or  chamber  of 
a  cannon. 

2d.  The  eponge  is  a  wooUen  brush  (2),  attached  to  the 
end  of  a  staff^  for  the  purpose  of  cleaning  the  interior 
of  cannon,  and  extinguishing  any  burning  fragments 
of  the  cartridge  that  may  remain  after  firing. 

In  the  field  and  mountain  services,  the  rammer-head 
and  sponge  are  attached  to  the  opposite  ends  of  the 
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same  staff;  in  the  si^e  and  searcoast  aeirvioes  tbey 
attached  to  separate  stavea 

To  protect  the  sponge  fix>m  the  weather,  it  Ann'^^ 
when  not  in  use,  be  enclosed  in  a  cover  made  of  canv^^^^ 
and  painted 

3d  The  ladle  is  a  copper  scoop  (1),  fig.  74,  attached 

to  the  end   of  a  staff 
for  the  purpose  of  with- 
drawing the  projectile 
^.  t4  of  a  loaded  piece.    La- 

dles are  only  used  for  ^ege  and  sea<K>ast  cannon,  as 
field  and  moimtain  cannon  can  be  unloaded  by  raising 
the  trail  of  the  carriage,  which  permits  the  projectile  to 
slip  out  by  its  own  weight 

4th.  The  worm  (fig.  74),  is  a  species  of  double  cork- 
screw, (2),  attached  to  a  staff,  and  is  used  in  field  and. 
siege  cannon  to  withdraw  a  cartridge. 

5th.  The  guryner^s  haversack  is  made  of  leather,  an^ 
suspended  to  the  side  of  a  cannonier  by  a  shoulder-strap-^ 
It  is  used  to  carry  cartridges  from  the  ammunition-ches^^ 
to  the  piece,  in  loading. 

6th.  The  pa^s-hox  is  a  wooden  box  closed  with  a  lid^ 
and  carried  by  a  handle  attached  to  one  end.  It  take^* 
the  place  of  the  haversack  in  siege  and  sea-coast  serviced 
where  the  cartridge  is  large. 

7th.  The  titbe-pouch  is  a  small  leather  pouch  attach 
to  the  person  of  a  cannonier  by  a  waist-belt.  It  co 
tains  the  friction-tubes,  lanyard,  priming-wire,  thum 
stall,  <fec. 

8th.  The  hudge-barrd  is  an  oak  barrel  covered  wit^ 
copper  hoops.     To  the  top  is  attached  a  leather  cover, 
which  is  gathered  with  a  string,  after  the  manner  of  t&e 
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tnonth  of  a  bag.  It  is  employed  to  carry  cartridges 
&om  the  magazme  to  the  battery,  in  siege  and  sea-coast 
aervices. 

9tli.  The  pHming^ivire  is  used  to  prick  a  hole  in  a 
cartridge  for  the  passage  of  the  flame  from  the  vent.  It 
is  a  piece  of  wire,  pointed  at  one  end,  and  the  other  is 
formed  into  a  ring  which  serves  as  a  handle. 

10th.  The  ihumbstaU  is  a  buckskin  cushion,  attached 
bo  the  finger  to  close  the  vent  in  sponging. 

11th.  The  fvze-eetter  is  a  brass  drift  for  driving  a 
wooden  fuze  into  a  shelL 

12th.  The  fva&maMet  is  made  of  hard  wood,  and  is 
ased  in  connection  with  the  setter. 

13th.  Thefvaesaw  is  a  10-inch  tenon  saw  for  cutting 
wooden  or  paper  fazes  to  a  proper  length. 

14th.  The  fuze^mlet  is  a  common  gimlet,  'which 
Qiay  be  employed  in  place  of  the  saw  to  open  a  com- 
nimication  with  the  fiize  composition. 

16th.  The  fm&auger  is  an  instrument  for  regulat- 
ng  the  time  of  burning  of  a  fuze,  by  removing  a  cer- 
ain  portion  of  the  composition  from  the  exterior.  For 
his  purpose  it  has  a  movable  graduated  scale,  which 
filiates  the  depth  to  which  the  augur  should  pene- 
rate. 

16th.  The/w2»-r{Mp  is  a  coarse  file  employed  in  fitting 
\  foze-plug  to  a  shelL 

17  th.  The  fuze^phig  rea/mer  is  used  to  enlarge  the 
Avity  of  a  fuze-plug,  after  it  has  been  driven  into  a  pro- 
jectile, to  enable  it  to  receive  a  paper  fiize. 

18th.  The  ahellrphig  screw  is  a  wood  screw  with  a 
bandle ;  it  is  used  to  extract  a  plug  from  a  fuze-hole. 

19th.  The  fua&^octractor  is  worked  by  a  screw,  and 
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the  suspenaicHi  piece  into  which  the  aade  u 
inserted,  and  fastened  by  a  piTot^  -whoA 
allows  it  to  vibrate  in  a  lateral  diioetiaa. 
The  scale  also  vibrates  in  a  longitadiBil 
direction,  as  the  journals  of  the  sapmnm 
piece  are  free  to  torn  in  the  grooreB  cat  in 
the  seat  to  receive  them,  thus  Mgnming  a 
vertical  position  independently  of  the  Bor&ce 
Jig.  18.  of  the  ground  on  which  the  carnage  atanda 
In  order  that  the  line  of  metal  which  pane*  throo^  the 
centre  of  motion  of  the  pendalmn  may  be  paztUel  to  the 
axis  of  the  piece,  a  front  sight  (4)  is  screwed  into  the 
swell  of  the  muzzle,  the  height  of  which  is  equal  to  the 
dispart  of  the  piece. 

The  length  of  each  graduation  is  eqwd  to  the  dtstaam 
between  the  front  and  Tear  sights,  multipiied  by  tkg  lai> 
gent  of  the  corresponding  angle.  This  mle  nifipKra  i| 
graduating  all  breech-sights. 

oth.  The  gunner's  quadrant  (fig.  79)  M 
a  wooden   instrument  for  measuring  the 
angles  of  elevation  and  depression  of  caia.' 
non,   and  particularly  of   mortars. 
I  figure  explains  the  nature  of  the 
^'  "'''■        ment  and  its  mode  of  application, 
plumb-line  and  bob  (1),  when  not  in  use,  are  carried  i — ^ 
a  hole  formed  in  the  end  of  the  long  branch,  and  co"""^ 
ered  with  a  brass  plate. 

224.   niansavre.   The  principal  mancenvring  impk.^ 
ments  are — 

1st.  The  trail  handspike  (fig.  80,  1),  which  is  nuw/<r> 
of  wood,  and  attached  to  the  trail  of  a  field-carriage  for 
the  purpose  of  giving  direction  to  the  piece  in  aiming. 
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When  tlie  carriage  i» 

liiul)eitti,  the  hautt- 

fjiikf  is  uttaflied  to 

till'  i-'lieek  by  tneaiis 

of  ft  riiij^aml  liook. 

•2X   T!u'   ,u<u^aur^-:„./  /..uulsj^Jce  (3)  (,%  SO)   w  aU) 

!  of  wooci,  but  it  is  longer  and  stouter  than  the 

jedJBg^;  it  ii*  used  for  siege  and  sea-coast  carriages 

pi  gins. 

|8d.  The  shod  hmuhpihi  (2)  (tig.  SO)  is  made  of 
jood,  armod  with  nil  ii*on  jKiiut,  which  is  turned  up  in 
Kwav  to  prevent  »lipping  uu  the  platfonu.  It  ia  ])ar- 
Ttciilarly  useful  In  the   siTviie  nf  mortars  and  sea-coaet 

4th.  The  tnujk  hand- 
■■/Hh-{\)  (Hg.81)i8  made 
if  inm,  and  is  employed 
.>'  work  the  ujamtiivring 
-vheeU  of  sea-coast  car- 
rittges.  by  iusi^rtiiig  it  in  the  ludes  formed  in  the  drcam- 

Rsence  of  the  wheels. 
6th.  The  eccentric  kaitdspike  (2)  (fig.  81)  is  used  to 
row  the  ea-entric  axis  of  the  manceuvring  wheels  uf 
S4i&<:oast.  carriages  into  and  out  of  gear,  and  for  this 
iuriKJse  it  has  a  heiul  with  a  hexagonal  hole  which  fits 
ion  the  extremities  of  the  eccentric  axle.tree, 
I  6th.  The  roller  lut/id'tpike  (3)  (fig.  81 )  supplies  the 
of  rear  raanteuvring  wheels  in  certain  of  the  new 
coast  gun-carriages.     It  is  operated  by  insertiug  the 
loint  of  the  handspike  under  the  heel  of  the  carriage- 
shoe,  ami  pressing  down  the  long  ana  of  the  lever ;  in 
this  way  the  weight  uf  tlie  real'  portion  of  the  cjuTiagti 
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is  thrown  upon  the  roller  (4),  which  moves  upon  tlm-^ 
rail  of  the  chassis. 

7th.  The  prolon/fe  is  a  stout  hemp  rope,  occasionall^^^ 
employed  in  field  service  to  connect  the  lunette  of  th^^ 
carriage  and  pintle-hook  of  the  limber  when  the  piec^^ 
is  fired.     It  is  terminated  at  one  end  with  a  hook,  a^^ 
the  other  with  a  toggle,  and  has  two  intermediate  rings^^ 
into  which  the    hook  and  toggle  are  fastened  whei 
it  is  necessary  to  shorten  the  distance  between  the  car- 
riages. 

Sth.  The  sponge-bucket  is  made  of  sheet-iron,  and 
attached  to  field-carriages;  it  is  used  for  washing  th( 
bore  of  the  piece. 

9th.  The  tar-bucket  is  also  made  of  sheet-iron,  and  v 
used  to  carry  the  grease  for  the  wheels. 

10th.  The  watering-biichet  is  made  of  sole-leather^ 
riveted  at  the  seams,  and  is  used  to  water  horses.  (jut>- 
ta  Percha  watering-buckets  are  sometimes  used. 

11th.  The  water-bivcheU  are  made  of  wood,  and  bounc3. 
with   iron  hoops.     There  are   two  kinds,  one  for  tk 
travelling-forge,  and  the  other  for  the  service  of  garrisoi 
batteries. 

12th.  The  drdg-rope  has  a  hook  at  one  end,  a  loop 
the  other,  and  six  wooden  handles  placed  about  fom^r 
feet  apart.     It  is  used  whenever  it  may  be  necessary  <:<> 
employ  a  number  of  men  in  hauling  loads,  or  extriea- 
ting  a  carriage  from  a  difficult  part  of  a  road. 

13th.  The  inen\s-harness  is  similar  to  the  drag-rope, 
except  that  the  rope  is  stouter,  and  the  handles  are  r^ 
placed  by  leather  loops  which  pass  over  the  shoulders 
of  the  men,  to  enable  them  to  exert  their  strength  to 
advantage. 


CARRIAGES. 

14th.  The  bin-hook,  or  hand- 1 
bill  (fig.  82),  ia  used  for  cutting  I 
twige.  • 

15tL  Tht  9orew-j(uJe  (fig.  83)  is  a  lifting- 
nachine,  composed  of  a  screw  worked  by  a 
TtovtAle  niU  (2),  supported  on  a  cast-iron 
rtand  (3).  It  is  useful  in  greasing  carriage- 
grheela. 


Kg.  BS. 

ron  ^^H^H 


PRESERVATION  AJ^D  REPAIRS. 

225.  PrcMmMioB.  Carriages,  implements,  &c.,  are 
^reserved  in  dry  and  airy  store-houses.  Each  kind 
'h.ould  be  piled  so  as  to  occupy  the  least  space,  and  each 
>ile  should  be  marked  with  the  nature  and  number  of 
lie  contents,  and  should  be  convenient  of  access.  Caxe 
liould  be  taken  to  place  strips  of  board  under  the 
i^IieelB  and  trails  of  carriages,  if  they  are  stowed  away 
x>.  a  ground  floor, 

226.  R«v«in.  Carriages  are  repaired  in  the  field 
f*om  the  spare  parts  and  materials  carried  in  the  bat- 
^xy-wi^ns. 

DESTRUCTION,  ETC.,  OF  MATERIAL. 

S27.  Carrlavea,  Ac.  When  it  is  necessary  to  aban- 
don artillery  material,  it  must  be  destroyed,  to  prevent 
^  from  falling  into  the  hands  of  the  enemy.  Caissons 
*hould  be  blown  up,  or  water  poured  over  the  contents. 
Carri^es  should  be  formed  Into  a  pile,  and  burned ;  or, 
rf  it  be  only  necessary  to  prevent  them  from  being  moved, 
tlie  spokes  of  the  wheels  and  poles  may  be  cut  off  with 
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an  axe  or  saw.     The  implements  should  W  taken  awaj' 
or  destroyed. 

228.  Caanon.  Cannon  may  be  permanently  or  tem- 
porarily disabled.  The  first  is  done  by  bursting,  bend- 
ing the  chase,  breaking  off  the  trunnions,  and  scoring 
the  surface  of  the  bore. 

To  burst  an  iron  piece,  load  it  with  a  heavy  charge  of 
powder,  and  fill  the  bore  with  sand,  or  with  shot,  and 
fire  it  at  a  high  elevation.  To  bend  the  chase  of  a 
bronze  cannon,  fire  one  piece  against  another,  muzzle  to 
muzzle,  or  the  muzzle  of  one  to  the  chase  of  another,  or 
light  a  fire  under  the  chase  and  strike  on  it  with  a 
sledge-hammer.  To  break  off  a  trunnion  of  an  iron  can- 
non, strike  on  it  with  a  heavy  hammer,  or  fire  a  shotted 
gun  against  it.  To  score  the  surface  of  the  bore, 
cause  shells  to  burst  in  it,  or  fire  broken  shot  fix)m  it 
with  high  charges. 

Cannon  are  temporarily  disabled  to  prevent  them 
fi'om  ]:)eing  immediately  used  by  the  enemy,  and  when 
they  are  expected  to  be  retaken.  This  operation  is  ae- 
complished  by  means  of  a  ^pike. 

To  ^pike.  A  spike  is  made  of  hardened  steel,  with  a 
soft  point  that  it  may  be  (*linched  on  the  inside :  a  nail 
without  a  head,  or  a  bit  of  ramrod,  may  be  used  in 
place  of  a  regular  spike.  To  spike  a  piece,  drive  in  the 
spike  flush  with  the  outer  surface  of  the  vent,  and 
clinch  it  on  the  inside  with  a  rammer.  To  prevent 
the  spike  from  being  blown  out,  wedge  a  shot  in  the 
bottom  of  the  bore  by  wrapping  it  with  cloth  or  felt, 
or  by  means  of  iron  wedges,  driven  in  with  a  bar  of 
iron ;  wooden  wedges  might  be  easily  burned  out  by 
means  of  a  charcoal  fire  lighted  with  a  pair  of  bellows. 
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When  a  piece  is  likely  to  be  retaken,  a  spring-spike 
is  used,  having  a  shoulder  to  prevent  its  being  too  easily 
extracted. 

To  unspike.  To  unspike  a  cannon,  attempt  to  drive 
the  spike  into  the  bore  with  a  punch  ;  if  this  succeeds, 
and  the  bore  be  obstructed,  introduce  powder  into  the 
vent  to  force  the  obstacle  out.  If  it  do  not  succeed,  and 
the  spike  be  not  screwed  or  riveted  in,  and  the  bore  be 
not  obstructed,  put  in  a  charge  of  powder  equal  to  one- 
third  the  weight  of  the  shot,  and  ram  junk- wads  over  it 
with  a  handspike,  laying  on  the  bottom  of  the  bore  a 
strip  of  wood,  with  a  groove  on  the  under  side  for  a 
strand  of  quick-match,  by  which  fire  is  communicated  to 
the  charge ;  in  a  bronze  piece,  take  out  some  of  the 
metal  at  the  upper  orifice  of  the  vent,  and  pour  sulphuric 
acid  into  the  groove  before  firing.  If  this  method,  sev- 
eral times  repeated,  do  not  succeed,  unscrew  the  vent- 
piece,  if  it  be  a  bronze  cannon ;  or,  if  an  iron  one,  drill 
out  the  spike,  or  drill  a  new  vent. 

To  drive  out  a  shot  To  drive  out  a  shot  wedged  in 
the  bore,  unscrew  the  vent-piece,  if  there  be  one,  and 
drive  in  wedges  so  as  to  start  the  shot  forward,  then 
ram  it  back  again  in  order  to  seize  the  wedges  with  a 
hook ;  or  pour  powder  in,  and  fire  it,  after  replacing  the 
vent-piece.  In  the  last  resort  bore  a  hole  in  the  bottom 
of  the  breech,  drive  out  the  shot,  and  stop  the  hole  with 
a  screw. 


MATERIALS  FOR  CARRIAGES,  Ac. 
229.     Timber.     Timber  and   wrought  iron  are  the 
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principal  materials  used  in  the  construction  of  artiDery 
carriages  and  machines.     Of  the  former  are : 

WhiU  oak.  The  bark  of  white  oak  is  white,  the  leaf 
long,  narrow,  and  deeply  indented ;  the  wood  is  of  a 
straw-color,  with  a  somewhat  reddish  tinge,  tough,  and 
pliable.  It  is  the  principal  timber  used  for  ordnance 
purposes,  being  employed  for  all  kinds  of  artillery-car 
riages. 

Beech.  The  white  and  red  beeches  are  used  for  fiizea, 
mallets,  plane-stocks,  and  other  tool& 

Ash.  White  ash  is  straight-grained,  tough,  and  elas- 
tic, and  is  therefore  suitable  for  light  carriage-shafts ;  in 
artillery,  it  is  chiefly  used  for  sponge  and  ranmier  staves, 
sometimes  fol*  handspikes,  and  for  sabots  and  tool- 
handles. 

Elm.     Elm  is  used  for  felloes  and  for  small  navea 

Hickory.  Hickory  is  very  tough  and  flexible;  the 
most  suitable  wood  for  handspikes,  tool-handles,  and 
wooden  axle-trees. 

Black  walnut.  Black  walnut  is  hard  and  fine-grained; 
it  is  sometimes  used  for  naves,  and  the  sides  and  ends 
of  ammunition-chests ;  it  is  exclusively  used  for  stocks 
of  small  arms. 

Poplar.  White  poplar,  or  tulip-wood,  is  a  soft,  light, 
fine-grained  wood,  which  grows  to  a  great  size ;  it  is 
used  for  sabots,  cartridge-blocks,  <fea,  and  for  the  lining 
of  ammunition-chests. 

Pine.  White  pine  is  used  for  arm-chests  and  packing- 
boxes  generally,  and  for  building  purposea 

Cypress.  Cypress  is  a  soft,  light,  straight-grained 
wood,  which  grows  to  a  very  large  size.  On  account 
of  the  difficulty  of  procuring  oak  of  a  suitable  kind  in 
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:he  Southern  States,  cypress  has  been  used  for  sea-coast 
Euid  garrison  carriages.  It  resists  better  than  oak  the 
dtemate  action  of  the  heat  and  moisture  to  which  sea- 
coast  carriages  are  particularly  exposed  in  casemates; 
but  being  of  inferior  strength,  a  larger  scantling  of 
cypress  than  oak  is  required  for  the  same  purpose ;  and 
on  account  of  its  softness,  it  does  not  resist  sufficiently 
the  friction  and  shocks  to  which  such  carriages  are 
liable. 

JBasswood.  Basswood  is  very  light,  not  easily  split, 
and  is  an  excellent  material  for  sabots  and  cartridge- 
blocks. 

Dogwood.  Dogwood  is  hard  and  fine-grained,  suitable 
for  mal.ets,  drifts,  <&c. 

230.  Seleetloii  of  tree*.  The  principal  circumstances 
which  affect  the  quality  of  growing  trees  are  soil^  di- 
nuUej  and  aspect. 

Soil.  In  a  moist  soil,  timber  grows  to  a  larger  size, 
but  is  less  firm,  and  decays  sooner,  than  in  a  dry,  sandy 
soil ;  the  best  is  that  which  grows  in  a  dark  soil,  mixed 
with  stones  and  gravel;  this  remark  does  not  apply 
to  the  poplar,  willow,  cypress,  and  other  light  woods 
which  grow  best  in  wet  situations. 

ClimcUe.  In  the  United  States,  the  climate  of  the 
Northern  and  Middle  States  is  most  favorable  to  the 
growth  of  timber  used  for  ordnance  purposes,  except 
the  cypress. 

Aspect.  Trees  growing  in  the  centre  of  a  forest,  or  on 
a  plain,  are  generally  straighter  and  freer  from  limbs 
than  those  growing  on  the  edge  of  the  forest,  in  open 
ground,  or  on  the  sides  of  hills,  but  the  former  are, 
at  the  same  time,  less   hard.      The  aspect  most  shel- 
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tered  from  the  prevalent  winds  is  generally  most  favor- 
able to  the  growth  of  timber.  The  vicinity  of  salt 
water  is  favorable  to  the  strength  and  hardness  of  white 
oat 

Selection.  The  selection  of  timl>er  trees  should  be 
made  before  the  fall  of  the  leaf  A  healthy  tree  is 
indicated  by  the  top  branches  being  vigorous  and  well 
covered  with  leaves ;  the  bark  is  clear  and  smooth,  and 
of  uniform  color.  If  the  top  has  a  regular,  rounded 
form;  if  the  bark  is  dull,  scabby,  and  covered  with 
white  and  red  spots,  caused  by  running  water  or  sap, 
the  tree  is  unsound.  The  decay  of  the  topmost  branch- 
es, and  the  separation  of  the  bark  from  the  wood,  are  - 
infalliljle  signs  of  the  decline  of  the  tree. 

231.   Felling.   The  most  sinta})le  season  tor  fellin 
timber  is  that  in  which  vegetation  is  at  rest,  which  i 
the  case  in  midwinter  and  midsummer.     Recent  experi 
meuts  incline  to  give  preference  to  the  latter  season,  sa 
the  month  of  July ;  but  the  usual  practice  is  to  fell 
for  tim])er  ])etween  the  first  of  December  and  the  middL^ 
of  March. 

The  tree  should  ])e  allowed  to  attain  fiill  maturi 
before  being  felled ;  this  period,  in  oak  timber,  is  ge 
erally  at  the  age  of  seventy-five  to  one  hundred  yea 
or  upward,  according  to    circumstances.      The  age    -«/ 
hard  wood  is  detenuined  by  the  num])er  of  rings  whioA 
may  be  counted  in  a  section  of  a  tree. 

The  tree  should  be  cut  as  near  the  ground  as  jx)8iJi- 
ble,  the  lower  part  being  the  best  timber;  the  qualitr 
of  tlie  wood  is,  in  some  degree  indicated  by  the  color, 
which  should  be  nearly  uniform  in  the  heart- wood,  a 
little  deeper  toward    the    centre,  and  without  sudden 
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transitions.     Felled  timber  should  be  immediately  strip- 
j)ed  of  its  bark,  and  raised  from  the  ground. 

232.  Defects  of  tree*.  Sap.  The  white  wood  next  to 
the  bark,  which  very  soon  rots,  should  never  be  used, 
except  that  of  hickory.  There  are  sometimes  found 
rings  of  light-colored  wood  surrounded  by  good  hard 
wood;  this  may  be  called  the  second  sap;  it  should 
cause  the  rejection  of  the  tree  in  which  it  occurs. 

BrOrshwood.  This  is  a  defect  generally  consequent 
on  the  decline  of  the  tree  from  age ;  the  pores  of  the 
wood  are  open,  the  wood  is  reddish-colored,  it  breaks 
short,  without  splinters,  and  the  chips  crumble  to  pieces. 
This  wood  is  entirely  unfit  for  artillery  carriages. 

Dea^l-^vood^  <tc.  Wood  which  died  before  felling 
should,  generally,  ])e  rejected;  so  should  hnotty  trees ^ 
and  those  which  are  covered  with  tubercles  or  excres- 
cences. 

Gross-grained  wood.  Wood  in  which  the  grain  as- 
cends in  a  spiral  form,  is  unfit  for  use  in  large  scantlings ; 
but  if  the  defect  is  not  very  decided,  the  wood  may  ])e 
used  for  naves  and  for  some  light  pieces. 

Splits^  (&c.  Splits,  checks,  and  cracks,  extending  to- 
ward the  centre,  if  deep  and  strongly  marked,  make 
wood  unfit  for  use,  unless  it  is  intended  to  be  split. 
Windrshahes  are  cracks  separating  the  concentric  layers 
of  wood  from  each  other;  if  the  shake  extends  through 
the  entire  circle,  it  is  a  serious  defect.  The  centre-heart 
is  also  to  he  rejected,  except  in  timber  of  very  large  size, 
which  cannot,  generally,  be  procured  free  from  it. 

233.  Seasoning  and  preserTing  timber.  As  soon  as 
practicable,  after  the  tree  is  felled,  the  sapwood  should 
be  taken  off,  and  the  timber  reduced,  either  by  sawing 
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or  splitting,  nearly  to  the  dimensions  required  for  use. 
Pieces  of  thicknes*^,  or  of  peculiar  form,  such  as  those 
for  the  bodies  of  gun-carriages  and  for  chassis,  are  got 
out  with  a  saw;  smaller  pieces,  as  spokes,  are  split  with 
wedges.  Naves  should  be  cut  to  the  right  length,  and 
bored  out,  to  facilitate  seasoning  and  to  prevent  crack- 
ing. Timber  of  large  dimensions  is  improved  by  im- 
mersion  in  xoater  for  some  weeks,  according  to  size,  after 
which  it  is  less  subject  to  warp  and  crack  in  seasoning. 

Seamning.  To  season  or  dry  timber,  it  should  be 
piled  under  shelter,  in  such  manner  as  to  allow  a  free 
circulation,  but  not  a  strong  current  of  air,  around  each 
piece.  The  piles  should  be  taken  dowTi  and  put  up 
again  at  intervals,  varying  with  the  length  of  time  the 
timber  has  been  cut. 

The  seasoning  of  timber  requires  from  two  to  eight 
years,  according  to  size.     Oak  timber  loses  about  on^ 
fifth  of  iU  weight  in  seasoning,  and  about  one-third  o 
its  weight  in  becoming  perfectly  dry. 

234.  BUI  of  timber.  Timber  for  the  ordnance  depart — .^3r 
ment  is  purchased  in  i)ieces  of  the  size  required  to  mak^s^e 
each  part.  A  list  of  the  pieces  for  a  certain  kind  of 
riage,  including  the  contents  of  each  piece,  in 
measure,  is  called  a  hill  of  timber.  The  unit  of 
measure  is  a  ])oard  one  foot  square,  and  one  inch  thick. 

235.  Wrought  Iron.  None  but  the  best  wrought  iroi 
should  be  employed  in  ordnance  constructions, 
and  peculiar-shaped  pieces,  as  axle-trees^  trunniorv^plai6^9f 
<fec.,  as  well  as  those  reiiuiring  great  strength,  are  mad^ 
from  hammered  shapes^  furnished  by  the  iron  manufao 
turer,  according  to  prescribed  patterns ;  other  parts  are 
made  of  rolled  iron.      Axle-trees  are  proved  by  sup- 
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portiiig  them  at  the  arms,  and  dropping  a  heavy  weight 
npon  the  middle  of  the  body. 

236.  CoM»trMcUoii.  Timber  for  gun-carriages  is  now, 
almost  entirely,  worked  into  8hai)e  by  machinery;  the 
operations  are  sowing^  planing ^  tunihg^  nioHimng  and 
tenoningy  dove-taiUng^  <fec. 

In  joining  together  the  diflTerent  pieces  of  a  carriage, 
regard  should  be  had  to  the  character  of  the  fibre  of  the 
wood,  and  the  efltect  of  drying  in  changing  the  form  of 
the  piece.  K  a  piece  be  supported  at  both  ends,  as  in 
the  cases  of  carriage-stocks,  chassis-rails,  <fec.,  the  great- 
est convexity  of  the  fibre  should  be  placed  uppennost ; 
if  in  the  middle,  as  in  cases  of  hounds  of  limbers,  side- 
rails  of  caissons,  Ac,  it  should  be  placed  downward. 

When  the  pieces  are  to  be  imited  in  pairs,  as  cheeks, 
side-rails,  Ac,  use  such  pieces  as  have  nearly  the. same 
curvature  of  fibre. 

In  drying  a  piece  of  timber,  the  sap-wood  shrinks 
more  than  the  heart,  and  the  eflTect  will  be  to  warp  in 
the  direction  of  the  sap ;  therefore,  to  prevent  the  joint, 
formed  by  the  two  pieces  which  constitute  a  carriage- 
stock,  from  opening,  the  heart-wood  should  be  placed 
on  the  outside.  To  prevent  the  cheeks  fron.  warping 
inward,  place  the  heart-wood  on  the  inside.  In  hounds 
and  side-rails,  the  heart  side  should  be  placed  on  the 
outside,  as  this  will  have  a  tendency  to  tighten  the 
joints. 

When  pieces  are  to  be  joined,  the  surfaces  of  contact 
and  the  dowels  should  be  covered  with  a  good  coat  of 
white-lead.  Bolts  and  bolt-holes  should  be  well  covered 
with  tallow  moistened  with  neat's-foot  oiL 

The  surface  of  holes  for  elevating  screws  and  pintles 
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should  be  painted.  If  woodwork  is  to  >>e  painted  im- 
mediately, it  should  have  a  priming  coat  of  lead  before 
the  irons  are  put  on ;  if  not,  it  should  receive  a  good 
coat  of  linseed  oiL 

237.  Palmliig.  For  service,  the  wood-work  of  car- 
liages  and  machines  is  painted,  in  addition  to  the  pri- 
ming of  lead-color,  with  two  coats  of  olive  paint ;  the 
iron-work,  with  one  coat  of  lead,  and  one  coat  black 
paint.  Great  care  should  be  observed  to  protect  iron 
fortress-carriages  against  the  corroding  influence  of  the 
sea-coast  atmosphere ;  the  best  means  remains  to  be  de- 
termined by  experience;  at  present  they  are  covered 
with  one  coat  of  hot  linseed  oil  and  three  coats  of  a  red- 
dish brown  paint. 

238.  BliMleli,  ike.  The  mo<lels,  <&c.,  of  all  ordnance 
"w6rfmVZ,"  are  determined  by  the  onlnance  board, 
subject  to  the  revision  of  the  chief  of  ordnance,  and 
the  final  approval  of  the  secretary  of  war.  \\Tien  a 
model  has  been  duly  approved,  copies,  or  drawings  ol 
it,  are  sent  to  the  different  arsenals  of  construction,  anc 
from  these,  patterns  and  gauges  are  made  for  the  guidri 
ance  of  the  workmen.  Patterns  are  generally  made  o» 
well-seasoned  mahogany,  and  bound  with  strij)s  ci 
brass ;  gauges  are  made  of  sheet  iron  or  steel.  To  8« 
cure  uniformity  of  work  at  the  diflferent  arsenals,  it  " 
made  a  part  of  the  duty  of  the  inspector  of  arsenals  M 
see  that  the  patterns  con-espoiul  with  the  originals ; 
it  is  always  the  duty  of  the  oflicers  stationed  at  an 
nal,  to  see  that  the  work,  as  it  progresses,  corre«ponc5 
\vith  the  patterns,  and  that  none  but  suitable  materia/ 
are  us<»d. 

All  arst'Tials  may  ])e  divided  into  two  classes,  viz.,  or- 
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seuals  of  deposit  and  coii8truction,  and  arsenals  of 
deposit  and  repairs.  The  arsenals  of  construction  are 
at  West  Troy,  N.  Y. ;  WatertoAvn,  Mass. ;  Washington, 

J).  C. ;  Pittsburgh,  Pa. ;  Fort  Monroe,  Va. ;  and  Fay- 

^tteville,  N.  C. 
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CHAPTER  VI. 

SMALL-ARMS. 

239.  Mittorj.  Ancient  anus  consisted  of  three  kinds 
Ist.  Iland-afinSy  for  close  conflict. 

2d.  Projectih  amiSj  to  attain  an  enemy  at  a  distance,  ^'^ 
3d.  Defenmve  arms^  to  protect  the  body. 

240.  Hand-anns.  Hand-arms  comprised  the  war-cfuh^  ^ 
batite-axe^  pike,  ^vorJ^  and  ^re. 

Ist.  The  war-dnb  was  a  stout  stick,  the  large  end  of 
which  was  armed  Avith  l)lades,  or  points  of  metal ;  that  -: 
used  l)y  foot-soldiers  Avas  from  7  to  8  feet  long,  an 
weighed  from  20  to   30  pounds.     It  was  extensively 
used  in  the  middle  ages,  anil  is  still  employed  by  cer 
tain  oriental  cavalry. 

2d.  The  hcittlt-axt  was  at  first  made  of  stone  or  bon 
and  aftenvard  of  metal.     This  weapon  was  much 
l)y  the  Celts  and  Gauls,  but  principally  by  the 
who  hurled   it  Avith  great  skill  and  eflTect   against 
enemy. 

3d.  The  p'ik4i  was  generally  employed  l)otli  by  infi 
Xxy  and  cavalr)'.     That  for  the  infantrj'  waus  ver}'  Ion 
as  in  the  case  of  the  Macedonian  lance,  or  siiri^sa^  th 
length  of  which  was  a})out  20  feet.      In  some  couhtrie-^* 
this  weapon  continued  to  be  used  as  late  as  the  seve 
teenth  centur}'.     The  cavaliy   lance  Avas   shorter   an.^- » 
lighter  than  the  prece<ling ;  it  is  still  useii  by  certai. 
kinds  of  cavaliT. 
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The  Roman  javelin  was  a  short  pike,  about  6^-  feet 
long,  which  was  thrown  against  the  enemy.  The  spon- 
toon^  or  Jvalf-pihe^  was  carried  by  French  infantry  officers 
as  late  as  the  time  of  Louis  XV.  The  halberd  and  the 
musket  with  its  bayonet  fixed,  are  pikes. 

4th.  Swords  and  sabres  have  usually  varied  in  charac- 
ter with  the  manner  of  fighting  of  different  nations ;  for 
instance,  the  Gauls  and  Germans,  who  defended  them- 
selves with  shields  made  of  willow,  or  other  light  wood, 
made  use  of  long  and  flexible  swords,  while  the  Greeks 
and  Romans,  who  wore  breastplates  and  helmets  of 
metal,  used  short  and  stout  swords. 

The  knights  of  the  middle  ages  carried  long  and 
leavy  swords,  which  they  wielded  with  both  hands. 

241.  Projectile  arnM.  The  principal  projectile  arms, 
T>efore  the  invention  of  gunpowder,  were  the  sluigy  bow^ 
find  crossbow. 

Ist.  The  sling  was  formed  of  a  leather  cap  suspended 
^^y  two  cords ;  a  stone  was  placed  in  the  cap,  a  rapid 
rotary  motion  was  communicated  by  the  hand,  one  of 
tlie  cords  was  set  free,  and  the  stone  escaped  in  a  tan- 
g^xitial  direction,  and  was  thrown  to  a  distance  vaiying 
from  200  to  300  steps. 

2d.  The  how  was  formed  of  a  piece  of  highly  elastic 
^^^€1^x1,  confined  in  a  bent  position  by  a  strong  cord  at- 
^^^<ihed  to  its  extremities ;  it  possessed  the  power  of  pro- 
J^^^ting  arrows  to  long  distances.  This  weapon  i)layed 
^  A^'ery  important  part  in  ancient  warfare,  and  continued 
^^  be  used  by  civilized  nations  to  a  comparatively  late 
I^Tiod. 

In  the  middle  ages,  it  was  said,  that  a  skilful  archer 
^^-^iild  fire  twelve  arrows  in  a  minute,  and  strike  a  man 


272  SMALL-ARMS. 

at  a  distance  of  100  yar<l:%  If  certain  English  authors 
are  to  l)e  believed,  an  avcher  who  could  not  perform 
this  feat,  wa-»  disgi*aced.  According  to  their  statements, 
an  arroAv  had  sufficient  force  to  penetrate  an  oak  plank, 
two  inches  thick,  at  the  distance  of  200  yards. 

3il.  The  cro^fsbow  Ava*^  a  bow  attached  to  a  stock  hav- 
ing a  channel  to  guide  the  arrow.  It  is  said  to  have 
been  introduced  into  Europe  from  Asia,  during  the 
Crusades,  by  Richard  Coeur  de  Lion,  who  armed  the 
English  troops  with  it. 

At  present,  the  use  of  the  l)ovv  is  confined  to  barba — ^«. 
rous  triV)es  alone;  the  skill  and  dexterity  with  whick^:^ 
it  is  managed  by  the  prairie  Indians  of  this  country  — ^ 

make  it  an  exceedingly  formidable  weapon  at  shoi 1 

distances.* 

242.  DeffennlFe  weaponn.  Armor,  which  was  employe<^_l 
to  prot(?ct  the  most  exposed  part  of  the  body,  naturall^^* 
followed  the  introduction  of  oflensive  arms.     At  first  ^St 

was  made  of  plates  of  wood,  the  skins  of  certain  an i- 

mals,  the  scales  of  serpents,  shells  of  turtles,  <fec. 


subsequently  of  metallic  plates,  or  of  cloth  folded  in  la 
ers.  The  body  was  also  protected  in  i*ear  by  movab 
obstacles,  iis  shields,  bucklei'S,  Ac. 

Among  the  Romans  and  Gi'eeks,  the  infantry  of  t 
line  wore  the  helmet,  the  l)reastplate,  a  species  of  ha-J/- 
boot  protected  with  iron,  and  the  buckler ;  the  cavalari; 
ordinarily,  Avore  a  cuirass  formed  of  bands  of  leath^*/; 
covered  with  plates  of  })ronze. 

In  the  time  of  Charlemagne,  coats  of  mail,  formed  of 
small  chains,  were  muc  h  worn.     These  were  followed 

♦Certnin  CiroaFsian  CifTiCNTs  cl  tlio  Kns>ir.n  nrmv  carry  Iwws  and  arrows  to  en- 
aijlo  t!i'.  in  in  a  surprise  lo  k.U  tl:e  (Mu-my's  sentinels  witliout  alarming  the  camp- 
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complete  suits  of  metallic  armor,  which  were  worn 
il  the  introduction  of  fire-arms. 
43.  Portable  flre-armt.  Portable  fire-arms  were  in- 
ted  about  the  middle  of  the  fourteenth  century.  At 
i  they  consisted  simply  of  a  tube  of  iron  or  copper, 
i  fix)m  a  stand  or  support.  They  were  loaded  with 
len  balls,  and  were  touched  off  by  a  lighted  match 
1  in  the  hand.     They  weighed  from  25  to  75  pounds, 

consequently  two  men  were  required  to  serve  them. 
J  difficulty  of  loading  these  weapons,  and  the  uncer- 
ity  of  their  effects,  as  regards  range  and  accuracy, 
rented  them  from  coming  rapidly  into  use,  and  the 
»bow  was  for  a  long  time  retained  as  the  principal 
jectile  weapon  for  infantry. 

Jreech-loading  small-arms,  similar  in  principle  to  the 
non  described  in  section  66,  were  introduced  about 

same  time,  but  they  were  soon  thro%vn  aside  for 
it  of  strength  and  solidity. 

144.  Arquebnie.  The  difficulty  of  aiming  hand-can- 
I,  arising  from  their  great  weight,  was  in  a  measure 
roome  by  making  them  shorter,  and  supporting  them 
a  tripod,  by  means  of  trunnions  which  rested  in 
fls.  The  breech  was  terminated  with  a  handle 
ich  was  held  in  the  right  hand,  while  the  match  was 
)lied  with  the  left.  Thus  improved,  this  fire-arm 
3  called  the  a/rqu^yuse ;  it  was  employed  in  sieges, 
I  to  defend  important  positions  on  the  field  of  battle. 
rhe  next  improvement  in  the  arquebuse,  was  to  make 
lighter,  and  enclose  it  in  a  piece  of  wood,  called  the 
ci,  the  butt  of  which  was  pressed '  against  the  left 
>Tilder,  while  the  right  hand  applied  the  match  to 
^  vent.     It  was  still  very  heavy,  and  in  aiming,  the 
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muzzle  rested  in  tbe  crotch  of  a  fork  placed  in  the 
ground. 

245.  XAteiii«ck.  To  give  steadiness  to  the  aim  wliile 

applying  the  match  to  the  priming,  a  species  of  lock 
was  next  devised,  which  consisted  of  a  lever  holdii^  at 
its  extremity  a  lighted  match.  In  firing,  the  lever  wis 
presseil  duwn  with  the  finger  until  the  lighted  end  of 
the  match  touched  the  priming.  This  apparatus,  known 
as  the  serpentine^  continued  in  use  until  it  was  replaced 
T>y  the  wheel-lock^  which  was  invented  in  Xoremburg,  m 
1517. 

The  wheel-lock  consisted  of  a  grooved  wheel  of  steel, 
which  acted  through  a  half-revolution  on  a  piece  of 
alk>y  of  iron  and  antimony,  placed  near  a  priming- 
charge  of  powder.  The  sparks  thus  evolved  fell  upon 
and  ignited  the  priming-charge. 

246.  Pittoi.  The  first  pistol  was  a  wheel-lock  arqne- 
1  )use,  so  small  that  it  ci>uld  be  held  and  fired  ftom  the 
extendeil  hand.  It  was  invented  in  1545,  in  Pistoia,  a 
city  of  Tuscany ;  hence  its  name. 

247.  PetroMei.  "^The  petronel  was  a  wheel-lock  arque- 
buse  of  larger  calil)re  and  lighter  weight  than  its  pre- 
decessors. To  diminish  the  effect  of  the  recoil,  the  butt 
of  the  stiX'k  was  much  cur^^ed,  and  had  a  broad  base, 
which  Avas  pressed  against  the  breastplate  of  the 
cuirass  when  the  piece  was  fired.  Two  sizes  of  the 
petronel  Avere  used,  one  for  infantry  and  one  for  cavalry. 

248.  5iu»ket.  The  musket  was  first  introduced  by 
the  Spaniards,  under  Charles  V.  The  original  calibre 
of  the  musket  was  such  that  eight  round  bullets 
weighed  a  pound;  the  piece  was,  consequently,  so 
heavy  that  it  was  necessary  to  fire  it  from  a  forked 
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Qserted  in  the  ground.  The  size  of  the  bore  was 
reduced  to  eighteen  buUets  to  the  pound ;  and 
this  arm  was  derived  the  late  smooth-bored 
t 

Riiiet.  It  is  generally  stated  that  the  rifle  was 
ed  by  Gaspard  Zoller,  of  Vienna,  and  that  it  first 
its  appearance  at  a  target  practice  at  Leipsic,  in 
The  first  rifle  grooves  were  made  parallel  to  the 
r  the  bore,  for  the  purpose  of  diminishing  the  Mo- 
r  loading  forced  or  tightly-fitting  bullets.  It  was 
Qtally  discovered,  however,  that  spiral  grooves 
;reater  accuracy  to  the  flight  of  the  projectile,  but 
ence  of  the  day  was  unable  to  assign  a  reason  for 
iperiority,  and  the  form,  number,  and  twist  of  the 
»,  depended  on  the  caprice  of  individoal  gun- 

>ut  1600,  the  rifle  began  to  be  used  as  a  military 
n  for  firing  spherical  bullets.  In  1729,  it  was 
that  good  results  could  be  attained  by  using  ob- 
rojectiles  of  elliptical  form.  The  great  diflSculty, 
er,  of  loading  the  rifle,  which  was  ordinarily  ac- 
Bhed  by  the  blows  of  a  maUet  on  a  stout  iron 
i,  prevented  it  from  being  generally  used  in  regu- 
rfare.  The  improvements  which  have  been  made 
last  thirty  years,  principally  by  officers  of  the 
I  army,  have  entirely  overcome  this  difficulty,  and 
re  now  almost  universally  used  in  place  of  smooth- 
arms. 

rifle  has  ever  been  a  favorite  weapon  in  this 
y,  arising,  doubtless,  from  the  peculiar  circum- 
I  which  surrounded  its  early  settlers  and  pioneers, 
L  more  than  one  occasion  has  it  proved,  in  the 
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hands  of  irregular  troops,  a  formidable  weapon  to  i 

enemies.  Until  1855,  the  mass  of  the  American  infa^~"i 
try  was  armed  with  smooth-bored  muskets,  but  siui^ 
that  time  it  has  been  wholly  armed  with  rifles. 

250.  BayoBet.  In  spite  of  the  advantages  which  fins 
arms  possessed,  they,  like  the  arms  which  precede^/ 
them,  were  not  suited  to  resist  the  charge  of  cavalry. 
The  bayonet,  and  firing  in  closed  ranks,  were  unknown; 
the  most  skilful  captains  of  the  age,  however,  sought  to 
combine  fire-arms  with  pikes,  in  such  a  manner  that  ODe 
might  afford  protection  to  the  other.    The  French  army 
was  thus  arranged  in  six  ranks,  four  with  muskets  and 
two  with  pikes;  on  the  introduction  of  the  bayonet,  it 
was  reduced  to  four,  and  finally  to  three  ranks. 

The  bayonet  derived  its  name  from  Bayonne,  where 
it  was  first  made,  in  1640.  At  first  it  was  formed  of  a 
steel  blade  attached  to  a  handle  of  wood,  which  was  in- 
serted into  the  bore  of  the  barrel,  except  in  the  openir 
tions  of  loading  and  firing.  Thirty  years  afterward  the 
wooden  handle  was  replaced  by  a  hollow  socket,  which 
fitted  over  the  muzzle  of  the  barrel ;  thiS  change  render 
ed  the  musket  at  all  times  a  pike  as  well  as  a  fire-ann, 
.  and  led  to  the  formation  of  modem  infantry. 

251.  Flint-lock.  The  fiint-lock  was  derived  fit)in  the 
wheel-lock,  by  substituting  flint  for  the  alloy  of  iron 
and  antimony,  and  a  steel  batter}^  for  the  wheeL  It  was 
generally  introduced  into  the  French  army  in  1680,  and 
continued  to  be  used  in  all  military  services,  until  about 
1842,  when  it  gave  way  to  the  percussion-lock. 

252.  Lioadiiif.  In  proportion  as  fire-arms  were  iin* 
proved,  rapidity  of  fire  increased.  In  1703,  the  loading 
of  the  musket  was  performed  in  twenty-six  times,  and 
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the  fire  of  infantry  was  necessarily  slow.  In  1744, 
the  employment  of  fine  powder  for  priming  was  dis- 
pensed with,  and  the  cartridge  (said  to  have  been  the 
invention  of  Gustavus  Adolphus)  was  adopted  in  its 
place. 

HAND-ARMS. 

253.  ciaMlflcatlon.  Hand-arms  are  divided  into  three 
classes,  depending  on  their  mode  of  operation. 

1st.  Tkruating-BXTxiB^  which  act  by  the  point. 
2d.    Outtinff-aunSy  which  act  by  the  edge. 
3d.    Thruatmg  cmd  Outtmg  arms,  which  act  either 
way. 

254.  Oeaeral  prlBclplet.  The  object  of  all  hand- 
weapons  is  to  penetrate,  directly,  the  person  of  an  enemy. 
They  may  be  divided  into  three  distinct  parts,  viz. :  1st. 
The  point,  or  edge,  which  attains  the  object;  2d.  The 
body,  or  blade,  which  constitutes  the  mass  of  the  weap- 
on, and  transmits  the  force  of  the  hand  to  the  object ; 
and,  3d.  The  handle,  or  point  of  application  of  the 
motive  force. 

iThe  mechanical  principles  to  which  they  may  be  re- 
ferred, are  the  lever  and  wedge. 

255.  Thnuting-armt.  With  a  given  force  of  the  hand, 
acting  against  a  given  object,  the  penetration  of  a  thrust- 
ing-weapon  depends  upon  the  power  of  the  wedge 
formed  at  its  point.  The  effect  will  be  modified,  how- 
ever, by  the  position  of  the  axis  of  the  wedge,  for  if  it 
do  not  coincide  with  the  direction  of  the  impelling 
force,  there  will  be  a  component  force  which  acts  to 
turn  the  point  to  one  side. 
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The  blade  of  a  thmsting-weapon  should,  therefore^ 
be  straight,  and  should  taper  to  a  point.  To  guide  itl 
easily,  the  centre  of  gravity  should  be  found  in  or  neaM 
the  handle ;  this  may  be  accomplished  by  grooving  th^ 
blade,  by  making  the  handle  heavy,  or  by  adding  ^ 
counterpoise  to  it. 

Kinds,     The  principal  thrusting-weapons    are   t 
etraight  sword^  lance^  and  bayonet. 

The  straight  sword,  as  well  as  other  swords,  are  coi 
posed  of  the  Uade^  the  hUt^  and  the  guard. 


fig.  84. 

The  hlade  (see  %.  84)  is  divided  into  the  paint  (d), 
the  middle  (o),  the  reinforce  (J),  the  shoulder  (a),  the 
tang^  or  portion  which  is  inserted  into  the  handle,  and 
the  grooveSy  the  number  of  which  is  equal  to  the  num- 
ber of  faces,  or,  from  two  to  four. 

The  length  of  the  blade  varies  from  30  to  33  inches, 
the  width  is  fr*om  ^  to  f  of  an  inch,  and  the  weight  1 
to  1^  pound. 

The  hilt  is  divided  into  the  knob  (/),  and  the  gripe 
(g);  the  gripe  is  generally  made  of  wood,  cov^ed 
with  leather  or  sheet  brass,  and  wrapped  with  wire  to 
pive  it  roughness,  and  prevent  it  from  slipping  in  the 
Iiand. 

The  guard  is  composed  of  the  curved  branch  and 
croespieoe  (/),  and  the  plate  (^),  all  joined  in  one  piece. 
The  object  of  the  guard  is  to  protect  the  hand,  the  phite 
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to  ward  off  the  point,  and  the  branch,  the  edge  of  the 
enemy's  sword. 

The  wounds  made  by  thrusting-swords,  particularly 
those  with  three  or.  four  concave  sides,  are  very  danger- 
ous, as  they  dose  up  externally  and  suppurate  inter- 
nally. 

In  experienced  hands  the  straight  sword  is  well 
adapted  to  encounter  one  of  its  kind,  but  it  is  too  weak 
to  parry  the  blows  of  a  sabre.  It  is  now  but  little 
used  in  this  country,  except  for  ornamental  purposes ; 
the  sabre  being  preferred  as  a  service  weapon,  even  for 
in£EUitry  officers. 


ilg.  85. 

Ths  lance.  The  lance,  or  pike,  is  composed  of  a  sharp 
steel  blade,  fixed  to  the  end  of  a  long  and  slender  han- 
dle of  wood.     (Fig.  85). 

The  Uade  is  generally  from  8  to  10  inches  long,  and, 
in  order  that  it  may  combine  stiffness  with  liglitness,  is 
grooved  after  the  manner  of  the  common  bayonet,  leav- 
ing three  or  four-  ridges.  The  base  of  the  blade  has  a 
socket,  and  two  iron  straps,  for  securing  it  to  the  han- 
dle. Three  small  staples  are  sometimes  fastened  to  the 
handle,  below  the  blade,  for  the  purpose  of  attaching  a 
penncm,  which  serves  as  an  ornament,  and  to  frighten 
the  enemy's  horses. 

The  handle  is  made  of  strong,  light,  well-seasoned 
wood.  The  lower  end  is  protected  with  a  tip  of  iron, 
and  a  leather  loop  (c)  is  attached  opposite  the  centre 
of  gravity,  to  enable  the  arm  to  carry  and  guide  the 
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lance.     The  total  length  of  a  lance  varies  fixmi  8^  to  11 
feet,  and  the  weight  is  about  4|  lbs. 

Mode  of  carrying.  On  horseback,  and  when  not  in 
use,  the  lance  may  be  carried  in  two  ways :  Ist  By 
placing  the  lower  end  in  a  leather  boot  attached  to  the 
stirrup,  and  passing  the  right  arm  through  the  leather 
loop ;  2d.  By  placing  the  lower  end  in  the  boot,  and 
strapping  the  handle  to  the  pommel  of  the  saddle.  The 
first  mode  enables  the  horseman  to  take  his  lance  with 
him  when  he  dismounts,  and  is  well  suited  to  light 
lances.     The  second  mode  is  necessary  for  heavy  lances. 

Advantages^  &c.  In  the  first  shock  of  a  cavahy 
charge,  and  in  the  pursuit  of  a  flying  enemy,  the  lance 
is  a  superior  weapon  to  the  sabre,  as  it  has  a  greater 
penetration,  and  attains  its  object  at  a  greater  distance; 
but  in  the  hand-to-hand  conflict  which  follows  a  charge, 
the  latter  is  superior  to  the  former.  Hence,  it  has  been 
customary  in  certain  services  to  arm  a  portion  of  both 
light  and  heavy  cavalry  with  the  lance.  In  the  Rus- 
sian service,  the  front  rank  of  the  cuirassiers,  a  species 
of  heavy  cavalr}',  is  armed  Avith  the  lance,  and  the  rwr 
rank  with  the  long,  straight,  tAvo-edged  sabre ;  and  ii 
nearly  every  European  service,  the  lancers  constitute  an 
important  part  of  the  cavalry  organization.  It  is  also 
a  favorite  weapon  Avith  the  moimted  Indians  of  this 
country. 

Bayonet.  The  bayonet  is  a  pointed  blade  attached 
to  the  end  of  a  fire-arm,  to  convert  it  into  a  pike.  The 
mode  of  attachment  should  be  such  that  the  bayonet 
Avill  not  interfere  with  the  loading,  aiming,  and  firing 
of  the  piece ;  and  it  should  be  so  secure  as  not  to  be 
disengaged  in  confiict. 
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The  musket-bayonet   is    com- 
posed of  a  blade  (a),  (fig.  86), 
Fig.  se.  a  socket  (i),  and  a  clasp  (c). 

The  blade  of  this  bayonet  is  made  of  steel,  18  inches 
long,  and,  to  give  it  lightness  and  stiffness,  its  three 
fisu^es  are  grooved  in  the  direction  of  the  length.  The 
grooves  are  technically  called  flutes.  (See  cross-section 
of  blade.)  The  blade  is  joined  to  the  socket  by  the 
neck^  which  should  be  strong,  and  free  from  defects  of 
workmanship. 

The  socket  is  made  of  wrought  iron,  carefully  bored 
out  to  fit  the  barrel  of  the  piece  easily,  and  at  the 
same  time  closely.  It  is  secured  by  a  stud  (brazed  on 
the  barrel),  which  fits  into  a  crooked  channel,  or  groove^ 
cut  in  the  socket,  and  by  a  movable  ring  called  the 
dasp. 

The  Swordrbayonet.  Short  arms,  such  as  carbines 
and  musketoons,  are  sometimes  ftirnished  with  bayo- 
nets of  sufficient  length  to  enable  these  arms  to  resist  a 
charge  of  infentry  or  cavalry. 

Such  bayonets  are   gen- 
erally made  in  the  form  of 
a  sword.     (Fig.  87.)     The 
**    •  back  of  the  handle  has  a 

groove  which  fits  upon  a  stud  on  the  barrel,  and  the 
cross-piece  of  the  handle  is  perforated  so  as  to  encircle 
the  muzzle  end  of  the  barrel.  The  bayonet  is  prevented 
from  slipping  off  by  a  spring  catch. 

The  handle  is  made  of  a  solid  piece  of  brass,  with  a 
hole  running  through  it  for  the  tang  of  the  blade,  which 
is  secured  by  riveting  down  the  point  The  back  of 
the  blade  is  turned  toward  the  barrel,  and  the  body  is 
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bent  outward,  tbat  neither  may  interfere  with  the  hand 
in  loading.  Its  length  is  about  23  inches,  and  its  breadth 
1^  inches.  The  sword  bayonet  is  too  heavy  to  be  car- 
ried habitually  fixed  to  the  barrel ;  ordinarily  it  is  carried 
as  a  side-arm,  for  which  purpose  it  is  well  adapted,  as 
it  has  a  curved  cutting  edge,  as  well  as  a  sharp  point 
The  ordinary  bayonet,  when  not  fixed,  may  be  used  as  a 
poignard,  for  the  personal  defence  of  the  soldier. 

The  bayonet  contriliutes  very  much  to  the  efficiency 
of  a  military  fire-arm,  particularly  as  it  enables  in£EUitry 
to  resist  cavalry.  Too  much  attention  cannot  be  paid 
in  teaching  troops  the  use  of  this  arm,  and  inspiring 
them  with  confidence  in  it,  for  it  often  decides  the  &te 
of  a  battle. 

256.  CBttiBff-amii.  That  edge  of  a  cutting-arm  will 
have  the  greatest  penetration  which  opposes  the  few- 
est points  to  its  object ;  a  blade  with  a  convex  edge, 
will,  therefore,  have  greater  penetration  than  a  straight 
one. 

The  efl^Bct  of  a  cutting-blade  will  be  modified  by  th 
manner  it  is  applied  to  the  surfisice  of  the  object; 


oblique  stroke,  for  instance,  will  make  a  deeper  cu 
than  a  direct  one.     If  the  edge  of  the  sharpest  blade 
submitted  to  a  microscope,  it  will  present  to  the  ey 
numerous  asperities,  which  give  it  the  appearance  of  th 
cutting  edge  of  a  saw ;  it  is  evident,  therefore,  that  th- 
motive  force  should  act  obliquely  to  the  cutting  edge 
the  blade,  as  that  enables  it  to  rupture  the  layers  o/ 
flesh  upon  which  it  acts,  in  detail,  and  without  expend- 
ing its  force  upon  the  elasticity  of  several  layers  st 
once,  which  would  be  the  case  were  it  to  act  directly 
upon  the  object 
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Form,  of  the  blade.  When  the  curvature  of  a  blade 
convex  on  the  cutting  side,  the  part  near  the  point 
mmkes  a  deeper  cut  when  it  is  pushed  from  the  hand 
^hat  moves  it,  as  will  be  the  case  with  the  blows  de- 
livered in  a  charge  of  cavalry.  On  the  contrary,  a  con- 
^xtve  cutting-edge,  like  that  of  a  sickle,  acts  most  favor- 
Ably  when  it  is  drawn  toward  the  person  using  it ;  such 
ijs  the  yataghan  of  the  Arabs,  the  shape  of  which  is  that 
of  an. elongated  letter  S. 

JfawUinff.  The  fsu^ility  of  handling  a  sabre,  and  the 
effect  of  its  blow,  depend  upon  the  relative  positions 
of  the  handle^  the  centre  of  gravity^  the  point  of  contact^ 
»nd  the  centre  of  percussion. 

The  nearer  the  centre  of  gravity  is  to  the  point  of 
contact,  the  more  powerful  will  be  the  blow ;  but  the 
difficulty  of  handling  increases  with  the  distance  of  the 
centre  of  gravity  from  the  handle.  As  the  force  of  the 
1>low  is  the  important  consideration  in  a  sabre,  and 
"the  facility  of  handling  In  a  thrusting-sword,  it  is  cus- 
tomary to  make  the  point  of  the  blade  heavier,  and  the 
liandle  lighter,  in  the  former  than  in  the  latter. 

In  certaiii  light  cavalry  sabres,  the  centre  of  gravity 
is  placed  about  three  or  four  inches  from  the  handle. 

In  order  that  no  part  of  the  force  be  lost,  the  point 
of  contact  should  coincide  with  the  centre  of  percus- 
sion ;  the  position  of  the  latter  point,  however,  depends 
upon  the  weight  of  the  soldier's  arm,  if  motion  takes 
place  around  the  shoulder,  and  it  therefore  varies  in 
particular  cases. 

Description.  The  principal  cutting  weapon  is  the 
sabre.  The  cutting  edge  is  generally* convex;  and  the 
degree  of  its  curvature  is  the  characteristic  feature  of 
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e  weapon.    The  nomenclature  of  the  sabre  is 
le  same  as  for  the  sword,  the  principal  differ^ioe  bei 
a  the  structure  of  the  guard,  which  is  made  lighter 
aeavier,  as  the  sabre  approximates  the  character 
cutting  or  thrusting  weapon. 

There  are  two  kinds  of  sabres  used  in  the  XJnita/ 
States  service,  viz.:    the  oavaln/  aahre^  and  the  Ught- 
oH/Slery  sabre. 


k 


or 
a 


Fig.  8a. 

The  cavidry-sabre  (fig.  88),  being  used,  to  a  certain 
extent,  for  pointing  as  well  as  cutting,  has  only  a  mod- 
erate degree  of  curvature,  a  long  blade  (36  inches),  and 
a  "  basket-hilt"  to  protect  the  hand  from  the  point  of 
the  enemy's  sword,  and  to  carry  the  centre  of  gravity 
toward  the  handle.  The  guard  is  composed  of  the 
front  J  middle^  and  bach  branches.  The  gripe  is  covered 
with  calfskin,  and  bound  with  wire. 


Fig.  89. 

The  light-artillery  sabre  (fig.  89),  being  used  mo: 
particularly  for  hand-to-hand  conflicts,  has  a  shorter  (8 
inches)  and  more  curved  blade,  and  a  lighter  handle 
than  the  cavalry  sabre.     The  guard  is  composed  of 
single  piece  of  brass,  terminating  in  a  scroll 

The  blades  of  all  sabres  are  grooved,  to  give  theuc-^ 
lightness.     See  cross-sections  of  figs.  88  and  89. 

257.  TtamitUig  and  emuii«  arou.  In  certain  s^rvicd^ 
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is  customary  to  arm  the  heaviest  cavalry,  or  cui- 
»iers,  with  swords  which  are  capable  of  coping  with 
3  bayonet  or  lance.  The  blades  are  long  (from  36  to 
inches),  light,  and  straight,  and  they  have  a  sharp 
int,  and  a  single  cutting  edge.  The  hilt  is  heavy,  and 
the  basket  form. 
The  only  weapon  of 
3  thrusting  and  cut- 
g  class  used  in  the 
lited  States    service  ^'^' 

the  foot  artillery  sword  (fig.  90),  which  resembles  the 
>rt  Roman  sword  in  its  character.  The  blade  has 
o  cutting  edges,  is  lightened  toward  the  handle,  and 
L9  inches  long.  The  guard  is  a  simple  cross-piece, 
med  of  the  same  piece  as  the  handle,  which  is  made 
brass. 

258.  Scabbards.  The  objects  of  the  scabbard  are  to 
Ty  the  sword,  and  protect  the  blade  from  injury. 
Eibbards  are  generally  secured  to  a  belt,  which  passes 
er  one  of  the  shoulders,  or  around  the  waist  of  the 


For  foot-troops,  scabbards  are  made  of  leather,  mounted 
th  metal  to  protect  them  fix)m  wear.  For  scabbards 
'  mounted  troops,  leather  has  not  sufficient  stiffiiess 

4  strength,  and  steel  is  used  in  place  of  it.  The 
incipal  objections  to  metal  scabbards  are,  that  they 

5  heavy,  dull  the  edge  of  the  blade,  and  make  con- 
lerable  noise  in  striking  against  the  equipments  of  the 
rse  and  rider. 

In  certain  parts  of  Asia,  these  objections  are  over- 
[ne  by  making  scabbards  of  wood,  covered  with  leath- 
er raw  hida 
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DEFENSIVE  ARMOR 

259.  Cmtrwm  ■■«  kdmet.  The  defeaHiTe  armor  of  the 
present  day  coDBists  of  the  cvdraas  and  hdm^ — ^the 
fonuer  to  protect  the  breast  and  back ;  and  the  latt^, 
tiie  head  of  the  wearer. 

The  French  cnmiss  (fig.  91)  ia  composed  of  a  brea^ 

I  plate  (a),  and  a  badkpieee  (6),  joined     J 

t<^ether  by  straps.     The  thickness  and     J 

form  of  the  breastplate  are  such  as  to    ^ 

ward  off  small-arm  projectiles  beyond  &.^^ 

distance  of  forty  yards;  this   distance^^ 

is  assmned  onder  the  sapposition  that^M 

Rg.  Bi.  within  it,  the  infantry  soldier  will   b^^BB 

too  busily  engaged  in  preparing  to  defend  himsel^HT 

against  the  cavalry  soldier,  with  his  bayonet,  to  fire  hi^9« 

piece.    The  back-piece  is  only  made  of  sufficient  thick r- 

ness  to  resist  the  stroke  of  a  sword ;  it  is  presumed  thi^r_8 
will  induce  the  wearer  to  present  his  front  rather  t1 
his  back,  when  he  arrives  within  a  short  distance  of 
enemy.     The  middle  of  the  breastplate  is  formed  inl — — f 
a  ridge,  and  the  sides  slope  off  to  reflect  projectil^^s 
coming  from  the  front.    The  thickness  at  the  ridge  ~i 
.28  in. ;  from  this,  it  tapers  to  the  edges,  where  it    i 
.078  in.    The  back-piece  is  .04Y  in.  thick,  throughoo^ 
and  the  weight  of  the  entire  cuirass  is  about  16.75  Iba 
The  edges  are  turned  up  to  prevent  the  point  of  a  eword 
from  slipping  off  against  the  body. 

The  cuirass  and  helmet  worn  by  the  leading  sapper  in 
digging  a  siege-trench,  are  thick  enough  in  all  tb»r 
parts  to  resist  a  bullet  at  the  distance  of  40  yards. 


/ 
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MANUFACTURE  OF  SWORD-BLADES,  &c. 

260.  Material.  Sword-blades  are  made  of  double 
^hear  steel,  or  wliat  is  better,  of  cast-steeL  A  material 
of  great  toughness  and  elasticity,  as  well  as  hardness,  is 
tnade  by  forging  together  steel  and  iron,  forming  the 
celebrated  Damascus  steely  which  is  used  for  sword- 
blades,  springs,  &c.  The  damasked  appearance  is  pro- 
duced by  the  action  of  nitric  acid  and  vinegar,  which 
gives  a  black  tint  to  the  steel  parts,  whilst  the  iron  re- 
Enains  white. 

261.  Fabrlcatioa.  The  operations  of  making  sword- 
blades  are:  1st.  The  preparation  of  the  sJcelp;  2d, 
Forging  the  Uade ;  3d,  Tempering;  4th.  Grinding; 
Sth.  jRetempering ;  6th.  Mching ;  7th.  Polishing. 

The  skelp.  The  skelp  is  a  tapering  piece  of  steel  about 
»nce  and  a  half  as  thick,  two-thirds  as  long,  as  the  pro- 
ceed blade,  and  it  is  formed  out  of  a  rectancnilar  bar 
J  .  tripluLmer. 

F^gin^.    The  Jret  operation  i.  to  weld  .  piece  on  to 

e  large  end  of  the  skelp  to  form  the  tang.     The  second, 

to  draw  it  out  to  the  proper  length  and  thickness. 

e  number  of  heats  required  depends  upon  the  length 

!ihe  blade,  and  is  generally  from  seven  to  eight.    The 

md  is  to  stamp  the  grooves.     The  third  is  to  give  the 

el  to  the  cutting  edge.     This  operation  necessarily 

gates  this  edge,  and  gives  a  curved  shape  to  the 

e,  which  should  be  regulated  to  suit  the  pattern. 

blade  is  then  cut  off  to  the  right  length,  and  the 

finished. 

npering.    Forged  blades  are  soft  and  flexible ;  it 
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is  necessary,  therefore,  to  give  them  a  certain  degree  of 
hardness  and  elasticity.  This  operation  is  called  hard- 
ening and  tempering,  and  requires  much  tact  on  the 
part  of  the  workman,  in  order  to  detect,  by  the  eye,  the 
temperature  most  suitable  for  the  quality  of  steel  em- 
ployed. 

To  harden  the  blade,  the  workman  holds  it  in  the 
heat  of  a  charcoal  Aimace,  moving  it  back  and  forth  to 
heat  the  several  parts  uniformly.  When  its  color  is 
cherry  red,  it  is  withdrawn  and  passed  rapidly  through 
moist  iron  filings,  to  render  the  heat  still  more  uniform, 
and  then  plunged  into  cold  water.  It  is  immediately 
withdrawn  and  examined,  to  see  if  it  be  free  from  the 
coating  of  oxide  which  covers  it  when  taken  out  of  the 
fire. 

The  blade  is  now  very  hard  and  brittle,  and  often-  - 
times  warped ;  it  is  necessary,  therefore,  that  it  should^ 
be  partially  annealed  or  tempered ;  and,  for  this  pur — - 
pose,  it  is  again  placed  in  the  frimace  until  the  sur&c^s 
is  coated  with  blue  oxide.  In  this  condition  it  is  soft^ 
and  in  a  condition  to  be  straightened.  This  is  quickl] 
done,  and  the  blade  is  plunged  into  cold  water,  whi< 
gives  it  the  proper  degree  of  hardness  and  elasticity. 

Grinding.  Grinding  is  done  on  grindstones  whicT 
revolve  with  great  rapidity — the  object  being  to  reduc 
all  parts  of  the  blade  to  the  proper  size. 

Metempering.     The  blade  is  partially  bent  and 


nealed  by  grinding.    To  correct  these  defects  it  is  aga.^ 
heated  to  the  proper  color,  straightened,  and  plung^ 
into  cold  water.     If  it  have  lost  too  much  of  its  harti 
ness,  and  be  too  much  bent,  it  should  be  hardened  aD(/ 
tempered  as  described  before  grinding. 
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Etching.  Etching  is  the  process  of  marking  the  blade 
mth  ornamental  devices,  name  of  maker,  &c.  It  is 
3one  hy  heating  the  blade  slightly,  and  covering  the 
:>ortion  to  be  marked  with  a  thin  layer  of  Ijeeswax  ;  the 
Sesign  is  marked  on  the  wax  with  a  steel  j)oint,  leaving 
ihe  metal  bare ;  after  this,  the  design  is  covered  with 
X)wdered  sea-salt,  and  then  moistened  with  nitric  acid. 
rhe  acid  acts  only  on  the  bare  parts  of  the  metal,  leav- 
ng  them  in  a  rough  state,  while  the  unaffected  part  of 
;he  blade  remains  bright. 

Pcliahing.  The  object  of  polishing  the  blade  is  to 
■emove  the  marks  of  the  grindstones,  and  give  it  a 
imooth  finish.  The  polishing  apparatus  is  a  rapidly 
•evolving  hard-wood  wheel,  and  the  polishing  material 
8  oil  and  emery.  Burnishing  gives  the  deep,  brilliant 
x>li8li  peculiar  to  steel.  The  operation  is  the  same  as 
a  polishing,  except  that  oil  and  emery  are  replaced  by 
harcoal-dust. 

262.  intpeeUon  off  blades.  The  dimensions  are  com- 
ired  with  the  model,  and  verified  by  appropriate 
vuges  and  patterns. 

263.  Pr€K>ff  off  blade.     The  blade  is  proved :  Ist.  By 

ifining  the  point  by  a  staple,  and  bending  the  blade 

»r  a  cylindrical  block,  the  curvature  of  which  is  that 

i  circle  35  inches  diameter,  the  curvature  of  the  part 

t  the  tang  being  reduced  by  inserting  a  wedge  0.7 

168  thick  at  the  head,  and  14  inches  long ;  2d.  It  is 

3k  twice  on  each  of  the  flat  sides  on  a  block  of  oak 

\  the  curvature  of  which  is  the  same  as  the  above ; 

t  is  struck  on  the  edge,  and  twice  on  the  back 

\  an  oak  block  one  foot  in  diameter;  4th.  The 

is  placed  on  the  floor,  and  the  blade  bent  until  it 
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describes  an  are  having  a  certain  versed  sine.     Aft^^^ 
these  trials,  the  blade  is  examined  to  see  that  it  is  fh^^ 
from  flaws,  cracks,  or  other  imperfections,  and  that  it  r"^* 
not  set^  that  is  to  say,  does  not  remain  bent. 

The  scabbard  is  proved  by  letting  a  two-pound  weigh' 
fall  upon  it,  from  the  height  of  18  inches.     The  weighr  ^^ 
should  be  only  one  inch  square  at  the  base ;  the  scab-^^^ 
bard  should  not  be  indented. 


PORTABLE  FIRE-ARMS. 

264.  Principal  parts.     The  essential  parts  of  all  port-  — :J^ 
able  fire-arms  are  the  barrel ,,  the  loch^  the  stoch^  the  sights^ 
and  the  inountings.     The  nature  of  the  remaining  parts 
will  be  determined  by  the  manner  of  loading  and  dis-- 
charging,  as  in  m?/2S2^-loading  and  ^rai^A-loading 
arms.     Portable  fire-arms  will  be  treated  in  the  8am< 
order  as   cannon,   viz. :    1st.    The    general    principl< 
common  to  the  various  kinds;    2d.   The  peculiarii 
arising    from    the    uses  to   which   they  are   applied 
3d.    The  manufacture^  inspectio7i^  and  treatment  in  set 
vice. 

265.  Barrel.  The  barrel  is  the  most  important 
of  a  fire-arm,  its  oflice  being  to  concentrate  the  force  (b^-^ 
a  charge  of  powder  on  a  projectile,  and  give  it  prop^*f 
initial  velocity  and  direction ;  for  these  purposes,  fiutd 
for  the  safety  of  the  firer,  it  should  be  made  of  the  bes^ 
materials,  and  with  the  greatest  care. 

Kcterior.     In  determining  the  exterior  form  of  a  bar-      \   ^ 
rel,  it  is  not  only  necessarj^  to  give  such  thickness  to  the 
difierent  parts  as  will  best  resist  the  explosive  eflfort  of 
the  charge,  but  such  as  will  prevent  it  from  being  bent 
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hen  osed  as  a  pike,  or  subjected  to  the  rough  usage  of 
e  service. 

Wei^ht^  to  a  certain  extent,  is  necessary  to  give  steadi- 
^ss  to  the  barrel  in  aiming,  and  to  prevent  it  from 
fipringing''  in  firing.  The  latter  defect  generally  arises 
om  bad  workmanship,  whereby  there  is  a  greater  thick- 
^S8  of  metal,  and,  consequently,  less  expansion,  on  one 
»i<ie  of  the  bore  than  the  other.  In  certain  sporting 
ri:fles,  where  great  accuracy  is  sought  to  be  obtained,  the 
t>^rrel  is  made  to  weigh  from  12  to  15  lbs. ;  but  in  the 
ixxilitary  service,  where  it  is  carried  by  the  soldier,  it 
a^ldom  weighs  more  than  5  lbs. 

The  thickness  of  metal  of  the  rifle-musket  barrel  at 
tlxe  breech  is  0.28  inch;  from  this  point  it  gradually 
Hininishes  (the  exterior  element  being  a  slightly  re- 
tering  curve)  to  the  muzzle,  which  is  0.1  inch. 


F!g.  92. 

NomeruiUiture.  The  principal  parts  of  a  barrel  (see 
^-  92)  are  the  breech^  the  hreech^crew  (1)  ;  the  jlats  (3), 
^^^^ds  (2),  and  oval;  the  cone^  and  cone-seat  (4);  the 
^yonetstvd  and  front^sighte  (5)  ;  the  hore^  the  grooves^ 
^^^  the  Icmds  (6). 

The  breechrecrew  is  composed  of  the  body  (a),  tenon 
(i),  and  tcmg  (c).  The  object  of  the  breech-screw  is  to 
^lose  the  bottom  of  the  bore ;  the  tenon  fits  into  a  mor- 
*i^  cut  in  the  stock,  and  prevents  the  barrel  from  turn- 
^^g  in  its  bed ;  the  tang  is  the  part  by  which  the  breech 
^f  the  barrel  is  secured  to  the  stock,  and,  for  this  pur- 
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pose,  it  18  pierced  with  a  hole  for  the  tang-€crew^  which 
passes  through  the  stock,  and  screws  into  the  goard- 
plate. 

The  fiats  are  two  vertical  plane  surfaces,  ditoated  at 
equal  distances  fix>m  the  axis  of  the  bore.  They  serve 
to  prevent  the  barrel  fix»m  turning  in  the  jaws  of  the 
vice  when  the  breech-screw  is  taken  out ;  the  flat,  on 
the  light  side  of  the  barrel,  also  presents  a  sui&oe  of 
contact  for  the  lock-plate,  which  prevents  the  hammer  - 
and  cone  from  changing  their  relative  position. 

The  comers  of  the  flats  are  bevelled  to  prevent  th^^ 
barrel  from  l>eing  marred,  and  to  improve  its  flnish. 

The  cone.  The  functions  of  the  cone  ane 
to  support  the  percussion-cap  when  explodet/ 
by  the  hammer,  and  to  conduct  the  flame  to 
the  vent  of  the  piece.  The  parts  (see  fig.  93) 
are  the  nipple  (1),  upon  which  the  cap  is 
placed;  the  square  (2),  the  part  to  which  the  wrendi 
is  applied;  the  shoulder  (3);  the  screto-thread  (4);  and 
the  vent  (5). 

To  increase  the  efiect  of  the  hammer  on  the  cap,  tbe 
upper  surface  of  the  cone  is  diminished  by  chamfering 
the  comers. 

The  cone-seat  is  a  projecting  piece  of  iron  welded  to 
the  barrel,  near  the  breech,  for  the  purpose  of  sustiuning 
the  cone.  The  principal  parts  are  the  female  «?r«/j,tbe 
vent,  and  the  rim ;  the  latter  prevents  the  flame  from 
penetrating  between  the  lock  and  barreL  The  position 
of  the  cone-seat  should  be  such  that  tbe  vent  will  haTe 
a  direct  communication  with  the  bore.  In  the  present 
barrel,  however,  the  vent  makes  a  bend  at  right  angles 
with  the  axis  of  the  cone,  on  account  of  the  peculiar 
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c^^onstruction  of  the  new  self-priming  lock  To  prevent 
'tie  blow  of  the  hammer  from  straining  the  cone,  and 
l:>reaking  it  off  in  the  cone-seat,  the  plane  of  the  face  of 
tte  hammer  should  pass  through  the  axis  of  motion. 

Calibre.   Three  important  points  are  to  be  considered 
in    determining  the   calibre  of  small-arms:    1st.    The 
oalibre  should  be  as  small  as  possible,  to  enable  the 
Roldier  to   cany  the  greatest   number  of  cartridges; 
ijvitli  the  present  calibre,  the  number  of  musket-car- 
tridges is  limited  to  40 ;  the  total  weight  of  which  is 
about  3^  lbs.     2d.  To  diminish  the  amount  of  ammu- 
nition required  to  supply  the  wants  of  an  army,  and  to 
prevent  the  confusion  that  is  liable  to  arise  from  a  va- 
riety of  calibres,  there  should  not  be  more  than  two,  for 
all  arms  of  the  same  service,  viz.,  one  for  the  musket 
and  one  for  the  pistol.     3d.  This  point  relates  to  the 
force  and  accuracy  of  the  projectile.     The  introduction 
of  elongated  projectiles  aftbrds  the  means  of  increasing 
the  accuracy  and  range  of  fire-arms,  without  increasing 
the  weight  of  the  projectile,  simply  by  reducing  the  cal- 
ibre, which  diminishes  the  surface  opposed  to  the  air. 
Too  great  reduction  of  calibre,  however,  gives  a  very 
long  and  weak  projectile ;  and  besides,  the  eflFect  of  a 
projectile  on  an  animate  object,  depends  not  only  on 
its  penetration,  but  on  the  shock  communicated  by  it 
to  the  nervous  system,  or  upon  the  surface  of  contact. 
A  projectile  of  very  small  calibre,  having  but  little  iner- 
tia, does  not  expand  well  into  the  grooves  of  the  bore, 
by  the  action  of  the  powder ;  it  is  not,  therefore,  suited 
to  the  present  method  of  loading,  at  the  muzzle. 

The  foregoing  considerations  led  to  a  general  reduc- 
tion of  calibre  on  the  introduction  of  rifles  for  military 
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purposes.     The  present  rifle  calibre  is  .58  inch ;  that  of 
the  pistol  (navy  size)  is  .37  inch. 

Length  of  ha/rrd.    The  length  of  a  gun-barrel  is  de- 
termined by  the  nature  of  the  service  to  which  it  is 
applied,  rather  than  by  the  efTect  which  it  exerts  od 
the  force  of  the  charge.     It  has  been  shown  by  experi- 
ment, that  the  velocity  of  a  projectile,  in  a  smooth- 
bored  musket,  increases  with  the  length  of  the  bore,  up< 
to  108  calibres,  at  least ;  but  a  musket  with  this  length  oi 
barrel,  would  be  too  heavy  as  a  fire-arm,  and  too  un—  ^ 
wieldy  as  a  pike.     The  length  of  the  present  muskel 
barrel  is  70  calibres,  or  40  inches. 

GrTooves.    The  principal  cause  of  the  deviation  of 
projectile  from  its  true  line  of  flight  is  the  rotary  motioi 
which  it  receives  in  the  bore  of  the  piece,  combinecS 
with  the  resistance  of  the  air.     In  a  smooth-bored  bar- 
rel, variable  causes  conspire  to  produce  rotation,  conse- 
quently the  deviation  which  results  from  it,  is  variable 
and  uncertain.     In  addition,  therefore,  to  giving  a  pro- 
jectile the  requisite  initial  velocity  and  direction,  a  gun- 
barrel  should  be  constructed  to  give  it  a  certain  rotary 
motion  that  shall  continue  throughout  its  flight.    Tbis 
rotary  motion,  for  reasons  stated  in  discussing  rifleman- 
non,  takes  place  around  an  axis  coinciding  with  that  of 
the  barrel,  and  is  produced  by  spiral  grooves  cut  on  the 
surface  of  the  bore. 

The  points  to  be  observed  in  constructing  rifle-grooveB 
for  military  arms,  are  range,  accuracy  of  fire,  enduranoe, 
and  facility  of  loading  and  cleaning  the  bore.     For  ei 
panding  projectiles,  experiment  shows  that  these  pcnnf 
are  best  attained  by  making  the  grooves  broad  and  du 
low,  and  with  a  moderate  twist 
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The  following  is  a  description  of  the  grooves  adopted 
by  the  United  States  government,  viz. : 
Nuvther.    Three. 

Width,     Equal  to  the  lands,  or  one-sixth  the  circum- 
ference of  the  bore. 

Depth.  Uniformly  decreasing  from  the  breech,  where 
it  is  .015  in.,  to  the  muzzle,  where  it  is  .005  inch. 

Twist.  Uniform,  one  turn  in  six  feet  for  long  or 
musket,  and  one  turn  in  four  feet  for  short  or  carbine 
"barrels. 

The  eflFect  of  decreasing  the  depth  of  rifle-grooves  is 
to  increase  the  accurafy,  but  diminish  the  range.  The 
increase  of  accuracy,  undoubtedly,  arises  f .  om  the  fact 
that  the  projectile  is  held  more  firmly  by  the  grooves, 
as  it  passes  along  the  bore;  while  the  diminution  of 
range  arises  from  an  increase  of  friction  between  the 
projectile  and  the  grooves. 

The  twist  is  dependent  on  the  length,  diameter,  and 
initial  velocity  of  the  projectile;  in  other  words,  it 
Bhoiild  be  increased  in  a  certain  proportion  to  the  length 
of  the  projectile  ;*  and  for  the  same  weight  of  projectile, 
it  should  be  increased  in  a  certain  proportion  as  the 
length  of  the  bore  is  diminished.  Experiment,  how- 
ever, is  the  surest  way  of  determining  the  most  suitable 
twist  for  any  projectile. 

266.  lAK5k.  The  lock  is  the  machine  by  which  the 
charge  in  the  barrel  is  ignited.  Nearly  all  the  locks  of 
the  present  day  belong  to  the  percussion  class,  in  which 
fire  is  produced  by  the  blow  of  a  hammer  up<»n  a  small 
charge  of  percussion  powder  contained  in  a  copper  or 
paper  cap. 

*  See  flection  on  rifle-otnnon. 
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The  conditions  to  he  fulfilled  in  the  (Mnstmction  of  ~ 
a  military  lock,  are — 

1st.  The  pnxluction  of  fire,  and  its  communication^^i^n 
with  the  charge,  should  be  certain,  and  under  the  per— -re- 
fect control  of  the  soldier. 

2d.  The  cap  should  be  placed  upon  the  cone  witk^^ni 
facility,  and  it  should  not  be  displaced  in  handling  tht^  m 
piece. 

3d.  Fragment)  of  the  cap  should  not  incommode  po-r^v- 
sons  near  by,  nor  should  the  gas  generated  by  the  eiplo^^ 
aion  of  the  cap  corrode  or  injure  the  cone,  barrel,  or  stocl^:i- 

4th.  There  should  be  no  dafiger  of  accidental  ejcr- 
plosiona 

Nomenclature.  The  ordinary  percussion  lock  is  com- 
posed (see  fig.  94)  of  the  lockficUe  (1),  to  which  the 
several  parts  are  attached, 
and  by  which  the  lock  is 
fiwtened  to  the  .'itock;  the 
liamnier  (2),  wliii-h  strikes 
upon  the  cap,  ami  e-xplodes 
the  composition;  t\iti  main-  ^^m. 

spring  (3),  which  sets  the  hammer  in  motion;  the  tvm- 
Uer  (4),  or  axle,  by  which  the  power  of  the  main-spring 
is  oommunicated  to  the  hammer ;  the  sear  (5),  or  lever, 
the  point  of  which  fits  into  the  notches  of  the  tumbler, 
and  holds  the  hammer  in  the  required  position;  the 
notches  are  designated  as  \hv,fn}l<:ocTc  notch,  wid  sc^^f 
notch ;  the  sear-spring  (6),  which  presses  the  point  of 
the  sear  into  the  tumbler  notch ;  the  bndie  (omitted  in 
the  figure),  which  is  pien-ed  with  two  holes  for  the  innrt 
pivots  of  the  sear  and  tumbler  ;  the  stoivel  (7),  whici 
joins  the  main-spring  and  tumbler. 
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Sdf -priming.  The  foregoing  constitute  the  essential 
parts  of  an  ordinary  percussion-lock ;  in  addition  to 
these,  the  new  ser^^ce  lock  is  supplied  with  Maynard's 
self-priming  apparatus.*  The  primer  used  in  this  ap- 
paratus, is  a  long  strip  of  paper  containing  about  60 
[charges  of  percussion-powder,  distributed  at  uniform 
intervals.  The  strip  is  wound  up  in  the  form  of  a  coil, 
and  inserted  in  a  cavity  cut  into  the  exterior  surface 
of  the  lock-plate,  called  the  magazine.  One  end  of  the 
coil  protrudes  through  an  opening  in  the  magazine  (8), 
so  that  the  centre  of  the  first  charge  of  percussion- 
powder  is  directly  over,  but  not  in  contact  with,  the  top 
of  the  cone.  When  the  lock  is  sprung,  the  primer  is  cut 
off  by  a  knife-edge  on  the  lower  side  of  the  face  of 
the  hammer,  carried  forward  and  exploded  on  the  top 
of  the  cone.  A.  feeding-finger  (9),  connected  with  the 
ibler,  pushes  out  another  primer,  when  the  hammer 
jht  to  the  position  of  "  full-cock." 
^®tiier  methods  are  used  for  self-priming,  in  some  of 
wlddi  the  primer  is  enclosed  in  tli  cartridge  itself;  but 
few  are  found,  under  all  circumstances,  to  be  as  reliable 
as  the  common  percussion  lock. 

JBacIxiction.  In  the  back-action  lock,  the  main-spring 
is  placed  in  rear  of  the  tumbler,  and  the  sear-spring,  as 
a  separate  part,  is  dispensed  with.  The  mortise,  which 
forms  a  bed  for  this  lock,  seriously  affects  the  strength 
of  the  stock  at  the  handle ;  and,  for  this  reason,  the 
front-action  lock  is  generally  preferred  for  military 
arms. 

Accidents.     If  the  head  of  the  hanuner  be  allowed  to 


*  In  1861,  tbe  Belf-priming  apparatus  was  omitted  in  all  anna  of  the  U.  S.  ser- 
vice, as  it  was  not  found  to  work  well  in  practice. 
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rest  on  tlie  cap,  an  explosion  vnXl  be  liahle  to  follow  an 
accidental  blow  on  the  lianinier. 

267.     Mock.     Tlie  stock  is  tlie  wooden  part  of  a  fiib 
arm,  to  which  all  the  parts  are  assembled. 


Kg.  95. 

The  most  imjMirtant  port  ions' of  the  stock  (see  fig.  96) 
aretheii/W  (l)^  the  handle  (2),  the  Jiead  (3),  the  ffrMse- 
box*  (4),  the  btkh  for  the  barrel,  lock,  band-springs,  guard- 
plate,  butt-})late;  the  shoulders  for  the  tip  and  bandfl, 
and  the  ramnnl'groove. 

The  material  of  the  stock  should  be  light  and  strong: 
Well-seasoned  black  walnut  is  generaUy  used  for  mili- 
tar}'  small-arms. 

The  butt  is  intended  to  rest  against  the  shoulder,  and 
support  the  recoil  of  the  piece ;  it  should  be  of  such 
length  and  shape  as  will  enable  it  to  transmit  the  reoo3 
with  the  least  inconvenience  to  the  soldier.  The  longer 
it  is,  to  a  certain  extent,  the  more  firmly  will  it  be  presB- 
ed  against  the  shoulder,  and  the  effect  of  the  recoil  will 
be  a  punh  rather  than  a  blow.  The  stock  is  crooked  at 
the  handle,  for  convenience  in  aiming,  and  for  the  pur- 
pose of  diminishing  the  direct  action  of  the  recoil 
Changing  the  direction  of  the  recoil,  in  this  manner, 
causes  the  piece  to  rotate  aroimd  the  shoulder  with  an 
intensity  proportional  to  the  lever  ann  ah ;  whence  it 
follows  that,  if  the  stock  be  made  too  crooked,  the  butt 
will  be  liable  to  fly  up  and  strike  the  soldier's  face. 

268.  siffiita.  The  sights  are  guides  by  which  the  piece 

•  Omitted  in  1861. 
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1  the  elevation  and  direction  necessary  to  hit  the 

There  are  two,  called  frorU  and  rear  sights. 
frorU  sight  is  fixed;  in  the  rifle-musket  it  is 
by  sharpening  the  top  of  the  bayonet-stud,  so 
B  edge  shall  present  a  point  to  the  eye  of  the 
nan.  The  jmeness  of  this  point  is  regulated  by 
gth  of  the  barrel,  or  distance  from  the  eye,  and 
3  and  distance  of  the  objects  generally  aimed  at ; 
ade  coarser  in  military  than  in  sporting  arms,  to 
t  injury. 

rear  sight  is  composed  of  a  base,  which  is  firmly 
I  to  the  barrel  at  a  short  distance  from  the  breech, 
movable  part  capable  of  being  adjusted  for  dif- 
elevations  of  the  barrel.  The  sight  originally 
to  the  rifle-musket  had  a  single  leaf,  to  which 
tached  a  slide,  containing  the  sight  notch,  which 
be  adjusted  for  all  distances  between  100  and 
p^ards.  By  a  late  order  of  the  war  department, 
&  been  replaced  by  a  sight  which  has  three  mov-. 
^ves,  turning  on  a  conunon  axis,  and  bearing 
9  adjusted  to  100,  300,  and  500  yards,  respect- 
ing a  fire-arm  consists  in  bringing  the  top  of  the 
tight,  and  the  bottom  of  the  notch  of  the  rear 
nto  the  line,  joining  the  eye  and  the  object.  A 
or  a  military  arm  should  satisfy  the  following 
ons,  viz. :  1st.  It  should  be  easily  adjusted  for  all 
jes  within  effective  range ;  2d.  The  form  of  the 
Jiould  permit  the  eye  to  catch  the  object  quickly ; 
should  not  be  easily  deranged  by  the  accidents 
service. 
globe  and  telescopic  sights  are  used  for  very  accu- 
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rate  sporting-arms,  but  thej  are  too  delicate  in  thei 
structure,  and  too  slow  in  their  operation,  for  generaE!. 
purposes. 

In  the  absence  of  a  proper  rear  sight,  the  soldier  o1^ 
the  line  may  be  taught  to  point  his  piece  by  Aiminp^ 
over  the  centre  of  the  knuckle  of  his  left  thumb ;  th^^ 
position  of  the  thimib  along  the  barrel  determines  t 
elevation  of  the  piece.  This  method  is  practised 
certain  French  troops  of  the  line,  for  distances  less  th 
400  yards. 

269.  Moimtlav*.  The   moimtings  comprise  the  buri^ 
flat€y  the  guard-plate^  the  bandsj  springs^  and  tip. 

The  buttplaie  protects  the  end  of  the  stock  from  i^j. 
jury  by  contact  with  the  ground ;  it  is  curved  to  fit  tJie 
shoulder  in  firing,  and  is  secured  in  its  place  by  two 
wood-screws. 

The  guardplate  strengthens  the  handle  of  the  stoei, 
and  serves  as  a  fulcrum  for  the  trigger.  I^  is  secured 
by  the  tang-screw  and  two  wood-screws. 

The  trigger  is  a  lever  used  to  disengage  the  point  of 
the  sear  from  the  notch  of  the  tuml^ler,  which  sets  the 
lock  in  motion.     The  force  required  to  set  off  the  trig- 
ger, if  very  great,  may  disturb  the   accuracy  of  tfc 
aim ;  if  it  be  slight,  the  piece  will  be  liable  to  accident 
discharges,  as  in  the  case  of   the  Jutir-trigger  used 
target-pieces. 

The  gtiardbow  protects  the  finger-j)iece  of  the  tri 
from  injury,  and  from  accidental  l)lows  that  might 
duce  exph^sions. 

The  bands  secure  the  barrel  to  the  stock,  ai 
springs  keep  the  bands  in  their  places.  If  the  p' 
intended  to  be  carried  upon  the  soldier's  back,  if 
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vided  with  two  mviveU^  one  of  which  is  fastened  to  the 
guard-bow,  and  the  other  to  a  band. 

270.  Ramrod.  The  ranarod  is  the  long,  slender  piece 
employed  in  muzzle-loading  arms,  to  push  the  chai-ge  to 
its  proper  place,  and  to  wipe  out  the  barrel.  It  is 
carried  in  a  groove  cut  into  the  under  side  of  the  stock, 
and  it  is  kept  in  its  place  by  the  pressure  of  the  swdl 
against  the  tip  of  the  stock.  The  head  of  the  rod  is 
countersunk  to  fit  the  point  of  the  projectile ;  and  the 
point  has  a  screw  to  receive  the  wiper  and  baH-screw — 
implements  that  are  used  to  dean  and  remove  obstruc- 
tions from  the  bore. 


BREECH-LOADING  ARMS. 

271.  Oeneral  deicrtptlon.  The  term  "  breech-loading" 
applies  to  those  arms  in  which  the  charge  is  inserted  into 
the  bore  tlux)ugh  an  opening  in  the  breech ;  and,  as  far 
as  loading  is  concerned,  the  ramrod  is  dispensed  witL 

The  interior  of  the  barrel  of  a  breech-loading  arm,  is 
divided  into  two  distinct  parts,  viz.,  the  bare  proper,  or 
space  through  which  the  projectile  moves  under  the  in- 
fluence of  the  powder ;  and  the  chamber  in  which  the 
chai'ge  is  deposited.  The  diameter  of  the  chamber  is 
usually  made  a  little  larger,  and  that  of  the  bore  a  little 
smaller,  than  that  of  the  projectile ;  this  arrangement 
facilitates  the  insertion  of  the  charge,  and  causes  the 
projectile  to  be  compressed,  and  held  firmly  by  the 
lands  in  its  passage  through  the  bore.  As  before 
stated,  this  operation  is  called  shigging  the  projectile. 
The  bottom  of  the  grooves,  and  the  siuface  of  the  cham- 
ber, are  continuous. 
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272.  OMiiiff  the  i^reech.  The  distinguishing  feature 
of  a  breech-loading  arm  is  the  method  of  closing  the 
breech.  The  systems  at  present  used  may  be  referred 
to  two  classes — those  with  movable  chambers,  and  those 
with  fixed  chambers. 

The  movable  chamber  is  formed  in  a  separate  p&eee 
from  the  barrel,  and  the  joint,  or  opening,  is  neceaoagfly 
in  front  of  the  charge  ;  the  fix^ed  chamber  is  formed  by 
counterboring  the  bottom  of  the  bore,  and  the  opening 
is  in  rear  of  the  charge.  As  a  general  rule,  the  mechan- 
ism of  the  fixed  chambered  pieced  is  stronger  and  sim- 
pler than  that  of  movable  chambered  pieces,  and  is, 
therefore,  to  be  preferred,  for  military  purposes. 

273.  Escape  of  ymt.  One  of  the  most  serious  defects 
of  breech-loading  arms  was  the  escape  of  gas  through 
the  joint;  this  not  only  incommoded  the  soldier  and  his 
comrades,  but  seriously  interfered  with  the  working  of 
the  machinery,  and  the  accuracy  and  force  of  the  fire. 
The  great  attention  that  has  been  paid  to  the  subject 
of  breech-loading  arms,  in  the  last  few  years,  has  led  to 
an  improvement  which  entirely  removes  this  defect,  and 
this  consists  in  closing  the  joint  at  the  moment  of  dis- 
charge, by  the  action  of  the  gas  itself.  This  operation, 
which  is  called  "  packing  the  joint,"  is  now  accomplished 
in  a  variety  of  ways,  all  of  which  may  be  divided  into 
two  general  methods:  1st.  By  the  use  of  a  cartridge- 
case  of  sheet-brass,  India-rubber,  or  other  material ;  Sd 
By  the  use  of  a  thin  elastic  ring  of  metal  whidi  OFB^ 
lies  the  joint.  By  the  first  method,  the  case  is  penlii^ 
nently  distended,  and  some  arrangement  is  required  • 
remove  it  from  the  chamber.  Generally  speaking,  llli 
case  is  not  so  much  injured  but  that  it  can  be  safely 
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111  fires.     In  the  second  method,  the  ring, 
or  ffft^-check,  is  a  part  nf  the  ana;  and  its  elastiaty 
(pauses  it  to  return  to  its  original  form  after  the  discharge. 
Ritrnaitir'a  btoi*-!!!.      An    example  of  the   first 
inethcKi     is     9ho\vn    in 
liuruside's   ami^.     This 
piece  (see  fig.  96)  has 
a     movable     chamber, 
tie-  i"i-  which   opens    l>y  turn- 

ing on  a  hinge  (a).  The  joint  (/>)  through  which  the 
gas  tends  to  escape  is  covered  by  the  embossed  portion 
of  a  thin  brass  i-artridge-case,  which  packs  the  joint, 
and  cuts  off  the  escape  of  gas.  The  case  is  made  coni- 
i^al,  that  it  may  l»e  easily  disengaged  from  the  chamber 
by  the  movable  pin  (c),  after  firing. 

The  small  end  of  the  case  has  a  hole  for  the  passage 
of  the  flame  from  the  cap,  which  is  closed  with  wax  to 
protect  the  powder  from  moisture,  A  leather  wad  and 
a.  small  quantity  of  grease  are  ])laced  between  the  pow- 
der and  ball,  to  soften  and  remove  the  dirt  from  the 
bore  after  each  diachai^e. 

The  advantages  of  this  class  of  guns  are,  the  strength 
and  water-proof  nature  of  the  cartridges,  a  perfectly 
tight  joint,  and  entire  freedom  in  the  working  of  the 
machinery'.     The  ])riniipal  disadvantage  is  the  cost  and 


(culiarity  of  the  cartridt^c. 


275.     Sharp'!  •I'Bteni,   Tliis 

rail  line  (see  fig,  97)  has 
:i  lixed  chamber,  and  the 
liri\-ch  is  closed  by  a  slide 
{a)  which  moves  nearly  at 
right-angle  to  the  axis  of 
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the  barrel.  Formerly  there  waa  no  attempt  made  to- 
prevent  the  escape  of  gas  through  the  joint,  and  greatzA~^t 
diflficulty  was  experienced  in  working  the  slide,  after  a^^  a 
few  disfhai^s  in  very  drj'  weather.  By  boring  a  re— ?^». 
cesa  into  the  face  of  the  slide,  opposite  to  the  chambei — ^b- 
and  inserting  a  tightly-fitting  ring  (b  h)  into  it,  in  sacbC!!] 
manner  that  the  inner  rim  is  pressed  against  the  end  oCr^wf 
the  barrel  at  the  instant  of  discharge,  the  escape  of  th-  _e 
gas  is  prevented. 

This  piece  is  loaded  by  depressing  the  lever  whia  "^ 
withdraws  the  slide  and  opens  the  breech.     The  ca«j 
tridge  is  inserted,  the  bullet  penetrates  as  far  as  tka, 
shoulder  of  the  chamber,  leaving  a  portion  of  the  pap«7 
and  powder  projecting;  this  is  cut  off  by  the  upw&rj 
motion  of  the  slide,  and  the  powder  is  exposed  to  the 
action  of  the  cap.    A  portion  of  the  chamber,  buitooikj- 
ing  the  bullet,  is  viilarged  in  diameter  (cc),  in  order 
that  the  accumulation  of  dirt   may  not  prevent  the 
bullet  from  being  pushed  forward  to  its    place,  and 
thereby  increasing  the  amount  of  powder  cut  off  by 
the  slida 


I 


276.  MayDard^  ■ritem.  The  chamber  (a),  (see  fig- 
98)  of  the  MajTiard  carbine,  is  fixed.  The  barrel  is 
hinged  to  the  stock,  and,  by  means  of  a  lever,  wiieli 
also  serves  as  the  trigger-guard,  the  breech  is  raised  to 
receive  the  cartridge,  and  lowered  to  close  it.  The  car- 
tridge-case (f)  is  made  of  brass,  or  other  elastic  metal, 
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and  is  cylindrical  in  shape.  It  has  a  flange  (b)  soldered 
to  the  bottom,  to  facilitate  handling,  and  the  vent  is  in 
the  centre  of  the  bottouL 

The  bullet  (d)  is  solid  at  the  base ;  it  is  cylindrical 
as  far  as  it  is  inserted  into  the  cartridge-case,  thence 
tapers  ovoidally  to  the  front,  and  terminates  in  a  flat 
surface  perpendicular  to  the  axis.*  It  has  but  one 
groove  in  the  cyUndrical  part,  which  contains  the  lubri- 
cant.  The  diameter  of  the  bullet  is  equal  to  that  of 
the  bore,  plus  the  depth  of  the  grooves.  In  charging 
the  cartridge,  the  bullet  is  set  vnth  its  axis  coincident 
with  the  axis  of  the  cartridge ;  it  is,  therefore,  coinci- 
dent with  that  of  the  bore,  when  the  piece  is  loaded. 
There  being  no  hollow  in  the  base  of  the  ball,  there  is 
no  unequal  expansion  to  change  the  position  of  its  axis 
while  in  the  gun ;  the  bullet,  therefore,  leaves  the  gun 
in  the  proper  direction.  The  barrel  may  be  said  to  act  the 
part  of  a  die  to  give  each  bullet  the  same  form  and  size. 

In  loading  the  cartridge,  the  bullet  is  not  pressed 
upon  the  powder— the  fire  from  the  primer  entering  the 
vent  more  freely  when  the  powder  is  loose.  The  vent 
of  the  cartridge,  which  is  very  small,  is  closed  by  a 
small  quantity  of  the  lubricant,  which  does  not  impede 
the  passage  of  the  flame,  as  it  is  driven  into  the  case  by 
the  confined  air  in  advance  of  the  flame. 

The  cartridge  expands  from  the  pressure  within,  so 
ag  to  cut  off  all  escape  around  it ;  being  elastic,  and  the 
expansion  being  within  the  elastic  limit,  it  contracts  so 

*  Bj  this  means,  it  is  thought  that  the  air  is  deflected  more  effectually  from  the 
sidefl  of  the  projectile,  and  the  fViction  which  opposes  rotation  is  diminished.  It  is 
not  found  to  detract  fhna  the  range,  a  fact  which  favors  the  existence  of  Newton's 
theoretical  aolid  of  least  reaistanoe,  which  is  likewise  terminated  with  a  plane  sur< 

20 
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a^  to  be  easily  withdrawn;  and,  as  it  is  supported  01:3 
all  sides  when  fired,  it  is  not  injured  by  use. 

The  only  instrument  required  for  loading  the  case  uu 
a  tube  closed  at  one  end,  by  a  bottom  shaped  like  th«^^ 
front  end  of  the  bullet — as  large  internally  as  the  cac 
tridge,  and  weighing  about  two  ouncea 

The  Maynard  mueJcet^  for  using  the  same  system 
ammunition,  is  like  the  ordinary  musket,  in  every 
ticular  except  that  an  oblong  opening  is  made  in  t^ 
upper  side  of  the  barrel,  extending  fix)m  the  front  em^^ 
of  the  breech-pin  1.3  in.,  into  which  opening  is  fitted  a 
solid  block,  hinged  to  the  left  side  of  the  barrel  fmd 
filling  the  bore,  so  as  to  be,  in  eflfect,  a  movable  exten- 
sion of  the  breech-pin.  The  barrel  is  chambered  for 
the  cartridge.  The  hinged  block  is  the  cone-seat  By 
turning  the  cone-seat  over  to  the  left,  the  barrel  is 
opened  so  that  the  cartridge  may  be  inserted.  By 
turning  it  back  again  the  cartridge  is  secured  in  place, 
and  the  vent  from  the  cone  is  brought  in  apposition 
with  that  of  the  cartridge.  Instead  of  a  flange  on  the 
cartridge,  to  facilitate  handling,  there  projects  from  the 
bottom  a  short  ann,  or  a  thong,  which  is  received  into 
a  notch  in  the  side  of  the  barrel.  There  being  only  a 
direct  backward  pressure  upon  the  cone-seat  (which  is 
resisted  by  the  breech-pin),  a  simple  snap-bolt  keeps  it 
in  place.  With  an  empty  cartridge  case  in  the  chamber, 
this  forms  a  muzzle-loading  arm  for  ordinary  ammu- 
nition— an  advantage  of  importance  under  some  cir- 
cumstances. It  is  asserted  that  this  musket  can  be 
made  as  cheaply  as  the  ordinary  one,  and  it  has  be^ 
shown  that  the  ordinary  one  can  be  changed  to  this 
system,  so  as  to  be  neat  in  appearance,  strong,  and 
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simple,  and  at  a  very  small  cost.  The  opening  in  the 
barrel  facilitates  greatly  the  perfect  cleaning  and  in- 
ipection  of  the  bore — points  of  much  importance. 

The  foregoing  breech-loading  arms  are  particularly 
•eferred  to  for  the  purpose  of  illustrating  the  principles 
)f  the  classification,  and  because  their  peculiar  merits 
lave  been  established,  and  the  pupil  will  be  likely  to 
neet  with  them  in  service. 

277.  Advaiitaffet,  Ac.  The  advantages  of  breech-load- 
ng  over  muzzle-loading  arms  are :  Ist.  Greater  security 
mm  accidents  in  loading ;  2d.  The  impossibility  of  get- 
ing  more  than  one  cartridge  in  the  piece  at  the  same 
ime ;  3d.  Greater  facility  of  loading,  under  all  circum- 
rtances,  and  particularly  when  the  soldier  is  mounted,  or 
s  lying  upon  the  ground ;  4tL  The  security  with  which 
;he  charge  is  kept  in  its  place  when  the  piece  is  carried  . 
m  horseback  with  the  muzzle  down. 

The  disadvantage  of  breech-loading  arms  is  the  com- 
>licated  nature  of  the  machinery,  and  their  consequent 
«rant  of  strength  and  solidity  when  subjected  to  rough 
isage.  It  cannot  be  denied  that,  in  spite  of  this  disad- 
rantage,  breech-loading  arms  are  steadily  progressing 
n  fiivor  for  the  mounted  service,  and  in  some  European 
lervices  they  are  used,  to  a  certain  extent,  by  foot  troops 
)f  the  line. 

SMAU^ARM  PROJECTILES. 

278.  Forciiiff.  "  Forcing,"  as  applied  to  a  projectile,  is 
;he  operation  by  which  it  is  made  to  take  hold  of  the 
grooves  of  a  rifled  barrel,  and  follow  them  in  its  passage 
;hrough  the  bore.  It  may  be  accomplished  in  various 
vays,  most  of  which  depend  upon  the  soft  and  yielding 
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nature  of  lead,  the  material  of  wHcli  8maU>arm  proje^ 
tiles  are  made,  viz. : 

1st.  By  the  action  of  the  ramrod. 

2d.  By  the  action  of  the  powder. 

3d.  By  the  action  of  ramrod  and  powder  combined^ 

4th.  By  the  form  of  the  bore  or  projectila,  m  ^ 
breech-loading  arms,  <fec 

279.  Bj  the  «ctlon  oftke  r«T»J  When  rifles  wen 
first  made,  forcing  was  effected  by  making  the  prqjedile 
a  little  larger  than  the  bore,  and  driving  it  down  witli  ■ 
mallet  applieil  to  the  point  of  the  ramrod;  although 
this  caused  the  lead  to  fill  the  grooves  completely,  con- 

I  verting  the  projectile  into  a  screw,  whereof 
the  barrel  was  the  nut ;  the  operation  w 
slow  and  laborious,  and  the  accoracy  of  the 
projectile  was  impaired  by  the  consequent 
disfiguration. 

The  form  of  the  grooves  then  used  is  shown  in  fig.  99. 
They  were  liable  to  be  injured  by  the  rampod,  and  were 
difficult  to  clean. 

280.  Patch.  The  foregoing  plan  was  improved  by 
making  a  projectile  a  little  smaller  than  the  bore,  and 
wrapping  it  with  a  patch  of  cloth,  greased,  to  diminid 
IHctioD  in  loading.  The  thickness  of  the  cloth  was 
greater  than  the  windage ;  this  caused  the  patch  to 
press  upi^n  the  projectile  with  so  much  force  as  to  com- 
pel it  to  follow  the  winding  of  the  grooves  without  ma- 
terially altering  its  shape.  The  patch  is  still  used  in 
sporting  rifles,  and  gives  excellent  results ;  but  the  load- 
ing is  too  slow  and  difficult  for  a  military  arm. 

281.  Delvliae'i  ptaa.  M.  Delvlgne,  an  officer  of  the 
French  infiuitrj',  appears  to  have  been  the  first  persoa 
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wlio  overcame  the  difficulty  of  loading  riflea,  thereby  re- 
moving the  principal  obstacle  to  their  introduction  into 
the  military  service.  The  plan  proposed  by  him,  in 
1827,  ivas  to  make  (he  projectile  small  enough  to  enter 
the  bore  easily,  and  to  attach  it  to  a  sabot,  or  block  of 
wood  («,  fig.  100),  which,  when 
in  position,  rested  upon  the 
the  shoulders  of  a  cylindrical 
'  chamlier  (J),  formed  at  the  bot- 
^  ^^-  tom  of  the  bore,  to  contain  the 

pow^der.  In  this  position,  the  projectile  was  struck  two 
or  three  times  wth  the  ramrod,  which  expanded  the 
lead  into  the  grooves  of  the  barrel.  To  the  bottom  of 
the  sabot  was  attached  a  piece  of  greased  serge,  which 
served  to  soften  the  residuum  of  the  powder  and  facili- 
tate the  loading.  By  this  plan  the  accuracy  of  the 
round  projectile  was  increased,  but  its  range  was  di- 
minished. 

Elongated  pn^ectUe.  In  1743,  Robins  pointed  out 
the  superiority  of  the  oval,  or  elongated  form  of  projeo- 
tile,  and  Eonce  this  many  attempts  have  been  made  to 
employ  it  in  rifled  arms,  especially  in  this  country,  but 
it  remained  for  M,  Delvigne,  followed  by  MM.  Thouve- 
nin  and  Mini^,  of  the  French  service,  to  apply  it  sue- 
ceaafully  to  the  military  service. 

The  form  of  projectile  proposed  by  these  officers  was 
composed  of  a  cylinder  and  conoid.  The  cylinder 
served  as  the  base  of  the  projectile,  and  gave  it  stability 
in  the  bore  of  the  piece ;  the  conoidal  surface,  which 
formed  the  point,  was  well  adapted  to  diminish  the 
effect  of  the  air,  by  increasing  the  penetrating  power  of 
the  projectile.     A  single  groove  was  formed  aroxmd  the 
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cylinder,  to  contain  a  greased  woollen  thread,  in  plac^ 
of  the  woollen  patch  of  Delvigne, 

It  was  shown  by  the  trials  which  followed,  that  tti 
presence  of  this  groove  improved  the  accuracy  of  tlH 
projectile — a  fact  which  gave  a  new  turn  to  the  inv^s 
tigations,  and  led  to  the  adoption  of  two  additioi^ 
grooves.  The  theory  advanced  in  explanatitm  of  t"^ 
action  of  these  grooves  was,  that  they  oppose  a  reefi^ 
ance  to  the  air,  which,  acting  on  the  rear  portion  of  fc}p 
jirojectile,  tends  to  keep  the  point  foremost  in  Sigbt, 
thereby  rendering  the  resistance  of  the  air  uniform,  and 
at  the  same  time  a  minimum. 

The  correctness  of  this  theory  may  be  well  qnestioned; 
but  that  the  grooves  exert  a  Wne^cial  effect,  by  dimin- 
ishing adhesion  to  the  surface  of  the  bore,  and  by  &cili- 
tating  expansion,  can  scarcely  admit  of  a  doubt 

282.  Tiie,  •r  iplDdle.  Colonel  Thouvenin  proposed 
to  replace  the  chamber  of  Delvigno  by  a  spindle  of 
iron,  screwed  into  the  centre  of  the  breech-screw  (see  a, 
fig.lOl).  Thiswasfound 
to  be  an  excellent  point 
of  support  for  the  base 
of  the  elongated  bnllet 
when  force<l  by  the  blows 
of  the  ramrod.  The  ei- 
pausion  of  thi?  lead  into  the  gn>oves  secured  the  hnDrt 
in  place,  and  protected  the  powder  from  moisture. 

Considerable  difficulty,  however,  was  experienced  ii 
cleaning  the  space  around  the  spindle ;  and,  like  all 
plana  of  forcing  by  the  ramrod,  it  is  subject  to  variation, 
arising  from  the  particular  care  and  strength  exercised 
by  the  soldier. 
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383.  Br  ittim  or  pMtfecUie.  This  method  of  forcing  is 
Uufltrated  in  the  Whitworth  rifle.  The  form  of  the 
tore,  as  in  the  cannon,  is  a  twiated  hexagonal  prism, 
aaking  a  complete  turn  in  20  inches.  The  projectile 
(flg.  102)  is  made  nearly  of  the  exact  form  and 
size  of  the  bore,  and  ia  about  three  diameters 
in  length.  To  prevent  disfiguration  and  strip- 
ping* which  are  very  liable  to  occur  in  bxJ- 
lets  of  this  length,  fired  with  high  velocities, 
the  lead  is  hardened  by  alloying  it  with  tin 
and  manganese ;  and  to  obviate  fouling,  a 
'^  ^^^'  greased  wad  is  placed  between  the  powder 
nd  bullet.  As  might  be  expected  from  the  length 
f  the  ballet,  the  amount  of  twist,  and  the  extreme  ac- 
uracy  with  which  the  bullet  fits  the  bore,  the  results 
btained  with  this  arm  are  much  superior  to  those  ob- 
ained  with  service-anna. 

284.  Bt  the  powder.  It  appears  that  the  first  attempt 
o  force  a  projectile  by  the  action  of  the  powder  was 
oade  by  Mr.  Grreener,  an  English  gunsmith,  in  1836. 
ilie  plan  which  he  tried  consisted  in  forming  a  cavity 
•X.  the  base  of  an  oblong  bullet,  and  partially  inserting 
n  it  a  conical  pewter  wedge,  which  was  driven  in  by 
he  force  of  the  powder  in  such  manner  as  to  expand  the 
inter  part  of  the  bullet  into  the  grooves  of  the  barrel 
Some  years  after  this,  Colonel  Mini6  pro- 
duced a  projectile  conatnicted  on  the  same 
principle,  but  instead  of  a  solid  wedge,  he 
used  a  cup  of  sheet  iron,  which  was  inserted 
into  a  conical  cavity  (fig.  103)  at  the  base 

*  Stripping  is  tho  tonrinit  away  oT  Ihe  metsl  when  the  projectile  passes  out  of 
M  bora  trithoul  roUowing  tho  gruoves. 
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of  the  bullet.  The  point  of  the  ball  was  cut  off  to 
prevent  disfiguration  by  the  flat  head  of  the  ramrod 
This  projectile,  when  fired  from  a  rifle  of  service  calibre, 
generally  possessed  great  range  and  accuracy ;  but  it  had 
certain  defects  which  prevented  it  from  being  exten- 
sively used  in  military  service,  viz. :  it  was  compound  in 
its  structure ;  the  cup  was  sometimes  forced  in  obliquely, 
producing  unequal  expansion ;  and,  fit>m  the  large  size 
of  the  cavity,  the  top  was  occasionally  blown  ofl^  leaving 
the  cylindrical  portion  adhering  to  the  sides  of  the  bore. 

285.  PreMnt  metliods.  Not  long  after  the  introduc- 
tion of  the  .Mini6  bullet,  it  was  discovered  that,  by  giv- 
ing a  suitable  size  and  shape  to  the  cavity,  the  wedge 
could  be  dispensed  with.  The  projectile  thus  obtained 
was  simple  in  its  structure,  and  gave  better  and  more 
reliable  results  than  the  one  from  which  it  was  derived. 

The  particular  form  and  mode  of  expanding  bulleta, 
varies  in  most  military  services ;  in  general  terms,  how- 
ever, all  modem  small-arm  projectiles  are  cylindro<m- 
oidal  in  shape,  and  a  majority  of  them  are  forced  by  the 
action  of  the  powder.  The  effect  of  the  powder  may 
be  direct,  as  in  the  case  where  it  acts  in  the  cavity  of 
a  bullet ;  or  it  may  be  indirect,  as  when  it  compresses 
the  bullet  lengthwise,  or,  technically,  ^^npeets^  it 

286.  United  Sfafei.   The  bullet  used  in  the  United 
States  service,  is  derived  from  that  of 
the  carabine  a  tige^  chiefly,  by  making 
a  conical  cavity  in  its  base.     (See  fig. 
104.)     The  shape  of  the  first  cavity 
employed,  was  that  of  a  frustum  of   ^    /^. 
a  cone ;  but  this  was  found  defective   V/'        \) 
when  used  in  the  rifle-musket,   inas-  Pig.  loi. 
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mucli  as  it  rendered  the  bullet  too  weak  at  tlie  junctore 
of  the  two  exterior  aurfacea  For  arms  with  reduced 
chains  of  powder,  aa  ia  the  carbine  and  pistol,  the 
lai^  cavity  is  most  suitable. 

A  description  of  the  musket-biillet  has  been  given  in 
chapt«r  IL  A  dLstinguishing  feature  of  this  bidlet  is, 
that  no  patch  of  any  kind  is  used  in  loading ;  in  nearly 
all  other  modem  bullets  a  greased  patch  of  cloth,  or 
paper,  envelops  them  when  placed  in  the  bore. 

287.  K««taii4.  The  British  bullet  (sometimes  known 
as  the  Pritchett  bullet)  has  a  perfectly  smooth  exterior, 
(fig.  105.)  A  conical  plug  of  box- wood  is 
inserted  into  the  opening  of  the  cavity,  it  is 
said,  more  for  the  purpose  of  preserving  the 
form  of  the  bullet  in  transportation  than 
aiding  in  the  expansion.  The  diameter  and 
freight  of  this  bullet  are  nearly  the  same  as 
in  the  United  States  bullet.  Fig  los. 

288.  FrwMM.  Two  distinct  bullets  are  employed 
in  the  French  army.  The  first  is  shown  in  %.  101 ; 
it  is  heavy,  and  is  intended  to  have  great  force  and 
kccoracy  at  long  distances.  It  is  used  by  troops 
armed  with  the  carabiTie  d  tige,  as  the  Chas* 
ieurs  and  Zouaves.  The  second  bullet  is 
ihown  in  fig.  106  ;  it  is  light,  and  without 
much  accuracy,  describes  a  flattened  trajec- 
bory,  which  increases  the  chances  of  hitting 
9.  line  of  men  at  the  usual  fighting  distance.  ^'<k-  i^e. 
Phis  bullet  is  used  by  troops  of  the  line,  who  are  not 
supposed  to  be  skilAil  marksmen. 

289.  Austria.  The  Austrian  bullet  belongs  to  the 
class  of  solid  expanding  projectiles.    In  t^  n 
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case,  expansion  is  eflEected  by  the  crowding  up  of  the 
disks,  formed  by  cutting  two  deep  grooves 
around  the  cylinder.  (Fig.  107.)  -A  portion 
of  the  Austrian  rifles  (those  carried  by  the 
non-commissioned  officers,  and  men  of  the 
third  rank,  who  ^  as  skirmishers)  have  a  (y  J 
spindle  attached  to  the  breech-screw ;  the  ob-   ^  ' 

ject  of  which  is,  not  to  aid  in  expanding  the     ^'  ^^^ 
bullet,  but  to  give  it  an  invariable  position  with  reference 
to  the  powder,  and  thereby  secure  uniformity  of  action 

290.  SwltzerlaMd«  Fig.  108  shows  the  form  of  the 
bullet  used  in  the  Swiss  service.  It  is  solid,  and 
is  forced  by  a  doth  patch  tied  around  the 
groovea  The  position  of  the  bullet  with  refer- 
ence to  the  powder  is  constant ;  this  is  deter- 
mined by  a  notch  on  the  ramrod — ^the  notch 
being  so  arranged  as  to  leave  an  interval  between  Fig.  io& 
the  powder  and  the  bullet. 

The  diameter  of  this  bullet  is  much  less  than  that  of 
any  other  service;  and,  in  consequence  of  its  lightness, 
it  is  fired  with  a  larger  proportional  charge  of  powder. 
Within  the  usual  range  of  small  arms,  it  is  said  to  have 
a  flatter  trajectory,  and  greater  accuracy,  than  any  other 
small-arm  projectile ;  but  at  extreme  ranges  it  loses  its 
velocity  very  rapidly. 

CHARGE  OF  POWDER 

291.  Conditions.  The  proper  charge  of  powder,  for 
a  small-arm,  depends  on  the  calibre,  windage,  length  of 
barrel,  weight  of  the  piece,  and  character  of  the  projec- 
tile.    The  charge  of  the  old  smooth-bored  musket  was 
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»m  one-half  to  one-third  the  weight  of  the  projectile ; 
5  was  necessary  to  make  up  for  the  loss  of  force  by 
»t  windage,  and  to  give  the  round  bullet  the  neces- 
y  momentum.  When  the  elongated  bullet  was  in- 
duced, it  became  necessary  to  reduce  the  charge  to 
jvent  too  severe  recoil ;  besides,  the  mass  of  the  bullet 
Ing  increased,  a  diminished  velocity  sufficed  to  pro- 
ce  the  same  effect 

In  the  case  of  expanding  bullets,  too  small  a  charge 
Q  be  insufficient  to  force  the  lead  into  the  grooves  of 
3  barrel ;  at  the  same  time,  it  is  shown  by  experience 
it,  if  the  charge  be  increased  beyond  a  certain  point, 
5  bullet  is  liable  to  be  disfigured  by  upsetting^  and  its 
niracy  is  diminished.  The  proper  charge  for  elongated 
wnding  hvUets  vaHes  from  oneterUh  to  oneeeventh 
weight  of  the  projectile. 


LUBRICANT. 

292.  Mecewity.  After  a  fire-arm  has  been  discharged 
'•eral  times,  the  residuum  of  the  burnt  powder  collects 

the  surface  of  the  bore,  forming  a  hard  substance 
lich  seriously  obstructs  loading;  and  unless  the 
adage  be  very  great,  it  becomes  necessary  to  wipe 
t  the  bore,  or  apply  some  lubricating  substance  to  the 
>]ectile. 

293.  <|iiaiitiei.  A  proper  lubricating  substance  for 
all-arms  should  be  unaffected  by  changes  of  climate ; 
.,  it  should  not  be  melted  by  hot,  nor  rendered  too 
rd  by  cold,  weather ;  it  should  not  corrode  the  projec- 
j,  nor  weaken  the  paper  of  the  cartridge,  even  when 
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kept  in  store  (as  all  ammunition  is  liable  to  be)  for  a 
considerable  length  of  time. 

294.  HettickU.  The  insertion  of  a  few  drops  of  water, 
or  oil,  in  the  bore,  has  been  tried  with  some  saccess,  but 
the  most  common  lubricating  substance  is  beeswax^  or 
beeswax  and  taUoWj  applied  to  the  projectile,  or  its 
patch.  Beeswax  answers  well  in  a  hot  climate,  and,  if 
it  be  free  from  acid,  does  not  act  on  the  bullet,  nor  the 
patch;  tallow  alone  lubricates  the  bore  well  in  all 
climates,  but  it  corrodes  the  lead  of  the  projectile,  and, 
in  the  course  of  time,  dries  away. 

The  proportion  used  in  the  United  States  service  i» 
four  of  beeswax  to  one  of  tallow,  applied  by  dipping 
the  bullet  into  the  melted  substance,  and  inunediately 
withdrawing  to  cool.  The  bullet  should  be  previously 
warmed,  to  prevent  the  substance  from  peeling  off  hy 
too  rapid  cooling.  The  rifle-mtsket  can  be  thus  fireA 
200  times,  at  least,  without  inconvenience. 

DIFFERENT  KINDS  OF  SMALI^ARMS. 

The  small-arms  of  the  United  States  service  are  the 
rifle-musket^  rifle^  carbine^  and  pistol. 

295.  Rifle-mmket.  The  present  rifle-musket  was 
adopted  in  1855,  with  a  view  of  combining  in  one  piece 
the  range  and  accuracy  of  the  rifle  with  the  advantages 
of  the  musket,  as  regards  lightness,  quickness  of  loading, 
and  facility  of  handling  as  a  pike.  It  is,  therefore,  the 
appropriate  arm  of  troops  acting  on  foot,  and  in  Ime. 

Length  of  barrel,         .         .         .         40.00  in. 
Length  of  ann  with  bayonet,  .  74.00  in. 

Weight  of  barrel,        .         .         .  4.25  lbs. 
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Weight  of  arm  complete,         .  .      9.90  lbs. 

Weight  of  projectile,  .         .         .  550.00  grs. 

Weight  of  powder,           .         .  .   .60.00  grs. 

Initial  velocity,    ....  960.00  feet. 

The  cadet-musket  only  differs  from  the  forgoing  in 
the  length  of  its  barrel  and  bayonet — the  former  being 
38  in.,  and  the  latter  16  in.  It  would  make  a  suitable 
arm  for  light  troops. 

296.  Rifle.  The  rifle  differs  from  the  rifle-musket  in 
having  a  shorter  and  stouter  barrel,  a  sword-bayonet, 
1  the  mountings,  which  are  made  of  brass  instead  of 
on,  and  in  having  its  barrel  browned. 

Length  of  barrel,         .         .  33.00  in. 

Length  of  arm  with  bayonet,  .         .     72.00  in. 
Weight  of  barrel,        .  4.80  lbs. 

Weight  of  arm  complete,         .         .     13.00  Iba 
Charge  (projectile  and  powder),  same 

as  in  rifle-musket. 
Initial  velocity,         ....  910.00  feet. 

297.  Carbine.  The  term  carbine  is  applied  to  an  arm 
^ised  by  mounted  troops,  and  intermediate  in  weight 
^d  length  between  the  rifle  and  pistol.  Both  breech 
^d  muzzle  loading  carbines  are  employed,  but  the 
Former  are  generally  preferred.  The  ramrod  of  the 
tnuzzle-loading  carbine  is  attached  to  the  barrel  by  a 
jwivel,  which  permits  it  to  be  handled  freely,  but  at  the 
same  time  prevents  it  fix)m  falling  to  the  ground.  The 
»arbine  is  secured  to  the  person  of  the  soldier  by  a 
ding,  which  hooks  on  to  a  ring,  moving  on  a  swivel- 
:)ar  attached  to  the  lefk  side  of  the  carbine,  thereby 
iffording  a  play  to  the  piece  in  loading  and  firing. 
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Length  of  l>arrel,  .         .         21.00  in. 

Weight  of  piece,  ....  7.50  lbs. 
Weight  of  projcK-tile,  .  .  .  450.00  §» 
Weight  of  pow<ler,  .         .     55.00  gm 

Initial  velocity,  ....       820.00  f«t 

298.  Pittol-carblBe.  The  pistol-carbine  is  a  mozile- 
h>a<ling  ])istol,  with  a  false  butt,  which  permits  it  to  be 
usimI  either  a8  a  ]>istol  or  carbine.  It  is  particnlailj 
suited  to  the  sen'ice  of  light  artillery. 

Length  of  barrel,         .         .         .  12.00  in. 

Weight  com[)lete,  ....  5.00  Iba, 
Weight  of  projectile,  .  .  .  450.00  gm 
Weight  of  jK)wder,  .         .    40.00  gR 

Initial  velocity,   ....       603.00  feet 

209.  Coital  piiitoi.  Coitus  pistol  is  constructed  on  tbe 
revolving  principle,  and  is  composed  of  a  cylinder  (con- 
taining six  charges\  a  /v/W  barrel^  and  a  handle  or 
stock.  By  cocking  the  hammer,  the  cj'Hnder  is  made  to 
rotate  around  a  sj>indle  in  such  a  way  that  a  new  chaige 
is  presentcnl  to  the  breech  of  the  barrel  every  time  the 
piece  is  cocked.  The  principal  defects  of  revolving  pis- 
tols an»,  that  more  than  one  charge  is  liable  to  go  off  at 
a  time ;  that  the  fmirments  of  the  cap  are  liable  to  dog 
the  cylinder ;  and  that  there  is  an  escape  of  gas  throngb 
the  opening  in  front  of  the  cylinder. 

The  advantaire  is  rapidity  of  fire  for  six  dischaige& 
Colt's  j)istol  is  considered  a  very  reliable  weapon,  pa^ 
ticularly  in  j)artisan  warfare. 

Length  of  lK>re  (navy),   .         .         .     9.00  in. 

Weight  of  do 2.40  lbs. 

Weight  of  projectile,       .  125.00  grs. 
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Weight  of  powder,  .         .        14.00  grs. 

Initial  velocity,         .         .         .         760.00  feet. 

300.  SportiMff  rifle.  American  sporting  rifles  have 
ong  enjoyed  a  reputation  for  extreme  accuracy  of  fire. 
[his  has  been  attained  by  introducing  into  their  con- 
traction many  refinements  which,  though  ingenious 
md  effective,  are  incompatible  with  the  strength,  safety, 
tnd  rapidity  of  fire  of  a  military  arm.  To  give  stiff- 
less  and  steadiness  to  the  barrel,  it  is  made  very  heavy 
n  proportion  to  the  charge ;  to  prevent  the  bullet  froxa 
>eing  disfigured  by  a  heavy  proportional  charge  of 
K>wder,  the  calibre  is  made  as  small  as  the  range  will 
)ennit ;  to  render  friction  in  the  bore  imiform,  the  sur- 
aoe  is  carefully  wiped  after  each  discharge ;  to  prevent 
lisfiguring  the  comers  of  the  muzzle,  the  bullet  is  in- 
lerted  into  the  bore  through  a  false  muzde ;  to  cerUre 
Jie  bullet  properly  in  the  bore,  it  is  started  with  an  in- 
rtmment  called  the  straight  starter;  and,  finally,  the 
sieoe  is  aimed  with  a  globe,  or  telescopic  sight,  and 
Ired  with  a  hair-trigger. 

The  dimensions,  <&c.,  of  a  Jameses  rifle,  of  this  class, 
belonging  to  the  museum  of  the  Academy,  are  as  fol- 
ows,  viz. : 

Length  of  barrel,       ....       32.50  in. 

Weight  of    do 16.50  lbs. 

Calibre,  00.45  in. 

Weight  of  bullet,         .        .  217.00  grs. 

Weight  of  powder,  ....      100.00  grs. 

Initial  velocity,    ....        1,900.00  feet 
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301.  Hriiere  made.  Witt  the  exception  of  swords 
and  paten^a^m8y  all  small-arms  for  the  United  States 
army  and  militia  are  made  at  the  national  armories, 
situated  at  Springfield,  Mass.,  and  Harper's  Ferry  *  Va. 
These  armories  are  under  the  general  chai^  of  the 
chief  of  ordnance,  who,  by  the  authority  of  the  war 
department,  fiirflishes  the  models,  and  prescribes  tbe 
kind  and  quantity  of  work  to  be  done ;  the  operatioiis 
are  conducted  by  civilians. 

302.  How  Buuie.  A  principal  requisite,  in  the  mimu- 
facture  of  small-arms,  is,  that  similar  parts  of  the  same 
kind  of  arm,  or  modd^  shall  be  capable  of  intendiaiiga 
This  demands  a  higher  degree  of  accuracy  in  the  work- 
manship than  can  be  attained  by  hand-labor,  without 
great  cost,  and  the  consequence  is,  that  machinoy  is 
now  very  generally  employed  in  this  branch  rf 
ufacture. 

303.  OperatioiM.  The  principal  operations  of 
facturing  arms  are  welding^  awdging^  boringy  iwmimgy 
driUing^  tapping^  miUing^  cutting  and  filing^  grindwg^ 
cdse-hardening^  tempering^  and  polishing.  Welding  and 
swaging  are  performed  by  blacksmiths ;  the  other  oper 
ations,  by  armorers  or  finishers. 

304.  iv^iding.  Welding  is  the  process  of  uniting 
certain  metals  by  means  of  heat  and  pressure.  To 
bring  the  heated  substances  into  perfect  contact,  the 
joining  surfaces  should  be  fireed  from  the  coating  of 

♦  Since  the  first  edition  of  this  work  was  published,  the  Harper*8  Ferry  armory 
has  been  destroyed,  and  is  no  longer  used  for  government  purposes. 
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oxide  which  generally  covers  them ;  and  this  is  done  by 
applying  a  composition  of  ten  parts  of  boras  to  one  of 
sal-ammoDiac 

The  most  important  welds  in  the  masket  are  those 
of  the  barrel,  and  the  blade  and  socket  of  the  bayonet. 
The  first  was  formerly  done  under  the  trip-hammer; 
it  is  now  better  and  more  economically  performed  by 
rollers. 

305.  Roiiimc  bBireii.  The  material  from  which  a 
mnaket-barrel  is  made  is  a.  fiat  bar  of  wrought  iron,  14 
inches  long,  5|  inches  wide,  and  -^'^  inches  thick ;  the 
edges  are  bevelled  so  that  they  will  make  a  perfect  lap- 
joint  when  united  as  a  tuba  The  several  processes  of 
welding  are  cwrving,  wdding,  and  straightening. 

Curving.  The  plate  is  heated  in  a  reverberatory  fiir- 
nace,  to  a  red  heat,  and  then  passed  between  the  grooves 
of  the  curving-rollfl  (fig.  1 09),  to  bring  the  bevelled  edges 
I  in  contact.  There  are  ^fl 
grooves,  two  being  open 
grooves,  and  three  have 
tongues  upon  the  upper 
Kg.  109.  roll   to   bend   the    plate 

down  into  the  lower  groove.  The  grooves  also  difier 
in  size.  The  first  one  gives  the  plate  the  shape  of  a 
trough;  the  second  and  third  gradually  contract  it, 
without  changing  its  form;  the  fourth  and  fifth  are  par- 
allel grooves,  which  bring  the  edges  of  the  plate  in  con- 
tact. The  object  of  so  many  grooves  is,  to  bend  the  plate 
gradually,  and  prevent  it  Irom  being  split  open,  in  case 
the  iron  is  brittle.  In  this  way,  450  plates  can  be  bent 
by  one  set  of  rolls  in  a  day. 

Wefding.    The  plates  thus  bent,  or  "  cylinders"  are 
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replaced  in  the  furnace  to  prepare  them  for  the  weld- 
ing-rolls. The  workmen  are  supplied  with  eight  Bte«l 
mandrels,  or  rods  terminated  at  the  point  with  an  e^- 
shaped  bulb ;  the  bulbs  vary  from  .71  in.  to  .46  in.  in 
diameter.  When  one  of  the  cylinders  is  brought  to  a 
white,  or  welding  heat,  a  workman  thrusts  the  lai^ 
mandrel  through  it,  whilst  it  is  in  the  furnace.  He 
then  carries  it  to  the  rolls  (only  one  of  which  is  shown 
in  fig.  110),  and  placing  the  mandrel  through  the  frame, 
he  introduces  the  end  of  the  cylinder  into  the  first 
groove;  the  action  of  the  rolls  is  to  slip  the  cylindff 
over  the  mandrel,  the  centre  of  the  bulb  being  placed 

!and  held  in  the  plane 
of  the  axis  of  the  two 
rolla  The  cylinder  is 
then  straightened  by 
striking  it  on  a  flat 
iron  table,  and  placed 
'^B-  ""  in  the  furnace  to  lie 

n-h(*ated.  The  second  size  mandrel  is  then  inserted,  and 
the  cylinder  is  passed  through  the  second  groove  in  the 
rolls,  which  is  smaller  than  the  first,  and  the  welding  is 
completed. 

The  object  of  the  remaining  grooves  is,  to  ^ve  the 
proper  form,  or  taper,  to  the  cylinder,  and  for  this  pnr 
pose  they  are  made  of  the  same  shape  as  the  required 
barrel  As  each  groove  makes  a  single  circuit  of  the 
rolls,  and  as  the  rolls  are  continually  in  motion,  it  R- 
quires  some  dexterity  on  the  part  of  the  workman  to 
insert  the  end  of  the  cylinder  at  the  right  moment 

In  this  way  the  cylinder  is  passed,  breech  foremost, 
through  five  of  the  taper  grooves;    it  is  then  passed 
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twice  through  the  last  groove,  without  a  mandrel,  to 
nake  it  smooth. 

In  passing  through  each  taper  groove,  the  barrel  is 
reheated  (to  a  red  heat),  as  the  bulb  of  the  mandrel 
3hills  the  interior  surface. 

Straightening.  The  welding  process  being  completed, 
\  workman  places  the  barrel  in  the  straightening  ma- 
shine,  which  is  composed  of  two  dies,  each  of  the  length 
md  shape  of  the  half  barrel,  and  which  close  upon  each 
3ther  as  the  workman  turns  the  barrel  around  its  axis 
^th  a  pail*  of  tongs. 

In  this  way  about  75  barrels  can  be  finished  by  one 
«t  of  workmen  in  a  day. 

306.  Swaflnff.  Swaging  is  the  operation  by  which 
the  rough  iron  or  steel  is  converted  into  a  piece  of  suit- 
able size  and  shape  for  the  finisher.  It  is  done  by  forc- 
ing the  piece  of  heated  metal  into  a  die  by  means  of  a 
beavy  drop-weight ;  the  machine  is  called  a  drop-hammer. 

807.  Boring.  Boring  is  the  operation  of  forming  the 
bore  of  the  barrel.  The  manner  of  performing  it,  and 
the .  character  of  the  tools  used,  depend  on  the  metal 
employed.  If  it  be  steel,  the  piece  to  be  bored  is  formed 
into  a  solid  bar,  of  homogeneous  texture ;  if  of  wrought 
iron,  it  is  formed  into  a  tube,  some  portions  of  which 
are  liable  to  be  harder  and  more  difficult  to  cut  than 
others.  In  the  first  case,  a  stationary  drill  is  driven 
thi'ough  the  piece  which  revolves ;  in  the  second  case, 
the  boring  instrument  revolves  rapidly,  and,  at  the  same 
time,  is  drawn  through  the  hole  left  by  the  welding 
mandreL  , 

308.  Itailllng  and  tapping.  The  object  of  driUing  is 
to  form  holes  for  the  screws,  rivets,  <fec. ;  and  that  of 
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tapping^  is  to  convert  the  siirfiu»  of  the  hole  into  a  fe- 
male screw.  The  former  operation  is  performed  by  the 
driUrprese ;  the  latter  by  an  instrument  called  a  toj>, 
which  is  made  of  a  piece  of  steel,  of  a  pyramidal  fonn, 
and  on  the  edges  of  which  are  segments  of  screw 
threada  In  all  operations  of  cutting  and  drilling 
wrought  iron,  it  is  necessary  to  use  oil  or  water  to  pre- 
serve the  temper  of  the  tools.  In  working  cast  iron,  no 
cooling  substance  is  required. 

309.  Taming.  The  object  of  turning  is  to  give  shape 
and  smoothness  to  the  exterior  of  a  body,  and  is  accom- 
plished in  a  machine  called  a  lathe.  The  body  is  gen- 
erally made  to  revolve  around  a  fixed  axis,  and  a  cut- 
ter, which  has  a  motion  parallel  to  this  axis,  is  made  to 
press  against  its  surface ;  the  combination  of  these  two 
motions  cuts  away  a  spiral  chip,  and  leaves  a  new  sur- 
face concentric  with  the  axis.  It  will  be  easily  seen 
that  if  the  cutter  has,  in  addition  to  its  motion  parallel 
to  the  axis  of  ix)tation,  another  perpendicular  to  it,  that 
the  resulting  figure  will  be  no  longer  round, but  irregular^ 

This  constitutes  the  principle  of  eccentric:  turning^  and 
affbids  the  means  of  turning  an  almost  infinite  variety 
of  shapes,  simply  by  regulating  the  motion  of  the  cutter 
by  a  pattern,  or  model  of  hardened  steeL  In  this  way 
gun-stocks,  and  other  irregular  figures,  are  formed  by 
machinery ;  the  principle  has  even  been  used  in  copying 
statuary. 

310.  Miilinff.  Pieces  of  metal  which  are  not  suited 
to  the  turning-lathe,  may  be  reduced  to  their  proper 
shape  by  milling,  an  ope^jation  adapted  to  nearly  all 
surfaces  which  have  right-line  elements. 

It  is  performed  by  a  revolving  cutter,  armed  with 
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saw-teeth,  while  the  piece  to  be  cut  is  fastened  on  a 

carriage,  which  moves  steadily  under  the  cutter,  and 

along  a  plane  director. 

The  shape  of  the  cut  surface  depends  on  the  shape 

of  the  profile  of  the  cutter ;  for  instance,  to  dress  the 

sides  of  a  lock-plate,  a  cylindrical  cutter  would  be  used ; 

to  trim  the  edges,  a  curved  one.     By  combining  diflfer- 

ent  shaped  cutters  on  the  same  arbor,  or  shaft,  a  great 

variety  of  surfaces  can  be  formed. 

311.  CMUinff  aMd  iiiiiiff.  Cutting  and  filing  are  done 
\>y  the  hand — ^the  former  with  a  cold-chisel,  and  the 
letter  by  a  file.  They  are  employed  to  finish  such  parts 
as  are  not  well  adapted  to  machinery.  To  guide  the 
^^rorkman  in  giving  the  proper  form,  the  piece  is  placed 
in  a  hardened  steel  frame,  called  &jeff. 

312.  OrlMdlnir  aMd  poltoblny.    Grinding  is  done  with 
rapidly-revolving  grindstones,  and  is  principally  con- 
fined  to  finishing  the  bayonet,  and   exterior  of  the 
barrel.     Polishing  the  surface  of  finished  parts  is  done 
with  emery-wheels,  which  revolve  with  great  rapidity. 
The  wheels  are  made  of  wood,  and  the  circumference 
IB  covered  with  buff  leather,  to  which  is  glued  a  coat- 
ing of  emery. 

313.  Cate-bardeMiny.  Case-hardening  is  the  conver- 
sion of  the  surface  of  wrought  iron  into  steel,  to  enable 
it  to  receive  a  polish,  or  bear  friction.  The  process  con- 
sists in  heating  the  iron  to  a  cherry  red,  in  a  close  vessel, 
in  contact  with  carbonaceous  matter,  and  then  plunging 
it  into  cold  water.  Old  shoes  are  generally  employed 
for  this  purpose  at  the  armories,  although  bones,  hoofs, 
soot,  Ac.,  will  answer.  The  materials  should  be  first 
burnt,  and  then  pulverized. 
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314.  HardeMlMff  and  teaiperliiff  steel.     Hardening  IS 

effected  by  heating  the  steel  to  a  cteny  red,  or  nntil 
the  scales  of  oxide  are  loosened  on  its  surface,  and 
plunging  it  into  a  liquid,  as  water,  oil,  &c.,  or  placing 
it  in  contact  ^vith  some  cooling  solid;  the  degree  of 
hanlness  depends  on  the  heat,  and  the  rapidity  of 
cooling.  Steel  is  thus  rendered  so  hard  as  to  resist 
the  hardest  file;  and  it  becomes  at  the  same  time  ex- 
tremely brittle. 

Tempering.  In  its  hardest  state  steel  is  too  brittle 
for  most  purposes;  the  requisite  strength  and  elasticity 
are  obtained  by  tempering,  which  is  done  by  heating 
the  hardened  steel  to  a  certain  d^ree,  and  plunging  it 
into  cold  water. 

The  requisite  heat  is  usually  ascertained  by  the  color 
which  the  surface  of  the  steel  presents,  due  to  the  film 
of  oxide  formed  on  it : 

At  450'*  Fahr.,  a  pale  f  Suitable  for  hard  instruments,^ 
straw  color.  (      as  the  faces  of  hammers,  Ac. 

Gives  a  spring  temper,  or  on^ 
At  600®  Fahr.,  a  grey- J      that  will  bend  before  brealr-^ 
ish  blue.  |      ing :  suitable  for  saws,  swon^l 

blades,  &c. 

Shades  of  colors  between  these  extremes,  give  inter- 
mediate degrees  of  hardness.     If  steel  be  heated  above 
000**,  the  effect  of  the  hardening  process  is  destroyed     • 
The  parts  of  small  arms  are  tempered  by  dipping  them 
in  oil,  then  heating  them  until  the  oil  is  burned  ot, 
when  they  are  again  plunged  into  cold  water. 

315.  Bineing.    A  blue  color  may  be  given  to  tie 
surface  of  iron  and  steel  parts,  by  subjecting  them  to  a 
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certain  degree  of  heat.  As  soon  as  the  proper  shade 
of  blue  makes  its  appearance,  the  piece  is  removed  and 
Allowed  to  cool,  when  the  color  becomes  fast. 

316.  BrowniMff.  Browning  is  the  coating  given  to 
SL  gun-barrel  to  protect  it  from  the  action  of  the  at- 
xnosphere,  and  to  prevent  the  surface  trora  reflecting  the 
sunlight. 

The  process  consists  in  forming  a  coat  of  rust,  with 
s  mixture  of  such  materials  as  spirits  of  wine^  blue 
'^ntrioly  tincture  of  steely  nitric  acidy  &c.  (see  Ord.  ManL), 
on  the  clean  surface  of  the  barrel,  and  then  rubbing  it 
"well  with  a  steel  scratch-card  until  it  has  a  metallic  lus- 
^tre.  This  operation  is  repeated  about  a  dozen  times, 
Tintil  the  coating  has  a  deep  brown  color.  The  barrel 
is  then  washed  with  boiling  water,  to  dissolve  away  any 
of  the  corroding  mixture  that  may  remain,  and,  when 
cx)ld,  is  covered  with  sperm  oil. 

When  the  browning  has  been  worn  away  in  places, 
it  may  be  entirely  removed — ^first,  by  boiling  in  lime- 
Avater,  to  remove  the  varnish  or  grease,  and  then  soak- 
ing in  vinegar,  which  loosens  the  browning  so  that  it 
can  be  wiped  away  with  a  rag. 


INSPECTION  OF  SMALI^ARMS. 

317.  Object.  The  objects  of  inspecting  small-arms 
are,  to  verify  the  dimensions,  the  workmanship,  and  the 
quality  of  the  materials  of  the  various  parts. 

Inspections  at  the  armories  are  made  by  the  foremen 
of  the  several  departments  of  work,  imder  the  direc- 
tion of  the  master  armorer.      To  secure  imiformity  in 
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all  service-arms,  comparative  inspections  are  occasion&Ilj 
made  of  the  work  fix)m  the  diflferent  armories ;  the  ports 
of  one  set  are  required  to  interchange  freely  with  those 
of  another.     Partial  inspections  are  made  at  the   dif- 
ferent  stages   of  manufacture,  to  prevent  unneceasaij 
labor  from  being  expended  on  defective  piecea     Con- 
tract-arms are  inspected  by  an  officer  of  the  ordnance 
department,  and  by  sworn  assistants  taken  firom  one  of 
the  armories. 

The  following  regulations  for  the  inspection  of  fin- 
ished arms,  the  care  and  preservation  of  arms  in  service, 
<fec.,  are  taken  from  the  Ordnance  Manual 

318.  FUUihed  arm.  The  inspector  will  examine  the 
finished  arm  on  every  side,  to  see  that  the  parts  are  weD 
fitted  together ;  he  will  also  verify  the  principal  dimen- 
sions and  forms,  by  means  of  appropriate  gauges  and 
patterns. 

319.  Barrel.  The  diameter  of  the  bore  should  be 
verified  with  the  standard  and  limit  gauges.  The  stand- 
ard gauge  is  a  cylinder  of  the  diameter  of  the  bore 
(.58  in.),  and  the  limit  gauge  is  .0025  inch  greater. 
The  former  should  pass  freely  through  the  bore,  and  the 
latter  should  not  enter  it.  The  barrel  should  enter  the 
groove  of  the  stock,  one-half  of  its  diameter,  and  should 
bear  uniformly  tlu-oughout,  particularly  at  the  breech. 
The  ve7it  sliould  be  accurate  in  its  dimension,  position, 
and  direction,  and  a  A\'ire  should  be  passed  through  it, 
to  see  that  it  is  free.  The  cone  should  be  sound.  The 
shoulders  of  the  breech-screw  should  fit  close  to  the  end 
of  the  barrel,  and  it  should  be  free  fix)m  cracks  or  flaws 
about  the  tang-screw  hole.  The  straightnese  of  the 
barrel  may  be  ascertained  by  turning  out  the  breech- 
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crew,  and  holding  the  barrel  up  to  the  light,  and  re- 
lecting  the  image  of  a  straight-edge  from  the  surface  of 
he  bore.  If  the  barrel  be  straight,  the  reflected  image 
rill  be  straight  in  all  positions  of  the  barrel.  The 
K>re  should  be  free  from  hammer-marks,  ring-bores,  cin- 
ier-holes,  flaws,  cracks,  &c.,  and  the  bayonet-stud  and 
ight  notches,  should  not  be  cut  too  deep. 

320.  Bamrod.  The  temper  of  the  ramrod  may  be 
ested  by  springing  it  in  four  directions,  with  the  point 
esting  on  the  floor.  When  the  musket-rod  is  bent 
ix  inches  out  of  line,  it  should  spring  back  perfectly 
traight  without  setting.  Its  soundness  may  be  tested 
>y  striking  it  Avith  a  piece  of  metal,  or  by  bending  it 
>ver  the  edge  of  a  block  of  wood;  in  the  first  case  the 
ound  emitted  should  be  clear,  and  in  the  second  case 
he  flaws  or  cracks  will  be  opened.  The  screw  on  the 
K>iiit  of  the  rod  should  be  properly  cut ;  it  should  bear 
properly  in  its  gi-oove,  neither  too  light,  nor  too  loose. 
rhe  point  should  rest  on  the  stop. 

321.  Bajronet.  The  form  and  dimensions  of  the  bay- 
met  are  verified  with  the  proper  gauges ;  the  temper 
s  tried  by  resting  the  point  against  the  floor,  and  spring- 
ing the  blade  smartly  in  four  directions — toward  the 
back,  face,  and  two  edges — grasping  the  butt  of  the 
stock  with  the  right  hand,  and  the  middle  of  the  bar- 
rel with  the  left.  After  this,  inspect  for  cracks  and 
flaws.  To  test  the  welding  of  the  blade- to  the  socket, 
strike  the  elbow  smartly  on  the  work-bencL 

322.  »tock»«  The  wood  should  be  straight-grained, 
well-seasoned,  and  free  from  sap  and  worm-holes.  The 
effect  of  unseasoned  wood  will  be  to  rust  the  lock  and 
barreL     It  may  be  detected  by  the  odor  of  a  fireah  cat^ 
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well-seasoned  pine  boards.  Each  box  contains  twenty 
muskets,  in  two  rows  of  ten  each.  The  pieces  are  kept 
from  jostling  and  injuring  each  other  by  grooved  clamps. 
The  bayonets  are  unfixed,  and  placed  securely  on  the 
bottom  of  the  box,  and  the  appendages  are  placed  in  a 
small  apartment  at  the  end. 

When  the  regular  packing-box  cannot  be  had,  arms 
may  be  packed  in  boxes  with  straw  that  is  dry  and  free 
from  dust,  by  forming  it  into  a  rope,  and  wrapping  it 
around  them;  hay  will  not  answer.  They  are  then 
placed  in  rows,  the  lower  row  resting  on  three  cushions 
of  straw  placed  on  the  bottom.  The  butts  are  kept 
apart  by  wedges  of  straw ;  and  the  top  row  is  covered 
with  straw,  pressed  in  by  the  cover,  which  is  fastened 
by  two  hoops. 

326.  Storage.  Arms  are  kept  at  the  arsenals  either  in 
the  boxes  in  which  they  are  received  from  the  armories, 
or  in  racks. 

Each  kind  is  kept  separate,  and  arranged  according 
to  model,  the  place  and  year  of  construction,  and  the 
time  when  they  were  last  cleaned. 

New  arms  are  kept  distinct  from  those  which  have 
been  repaired.  Arms  of  peculiar  kinds,  arms  to  be 
repaired,  and  unserviceable  or  condemned  arms,  are 
kept  separate. 

Limbs  and  spare  parts,  intended  for  repairs  of  arms, 
should  be  kept  in  store  by  themselves,  in  a  dry  place, 
classed  according  to  the  kind  of  arms,  and  to  the  model 
and  year  of  fabrication,  and  labelled  accordingly. 

All  arms  in  store  should  be  frequently  examined,  to 
see  that  they  are  not  rusty.  Those  which  are  rusty 
should  be  immediately  cleaned  and  oQed  with  sperm 
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oil.  If  browned  arms  are  affected  with  specks  of  rust, 
they  should  be  rubbed  with  linseed  oil ;  and  if  the 
acid  be  not  neutralized,  proper  authority  should  be 
obtained  to  remove  and  renew  the  browning.  Empty' 
packing-boxes,  from  which  the  arms  in  racks  are  taken, 
should  be  kept,  with  the  necessary  parts,  in  the  attics, 
or  other  dry  situations  Storehouses  for  arms  should 
be  aired  in  clear,  dry  weather. 


PRESERVATION  AND  CARE  OF  ARMS  IN 

SERVICE 

327.  iBitractlon.  The  officers,  non-commissioned  dS- 
cers,  and  soldiers,  should  be  instructed  and  practised  in 
the  nomenclature  of  the  arms,  and  the  manner  of  dis- 
mounting and  mounting  them,  and  the  precautions  and 
care  required  for  their  preservation. 

Each  soldier  should  have  a  screw-driver  and  a  wifer^ 
and  each  non-commissioned  officer  a  wire  tunMer-punch 
and  a  apring-trice.  No  other  implements  should  be 
used  in  taking  arms  apart,  or  in  setting  them  up. 

In  the  inspection  of  arms,  officers  shoxdd  attend  to 
the  qualities  essential  to  service,  rather  than  to  a  bright 
polish  on  the  exterior.  Arms  should  be  inspected  in 
the  quarters,  at  least  once  a  month,  Avith  the  barrel  and 
lock  separated  from  the  stock. 

328.  IMfincNintiiig  by  a  soldier.  The  rifle-musket 
should  be  dismounted  in  the  following  order,  viz. : — Ist 
Unfix  the  bayonet ;  2d.  Insert  the  tompion ;  3d.  Draw 
the  ramrod ;  4th.  Turn  out  the  tang-screw ;  5tL  Take 
oflf  the  lock ;  to  do  this,  put  the  hammer  at  half-cock, 
and  partially  unscrew  the  side-screws,  then,  with  a  slight 
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tap  on  the  head  of  each  screw  vnih  a  wooden  instru- 
ment, loosen  the  lock  from  its  bed  in  the  stock ;  turn 
out  the  side-screws,  and  remove  the  lock  with  the  left 
hand ;  6th.  Remove  the  side-screws  without  disturbing 
the  washers ;  Yth.  Take  .  off  the  bands  in  order,  com- 
mencing with  the  uppermost ;  8tL  Take  out  the  bar- 
rel In  doing  this,  turn  the  musket  horizontally,  with 
the  barrel  downward,  holding  it  loosely,  with  the  left 
hand  below  the  rear  sight,  and  the  light  hand  grasping 
the  stock  by  the  handle ;  tap  the  muzzle  on  the  ground, 
if  necessary,  to  loosen  the  breech.  If  an  attempt  were 
made  to  pull  the  barrel  out  by  the  muzzle,  it  would,  in 
case  it  were  wood-bound,  be  liable  to  split  at  the  head 
of  the  stock. 

The  foregoing  parts  of  the  rifle-musket  are  all  that 
should  usually  be  taken  off,  or  dismounted  by  the  sol- 
dier. The  breech-screw  should  be  taken  out  only  by  an 
armorer,  and  never  in  ordinary  cleaning.  The  mount- 
ings, cone,  and  cone-seat  screw,  should  not  be  taken  off, 
nor  should  the  lock  be  taken  apart,  except  by  permis- 
sion of  an  officer. 

329.  To  clean  tlie  barrel.  1st.  Stop  the  vent  with  a 
peg  of  soft  wood,  or  piece  of  rag  or  soft  leather  pressed 
down  by  the  hammer ;  pour  a  gill  of  water  (warm,  if  it 
can  be  had)  into  the  muzzle ;  let  it  stand  a  short  time, 
to  soften  the  deposit  of  powder;  put  a  plug  of  soft 
wood  into  the  muzzle,  and  shake  the  water  up  and 
down  the  barrel ;  pour  it  out,  and  repeat  the  washing 
until  the  water  comes  out  clear ;  remove  the  peg  from 
the  cone,  and  stand  the  barrel,  muzzle  downward,  to 
drain,  for  a  few  momenta 

2d.  Screw  the  wiper  on  the  end  of  the  ramrod,  and 
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put  a  piece  of  dry  cloth^  or  tow^  round  it,  sufficient  to 
prevent  it  from  chafing  the  grooves  of  the  barrel ;  wipe 
the  barrel  dry,  changing  the  cloth  two  or  three  times. 

3d.  Put  no  oil  into  the  vent,  as  it.  will  clog  the  pas- 
sage, and  cause  the  first  primer  to  miss  fire ;  but,  with 
a  slightly  oiled  rag  on  the  wiper,  rub  the  bore  of  the 
barrel,  and  the  face  of  the  breech-screw,  and  immedi- 
ately insert  the  tompion  into  the  muzzle. 

4th.  To  clean  the  exterior  of  the  barrel,  lay  it  flat  on  , 
a  bench  or  board,  to  avoid  bending  it.    The  practice  of 
supporting  the  barrel  at  each  end,  and  rubbing  it  witlM 
a  strap,  buflfetick,  ramrod,  or  any  other  instrument,  tc_ 
burnish  it,  is  pernicious,  and  should  be  strictly  forbiddei^ 

5th.  After  firing,  the  barrel  should  always  be  washed 
as  soon  as  practicable ;  when  the  water  comes  oflf  clea^ 
wipe  the  barrel  dry,  and  pass  into  it  an  oiled  rag.    Fine 
jlour  of  €m€)*y  cloth  is  the  best  article  to  clean  the  ert^ 
rior  of  the  barreL 

330.  To  clean  the  lock.  Wipe  every  part  with  a 
moist  rag,  and  then  a  (bry  one ;  if  any  part  of  the  inte- 
rior shows  rust,  put  a  drop  of  oil  on  the  point  or  end  of 
a  piece  of  soft  wood  dipped  into  flour  of  emery;  rub 
out  the  rust,  and  wipe  the  siuface  dry ;  then  rub  every 
part  with  a  slightly  oiled  rag. 

331.  To  clean  the  mountings.  For  iron  and  steel 
parts,  use  fine  emery  moistened  with  oil,  or  emery  clotL 
For  brass  parts,  use  rotten-stone  moistened  with  vin^ 
or  water,  applied  with  a  rag,  brush,  or  stick ;  oil  or 
grease  should  be  avoided.  The  dirt  may  be  removed 
from  the  screw-holes  by  screwing  a  piece  of  soft  wood 
into  them.  Wipe  all  parts  with  a  linen  rag,  and  leave 
the  parts  slightly  oiled. 
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332.  DtemonntlB^  bjr  an  armorer.  The  parts  which 
ire  specially  assigned  to  be  dismounted  by  an  experi- 
enced armorer  will  be  stated  in  their  regular  order,  fol- 
lowing No.  8,  viz, : 

9th.  Unscrew  cone ;  10th.  Take  out  cone-seat  screw ; 
nth.  Take  out  band-springs,  using  a  wire  punch  ;  12tL 
Take  out  the  guard-screws.  Be  careful  that  the  screw- 
Iriver  does  not  slip,  and  mar  the  stock;  13tL  Remove 
he  guard  without  injuring  the  wood  at  either  end  of 
he  plate  ;v  14th.  Remove  the  side-screw  washers  with  a 
bifl-punch;  15th.  Remove  the  butt-plate;  16th.  Re- 
Qove  the  rear-sight;  17th.  Turnout  the  breech-screw 
>y  means  of  a  "  breech-screw  wrench"  suited  to  the 
enon  of  the  screw.  No  other  >vrench  should  ever  be 
ised  for  this  purpose,  and  the  ban-el  should  be  held  in 
damps,  neatly  fitting  the  breech. 

333.  l/ock.  To  take  the  lock  apart : — 1st.  Cock  the 
>iece,  and  apply  the  spring-piece  to  the  mainspring ; 
jive  the  thumb-screw  a  turn  sufficient  to  liberate  the 
spring  from  the  swivel  and  mainspring  notch  ;  remove 
he  spring;  2d.  The  sear-spring  screw;  3d.  The  sear- 
«rew  and  sear ;  4th.  The  bridle-screw  and  bridle ;  5tL 
Phe  tumbler-screw ;  6th.  The  tumbler.  This  is  driven 
>ut  with  a  punch,  inserted  in  the  screw-hole,  which  at 
he  same  time  liberates  the  hammer ;  Yth.  Detach  the 
aainspring  swivel  from  the  tumbler  with  a  drift-punch; 
iih.  Take  out  the  feed-finger  and  spring ;  9th.  The  catch- 
ipring  and  screw. 

As  a  general  rule,  all  parts  of  the  musket  are  assem- 
bled in  the  inverse  order  in  which  they  are  dismounted. 
Before  replacing  screws,  oil  them  slightly  with  good 
sperm  oQ  (inferior  oil  is  converted  into  a  gum  which 
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clogs  the  operation  of  the  parts).  Screws  should  not  be 
turned  in  so  hard  as  to  make  the  parts  hind.  When  a 
lock  has,  from  any  cause,  become  gummed  with  oil  and 
dirt,  it  may  be  cleaned  by  l)oiling  in  soap-suds  or  in 
pearlash  or  soda  water ;  heat  should  never  be  applied  in 
any  other  way. 

334.  Pre€»ntloiM  In  osing.  In  ordering  arms  on 
parade,  let  the  butt  be  brought  gently  to  the  ground, 
especially  if  the  ground  be  hard.  This  will  save  the 
mechanism  of  the  lock  from  shocks,  which  are  very  in- 
jurious to  it,  and  which  tend  to  loosen  and  mar  the 
screws,  and  split  the  woodwork. 

The  ramrod  should  not  be  "  sprung"'  with  unuecessaiy 
force,  for  fear  of  injur' ng  the  comers  of  the  grooves; 
and,  in  stacking  arms,  care  should  be  taken  not  to  in- 
jure the  bayonets  by  forcibly  straining  the  edges  against 
each  other. 

No  cutting,  marking,  or  scraping  the  wood  or  iron 
should  be  allowed ;  and  no  part  of  the  gun  should  l)e 
touched  with  a  file.  Take  ever}'  possible  care  to  pre- 
vent water  from  getting  })etween  the  lock,  or  barrel, 
and  stoc'k.  If  any  should  get  there,  dismount  the  gun 
as  soon  as  possil)le,  clean  and  oil  the  parts  as  directed, 
and  see  that  they  are  perfectly  dry  before  assembling 
them. 

INSPECTION  OF  ARMS  IN  SER\aCE,  &c. 

335.  Oaayct.  The  inspecting  instruments  are  the 
standard  and  limit  gauges  of  the  bore  and  exterior  of 
the  })arrel,  and  a  screw-plate  with  taps  for  the  holes  of 
the  lock-plate. 
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336.  iBipectlon.  The  following  are  the  principal 
points  to  be  attended  to  in  the  inspection  : 

Barrd.  Defects  for  which  the  barrel  must  he  corir 
demned  ds  unfit  for  service.  The  large  gauge  entering 
the  whole  length  of  the  barrel  The  small  or  standard 
gauge  not  entering,  unless  the  diminution  of  the  bore 
is  caused  by  the  barrel  being  indented  or  bent,  defects 
which  may  be  remedied.  A  diminution  of  the  exterior 
diameter  at  the  breech,  or  at  the  muzzle,  so  as  to  enter 
the  small  receiving  gauges ;  this  diminution  is  0.1  inch 
at  the  breech  ;  0.03  inch  at  the  muzzle,  for  arms  with 
bayonets ;  0.045  inch  for  arms  without  bayoneta  A 
diminution  of  0.5  in  length  of  the  barrel,  splits,  cross- 
cracks,  and  other  serioiLS  defects,  caused  either  by  bad 
workmanship,  or  by  use. 

See  that  the  bayonet-stud  is  not  too  much  worn  or 
broken ;  that  the  cone-seat  is  perfect,  and  the  vent  im- 
obstructed.  See  that  the  breech-screw  is  tight  after 
entering  five  or  six  threads ;  that  the  threads  are  sharp 
and  sound ;  that  the  body  fills  the  bore  of  the  female 
screw;  that  the  tang  is  not  broken  or  cracked  at  the 
screw-hole,  and  that  it  is  even  with  the  upper  surface 
of  the  barrel.  If  it  have  any  of  these  defects,  replace 
it  with  a  new  one. 

Cone.  See  that  the  chamfered  end  is  not  broken  or 
bruised,  and  that  the  thread  and  vent  are  in  proper 
condition. 

Bayonet.  A  bayonet  is  considered  unserviceable  if 
the  blade  is  one  inch  too  short.  See  that  it  is  sound  and 
perfect  in  all  its  parts;  that  it  fits  the  barrel;  and  that 
the  clasp  is  in  good  order,  and  turns  freely. 

Lock.     See  if  the  fixed  branches  of  the  springs  fit 
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closely  to  the  lock-plate,  if  the  movable  branches  are 
clear  of  it,  and  if  any  of  the  parts  are  wood-bound 
Renew  the  springs  and  the  bridle  of  the  tumbler  when 
their  pivots  are  broken*     If  the  aear  rubs  on  the  plate; 
have  it  adjusted.     The  friction  of  the  tumbler  may  be 
caused  by  the  bridle  being  badly  pierced,  in  which 
case  renew  the  bridle.     K  the  hammer  rubs  on  one 
side,  have  it  adjusted;   if  it  rubs  everywhere,  the  ar- 
bor of  the  tumbler  does  not  project  sufficiently,  and 
the  tumbler  should  be  renewed.     If  the  notches  of  ik 
tumbler  are  broken,  or  the  edges  blunt,   have  them 
dressed;   if  the  hook  of  the  tumbler  projects  beyond 
the  edge  of  the  lock-plate  when   the  hammer  is  let 
down,  the  tumbler  should  be  renewed.     The  arbor  and 
pivot  of  the  tumbler  should  fit  well  in  their  holes.   Ex- 
amine the  sear  closely,  and  have  it  renewed  when  the 
nose  is  too  thin,  or  is  worn  on  the  side  next  the  lode- 
plate,  although  it  may  l)e  perfect  on  the  exterior. 

If  the  hammer  is  not  steady,  the  tumbler  should  be 
renewed.  Try  the  action  of  the  hammer,  to  see  that  it 
explodes  the  cap  with  certainty. 

Renew  the  lock-plate  when  the  screw-holes  are  too 
much  worn  to  be  dressed  over.  Renew  every  limb 
that  is  broken  or  cracked,  the  screws  which  are  too 
much  worn,  or  of  which  the  stems  are  bent,  or  the  slitB 
too  much  enlarged. 

Mountings.   See  if  the  parts  be  complete  and  sound. 

Ramrod.  See  if  it  be  soimd,  and  have  a  good 
thread,  and  be  of  the  proper  length;  otherwise  re- 
place it. 

Stock.  Examine  carefully  the  hed  of  the  lock^  and  the 
holes  for  the  band  and  springs.    Press  the  thumb  against 
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the  fcudnga^  to  see  if  they  are  split  at  the  holes  for  the 
side-screws,  and  renew  the  stock  if  it  be  split  at  any 
other  part  to  an  injurious  extent. 

337.  ciaMiileaUonu  Arms  that  have  been  in  service 
may  be  classified  as  follows : 

Ist.  Sertnceaile  o/rTos. 

2d.   Arms  requiring  repairs. 

3d.   Irrepa/r(Me  arms. 

Arms  in  the  hands  of  the  troops  may  be  repaired 
by  replacing  the  defective  parts  by  new  ones,  or  by 
transferring  parts  from  other  arms  of  the  same  model. 
Every  officer  in  charge  of  arms  should  be  supplied  with 
a  suitable  nuniber  of  spare  parts  for  making  repairs  in 
the  field. 

Arms  are  considered  irrepa/raUe  when  both  the  bar- 
rel and  stock  are  unfit  for  service ;  or  when  they  require 
extensive  repairs,  and  the  parts  can  be  used  for  repairing 
other  arms. 

DURABILITY  AND  STRENGTH  OF  THE 

MUSKET-BARREL. 

338.  Itarability.  Some  idea  may  be  formed  of  the 
endurance  of  small-arms  generally,  by  that  of  the  French 
musket-barrel — ^the  barrel  being  the  most  important 
part  of  any  arm.  It  has  been  shown  that  this  barrel 
will  bear  25,000  discharges  without  becoming  unser- 
viceable. In  time  of  war  a  musket  is  not  fired  more 
than  five  hundred  times  a  year ;  with  good  care,  there- 
fore, it  ought  to  last  fifty  years. 

The  principal  cause  of  weakness  in  a  barrel  is  the 
diminntion  of  the  exterior  diameter,  at  the  breech,  by 
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wear.  This  diminution  is  limited  to  0.1  incli,  although 
a  barrel  worn  away  0.13  in.  lias  borne  the  discharge  of 
two  cartridges,  placed  one  upon  the  other. 

339.  streairtb.  Trials  made  at  Mutzig,  in  1829,  with 
arms  sent  there  for  repairs,  show  the  following  results: 

1st.  When  a  musket-barrel  is  charged  with  a  single 
cartridge  placed  in  any  part  of  the  barrel,  or  with  two, 
or  even  three  cartridges,  inserted  regularly,  without 
any  interval  between  them,  there  is  no  danger;  with 
four  cartridges,  inserted  regularly  over  each  other,  or 
with  two  or  three  cartridges  placed  over  eadi  othff 
with  slugged  balls,  there  is  danger  only  in  case  of  some 
defect  of  construction,  or  some  deterioration  in  the 
barrel ;  with  more  than  four  cartridges  inserted  regu- 
larly over  each  other,  or  with  two,  three,  or  four  car- 
tridges, with  intervals  between  them,  it  is  not  safe  to 
fire.  Late  experiments  with  the  rifle-musket,  show  that 
any  number  of  cartridges  can  be  placed  one  upon  the 
other,  and  the  piece  be  fired,  without  injur}'.  In  con- 
sequence of  the  expansive  nature  of  the  projectile, 
which  cuts  off  the  passage  of  the  fiame,  but  two  chai^ 
will  be  infiamed,  and  their  force  will  be  expended 
through  the  vent. 

2d.  No  danger  of  bursting  is  occasioned  by  leaving 
a  ball-screw  in  the  barrel.  There  may  be  danger  finom 
a  plug  of  wood  driven  tightly  into  the  muzzle  when 
the  barrel  is  loaded  with  two  cartridges ;  or  from  a  cork 
rammed  into  the  barrel  to  a  certain  distance  from  the 
charge,  with  another  cartridge  over  it. 

Snow,  clay,  and  sand,  accidentally  introduced  into 
the  barrel,  are  not  dangerous,  if  they  lie  close  to  the 
charge ;  but  they  are  so  when  there  is  a  space  between 
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them  and  the  charge ;  in  this  case  sand  is  the  most  dan- 
geix)us,  then  clay  and  snow.  Balls  or  pieces  of  iron 
inserted  over  the  charge,  are  not  attended  with  dan- 
ger when  placed  close  to  it,  even  when  their  weight 
amounts  to  1|  lbs.;  but  there  is  danger  from  a  piece  of 
iron  0.5  inch  square,  weighing  f  lb.,  if  placed  20  inches 
or  more  from  the  breech. 

3d.  A  barrel,  with  a  defect  which  might  have  escaped 
the  inspector,  bore  the  explosion  of  three  cartridges, 
r^ularly  inserted.  In  these  trials,  barrels  originally 
0.272  inch  thick  at  the  breech  did  not  burst  when 
loaded  with  two  cartridges,  until  the  thickness  was 
reduced  to  0.169  inch,  and  with  one  cartridge,  to  0.091 
inch. 
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CHAPTER  Vn. 

PYROTECHNY. 

340.  DeflBltlon.  Pyrotechny  is  the  art  of  preparing 
ammuQition  and  fireworks  for  military  and  ornamental 
purposes.  It  will  be  treate<l  under  the  head  of  iuM- 
ingSj  materials^  ammunition^  military  fireworks^  and 
oma/merUal  Jlrewarh<. 

BUILDINGS,  &0. 

341.  How  arraa^ed.  To  conduct  the  operations  of 
a  military  laboratory  with  safety  and  convenience,  the 
following  ixx)m8  are  necessary,  viz. : — 

1st.  Fumace-rtpovi^  for  operations  requiring  the  oae 
of  fire. 

2(1.  Cartridge-roora^  for  making  all  kinds  of  car 
tridges. 

3d.    FiUing-room^  for  filling  cartridges  with  powder. 

4tL  Gom/po^ition'rixym^  for  mixing  compositions. 

5th.  Driving-room^  for  driving  rockets,  fuzes,  Ac: 

6th.  Pa^hing-room^  for  putting  up  articles  for  tranfr 
portation. 

YtL  Carpenter^s  and  tinner^s  shop. 

8tL  Magazine^  for  storing  powder  and  ammunition. 

A  laboratory,  like  a  powder-mill,  should  be  situated 
apart  from  inhabited  buildings ;  and,  for  convenienoe 
of  communication,  the  rooms,  with  the  exception  of  the 
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furnace-room,  carpenter's  shop,  and  magazine,  should  be 
situated  under  one  roo£ 

342.  Fumacet.  A  furnace  is  composed  of  a  cast-iron 
kettle,  2  feet  in  diameter,  set  in  a  fire-place  of  brick.  In 
the  field,  sods  may  replace  the  brick,  if  the  latter  cannot 
be  obtained. 

Two  kinds  of  fiimaces  are  employed  in  a  laboratory ; 
in  the  first,  the  flame  circulates  around  both  bottom  and 
sides  of  the  kettle ;  in  the  second,  it  only  comes  in  con- 
tact with  the  bottom ;  the  latter  is  used  for  composi- 
tions in  which  gunpowder  forms  a  part. 

343.  Precaution*.  To  prevent  accidents  in  the  oper- 
ations of  a  laboratory,  avoid,  as  much  as  possible,  the 
use  of  iron  in  the  construction  of  the  buildings,  fixtures, 
&C. ;  sink  the  heads  of  iron  nails,  if  used,  and  cover 
them  with  putty;  cover  the  floor  with  oil-cloth,  or  car- 
pets, and  have  it  frequently  swept.  Let  the  workmen 
in  the  powder-room  wear  socks,  and  take  them  off  when 
they  go  out.  Keep  no  more  than  the  requisite  quantity 
of  powder  in  the  laboratory,  and  have  the  ammunition 
and  finished  work  taken  to  the  magazine.  Let  powder- 
barrels  be  carried  in  hand-barrows  made  with  leather, 
or  with  slings  of  rope  or  canvas,  and  the  ammunition  in 
boxes.  Let  every  thing  that  is  to  be  moved  be  lifted, 
not  dragged  or  rolled  on  the  floor.  Never  drive  rockets, 
port-fires,  &c.,  in  a  room  where  there  is  any  powder  or 
composition,  except  that  used  at  the  time.  Never  enter 
the  laboratory  at  night,  unless  it  is  indispensable,  and 
then  use  a  close  lantern,  or  wax  or  oil  light  well  trim- 
med. Allow  no  tobacco  to  be  smoked,  nor  friction 
matches  to  be  carried  in  or  around  the  laboratory. 
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MATERIALS. 

344.  dsMiiied.  Laboratory  materials  may  be  divided 
into  four  classes,  viz. : 

Ist.  Those  for  producing  light,  heat,  and  explosion. 
2d.  Those  for  coloring  flames,  and  producing  brilliant 
sparks. 

3d.  Those  used  in  preparing  compositions. 

4th.  Those  used  in  making  cartridge-bags,  cases,  <fec 

345.  lit.  class.  Nitre.  For  laboratory  use,  nitre 
must  be  reduced  to  a  fine  powder,  or  very  minute  crys- 
tals. It  is  best  pulverized  in  rolling-barrels  at  the 
powder-mills,  but  it  may  be  pulverized  by  hand,  in  the 
laboratory,  with  a  rolling-barrel,  or  by  pounding  in  a 
brass  mortar,  or  by  stirring  a  crystallizing  solution. 

Chlorate  of  potaaaa.  Chlorate  of  potassa  is  formed  by 
passing  a  current  of  chlorine,  in  excess,  through  lime- 
water,  and  then  treating  the  mixture  with  the  chloride 
of  potassium,  or  by  the  carbonate  or  sulphate  of  potassa. 
The  chlorate  of  potassa  and  chloride  of  calcium  are 
formed — the  former  crystallizes,  the  latter  remains  in 
solution.  It  is  soluble  in  water,  but  not  sensibly  so  in 
alcohol.  As  before  stated,  it  is  a  more  powerful  oxydii- 
ing  agent  than  nitre ;  and,  when  mixed  with  a  combus- 
tible body,  easily  explodes  by  shock  or  friction.  It  is 
inflamed  by  simple  contact  >vith  sulphuric  acid,  and 
thus  affords  a  simple  means  of  exploding  mines. 

A  convenient  form  of  apparatus  for  this  purpose,  is 
a  glass  vessel  with  two  compartments,  one  containii^ 
sulphuric  acid,  and  the  other  chlorate  of  potassa  and 
gunpowder.     It  is  placed  near  the  surface  of  the  groosd, 
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and,  when  broken  under  the  feet  of  the  enemy,  the  two 
Babstanees  are  brought  in  contact,  producing  fire,  which 
explodes  the  mine. 

Cha/roocH.  For  laboratory  use,  charcoal  may  be  made 
by  charring  wood  in  an  iron  kettle  buried  in  the  groimd. 
[t  may  be  pulverized  by  rolling  in  a  barrel  with  bronze 
balls,  or  by  beating  in  a  leather  bag  with  a  mauL  It 
should  be  kept  in  plose  barrels,  in  a  dry  place. 

Sfulphur.  When  melted  sulphur  is  to  be  used,  care 
[nust  be  taken  that  it  does  not  become  thick,  which  oc- 
3or8  at  about  400^  It  may  be  pulverized  in  a  rolling- 
barrel,  or  by  being  pounded  in  a  mortar  and  sifted. 
EtoU  brimstone  is  better  for  melting  than  flowers  of  sul- 
phur. When  flowers  of  sulphur  are  to  be  mixed  with 
Morate  of  potassa,  it  should  be  washed  to  remove  the 
ree  sulphuric  acid.  Sulphur  retards  the  combustion  of 
xmipositions  to  which  it  is  added. 

Antimony.  Antimony,  or  regvhis  of  cmtimony^  is  a 
prayish  white  metal,  easily  reduced  to  a  powder,  and, 
>y  its  combustion  with  sulphur,  produces  strong  light 
ind  heat ;  the  color  of  the  flame  is  a  faint  blue. 

8ulphv/ret  of  cmiimony.  Sulphuret  of  antimony  is 
nixed  with  inflammable  substances  to  render  them  more 
tfusily  ignited  by  flame  or  friction. 

Ghirypowder.  For  compositions,  gunpowder  is  pul- 
rerized,  or  mealed^  by  the  rolling-barrel,  or  by  grind- 
ng  with  a  midler  on  a  mealing-table,  or  by  beating  in 
t  leather  bag.  The  simple  incorporation  of  the  ingre- 
lients  of  gunpowder  does  not  answer  the  desired  piur- 

Idmiflblack.  Lampblack  is  the  result  of  the  inoom- 
>lete  combustion  of  lesinoiMi 
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posed  of  about  80  parts  of  carbon,  and  20  of  impmrtiea 
It  is  employed  to  quicken  the  combustion  of  certain 
mixtures;  but,  before  it  is  used,  it  should  be  washed 
with  a  hot  alkaline  solution,  to  remove  all  traces  of  em- 
p}'Teumatic  oiL 

346.  3d  ciaM.  Coloring  materials.    A  flame  is  colored 
by  introducing  into  the  composition  which  produces  it, 
2L  substance,  the  particles  of  which  on  being  interspersed 
through  the  flame,  and  heated  to  the  incandescent  state, 
give  it  the  required  color.     Coloring  substances  do  not 
generally  take  part  in  the  combustion,  and  their  pres- 
ence, more  or  less,  retards  it ;  it  is  for  this  reason  tbat 
chlorate  of  potassa,  a  more  powerful  oxydizing  agent 
than  nitre,  is   used  in  lieu  of  it,  in  compositions  for 
colored  fires. 

Colors.  There  are  a  great  variety  of  substanoeB 
which  give  color  to  flames,  the  principal  of  which  are, 
nitrate  and  sxdphaie  of  strontia  and  chloride  of  stronr 
tinnij  for  red;  the  nitrate  of  baryta^  for  green;  theW- 
carbonate  of  soda,  for  yellow:  the  stdphate^  carbonate^ 
and  acetate  of  copper^  for  blue.  Lampblack  is  employed 
to  give  a  train  of  rose-colored  fire  in  the  air,  powderd 
flint-glass  for  white  flames,  and  oxide  of  zinc  for  blue 
flames. 

Sparhs.  Brilliant  sparks  are  produced  by  introducing 
into  the  composition,  filings  or  thin  chips  of  either 
wrought  iron,  cast  iron,  steel,  or  copper,  or  by  frag" 
ments  of  charcoal ;  the  effect  depends  on  the  size  of  the 
particles  introduced.  The  particles  should  be  fireshly 
prepared,  or  should  have  been  well  preserved  from  nut 

847.  3d  Class.  Preparing  compositions.  Thurpm^tiM 
is  the  substance  which  exudes  from  the  freshly-eat  80^ 
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face  of  a  pine  tree  in  warm  weather.  The  first  yearns 
mnning  is  called  virgin^  or  white  turpentine  /  after  this 
it  becomes  more  hard  and  yellow. 

Spirits  of  turpentine.  This  is  the  essential  oil  oiy 
tained  by  distilling  native  turpentine. 

Rosin.  This  substance  is  sometimes  called  colophony^ 
and  is  the  residuum  of  the  distillation  of  turpentine. 

Tar.  Tar  is  a  semi-fluid  sul^stance,  obtained  from  the 
heart  of  the  pine-tree  by  a  smothered  combustion,  as  in 
charcoal  pits. 

Pitch.  Pitch  is  obtained  by  boiling  tar  down  to  the 
requisite  consistency,  either  by  itself,  or  combined  with 
a  portion  of  rosin ;  it  becomes  solid  on  cooling,  but  is 
softened  by  the  heat  of  the  hand. 

Venice  turpentine.  Venice  turpentine  is  obtained 
from  the  larch ;  but  what  is  commonly  known  by  that 
name,  is  a  compound  of  melted  rosin  and  spirits  of  tur- 
pentine. The  foregoing  substances  are  chiefly  employed 
in  the  preparation  of  compositions  for  producing  light. 

Alcohol^  (Sec.  Alcohol  (spirits  of  wine),  hrcmdy^ 
whiskey,  or  vinegar,  is  used  for  mixing  compositions  in 
which  nitre  enters,  because  this  salt  is  but  slightly  sol- 
uble in  these  liquids. 

Ghimra/rahic.  Gum-arabic  in  solution  is  employed  to 
give  body  to  certain  compositions.  It  retards  combus- 
tion ;  and,  as  the  solution  is  liable  to  spontaneous  de- 
composition, it  should  only  be  prepared  as  wanted. 

Beeswaaa  a/nd  mutton  taUow  are  employed  chiefly  in 
mixing  compositions  intended  to  produce  heat  and  light. 

848.  4th  CiBm.  Preparlnv  cartridffei,  Ac.  The  size  and 
strength  of  laboratory  paper  is  regulated  by  the  use  to 
which  it  is  applied.    It  is  arranged  *-  ^  ^lui 
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strongest  being  for  cannon-cartridges,  and  the  thinnest 
for  musketcartridges. 

Paste.  Ordinary  paste  is  made  of  rye  floor,  stirred 
and  boiled  in  water. 

Flannel,  wUdhore,  or  serge,  for  cartridge-bbgs,  ^ould 
be  made  entirely  of  wool  or  silk ;  the  fabric  dionld  be 
soft,  and  closely  woven,  to  prevent  the  powder  from 
sifting  out. 

Fabrics  of  cotton  and  flax  are  not  used,  because  tlie 
powder  sifts  through  them,  and  they  are  more  apt  to 
leave  fire  in  the  gun  than  woollen  stu& 

Canvas.  Canvas  is  used  for  sacks,  &c,\  it  shoold  be 
strong  and  closely  woven. 

TwtJie,  (&c.  Twine  should  be  strong,  smooth,  and 
well  twisted. 

AMMUNITION  FOR  SMALL-ARMS. 

849.  Bniiett.  Bullets,  for  the  military  service,  are 
made  by  pressure.  To  prepare  the  lead  for  the  press,  it 
is  cast  into  cylinders,  or  dra^vn  out  into  a  wire  of » 
diameter  somewhat  less  than  that  of  the  bnllet.  A 
piece,  just  sufficient  to  make  a  bullet,  is  then  cut  oil^ 
and  transferred  by  a  movable  arm  to 
a  pair  of  dies  (a  a,  fig.  Ill),  which 
are  firmly  closed  by  two  movable 
wedges  (b  b) ;  as  soon  as  this  is  done, 
the  punch  (c)  descends  upon  the 
lead  and  forms  the  cavity  at  the  base  Ftg.  iii. 

of  the  bullet.  To  disengage  the  bullet,  the  punch  rises, 
but  before  it  has  completely  cleared  the  cavity,  the  dies 
open,  and  the  bullet  falls  into  its  receptacle. 
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One  press  is  capable  of  making  3,000  bullets  in  an 
hour.  Bullets  may  be  also  cast  in  moulds,  and  after- 
ward swaged  in  a  die  to  the  proper  size  and  shape. 

350.  C«nrldse.  After  the  bullet  has  been  greased 
(see  pt^  315),  it  is  made  up  into  a  cartridge  along 
with  its  charge  of  powder.  The  rifle-musket  cartridge 
(fig.  112)  is  formed  of  three  parts;  the  huUet  (b),  the 
cylinder  (a),  which  contains  the  powder,  and  the  wrap- 
per, which  unites  the  cylinder  with  the  bul- 
let. The  bottom  of  the  cylinder  should  be 
perfectly  tight,  to  prevent  the  powder  from 
sifting  through. 

To  use  this  cartridge,  tear  off  the  fold  of 
the  wrapper  and  pour  the .  powder  into  the 
bore,  break  the  cartridge  at  the  junction  of 
the  bullet   and  powder-cylinder,  force  out      i'\g  iia. 
the  bullet  by  pressing  with  the  thumb  and  forefinger,  ■ 
and  insert  it  in  the  bore.    Care  should  be  taken  to  pour 
all  of  the  powder  into  the  barrel. 

851.  Bmskikot  cartrtdge.     The  number  of  projec-   , 
tQee  in  a  buckshot  cartridge  is  twelve,  or  four  layers  of 
three  each  (fig.  113).     The  layers  are  kept  in 
poBitiou  by  passing  one  half  hitch  of  the  chok- 
ing  thread,  between  every  two  layers;    the 
thread  is  secured  by  passing  two  half  hitches 
■XDimd  the  upper  layer.     For  rifled  arms,  the 
gliot  end  of  the  cartridge  should  be  dipped  in 
tihe  composition  used  for  lubricating  bullets ; 
with  this  precaution  aU  leading  of  the  grooves    Kg.  i 
will  l>e  avoided.     Buckshot  cartridges  are  principally 
used  in  Indian  warfare,  and  especially  in  night-firing. 

852.  P»ckta».     Small-arm  cartridges  are  wrapped  in 
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bundles  of  ten  each,  and  packed  in  boxes  of  1,000.  The 
date  and  place  of  fabrication  are  marked  on  the  inade 
of  the  cover,  and  the  contents,  on  the  outside  of  one  end 
of  the  packing-box. 

353.  Ptotol  cMitridce.  The  powder-cylinder  of  Colt's 
cartridge  is  made  of  combustible  paper  (prepared  after 
the  manner  of  gun-cotton) ;  it  is  attached  to  the  base  of 
the  bullet,  and  is  inserted  in  the  piece  entire. 

354.  PercBMioB-cs^.  The  military  percnssion-caf) 
is  made  slightly  conical,  to  fit  the  cone  tightly,  and  has 
a  rim  around  the  open  end  for  convenience  in  handling. 
It  ia  made  of  sheet  cop[)er,  which  is  first  cut  into  tlie 
form  of  an  equilateral  cross  (a,  fig.  114), 
and  then  transferred  to  a  die,  where  it  is 
punched  into  the  required  shape  (b).  It  ia 
charged  with  half  a  grain  of  powder,  com- 

•  posed  of  equal  parts  of  nitre  and  yulminate 
of  merdtTy  ;  the  object  of  the  nitre  being 
to  retard  the  combustion  of  the  composition, 
and  give  density  to  the  flame.  .    *■- 

The  composition  is  pressed  into  the  cap  ia.  A^ 
state,  and  covered  with  a  drop  of  shellac  ranush  toftc 
it  in  its  place  and  ]>rotect  it  from  moisture.  With  4b 
exception  of  varnishing,  all  the  operations  of  making 
|>ercus»ion-caps  are  performed  by  a  single  machine,  it 
the  rate  of  50,000  per  day.  Percussion  cape  'vrere  in- 
vented in  the  United  States,  in  181Y. 

355.  itiBfDBrd'i  Primer.  This  primer  is  made  lif 
indenting  a  sheet  of  paper  at  regular  intervals  (aa,  % 
^^^^^^^^^^^^^^Bj  113),  filling  each  indents- 
^^^^^^^^^^^^^^^Hj  tion  with  a  small  cliarg^ 
^^^^^^^^^^^^^^^  of  percussion  powder,  and 
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covering  tlie  whole  with  another  sheet  of  paper,  firmly 
pasted  on.  The  sheet  is  then  cut  into  strips,  each  strip 
containing  60  primers  In  a  single  row,  and,  to  protect 
it  from  the  moisture.  It  is  covered  with  a  thick  coat  of 
shellac  varnish. 


FIELD   AND  MOUNTAIN  AMMUNITION. 

356.  CoBp««ui«B.  Ammunition  for  the  field-service 
is  composed  of  solid  shot,  skdle,  spherical-case  shot,  and 
eaaister-shot ;  in  the  mountain  service,  the  solid  shot 
are  omitted. 

For  convenience  in  loading,  and  safety  in  transporta- 
tion, cannon  ammunition  should  be  prepared  in  a  pe- 
culiar mimni^r,  and  with  great  care. 

357.  stand  of  ammnniuan.  A  stand  of  ammunition 
is  composed  of  theprq^ectik  (a,  fig.  116), . 
the  sabot  (b),  the  strojp^  (c),  the  cartridge- 
bag  ((/),  and  the  cylinder  (e)  and  cap. 
The  preparation  of  the  projectile  itself^ 
is  described  in  chapter  II. 

Siibot,  The  sabot  is  a  thick,  circular 
disk  of  wood,  to  which  the  cartridge-bag 
and  projectile  are  attached. 

For  a  spherical  projectile,  the  sabot 
g.  117),  and  a  circular  groove 
I  to  which  the  cartridge-bag  is 
tied;    in  the  canister-sabot, 
the  spherical  cavity  is  omit- 
'  ted,  and  a  circular  oflfeet  (J) 
is  added. 
The  efiiects  of  a   sabot  are: — Ist    To   prevent  the 


Fig.   116. 

has  a  spherical  cavity  (a,  \ 
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formation  of  a  lodgment  in  the  bore.  2<L  To  moderate 
the  action  of  the  powder  on  the  projectile ;  and,  3d.  To 
prevent  the  projectile  from  moving  from  its  place.  In 
consequence  of  the  scattering  of  the  fragments,  it  is 
dangerous  to  use  the  sabot  in  firing  over  the  heads  of 
one's  own  men. 

Straps.  The  projectile  is  secured  by  two  tin  straps, 
fastened  at  the  ends  with  tacks  driven  into  the  sabot 
The  straps  cross  each  other  at  right  angles ;  for  solid 
shot,  one  strap  passes  through  a  slit  in  the  other;  for 
hollow  projectiles,  both  straps  are  fastened  to  a  tin  ring 
which  surrounds  the  fuze-hole. 

Cartridge-hag.  The  materials  of  which  cartridge-bags 
are  made  are  described  on  page  348.  A  cartridge-bag 
for  the  field  service  is  made  of  two  pieces — a  rectangu- 
lar piece  for  the  sides,  and  a  circular  piece  for  the  bot- 
tom. The  rectangular  piece  should  be  cut  in  the  direc- 
tion of  the  ^varp,  to  prevent  the  bag  from  stretching  in 
the  direction  of  its  diameter;  the  seams  should  be 
sewed  ^vith  wooUen  yam,  12  stitches  to  the  inch,  and 
the  edges  should  be  basted  do^vn,  to  prevent  the  pw- 
der  from  sifting  through.  The  charge  is  determined  by 
measurement. 

Cylinder  and  cap.  The  cylinder  and  cap  are  made  of 
stout  paper.  The  cylinder  is  used  to  give  stiflftiess  to 
the  cartridge  at  the  junction  of  the  sabot  and  bag ;  the 
cap  covers  the  exposed  portion  of  the  bag,  and  is  drawn 
off  before  loading,  and  placed  over  the  projectile,  or 
thrown  away.  The  cap  is  made  by  cutting  off  a  por- 
tion of  the  cylinder,  and  choking  one  end.  The  car- 
tridge-bag is  attached  to  the  projectile  by  tying  it 
around  the  grooves  of  the  sabot  wth  twine. 
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358.  Strapped  anunniiltioii.  Ammunition  thus  pre- 
pared is  called  fixed  ammunition.  In  the  large  field 
bowitzers,  it  is  not  convenient  to  unite  the  cartridge- 
bag  and  projectile,  on  account  of  the  difficulty  of  pack- 
ing them  in  the  ammunition  chests ;  the  bag  and  pro- 
jectile are  therefore  carried  separately.  The  projectile 
is  attached  to  a  sahot  without  grooves ;  and,  to  give  a 
proper  form  to  the  cartridge-bag  the  mouth  is  closed 
with  a  cartridge-hlock^  which  resembles  a  sabot ;  hence 
the  name  strapped  ammunition. 

359.  Packing,  dec.  As  soon  as  ammunition  is  finished 
it  should  be  gauged,  to  see  that  it  is  of  the  proper  cali- 
bre; it  is  afterward  packed  in  boxes  containing  ten 
rounds  each,  with  scraps  of  paper,  or  tow,  well  rammed 
into  the  interstices. 

Ammunition  may  be  distinguished  by  the  color  of 
the  cap;  for  spherical-case  shot,  it  is  red;  for  shells, 
hlach;  and  for  solid-shot  and  canister,  it  is  the  natural 
oolor  ot  the  paper.  The  outside  of  the  packing-box  is 
Dolored  red  for  spherical-case  shot;  black  for  shells; 
olive  for  shot ;  and,  for  canister,  the  natural  color  of  the 
wood ;  besides  this,  it  is  marked  ^vith  the  number  and 
3haracter  of  the  contents  in  letters  and  figures. 


SIEGE  AND  SEA-COAST  AMMUNITION. 

360.  Cartridge-baffs.  On  account  of  the  great  weight 
of  siege  and  sea-coast  ammunition,  the  cartridge-bag  and 
projectile  are  carried  separately. 

The  cartridge-bags  for  large  charges  of  powder  are 
made  of  two  pieces  of  woollen  stuff  (fig.  118),  or  of  a 

23 
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paper  tabe,  with  woollen  doth  bottom. 
The  former  are  preferred  for  rapid  firing. 
For  seti-coast  howitzers,  the  bag  ahoold 
fill  the  chamber;  if  the  piece  be  fired 
with  a  reduced  charge,  a  cartridge-block 
should  be  inserted  into  the  bag  to  give 
jiy^  jjg^  it  proper  size.      For  mortars  the  bag  is 

only  used  to  cany  the  powder,  and  when  the  piece  is 
loadetl,  the  powder  is  poured  into  the  chamber ;  bi^  of 
any  suitable  size  will  answer  for  this  service.  Fori* 
ahot  cartridges,  bags  are  made  double,  by  putting  one 
bag  within  another.  Care  should  be  taken  to  see 
that  the  bags  are  free  from  holea 

YoT  ricvcket  firing,  or  other  occasions  when  veryBnull 
charges  are  required,  a  cartridge-bag  of  inferior  calibre 
may  be  used  ;  or  else,  after  the  charge  is  poured  into  the 
bag,  place  it  on  another  bag  filled  with  hay,  presdi^ 
it  with  the  hands  to  reduce  the  diameter ;  after  having 
shaken  this  bag  down,  and  rolled  and  flattened  the  emptr 
parts  of  the  two  bags,  tie  thi'm  with  woollen  yam,  like 
a  bundle  tif  musket-cartridges,  placing  the  knot  on  top 
361.  strapplBs  ■kells,  Ac.  In  the  siege  and  sea-coast 
services,  solid  shot  are  transported  and  loaded  loosely, 
but  hollow  projectiles  are  strapped 
to  sabots  to  prevent  the  fiize  from 
coming  in  contact  ^vith  the  powdtf 
of  the  chaise.  The  sabots  are  nuufc 
from  thick  plank  (fig.  119),  and  the 
straps  are  fastened  as  in  the  field- 
service.  The  fuze-hole  is  placed  u 
one  of  the  angles  of  the  straps.  In 
such    a  manner  that   its  axis  Bhall 
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make  an  angle  of  45^  with  that  of  the  sabot.  In  load- 
ing, care  should  be  taken  to  place  the  fuze-hole  up- 
permost. 

When  there  are  no  ears  on  the  projectile,  a  handle  of 
rope-yam  is  attached  to  two  loops  soldered  to  one  of 
the  straps,  or  it  is  passed  through  two  holes  l)ored  in 
the  bottom  of  the  sabot. 

362.  FUiinv  stoeiit.  Shells  are  filled  with  cannon- 
powder  alone,  or  with  cannon-powder  and  some  kind 
of  incendiary  composition.  Before  filling,  the  shell 
should  be  inspected,  to  see  that  it  is  dry,  clean,  and  free 
from  defects.* 

The  service  bursting-charges  of  powder  for  the  larger 
shells  are : — 

15-INOH.  13-IKCH.        10-INCH.  8-IKCH. 

Mortar-shell, 7  lbs.     5  lbs.     2|  lbs. 

Columbiad-shell,  .    17  lbs.        "        3  lbs.     1^  lbs. 

363.  Wadi.  Junk  wads  having  been  found  detri- 
mental in  ordinary  firing,  are  only  used  for  proving 
cannon. 

For  f/ring  hot-shot^  a  hay  wad,  soaked  in  water,  is 
interposed  between  the  powder  and  shot.  The  wad  is 
made  by  twisting  the  hay  into  a  rope,  winding  the  rope 
into  a  coil,  which  is  driven  into  wooden  moulds  of  the 
proper  size.  To  preserve  the  size  and  form  of  the  wad 
it  is  afterward  wrapped  tightly  with  rope-yam. 

GrTommets.  Grommets,  or  ring  wadsj  are  useful  in 
increasing  the  accui'acy  of  fire,  and  keeping  the  projec- 
tile in  its  place  when  the  piece  is  moved  or  depressed. 

*  To  find  the  quantity  of  powder  which  a  shell  will  contain,  multiply  the  cube  of 
the  interior  diameter  of  the  shell  in  mches  by  0.01744,  the  result  is  the  weight 
of  powder  in  pounds. 
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It  is  made  by  l)ending  a  strand  of  rope  into  the  form 
df  a  circle,  and  wrapping  it  with  rope-yam.  The  size 
of  the  ring  is  the  full  diameter  of  the  bore,  that  it  may 
fit  tightly.  This  wad  is  attached  to  the  front  of  the 
projectile  with  twine ;  or,  it  may  be  inserted  after  the 
projectile,  like  ordinary  wads. 

MILITARY  FIREWORKS. 

364.  Comprtoe  wluit.  Military  fireworks  comprise 
prej)arations  for  the  service  of  cannon  ammunition^  and 
for  signalj  light^  incendiary^  and  defensive  and  offenme 
purposes. 

365.  ConptMitioni.  The  term  composition  is  applied 
to  all  mechanical  mixtures  which,  by  combustion,  pro- 
duce the  eftects  sought  to  }>e  attained  in  pyrotechny.  If 
these  compositions  1^  examined,  it  will  be  found  that 
many  of  them  are  derived  from  gunpowder,  by  an  ad- 
mixture of  Bulj)hur  and  nitre,  in  proportions  to  suit  the 
re<iuired  end ;  a  Gennan  ^mter  has  even  proposed  to 
extend  this  method  to  the  formation  of  all  the  principal 
composiitions,  but  the  simplicity  of  the  plan  has  never 
been  fully  realized  in  practice. 

Pvtparation.  Compositions  are  prepared  in  a  dry  or 
liquid  fonn ;  in  either  case  it  is  necessary  that  the  in- 
gi'edients  should  l)e  pure,  and  thoroughly  mixed. 

For  dry  compositions^  the  ingredients  are  pulveriaed 
separately,  on  a  7w^^///?i^-tal)le,  with  a  wooden  muOer; 
they  are  then  weighed,  and  mixed  with  the  hands,  and 
aftenvard  passed  three  times  through  a  ^vire  sieve  of  a 
certain  fineness.  When  a  highly  oxydizing  substance, 
as  the  chlorate  of  jx)tassa,  is  present,  great  care  must  1)6 
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observed  in  mising,  to  avoid  friction  or  blows,  which 
might  lead  to  an  explosion.  When  coarse  charcoal,  or 
metals  in  grains  are  used,  they  shonld  be  added  after 
the  other  ingredients  have  been  mixed  and  sifted. 

J^r  the  liquid  form.  When  it  becomes  necessary  to 
use  fire  to  melt  the  ingredients,  the  greatest  precautioQ 
is  necessary  to  prevent  accidents,  particulai'ly  when 
gunpowder  enters.  The  drj'  parts  of  the  composition 
may  be,  generally,  mixed  tt^ther  first,  and  put  by 
degrees  into  the  kettle,  when  the  other  ingredients 
are  fluid,  stirring  well  all  the  time.  When  the  dry 
ingredients  are  very  inflammable,  the  kettle  must 
not  only  be  taken  team  the  fire,  but  the  bottom  must 
be  dipped  in  water,  to  prevent  the  jxissibility  of  acci- 
dents. 

How  disposed.  To  give  a  portable  form  to  composi- 
tions, they  are  enclosed  iu  cases,  cast  in  moulds,  or  at- 
tached to  cotton  yam,  rope,  <Sic. 

Ckiees.  Cases  are  generally  paper  tubes,  made  by 
covering  one  side  of  a  sheet 
of  paper  with  paste,  or  gum- 
arabic,  wrapping  it  around  a 
former,  and  rolling  it  under  a 
flat  surface  until  all  the  layers  *""' 

adhere  to  each  other  (fig.  120).  The  quality  of  the 
paper,  and  the  thickness  of  the  sides  of  the  case,  should 
depend  upon  the  pressure  of  the  gases  evolved  in  the 
burning. 

Filling.  To  fill  a  case,  it  is  first  cut  to  the  proper 
length,  and  placed  in  a  mould ;  the  composition  is  then 
poured  in,  a  ladleful  at  a  time,  and  each  ladleful  is 
packed  by  striking  a  certain  immber  of  blows  on  a  diift 
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with  a  mallet  of  a  given  weight.  The  heigjht  of  eadi 
ladleful  of  comi)08itioii  should  be  about  equal  to  a  on- 
gle  diameter  of  the  bore  of  the  case, 

DrifU^  iScc.      Small  drifts,  receiving   heavy  blows, 
should  ]>e  made  of  steel,  and 
tipped  with  bronze  (fig.  121); 
large  drifts  may  be  made  of  Fig.  isl 

wood  or  bronze,  depending  on  the  force  of  the  blow. 
In  driving  highly  inflammable  compositions^  as  that  of 
the  rocket,  care  should  be  taken  to  settle  the  drift,  so 
as  to  exclude  the  air  before  striking  with  the  mallet,  as 
the  heat  generated  by  the  sudden  condensation  of  air 
might  be  sufficient  to  ignite  the  composition. 

Preliminary  tests  of  all  new  materials  should  be  nude 
by  burning  one  or  more  specimens  of  the  composition, 
and  the  proportions  of  the  ingredients  corrected,  if 
necessary. 

Verity  (jkc.  The  length  of  the  flame  from  a  given  com- 
position depends  on  the  size  of  the  vent  and  the  extent 
of  the  l)urnin<j:  surface.  The  vent  is  made  small  bv 
choking  the  end  of  the  case  with  stout  twine ;  and  the 
burning  surface  is  increased  by  driving  the  composition 
around  a  sjnndle,  which,  on  being  withdrawn,  leaves  a 
conical-shaped  cavity.  A  vent  may  be  also  formed  br 
driving  in  moist  plaster  of  Paris  or  clay,  and  boring  a 
hole  in  it  with  a  gimlet.  If  the  end  of  the  case  is  to  be 
closed  up  entirely  the  boring  is  omitted. 

306.  For  ammanition.  The  preparations  for  the  ser 
\nce  of  ammunition  are  sloiv-maich^  qutck-inatch^ port-fire^ 
friction-tubeSy  and  fuzes. 

367.  Slow-match.  Slow-match  is  used  to  preserve 
fire.     It  may  be  made  of  hemp  or  cotton  rope ;  if  made 
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of  hemp,  the  rope  is  saturated  with  acetate  of  lead,  or 
the  lye  of  wood-ashes;  if  made  of  cotton,  it  is  only 
necessary  that  the  strands  be  well  twisted.  Slow-match 
bums  from  four  to  five  inches  in  an  hour. 

368.  ^alek-match«  Quick-match  is  made  of  cotton 
yam  (candle-wick)  saturated  with  a  composition  of 
mealed  powder  and  gummed  spirits ;  after  saturation, 
the  yam  is  wound  on  a  reel,  sprinkled  (dredged)  with 
mealed  powder,  and  left  to  dry. 

It  is  used  to  communicate  fire,  and  bums  at  the  rate 
of  one  yard  in  thirteen  seconds.  The  rate  of  burning 
may  be  much  increased  by  enclosing  it  in  a  thin  paper 
tube  called  a  leader. 

369.  PorMlrc*.  A  port-fire  is  a  paper  case  containing 
a  composition,  the  flame  of  which  is  capable  of  quickly 
igniting  primers,  quick-match,  Ac. 

The  composition  consists  of — 


NITKE. 

SULPHUR. 

MEALED  POWPKR. 

6 

3 

1 

A  port-fire  is  about  22  inches  long,  and  bums  with 
an  intense  flame  for  ten  minutes. 

370.  Frictioii-tabc.  The  friction-tube  is  at  present 
the  principal  preparation  for  firing  cannon ;  its  advan- 
tages are  portability  and  certainty  of  fire.  It  also  affords 
the  means  of  firing  a  piece  situated  at  a  distance,  and 
does  not  attract  the  notice  of  the  enemy's  marksmen  at 
night. 

It  is  composed  of  two  brass  tubes  soldered  at  right 
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gles  (fijj.  ]22).  The  upper,  or  short  tote 
contains  a  charge  of  friction  powder,  tai 
the  rovQlied  extremity  of  a  wire  loop  (a) 
(the  extremity  is  8ho\vn  by  fig.  J);  the  loi^ 
tube  is  filled  with  rifie  powder,  and  is  in- 
sei'teil  in  the  vent  of  the  piece.  When  tlie 
e.xtreniity  of  the  loop  is  violently  palled  by 
means  of  a  lanyard,  through  its  hole  in  tlw 
""■  "'■  long  tube,  Bufficient  heat  is  generated  to  if 
nite  the  fiiction  powder  which  Bnrrounds  it,  and  this 
communicates  with  the  grain-powder  in  the  long  tnhc 
The  cliaige  of  grained  powder  has  sufficient  force  to 
pass  through  the  longest  vent,  and  penetrate  eevenl 
thicknesses  of  cartridge-cloth.  The  composition  <^  fii^ 
tion  powder  is: — 


rSIX>EATB  OF  POTASS*.      :  at'LPtlt'BBT  0»  AXnHOST. 


formed  into  a  paste  with  gum-water. 

371.  FtiMfc  Fuzes  aiu  the  means  used  to  ignite  the 
bursting-fhaige  of  a  hollow  projectDe  at  any  desired 
moment  of  its  flight ;  they  may  Ihj  classified  according 
to  their  mode  of  oi»eratiou,  as  percuaaion^  amcumm, 
and  time-fuz€S. 

Time-fnzf,  This  fuze  is  composed  of  a  case  of  paper, 
wood,  or  metal,  enclosing  a  culunm  of  burning  conipo- 
sition,  which  is  set  on  fire  by  the  discharge  of  the  piece; 
and  wliich,  after  burning  a  certain  time,  conunnnicatcs 
with  the  bursting-chaige. 

Its  successful  operation  depends  on  the  certainty  (^ 
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ignition,  the  uniformity  of  burnii^,  and  the  fecility 
with  which  ita  flame  commuaicateB  with  the  bursting- 
charge. 

Compoaition.  The  ingredienta  of  all  time-fuze  compo- 
-  ftitiona  are  the  same  aa  for  gunpowder,  but  the  propor- 
tions are  varied  to  suit  the  required  rate  of  burning- 
Pure  mealed  powder  gives  the  quickest  composition, 
and  the  others  are  derived  from  it  by  the  addition  of 
nitre  and  snlphor  in  certiun  quantities. 

The  rate  of  bumiDg  of  a  column  of  fuze  composition 
depends  on  the  purity  and  thorough  incorporation  of  the 
materials,  and  on  its  density.  These  qualities  are  best 
secured  by  procuring  the  materials  from  the  powder. 
mills  ready  mised,  and  driving  them  with  a  press  of 
peculiar  construction. 

Three  kinds  of  time-fuzes  are  employed  in  the  United 
States  service,  viz, :  the  mofiar-fmey  the  Sormann-fmey 
and  the  aea-coast  fme. 

Mortar-fiize.  The  case  of  the  mortar-fiize  is  made  of 
beech-wopd,  turned  in  a  lathe  to  a  conical  shape,  and 
bored  out  nearly  to  the  bottom  to  receive  the  composi- 
tion (fig.  128).  The  composition  is  driven  with 
iBfteen  blows  of  the  mallet.  The  bore  is  en- 
larged at  the  top  to  receive  a  priming  of  mealed 
powder  moistened  with  alcohol.  To  protect  the 
priming  from  injury  by  moisture,  the  top  of  the 
fuze  is  covered  with  a  cap  of  water-proof  paper, 
on  which  ia  marked  the  rate  of  burning  of  the 
composition.  The  exterior  is  divided  into  inches  ^ig-  las. 
and  tenths,  to  guide  the  gunner  in  regulating  the  time 
of  burning.  This  operation  ia  generally  performed  be- 
fore the  fiize  ia  driven  into  the  fuze-hole  of  the  shell,  by 


363  PTBOTECHIfT. — ^ULITABT   nSKWOKKB. 

cutting  it  off  with  a  saw,  or  boring  into  the  compootioD 
with  a  gimlet 

If  the  fuze  he  driven,  the  colnnu  of  composition  may 
be  rthorteiied  by  taking  a  portion  from  the  top  with  ^k 

fuze-auger. 

372.  BormaauHAuc.  This  faze  is  the  iuventioaof 
an  officer  of  the  Bel^an  service.  The  case  ia  made  <A 
an  alloy  of  tin  and  lead,  cast  in  iron  monlda.  Its  ahape 
w  that  of  a  thick,  circular  disk ;  and  a  screw  thresd  it 
cut  upon  its  edge,  by  which  it  is  &st- 
ened  into  the  fuze-hole  of  the  project- 
ile. (See  figure  124.)  The  upper  sur- 
face is  marked  with  two  recesses  (a  a), 
and  a  graduated  arc.  Tlie  former  are 
made  to  receive  the  prongs  of  a  screw- 
driver ;  and  the  latter  overlies  a  drcu- 
lar  groove,  filled  with  mealed  powder, 
tii;litly  preswd  in  and  covered  with  ^  *"■ 

metal  cap.  The  only  outlet  to  the  groove  containii^ 
the  nieuk'd  powder  is  under  the  zero  of  the  graduation;  ■ 
this  outlet,  or  channel  (c),  is  filled  with  rifle  powd^, 
and  leads  down  to  a  circular  recess  (i),  which  is  filled 
with  niu?»ket  jwwder,  and  covered  with  a  pertaniei 
disk  of  tin.  To  enable  this  fuze  to  resist  the  shock  (^ 
di.scliarp%  antl  at  the  same  time  to  increase  the  tffect  d 
a  small  bursting-charge,  the  lower  portion  of  the  fine- 
hole  is  dosed  with  a  j>erforated  disk  (e). 

Before  the  pnijeetile  is  inserted  into  the  piece,  a  cot 
is  mii<le  across  the  graduated  portion,  laying  bare  ■ 
small  pro]K)rtion  of  the  mealed  powder,  which,  being  ^ 
nited  by  the  flame  of  the  charge,  bums  in  both  dine- 
tiona  until  the  outlet  is  reached  and  the  grain  powdff 
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ignited.  The  graduations  are  seconds  and  quarter  sec- 
onds, and  the  time  of  burning  of  the  fuze  depends  on 
the  length  of  the  column  of  mealed  powder  included 
between  the  incision  and  outlet.  If  the  metal  covering 
be  not  cut,  the  projectile  may  be  fired  as  a  solid  shot 
The  Bonnann-fuze  is  used  for  the  field  and  siege  ser- 
vices, and  is  found  to  be  accurate  and  reliable,  especially 
for  spherical-case  shot.* 

873.     tea  coa»t  tuxe.f    The  sea-coast  fuze  is  princi- 
pally distinguished    from  the  mortar-fuze 
"by  havix^  a  metal  cap,  constructed  to  pre- 
TVat  the  burning  composition  from  being 
.  when    the  projectile  strikes 
t  water. 
'  It  is  composed  of  a  Jra«^  j)ln(/  (a,  fig. 
196),  which  is  firmly  driven  into  the  fuze- 
Bole  of  the  projectile ;  a  paj)er-/uze  (l),  in- 
serted into  the  plug,  with  the  fingers,  im-       Fig.  lae. 
mediately  before  loading  the  piece;  and  a  water-cap  (c), 
screwed  into  the  plug  after  the  paper-fuze  has  been 
inserted. 

The  water-cap  is  perforated  with  a  crooked  channel, 
which  is  filled  with  mealed  powder ;  the  mealed  powder 
oommunicates  fire  to  the  paper-fuze,  and  the  angles  of 
the  channel  break  the  force  of  the  water. 

The  top  of  the  cap  has  a  recess  which  is  filled  with  a 
priming  of  mealed  powder,  and  is  covered  with  a  disk 


*  Tho  time  of  burning  of  the  Bortnonn-flize,  not  bcinf;  long  enough  for  the  gen- 
«ral  Mirice  of  rifle  projectiles.  Ibe  paper  time-fuze  (b.  tig.  125)  is  used  instead  of  it 
tor  allot  those  projectiles  whii^  require  the  time-fiiie.  It  is  inserted  into  a  zinc 
[ring,  which  is  Bcreired  into  the  ^tie-hole  of  the  prqjectile. 

f  This  valukble  fiiM  wu  InTented  bj'  tlie  late  Mr.  Cttus  Alger,  of  Boston,  Uu- 
Hchusetta,ln  IMS. 
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of  sheet  lead  to  prevent  accidental  ignition ;  before  load- 
ing, this  disk  is  removed.  The  time  of  burning  is  reg- 
ulated by  the  proportion  of  the  ingredients  of  the 
composition ;  and  this  is  indicated  by  the  number  d 
seconds  marked  on  the  paper  case.  In  firing  over  land, 
the  water-cap  is  omitted,  and  the  brass  plug  may,  fix 
the  sake  of  economy,  be  replaced  by  a  wooden  ona 
One  advant^e  of  this  form  of  fiize  is,  that  the  bursting- 
cha:^  may  Iw  put  in,  or  taken  out,  after  the  fuze-plug 
has  been  driven. 

374.  Conc«MloB-lnxe.  A  concussion-fuze  is  made 
to  operate  by  the  ehock  of  the  dischaige,  or  by  the 
shock  experienced  in  striking  the  object,  and  is  applies 
ble  to  spherical  projectiles.  One  of  the  simplest,  aswdl 
as  one  of  the  most  effective,  concussion-fuzes  is  that  in- 
vented by  Captain  Sj>lingard,  of  the  Belgian  serrice; 
and  for  the  purpose  of  illustrating  the  principle  of  this 
class  of  fuzes,  it  may  be  proper  to  give  an  outline  of  its 
construction. 

It  is  composed  of  two  principal  parts,  the  woodoi 
plug,  and  the  i)aper-fuze.     The  chief  pecu- 
liarity lies  in  the  arrangement  of  the  paper- 
fuze.     Tlie   case    (<7,  fig.    1:2G),  is  made  of 
pa])er,  rendered  incombustible  by  a  solution 
of  sulphate  of  ammonia  and  alum,  and  filled 
with  fuze  comjiosition  (A)  of  variable  quick- 
neas  of  liuming.     A  long  cavity  is  formed  in 
the  lower  part  of  the  comj>ositioii,  by  driving 
it  around  a  spindle,  as  in  a  RKket ;  this  cav- 
ity is  filled  with  moist  plaster  of  Paris,  and  a      Fig.  ut 
long  needle  is  inserted  in  it,  nearly  to  the  bottom  of  tie 
plaster,  forming  a  tube  (r)  enclosed  in  and  supported 
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by  the  composition.  The  composition  is  ignited  in  the 
usaal  way,  at  the  top,  and,  as  it  bums  away,  leaves  s 
portion  of  the  plaster  tube  unsupported ;  when  the  ehell 
strikes  ita  object,  the  shock  breaks  off  the  unsupported 
part  of  the  tube,  pnd  the  flame  of  the  composition  im- 
mediately communicates  with  the  bursting-charge ;  if 
the  tube  do  not  break,  the  composition  bums  up,  and  the 
buTstiDg-charge  is  ignited,  as  in  an  ordinary  time-fiize. 
The  upper  portion  of  the  composition  bums  away  quick- 
ly, in  order  to  leave  the  tube  unsupported  soon  after 
the  projectile  leaves  it  piece. 

375.  PcrcoMloa-nue.  A  percussion-fuse  explodes  by 
the  striking  of  some  particular  point  of  a  projectile 
against  an  object,  as  in  the  case  of  rifle-caunon  projectiles. 

One  of  the  best  and  simplest  forms  of  this  kind  of 
fuze  is  the  ordinary  percussion-cap  placed  on  a  cone 
affixed  to  the  point  of  the  projectile.  The  piece  to 
which  the  ame  is  attached  may  be  fixed  or  movable ; 
in  either  case,  the  apparatus  should  be  covered  with  a 
safety-cap  to  prevent  the  percussion-cap  from  taking 
fire  by  the  discharge  of  the  piece. 

■  Fig.  12T  represents  a  fuze  of  the  per- 
cussion kind,  in  which  i  is  a  movable 
cone-piece,  bearing  a  miisket-cap  (c)  ;  and 
a  i9  the  safety-cap  which  covers  the  fiize-  ■ 
hole.  When  the  projectile  is  set  in  mo- 
tion, the  cone-piece,  or  "  plunger,"  by  its 
■  inertia,  presses  against  the  shoulders  of 

***  ^'''*         the   ftize-hole;*   when   its   motion  is  ar-"" 

*  Tbo  plimger  ia  kept  in  iM  ptaoe  bj  a  paper  washer,  tho  diameler  of  which 
Is  k  little  larger  than  that  of  the  fuse-hole ;  before  loading  tho  piece,  tho  plunger 
■honld  be  eiamined,  to  see  that  it  is  not  clogged  bj  the  powder  contained  in  the 
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resteil,  the  inertia  of  the  cone-piece  causes  the  percifr 
Ri<>iM*ap  to  impinge  against  the  safety-cap,  which  pro* 
<luces  explosion.  The  explosion  of  the  projectile  miy 
l>e  made  to  take  place  at  any  desired  time,  after  the  ex- 
pulsion of  the  cap,  by  interposing  grain,  or  mealed  pow- 
der, between  the  cap  and  bursting-charge. 


FIREWORKS  FOR  SIGNALS. 

The  preparations  employed  for  signals  are  rodceUuA 
Uue-lighUi. 

376.  §iviiai  rocketA.  The  principal  parts  of  a  sognal 
rocket  are  the  ca^  (a),  the  composition  (ft),  the  pot  (r), 
the  decorations  (<?),  and  the  stich  (/). 


Fig.   128. 

(h'^e.  Tlie  case  is  made  by  rolling  stout  jmper  covered 
on  ont*  side  with  paste,  aroimd  a  former,  and  at  the 
same  time  applying  a  pressure  initil  all  the  layers  adhere 
to  t*ac-li  otluT.  The  vent  is  formed  by  chokin<r  one  end 
of  the  case,  and  wrapping  it  with  twine.  WTien  the 
case  is  trimmed  and  dried,  it  is  ready  for  driving  the 
com{K)sition. 

(h?/ijfos'itio/t.  A  variety  of  compositions  are  employed 
for  signal  rockets ;  the  best  can  only  be  determined  by 
trial,  as  it  varies  with  the  condition  of  the  ingredients 
Tlie  following  proportions  are  used  at  the  West  Point 
laboratory : 
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NITRB. 

SULPIIUB. 

CHABCOAL. 

12 

2 

3 

o  increase  the  length  and  brilliancy  of  the  trai],  add 
*eel,  or  cast-iron  filings. 

Deriving.  The  case  is  placed  in  a  copper  mould  which 
IBS  a  conical  spindle  attached  to  the  centre  of  its  base, 
o  form  the  bore ;  the  composition  is  driven  with  twenty- 
me  blows  of  the  mallet..  The  first  and  second  drifts  are 
Dade  hollow  to  fit  over  the  spindle,  and  the  third  is 
iolid.  The  top  of  the  case  is  closed  by  moist  plaster  of 
?aii&j  which  is  one  diameter  thick,  and  perforated  with 
i  hole  for  the  passage  of  the  flame  fix)m  the  burning 
x>mposition  to  the  pot.  The  rocket  is  primed  by  insert- 
ng  a  strand  of  quick-match  into  the  bore,  after  which 
t  is  coiled  up,  and  covered  with  a  paper  cap,  until  re- 
[uired  for  use. 

JPot  The  pot  is  formed  of  a  paper  cylinder  slipped 
>ver,  and  pasted  to  the  top  of  the  case  ;  it  is  surmounted 
inth  a  paper  cone,  filled  with  tow.  The  object  of  the 
K)t  is  to  contain  the  decorations  which  are  scattered 
ilirough  the  air  by  the  explosion  which  takes  place 
^hen  the  rocket  reaches  the  summit  of  its  trajectory ; 
ihe  explosion  is  produced  by  a  small  charge  of  mealed 
>owder. 

Decorations.  The  decorations  of  rockets  are  stars^ 
}erp€rUSy  marrons^  gold  rain^  rain  of  fire ^  &c. 

Sta/ts.  Stars  are  formed  by  driving  the  composition, 
noistened  with  alcohol  and  gum-arabic  in  solution,  in 
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port-fire  moulds.   It  is  then  cut  into  lengths  about  f  k, 
and  dredged  with  mealed  powder. 


White. 


HITBX. 

S17LPHCB. 

-> 

1 

MKALKD   POWDSB.         ! 

I 

7 

3 

2 

1 

JRed. 


CHLORATE   OF 

SULPHUR. 
P0TA88A. 

LAMPBLACK. 

VTTRATI   or 
BTBOimA. 

1 

7^4                     1 

1                          ! 

la     ! 

-ij 

Blv£. 


i 

CHLORATE    OF    POTAS8A. 

SULPHUR. 

_=j 1 

AMMOKTACAL    SULPHATE  | 
OF   COPPER. 

3 

1 

1 

Yellow. 


CHLORATE    OF 
POTA8SA. 

SULPHUR. 

SULPHATE     OF 
8TR0NTIA. 

EICAEBOEATI 
OF  SODA. 

4 

2 

1 

1 

=1 


Serpen  tjn.  The  ca^  of  a  serpent  is  similar  to  that 
of  a  rocket,  but  tlie  interior  diameter  is  only  0.4  inch. 
The  composition  is  driven  in,  and  the  top  is  closett  with 
moist  plaster  of  Paris.   It  is  primed  by  inserting  a  snuJl 


BLUE-LIGHT. 


369 


>iece  of  quick-match  through  the  vent ;  it  may  be  made 
;o  explode  by  driving  mealed  powder  over  the  composi- 
iion.     The  composition  is — 


KITRB. 

8ULPHCR. 

MIALBD    POWDBR. 

CHARCOAL. 

3 

3 

16 

i 

Marrons.  Marrons  are  small  paper  shells,  or  cubes, 
illed  with  grained  powder,  and  primed  with  a  short 
>iece  of  quick-match,  which  is  inserted  in  a  hole  punc- 
iured  in  one  of  the  comers.  To  increase  the  resistance 
)f  the  shell,  it  is  wrapped  with  twine,  and  dipped  in 
nt  composition. 

Stick.  The  stick  is  a  tapering  piece  of  pine,  about 
line  times  the  length  of  the  case,  and  is  tied  to  the  side 
)f  the  case  to  guide  the  rocket  in  its  flight.  The  posi- 
ion  of  the  centre  of  gravity  depends  on  the  diameter  of 
lie  case ;  for  a  2-in.  rocket  it  should  be  2^  in.  in  rear  of 
he  vent;  and  it  is  verified  by  balancing  on  a  knife- 
^dge.  The  prescribed  dimensions  of  the  stick  should 
t)e  observed,  for,  if  the  stick  be  too  heavy,  the  rocket 
will  not  rise  to  a  proper  height ;  if  it  be  too  light,  it 
mil  not  rise  vertically. 

377.  Biue-ili^t*  A  very  brilliant  bluish  light  may  be 
made  of  the  following  ingredients,  viz. : 


NITBE. 

BULPHUB. 

RBALGAR. 

I 
HSALKD  POWDBR. 

14 

3.7 

1 

1 

The  brilliancy  depends  on  the  purity  and  thorough 

24 
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incoq>oration  of  the  ingredients.  The  compcMsition  may 
he  <lriven  in  a  paper  ease,  and  afterward  cut  off  to  suit 
the  re<  juired  time  of  homing.  Both  ends  of  the  case  are 
closed  with  paper  caps,  and  prime<l  vnth  quick-match, 
in  onler  that  one  or  1x>th  ends  may  be  lighted  at  pleas* 
ure.  A  light  in  which  the  composition  is  1.5  indies 
diameter  can  be  easily  distinguished  at  the  distance  of 
15  miles. 

INCENDIARY  FIREWORKS. 

Incendiary  preparations  txr^fire^one^  carcasae^^  incei^ 
dianj-match^  and  hot  ^hot 

378.  lire-«toBe.  Fire-stone  is  a  com])osition  tbit 
bums  slowly,  but  intensely;  it  is  placeil  in  a  shell, 
along  with  the  bursting-charge,  for  the  purpose  of  set- 
ting fire  to  ships,  buildings,  &c. 

ComjiOHitiofu     It  is  ct>mj)ose<l  of — 


NITRE.  SU  LriirU.  ANTIMONY. 


L 


10        I  4  '  1 


ROSIN. 

I 

,1 


I 


Prepanition.  In  a  funiace  of  the  second  kind,  or  in 
a  kettle  in  the  oj)en  air,  melt  together  one  part  of  y/itf/- 
tontallmc  and  imei>aTtoftfirj)entin<^;  the  com|K>situ>n, 
having  been  ])n)j)erly  pulv(»rized  and  mixe<l,  is  added  to 
the  melted  tallow  and  tur]>entine,  in  small  quantities. 
Each  ])<)rti()n  of  the  c*om|K)sitiou  should  \ye  well  stirred 
witli  lonu:  wcKxleii  spatulas  to  prevent  it  fix>m  taking 
lire,  and  each  j)ortion  should  be  melted  before  another 
is  added.  • 
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Hew  used.  When  fire-stone  is  to  be  used  in  sheUs, 
\  is  east  into  cylindrical  moulds,  made  by  rolling 
>cket-paper  around  a  former,  and  securing  it  with 
lue.  A  small  hole  is  formed  in  the  composition  by 
placing  a  paper  tube  in  the  centre  of  each 
mould  (a,  fig.  129).  When  the  melted 
composition  has  become  hard,  this  hole  is 

Pig.  129.  filled  with  a  priming  of  fuze  composition, 
riven  as  in  the  case  of  a  fuze.  The  object  of  this 
riming  is  to  insure  the  ignition  of  the  fire-stone  by  the 
ame  of  the  bursting  charge. 

There  are  two  sizes  of  moulds,  the  largest  for  shells 
lx>ve  the  8-in.,  and  the  other  for  the  8-in.  and  all 
elow  it. 

379.  CarcsM.  A  carcass  is  a  hollow  cast-iron  projec- 
le  filled  ^vith  burning  composition,  the  flame  of  which 
sues  through  four  fiize-holes,  to  set  fire  to  combustible 
bjects. 

Composition.  The  composition  is  the  same  as  for  port- 
res,  mixed  wth  a  small  quantity  of  finely-chopped  tow^ 
id  as  much  white  tiupentine  and  spirits  of  turpeiUine 
\  will  give  it  a  compresi^iible  consistency. 

J^ reparation.  The  comjmsition  is  compactly  pressed  . 
to  the  carcass  ^vith  a  drift,  so  as  to  fill  it  entirely. 
;icks  of  woo<l  0.5  in.  diameter  are  then  inserted  into 
ich  fuze-hole,  with  the  points  touching  at  the  centre, 
»  that  when  ^vithdrawn  corresponding  holes  shall  re- 
ain  in  the  composition.  In  each  hole,  thus  formed, 
tree  strands  of  quick-match  are  inserted,  and  held  in 
ace  by  drj^  port-fire  composition,  which  is  pressed 
ound  them.  About  three  inches  of  the  quick-match 
uigs  out  when  the  carcass  is  inserted  in  the  piece ;  pre- 


372  PTROTECIINY. — FIREWORKS    FOB   UGBT. 

viously  to  that,  it  is  i-oiled  up  in  the  fuze-hole,  and  clo«d 
with  a  patch  of  cloth  (lipped  in  melted  kit. 

A  t-innmon  nhM  may  l>e  loaded  as  a  carcass  by  plaong 
th('  burstiii}{H>harge  on  the  l>ottom  of  the  cavity,  and 
cH»v(Ting  it  with  carcass  composition,  driven  in  until  tbe 
shell  is  nearly  full,  and  then  inserting  four  or  five  struidi 
of  (piick-niatch,  secure<l  by  driving  more  compositioiL 
This  projectile,  atter  burning  as  a  carcass,  explodes  as  a 
shell. 

;^so.  inceBdlarjr  match.  Incendiary  match  is  made 
by  boiling  slow-match  in  a  saturated  solution  of  nitre; 
drA'ing  it ;  cutting  it  into  pieces,  and  plunging  it  into 
melted  fire-stone.    It  is  princi])ally  used  in  loaded  ahelk 

881.  Hotshot.  For  the  purpose  of  setting  fire  to 
w<MKhM)  vessels,  buildings,  &q.^  solid  shot  are  heated  in 
a  furnace,  befon*  firi'^g?  to  a  red  heat*  The  time  required 
to  heat  a  42-jMlr.  shot  to  a  red  heat  is  al>out  half  an 
hour.  The  ])recaution8  to  }>e  observed  in  loading  hot 
shot  are,  that  the  cartridge  be  perfectly  tight,  so  that  the 
j)ow(lrr  shall  not  scatter  along  the  l)ore,and  that  a  wad 
of  pure  clay,  or  hay,  soaked  in  water,  l)e  interposed  be- 
tween the  cartridge  and  the  shot.  When  properly 
loaded,  the  shot  may  be  allowed  to  cool  without  igniting 
the  charge. 


FIREWORKS  FOR  LIGHT. 

Tlie  preparations  for  producing  light  are  Jire-iaU^. 
liijhtJKilh^  tarrtil  VinlcH^ pitcliHl faJH^inea^  and  torches. 

*  In  tiio  British  8oa-oaa8t  son'ioo  phellM  arc  used  for  inccndiarj  purpoietbrffi* 
ii)^  tlu-Tii  \\it)i  moIU'ii  iron  drawu  fn»in  a  Hmall  ciipola  funiace.  If  the  shell  be 
hrnkfii  (III  strikiiifT,  tho  hot  iron  i.«  pcattcml  otmut :  if  it  be  not  broken,  the  heat  pew- 
tratoM  tlirrtu^h  the  8hell  with  PufRcient  intensity  to  rot  wood  on  fire. 
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A  fire-ball  is  an  oval-sliaped  canvas 
sack,  filled  with  combustible  composition 
(%.  130).  It  is  intended  to  be  thrown 
from  a  mortar  to  light  up  the  works  of 
an  enemy,  and  is  loaded  with  a  shell  to 
prevent  it  from  being  approached  and  ex- 
tinguished. 

Sack.    The  sack  is  made  of  stul-cloth, 
cut  into  three  oval  pieces  or  gores,  aud         *"i8-  i^o. 
eewed  together  at  their  edges.     Several  thicknesses  of 
cloth  may  be  used,  if  necessarj'.    One  end  of  the  sack  is 
left  open,  and,  after  being  sewed,  it  is  turned  to  bring 
the  seam  on  the  inside. 

ChmpoHtion.     The  composition  for  a  fire-ball  consists 
of— 


KITBS. 

BCLPHrH. 

>™.o»,. 

8 

2 

1 

After  being  pulverized,  mixed,  and  sifted,  the  compo- 
ntion  is  moistened  with  one-thirtieth  of  its  weight  of 
water,  and  again  passed  through  a  coarse  sieve.  The 
ball  is  filled  by  pouring  a  layer  of  composition  into  the 
Back,  and  placing  the  shell  (fuze  down)  upon  it ;  after 
this,  the  composition  is  well  rammed  around  and  above 
the  shell,  and  the  sack  is  closed  at  the  top. 

Finishing.  The  bottom  of  the  sack  is  protected  from 
the  force  of  the  charge  by  an  iron  cup  (a),  called  a  culot, 
and  the  whole  is  covered  and  strengthened  with  a  net- 
work of  spun-yam,  or  wire,  and  then  overlaid  with  a 
composition  of  pitch,  rosin,  Slc      ' 
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A  fire-ball  is  primed  by  driving  into  the  top  of  the 
composition  a  greased  wooden  pin  about  three  inches 
deep,  and  filling  the  hole  thus  formed  with  fuze  com- 
position,  driven  as  in  a  fiize ;  space  is  left  at  the  top  of 
each  hole  for  two  strands  of  quick-match,  which  are 
fastened  by  driving  the  composition  upon  them.  The 
fuze-hole  is  covered  with  a  patch  saturated  with  kit 
composition,  which  is  a  mixture  of  rosin,  beeswax,  pitch, 
and  tallow. 

388.  Ui^MMai.  Light-balls  are  made  in  the  same 
manner  as  fire-balls,  except  that,  being  used  to  light  up 
our  own  works,  the  shell  is  omitted. 

384.  Tarred  links*  Tarred  links  are  used  for  lighting 
up  a  rampart,  defile,  <fec.,  or  for  incendiary  purposes. 
They  consist  of  coils  of  soft  rope,  placed  on  top  of  each 
other,  and  loosely  tied  together ;  the  exterior  diameter 
of  the  coil  is  6  inches,  and  the  interior  3  inches.  They 
are  immersed  for  alx)ut  ten  minutes  in  a  composition  of 
20  parts  of  j)itch,  and  one  of  taiIou\  and  then  shaped  under 
water ;  when  dr}',  they  are  plunged  in  a  composition  of 
equal  parts  of  piUh  and  ro^in^  and  rolled  in  tow  or  saw- 
dust. To  prevent  the  composition  from  sticking  to  the 
hands,  they  should  be  previously  covered  with  linseed 
oil. 

Iloiv  ib^eJ,  Two  links  are  put  into  a  rampart  grate^ 
separated  by  shavings.  Tliey  l)um  one  hour  in  calm 
weatlier,  and  half  an  hour  in  a  high  wind,  and  are  not 
extinguished  by  rain.  To  light  up  a  defile,  the  links 
are  placed  about  250  feet  apart;  to  light  up  a  march, 
the  men  who  carry  the  grates  should  l>e  placed  to  the 
leeward  of  the  column,  and  about  300  feet  apart 

385.  Pitched  mscines.  Fagots  of  ^Hne-twigSy  or  other 
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very  combustible  wood,  about  20  in.  long  and  4  in.  diam- 
eter, tied  in  three  places  with  iron  wire,  may  be  treated 
in  the  same  manner,  and  used  for  the  same  purposes  as 
links.  The  incendiary  properties  of  pitched  fascines 
may  be  increased  by  dipping  the  ends  in  melted  rock- 
fire;  when  used  for  this  purpose,  they  are  placed  in 
piles  intermingled  with  shavings,  quick-match,  bits  of 
port-fires,  &c.,  in  order  that  the  whole  may  take  fire  at 
once. 

386.  Torches.  A  torch  is  a  ball  of  rope  impregnated 
with  an  inflammable  composition,  and  is  fastened  to  the 
end  of  a  stick,  which  is  carried  in  the  hand. 

Preparation.  Old  rope,  or  slow-match,  well  beaten 
and  untwisted,  is  boiled  in  a  solution  of  equal  parts  of 
water  and  nitre;  after  it  is  dry,  tie  three  or  four  pieces 
(each  four  feet  long)  around  the  end  of  a  pine  stick, 
about  two  inches  diameter,  and  four  feet  long ;  cover 
the  whole  with  a  mixture  of  equal  parts  of  sulphur  and 
mealed  powder,  moistened  ^vith  brandy,  and  fill  the 
intervals  between  the  cords  with  a  paste  of  three  parts 
of  sulphur  and  one  of  quicklime.  When  it  is  dry, 
cover  the  whole  with  the  following  composition : 


PITCH. 

VKNICK  TUBPKNTINK. 

TURPCNTINR. 

3 

3 

+ 

Haw  v^sed.  Torches  are  lighted  at  the  top,  which  is 
cracked  with  a  mallet ;  they  bum  fron^  one  and  a  quar- 
ter to  two  hours.  In  lighting  the  march  of  a  column, 
the  men  who  carry  torches  should  be  about  100  feet 
apart 
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OFFENSIVE  AND  DEFENSIVE  FIKEWORKS. 

The  principal  preparations  of  this  class,  employed  in 
modem  warfare,  are  hdgs  of  powder  and  lightrbarreh. 

387.  Bavi  of  powder.  Bags  or  cases  of  powder  may 
be  used  to  blow  down  gates,  stockades,  or  form  breaches 
in  thin  walls.  The  petard  was  formerly  employed  for 
these  pm^ses,  but  it  is  now  generally  thrown  aside. 

From  trials  made  in  England,  it  has  been  shown  that 
a  sand-bag  (covered  with  tar,  and  sanded  to  prevent  it 
from  sticking)  containing  50  lbs.  of  powder,  has,  suffi- 
cient force  to  blow  down  a  gate  formed  of  4-inch  oak 
scantling,  and  supported  by  posts  10  inches  in  diameter, 
and  8  feet  apart;  and  a  bag  containing  60  lbs.  of  pow- 
der, and  weighted  with  two  or  three  bags  of  earth,  has^ 
sufficient  force  to  make  a  large  hole  in  a  14-iuch  brick: 
wall.      The  effect  of   the  explosion  may  be  much  in« 
creased  ])y  making  three  sides  of  the  bag  with  leather, 
and  the  fourth   of  canvas,  which  should   rest  against 
the   o])ject.      A  8uital)le  means  of  exploding  bags  of 
powder  is  a  time-fuze^  or  the  ordinary  safety-fuze  for 
blasting  r^cks. 

388.  £.i(rht.barrel.  A  light-barrel  is  a  common  pow- 
der-barrel pierced  with  niunerous  holes,  and  filleil  with 
shavings  that  have  been  soaked  in  a  composition  of 
pitch  and  rosin;  it  serves  to  light  up  a  breach,  or  tbe 
bottom  of  a  ditch. 

ORNAMENTAL  FIREWORKS. 

389.  Object,  Ac.  Ornamental  fireworks  are  employed 


I 


to  celebrate  great  events,  as  victories,  treaties  of  peace, 
funerals,  &c.  They  are  divided  mto  Jixed pieces ^  mov- 
(Me  pieces^  decorative  pieces^  and  preparations  for  comr 
municating  fire  from  one  part  of  a  piece  to  another. 
The  different  effects  are  produced  by  modifying  the  pro- 
portions of  the  ingredients  of  the  burning  composition, 
so  as  to  quicken  or  retard  combustion,  or  by  introducing 
substances  that  give  color  and  brilliancy  to  the  flame. 
The  fixed  pieces  are  lances^  petards^  gerbes^  fi>ames^  Ac. 

390.  l^nce.  Lances  are  small  paper  tubes  from  0.2 
to  0.4  in.  diameter,  filled  with  a  composition  which  emits 
a  brilliant  light  in  burning 
(a,  fig.  131).  Instead  of  a  sin- 
gle composition,  each  lance 
may  contain  two  or  more  ^-  i3i- 
compositions,  which,  in  turn,  emit  different-colored 
flames.  The  case  should  be  as  thin  as  possible,  in  order 
that  the  color  of  the  flame  of  the  composition  may  not 
be  affected  by  that  of  the  paper.  Lances  are  generally 
employed  to  form  figures ;  this  is  done  by  dipping  one 
end  in  glue,  and  sticking  them  in  holes  arranged  after 
a  certain  design,  in  a  piece  of  wood- work. 

391.  Petard.  Petai'ds  are  small  paper  cartridges  filled 
with  powder.  One  end  is  entirely  choked,  and  the 
other  is  left  partially  open  for  the  passage  of  a  strand 
of  quick-match,  destined  to  set  fire  to  the  powder. 

A  petard  is  usually  placed  at  the  fixed  end  of  a  lance, 
that  the  flame  may  terminate  with  an  explosion  (J,  fig. 
131);  they  are  also  used  to  imitate  the  fire  of  mus- 
ketry. 

392.  CSerbe.  Gerbes  are  strong  paper  tubes  or  cases, 
filled  with  a  burning  composition.     The  ends  are  tamped 
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witli  moist  plaster  of  Paris  or  clay;  through  one,  a  hole 
is  l>ore(l,  extending  a  short  distance  into  the  compod- 
tion,  that  it  may  emit  a  long  sheaf  or  gerbe  of  brilliant 
sparks. 

The  diameter  of  the  case  is  about  one  inch,  and  the 
length  depends  upon  the  required  time  of  burning. 
The  number  of  blows  to  each  ladleful  of  composition 
is  ten. 

Gerbes  are  secured  to  the  frame  of  the  piece  with  wire 
or  strong  twine,  and  pointed  in  the  direction  that  the 
flame  is  to  take. 

Composition. 


1 


MSALKD  POWDER. 


32 


NITBS. 


16 


SULPHTTB. 


10 


CAST-IBOJI    FILINQ8 
MIXED  WITH   SULPBTB. 


26.4 


393.  Fiaaie.  Flames  consist  of  lance  or  star  compo- 
sition, driven  into  paper  cases  or  earthen  vases.  The 
diameter  of  the  ]>urning  surface  should  be  large,  to  give 
intensity  to  tlie  flame.  Lance  composition  is  driven 
dr} ,  and  with  slight  pressure.  Star  composition  should 
be  moistened,  and  driven  vnXh  greater  pressure  than  the 
preceding. 


MOVABLE  PIECES. 

The  moval)le  pieces  are  ^ky-roeketif^  tourbiUions^aaxons, 
jet^^  Roman  candUs^  paper  ^lidU^  <fec. 

394.  Sky-rocket.  Sky-ix)ckets  are  the  same  as  the 
signal-rockets  before  descri]>ed,   except  that  the  com- 


JETS. 
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position  is  arranged  to  give  out  a  more  brilliant  train 
of  fire. 

Composition. 


mALSD  POWDEB. 

KITRK. 

SULPHUB. 

CA8T-IROK  FIUN08. 

122 

80 

40 

40 

395.  Tonrbiiiioii.  The  tonrbillion  is  a  case  filled  with 
sky-rocket  composition,  and  which  moves  with  an  up- 
ward spiral  motion.  The  spiral  motion  is  produced  by 
six  holes — ^two  lateral  holes  (one  on  each  side),  for  the 
rotary  motion,  and  four  on  the  under  side,  for  the  up- 
ward motion.  It  is  steadied  by  two  wings  formed  by 
attaching  a  piece  of  a  hoop  to  the  middle  of  the  case, 
and  at  right  angles  to  its  length. 

To  give  it  a  proper  initial  direction,  a  hole  is  made 
through  the  centre  of  the  case  to  fit  on  a  vertical  spin- 
dle, which  is  fastened  to  an  upright  post. 

896.  taxon.  The  saxon  is  the  same  as  the  tour- 
billion,  except  that  it  is  only  pierced  with  the  central 
and  two  lateral  holes,  and  has  no  wings.  The  central 
hole  is  placed  on  a  horizontal  spindle,  and  the  piece  has 
the  appearance  of  a  revolving  sun. 

897.  MetM.  Jets  are  rocket-cases  filled  with  a  burning 
composition  ;  they  are  attached  to  the  circumference  of 
a  wheel,  or  the  end  of  a  movable  arm,  to  set  it  in 
motion.  They  also  pro<luce  the  effect  of  gerbes ;  and  to 
increase  the  circle  of  fire,  they  ai-e  inclined  to  the  radius 
at  an  angle  of  20^  or  30^. 
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Composition. 


MEALED  POWDKK. 

NITBE. 

BULPBUB. 

CAST-IRON  FnJNOS. 

50 

36.5 

15 

24.6 

1 

398.  Roman  candles.  A  Roman  candle  is  a  strong 
pai)er  tube  containing  stars,  which  are  successively 
thrown  out  by  a  small  charge  of  powder  placed  under 
each  star.  A  slow-burning  composition  is  placed  over 
each  star  to  prevent  all  of  them  from  taking  fire  at 
once. 

Slmv  Composition. 


MKALSD   POWDER. 

1 
i'HARCOAT. 

2 

1 

399.  Paper  shell.  This  piece  is  a  paper  shell  filled 
with  decorative  pieces,  and  fired  from  a  common  mortar. 
It  contains  a  small  bursting-charge  of  powder,  and  has 
a  fuze  regulated  to  ignite  it  when  the  shell  reaches  the 
sununit  of  its  trajector^^ 

The  shell  is  made  by  pasting  several  layers  of  thick 
paper  over  a  sphere  of  wood,  cutting  the  covering  thus 
formed  in  halves,  so  as  to  remove  the  sphere,  joining  the 
halves  again,  and  pasting  paper  over  them  until  the 
thickness  is  sufficient  to  resist  the  charge  of  the  mortar. 

400.  Decorative  piecen.  Decorative  ]>ieces  ai'e  Mar^ 
seipeiitSj  irmrrons^  <fec.,  described  imder  the  head  o\ 
roc-kets. 

401.  For  communicatini^  fire.     Preparations  for  ci>m- 
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municating  fire  from  one  piece  to  another  are  quich 
iihotch^  leaders^  part-fires^  and  mortar-fuzes. 

The  leader  is  a  thin  paper  tube  containing  a  strand 
of  quick-match,  and  it  is  united  to  a  piece  by  pasting 
pieces  of  paper  over  the  joint.  If  the  piece  is  to  be  fired 
at  once,  the  leader  may  be  omitted,  and  strands  of  quick- 
match  tied  together  used  in  its  place. 

402.  Oenerai  remark.  The  foregoing  pieces  are  gen- 
erally mounted  on  pieces  or  frames  of  light  wood,  and 
are  susceptible  of  being  combined  so  as  to  produce  a 
great  variety  of  striking  effects. 
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PART  IL 


CHAPTER  VIIL 

SCIENCE  OF  GUNNERY. 

The  science  of  gunnery  treats  of  the  motion  of  pro- 
jectiles, and  of  their  eflfects.  Ballistics  is  that  hranch 
of  the  science  of  gunnery  which  treats  of  the  motion  of 
projectiles. 

403.  HMorr  of  baiiisUct.  Ancient  artillerists  consid- 
ered that  the  trajector}',  or  path  describeil  by  a  ppojee- 
tile  after  it  left  its  piece,  was  composed  of  three  distinct 
j)arts: — 1st.  Tlie  violent^  which  approached  a  straight 
line.  2d.  The  middle ^  or  mixed ^  which  was  a  circle.  3<i 
The  hist,  or  jiatund^  wliich  was  also  a  right  line. 

lartcujUa^  an  Italian  engineer,  invented  the  quadrant 
for  measuring  elevations,  which  he  di\4ded  into  twelve 
])ai'ts,  and  ])y  which  he  was  able  to  c*ompare  the  ranges 
of  different  cannon,  fired  imder  the  same  or  different 
degrees  of  elevation.  He  demonstnited  that  no  portion 
of  the  trajectory  was  a  right  line,  and  that  the  angle 
which  gave  the  givatest  I'ange  was  45**. 

Crcddw.  About  1G98,  Galileo  discovered  the  laws 
which  govern  the  fall  of  bodies,  and  from  these  he  dem- 
onstrated that  the  curve  descril>ed  by  a  projectile, 
throANTi  in  a  direction  oblique  to  the  horizon,  is  a  pa- 
rabola, the  axis  of  which  is  vertical     He  did  not  con- 
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sider  that  the  air  offered  any  material  resistance  to  the 
motion  of  artillery  projectiles. 

Neiotoii.  About  1723,  Newton  demonstrated  that  the 
curve  described  by  a  spherical  projectile  in  the  air,  was 
far  from  being  a  parabola;  that  the  two  branches  were 
dissimilar,  and  that  the  descending  branch  would  be- 
come vertical  if  sufficiently  prolonged.  While  he  con- 
sidered the  resistance  of  the  air  proportioned  to  the 
square  of  the  velocity,  he  did  not  conceal  the  fact  that 
this  was  but  an  approximation  to  the  true  relation, 
which  remained  to  be  determined  by  experiment. 

Robins.  About  1765,  Robins  invented  an  instrument 
for  determining  the  initial  velocity  of  a  projectile,  called 
the  ballistic  pendulum,  by  which  he  was  able  to  show 
that  the  range  in  vacuo  was  much  greater  than  in  air. 
He  also  discovered  that  the  rotary  motion  which  spher- 
ical projectiles  generally  assume  around  their  centres 
of  gravity,  will  cause  them  to  deviate  from  their  true 
direction. 

Hutton.  Hutton,  who  lived  about  the  beginning  of 
the  present  century,  improved  the  ballistic  pendulum, 
and  applied  it  to  determine  the  true  law  of  the  resist- 
ance of  the  air,  as  exemplified  in  projectiles  of  small 
calibre. 

At  Metz,  in  1839  and  '40,  further  experiments  were 
made  on  the  resistance  of  the  air  to  projectiles  of  large 
size,  moving  with  high  velocities,  and  the  law  of  varia- 
tion was  determined  with  great  accuracy. 

INITIAL  VELOCITY. 

404.     FimdaHieBtal  qnettlont.    The  subject  of  ballis- 
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ties  presents  two  fundamental  questions :  Ist.  To  deter- 
mine the  initial  velocity  of  a  projectile  for  a  known 
piece  and  charge  of  powder.  2d.  Knowing  the  initial 
velocity  and  angle  of  projection,  to  determine  the  rai^, 
time  of  flight,  remaining  velocity,  and,  in  fact,  all  the 
circumstances  of  the  projectile's  motion. 

405.  Definltioii  of  veifMslties.  The  velocity  of  a  pro- 
jectile, at  any  point  of  its  flight,  is  the  space  in  /«<, 
passed  over  in  a  second  of  time,  with  a  continuous,  UDi- 
form  motion.  Initial  velocity  is  the  velocity  at  the 
muzzle  of  the  piece ;  remaining  velocity  is  the  velocity 
at  any  point  of  the  flight ;  terminal  velocity  is  the  ve- 
locity with  which  it  strikes  its  object ;  and  final  velocity 
of  descent  in  air,  is  the  uniform  velocity  with  which  a 
projectile  moves,  when  the  resistance  of  the  air  becomes 
equal  to  the  accelerating  force  of  gravity. 

The  initial  velocity  of  a  projectile  may  be  determined 
by  the  principles  of  mechanics  which  govern  the  action 
of  the  powder,  the  resistance  of  the  projectile,  cfec,  or  by 
direct  experiment. 

406.  By  meclianlcal  principles.  The  instant  that 
the  charge  of  a  fire-arm  is  converted  into  gas,  it  exerts 
an  expansive  effort  which  acts  to  drive  the  projectile 
out  of  the  bore.  If  the  gaseous  mass  be  divided  into 
elementary  sections  perpendicular  to  its  length,  it  will 
be  seen  that,  in  their  efforts  to  expand,  each  section  has 
not  only  to  overcome  its  own  inertia,  but  the  inertia  of 
the  piece  and  projectile,  as  well  as  the  inertia  of  the  sec- 
tions which  precede  it.  Tlie  tension  of  each  section, 
therefore,  increases  from  the  extremities  of  the  charge  io 
some  intermediate  point  where  it  is  a  maximum.  The 
pressure  on  all  sides  of  the  section  of  maximum  density 
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being  equal,  it  will  remain  at  rest,  while  all  the  others 
will  move  in  opposite  directions,  constantly  pressing 
against  the  projectile  and  piece,  and  accelerating  their 
velocities. 

As  the  projectile  moves  in  the  bore,  the  space,  in 
which  the  gases  expand  is  increased,  while  their  density 
is  diminished ;  it  follows  that  the  force  which  sets  a  pro- 
jectile in  motion  in  a  fire-arm  varies  from  several  causes ; 
1st.  It  varies  as  the  space  behind  the  projectile  increases, 
or  as  the  velocity  regarded  as  a  function  of  the  time ; 
2d.  It  varies  throughout  the  column  of  gas  for  the  same 
instant  of  time ;  and  3d.  It  varies  from  the  increasing 
quantities  of  gas  developed  in  the  successive  instants  of 
the  combustion  of  the  powder. 

Piobert  has  made  the  movement  of  a  projectile  in  a 
fire-arm  the  subject  of  a  very  elaborate  analytical  inves- 
tigation, based  on  the  mechanical  principled  of  the  con- 
servation of  the  motion  of  the  centre  of  gravity,  living 
forces,  and  Rumford's  formula  for  the  relation  between 
the  density  and  pressure  of  fired  gunpowder. 

Formula  for  initial  velocity.  By  supposing  the  weight 
of  the  projectile  to  be  nothing,  compared  to  that  of  the 
piece  and  OArriage  combined,  that  the  tension  of  the 
gases  is  proportional  to  the  density,  that  the  length  of 
the  bore  is  sui&cient  for  the  entire  charge  to  be  con- 
verted into  gas,  and  that  the  projectile  has  no  windage, 
the  complicated  equations  of  Piobert  may  be  reduced  to 


=  X.     — -_ .  log — ; 


in  which  V  is  the  initial  velocity,  A  a  constant  to  be  de- 
termined by  experiment,  m  the  weight  of  the  powder,  p 

26 
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tlie  weight  of  the  projectile,  and  M  the  weight  of  pow- 
der (loose)  which  would  fill  the  bore. 

The  above  value  of  V  should  be  diminished  for  the 
loss  arising  from  windage ;  the  loss  of  force  from  wind- 
age is  directly  proportional  to  the  space  between  the 
bore  and  projectile,  and  inversely  as  the  area  of  the 
lx)re.     Hence  we  have 

in  which  A  is  a  constant  to  be  determined  by  experi- 
ment, C  is  the  radius  of  the  bore,  and  R  the  radius  of 
the  projectile.     For  ordinary-  windage  this  may  be  re- 
placed by 

in  which  W  is  the  ^vindage,  and  the  general  expression 
for  the  initial  velocity  becomes 


^— ^  V  2>4-4m  ^^*m  C 


There  are  three  unknown  quantities  in  this  equation ; 
F,  A,  and  A ;  V  can  be  determined  by  direct  experi- 
ment for  two  or  more  charges  of  powder,  and  projectiles, 
giving  two  equations  containing  the  remaining  unknown 
quantities  x  and  a.  According  to  the  experiments  made 
at  the  Washington  arsenal  ^vith  the  ballistic  pendulum, 
the  mean  values  of  the  co-efficients  X  and  a,  for  Dupont's 
powder  in  guns  of  various  calibres  (from  6-pdr.to  32-pdr.) 
are:  A=3500  feet,  and  A  =  3200  feet. 

M  is  equal  to  the  gravimetric  density  of  the  powder 
(referred  to  pounds  and  inches)  multiplied  by  the  vol- 
ume of  the  bore. 
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What  is  the  initial  velocity  of  a  6-pdr.  shot  fired  with 
a  service-ckaige  ? 

m=1.26  Iba.  J  |»=6.25  lbs. ;   (7=1.83  in  ;  W=.09  in. ;   length  of 
bore,  57.5  in. ;  weigkl  of  a  cubic  inch  of  powder,  0.0203  lbs. 


^  /      l^W"      ,      17. 


82  .00 

r 3200 — ^=1444.  ft. 

25  1.83 


The  mean  of  11  fires  with  the  6-pdr.  gun  pendulum  at  West 
Point,  in  November,  1860,  was  1430.S  feet. 

407.  Practical  mic  for  Initial  Tctoclty.  For  the  ordi- 
nary purposes  of  practice,  where  the  weight  of  the 
powder  and  projectile  alone  vary,  initial  velocities  may 
be  considered  as  directly  proportional  to  the  square  root 
of  the  weight  of  powder  divided  hy  the  eqvare  root  of  the 
weight  of  the  projectile  ;  or 

Vm   vm  Vp    rm 

When  V  is  known  for  a  given  charge  of  powder  p'  and 
projectile  m',  the  value  of  V  can  be  obtained  for  any 
other  charge  of  powder,  p,  and  projectile,  w,  of  the  same 
calibre.  This  law  however  only  holds  true  within  cer- 
tain limits,  or  when  the  powder  is  completely  consumed 
before  the  projectile  leaves  the  piece.* 

408.  What  aflRDcto  Initial  vdcN^lty.     The   principal 

*  TtUfle  of  Initial  Velocitie$  with  service  eharges. 


KIND  OF  CAVKOK. 


6-pdr.  field, 

12.pdr.     "    

12-pdr.     "    howitzer, 

24-pdr.  Biege-guD,  \ 

8-inch  siege  howitzer, 

32-pdr.  sea-coast  gun, 

15-inch  oolumbiad 


CHARGE 

or 

POWDER. 


Lbs. 
1.25 
2.50 
1.00 
6.00 
8.00 
4.00 
8.00 
40.00 


KIin>  OF  PROJECTILE. 


SHOT. 


Feet. 
1439 
1486 

1680 
1870 

1640 


SHELLS. 


Feet. 


1054 
1670 

907 
1450 
1000 


sph'l  case. 


Feet 

1357 

1486 

953 


KOTX. — When  the  initial  relodties  of  shot,  shells,  and  spherical-case  shot  are 
giren,  the  weight  of  the  charge  refers  to  the  solid  shot 
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causes  which  influence  initial  velocity,  are  the  character 
of  the  piece,  powder,  and  projectile.  Most  of  these  have 
been  considered  under  their  appropriate  heads,  in  treat- 
ing of  the  construction  of  cannon ;  it  will  only  be  neces- 
sar}^,  therefore,  to  recapitulate  them  here.  They  are 
the  size  and  position  of  the  vent,  the  windage,  the 
length  of  the  bore,  the  form  of  the  chamber,  the  diam- 
eter and  density  of  the  projectile,  the  windage  of  the 
cartridge,  and  the  form,  size,  density,  and  dryness  of 
the  grains  of  powder,  and  the  barometric,  thermometries 
and  hygrometric  states  of  the  atmosphere. 

It  has  been  found  by  late  experiments  that  the  initial 
velocity  is  unaffected  by  the  angle  of  fire.  Theoreti- 
cally, varying  the  weight  of  the  piece  should  exert  an 
influence  on  the  initial  velocity ;  but,  in  consequence  of 
the  great  disparity  of  the  weight  of  the  piece  and  pro- 
jectile, this  influence  is  inappreciable  in  practice. 

409.  Determination  of  Initial  velt^clty  by  experimeBt 

A  great  variety  of  instruments  have  been  invented  to 
determine  directly  the  initial  velocity  of  a  projectile,  the 
most  reliable  of  which  are  the  gini^pendulum^  the  loi- 
lUftic  penduluvi^  and  the  electrohallistic  machines. 

In  the  first,  the  velocity  of  the  projectile  is  determined 
by  suspending  the  piece  as  a  pendulum,  and  measuring 
the  recoil  impressed  on  it  by  the  discharge ;  the  expres- 
sion for  the  velocity  is  deduceil  from  the  fact,  that  the 
quantity  of  motion  communicated  to  the  pendulum  is 
equal  to  that  communicated  to  the  projectile,  chaige  of 
powder,  and  the  air.  The  second  apparatus  is  a  pendu- 
lum, the  bob  of  which  is  made  strong  and  heavy,  to 
receive  the  impact  of  the  projectile ;  and  the  expression 
for  the  velocity  of  the  projectile  is  deduced  from  the 


I 
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fact,  that  the  quantity  of  motion  of  the  projectile  before 
impact  is  equal  to  that  of  the  pendulum  and  projectile 
after  impact.  These  machines  have  been  carried  to 
great  perfection,  both  in  this  country  and  France,  and 
very  accurate  and  important  results  have  been  obtained 
by  them;  but  they  are  very  expensive,  and  cannot  be 
easily  adapted  to  the  various  wants  of  the  service. 

The  employment  of  electricity  to  determine  the  veloc- 
ity of  projectiles,  was  first  suggested  by  Wheatstone,  in 
1 840.  The  application  depends  on  the  very  great  veloc- 
ity of  electricity,  which,  for  short  distances,  may  be 
considered  instantaneous.  The  general  method  of  apply- 
ing this  agent  is  by  means  of  galvanic  currents,  or  wires, 
supported  on  target  frames,  placed  in  the  path  of  the 
projectile,  and  communicating  with  a  delicate  time- 
keeper. The  successive  ruptures  of  the  wires  mark  on 
the  time-keeper  the  instant  that  the  projectile  passes 
each  wire,  and  knowing  the  distances  of  the  wires  apart, 
the  mean  velocities,  or  velocities  at  the  middle  points, 

can  be  obtained  by  the  relation,  velocity  =  -5 — . 

time 

The  various  plans  in  use  diflfer  only  in  the  maimer 
of  recording  and  keeping  the  time  of  flight ;  one  of  the 
simplest  and  most  common  instruments  employed  is 
the  pendulum.  The  ballistic  machine  of  Captain  Nav6z, 
of  the  Belgian  service,  has  been  tried  in  this  country, 
but  has  been  found  too  delicate  and  complicated  for 
general  purposes. 

^  In  oonsequenoe  of  the  variable  nature  of  the  resistance  of  the  air,  this  meaD 
Telodtj  does  not  strictly  correspond  to  the  middle  point  between  the  targets.  The 
difference,  however,  is  very  slight,  as  is  shown  by  Captain  Nay6z  in  the  case  of  a 
6-pdr.  ball  moving  with  an  initial  velocity  of  600  meters,  over  a  space  of  50  meters; 
the  difference  between  the  mean  velocity  and  the  velocity  which  it  should  have  at 
the  middle  point,  is  only  0.05  meter. 
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410.  Tke  ITMt  Paint  b«UIMIc  mtMbd  Fig.  132 
represents  the  front  and  end  views  of  an  electro-baUistic 
machine  originally  devised  by  the  author  for  the  use  of 
the  Military  Academy,  and  since  adopted  by  the  ord> 
nance  department,  for  proving  powder,  «fec 


a  is  a  bed-plate  of  metal,  which  supports  a  graduated 
arc  (i).  This  arc  is  placed  in  a  vertical  position  by 
means  of  thumbscrews  and  spiritieveh  attached  to  it; 
and  it  is  graduated  into  degrees  and  fifths,  (Commenc- 
ing at  the  lowest  point  of  the  arc,  and  ending  at  90°. 

pp'  are  two  pendulimis  having  a  common  axis  of 
motion,  passing  through  the  centre,  and  perpendicnlar 
to  the  plane  of  the  arc  The  bob  of  the  pendulum  p' 
is  fixed,  but  that  of  p  can  be  moved  up  and  down 
with  a  thumb-screw,  so  as  to  make  the  times  of  vibrft- 
tioQ  equaL 

m  and  m  are  two  electro-magnets  attached  to  tbe 
horizontal  limb  of  the  arc,  to  hold  up  the  pendulums 
when  they  are  deflected  through  angles  of  90°. 

s  and  *'  are  pieces  of  soft  iron  attached  to  the  pro- 
longations of  the  suspension-rods,  in  such  way  as  to  be 
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in  contact  with  the  lower  poles  of  the  magnets,  when 
the  pendulums  are  deflected. 

c?  is  an  apparatus  to  record  the  point  at  which  the 
pendulmns  pass  each  other,  when  they  fall  by  the 
breaking  of  the  currents  which  excite  the  magnets.  It 
is  attached  to  the  prolongation  of  the  suspension-rod  p\ 
and  consists  essentially  of  a  small  pin  enclosed  in  a 
brass  tube;  the  end  of  the  pin  near  the  arc  has  a  sharp 
point,  and  the  other  is  terminated  with  a  head,  the  sur- 
face of  which  is  oblique  to  the  plane  of  the  arc.  As 
the  pendulums  pass  each  other,  a  blunt  steel  point  at- 
tached to  the  lower  extremity  of  the  suspension-rod  jp, 
strikes  against  the  oblique  surface  of  the  head  of  the 
pin,  which  presses  the  point  into  a  piece  of  paper 
clamped  to  the  arc,  leaving  a  small  puncture  to  mark 
the  point  of  passage.  To  disengage  the  marking-point 
from  the  paper,  the  tube  containing  the  pin  is  free  to 
revolve  through  an  angle  of  90*",  around  a  vertical  axis, 
in  which  revolved  position  it  swings  clear  both  of  the 
paper  aiid  the  pendulum  p.  Tolerably  strong  paper 
should  be  used  in  recording,  to  prevent  the  point  from 
tearing  it. 

CO  and  c' c  represent  the  wires  which  conduct  the 
two  currents  that  excite  the  magnets  m  and  m.  These 
wires  terminate  in  four  clamp-screws  secured  to  the  bed- 
plate, for  the  purpose  of  attaching  the  long  wires  lead- 
ing through  the  batteries  to  the  targets. 

Targets.  The  targets  are  two  frames  of  wood  placed 
so  as  to  support  the  wires  in  a  position  to  be  cut  by  the 
projectile.  For  the  purpose  of  obtaining  the  initial  ve- 
locity, the  first  should  be  placed  about  20  feet  from  the 
muzzle  of  the  piece,  that  the  flame  may  not  break  the 
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ctirrent  before  the  projectile  reaches  it;  the  position  of 
the  second  depends  on  the  velocity  of  the  projectile. 
For  cannon,  it  should  be  placed  about  100  feet  from  the 
first  target;  and  for  small-ann  and  mortar  projectiles, 
about  50  feet.  The  number  of  times  that  the  wire 
should  cross  the  targets  depends  on  the  size  of  the  pro- 
jectile and  the  accuracy  of  its  flight. 

Currents  and  batteries.  The  magnets  should  be  made 
of  the  purest  attainable  wrought  iron,  in  order  that 
they  shall  retain  no  magnetic  force  after  the  exciting 
currents  are  broken ;  and  for  this  purpose  they  are  best 
made  of  bundles  of  wire.  The  batteries  should  be  of 
nearly  equal  power  and  constancy,  in  order  that^  in  case 
the  magnets  do  retain  a  portion  of  their  magnetism,  the 
remaining  portion  may  be  as  uniform  as  possible. 

Grove's  or  Bunsen's  batteries  tfre  the  best  that  can  be 
used  for  this  purpose.  The  power  of  the  battery  is 
regulated  by  the  distance  of  the  targets  and  the  size 
of  the  conducting  ^vires.  If  a  weak  batter}'  be  used, 
the  magnetic  power  may  l>e  increaseil  by  increasing  the 
diameter  of  the  wire,  or  by  resting  pieces  of  soft  iron 
on  the  uj)per  poles  of  the  magnet. 

In  experimenting  with  cannon,  the  machine  should 
be  placed  al)out  120  yards  from  the  piece,  to  prevent 
any  disturbance  from  the  discharge;  at  this  distance 
the  record  will  have  been  made  before  the  sound  reaches 
the  machine.  For  this  distance,  three  cups,  in  which  the 
zinc  cylindei's  are  8  inches  long  and  3  inches  diameter, 
and  an  insulated  copper  wire  .06"  diameter,  have  been 
found  to  answer  a  good  purj)ose. 

The  (lisjunctor.  The  disjimctor  is  a  small  auxiliary 
instrument  for  closing  and  breaking  the  currents  at  ^vilL 
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It  affords  the  means  of  verifying  the  accuracy  of  the 
pendulum  machine  by  a  succession  of  simultaneous  rup> 
tupcs  of  the  wires;  when  the  machine  is  in  good  condi- 
tion, the  position  of  the  point  of  meeting  seldom  varies 
a  t^ith  of  a  degree,  an  error  which  corresponds  to  only 
.000154  of  a  second  of  time. 

When  the  currents  are  of  equal  strength,  and  the 
starting  points  are  properly  adjusted,  the  point  of  meet- 
ing will  be  found  opposite  to  the  zero  of  the  grad- 
uated arc ;  if  of  unequal  intensity,  the  point  will  be 
found  near  the  zero  point  and  on  the  side  of  the 
stronger  magnet  As  this  position  is  nearly  constant  for 
the  same  currents,  the  error  of  the  reading  can  be  easily 
corrected.  If  the  error  be  positive,  subtract  it ;  if  nega- 
tive, add  it. 

A.rrangement,  d:c.  Figure  133  shows  the  working 
arrangement  of  the  several  pieces :  a  represents  the  pen- 
dulum; b  the  disjunctor;  c  c  and  c'  C 
the  currents;  e  e"  the  batteries;  and 
d  the  position  of  the  gun.  To  operate 
them,  the  disjunctor  is  closed,  the 
pendulums  are  deflected,  the  marking- 
pin  revolved  perpendicular  to  the  arc, 
the  piece  is  fired,  and  the  position  of  ^b-  i^^- 

the  puncture  in  the  paper,  with  reference  to  the  grad- 
uated arc,  noted. 

To  determins  the  time.  The  velocity  of  the  electric 
currents  being  considered  instantaneous,  and  the  loss  of 
power  of  the  magnets  simultaneous  with  the  rupture  of 
the  currents,  it  follows  that  each  pendulum  begins  to 
move  at  the  instant  that  the  projectile  cuts  the  wire, 
and  that  the  interval  of  time  corresponds  to  the  differ- 
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eitct*  of  the  arcs  diwribed  by  the  pendulnnu  np  to  Ok 
tiiiH'  ot"  iiKi'tiiig. 

I^-t  i/i  uiid  m',  fig.  134,  represcDt  the  pontiou  of  tk 
two  uiii;;nc'tfl,  and  U't  the  inten-al  between  the  nqiOiR 
)if  such  that  the  centres  uf  oscilla- 
tion will  |)»s>i  each  other  at  t.  As 
thf  tinit*!*  of  vibration  are  equal,  the 
interval  of  time  will  corTfsjtond  to 
the  an-  /  /',  the  arc  ?«'  /  Wing  equal  ^V- 134, 

to  m  /'.  A  vertical  line  through  the  centre  of  motioB 
bisect-)  the  arc  /  i'.  The  reading  therefore  correspond* 
to  one-half  of  the  re<|uired  time,  or  time  of  passage  of 
the  i»ii»jcctile  Wtweeu  the  wires. 

To  (h-tennine  a  fonnula  for  the  time  that  it  takes  for 
one  of  tlie  iH'Uihiluma  to  \iaf>a  over  a  given  arc,  let  /be 
tile  len<;tli  of  the  et^uivalent  simple  pendulum,  v  the 
vclm-ity  of  the  centre  of  oscillation  or  point  /«',  y  the 
Vertical  ilistance  ]nissed  over  hy  this  point,  x  the  vari- 
able lUiL'h'  which  the  line  of  BUspi'Dsion  mokes  with  the 
horizoiitiil,  and  t  the  time  necessjiry  for  the  point  «i  to 
pass  over  iin  entire  cin.'uuiference,  the  railing  of  whidi 
is  /,  with  a  uniform  velocity  v,  we  have, 

Substitutini;  fi)r  y  its  value  in  terms  of  the  constant 
angle  of  half-oscillation  and  the  variable  angle  x,  the 
alK>ve  c.xpressictn  liecomes, 

v=i  '•2fJicos.{W—a;) ; 
fn>ni  which  we  sec  that  the  velix'ity  of  the  pendulum 
increases  from  its  highest  to  its  lowest  jioint,  and  viif 

The  time  /'  is  equal  to  the  circumference  of  the  ciivle, 
the  radius  of  which  w  /,  divided  by  the  velocity,  r; 
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z   again  divide  tliig  by  360,  we  have  the  time  of  passing 
over  each  degree,  or, 

""360/2^/  co8.(96^^  • 

To  determine  /,  it  is  necessary  to  change  the  cylin- 
anns  of  suspension  to  knife-edges,  in  order  to  de- 
one  the  time  of  vibration  through  a  very  small  arc. 
The  m^an  of  500  vibrations  will  be  very  near  the  exact 
time  of  a  single  vibration.  Knowing  the  time  of  a^ 
nngle  vibration,  the  length  of  the  equivalent  simple 
pendulum  can  be  obtained  by  the  relation  l=rt''\  in 
which  /"  is  this  time,  and  /'  is  the  length  of  the  simple 
second^s  pendulum  at  the  place  of  observation. 

At  West  Point  ^'=39.11448  inchea 
"  "  ^=32.17050  feet. 

In  this  way  all  the  constants  of  the  expression  for  t 
are  known,  and  by  assigning  different  values  to  a?,  a 
table  can  be  formed,  from  which  the  times  corresponding 
to  different  arcs  can  be  obtained  by  simple  inspection. 
The  table  in  chapter  XIII.  is  calculated  for  the  West 
Point  machine. 

MOTION  OF  A  PROJECTILE  IN  VACUO. 

411.      Determination  of  equatloni  of  motion.   A  ^77*0- 

jectile  is  a  body  thrown  or  impelled  forward,  generally 
in  the  air ;  and  the  trajectory  is  the  line  described  by 
its  centre  of  inertia.  The  movement  of  a  projectile  will 
be  considered  firstly  in  vacuo,  and  secondly  in  the  aii: 
Let  A  (fig.  135)  be  the  position  of  the  muzzle  of  a 
fire-arm,  and  the  line  A  B  its  axis  prolonged. 


Fig.  I3S. 

Let  0  represent  the  angle  whicli  this  line  makes  with 
the  horizontal  plane,  or  the  angU  of  projection. 

V  the  initial  velocity. 

V  the  velocity  at  the  point  m. 

t  the  time  of  flight  to  the  same  point. 

0  the  inclination  of  the  tangent  at  this  point. 

X,  y,  the  co-ordinates  of  this  point 

X  the  horizontal  range. 

ythe  greatest  height  of  ascent. 

Tthe  whole  time  of  flight,  or  for  the  range  X. 

If  the  projectile  were  only  acted  upon  by  the  force  of 
the  discharge,  it  would  move  in  the  str^ght  line  A  B, 
and  after  a  time,  t,  would  reach  the  point  J*;  but  it  is 
constantly  drawn  to  the  earth  by  the  force  of  gravity, 
and  instead  of  Ijeing  found  at  the  point  /*,  it  is  found 
at  the  point  m,  situated  at  a  distance  below  I^  eqiul  to 
the  distance  which  it  would  fall  in  the  same  time  tmder 
the  influence  uf  gravity,  or  -J^^,  ff  being  the  velocity 
generated  by  gravity  in  a  second  of  time. 

The  distance  PC  is  equal  to  x  tan.  ^;  the  distaoM 
mCf  or  y,  is  etjual  to  this  distance  diminished  to  ^,  or, 
y=x  tan.  ^— i^^; 

x=t  T'coa.  0,  or  (=  „  — .     Substituting  this  for  ( ia 

the  preceding  equation,  it  becomes, 

(/            ^ 
y=a!  tan  6— -ir*  — f/i 1 — • 
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From  the  laws  which  govern  falling  bodies,    F== 


^2gHj  or  V^=2gH;  in  which  H  is  the  height  due 
to  the  velocity  V.  Substituting  this  value  of  F',  the 
equation  becomes, 

y=<rtan.«-^-^,  (1) 

which  is  the  equation  of  a  parabola. 
From  the  same  figure  we  obtain — 

y=  Vt  sin.  0-i^<'.  (2) 

a?=  Vt  COS.  ^  (3) 

V  COS.  ^  ^  ^ 

2d.  To  determine  the  vertical  ascent  and  horizontal 
range  of  the  projectile,  differentiate  equation  (1),  and 

place  the  value  of  -J^=0;  whence  we  obtain, 

ax 

X=4  ^sin.0  cos.0= 2iZ^sin.  2«.      »  (5) 

^X  being  the  abscissa  of  the  highest  point, 

Y=Hmi?<P.  (6) 

The  first  value  of  X  shows,  that  the  rcmge  com  be  dh 
kUned  with  two  angles  of  projection^  provided  they  be 
Tomplements  of  each  othei* ;  the  second  value  shows,  thai 
ihe  greatest  ran^ge  corresponds  to  an  angle  of  45°,  and 
\hal  this  ran^ge  is  equal  to  twice  the  height  due  to  tlie  ve- 
locity ;  and,  also,  that  variaiions  in  the  angle  of  fire 
Traduce  less  variations  in  range  a^  the  angle  of  fire  op- 
yroaches  45°. 

3d.  Ktwo  projectiles  be  thrown  under  the  same  angle, 
ivith  different  initial  velocities,  V  and  V\  the  ranges 
being  X  and  X\  we  have, 

X=2llBixi.24^= — sin.2«,  and  X= sin. 2*; 
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and  from  these  we  have, 

0) 


V    vx 


v  sir 

Therefore^  under  the  eame  angle  of  jire^  ike  ranges  art 
proportional  to  the  squares  of  the  velocities ;  and  recip- 
rocally y  the  vdocities  are  proportional  to  the  square  roots 

of  the  ranges. 

ds 
4th.    The  velocity  at   any  point  is  equal  to  -^,  or 

v*=-  ->yj--.    Substituting  the  values  of  dg  and  dSr, 

obtained  by  differentiating  equations  (2)  and  (3),  we 

have 

v^=  F*-2  Vgt^\ii.4>+g't'. 

Substitute  for— 2  F^8in.^+^<*  its  value -2^,  de- 
rived from  equation  (2),  we  have, 

v'=  V-^gy. 

Replace  V^  by  2gHy  and  reducing,  the  expression  be- 
comes, 

v=i'2g{II--y).  (8) 

This  shows  i?uit  the  velocity  of  a  projectile^  at  any 
pointy  depends  on  its  height  above  the  muzzle  of  the  piece] 
and  that  it  is  equal  to  that  which  is  attained  in  faUin^ 
through  the  height  {II —y^  It  also  shows  that  the  v& 
locity  is  lea^t  when  y  i^  greaiest^  or  at  the  summit  of  th$ 
trajectory  y  and  that  the  velocities  at  the  two  points  in 
which  the  trajectory  cuts  the  horizontal  plane  are  equal 

5th.  The  total  time  of  flight  may  be  determined  by 
su))Htituting  the  value  of  A''=  4/Z'sin.0co8.^  equation 
(5),  in  equation  (4),  which  becomes 

^    4:IIsm.fp     Fsin.^  (9) 
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If  ^=45«,  8in.*=i^,  and  V=Vff£    CaUing  7)  the 
time  of  flight,  we  have, 


T=  A  /  — =  A  /T^=X4/Z 

'     V  +<7     V  16.07    ^ 


iff 

Hence  the  time  of  flight  for  an  cmgle  of  45**  is  eqtud 
to  the  eqiuire  root  of  the  quotient  of  the  range  divided  by 
one-half  of  the  force  of  gramty ;  or,  it  is  approximately 
equal  to  onefourth  of  the  square  root  of  the  range  ex- 
pressed in  feet. 

6th.  The  tangent  of  the  angle  made  by  a  tangent 

line  at  any  point  of  the  trajectory  is  equal  to  j^,  which 

ax 

is  obtained  by  differentiating  equation  (1) ;  calling  this 
angle  Oy  we  have, 

tan,d=tan.^—-— ^ -.  (10) 

Substitute  the  value  of  X=  4 II  sin.^  cos.^,  the  angle 
of  fall  on  horizontal  ground  is  tan.^=— tan.^;  that  is  to 
say,  the  angle  of  fall  is  equal  to  the  angle  of  projection^ 
measured  in  an  opposite  direction, 

7th.  The  position  of  a  point  being  given,  to  find  the 
initial  velocity  necessary  to  attain  it,  let  a  and  h  be  the 
horizontal  and  vertical  co-ordinates  of  this  point  of  the 
curve,  and  e  its  angle  of  elevation.  Substituting  these 
quantities  in  equation  (1),  and  recollecting  that  tan. 

e=  -,  we  have, 
a 

«___         a  cos.« 

"~4  sin.  (^— «)•  COS.0' 

or,  V=x/      .  ^^         ^'"^  (11) 

V   2  8in.(^— c)-cos.^ 
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8th.  The  position  of  a  point  being  given,  to  find  the 
angle  of  fire  necessary  to  attain  it.  Substituting  a  and 
b  for  X  and  y  in  equation  (1),  we  have, 

^=a  tan.^. 


4Zrcos.*0 
from  which  to  determine  </>. 

Making  tan.^=a,  we  have,  cos.*^= ;  which  he- 

ing  substituted  in  the  above  equation  gives — 

a= tan.0=  -(2//i V  Ul^^^m^a^  i •       (1  -^ 

The  two  values  of  tan.^  show  tliai  the  point  may  be 
attained  by  two  angles  of  projection;  and  the  radical 
shows  the  solution  of  the  problem  is  possible  when  the 
qiuintity  under  it  is  positive  ;  or, 

412.  Practical  application  of  formula.  The  preced- 
ing formula  will  only  be  found  to  answer  in  practice  for 
projectiles  which  experience  slight  resistance  from  the 
air,  or  for  lieavy  })rojectiles  moving  with  low  velocities, 
as  is  commonly  the  case  with  those  of  mortars  and 
howitzers. 

The  following  table  gives  the  difference  between  the 
observed  and  calculated  times  of  flight  of  the  French  8 
and  lO-inch  mortar  shells,  weighing  64  and  119  lbs. 
respectively.  The  initial  velocities  being  imknown,  the 
times  arc*  calculated  from  the  observed  ranges. 

The  obsen^ed  times  are  invariably  greater  than  the 
calculated  times,  as  might  be  expected  from  the  resist- 
ance of  the  air,  which  retards  the  motion  of  projectiles. 
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1 

si 

l! 
'-I 

Baoges  at  aayles  of 

Times  of  flight 

45** 

80** 

45* 

30** 

Obeerred. 

Caleo- 
lated. 

Obserred. 

Calcu- 
lated. 

Kllog; 

0.234 

Meters. 
343 

Meters. 
200 

Seconds. 
0.8 

Beoonds. 

8.4 

Seconds. 

6.8 

Seconds. 
5.8 

fi^inrli 

0.351 

620 

561 

12.0 

11.3 

10.0 

8.1 

0.585 

1146 

1011 

16.0 

15.8 

12.8 

10.0 

0.004 

1702 

1600 

20.8 

10.2 

16.0 

14.1 

0.468 

457 

383 

11.0 

0.7 

7.5 

6.8 

0.603 

784 

637 

14.0 

12.2 

10.0 

8.7 

lO-incH. 

1.054 

1132 

080 

17.0 

15.2 

12.0 

10.2 

1.405 

1555 

1355 

20.0 

17.8 

14.0 

12.6 

1.630 

1757 

1516 

23.0 

18.0 

15.0 

13.4 

The  next  table  shows  the  observed  and  calculated 
ranges,  for  30^  elevation,  and  the  observed  ranges  for 
45*  elevation,  for  the  above  projectiles,  the  initial  veloc- 
ities being  the  same  for  each  projectile. 


Baages  of  10-ineh  Mortar  Shells. 

45* 

eteratloa. 

30* 

eleration. 

45* 

deration. 

30» 

elcTAtion. 

OfaMrred. 

Obaerred. 

CalcQ- 
lated. 

DiflSsrence 

Ohsenred. 

Obaenred. 

CalcQ- 
Uted. 

DiflSBrenoe 

Mcteni 

457 

784 

1182 

1555 

1757 

Meters. 

383 

687 

080 

1355 

1516 

Meters. 

306 

637 

982 

1350 

1522 

Meters. 

+  13 

0 

+   2 

—  5 

+   6 

Meters. 
343 

620 
1146 
1702 

MetersL 

200 

561 

1011 

1600 

Meters. 
208 

545 

003 

1552 

Meters. 
+    8 

—16 

—13 

—138 

It  appears  Ifrom  the  foregoing  tables,  that  the  ranges 
of  mortars  with  different  degrees  of  elevation,  can  be 
calculated  up  to  about  1,400  yards  from  equation  (5), 


OT, 


26 


X=2^8in.2*, 
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and  the  times  from  ec|uation  (4),  or 


T= 


T^cos,  ^ 


RESISTANCE  OF  THE  AIR. 

413.  Importance  off  coMtldcriBff  It.  A  body  moving 
in  the  air  experiences  a  resistance  which  diminishes  the 
velocity  with  which  it  is  animated.  That  the  retarding 
effect  of  the  air,  on  projectiles  moving  with  high  veW 
ities,  is  very  great,  is  seen  by  comparing  the  actual 
ranges  of  projectiles  with  those  computed  mider  the 
supposition  that  they  move  in  vacuo.  Thus,  it  has  been 
shown  that  certain  cannon-balls  do  not  range  one-eighth 
as  far  in  the  air  as  they  would  if  they  did  not  meet 
with  this  resistance  to  their  motion;  and  small-arm 
projectiles,  which  have  but  little  mass,  are  still  more 
affected  l)y  it. 

414.  I-aw  off  resUtance.  Licompressihle  fluid.  The 
resistance  ex})erienced  by  a  plane  surface  moWng  parallel 
to  itself  through  an  incompressible  fluid,  is  equal  to  the 
pressure  of  a  column  of  the  fluid,  the  base  of  which  is 
the  moving  surface,  and  its  height  that  due  to  the  ve- 
locity with  which  the   surface  is  moved  throuirh  the 

fluid,  or,  from  the  law  of  falling  bodies,  ^  =  — ;  in 

which  li  is  the  height,  v  the  velocity,  and  g  the  force  of 
gravity. 

The  resistance  on  a  given  area  is  therefore  projx^r 
tional  to  the  square  of  the  velocity,  and  the  densit}  of 
the  fluid  medium. 

Let  d^  Sy  and  v  represent  the  density  or  weight  of  a 
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emit  of  volume  of  the  fluid,  the  area  pressed  upon,  and 
the  velocity  of  the  moving  surface,  respectively,  and  9  the 
resistance  in  terms  of  the  unit  of  weight,  and  we  have, 

9=hdS^;  (13) 

in  which  ^  is  a  coefficient  to  be  determined  by  experi- 
ment. 

Oampressible  f/wid.  K  the  medium  be  formed  of  com- 
pressible gases,  as  the  atmosphere,  the  density  in  front 
rf  the  moving  body  will  be  greater  than  that  behind  it ; 
and  it  will  be  readily  seen  that  the  body  will  meet  with 
Gt  resistance  which  increases  more  rapidly  than  the  square 
:>f  the  velocity,  in  such  a  manner  that  the  coefficient  £, 
OT  the  density  of  the  medium,  6?,  should  be  increased  by 
\  quantity  which  is  a  function  of  the  velocity  itself,  or, 
vrhat  is  the  same  thing,  by  adding  another  term  to  the 
resistance  which  shall  be  proportional  to  the  cube  of  the 
Telocity. 

In  examining  the  table  of  resistances,  obtained  by 
Button  from  firing  a  one-pound  ball  into  a  ballistic  pen- 
lulum,  at  diflferent  distances,  and  with  velocities  vary- 
ng  from  300  to  1,900  feet,  Robert  found,  that  if  t;*  in 
3he  foregoing  expression  be  replaced  by  the  binomial 


^rm, 


(t?®-4- -  V  in  which  -z= ;r-»  the   expression 
^  r )                     r     1427  ft.'  ^ 

(vould  neai'ly  satisfy  the  results  of  experiments. 

77 

Calling  A=i  — ,  and  ttT?*  the  area  of  the  cross  section 

tf 

)f  a  projectile,  the  general  expression  for  the  resistance 

n  air  becomes, 

P=.4wi?(^l+^)««.  (14) 
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In  this  expression^  A  is  the  resistanoej  in  paimdi^m 
a  sqvare  foot  of  the  cross-section  of  a  prcyectUe  mmmf 
with  a  velocity  of  one  foot;  r  is  a  linear  quamtitfi^ 
pending  on  the  velocity  of  the  prcjecttle.  For  all  serrioe 
spherical  projectiles,  ^=.000514;  and  for  all  senioe 
velocities  r=:1427  feet.  The  value  of  A  for  the  obkng 
projectiles  of  our  service  remains  to  be  determined  by 
experiment;  it  is  stated  in  the  French  Aide-Memdre 
that  for  a  certain  oblong  bullet  (presumed  to  be  that  of 
the  carabine  k  tige)  ^=.000342,  or  that  the  leaistaiiee 
of  the  air  is  one-third  less  on  the  pointed  than  <hi  the 
spherical  form. 

The  coefficient  A^  being  a  function  of  the  densitj  of 
the  air,  its  value  depends  on  the  temperature^  pressurty 
and  hygrometric  condition ;  in  the  above  value  the 
weight  of  a  cubic  foot  of  air  =.075  Ib^  at  a  temperature 
of  6(r  Fahr.,  and  for  a  barometrical  pressure  of  39i 
inches. 

If  the  surface  of  the  projectile  be  rough  or  irregalar, 
the  value  of  this  coefficient  will  be  slightly  too  small 

Example. — What  is  ttic  pressure  of  the  air  on  a  42-pdr.  sbot 
moving  with  a  velocity  of  1,600  feet? 

— ,  J      1500\ 

p=.000514  X  3.1415  X  .29  X  1500*1  1  + .— --  1  =629.3  lbs. 

415.      Fall  off  a  projectile  In  tlie  air.     The  motion  of 

a  body  falling  through  the  air,  will  be  accelerated  by 
its  weight,  and  retarded  by  the  buoyant  effort  of  the 
air,  and  the  resistance  which  the  air  offers  to  motion 
As  the  resistance  of  the  air  increases  more  rapidly  than 
the  velocity,  it  follows  that  there  is  a  point  where  the 
retarding  and  accelerating  forces  will  be  equal,  and  tiat 
beyond  this,  the  body  will  move  with  a  uniform  veloo 
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ty,  equal  to  that  which  it  had  acquired  down  to  this 
loint. 
The  buoyant  eflPbrt  of  the  air  is  equal  to  the  weight 

►f  the  volume  displaced,  or  P-j^  ;  in   which  P  is  the 

weight  and  D  the  density  of  the  projectile,  and  d  the 
Lensity  of  the  air. 

When  the  projectile  meets  with  a  resistance  equal  to 
ts  weight,  we  shall  have, 

p(l-^-)=^iri?'t;*(l+^);  (16) 

1  which  the  weight  of  the  displaced  air  is  transferred 
0  the  first  member  of  the  equation.  As  the  density 
f  the  air  is  very  slight  compared  to  that  of  lead  or 

ron,  the  materials  of  which  projectiles  are  made,  j^ 
lay  be  neglected.  Making  this  change,  and  substitu- 
ing  for  P,  —nli^D  (^  having  been  divided  out  of  the 

3cond  member,  should  be  omitted  in  the  first),  the  ex- 
ression  for  the  Jinal  vdocity  reduces  to 

^f •      <-) 

The  resistance  on  the  entire  projectile  for  a  velocity 

P 
f  1  foot,  is  AttB^  ;  dividing  this  by  — ,  or  the  mass,  we 

et  the  resistance  on  a  unit  of  mass. 

Calling  this  5-,  we  have, 

1      AnB*       „  P 

9 


4+^t 
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Substituting  for  /*  its  value  in  the  equation  of  verti- 
cal descent,  we  have,  . 


<-^^ 


(It) 


from  which  we  see  that  v  depends  only  on  c  ;  but 

""3  gA 

hence,  the  final  velocity  of  a  projectile  falling  throngli 
the  air  is  directly  proportional  to  the  product  of  the 
diameter  and  density  of  the  projectile,  and  inversely 
proportional  to  the  density  of  the  air,  which  is  a  fiietor 
of  A 


! 

„^ 

MUBSII  ■ 
BCUIT. 

'1  Calibre 43 

•4  1  18 

1! 

e 

13  in 

10  ID 

8in 

li9diUL 

'  Kins!  VPlocily  of  dc- 
BOCDt  in  air,  la  Toot  4S5 

1 
15S    «5 
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360 

- 

605 

*45 

3t5 

313 

i2il  3660 
t 

^ 

261 H 

«» 

467T 

801    W 

\ 

ITie  value  (c)  may  be  said  to  represent  the  relative 
ability  of  a  projectile  to  overcome  the  resistance  of  the 
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416.  Eqoatloni  of  moiloM,  For  the  purpose  of  de- 
termining the  velocity  which  a  projectile  loses  by  the 
resistance  of  the  air,  in  mo^Hng  through  a  certain  dis- 
tance, ar,  the  force  of  gravity  may  be  disr^arded;  in 
which  case  the  trajectory  described  will  be  a  right  line. 
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Let  V  be  the  initial  velocity,  and  v  the  remaining  ve- 
locity at  the  end  of  the  distance  x. 

The  expression  for  the  resistance  of  the  air  is,  as  we 
have  seen, 

But  we  know  that  the  retarding  force  of  the  air  is  equal 
to  the  mass  of  the  projectile  against  which  it  acts,  multi- 
plied by  the  first  differential  coefficient  of  the  velocity, 
regarded  as  a  function  of  the  time,  with  its  sign  changed, 

and  that  —  is  the  mass  of  the  projectile.  We  have, 
therefore. 

Recollecting  that  P=-7ri2'i>,  and  that  2c?=- — ^,  the 
equation  reduces  to. 

Integrating  this  equation  between  the  limits  0  and  a?, 
which  correspond  to  V  and  t;,  we  have, 

'=-^0-f)-T^"^— I  (18) 

To  obtain  a  relation  between  the  space  and  velocity. 

dtij  (lev 

we  have  'y= j-'  or  dt= — ;  substituting  this  in  the  equa- 
tion for  the  intensity  of  the  retarding  force,  and  reduc- 
ing, we  have, 

dv 


dx='—2€ 


i^-t) 
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Int^rating  between  the  same  limits  as  in  the  preced- 
ing case,  we  have, 


r  X 


•1  T       /  t\ 

ar=2clog. or   l+-=|l+-r,V 

1+4 


(19) 


V 

Solving  this  eqtiation  with  reference  to  v,  we  have, 

r 


(.+f>^- 


(20) 


Substituting,  in  equation  (18),  a?  for  its  value  given 
in  equation  (19),  we  have, 

^e  logarithms  in  the  above  equations  belong  to  tbe 
Napierian  system,  and  are  obtained  by  multiplying  the 
corresponding  common  logarithm  by  2.3026:^=2.713. 

Practical  remarks.  Equation  (19)  gives  the  space 
passed  over  by  a  certain  projectile  when  the  velocities 
at  the  commencement  and  end  of  the  flight,  are  known. 

Equation  (20)  gives  the  remaining  velocity  when  the 
initial  velocity  and  the  space  passed  over  are  known. 

Equation  (21)  gives  the  time  of  flight  when  the  ve- 
locities at  the  beginning  and  end  and  the  space  passed 
over,  are  knovni. 

The  distance  at  which  the  velocity  F'is  reduced  to  f, 
and  the  duration  of  the  trajectory,  being  proportional  to 
c,  are  directly  proportional  to  the  product  of  the  diame- 
ter and  density  of  the  projectile,  and  inversely  propor- 
tional to  the  density  of  the  air.  This  fact  shows  the 
great  advantage,  in  point  of  range,  to  be  derived  frm 
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using  large  prajectUea  over  emaU  <mee^  of  sdid  projec- 
tiles over  TioUow  ones^  of  leaden  projectiles  over  iron 
oneSj  amd  of  (Mong  projectiles  over  round  ones. 


FORM  OF  PROJECTILK 

417.  Theory.  When  a  body  moves  througli  the  air, 
the  gaseous  particles  in  front  are  crowded  upon  each 
other  until  they  meet  with  a  certain  resistance,  after 
which  they  move  off  laterally,  and  finally  pass  around 
and  arrange  themselves  in  rear  of  the  moving  body. 
It  is  evident  that  the  difference  of  the  densities,  or 
pressures,  front  and  rear,  depends  on  the  velocity  with 
which  the  displaced  particles  rearrange  themselves  after 
displacement ;  and  this,  in  turn,  depends  on  the  shape, 
and  extent  of  the  surfaces  of  the  moving  body.  The 
best  form  for  a  projectile  can  only  be  determined  by  ex- 
periment, as  theory  and  experiment  do  not  agree  in 
their  results. 

According  to  theory,  if  a  plane  of  given  area  be 
moved  through  the  air,  it  meets  with  a  resistance 
which  is  proportional  to  the  square  of  the  sine  of  the 
angle  which  its  direction  makes  with  that  of  motion. 

The  experiments  of  Hutton  with  low  velocities  show 
that  this  is  only  true  in  cases  of  0**  and  90"" ;  that  from 
90*  up  to  50**  or  60^  the  resistance  is  nearly  propor- 
tional to  the  sine ;  beyond  this,  it  decreases  a  little  more 
rapidly  than  the  sine,  but  not  so  rapidly  as  the  square 
of  the  sine : 


410 
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For  «n  sDgle  of  22*  it  is  oalj  ^  the  reaiatance  propoitional  to  tbe  list. 
"  "     I**        "         i 

....         4.         U  J 

"  "       2-        "         i 

418.  ExperlNMnU  of  Hnttoa  sad  B«r«ik  The  fol- 
lowing  are  the  results  of  the  ezperimeotB  made  by 
Hutton  and  Borda,  on  the  .resistances  experienced  by 
different  forms  of  solids  moving  through  the  air  irith 
velocities  varying  from  3  to  S5  feet  per  a 


iii-ttos'b  EiPKBiMEirrB.     vklocitt,  10  fett. 

1                     KI>dufmrftM, 

""•"^ 

».MM^ 

1 

1 

No.  1   Heminphere  («MiTe» 

Riirtace  in  front), 
No.  3  Sphere, 

US 
124 

144 
144 

1 

1 

No.   3   Cone,    elemeota    in- 
dined  to  the  axis  25'  42' 
No.  4  Disk, 

126 
265 

93    I 

388 

1 

^H     No.   S   H>>mi!>phere    (plane 

^H     !     HurfacL-  in  tVonl), 

HH     l\o.  a  Cone  (base  in  front). 

288 
291 

268     < 

see 

!       F*. 

:;ii 

. 

BORD*. 

1 

H                                            bue,            100 
■      No...      " 

100 

26 

■ 

^Hl     No.  3,                MDii-tllipw,              43 

fiO 

■ 

■ 

No.  4,      "          ogee,               j          39 

41    , 

FiK. 

1 

^ 
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419.  Conclnstom.  The  foregoing  experiments  show: 
Ist.  That  the  results  of  theory  do  not  agree  with  those 
of  practice.  2d.  That  rounded  and  pointed  solids  snflfer 
less  resistance  from  the  air  than  those  which  present 
flat  surfaces  of  the  same  transverse  area,  but,  at  the 
same  time,  the  sharpest  points  do  not  always  meet  with 
the  least  resistance.  3d.  That  where  the  front  surfaces 
were  the  same,  the  resistance  was  least  with  those  in 
which  the  posterior  surfaces  were  the  flattest.  4th. 
That  the  ogeeval  form,  or  the  form  of  the  present  rifle- 
musket  bullet,  experiences  less  resistance  than  any  other 
tried. 

These  experiments,  as  before  remarked,  were  made 
with  low  velocities,  compared  to  those  which  ordinarily 
actuate  projectiles,  and  the  conclusions  which  have  been 
drawn  from  them  may  not  be  strictly  applicable  in  prac- 
tice. Now  that  oblong  projectiles  are  used  in  all  kinds 
of  fire-arms,  it  is  important  to  determine  that  form  which 
will  be  least  affected  by  the  resistance  of  the  air.  It  is 
evident  that  that  form  will  be  the  best  wl^jch,  on  trial, 
is  found  to  give  the  least  value  to  A  in  equation  (14), 
or,  what  is  the  same  thing,  to  give  the  greatest  value  to 
c  in  equation  (21).* 


♦  The  author  proposes  the  following  method  of  dotcnnining  the  value  of  c  by  the 
electro-ballistic  machine. 

Establish  four  targets  in  the  Ime  of  fire,  in  such  manner  that  the  first  shall  be 
near  the  piece,  the  second  shall  be  at  a  distance  x  from  the  first,  the  third  at  a 
distance  2z  from  the  first,  and  the  fourth  at  a  distance  of  4x  from  the  first ;  let  (,  f , 
and  /"  represent  the  intervals  of  time  corresponding  to  the  distances  between  the 
targets,  respectively ;  let  v  be  the  velocity  at  the  middle  point  between  the  first 
and  third  targets,  or  at  the  distance  x,  and  let  v'  be  the  velocity  at  the  middle  point 
.between  the  first  and  fourth  targets,  or  at  the  distance  2x. 

Equation  (21)  becomes 

2c 2c    «    Q-  2c     2c_a;      . 

V      V    r  *       V     V     r 
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TRAJECTORY  IN  AIR 

420.  DUBcoltles  of  the  prohleBi*  In  oonBequenoe  of 
the  variable  nature  of  the  resistance  of  the  air,  it  has 
been  found  impossible  to  integrate  the  differential  equa- 
tions of  the  real  trajectory,  even  under  the  supposition 
that  this  resistance  varies  in  as  simple  a  ratio  as  the 
square  of  the  velocity.  Several  distinguished  mathe- 
maticians have  obtained  expressions  which  approximate 
to  the  true  results,  but  the  expressions  are  generally  too 
complicated  to  be  of  much  practical  value. 

421.  Didion'i  method.  Captain  Didion,  professor 
of  gunnery  in  the  artillery  school  at  Metz,  however, 
furnishes  an  approximate  solution  to  this  difficult  ques- 
tion, which  may  be  used  in  practice.  To  do  this,  he 
considers  the  resistance  of  the  air  equal  to 


AnJi'{l+']\v'; 


and  by  assuming  a  mean  value  for  the  different  inclina- 
tions of  th^  elements  of  the  trajector}'  to  their  horizon- 

tal  projections,  which  makes  -,    constant,  he  is  able  to 

Since  ~  is  the  same  for  all  the  distances,  we  have 


X 

2c    r      ^     2e     2x      ,  r 

—  — t^- 1,  or  o 

V     r  V        r 


2x  4jb 

From  the  note  on  page  389,  we  are  at  liberty  to  place  v^~  and  r'^— ;  sobstitnt- 

ing  these  values  in  the  preceding  equation,  reducing  and  <'>>*n£Fi¥ig  the  signs  of  both 
numerator  and  denominator  of  the  second  member,  we  hare 

2x(f^^l\ 


Which  equation  gives  the  value  of  c  in  terms  of  <;  t\  f\  and  which  c«n  be  deter 
mined  by  taking  the  mean  of  several  shots,  with  the  electru-ballistic  madune,  at 
the  different  distances,  x,  2z,  and  4x. 
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integrate  the  differential  equations,  and  place  them  un- 
der the  foUowing  forms : 

X        rk  T^coa  0   1 

t='jy I?:  v= ff. 

V  COS.  <^      '  COS.  e     U 

The  same  notation  being  preserved  as  in  the  equa- 
tions in  vacuo  (page  397),  it  will  be  perceived  that  the 
equations  in  air  differ  from  those  in  vacuo,  by  the  mul- 
tipliers jB,  I^  Dy  and  U^  respectively. 

The  multiplier  B  relates  to  the  fall  of  the  projectile ; 
ly  to  the  inclination ;  D^  to  the  duration ;  and  U^  to  the 

OaXj  n.  ^r 

velocity ;  they  are   each  functions  of  —  and  — -)   in 

which  a  is  the  constant  relation  of  the  arc  to  its  projec- 
tion, V,=^  Vco^  0,  and  c  and  r  are  co-efficients  of  the 
formula  for  the  resistance  of  the  air.  (See  pages  403 
and  406.)  The  general  expression  for  a  particular  mul- 
tiplier, B  for  instance,  is  By — ;  - — '- 1. 

The  values  B^  /,  J9,  and  Uy  for  such  values  of  c  and 
r  as  are  likely  to  arise  in  service,  have  been  computed, 
and  arranged  in  tabular  form ;  these  tables,  their  con- 
struction, and  use,  are  explained  in  chapter  XIIL 

So  long  as  the  inclination  of  the  trajectory  is  slight,  a 
differs  but  slightly  from  unity;  for  an  angle  of  15^  it 
does  not  exceed  0.01 ;  and  as  it  only  enters  into  the 
term  which  relates  to  the  resistance  of  the  air,  the  error 
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does  not  exceed  a  pressure  corresponding  to  0.25  iiL  in 
the  height  of  the  barometer ;  it  may,  therefore,  be  re- 

garded  as  unity,  and  -  —  reduces  to  -.     The  same  with 

C  € 

aV  a  Fcos.^  , 

r^ard  to ,  or ;  as  a  cos.  a,  when  ^  =  10*, 

T  T 

differs  only  about  0.01  from  unity ;  and  this  expression 

y 
may  be  reduced  to  — .     When  the  angle  of  projection 

does  not  exceed  S"",  cos.  ^  differs  only  .001  from  unity, 
and  we  can  everywhere  replace  V  cos.  ^  by  Y.     Under 

cos  0 
this  angle,  — ^   differs  but  slightly  from  unity,  and  we 

COS.  V 

F        .      . 
have   V'=z  -^  which  is  the  same  as  if  motion  took  place 

in  a  horizontal  plane. 

All  cases  of  the  movement  of  projectiles  which  occur 
in  practice,  may  be  divided  into  three  distinct  classes: 
Ist,  When  the  angle  of  projection  is  slight,  or  does  not 
exceed  3°,  as  in  the  ordinary  fire  of  guns,  howitzers,  and 
small-arms ;  2d,  When  the  angle  of  projection  is  greater 
than  this,  but  does  not  exceed  10^  or  15"*,  as  in  ricochet 
fire,  <fec. ;  3d,  When  the  angle  of  projection  exceeds  15', 
as  in  the  fire  of  mortars. 

422.  lit  ciaM.  For  small  angles  of,  projection^  as  in 
guns^  howitzers^  and  small-anns. 

For  slight  variations  of  the  angle  of  projection  above 
or  below  the  horizon,  the  form  of  the  trajectory  may  be 
considered  constant ;  and  when  the  object  is  but  slightly 
raised  above,  or  depressed  below  the  horizontal  plane, 
it  may  be  considered  as  in  this  plane. 

In  consequence  of  the  windage,  and  the  balloting  of 
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the  projectile  whicli  results  from  it,  the  projectile  does 
not  always  leave  the  bore  in  the  direction  of  the  axis. 
The  angle  formed  by  the  line  of  departure  and  the  axis 
of  the  piece,  is  called  the  angle  of  departure.  For  guns 
in  good  condition,  the  vertical  deviations  do  not  exceed 
5',  and  for  howitzers  10';  the  side  deviations  never  ex- 
ceed 4'  80".  To  obtain  exact  resulta,  therefore,  it  is 
necessary  to  correct  the  angle  of  projection  for  the  angle 
of  departure,  when  the  latter  is  known. 

Under  the  supposition  that  a,  cos.  ^  and  — —   are 

each  equal  to  unity,  the  equations  of  the  trajectory  in 
air  may  be  reduced  to — 

y=<r  tan.  0_|^,^;  (22) 

Tan.0=tan.<.— ^-^/;  (23) 

t^yD;  (24) 

v=^.  (25) 

Knowing  the  weight  and  diameter  of  the  projectile,  c 

can  be  calculated   by   the  formula   c=         ,-  if  it  be 

ZgA 

not  found  in  the   table  which   accompanies   it.     We 

X  V 

know  -  and  — ,  and  by  means  of  the  tables  can  deter- 
c  r  -^ 

mine  the  desired  values  of  jB,  I^  Z),  and  U. 

Of  the  thi'ee  things,  the  initial  velocity,  F",  the  dis- 
tance of  the  object,  JT,  and  the  angle  of  projection,  ^,  two 
being  known,  to  determine  the  third. 

1st.  jR?  determine  the  angle  of  projection^  ^. — Make 
y=0  in  equation  (22),  and  solve  it  with  reference  to 
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Having  the  initial  velocity,  Vj  and  angle  of  projec- 
tion, ^  we  can  determine,  —  andj9/  seek  in  table  (4), 

T 

for  the  value  of — ,  that  of — ^  which  gives  J9;  having 

#  c 

— ,  multiply  it  by  c^  and  we  have  X. 

€ 

JSxampU, — Find  the  range  of  a  1 2-pdr.  ball,  fired  under  an  angle  of 

L*  06',  with  an  initial  velocity  of  1500  feet 

V 
c=:3370;-_— 1.0511;  ton.  ^—0.01864. 

r 


0.01864     1500^  _^^^^     .^^^^  ^^^^   4),-:?^-.5340;jr-.6340 
^       3370         16.08  ^  '    c 

X  8370—1800  feet. 

The  slight  discrepancies  in  the  three  preceding  restdts,  arise  from 

Aie  neglected  decimals. 

In  firing  spherical  case-shot,  it  is  important  not  only 
bo  know  the  time  of  flight,  in  order  to  regulate  the  fuze, 
but  it  is  important  to  know  that  the  projectile  will  have 
sufficient  remaining  velocity  to  render  the  impact  of  the 
contained  projectiles  effective. 

4th.  The  time  of  flight  can  be  obtained  from  equa- 

don  (24),  or,  <=  ^p^x?.     Knowing  —  and  — ,  we  can  ob- 

V  c  r 

tain  the  corresponding  value  of  D  from  table  (3). 

Example. — Find  the  time  of  flight  of  a  12-pdr.  spherical  case-shot 
Tor  a  distance  of  1500  yards,  the  initial  velocity  being  1500  feet 

X     4500     ,  oot.    ^     1500     -  ^--     yv     -  Q-rt 
— = ^=1.335;  — Bs »1.051 :  i>  1.1.850. 

c       3370  r      1427 

i^ 1.850a-5.58  seconds. 

1500 

Sth.  The  remammg  velocity  can  be  obtaiiied  from 
27 
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equation  (25),  or,  t?=  -^.     Knowing  — and  — ,  obtain 

u  c  r 

from  table  (3)  the  corresponding  value  of  L\ 

Example — Find  the  remaining  velocity  of  a  12-pdr.  spherical  case- 
shot  at  the  distance  of  1500  yards,  the  initial  velocity  being  1500  feet 

^=1^^^-1.327;  ^«  1.051;  Cr-2.882;   r-?^-520feet 
c      3370  r  2.882 

This  velocity  is  more  than  sufficient  for  a  musket-ballet  to  disable  an 
animate  object  at  the  distance  of  1500  yds. 


423.  a*  ciaM.  For  angles  of  projection  not  exceed- 
ing 10"^  or  15**,  (W  in  the  ricochet  fire  of  guns^  howitzer %^ 
and  mortars. 

The  formulas  are : 

y=(rtan..A-|^-.^-^5.  (26) 

tim.»=tan.«-5r-p.-^-^Z  (27) 


t=-lr^I>-  (2S' 


I  COS.<f> 

6  COS.0 


•i 


If  the  object  be  on  a  level  with  the  piece,  the  solu- 
tion of  this  class  of  problems  is  the  same  as  those  of 
class  1st,  when  the  angle  is  very  small ;  if  not,  it  will 
be  necessary  to  substitute  for  T"  F^  =  Fcos.  <>,  and  after 
having  obtained  F^,  divide  it  by  the  cos.  <>,  which 
gives  V. 

The  object  being  situated  at  the  distance  a  from  the 
piece,  and  at  the  distance  h  above  the  horizontal  plane 
passing  through  the  centre  of  the  muzzle,  is  seen  under 

an  angle  of  elevaiion  e,  for  which  tan.€=-.     One  of  the 

a 
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two  things,  the  initial  velocity  or  angle  of  projection 
being  known,  to  determine  the  other. 

Ist.  To  determine  the  initial  velocity ^  V.    Substitute 
in  equation  (26)  the  co-ordinates  a  and  5,  and  V,;  solve 

it  with  reference  to  V^ ;  substitute  tan.  «  for  -,  and    di- 

a 

vide  both  members  by  r,  we  have, 

V 


1      /        f ^ 


/fi       ^y  tan.^-tan.c     ^' 

Having  the  value  of  q,  seek  in  table  (5)  for  the  known 

a  V 

value  of  -,  the  value  of  — ^  corresponding  to  it,  and  mul- 

€  T 

tiplying  by ,  we  shall  have  V. 

cos.^ 

Example, — Find  the  initial  velocity  of  an  8-inch  siege-howitzer  shell, 
which,  being  fired  under  an  angle  of  12^,  will  strike  an  object  situated 
1,000  feet  from,  and  20  feet  above,  the  muzzle  of  the  piece. 

20 
Tan.0— 0.2125;  tan.e———— 0.0200;  tan.^—tan.c— 0.1926; 


a       1000 
coa.^— 0.9781  ;  —-^-—0.2801 

c        3570 


.  ^«_i_       /  16.08.  1000 
'^     1427  Y   ~o:i926 


V                      ^     0.2150.  1427      ^,^  .    . 
0.2023;  —^-0.2150;   F—     ^^^- —  313  feet. 

2d,  To  determine  the  angle  of  projection.  The  result 
will  be  sufficiently  near  the  truth,  if  we  substitute,  in 
equation  (26),  T^for  F"^ ,  or  V  cos.  ^ ;  and  solving  it  with 
reference  to  tan.  0,  we  have, 

tan.0=:tan.  €+-^j?, 

in  which  we  substitute  for  B  its  value,  corresponding 
to  -  and  — ,  obtained  from  table  (1). 

C  T 


420       SCIENCE   OF   GUNNERY, — TRAJECTORl    *^, 

Example. — What  angle  of  projection  is  neoesaary  for  an  84Dch 
dege-howitzer  shell  to  strike  an  object  utoated  1000  feet  from,  and 
20  feet  above,  the  muzzle?    The  initial  velocity  being  313  feet, 

^  ^         a      1000  V      813  20 

F=313  feet;  -=  ^^iri=  0.2801 ;    -  =——=0.2193  ;  taiut=: 


c      3670  '    r       1427  '  1000 

Ifi  08    1000 
=0.0200;  tan.  ^=0.0200+ —^=:;-^ 1,142=0.2084;   ^=llo28'. 

313* 

424.  3d  class.  Properties  of  trajectories  under  high 
angles  of  projection. 

As  a  projectile  rises  in  the  ascending  brancli  of  its 
trajectory,  its  velocity  is  diminished  by  the  retarding 
effect  of  the  air  and  the  force  of  gravity :  in  consequence 
of  the  resistance  of  the  air  alone,  the  velocity  continues 
to  diminish  to  a  point  a  little  beyond  the  summit  of 
the  trajectory,  where  it  is  a  minimum ;  and  from  this 
point  it  increases,  as  it  descends,  under  the  influence  of 
the  force  of  gravity,  until  it  becomes  uniform,  which 
event  depends  on  the  diameter  and  weight  of  the  pro- 
jectile and  the  density  of  the  air,  or,  in  other  words, 
upon  the  value  of  c. 

The  incliTUjUion  of  the  trajectory  decreases  from  the 
origin  to  the  siunmit,  where  it  is  nothing ;  it  increases 
in  the  descending  branch  from  the  summit  to  its  ter- 
mination, and  if  the   ground  did  not  interpose  an  ob- 
stacle, it  would  become  vertical  at  an  infinite  distance* 
An  element  of  the  trajectory  in  the  descending  branch 
has  a  greater  inclination  than  the  corresponding  element 
of  the  ascending  branch. 

Strictly  speaking,  the  trajectory  in  air  is  an  expoten- 
tial  curve  with  two  asymptotes ;  the  frst  is  the  axis  of 
the  piece,  which  is  tangent  to  the  trajectory  when  the 
initial  velocity  is  infinite ;  the  second  is  the  vertical  line 
toward  which  the  trajectory  approaches  as  the  horiion- 
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tal  component  of  the  velocity  diminishes,  and  the  effect 
of  the  force  of  gravity  increases. 

The  curvature  of  the  trajectory  increases  in  the  as- 
cending branch,  to  a  point  a  little  beyond  the  summit. 
The  point  of  greatest  curvature  is  situated  nearer  the 
summit  than  the  point  of  minimum  velocity. 

In  the  fire  of  mortar  shells  under  great  angles  of  pro- 
jection, and  at  customary  distances,  the  trajectory  may 
be  considered  as  an  arc,  in  which  the  angle  of  fall  is 
slightly  greater  than  the  angle  of  projection.  In  the 
ascending  branch,  the  arc  commences  under  an  angle  of 
^  and  terminates  under  an  angle  of  0 ;  the  ratio  of  the 
length  of  this  arc  to  its  projection,  or  a,  is  calculated 
for  all  arcs  from  5®  to  75**,  and  arranged,  in  groups  of 
fives  in  the  accompanying  table. 

The  value  of  a  is  considered  the  same  in  the  descend- 
ing as  in  the  ascending  branch. 


ARCS. 

a 

ARCS. 

a 

ARCS. 

a 

5* 

1.00127 

30* 

1.05306 

55* 

1.27583 

10 

1.00516 

35 

1.07596 

60 

1.38017 

15 

1.01184 

40 

1.10730 

65 

1.53433 

20 

1.02165 

45 

1.14777 

70 

1.77772 

25 

1.03514 

50 

1 

1.20189 

75 

2.20349 

The  multipliers,  B^  /,  i?,  and  the  divisor,  U^  are  cal- 
culated for  the  values  —  and — -,   and   they   are  em- 

ployed  in  equatiops  (26),    (27),  (28),  (29),  as  in  the 
preceding  class  of  cases. 

1st.  Find  the  mitial  velocity  of  a  mortar  eheHl^  Jcnow- 
vng  the  range  and  angle  of  projection. 

We  know  — ,  and  by  solving  equation  (26)  as  before, 

c 
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we  have, 

r       r  V   tan.^    ^ 

Having  determined  the  value  of  q^  seek  in  table 
(5)  the  value  of  — 'corresponding  to  it  for  — ;  then 

multiply  it  by ,  and  we  have  V. 

a  COS.^ 

Example. — What  iuitial  velocity  is  necessary  to  project  a  lO-iocb 
shell  1,800  feet,  under  an  angle  of  45*? 

For  a   10-inch   shell,   cr^:4677;    for  46%    a  =  1.148;     ^= 

c 


:. 148.1800 


4677 


1.148       /  16.08. 1800    ^,„^^      r>    *k 

0.4418;   q^= ,  A  /  -,  ^^^^     =0.1869.     By  the 

'    y  ^   'y       1.0000  ^ 


aid   of  table   (5)  we  find  -'=0.1490;   and    from    this   we  get 

--      0.1490.1427        ^^^.    ^ 

^—  ^r^rr^-irwTZ^  =262  feet. 
1.148.0.7071 

2d.  To  determine  the  angle  and  velocity  of  faU'^  and 
the  time  of  flight^  knowing  the  initial  velocity  and  range. 
Let  the  projectile  be  the  same  as  in  the  preceding  case. 

n  IT  ilV 

Example,— VfQ  have  —  =0.4418  ;  and  ^  =  0.1490  ;    from  U- 

e  r 

ble  (l)wc  have/  — 1.291  ;  from  table  (2),  i>  =  1.127  ;  and  1^=1.272. 

Substituting  the  proper  values  in  equation  (25)  we  have 

32.17.1800 

(2627677071) 

The  negative  sign  indicates  that  the  angle  of  fall  is  measured  in  an 

opposite  direction  from  the  angle  of  projection.     Making  the  proper 

substitutions  in  equations  (28)  and  (29),  we  have 

1800      ,  ,^^       ,^^e//             262.0.7071  ^^«  •  , 

1.127-10.95''.  v:=-—- — -^-    222  feet 


Tan.  fl=  1.0000-^^^^—,  1.280=  -1.159;  6=  -49-18'. 


262.0.7071  1.272.0.6534 

3d.  To  determine  the  range^  hnowing  the  initial  ve- 
locity and  angle  of  projection. 
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We  have  a,  and  —  ';  make  y=o  in  equation  (26)  ; 
solve  it  with  reference  to  JT,  and  multiply  both  mem- 
bers by  —  ,  and  we  have, 

—  ^= sm.  2(t>=p. 

c  gc 

X  V 

Having  found  the  value  of  — ,  which  for  — -  gives 

p  (table  4) ;  multiply  it  by  — ,  and  we  have  X. 

a 

Example. — Find  the  range  of  a  10-inch  mortar  shell,  the  angle  of 
projection  of  ivhich  is  45%  and  the  initial  velocity  is  262  feet 

Cos.  0—0.7071;    the   sin.  20  —  1.0000;    and  a— 1.148;      — '  — 

1.148.262.0.7071       __  o^*  .    .  1.148.262    ,  ^^^^ 

—- —  0.1490;  p^  — sin.2  0— — —    1.0000  — 

1427  ^c  32.17.4677 

0.5238  from  toble  (4)  ^~— n.4412  ;  X—  ^—}3:^^\19%  feet 

c  1.148 

The  slight  discrepancies  in  these,  as  in  the  preceding 
results,  arise  from  the  neglected  decimals. 

425.  Compaiiioii  of  trae  and  calculated  trateciorlet. 

In  consequence  of  considering  the  inclination  of  the  tra- 
jectoiy  as  constant  in  the  preceding  equations,  the  re- 
sistance of  the  air  is  slightly  underestimated  in  the 
more  inclined  portions  of  the  trajectory,  or  at  the  be- 
ginning and  end,  and  slightly  overestimated  in  the  less 
inclined  portions,  or  about  the  summit.  It  follows  that 
the  calculated  trajectory  will  at  first  rise  above  the  true 
one,  then  pass  below  it,  and  again  pass  above  it ;  the 
calculated  ranges  will  therefore  be  found  slightly  in 
excess. 

426.  Trm^eeiarj  of  oblong  prcjeetile.    From  the  law 
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of  inertia,  a  rifle  projectile  moves  through  the  air  widi 
its  axis  of  rotation  parallel  to  the  axis  of  the  Ixm. 
Hence,  it  follows,  that  an  oblong  projectile,  fired  under 
a  low  angle  of  projection,  presents  a  greater  sur&oe  to- 
ward the  earth,  and  less  parallel  to  it,  than  a  n>iiiid 
projectile  of  the  same  weight ;  consequently  the  Tertical 
component  of  the  resistance  of  the  air  is  greater,  snd 
the  horizontal  component  less,  in  the  first  case  than  m 
the  second.  The  effect  of  this  will  be  to  give  an  oblong 
projectile  a  flatter  trajectory  and  longer  range  than  t 
roimd  one. 


DEVIATION  OF  PROJECTILES. 

427.  Ifatare  and  caniet.  The  path  described  by  tlie 
centre  of  inertia  of  a  projectile,  moving  under  the  influ- 
ence of  gravity  and  the  tangential  resistance  of  the  air, 
is  called  the  normal  trajectory ;  and  it  is  this  trajectory 
which  has  been  the  subject  of  the  preceding  discussions. 
In  practice,  various  causes  are  constantly  at  work  to 
deflect  a  projectile  from  its  normal  path,  and  it  becomes 
necessary  to  study  the  nature  of  these  causes,  and  their 
effects. 

All  deviating  causes  may  be  divideil  into  two  dashes 
— those  which  act  while  the  projectile  is  in  the  bore  of 
the  j)iece,  and  those  which  act  after  the  projectile  has 
left  it.  The  first  class  includes  all  the  causes  which 
affect  the  initial  velocity,  and  give  rotation  to  the  pro- 
jectile ;  the  second  includes  the  action  of  the  air. 

428.  Canten  Mrtatcta  all^ci  Initial  velocity.  The  princi- 
pal causes  which  affect  initial  velocity  are  variations  in 
the  weights  of  the  powder  and  projectile,  the  manner 
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of  loading,  the  temperature  of  the  piece,  and  the  ballot- 
ing of  the  projectile  along  the  bore.  Experiments  made 
by  firing  siege  and  field  projectiles  into  the  ballistic  pen- 
dulum, show  that,  with  care,  the  mean  variation  in  the 
initial  velocity,  in  a  series  of  fires,  does  not  exceed  20  feet. 

A  variation  of  20  feet  in  initial  velocity  only  produ- 
ces a  variation  of  ^  a  foot,  in  the  vertical  height  of  the 
trajector}^  of  a  12-pdr.  ball,  at  a  distance  of  1,000  yards. 

429.  Rotation.  The  principal  cause  of  the  deviation 
of  a  projectile  is  its  rotation  combined  with  the  resist- 
ance of  the  air.  It  is  proposed,  in  the  first  place,  to 
show  how  rotation  may  be  produced,  and,  in  the  sec- 
ond, to  show  how  rotation,  combined  with  the  resist- 
ance of  the  air,  produces  deviation. 

Sy  haUoting.  If  the  projectile  be  spherical  and  ho- 
mogeneous, rotation  is  produced  by  the  bounding  or 
balloting  of  the  ball  in  the  bore,  arising  from  the  wind- 
age. In  this  case  the  axis  of  rotation  is  horizontal,  and 
passes  through  the  centre  of  the  ball;  the  direction 
of  rotation  depends  on  the  side  of  the  projectile  which 
strikes  the  surface  of  the  bore  last ;  if  it  strike  on  the 
upper  side,  the  front  surface  of  the  projectile  will  move 
upward ;  if  on  the  lower  side,  this  surface  will  move 
downward, 

The  velocity  of  rotation  from  this  cause  depends  on 
the  windage,  or  depth  of  the  indentations  in  the  bore, 
the  charge  being  the  same.  It  has  been  found  to  be, 
for  ordinary  windage,  about  30  feet  for  a  24-p(lr.  shell 
fired  %vith  2|  lbs  of  powder. 

By  eccentricity.  If,  from  the  structure  of  the  ball, 
or  from  some  defect  of  manufacture,  the  centre  of  grav- 
ity do  not  coincide  with  the  centre  of  figure,  rotation 
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generally  takes  place  around  the  centre  of  gravity. 
This  arises  from  the  fact  that  the  resultant  of  the 
charge  acts  at  the  centre  of  figure,  while  inertia,  or  re- 
sistance to  motion,  acts  at  the  centre  of  gravity.  The 
axis  of  rotation  passes  through  the  centre  of  gravity, 
and  is  perpendicular  to  a  plane  containing  the  resultant 
of  the  charge  and  the  centres  of  figure  and  gravity.  For 
the  same  charge,  the  velocity  of  rotation  is  proportional 
to  the  lever  arm,  or  perpendicular,  let  fall  fix>m  the  cen- 
tre of  gravity  to  the  resultant  of  the  charge. 

Knowing  the  position  of  the  centre  of  gravity  of  the 
ball  in  the  bore,  it  is  easy  to  foretell  the  direction  and 
velocity  of  rotation.  In  general  terms,  the  fix)nt  sur&ce 
of  the  projectile  moves  toward  the  side  of  the  bore  on 
which  the  centre  of  gravity  is  situated,  and  the  velocity 
of  rotation  is  greatest  when  the  line  joining  the  centres 
of  gravity  and  figure  is  perpendicular  to  the  axis  of 
the  bore. 

The  position  of  the  centre  of  gravity  of  a  projectile 
is  found  l)y  floating  in  a  mercury  bath ;  and  by  an  in- 
strument called  the  eccentrometer.  The  topmost  point 
of  the  surface,  when  the  projectile  has  settled  to  a  state 
of  rest  in  the  bath,  marks  one  point  at  which  the  line 
joining  the  centre  of  gravity  and  figure  pierces  the  sur- 
face ;  the  position  of  the  centre  of  gravity  along  thi« 
line  is  determined  by  the  eccentrometer,  which  is  a  pe- 
culiar kind  of  balance,  w  being  the  weight  of  the 
projectile,  and  x  the  distance  of  its  centre  of  gravity 
from  the  fulcrum  of  the  balance,  and  w'  being  the  weight 
necessary  to  balance  the  projectile,  and  a  its  distance 
from  the  fulcrum,  we  have,  from  the  equality  of  the 
moments— 
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mB'=.v}x.  or  x-= 


The  position  of  the  projectile  on  the  balance  being 
known,  by  placing  the  marked  point  on  the  surface 
nearest  the  fulcrum,  the  position  of  the  centre  of  grav- 
ity becomes  known;  for  if  i  be  the  distance  of  the 
marked  point  from  the  fulcrum,  and  r  the  radius  of  the 
projectile,  x—b  —  r  is  the  distance  between  the  centres 
of  gravity  and  figure. 

430.  Tfce  efliBct  or  rouiUan.  The  efiect  of  rotation  in 
producing  deviation,  may  be  studied  under  three  heads: 
Ist  "When  the  projectile  is  spherical  and  concentric. 
2d.  When  it  is  spherical  and  eccentric;  and  3d.  "When 
it  is  oblong. 

QmeejUric  projectiles.  The  simplest  case  is  that  of  a 
homogeneous  spherical  projectile,  rotating  around  a  ver- 
tical axis  passing  through  the  centre  of  gravity. 

Let  A  B  C  D  represent  the  great  circle  cut  out  of 
the  sphere  perpendicular  to  the  axis  of  rotation,  and 
suppose  rotation  to  take  place 
in  the  direction  A  C  B,  and  the 
motion  of  translation  in  the  di- 
rection A  B ;  it  is  evident  that 
each  point  of  the  circle  moves 
in  the  direction  A  B,  with  a  ve- 
locity which  is  equal  to  the  velocity  of  translation,  plus 
or  minus  the  component  of  its  velocity  of  rotation  in 
the  direction  of  the  axis  A  B,  which  is  equal  to  the 
projection  of  the  arc  over  which  the  point  moves  in  a 
unit  of  time,  on  the  line  A  B.  The  points  Cand  D  ' 
have  the  greatest  velocity  in  the  direction  of  this  line, 
A  B,  and  the  points  A  and  B  the  least.     All  the  points 
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ill  tl)«>  HC'iui-cin-li*  A  C  B  rotate  in  a  fbrwud  ^nam, 
mill  till-  itmiponentK  of  their  velocities  of  louaatm 
lie  ail<litl  to  that  of  translation;  while  the  paaBiii 
wminrfh-  Ji  If  A  move  liack\vard  in  rcrtotiaB,! 
eomiHincntxnf  their  velocities  must  be 
it.  A  IhkIv  moving  in  the  air  drawB  mUk' 
t\u'  \ta.rtiv\vn  which  surround  it^  and  these 
in  motion  tlit;  adjacent  particles,  and  bo 
layer  to  another;  the  number  of  particles  teiif 
and  their  reoc-tion  on  the  surface  of  tbe 
pend  on  the  velocity  of  the  moving'  sur&oe;  Hnr&hi 
been  shown  tliat  the  surfiice  A.  O  £  moves  wiA  i 
greater  velocity  than  the  opposite  side,  the  reaction.! 
pressure  upon  it,  must  be  greater  than  upon  the  line 
and  the  projectile  will  Ite  urged  in  the  direction  CD. 
Let  A  C  B  1>  represent  t! 
great  circle  cut  out  of  an  ecu 
trie  projectile  perpendicolir 
the  axi;»  of  rotation,  and  eontd 
;  the  centre  of  figure  O.  a; 
the  centre  of  gravity  O.  Si 
pose  the  motions  of  rotation  x 
i''p-  >^s-  translation  to  take   place  as 

till'  jinH'ediiii;  case,  it  follows  that  the  some  cause  n 
o]»enite  ill  this,  as  in  the  preceding  case,  to  de\'iate  t 
pmjectile  in  the  direction  C-D;  but  there  is  anotl 
and  mon;  powerful  cause  operating  to  deviate  the  pi 
jectile  ill  the  same  direction,  and  that  is,  the  greal 
pressure  on  the  side  -i  C  B  arising  from  the  great 
surface  otfered  to  the  air  in  consequence  of  the  ecc€ 
tricity. 

Prof.  Magnus"  apparatus.     These  phenomena  may  1 
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Uiily  illoBtrated  hj  the  very  simple  and  ingenioua  ap- 
•^mJMtaa  devise-l    by  I*rof.  Magnus,  of  Berlin.     Let  C 
ti^  140J  repn'st'nt  a  light   brass  cylinder,  delicately 
■.^Tended    in    a    riiii;,  and   made   to   revolve   rapidly 
around    its    vertical    axis,    by 
means  of  a  string,  after  the  man- 
ner of  a  top ;  let  this  ring  he 
suspended  at  the  extremity  of 
a  wooden   lever  £',  which,  in 
turn,  is  suspended  by  a  delicate 
wire  from  the  ceiling,  so  that  it 
tt^y  rotate  freely  in  a  horizontal  direction  ;  let  J*  he  a 
ji^Ktnterpoise,  and  Ji  the  direction  of  a  strong  current 
.5f  air  blowing  upon  the  cylinder  from  a  fan-blower. 
^  ■      It  is  invariably  found,  that  the  axis  of  the  cylinder 
n  :,will  move  in  the  opposite  direction  from  the  side  which 
ia  moving  toward  the  current  of  air  from  the  blower 
(§60  direction  of  the  arrows) ;  but  if  there  be  no  rota- 
'.  tkm  of  the  cylinder,  the  axis  will  remain  stationary. 
Ckmciueiona.    If  a  projectile  be  spherical  and  concen- 
tric, rotation  takes  place  from  contact  with  the  surface 
of  the  bore  around  a  horizontal  axis,  and  the  effect  will 
"be  to  shorten  or  lengthen  the  range,  as  the  motion  of 
the  front  surface  is  downward  or  upward. 

If  the  projectile  be  eccentric,  the  motion  of  the  front 
snrface  is  generally  toward  the  side  on  which  the 
centre  of  gravity  is  situated,  and  the  deviation  takes 
place  in  this  direction. 

The  extent  of  the  deviation  for  the  same  chai^,  de- 
pends on  the  position  of  the  centre  of  gravity;  the 
horizontal  deviation  being  the  greatest  when  the  centres 
of  gravity  and  figure  are  in  a  horizontal  plane,  and  the 
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line  which  joins  them  is  at  right  angles  to  the  axis  (tf 
the  piece ;  the  vertical  deviation  will  be  the  greatest 
when  these  centres  are  in  a  vertical  plane,  and  the  line 
which  joins  them  is  at  right  angles  to  the  axis  of  tlie 
piece.  If  the  axis  of  rotation  coincide  with  the  taog^t 
to  the  trajectory  throughout  the  flight,  all  points  of  the 
surface  have  the  same  velocity  in  the  direction  of  the 
motion  of  translation,  and  there  will  be  no  deviatioiL 
This  explains  why  it  is  that  a  rifle-projectile  movai 
through  the  air  more  accurately  than  a  pro|ectite  fton 
a  smooth-bored  gun. 

In  the  experiments  of  Major  Wade  with  33-pdr.  Md- 
shells,  made  purposely  eccentric,  the  diflTerence  of  the 
extreme  lateral  deviations,  produced  by  placing  the 
centre  of  gravity  first  on  one  side  and  then  on  the  other, 
amounted  to  100  yds.,  or  one-fourth  of  the  entire  range. 

The  experiments  of  Captain  Dahlgren  with  service  32- 
pdr.  halls,  show  the  following  results  when  the  centre 
of  gravity  is  placed  in  different  positions  in  the  verti- 
cal plane  through  the  axis  of  the  bore. 


POSITION    OF   CKNTRB    OF    GRAVITY    IN    VERTICAL    PLANK. 


90'  up. 


90*  down. 


1415  yds. 


1264  vds. 


Inward. 


1329  yds. 


45°  up.  and  in. 


1360  yds. 


In  accurate  firing,  therefore,  it  is  important  to  know 
the  true  position  of  the  centre  of  gravity :  in  ricochet 
firing  over  smooth  water,  the  number  of  grazes  may  be 
increased  or  diminished  by  placing,  in  loading,  the  cen- 
tre of  gravity  above  or  below  the  centre  of  figure. 

The  first  person  to  call  attention  to  the  deviation 
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produced  by  rotation,  was  Robins,  who  illustrated  it  by 
bending  a  mnsket-barrel  to  tbe  right,  and  firing  through 
a  succession  of  paper  screens ;  the  projectile  was  observed 
to  deviate,  first  to  the  right,  in  the  direction  in  which 
the  muzzle  was  pointed,  and  then  to  the  left,  in  the 
opposite  direction  from  the  side  of  the  projectile  which 
rotates  toward  the  front. 

4S1.  Derlallon  of  oklon*  projectllei.  The  cause  of 
the  deviation  of  an  oblong  rifle  pro- 
jectile is  quite  diflFerent  from  one  of 
spherical  form.  An  oblong  projec- 
tile moving  in  (he  air  is  acted  upon 
Hg.  141.  by  two  rotary  forces,  viz. ;  one  which 

gives  it  its  normal  rotary  motion  around  its  axis  of  pro- 
gression, and  another  the  resistance  of  the  air,  which,  in 
consequence  of  the  deflection  of  the  axis  of  progression 
from  the  tangent  to  the  trajectory  by  the  action  of  grav- 
ity, does  not  pass  through  the  centre  of  inertia,  but 
above  or  below  it,  depending  on  the  shape  of  the  pro- 
jectile. From  a  law  of  mechanics,  a  body  thus  circum- 
stanced, will  not  yield  fully  to  either  of  the  forces  that 
thus  act  upon  it,  but  its  apex  will  move  off  with  a 
slow  uniform  motion  to  the  right  or  left  of  the  vertical 
plane,  depending  on  the  relative  direction  of  the  two 
rotary  forces.  If  the  action  of  these  forces  be  contin- 
ued sufficiently  long,  it  will  be  seen  that  the  axis  of  the 
projectile  before  referred  to,  describes  a  cone  around  a 
line  passing  through  the  centre  of  inertia  and  parallel 
to  the  direction  of  the  resistance  of  the  air. 

Owing  to  the  short  duration  of  the  flight  of  an  ordi- 
nary projectile,  it  ia  only  necessary  to  consider  the  first 
part  of  this  conical  motion.    If  the  projectile  rotates  in 
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the  direction  of  the  hands  of  a  watch  to  the  eve  of  tk 

m 

marksman,  and  the  resultant  of  the  resistance  of  the  sr 
pass  above  the  centre  of  inertia,  as  it  does  in  the  Bervice 
bullet  with  a  conoidal  point,  see  fig.  141,  then  the  poiit 
of  the  projectile  will  move  to  the  ri^ht,  which  briogi 
the  left  side  of  the  projectile  obliquely  in  contact  wick 
the  current  of  the  air.  The  effect  of  this  position  wick 
reference  to  the  air,  will  be  to  generate  a  compooieA 
force  that  will  urge  the  projectile  to  the  right  <^  tlie 
plane  of  fire,  as  a  vessel  sailing  on  the  wind  has  a  mo- 
tion to  the  leeward. 

If  the  lK>re  be  grooved  >vith  a  left-handed  twist,  the 
deviation  will  l>e  to  the  left  of  the  plane  of  fire,  as  his 
been  shown  l)y  actual  experiment.  This  peculiar  devi- 
ation was  called  by  the  French  officers  that  first  observed 
it,  "  derivatiOfi'^  or  "  drifts  That  it  is  not  produced  hy 
the  effect  of  the  recoil  on  the  shoulder  of  the  marksman, 
as  some  assert,  is  shown  by  the  fact  that  drift  increases 
more  rapidly  than  the  distance. 

The  following  table  gives  the  drift  at  different  dis- 
tances, for  the  French  rifle,  model  of  1842,  with  a  twist 
of  4.37  feet,  and  a  bullet  with  a  single  groove: 


DiManoosin     jig    328*  437    546'  656    765    874  ,  984  '   1093!   1312    1421 

vunU.  ill. 

I  .  I         I  I  1  • 


^ 


Jjnx  m  loot    .  5    11     j-  9    o  .0    4  .9    7  .6    11.6' 16.1"  2r.O    38'.4'  50.6" 

ana  inches.     .       I         |         >         1  1  I  1 


111  consequence  of  the  reduced  calibre  and  twist,  the 
drift  of  our  present  rifle-musket  projectiles  is  less  than 
the  forejjoinj^.  The  mean  drift  of  40  shots  fired  from 
two  ser\4ce  rifle-muskets,  at  a  distance  of  1,150  yds.,  iu 
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a  perfectly  calm  day,  was  about  18  feet;  not  a  single 
shot  deviated  to  the  left  of  the  point  aimed  at.* 

432.  Efltect  of  wind.  The  deviating  effect  of  wind 
depends  on  its  force,  and  its  direction  with  regard  to 
the  plane  of  fire ;  generally  speaking,  large  and  heavy 
projectiles,  moving  with  high  velocities,  are  deviated 
less  than  those  of  contrary  character.  It  is  difficult  to 
calculate  the  effect  of  the  wind  in  any  particular  case ; 
in  making  allowance  for  it,  therefore,  the  gunner  should 
be  guided  by  experience  and  judgment.  For  the  same 
projectile,  velocity,  and  wind,  the  deviation  varies  nearly 
as  the  square  of  the  range. 

433.  gummary  of  devlatlng^  caniet.  The  following 
sunmiary  may  be  considered  as  embracing  nearly  all  the 
causes  of  deviation  of  cannon  and  small-arm  projectiles. 

1st  From  the  construction  of  the  piece.  These  causes 
are,  wrong  position  of  the  sight ;  bore  not  of  the  true 
size ;  crooked  barrel ;  too  hard  on  the  trigger ;  wind- 
age ;  the  recoil ;  and  spring  of  the  barrel. 

2d.  From  the  charge  of  powder.  Improper  weight; 
form  of  grain  and  variable  quality  of  the  powder ;  in- 
jury from  dampness;  more  or  less  ramming;  sticking 
along  the  bore  from  foulness  and  dampness.        , 

3d.  From  the  projectile.  Not  of  the  exact  size,  shape, 
or  weight ;  disfiguration  in  loading,  or  on  leaving  the 
bore;  eccentricity. 

4th.  From  the  atmosphere^  <&c.  The  effect  of  wind ; 
variations  in  the  temperature,  moisture,  and  density  of 

*  The  subject  of  drift  has  been  flillj  exposed  in  a  learned  analytical  investigation  by 
General  Barnard,  of  the  engineer  oorps,  who  shows  that  it  is  a  particular  case  of  the 
gyroscope.  It  has  also  been  explomed  experimentally  by  Professor  Magnus,  of  Berlin, 
a  copy  of  whose  apparatus  may  be  found  in  the  Museum  of  the  United  States  Mili- 
taiy  Academy. 

28 
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CHAPTER   IX 

LOADING,  POINTING,  AND  DISCHARGING  FIRE- 
ARMS. 

434.  l/oadinf .  In  loading  guns  and  howitzers,  the 
powder  is  carefully  put  up  in  a  cartridge-bag  of  woollen 
doth,  which  is  either  attached  to,  or  carried  separate 
from  the  projectile,  depending  on  the  weight  of  the 
projectile.  In  ramming  a  charge,  only  a  sufficient  force 
should  be  used  to  send  it  home,  as  the  space  which  the 
powder  occupies  affects  the  initial  velocity.  In  loading 
mortars,  the  powder  is  poured  from  the  cartridge-bag 
into  the  chamber,  and  levelled  with  the  hand ;  the  shell 
is  then  carefully  lowered  upon  it  with  the  hooks. 

435.  PrecmaiioBi.  After  a  piece  has  been  discharged 
the  bore  should  be  well  sponged,  to  extinguish  any 
burning  fragments  of  the  cartridge  that  may  remain ; 
and  to  prevent  the  current  of  air  from  fanning  any 
burning  fragments  that  may  coUect  in  the  vent,  it 
should  be  kept  firmly  closed  with  a  thumb-stall  in  the 
operation  of  sponging.  Experience  shows  that  the  use 
of  a  wet  sponge  is  dangerous,  as  it  contributes  to  form^ 
from  the  fragments  of  the  cartridge-bag,  a  substance 
which  retains  fire. 

436.  Use  of  projectiles  not  •aited  to  the  bore.  It  may 
be  sometimes  necessary  to  fire  projectiles  that  are  either 
very  much  smaller  or  larger  than  the  bore. 

If  it  be  desired  to  use  a  gun-shell,  or  solid  shot,  which 
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is  much  smaller  than  the  bore,  it  is  strapped  to  a  stout 
sabot  which  fits  the  bore ;  if  a  mortar-shell,  it  is  placed 
in  the  centre  of  the  bore  by  means  of  wedges,  and  the 
surrounding  space  is  filled  up  with  earth. 

Mortar-shells  are  fired  from  guns  and  howitzers,  by 
digging  a  hole  in  the  ground  about  20  inches  deep,  and 
placing  in  it  two  pieces  of  stout  plank  inclined  at  an 
angle  of  45^,  for  the  support  of  the  breech ;  the  chase 
is  supported  on  a  movable  wedge,  which  rests  on  skids 
firmly  secured  with  platform  stakes;*  the  charge  of 
powder  is  then  inserted  in  the  bore,  and  the  projectile 
is  placed  on  the  muzzle,  and  secured  by  passing  strings 
over  it,  and  tying  their  ends  to  a  rope,  which  encircles 
the  neck  of  the  chase. 

Pieces  fired  in  this  way  should  be  elevated  40*  or 
45^;  thus  situated,  the  fuze  of  the  8-inch  mortar-shell 
takes  fire  from  very  small  charges ;  but  the  10-inch  fuze 
should  be  primed  with  strands  of  quick-match,  which 
are  allowed  to  hang  over  the  sides  of  the  shelL 

POINTING. 

To  point  or  aim  a  fire-arm  is,  to  give  it  such  direction 
and  elevation  that  the  projectile  shall  strike  the  object 
To  do  this  properly,  it  is  necessary  to  understand  the 
relations  which  exist  between  the  line  of  sight,  line  of 
fire,  trajectory,  Ac. 

437.  l>ciiiiition».  The  line  of  sight  is  the  right  line 
containing  the  guiding  points  of  the  sights.  The  sights 
are  two  pieces,  A  and  B^  on  the  upper  surface  of  the 

*  Pieces  that  have  been  disabled  bj  breaking  off  a  trunnion^  maj  be  fired  in 
this  manner. 


DEFINITIONS. 


gou,  the  situation  of  which  with  regard  to  the  axis  of 
the  bore  is  known.  T^ia  front  sight  is  situated  new  the 
muzzle,  or  on  the  right  rimbase,  and  is  generally  fixed ; 
the  rear  sight  is  placed  near  the  breech-sight,  and  is 
movable  in  a  vertical,  and  sometimes  in  a  horizontal  di- 
rection. The  natural  line  of  sight  is  the  line  of  sight' 
nearest  the  axis  of  the  piece ;  the  others  are  called  arti- 
ficial lines  of  sight. 

The  line  of  fire  is  the  axis  of  the  bore  prolonged  in 
the  direction  of  the  muzzle,  or  OD. 

The  emgle  of  fi/re  is  the  angle  included  between  the 
line  of  fire  and  horizon ;  on  accoimt  of  the  balloting 
of  the  projectile,  the  angle  of  fire  is  not  always  equal 
to  the  angle  of  departure,  or  projection.  See  section 
368. 

The  angle  of  sight  is  the  angle  included  between 
the  line  of  sight  and  line  of  fire ;  angles  of  sight  are 
divided  into  natural  and  artificitd  angles  of  sight,  cor- 
responding to  the  natural  and  artificial  lines  of  sight 
which  enclose  them. 

The  pUiTie  of  fi/re  is  the  vertical  plane  containing  the 
line  of  fire. 

The  '^ne  of  sight  is  the  vertical  plane  containing  the 
line  of  sight. 

The  point^>Umk  is  the  point  at  which  the  line  of  sight 
insersects  the  trajectory,  or  P.  Strictly  speaking,  the 
line  of  sight  intersects  the  trajectory  at  two  points,  C 
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and  P ;  but,  in  practice,  the  point  P  is  only  considered. 
The  distance,  B  P^\&  called  the  point-blank  distanca 

The  natural  poirU-blafik  corresponds  to  the  natural 
line  of  sight ;  all  other  point-blanks  are  called  artificial 
poinMariks.  In  speaking  of  the  point-blank  of  a 
piece,  the  natural  line  of  sight  is  supposed  to  be  hori- 
zontaL 

In  the  British  service,  the  point-blank  distance  is  the 
distance  at  which  the  projectile  strikes  the  level  ground 
on  which  the  carriage  stands,  the  axis  of  the  piece  he^ 
ing  horizontal.  It  is  evident  that  this  definition  of 
point-blank  distance  conveys  a  better  idea  of  the  power 
of  the  piece  than  the  former,  which  makes  it  depend  on 
the  form  of  the  piece,  as  well  as  on  the  charge. 

As  the  angle  of  sight  A  C  C  \r  increased,  the  point- 
blank  distance  is  increased ;  as  it  is  diminished,  the  in- 
tersections of  the  line  of  sight  and  trajectory  approach 
each  other  until  they  unite,  when  the  line  of  sight  and 
trajectory  are  tangent  to  each  other ;  beyond  this,  the 
point-blank  is  imaginary. 

As  the  angle  of  fire  increases,  the  force  of  gravity 
acts  more  in  opposition  to  the  force  of  projection,  and 
the  point-blank  distance  is  diminished,  until  at  90^  it 
becomes  zero.  Under  an  angle  of  depression,  the  force 
of  gravity  acts  more  nearly  in  the  direction  of  gravity, 
and  the  point-blank  distance  is  increased,  becoming  in- 
finite when  the  angle  of  depression  is  equal  to  90*  minus 
the  angle  of  sight. 

In  ordinary  firing,  it  is  not  considered  that  the  trajec- 
tory changed  its  position  with  I'eference  to  the  lines  of 
sight  and  fire,  for  angles  of  elevation  and  depression, 
less  than  15**.     In  aiming  at  an  object,  therefore,  the 
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angle  of  devotion  of  which  is  less  than  15^,  aim  as  though 
it  were  in  the  Bame  horizontal  plane  with  the  piece. 

For  the  same  piece,  the  point-blank  distance  in- 
creases with  the  charge  of  powder;  for  the  same 
initial  velocity,  a  large  projectile  has  a  greater  point- 
blank  distance  than  a  small  one ;  a  solid  shot  than  a 
hollow  one ;  an  oblong  projectile  than  a  round  one ;  or, 
in  other  words,  it  varies  with  the  value  of  c,  before  re- 
ferred to. 

Mange  is  the  distance  at  which  a  projectile  first 
strikes  the  ground  on  which  the  carriage  is  situated ; 
extreme  ram^e  is  the  distance  to  the  point  at  which  the 
projectile  is  brought  to  a  state  of  rest. 

438.  Pointiiif  ffanft  and  howitzers.  In  pointing 
guns  and  howitzers  under  ordinary  angles  of  elevation, 
the  piece  is  first  directed  toward  the  object,  and  then 
elevated  to  suit  the  distance.  The  accuracy  of  the  aim 
depends — 1st.  On  the  fact  that  the  object  is  situated  in 
the  plane  of  sight;  2d.  That  the  projectile  moves  in 
the  plane  of  fire,  and  that  the  planes  of  sight  and  fire 
coincide,  or  are  parallel  and  near  to  each  other;  and 
3d.  On  the  accuracy  of  the  elevation. 

The  first  of  these  conditions  depends  on  the  eye  of 
the  gunner,  and  the  accuracy  and  delicacy  of  the  sights ; 
the  errors  under  this  head  are  of  but  little  practical  im- 
portance. 

When  the  trunnions  of  the  piece  are  horizontal,  and 
the  sights  are  properly  placed  on  the  surface  of  the 
piece,  the  planes  of  sight  and  fire  will  coincide;  but 
when  the  axis  of  the  trunnions  is  inclined,  and  the 
natural  line  of  sight  is  oblique  to  the  axis  of  the  bore, 
the  planes  are  neither  parallel  nor  coincident,  and  the 
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aim  will  be  incorrect  If  the  natnral  line  of  sight  be 
made  parallel  to  the  line  of  fire,  by  making  the  height 
of  the  front  sight  equal  to  the  dispart  of  the  piece,  the 
planes  of  sight  and  fire  will  be  parallel,  and  at  a  dis- 
tance from  each  other  equal  to  the  radius  of  the  breecli 
multiplied  by  the  sine  of  the  angle  which  the  azletree 
makes  with  the  horizon.  To  show  this,  let  the  circle 
A  C  B  D  represent  the  section  of  the  breech  of  the 
piece  taken  at  right  angles  to  the  axis, 
and  G  the  projection  of  the  natural 
line  of  sight  upon  this  plane ;  let  A' 
B'  be  the  inclined  petition  of  the 
axletree,  or  trunnions,  C  marks  tbe 
^  revolved  position  of  the  natural  line 
"«■  '"■  of  sight,  and  C  U  the  trace  of  the 

plane  of  sight,  which  is  parallel  to  C  D,  the  trace  of  the 
plane  of  fire.  As  the  lines  of  sight  and  fire  are  paral- 
lel in  their  revolved  position,  the  planes  of  sight  and 
fire  must  also  be  parallel.  The  angle  COC'  =  B0B\ 
therefore  GC'^^  GO  sin.  BOB'.  It  is  easily  seen  that 
mth  this  arrangement  of  the  front  sight,  the  error  of 
pointing  can  never  exceed  the  radius  of  the  breech. 
By  an  inspection  of  the  figure,  it  will  also  be  seen,  that 
in  the  revolved  position  of  the  line  of  sight,  the  eleva- 
tion is  diminished  by  a  small  quantity,  which  is  equal 
to  the  versed  sine  of  the  arc  GG. 

By  referring  to  the  construction  of  the  pendulum 
hausse,  on  page  255,  we  see  that  if  its  centre  of  motion 
coincide  with  the  point  G',  and  the  scale  coincide  with 
the  line  G'  D\  the  error  of  aiming  with  an  artificial 
line  of  sight  is  practically  no  greater  than  with  the 
natural  line  of  sight. 
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K  the  natural  line  of  sight  be  not  parallel  to  the 
axis  of  the  piece,  the  planes  of  sight  and  fire  intersect 
at  a  short  distance  fix)m  the  muzzle ;  hence,  it  follows, 
that  as  the  object  is  situated  in  the  plane  of  sight,  the 
projectile  will  deviate  from  the  object  to  the  side  on 
which  the  lower  wheel  is  situated,  and  at  a  distance 
from  it,  which  is  proportional  to  the  distance  of  the 
object  from  the  piece;  to  correct  for.  this  source  of 
error,  the  line  of  sight  should  be  pointed  to  the  side 
of  the  higher  wheel,  and  at  a  distance  from  the  object, 
which  is  proportional  to  the  distance  of  the  object 
from  the  piece. 

Siege  and  sea-coast  cannon  are  generally  fired  from 
fixed  platforms,  which  renders  the  axis  of  the  trunnions 
horizontal ;  they  are,  therefore,  not  furnished  with  pen- 
dulum sights. 

In  case  the  axis  of  the  trunnions  is  not  horizontal, 
and  the  piece  has  not  a  pendulum  hausse,  the  highest 
points  of  xnetal  at  the  breech  and  muzzle  may  be  de- 
termined by  the  gunner's  level  (see  page  254),  and 
marked  with  chalk;  the  centre  line  of  the  tangent 
scale,  or  breech-sight,  is  placed  on  the  mark  at  the 
breech,  the  slider  is  placed  at  the  proper  elevation,  and 
the  aim  is  taken  along  the  notch  of  the  slider  and  the 
mark  on  the  muzzle.  This  method,  however,  does  not 
give  a  perfectly  accurate  aim. 

In  the  absence  of  a  breech-sight,  the  piece  can  be 
pointed  with  the  natural  line  of  sight  so  as  to  strike 
objects  not  situated  at  point-blank  distance;  if  the 
object  be  within  point-blank  range,  as  at  P"  (fig. 
142),  the  natural  line  of  sight  should  be  depressed  be- 
low the  object  as  much  as  the  trajectory  is  above  it ;  if 
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it  be  beyond  point-blank,  as  at  P'^  the  natural  line  of 
sight  should  be  directed  to  a  pointy  which  is  as  much 
above  the  object,  as  the  point  H\  of  the  trajectory,  is 
below  it 

Owing  to  the  shape  and  size  of  the  reinforce  of  sea- 
coast  cannon,  the  natural  line  of  sight  is  formed  by 
affixing  a  front  sight  to  the  muzzle,  or  to  a  projection 
cast  on  the  piece  between  the  trunnions.  Although 
the  latter  arrangement  does  not  give  quite  so  long  a 
distance  between  the  sights  as  is  desirable,  it  permits 
the  use  of  a  shorter  breech-sight,  and  the  front  sight 
does  not  interfere  with  the  roof  of  the  embrasure,  when 
the  piece  is  fired  imder  high  elevation. 

439.  PolBtliif  HiorUurt  and  uBall-arHu.  In  pointing 
small-arms  and  mortars,  the  piece  is  first  given  the  ele- 
vation, and  then  the  direction  necessary  to  attain  the 
object. 

Pointing  mortars.  Mortars  are  generally  fired  from 
behind  epaulements,  which  screen  the  object  from  the 
eye  of  the  gunner. 

The  elevation  is  first  given  by  a  gunner's  quadrant, 
applied  as  described  on  page  256 ;  and  the  direction  is 
given  by  moving  the  mortar-bed  with  a  handspike,  so  as 
to  bring  the  line  of  sight  into  the  plane  of  sight,  which, 
by  construction,  passes  through  the  object  and  the  cen- 
tre of  the  platform.  The  plane  of  sight  may  be  deter- 
mined in  several  ways;  the  method  prescribed  is  to 
plant  two  stakes,  one  on  the  crest  of  the  epaulement,  and 
the  other  a  little  in  advance  of  the  first,  so  that  the  two 
shall  be  in  a  line  with  the  object,  and  the  gunner  stand- 
ing in  the  middle  of  the  rear-edge  of  the  platform ;  a 
cord  is  attached  to  the  second  stake,  and  held  so  as  to 
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touch  the  first  stake ;  a  third  stake  is  driven  in  a  line 
with  the  cord,  in  rear  of  the  platform,  and  a  plummet 
is  attached  to  this  cord  so  as  to  fall  a  little  in  rear  of 
the  mortar.  It  is  evident  that  the  cord  and  plummet 
determine  the  required  plane  of  sight  into  which  the 
line  of  sight  of  the  mortar  inust  be  brought. 

The  usual  angle  of  fire  of  mortars  is  45**,  which  cor- 
responds nearly  with  the  maximiun  range.  The  advan- 
tages of  the  angle  of  greatest  range  are :  Ist.  Economy 
of  powder ;  2d.  Diminished  recoil,  and  strain  on  the 
piece,  bed,  and  platform ;  3d.  More  uniform  ranges. 

When  the  distance  is  not  great,  and  the  object  is  to 
penetrate  the  roo&  of  magazines,  buildings,  i&c,  the 
force  of  fall  may  be  inciieased  by  firing  imder  an  angle 
of  60**.  The  ranges  obtained  under  an  angle  of  60**  are 
about  one-tenth  less  than  those  obtained  with  an  angle 
of  45^ 

If  the  object  be  to  produce  effect  by  the  bursting  of 
the  projectile,  the  penetration  should  be  diminished  by 
firing  under  an  angle  of  30^ 

When  the  object  is  not  on  a  level  with  the  piece,  the 
angle  of  greatest  range  is  considered  in  practice  to  be 
45**+3^(?,  or  45—^0,  d  being  the  angle  of  elevation  or 
depression  of  the  object.  Thus  to  attain  a  magazine, 
for  instance,  situated  on  a  hill,  for  which  e=15%  the 
angle  of  greatest  range  is  52y**  instead  of  45**. 

The  angle  of  fire  being  fixed  at  45**  for  objects  on  the 
same  level  with  the  piece,  the  range  is  varied  by  vary- 
ing the  charge  of  powder.  The  practical  rule  is  founded 
on  the  knowledge  of  the  amount  of  powder  necessary 
to  diminish  or  increase  the  range  10  yards.  For  the 
French  8  and  10  inch   siege-mortars,  this  amount  is 
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about  60  grains  for  the  former,  and  125  grains  for  the 
latter. 

A  practical  rule  for  finding  the  time  of  flight  by 
which  the  length  of  the  fuze  is  r^ulated,  is  to  take  tk 
square  root  of  the  range  in  feet,  and  divide  it  by  four; 
the  quotient  is  the  approximate  time  in  seconda 

Stone-mortars  are  pointed  in  the  same  manner  as 
common  mortars :  the  angle  of  fire  for  stones  is  fitan 
60"*  to  75**,  in  order  that  they  may  have  great  force  in 
falling;  the  angle  for  grenades  is  about  33*",  in  order 
that  their  bursting  effect  may  not  be  destroyed  by  their 
penetration  into  the  eartL 

440.  Bfifiit-firiBff.  Cannon  are  pointed  at  night  by 
means  of  certain  marks,  or  measurements,  on  the  car- 
riage and  platform,  which  are  accurately  determined 
during  the  day. 

In  the  case  of  guns  and  howitzers,  the  elevation 
may  be  determined  by  marking  the  elevating  screw 
where  it  enters  the  nut,  or  by  measuring  the  distance 
between  the  head  of  the  screw  and  stock.  In  the 
case  of  mortars,  the  position  of  the  quoin  may  be 
determined  by  marking,  or  by  nailing  a  cleat  on  the 
bolster. 

The  direction  of  a  carriage  or  mortar-bed  is  deter- 
mined by  nailing  strips  of  boai'ds  along  the  platform, 
as  guides  to  the  trail  and  wheels ;  to  prevent  the  strips 
from  being  injured  by  the  recoil,  they  should  be  nailed 
at  a  certain  distance  from  the  carriage,  or  bed,  and  the 
space  filled  up  vnih  a  stick  of  proper  width,  which 
should  be  removed  before  firing.  The  chassis  of  a  sea- 
coast  carriage  can  be  secured  in  a  particular  direction 
by  firmly  chocking  the  traverse  wheels* 
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440.  Pointing  small-amif.  The  rear-sights  of  small- 
arms  are  graduated  with  elevation  marks  for  certain 
distances,  generally  every  hundred  yards;  in  aiming 
with  these,  as  with  all  other  arms,  it  is  first  necessary  to 
know  the  distance  of  the  object.  This  being  known, 
and  the  slider  being  placed  opposite  the  mark  corre- 
sponding to  this  distance,  the  bottom  of  the  rear-sight 
notch,  and  the  top  of  the  front  sight,  are  brought  into  a 
line  joining  the  object  and  the  eye  of  the  marksman. 
The  term  coarse-aight  is  used  when  a  considerable  por- 
tion of  the  front-sight  is  seen  above  the  bottom  of  the 
rear-sight  notch;  and  the  term  fine-sight^  when  but  a 
small  portion  of  it  is  seen.  The  graduation  marks  being 
determined  for  a  fine-sight,  the  effect  of  a  coarse-sight  is 
to  increase  the  true  range  of  the  projectile. 

441.  Graduation  of  rear-sifhU.  If  the  form  of  the 
trajectory  be  known,  the  rear-sight  of  a  fire-arm  can  be 
graduated  by  calculation;  the  more  accurate  and  reli- 
able method,  however,  is  by  trial.  Suppose  it  be  re- 
quired to  mark  the  graduation  for  100  yards;  the  slider 
is  placed  as  near  the  position  of  the  required  mark  as 
the  judgment  of  the  experimenter  may  indicate ;  and, 
with  this  elevation,  the  piece  is  carefully  aimed,  and 
fired,  say  ten  times,  at  a  target  placed  on  level  ground, 
at  a  distance  of  100  yards.  If  the  assumed  position  of 
the  slider  be  correct,  the  centre  of  impact  of  the  ten 
shot-holes  will  coincide  with  the  point  aimed  at ;  if  it 
be  incorrect,  or  the  centre  of  impact  be  found  below 
the  point  aimed  at,  then  the  position  of  the  slider  is  too 
low  on  the  scale.  Let  P  be  the  point  aimed  at,  and  P' 
the  centre  of  impact  of  the  cluster  of  shot-holes ;  we 
have,  from  close  similarity  of  the. triangles,  A'F:  FP:: 
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Fig.  144. 

A' A'':  PP, from  which  we  can  detemime  AA\^ 
quantity  that  must  be  added  to  AA%  to  gire  the  or 
rect  position  of  the  graduation  mark  for  100  yards.  If 
the  centre  of  impact  had  been  above  P,  the  trial  mill 
would  liave  been  too  high.  Lay  off  the  distance  AA" 
alx>ve  A'\  on  the  scale^  and  we  obtain  an  approximite 
graduation  for  200  yards,  which  should  be  corrected  in 
the  same  way  as  the  preceding,  and  so  on.  The  dis- 
tance PP'  is  found  by  taking  the  algebraic  sum  of  tbc 
distances  of  all  the  shots  frx>m  the  point  P,  and  dividing 
it  by  the  number  of  shots.  It  will  be  readily  seen  that 
an  approximate  form  of  the  trajectory  may  be  obtained 
by  drawing  a  series  of  lines  through  the  different  grsd- 
uation  marks  of  tlie  rear-sight,  and  the  top  of  the  front- 
sight,  and  laying  off  from  the  ftK)nt-8ight,  on  each  line, 
the  corres|x>n(ling  range.  Tlie  points  thus  determined 
are  sitiiate<l  in  the  required  trajectory. 

442.  Distance  of  object*  Various  instruments  have 
been  devised  to  determine  the  distances  of  objects,  based 
on  the  measurement  of  the  visual  angles  subtended  by 
a  f<K)t  or  cavalry  soldier,  of  mean  height,  at  different 
distances ;  but  these  instruments  are  considered  of  little 
practical  value,  especially  in  the  excitement  of  action. 
Every  officer  and  soldier  should  be  taught  to  estimate 
distances  by  the  eye,  and  in  so  doing  much  assistance  is 
derived  from  knowing  what  parts  of  a  soldier's  dress,  (ff 
equipments,  are  visible  at  certain  distances.  These  data 
vary  Avith  the  power  of  the  eye,  and  feach  soldier  should 
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e  required,  by  compariBon  and  reflection,  to  create  a 
^andard  for  his  own. 

In  firing  cannon,  the  point  at  which  the  projectile 
^rikes  the  ground  or  bursts,  can  generally  be  observed, 
nd  fix)m  it,  the  error  of  aim  can  be  corrected  in  a  few 
res ;  this,  however,  does  not  hold  true  for  small-arm 
rojectiles,  which  are  seldom  seen  to  strike  the  ground, 
nless  the  soil  be  dusty. 

In  the  defence  of  sea-coast  batteries,  the  distances  of 
bjects  may  be  determined  by  their  proximity  to  known 
bjects,  as  fixed  buoys,  or  by  their  bearing  with  refer- 
ice  to  prominent  landmarks.  Plane-tables  may  be 
[so  used  to  determine  the  distances  of  objects. 

The  degree  of  accuracy  with  which  the  distance  of 
1  object  should  be  known,  depends  somewhat  on  the 
ze  of  the  object  and  the  inclination  of  the  trajectory  to 
le  line  of  sight ;  if  the  object  be  large  and  the  trajec- 
ay  vary  but  slightly  from  the  line  of  sight,  it  is  not 
3cessary  to  know  the  exact  distance,  provided  the  aim 
3  accurately  taken. 


TABLES  OP  FTRR 

443.  Pmrpoie.  The  nature  and  purpose  of  a  table 
■  fire  should  be  explained  in  connection  with  the  sub- 
ct  of  pointing  cannon.  A  properly  constructed  table 
*  fire,  for  a  particular  piece,  contains  the  range  and 
me  of  flight  for  each  elevation,  charge  of  powder,  and 
ind  of  projectile.     Its  purpose  is  to  assist  the  artillerist 

attaining  his  object  without  waste  of  time  and  am- 
unition,  and  also  when  the  effect  of  shot  cannot  be 
en  on  account  of  the  dust  and  smoke  of  the  battle- 
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field.  The  first  few  shots  generally  produce  a  great 
effect  on  the  enemy,  and  it  is  very  important  that  they 
should  be  directed  with  some  knowledge  of  their  resnlta^ 
which,  in  the  field,  can  only  be  attained  by  experience, 
or  from  the  data  afforded  by  a  table  of  fire. 

The  following  is  the  form  of  a  table  of  fire  for  guns 
and  howitzers : 


KIITD  OF 
ORDNANCB. 

POWDBR. 

PBOJBCTILB. 

BLBVATIOK. 

BANOB. 

Yards. 

TDfl- 

Lbs. 

Lbs. 

•        ' 

Sec'd&, 

H 

29,  (solid.) 

6*  0' 

7*  0' 

2099 
2894 

7.5 
9.1 

10*  0' 

8700 

11.6 

Armstrong  gun, 
4-inch  bore. 

12*  0' 
16*  0' 

4196 
4776 

14.2 
17.1 

2(r  0' 

6070 

21.4 

26*  0' 

6580 

26. 

8(.*  0' 

7555 

31. 

36»  0' 

9000 

The  ranges  in  the  foregoing  table  were  determined 
at  West  Point,  in  1860,  and  are  the  mean  of  five  shots 
for  each  angle  of  elevation.  The  ranges  obtained  with 
the  best  American  muzzle-loading  rifle-cannon  compare 
favorably  with  these. 

Tables  of  fire,  for  the  different  service  cannon,  may 
be  found  in  the  Ordnance  and  Artillery  Manuals,  and 
the  XIII.  chapter  of  this  work. 


RAPIDITY  OF  :FniR 

444.  Depends  o«  size  ofpiece,  Ac.  The  rapidity  with 
which  cannon  can  be  loaded  and  discharged  depends 
on  the  size  of  the  piece,  the  construction  of  the  carriage^ 
and  the  care  required  in  aiming. 
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Fiddrccmnon.  Field-cannon  can  be  discharged  with 
careful  aim,  about  twice  per  minute ;  in  case  of  emer- 
gency, when  closely  pressed  by  the  enemy,  canister-shot 
may  be  discharged  four  times  per  minute.  The  12-pdr. 
boat-howitzer  of  the  navy,  with  experienced  gunners, 
can  be  discharged  at  the  rate  of  sixteen  times  per  minute. 

Siege-cannon.  Siege-guns  are  generally  discharged 
about  twelve  times  per  hour ;  if  necessary,  they  can  be 
discharged  as  rapidly  as  twenty  times  per  hour.  Iron 
cannon  can  be  fired  more  rapidly  than  bronze,  as  the 
latter  metal  is  softened  by  the  heat,  and  the  piece  is 
liable  to  b^nd.  Siege-mortars  can  be  conveniently  fired 
twelve  times  per  hour,  and  more  rapidly  than  this  if 
the  object  be  large,  "as  a  city.  Siege-howitzers  can  be 
fired  about  eight  times  in  an  hour. 

Seorcoast  ccmnon.  The  fire  of  a  sea-coast  cannon  de- 
pends much  on  the  ease  with  which  its  carriage  can  be 
manceuvred.  The  heaviest,  or  15-in.  gun,  mounted  on 
the  new  iron  carriage,  can  be  loaded  and  fired  in  1'  10"; 
the  time  required  in  aiming  depends  on  the  angle 
through  which  the  chassis  is  to  be  traversed,  and  piece 
elevated,  or  depressed ;  it  can  be  traversed  through  an 
angle  of  90*»  in  2'  20". 

SrnaUrarme.  Muzzle-loading  small-arms  can  be  dis- 
charged two  or  three  times  in  a  minute,  and  breech-load- 
ing arms  about  ten  times;  the  revolver  can  be  dis- 
charged much  more  rapidly  for  six  shots. 

This  quality  of  a  military  fire-arm  should  be  carefully 
guarded,  as  it  is  found  that  soldiers  are  prone  to  dis- 
charge their  pieces  in  the  excitement  of  battle  without 
taking  proper  aim,  and   consequently  to  waste  their 

ammunition. 
29 
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CHAPTER  X. 

DIFFERENT  KINDS  OF  FIRES. 

445.  ciaMtiicatioM.  Artillery  fires  are  difltmginslied 
by  the  manner  in  whieh  the  projectile  strikes  the  ob- 
ject— as  direct^  ricochet^  rolling^  and  plunging  fires ;  by 
the  nature  of  the  projectile,  as  solid  shot^  shMj  shrapnd^ 
grape^  and  canister  fires;  and  by  the  angle  of  ele- 
vation, as  horizontal  Jire^  or  the  fire  of  guns  and  how- 
itzers under  low  angles  of  elevation,  and  vertical  fires, 
or  the  fire  of  mortars,  under  high  angles  of  elevation. 

446.  Direct  Are.  A  fire  is  said  to  be  direct  when 
the  projectile  hits  its  object  before  striking  any  inter- 
mediate object,  as  the  surface  of  the  ground,  or  water. 
This  species  of  fire  is  employed  where  great  penetration 
is  required,  as  the  force  of  the  projectile  is  not  dimin- 
ished by  previous  impact ;  it  is  necessarily  employed 
for  spherical-case  shot,  and  for  rifle-cannon  projectiles, 
which,  from  their  form,  are  liable  to  be  deflected,  by 
previously  striking  a  resisting  substance ;  it  is  also  used 

^for  all  field-cannon  projectiles,  when  the  nature  of  the 
ground  does  not  insure  a  regular  rebound. 

To  point  apiece  in  direct  jire^  bring  the  Une  of  eight 
to  bear  vpon  t?ie  object^  and  then  devote  the  piece  accordr 
ing  to  the  distance. 

447.  Ricochet  iire«  When  a  projectile  strikes  the 
ground,  or  water,  under  a  small  angle  of  fall,  it  pene* 
trates  obliquely  to  a  certain  distance,  and  is  then  re- 
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fleeted  at  an  angle  greater  than  the  angle  of  fall ;  the 
reason  for  this  is,  that  the  projectile,  in  forming  the 

fiirrow,  loses  a  portion  of  its 
velocity,   making  the  distance 
from  A  (fig.  145),  the  point  at 
Fig.  145.  which  it  enters  the  ground,  to 

Cj  or  the  vertical  drawn  through  the  deepest  point, 
greater  than  the  distance  from  Cto  Dj  the  point  where 
it  leaves  the  ground. 

As  this  recurs  every  time  the  projectile  strikes  the 
ground,  it  follows  that  the  trajectory  is  made  up  of  a 
series  of  rebounds,  or  rtoocheiSj  each  one  shorter  and 
more  curved  than  the  preceding  one. 

The  number,  shape,  and  extent  of  the  ricochets,  de- 
pend on  the  nature  of  the  surface  struck,  the  initial 
velocity,  shape,  size,  and  density  of  the  projectile,  and 
on  the  angle  of  fall. 

A  spherical  projectile  ricochets  well  on  smooth  water, 
when  the  angle  of  fall  is  less  than  8®,  but  if  the  surface 
of  the  water  be  rough,  very  little  dependence  can  be 
placed  on  the  extent  of  the  ricochet.  Captain  Dahlgren 
cites  a  case  as  coming  under  his  observation  where  the 
distance  between  the  fii'st  and  second  rebound  was  in- 
creased from  400  to  800  yards  by  a  strong  wind ;  at 
the  same  time,  the  height  of  the  highest  point  of  the 
curve  was  increased  from  a  very  small  distance  above 
the  water,  to  more  than  50  feet,  which  would  have  ren- 
dered it  ineffective  against  the  hull  of  a  ship.  From 
the  same  causes  the  lateral  deviations  in  ricochet  fire 
will  be  very  considerable,  amounting,  in  some  cases,  to 
between  1 00  and  200  yards  in  the  entire  range. 

In  general,  those  projectiles  which  present  a  uniform 


4&2  DiFFKBXirT  Kinss  OF  rmiB. 

Borface,  and  have  the  least  penetrating  power,  are  moit 
suitable  for  ricochet  firing ;  hence,  lai^  shells  fired  with 
small  charges  are  more  suitable  than  solid  shot,  and 
round  projectiles  more  suitable  than  those  of  an  oblong 
form.  The  distance  at  which  the  larger  siae  tdiells  will 
ricochet  on  water  is  about  3,000  yards,  the  axis  of  tlie 
piece  being  horizontal  and  near  the  water. 

Wlt^re  used,  dec.    Ricochet  fire  is  employed  in  m^ 
operations  to  attain  the  &ce  of  a  work  in  flank,  or  in 


reverse  (see  fig.  146),  and  on  the  field,  or  on  water, 
when  the  object  is  large  and  its  distance  is  not  accn- 
rately  known. 

The  character  of  ricochet  fire  is  determined  by  tbe 
angle  of  fall,  or  the  angle  included  between  the  tan- 
gent of  the  trajectory  and  horizon  at  the  point  of  fall- 
Then^  are  two  kinds  of  ricochet  fire — the  jlattened,  in 
which  the  angle  of  fall  ia  between  2°  and  4° ;  and  the 
curvated,  in  which  the  angle  of  fall  ia  between  6* 
and  15°. 

The  principal  pieces  employed  in  ricochet  fire  in 
siege  operations  are  the  8-inch  howitzer,  and  the  8  and 
10-incli  common  mortan^;  the  first  two  may  be  used 
when  the  angle  of  fall  is  less  than  10°,  and  the  lO-inch 
mortar  when  the  angle  of  fall  is  less  than  15* — ^the 
proper  elevation  being  given  to  the  mortar  by  raiang 
the  rear  portion  of  the  l)ed.    With  these  pieces,  the 
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limit  of  ricochet  is  aboat  600  yards.  Solid  shot  should 
not  be  used  in  ricochet  fire  for  any  distance  less  than 
200  yards,  as  it  would  then  be  necessary  to  diminish 
its  velocity  so  much  as  to  destroy  its  percussive  effect. 
In  ricochet  firing  against  troops  in  the  open  field,  the 
angle  of  fall  should  not  exceed  3°. 

448.  PrmcUcml  mlcs  for  ricochet  Ore.  In  enfilading 
the  face  of  a  work,  the  form  of  the  trajectory  and  point 
of  fall  should  be  such  that  the  projectile  will  strike  the 
surface  of  the  terreplein  the  greatest  number  of  times; 
the  object  being  to  destroy  the  men,  carriages,  and 
traTersea  situated  upon  it  To  do  this,  the  projectile 
should  be  made  to  graze  the  crest  of  the  adjacent 
parapet,  and  strike  the  terreplein  as  near  the  foot  of 
the  interior  slope  as  possible ;  the  distance  of  the  crest, 
and  its  height  above  the  terreplein  and  battery,  should 
therefore  be  known. 

The  fonnulas  in  chapter  VIIL  furnish  accurate  means 
for  calculating  the  various  elements  of  ricochet  fire,  but 
they  are  too  complicated  for  use  in  the  field ;  it  is  there- 
fore proposed  to  deduce  simple  and  practical  rules  for 
this  purpose. 

Iflt  To  find  the  angle  of  arrived.     The  angle  of  arri- 
val is  the  angle  which  the  tangent  to  the  trajectory  at 
the  crest  of  the  parapet  makes  with  the  horizon.     Let 
A  be  the  crest,  and  H  the 
point   of    fall  (fig.  147); 
the  distance  A  B  being 
short,  the  portion  of  the 
trajectory     included     be- 
^'      '  tween    these    two   points 

may  be  considered  a  right  line,  and  the  angle  of  faU 
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and  arrival  will  be  equal     Calling  a  the  angle  of  M, 

and  erecting  the  perpendicular  B  C^vre  have, 

BC 
tan.a=^ 

or,  the  tangent  of  the  angle  of  arrival  ia  equal  to  the  ver- 
tical distance  of  the  paint  of  faU  heU/iD  the  create  divided 
hy  the  horizontal  distance. 

Within  the  limits  of  ricochet  fire,  the  angles  may  be 
supposed  proportional  to  their  tangents;  calling  the 
tangent  of  6**  (which  is  0.1051)  0.1,  we  have  the  follow- 
ing proportion : 

a:  6^::  ^:0.1, 
AC 

or, 

a=60*>^, 
AC 

or,  the  angle  of  arrival  is  equal  to  60^  multiplied  by  the 
ratio  of  the  horizontal  and  vertical  distances  of  the  point 
of  fall  from  the  crest  of  the  parapet. 

This  rule  gives  the  angle  of  arrival  without  the  aid 
of  a  table  of  natural  tangents. 

2d.  To  find  tlie  anqle  of  fire.  The  distance  of  the 
parapet  is  always  known,  and  the  angle  of  elevation  of 
the  crest  can  be  determined  by  sighting  along  the  long 
branch  of  a  gunner's  quadrant,  and  observing  the  posi- 
tion of  the  plummet  on  the  arc. 

In  consequence  of  the  nearness  of  the  object,  and  the 
large  size  and  low  initial  velocity  of  the  projectile,  the 
resistance  of  the  air  in  this  species  of  ricochet  fire  may 
be  neglected,  which  makes  the  trajectory  a  parabola.  In 
this  case  the  angle  of  fall  is  equal  to  the  angle  of  fire, 
when  the  object  is  situated  in  the  same  horizontal  plane 
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with  the  piece ;  if  it  be  not  in  the  same  horizontal  plane, 
let  -5  ^  ^  (fig.  148),  which  is  the  angle  of  elevation 
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of  the  crest,  be  represented  by  e.  As  the  angle  e  is 
very  small,  we  are  at  liberty  to  suppose  CA  B=A  B  C. 
Throagh  the  point  B  draw  the  horizontal  line  B  D,  the 
angle  C  B  D  \a  equal  to  the  angle  of  arrival  a ;  the 
lines^Z>and^  J/'beingparallel,  the  angled  j9J9=ti; 
therefore  C-4  ^  =  6'-B  ^=a+«,but  the  angle(7^  Jf 
■=0  A  B-\-e^a-\-2e:  or,  the  angle  of  fire  is  equal  to  the 
angle  of  arrival  increased  by  twice  the  angle  of  elevation 
of  the  crest  of  the  parapet. 

From  the  erroneous  suppositions  made  in  the  course 
of  the  preceding  demonstrations,  it  will  be  seen  that 
the  roles  deduced  should  give  too  great  an  angle  of  fire. 
In  practice,  this  angle  shoold  be  somewhat  greater  than 
the  true  angle,  in  consequence  of  the  deviations,  which 
render  the  projectile  liable  to  strike  against  the  parapet, 
and,  of  course,  destroy  its  effect. 

3d.  To  find  ths  charge.  When  a  projectile  moves  in 
vacuo,  we  have  seen  that  the  distance  which  it  falls 
below  the  line  of  fire,  in  the  time  ^,  is  ^  gt" ;  and  for  a 
given  distance,  t  is  inversely  proportional  to  the  initial 
velocity  V,'  hence  the  distances  which  the  same  pro- 
jectile, fired  with  different  velocities,  would  fall  below 
the  line  of  fire,  in  the  distance  A  C  (fig.  149),  will  be 
wverady  proportioned  to  the  squares  of  the  initial  veloci- 
ties. 
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The  factor,  — y-—  is  a  constant  nnmber  for  each  cali- 
bre. This  number  may  be  considered  as  the  chaige 
corresponding  to  the  distance  of  1  yard,  and  to  a  differ- 
ence of  1"*  between  the  angle  of  fire  and  of  elevation  of 
the  object. 

For  the  French  8-inch  siege  howitzer,  the  valne  of 
this  factor  has  been  found  by  careful  experiment  to  be 
0.31  oz.  Making  an  allowance  for  difference  of  weight 
of  projectile  and  unit  of  distance,  it  becomes  0.28  oz. 
for  the  American  8-inch  siege  howitzer. 

Example. — Find  the  angle  of  arriyal,  angle  of  fire,  and  charge  of 
powder,  necessary  to  hit,  with  an  8-inch  howitzer  shell,  a  point  on  a 
terreplein,  12  yards  behind  a  traverse  which  is  2.5  yards  hi^  and  350 
yards  from  the  battery — the  angle  of  elevation  of  the  crest  being  \% 
and  the  command  6  yards. 

For  the  angle  of  arrival  we  have 

^    BC    60*x2.5 

^^^•j:ff=-T2 — ^^^^^' 

For  the  angle  of  fire  we  have 

0— a  +  2f— 12*  30 +  2*— 14"  30'. 
For  the  charge  we  have 

D  860. 

C7— -sO.28  oz.=—— 0.28— 7.25  ox. 
Jii  lo.o 

449.  Roiiinir  lire.  Rolling  fire  is  a  particular  case  of 
ricochet  fire,  produced  by  placing  the  axis  of  the  piece 
parallel,  or  nearly  so,  with  the  ground.  It  is  generally 
used  in  field  service.  When  the  ground  is  fiEivorable  for 
ricochet,  the  projectile,  in  rolling  fire,  has  a  very  long 
range,  and  never  passes  at  a  greater  distance  above  the 
ground  than  the  muzzle  of  the  piece;  it  is  therefore 
more  effective  than  direct  fire,  as  may  be  seen  by  ib- 
specting  fig.  150. 
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FSg.  160. 

To  point  a  piece  in  rolling  fire,  direct  it  at  the  object^ 
cmd  depress  the  ruitural  line  of  sight  so  a^  to  pierce  the 
surface  of  the  ground  about  80  yards  in  front  of  the 
muzde;  if  the  piece  be  sighted  for  the  pendulum 
hausse,  aim  directly  at  the  object  with  the  lowest  line  of 
eighty  or  with  the  slider  fUced  at  the  zero  point  of  the 
scale. 

450.  Pimirinv  Are-  A  fire  is  said  to  be  plunging  when 
the  object  is  situated  below  the  piece.  This  fire  is  par- 
ticularly effective  against  the  decks  of  vessels. 

451.  Efltoct  of  lire  In  general.  Before  proceeding  to 
describe  the  fires  of  different  kinds  of  projectiles,  it  may 
be  proper  to  explain  what  is  meant  by  accuracy  of  fire, 
and  to  determine  a  suitable  measure  for  it.  It  has  been 
seen  that  there  are  causes  constantly  at  work  to  deviate 
nearly  every  projectile  from  its  true  path.  As  the  effect 
of  these  deviating  forces  cannot  be  accurately  foretold, 
there  is  only  a  probability  that  the  projectile  will  strike 
the  object  against  which  the  piece  is  pointed.  The  de- 
gree of  probability  is  called  accuracy  of  fire. 

For  all  projectiles  of  the  same  nature,  the  chance  of 
hitting  an  object  increases  with  the  velocity  and  weight 
of  the  projectile,  whereby  the  effects  of  the  deviating 
forces  are  diminished ;  it  also  increases  as  the  size  of  the 
object  is  equal  to,  or  greater  than,  the  mean  deviations, 
and  as  the  trajectory  more  nearly  coincides  with  the  line 
of  sight.  If  the  size  of  the  object  be  greater  than  the 
extreme  deviation,  and  the  trajectory  coincide  with  the 
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line  of  sight,  the  projectile  will  be  oerUm  to  Ut  tk 
o}>ject  at  all  distances. 

4r>2.  Mcttrare  of  ^eristtoB.  For  the  same  trajectay, 
therefore,  the  mean  deviation  of  a  projectile  at  a  givoi 
distance  may  be  taken  as  an  indirect  measure  of  its  jk* 
curacv  at  this  distance. 

To  ol>tain  this  mean  deviation,  let  the  piece  be 
pointe<l  at  the  centre  of  a  target,  stationed  at  the  R* 
quired  distance,  and  fired  a  certain  number  of  time»- 
say  ten — and  let  the  positions  of  the  shot-holes,  hmm* 
ured  in  vertical  and  horizontal  directions,  be  arranged 
in  the  following  tabular  form : 


e 


Sr« 


I>l«Uiicet  from  r^ntrf  of  tarirt,  Ib  feet 

VrrtlnO.  IlttriumtaL 
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4.66       4.66    i     8.33       3  33 


4-^-3:1.33       4-^3  =  1.33    9.32 -*- 3  =  3.1 116.66 -«- 3  =  2.2i 


L'- 


The  alge])raic  sum  of  the  distances  in  each  direction, 
divided  by  the  number  of  shots,  gives  the  position  of 
the  centre  of  impact  in  this  direction.  In  the  above 
table  the  ]>osition  of  the  centre  of  impact  is  found  to  be 
1.33  ft.  below,  and  1.33  ft.  to  the  right,  of  the  centre 
of  the  target.  To  obtain  the  mean  deviation,  it  is 
necessar}'  to  refer  each  shot-hole  to  the  centre  of  impact 
as  a  new  origin  of  co-ordinates;  and  this  is  done  by 
subtracting  the  tabular  distance  from  the  distance  of 
the  centre  of  impact,  if  both  be  on  the  same  side  of  the 
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centre  of  the  target,  and  adding  them,  if  on  different 
Bides.  The  sum  of  all  the  distances  thus  obtained  in 
one  direction,  divided  by  the  number  of  shots,  gives 
the  mean  deviation  in  that  direction ;  which  in  the 
present  case  is  3.11  ft.  vertically,  and  2.22  horizontally. 
The  foregoing  affords  a  measure  for  the  accuracy  of 
fire  of  the  piece  and  projectile,  but  it  does  not  afford  a 
measure  for  marksmanship,  the  object  of  which  is  to  di- 
rect  a  projectile  so  as  to  strike  a  given  point  or  surface. 
In  target-practice  with  sporting  rifles,  the  string^  or  simi 
of  the  distances  of  a  certain  number  of  shots,  from  the 
point  aimed  at,  is  taken  as  the  measure  of  accuracy. 
la  military  anis,  marksmanship  is  measui^d  by  the 
greatest  number  of  projectiles  out  of  a  certain  number, 
placed  in  a  target  of  given  size,  or  placed  within  a 
given  space  surrounding  the  centre  of  the  target. 

453.  Taryeto.  Targets  for  heavy  cannon  are  made 
of  cotton  cloth  (or  light  boards)  stretched  over  two 
upright  poles  firmly  secured  in  the  ground.  The  size 
varies  with  the  distance :  for  1,000  yards  and  upward, 
it  should  be  about  20  feet  high  and  40  feet  long. 
Targets  for  the  field  service  are  made  of  the  same 
materials,  about  8  feet  high,  and  from  30  to  40  feet 
long.  Targets  for  small  arms,  if  permanent,  ai'e  made 
of  cast-iron ;  if  portable,  of  a  wrought-iron  frame  cov- 
ered with  cotton  clotL  For  distances  less  than  200 
yards,  they  should  be  6  feet  high  and  22  inches  broad; 
beyond  this  distance,  the  breadth  of  a  target  may  be 
increased  by  placing  two  or  more  of  these  targets  side 
by  side. 

454.  i^Tiationt.  The  vertical  deviation  of  a  pro- 
jectile is  generally  greater  than  its  corresponding  hori- 
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zontal  deviatioDy  and  this  difference  increases  with  the 
range.  As  objects  against  which  military  projectiles 
are  directed,  present  a  greater  extent  of  swr&ux  in  a 
horizontal  than  in  a  vertical  direction,  it  becomes  ne- 
cessary to  exercise  great  care  in  the  selection  of  the 
proper  angle  of  fire.  If  the  ground  or  water  in  front 
of  the  object  be  favorable  to  ricochet,  the  difficulty 
will  be  diminished  by  aiming  so  that  the  projectile 
will  strike  the  object  after  one  or  more  rebounds. 

455.  Soiid-fthot  flriBf  •  Solid  shot  are  generally  used 
for  percussion  and  penetration,  and,  when  heated  to  a 
red  heat,  for  the  purpose  of  setting  fire  to  wooden 
vessels  or  buildings.  From  their  great  strength,  they 
can  be  fired  with  a  large  charge  of  powder,  which 
gives  them  great  initial  velocity,  and  having  great 
density,  which  diminishes  the  effect  of  the  resistance 
of  the  air,  they  have  great  range  and  accuracy.  In 
firing  hot  shot,  the  charge  should  be  reduced,  to  pre- 
vent too  great  penetration,  which  would  exclude  the 
air  and  render  comliustion  impossible. 

The  extreme  range  of  field  artillery  is  about  3,000 
yards ;  it  is  not  very  effective,  however,  beyond  1,700 
yards  for  the  6-pdr.,  and  2,100  yards  for  the  12-pdr. 
At  600  yards  the  horizontal  deviation  of  the  12-pdr. 
is  about  3  feet,  and  at  1,200  yards  it  is  about  12  feet 
For  the  6-pdr.  the  deviations  are  somewhat  greater  at 
both  distances. 

The  service  of  solid  shot  demands  less  skill  than 
that  of  shells  and  spherical  case-shot,  and  they  are 
often  effective  when  the  latter  are  rendered  non-effect- 
ive by  untimely  explosion. 

456.  Sheii-flrinir.     The  diameter  and  velocitv  of  two 
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projectiles  being  the  same,  the  retarding  effect  of  the 
air  is  inversely  proportional  to  their  weight  (see  page 
406) ;  hence  a  shell  has  less  accuracy  and  range  than  a 
solid  shot  of  the  same  size,  in  the  proportion  of  3  to 
2 — ^these  numbers  representing  the  weights  of  a  solid 
shot  and  shell,  respectively. 

Fidd  shells.  As  shells  act  both  by  percussion  and 
explosion,  they  are  particularly  effective  against  ani- 
niate  objects,  earthworks,  buildings,  block-houses  and 
shipping,  posts  and  villages  occupied  by  troops,  and 
against  troops  sheltered  by  accidents  of  the  ground; 
but  against  good  masonry  they  have  but  little  effect, 
as  they  break  (m  striking.  Against  troops,  especially 
cavalry,  they  possess  a  certain  moral  effect  which  solid 
shot  do  not  possess.  They  are  used  to  form  breaches 
in  intrenchments,  in  which  case  they  act  as  small 
mines.  The  32-pdr.  shell  is  the  most  effective  field 
projectile  for  this  purpose;  and,  when  fired  with  a 
large  charge,  has  a  penetration  of  from  5  to  8  feet  in 
fresh  earth. 

The  extreme  range  of  field  shells  is  from  2,500  to 
3,000  yards.  The  24  and  32-pdr.  shells  burst  into 
about  eighteen  effective  fragments,  some  of  which  are 
thrown  to  a  distance  of  600  yards.  All  field  shells 
have  considerable  lateral  deviation;  it  is  stated  that 
the  24-pdr.  shell  is  sometimes  deviated  as  much  as  30 
yards  in  1,200. 

Mowntain  shells.  The  extreme  range  of  the  moun- 
tain howitzer  is  about  1,200  yards,  after  three  or  four 
rebounds.  The  12-pdr.  shell  employed  in  this  service 
bursts  into  twelve  or  fifteen  fragments,  some  of  which 
are  thrown  to  a  distance  of  300  yards. 
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Siege  shdls.  The  great  weight  of  an  8-inch  shell,  and 
the  large  quantity  of  powder  which  it  contains^  render 
it  a  very  formidable  projectile  against  the  traverses  and 
epaulements  of  siege  works. 

Seorcoast  shdls.  In  sea<K>ast  defence,  the  8,  10,  and 
1 5-inch  shells  are  very  destructive  to  vessels  built  of  tim- 
ber. They  range  from  3  to  3i  miles;  but  the  angle 
which  the  trajectory  makes  with  the  line  of  sight  at  this 
distance  (about  40"*)  renders  their  fire  very  uncertain 
against  individual  objects  of  the  size  of  a  ship ;  but  it  is 
presumed  that  they  would  have  the  effect  to  prevent  a 
blockading  fleet  from  Ipng  at  anchor  within  their  range, 
as  it  is  well  known  that  a  single  10-inch  shell,  striking 
on  the  deck  of  a  vessel,  has  sufficient  force  to  penetrate 
to  the  bottom  and  sink  her.  The  8-inch  shell  bursts 
into  28  or  30  fragments;  and  from  the  experiments 
made  at  Brest,  some  years  ago,  it  was  inferred  that  three 
of  four  of  these  shells,  properly  timed  and  directed, 
were  capable  of  disabling  a  ship  of  war. 

Mortar  shells  are  employed  to  break  through  the 
roofs  of  magazines,  <fcc.,  and  to  blow  them  up ;  to  de- 
stroy the  surface  of  the  terrepleins,  ditches,  &c^  by  form- 
ing deep  hollows,  which  are  produced  by  explosion,  and 
to  interrupt  the  communications  from  one  part  of  a  work 
to  another.  The  great  depth  to  which  mortar  shells 
penetrate  in  earth,  almost  entirely  destroys  the  effect 
of  their  fragments ;  some  remain  buried  in  the  ground, 
and  the  others  are  thrown  out  at  too  high  an  angle  to 
be  dangerous.  One  of  the  principal  objects  of  traverses, 
on  a  terreplein,  is  to  confine  the  bursting  effects  of  sheUs 
within  narrow  limits.  Mortar  shells  penetrate  from 
half  a  yard  to  one  yard  in  earth ;  and  the  amount  of 
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earth  thrown  up  by  explosion  is  about  one  cubic  yard 
for  each  pound  of  the  bursting-charge.  Ordinarily,  the 
diameter  of  the  crater  at  the  top  is  two  or  three  times 
the  deptL  The  13-inch  shell  will  often  break  in  falling 
on  a  pavement.  Roofs  of  good  masonry,  little  more 
than  a  yard  thick,  are  sufficient  to  resist  the  penetration 
of  mortar  shells. 

The  eflEect  of  mortar-firing  is  generally  in  favor  of  the 
besiegers,  as  the  works  of  the  besieged  present  a  larger 
and  more  favorable  surface  for  the  action  of  shells. 
About  one-fifth  of  the  shells  fall  inside  of  a  demi-lune 
at  a  distance  of  650  yards,  and  about  one-third  at  a  dis- 
tance of  450  yards.  The  line  of  fire  should  be  taken  in 
the  direction  of  the  greatest  extent  of  the  part  to  be 
shelled.  The  fii-e  of  mortars  at  sea  is  veiy  uncertain, 
unless  the  object  be  very  large. 

Stone  morta/rs.  The  charge  of  a  stone  mortar  should 
be  small,  to  prevent  the  stones  and  grenades  from  being 
too  much  scattered.  A  charge  of  stones  is  generally 
scattered  over  a  space  varying  from  30  to  50  yards 
broad,  and  from  60  to  100  yards  long.  The  dispersion 
of  grenades  is  somewhat  less  than  this ;  the  larger  por- 
tion, however,  are  found  within  a  radius  of  12  or  15 
yards.  Each  grenade  ftimishes  from  12  to  15  fragments 
in  a  radius  of  10  or  20  yards ;  some  of  the  fragments 
are  projected  to  a  distance  of  300  yards. 

457.  Shrapnel  llringr.     When  a  shrapnel  or  case-shot 

bursts  in  its  flight,  the  fragments  of  the  case  and  the 

contained  projectiles  are  influenced  by  two  forces,  viz., 

the  force  of  propulsicJn,  which  moves  each  piece  in  the 

direction  of  the  trajectory,  and  the  force  of  rupture, 

which  moves  it  in  the  direction  of  a  normal  to  the  sur- 
30 


466  DIFFERENT   KINDS   OF   FIRES. 

face  of  the  case.  The  path  described  by  each  fragment 
and  projectile  depends  on  the  angle  which  the  normal 
makes  with  the  trajectory,  and  on  the  relative  velocities 


Fig.  16L 

generated  by  the  two  forces ;  and,  when  taken  together, 
these  paths  form  a  species  of  cone,  called  the  cone  of  dis- 
persion, the  apex  of  whidi  coincides  with  the  point  of 
rupture,  and  the  axis  is  the  trajectory,  prolonged.  Fig. 
151. 

The  velocity  of  a  projectile  diminishes  from  the  time 
it  leaves  its  piece,  while  the  velocity  generated  by  fte 
rupturing  force  remains  constant.  It  follows,  therefore, 
that  the  dispersion  of  a  spherical  case-shot  inoieases  with 
the  distance,  while  the  force  of  impact  if  diminished. 

The  distance  at  which  a  spherical  ease-shot  ceases  to 
be  effective  depends  on  the  relation  between  the  re- 
maining velocity  and  the  velocity  generated  by  the  force 
of  rupture.  The  improvements  which  have  lately  been 
introduced  into  this  species  of  projectile,  have  for  their 
objects,  to  increase  the  remaining  velocity  at  any  point 
by  increasing  the  propelling  charge,  and  to  diminish  the 
force  of  rupture,  and  at  the  same  time  increase  the  num- 
ber of  contained  projectiles  by  diminishing  the  burst- 
ing-charge. By  filling  the  interstices  of  the  bullets 
with  sulphur  or  rosin,  the  propelling  charge  of  a  spher- 
ical case-shot  can  be  made  the  same  as  that  of  a  solid 
shot.     (See  chapter  II.) 

It  is  considered  that  a  spherical  case-shot  is  effective 
when  a  large  portion  of  the  projectiles  have  sufficient 
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force  to  penetrate  one  inch  of  soft  pine.  The  present 
12-pdr.  spherical  case-shot,  fired  with  a  charge  of  2^ 
pounds  of  powder,  has  a  remaining  velocity  of  about 
500  feet  at  a  distance  of  1,500  yards,  which  renders  it 
effective  at  thia  distance. 

The  principal  difficulty  experienced  in  firing  a  spher- 
ical case-shot  is,  to  burst  it  at  the  proper  distance  in 
front  of  the  object.  This  arises  from  the  difficulty  of 
estimating  the  correct  distance  of  the  object,  the  rapid 
flight  of  the  projectile,  and  the  difficulty  of  observing 
the  effect  of  a  shot  in  order  that  correction  may  be 
made  for  the  succeeding  one,  if  necessary.  To  overcome 
these  difficulties  requires  skill  and  judgment  on  the 
part  of  the  gunner,  and  great  accuracy  and  delicacy  in 
the  operation  of  the  fuze. 

The  proper  position  of  the  point  of  rupture  varies 
fi^m  50  to  130  yards  in  front  of,  and  from  15  to  20  feet 
above,  the  object. 

The  mean  number  of  destructive  pieces  from  a  12-pdr. 
spherical  casenshot,  which  may  strike  a  target  9  feet 
high  and  54  feet  long,  situated  at  a  distance  of  800 
yards,  is  30. 

The  effect  of  spherical  case-shot  from  rifle-cannon  is 
said  to  extend  upward  of  2,000  yards.  This  arises 
from  the  fact  that  an  oblong  projectile  preserves  its  ve- 
locity for  a  much  longer  distance  than  a  round  one. 

The  weight  of  a  spherical  case-shot  is  about  the  same 
as  a  solid  shot  of  the  same  size,  and  being  fired  with  the 
same  charge  of  powder,  it  can  be  used  for  attaining 
long  ranges,  in  the  absence  of  solid  shot.  For  this 
purpose  the  fuze  should  not  be  cut. 

Spherical  case-shot  should  not  be  used  for  a  less  dis- 
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tance  than  500  yards ;  although  in  cases  of  emerg^icy 
the  fuze  may  be  cut  so  short  that  the  projectile  will 
burst  at  the  muzzle  of  the  piece,  in  which  case  it  will 
act  like  grape  or  canister  shot. 

458.  Ompe  and  canister  flriav.  In  grape  and  canis- 
ter firing,  the  apex  of  the  cone  of  dispersion  is  situated 
in  the  muzzle  of  the  piece,  and  the  destructive  ^ect  is 
confined  to  short  distance&  The  shape  of  this  cone  is 
the  same  as  in  spherical  case-shot ;  its  intersection  by  a 
vertical  plane  is  circular,  while  that  of  a  horizontal 
plane,  as  the  ground,  is  an  oval,  with  its  greatest  diam- 
eter in  the  plane  of  fire.  The  greatest  number  of  pro- 
jectiles are  found  around  the  axis  of  the  cone,  while  the 
extreme  deviations  amount  to  nearly  one-tenth  of  the 
range. 

The  most  suitable  distance  for  field  canister-shot  is 
from  350  to  500  yards ;  if  the  ground  be  hard  and  the 
surface  be  uniform,  the  effect  may  extend  as  far  as  800 
yards.  In  cases  of  great  emergency  a  double  charge  of 
canister,  fired  with  a  single  cartridge,  may  be  used  for 
distances  between  150  and  200  yards. 

Under  favorable  circumstances,  one-third  of  the  whole 
number  of  contained  projectiles  vn]\  strike  the  size  of  a 
half  battalion-front  of  infantrj^,  and  one-half,  the  front 
of  a  squadron  of  cavalr}'. 

Grape  and  canister  shot  are  employed  in  si^e  and 
sea-coast  operations ;  in  the  latter,  they  are  effective 
against  boats,  and  the  rigging,  &c.,  of  vessels.  Grape- 
shot,  being  larger  than  canister-shot,  are  effective  at 
greater  distances. 

Canister-shot  for  the  mountain  service  are  not  effec- 
tive beyond  250  and  300  yards. 
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459.  SnallHMnni  llrlAv.  Beyond  200  yards,  the  fire 
of  the  smooth-bored  musket  becomes  very  uncertain 
against  individual  objects,  as  the  lateral  deviations 
often  exceed  four  feet ;  but  by  aiming  high  it  may  be 
made  effective  against  troops  in  mass  at  400  yards.  The 
fire  of  the  rifle-musket  is  effective  at  1,000  yards;  the 
angle  of  fall,  however,  is  so  great  (about  5"*)  that  great 
care  must  be  exercised  in  determining  the  exact  dis- 
tance of  the  object.  If  the  ground  be  favorable,  the 
projectile  will  ricochet  at  1,000  yards,  which  increases 
the  dangerous  space^  and  therefore  the  chances  of  hit- 
ting the  object.  The  limit  of  any  fire  is  determined  by 
the  distinctness  of  vision  ; — the  limit  of  distinct  vision 
for  a  foot-soldier  is  about  1,100  yards ;  that  for  a  mount- 
ed soldier  is  about  1,300  yards. 

The  effect  of  small-arm  firing  depends  much  on  the 
skill  and  self-possession  of  the  soldier  in  action ;  for, 
without  these  qualities,  the  most  powerful  and  accurate 
arms  will  be  of  little  avail.  The  number  of  cartridges 
expended  for  each  person  disabled  in  previous  Europe- 
an wars  has  been  variously  stated  to  be  from  3,000  to 
10,000.  In  the  late  Mexican  war,  where  an  unusually 
large  proportion  of  the  American  troops  were  armed 
with  rifles,  this  number  has  been  estimated  to  be  from 
300  to  400. 

Where  a  soldier  discharges  his  piece  from  the  back 
of  a  horse,  as  in  the  cavalry  service,  the  effect  of  fire  is 
much  less  than  in  the  dragoon  and  mounted-rifle  ser- 
vices, where  he  rides  from  point  to  point,  but  discharges 
his  piece  on  foot. 

At  short  distances,  and  against  troops  in  mass,  two 
or  three  round  bullets  may  be  employed  with  effect ; 


470 


DIFFERENT   KINDS   OF   FIREBw 


the  bullets  should  be  so  small  that  they  will  readflj 
drop  to  their  place  without  the  aid  of  the  nmiod. 
Buckshot  have  very  little  effect  beyond  100  yards. 

The  following  are  the  mean  deviations  of  the  rifle- 
musket  fired  from  a  shoulder  and  rest 
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CHAPTER  XL 

EFFECTS  OF   PROJECTILES. 

460.  C^eneml  contMeratloiit.  A  knowledge  of  tlie 
destructive  effects  of  projectiles  on  iron,  wood,  earth, 
and  masonry,  tlie  materials  of  which  covering  masses 
are  made,  is  of  very  great  importance  in  a  military  point 
of  view.  In  general,  these  effects,  and  particularly  that 
of  penetration,  depend  on  the  nature  of  the  projectile, 
its  initial  velocity,  and  the  distance  of  the  object. 

461.  Elltect  on  cast-iron.  When  a  projectile,  animated 
with  a  great  velocity,  strikes  against  a  block  of  cast- 
iron,  it  is  partially  flattened,  and  at  the  same  time  it 
forms  a  rounded  indentation  in  the  surface  of  the  block, 
the  depth  of  which  increases  with  the  velocity  at  the 
moment  of  impact.  The  particles  composing  a  cone, 
the  base  of  which  is  the  surface  of  contact,  are  arrested 
by  the  impact ;  the  remaining  particles  of  the  projectile, 
composing  a  ring  surrounding  this  cone,  move  on,  after 
impact,  by  their  inertia,  until  the  ring  breaks  into  pieces, 
which  fly  off  from  the  reflecting  surface.  The  ring  gen- 
erally breaks  into  five  pyramidal  pieces,  separated  by 
as  many  meridian  planes;  these  pieces  are  thrown  at 
various  distances,  depending  on  the  velocity  of  the  pro- 
jectile and  the  surface  of  impact. 

A  similar  effect  is  produced  upon  the  piece  struck ; 
that  is,  a  cone  of  particles,  having  for  its  base  the  surface 
of  contact,  is  set  in  motion,  which,  acting  like  a  wedge, 
tends  to  split  the  mass  into  five  pyramidal  pieces.    K 
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the  velocity  of  the  projectile  be  not  sufficient  to  produce 
rupture,  cracks  Mrill  be  generally  formed  in  the  direc- 
tions above  indicated. 

In  certain  experiments  made  in  France,  a  24-pdr.  shot, 
fired  with  a  charge  of  ^j,  and  moving  with  a  velocity 
of  883  feet,  split,  in  two  shots,  to  the  depth  of  40  inches, 
a  block  of  cast-iron  1 2  inches  wide  by  40  inches  deep. 
The  fragments  of  the  block  and  shot  were  thrown  off 
with  sufficient  force  to  produce  the  most  destructive 
effect.  Hence,  cast-iron  cannot  be  safely  used  for  gun- 
carriages,  or  the  revetments  of  fortifications. 

462.  i»M5t  OM  wro«ffiit4roB.  The  effiect  produced 
by  a  projectile  striking  against  a  mass  of  wrought-irOT 
is  similar  to  that  produced  on  cast-iron ;  but,  in  conse- 
quence of  its  greater  toughness,  softness,  and  malleability, 
the  fragments  are  not  so  readily  formed,  the  indentation 
is  deeper,  and  a  portion  of  the  compressed  metal  is  thrust 
aside,  raising  the  edge  of  the  indentation  into  a  burr. 

The  superior  toughness  and  cheapness  of  this  metal 
have  suggested  its  application  as  a  covering  for  vessels 
of  war,  and  numerous  trials  are  now  in  progress  among 
the  princii)al  naval  powers  of  Europe  to  test  its  suitable- 
ness for  this  purpose. 

The  following  conclusions  have  been  drawn  from  the 
trials  thus  far  completed  in  England  :* 

1st.  Thin  plates  of  wrought-iron  may  serve  as  a  pro- 
tection against  shells  of  any  size.  The  plates  may  be 
penetrated,  but  the  shells  are  broken  by  the  impact, 
and  therefore  rendered  harmless,  if  the  woodwork  be- 
hind the  plates  be  sufficient  to  arrest  the  fragments. 

2d.  The  thickness  of  a  \vrought-iron  plate  necessary 

*  Vide  Sir  Howard  Douglas,  Naval  Gunnery,  5th  edition. 
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to  resist  heavy  solid  shot  moving  Mrith  high  velocities  is 
not  less  than  4^  inches. 

The  resistance  is  very  much  increased  by  supporting 
the  plate  in  rear  with  a  mass  of  stout  timber,  or  some 
other  elastic  substance.  A  plate  of  wrought-iron  6  feet 
square  and  8  inches  thick,  standing  in  an  inclined  posi- 
tion against  a  wall,  was  broken  up  by  twelve  68-pdr. 
shots  fired  with  a  charge  of  16  pounds  of  powder,  at 
distances  of  400  and  600  yards. 

3d.  Rifle  projectiles,  having  more  momentum,  are 
effective  at  greater  distances  than  round  shot. 

4th.  Though  iron-plated  vessels  have  been  made  which 
are  capable  of  resisting  isolated  shots  from  heavy  can- 
non,* none  have  yet  been  made  fulfilling  all  the  condi- 
tions of  flotation,  stability  and  manageability,  which  are 
capable  of  resisting  a  simultaneous  and  concentrated 
cannonade  of  68-pdr.  shot,  or  of  rifle  projectiles.  Such 
vessels  may  afford  shelter  for  their  crews  for  a  time,  and 
may  pass  sea-coast  batteries  with  comparative  impunity, 
but  it  would  not  be  prudent  for  them  to  take  up  a  posi- 
tion near  a  place  guarded  by  powerful  cannon,  for  the 
purpose  of  cannonading  it,  more  especially  if  the  com- 
mand of  the  land-batteries  gives  a  plunging  fire  on  the 
,  vessels. 

The  results  of  the  numerous  trials  have  induced  the 
English  government  to  construct  several  plated  vessels ; 
one  of  which  is  to  serve  the  double  purpose  of  a  frigate 


*  It  remains  to  be  detennined  whether  vessels  can  bo  conveniently  covered  with 
sufficient  thickness  of  iron  to  resist  the  crushing  effect  of  the  enormous  projectile! 
of  the  15-inch  columbiad,  or  in  other  words,  is  it  practicable  to  increase  the  resist- 
ance of  such  iron  coverings  to  keep  pace  with  the  increase  in  the  destructive  power 
of  projectiles  ?  Captain  Rodman  claims,  with  a  show  of  reason,  that  if  the  16-inch  gun 
bo  not  sufficient  for  this  purpose,  much  larger  ones  can  be  made,  that  will  sufflcc. 
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and  steam  ranL  The  sides  of  this  frigate  are  composed 
of  20  inches  of  solid  teak-wood,  covered  on  the  inside 
with  plates  ^  inch  thick,  of  the  best  wronght-iron,  and 
on  the  outside  with  plates  4^  inches  thick,  of  the  same 
material  The  exterior  plates  are  15  feet  long  and  3 
wide,  and  are  united  together  by  a  tongue  and  groove 
joint. 

Late  experiments  at  Shoeburyness  show,  that  beyond 
a  thickness  of  }  of  an  inch,  semi-steel  plates  do  not 
resist  the  impact  of  projectiles  as  well  as  those  made  of 
good  wrought-iron,  but  for  less  than  this  thickness,  they 
offer  a  much  greater  resistance.  It  was  shown  at  the 
same  time  that,  whatever  be  the  angle  offered  by  the 
surface  of  the  target,  the  fracture  made  by  the  Arm- 
strong projectiles  was  the  same,  although  the  shape 
differed  somewhat  with  the  angle ;  this,  probably,  was 
the  result  of  instantaneous  concussion. 

Cast  and  wrought  iron  projectiles,  fired  with  high 
velocities  against  thick  Avrought-iron  plates,  are  gen- 
erally broken  by  impact,  while  those  of  puddled  steel 
and  homogeneous  iron  are  not  much  affected  by  it. 

463.  EflTect  on  wood.  The  effect  of  a  projectile  fired 
against  wood  varies  with  the  nature  of  the  wood  and 
the  direction  of  the  penetration.  If  the  projectile 
strike  perpendicular  to  the  fibres,  and  the  fibres  he 
tough  and  elastic,  as  in  the  case  of  oak,  a  portion  of 
them  are  crushed,  and  others  are  bent  imder  the  press- 
ure of  the  projectile,  but  regain  their  form  as  soon  as 
it  has  passed  by  them.  It  is  found  that  a  hole,  formed 
in  oak  by  a  ball  4  inches  in  diameter,  closes  up  again, 
so  as  to  leave  an  opening  scarcely  large  enough  to 
measure  the  depth  of  penetration.     The  size  of  the 
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hole  and  the  shattering  effect  increase  rapidly  for  the 
larger  calibres.  A  9-inch  projectile  has  been  found  to 
leave  a  hole  that  does  not  close  up,  and  to  tear  away 
large  fragments  from  the  back  portion  of  an  oak  target 
representing  the  side  of  a  ship  of  war,  the  effect  of 
which,  on  a  vessel,  would  have  been  to  injure  the  crew 
stationed  around,  or,  if  the  hole  had  been  situated  at 
or  below  the  water  line,  to  have  endangered  the  vessel 

If  penetration  take  place  in  the  direction  of  the 
fibres,  the  piece  is  almost  always  split,  even  by  the 
smallest  shot,  and  splinters  are  thrown  to  a  considera- 
ble distance. 

In  consequence  of  the  softness  of  white  pine,  nearly 
all  the  fibres  struck  are  broken,  and  the  orifice  is  nearly 
the  size  of  the  projectile ;  for  the  same  reason,  the 
effects  of  the  projectile  do  not  extend  much  beyond 
the  orifice ;  pine  is  therefore  to  be  preferred  to  oak  for 
structures  that  are  not  intended  to  resist  cannon  pro- 
jectiles, as  block-houses,  &c. 

464.  EOtoci  on  eartii.  To  determine  the  shape  of 
the  orifice  made  by  a  projectile  in  a  substance  which 
retains  its  form,  let 
CC\  fig.  152,  repre- 
sent a  projectile  pene- 
trating the  substance 
^-  "^-  in    the   direction    of 

the  arrow.  The  friction  of  the  particles,  as  tliey  move 
over  the  surface  of  the  projectile,  depends  on  the  nor- 
mal pressure,  which  diminishes  from  the  point  imme- 
diately in  front  to  those  on  the  extreme  sides,  where  it 
is  nothing.  For  the  distances  A  C&ad  A  C,  the  fric- 
tion will  be  so  great  that  the  included  particles  will 
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not  move  over  the  surface,  but  they  vrill  consthnte 
the  base  of  a  cone  of  matter,  C  A.  C\  that  will  be 
pushed  forward  in  front  of  the  projectile.  Particles 
situated  beyond  C  and  <7'  will  be  thrown  off  fiem 
the  surface,  in  a  tangential  direction,  with  a  velocity 
depending  on  the  position  of  the  particle  and  the  Te- 
locity of  the  projectile. 

Take  the  case  of  the  particle  adjacent  to  C!  Let 
D  C  represent  the  velocity  of  the  projectile,  and  F  C 
the  direction  of  the  tangent;  the  side  <7  JE^  of  the 
rectangle  constructed  on  D  (7,  will  represent  the  veloc. 
ity  impressed  on  the  particle,  in  the  direction  at  right 
angles  to  the  penetration. 

The  velocity  CJ^  varies  with  the  velocity  D  E^  which 
rapidly  diminishes  from  the  moment  of  striking.  It 
follows,  that  an  element  of  the  surface  of  the  orifice 
formed  by  a  projectile  in  a  plastic  substance  is  curved, 
and  has  its  convexity  turned  toward  the  projectile. 

Earth  possesses  advantages  over  all  other  materials 
as  a  covering  against  projectiles;  it  is  cheap  and  easily 
obtained,  it  offers  considerable  rt»sistance  to  penetration, 
and  to  a  certain  extent  regains  its  position  after  dis^ 
placement.  It  is  found  by  experience  that  a  projectile 
has  verj^  little  effect  on  an  earthen  parapet,  imless  it 
passes  completely  through  it,  and  that  injury  done  by 
the  enemy's  artillery  by  day  can  be  promptly  repaired 
at  night.  Wherever  masonry  is  liable  to  be  breached, 
it  should  be  masked  by  earthworks. 

465.  Penetration.  The  resistance  which  a  projectile 
encounters  in  penetration,  arises  from  the  cohesion  and 
inertia  of  the  particles,  and  the  friction  of  the  particles 
against  the  surface  of  the  projectile. 


PENEfTRATION.  477 

To  obtain  an  expression  for  the  penetration,  we  will 
suppose  that  the  resistance  is  proportional  to  the  area 
of  the  cross-section  of  the  projectile,  and  independent 
of  the  velocity.  Let  E  be  the  penetration  expressed  in 
calibres,  D  the  density  of  the  projectile,  v  its  velocity 
at  the  commencement  of  penetration,  r  the  radius  of  the 
projectile,  and  R  the  constant  resistance  experienced  by 
a  unit  of  surface ;  the  quantity  of  work  done  in  over- 
coming the  resistance  is, 

m^.E.lr.R; 
and  the  living  force  of  the  projectile  is 

But  the  living  force  is  equal  to  twice  the  quantity  of 
■work ;  hence  we  have, 

3      9 
by  making  jr=  — ^—  we  obtain, 

E=Kv'D. 

Take  another  projectile,  having  a  velocity  v\  a  den- 
sity 6?,  and  a  penetration  e^  and  we  have  the  expression, 
^=  K'l^d.  Dividing  the  preceding  expression  by  this, 
member  by  member,  and  we  have, 

that  is  to  say,  the  penetrations  of  different  spherical  pro- 
jectilea  into  a  given  substance^  are  proportional  to  the 
squa/res  of  the  velocities  of  impact^  and  to  the  dia/mefters* 
and  densities  of  the  projectiles. 

*  The  diametera  of  all  seryioe  projectiles  are  given  in  the  Ordnance  Manual. 
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Knowings  therefore,  the  penetration  ej  for  a  givai 
velocity  and  projectile,  we  can  obtain  the  penetration 
Sj  for  another  projectile  and  velocity.  Let  e  rejH^sent 
the  penetration  for  a  shot  moving  with  a  velocity  of 
1,650  feet,  the  expression  \)ecome8, 

1650  ^  ■ 
This  formnla  has  been  fonnd  by  experience  to  give, 
with  8u£Scient  accuracy,  the  penetration  of  projectiles  in 
hard  substances,  as  wood,  cast-iron,  and  masonry,  for  all 
velocities  up  to  1,000  feet  per  second.  The  following 
penetrations,  or  values  of  ^,  have  been  found  for  solid 
shot  moving  with  a  velocity  of  1,650  feet,  viz. : 

Cast-iron  (depending  on  its  nature),        t  *^  t 

Lead, 3|  to  3| 

Calcareous  rocks  (particular  kind),  2 

Masonry  of  good  quality,  .         .         .4 

"         rubble,  .         .         .         5  to  5y 

"         brick, 8 

Substituting  the  above  values  of  6  in  the  value  of  £y 
we  obtain  the  penetrations,  expressed  in  terms  of  the 
diameter  of  the  projectile,  for  any  velocity  not  exceed- 
ing 1,000  feet 

Solid  shot  are  broken,  when  fired  against  very  hard 
substances,  with  charges  exceeding  the  following,  viz.  :* 

Against  cast-iron,        .         .         .  yyy 

leaQ,        ■        •        •  .         y 

"        calcareous  rock  (oolitic),  .             f 

"        masonry,           .        .        .  .        y 

*  Some  ahot  resist  these  chsrges. 
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The  velocity  t;,  is  the  velocity  whkli  the  projectile 
possesses  at  the  commencement  of  penetration ;  if  the 
piece  be  situated  at  a  distance,  it  is  necessary  to  deter- 
mine the  remaining  velocity,  by  making  allowance  for 
the  resistance  of  the  air.     Equation  (20),  page  408. 

Wood.    The  formula  ^=e  — >  may  be  used  to 

1650*  d 

calculate  penetrations  in  wood,  for  velocities  which  do 

not  exceed  1,000  feet,  making  use   of  the  following 

values  of  e  for  penetrations  perpendicular  to  the  fibre : 

For  oak  of  ordinary  quality,     .         .       ^=12^ 

"    elm, 16 

"    pine, 23 

For  velocities  exceeding  1,000  feet,  the  formula  just 
employed  gives  results  which  are  too  large ;  fix)m  this 
it  is  inferred  that  penetration  really  increases  less  rapid- 
ly than  the  square  of  the  velocity. 

£Jarth.  In  the  experiments  made  at  Metz,  in  1834, 
on  various  kinds  of  earths,  it  was  found  necessary  to 
modify  this  expression  for  penetration.  Calling  p  the 
weight  of  the  powder,  and  m  the  weight  of  the  projec- 
tile, the  expression  becomes,  for  all  charges  between  j 
and  ^V, 

_  l°g.('+^80x£)^     log.(l+480x|)j 

^-^log.  (1+480x1)  d  ~^         2.20683  d^ 

The  following  values  of  6,  for  a  charge  of  ^,  were 
foimd  for  different  earths : 

For  sand  mixed  with  gravel,  .        ^=10f 

For  earth,  settled,  .        .        .        ITy 
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Potter's  day,  Baturated  with  water,        .     36 
Light  earth  newly  dug  over,      .        .         32| 

The  penetration  being  given  in  tenna  of  the  weight 
of  the  powder  and  projectile,  the  piece  should  be  suffi- 
ciently long  to  obtain  the  full  force  of  the  charge,  or 
from  17  to  20  calibres;  or,  in  other  words,  the  eipres- 
Hon  is  only  suited  to  field  and  si^  guns. 

In  general,  sand,  sandy  earth  mixed  with  gravel,  small 
stones,  chalk,  or  tufa,  resist  shot  better  than  the  prodoc- 
tive  earths,  or  clay,  or  earth  that  rettuns  moisture. 

Water.     To   obtain  penetration   in  water,   replace 

480:^  by  4800-^,  and  make  e  equal  to  275  calibres. 

In  some  late  experiments,  it  was  found  that  the  Whit- 
worth  projectile  had  sufficient  force,  at  short  distances, 
to  pais  through  33  feet  of  water  and  then  penetrate  19 
or  14  inches  of  oak  beams  or  scantling.  The  penetra- 
tion of  a  rifle-projectile  in  water,  depends  much  on  the 
direction  of  its  axis  with  respect  to  penetration,  for  in- 
stance, penetration  rapidly  diminishes  at  long  distances, 
as  the  axis  of  the  projectile  strikes  the  surface  of  the 
water  under  a  diminished  angle. 

466.  ElllBct  on  nuu«Brr.     The  effect  of  a  projectile 

against  masonrj-,  is  to  form  a  truncated  conical  hole, 

terminated  by  another  of  a 

oj-lindrieal  form.     (See  fig. 

1 53.)  The  material  in  iront 

of  and  around  the  projec- 

^■'B-  '53.  tile  is  broken  and  Bhatte^ 

ed,  and  the  end  of  the  cylindric-il  hole  even  reduced  to 

powder.     Pieces  of  the  masonry  are  sometimes  thrown 


BBEACHIKa.  481 

50  or  60  yards  from  the  walL  The  elasticity  developed 
by  the  shock,  reacts  upon  the  projectile,  sometimes 
throwing  it  back  150  yards,  so  as  to  be  dangerous  to 
persons  in  a  breaching  battery.  The  exterior  opening 
varies  from  4  to  5  times  the  diameter  of  the  projectile, 
and  the  depth,  as  we  have  seen,  varies  with  the  size  and 
density  of  the  projectile,  ai;id  its  velocity. 

With  charges  of  ^,  ^,  f ,  and  |,  a  projectile  ceases  to 
rebound  from  a  wall  of  masonry  when  the  angles,  formed 
by  the  line  of  fire  and  the  surface  of  the  wall,  exceed 
20^  24^  33**,  43^  respectively.  With  these  angles,  the 
angle  of  reflection  is  much  greater  than  the  angle  of 
incidence,  and  the  velocity  after  impact  is  very  slight. 

When  a  projectile  strikes  against  a  surface  of  oak,  as 
the  side  of  a  ship,  it  will  not  stick  if  the  angle  of  inci- 
dence be  less  than  15**,  and  if  it  do  not  penetrate  to  a 
depth  nearly  equal  to  its  diameter. 

Solid  cast-iron  shot  break  agaii^st  granite,  but  not 
against  freestone  or  brick.  Shells  are  broken  into  small 
fragments  against  each  of  these  materials. 

467.  Breaching.  Escalade  being  ordinarily  very  dif- 
ficult, particularly  when  the  besieged  are  aware  of  the 
intention  of  the  besiegers,  the  latter  are  generally  com- 
pelled to  destroy  a  portion  of  the  face  of  the  work  to 
obtain  an  entrance.  Such  an  opening  is  called  a  breach; 
and  to  effect  it  with  artillery,  particularly  in  a  well- 
constructed  work,  where  no  part  of  the  scarp-wall  is 
visible  from  the  adjacent  ground,  within  effective  range 
of  siege-cannon,  breachin^-bcUteries  are  established  either 
on  the  crest  of  the  covered  way^  or  on  the  glacis. 

When  the  walls  of  fortified  places  were  very  high 

and  not  supported  by  terraces  or  ramparts,  stone  pro- 
31 
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jectiles  were  used.  From  the  want  of  aafficient  lutrdnen 
in  these  projectiles,  the  besiegerB  were  forced  to  com- 
mence battering  at  the  top  of  the  wall  where  the  least 
resistance  was  offered,  and  gradually  to  lower  tfae  shot 
until  the  breach  reached  the  wrecks  already  formed  at 
the  base  of  the  wall.  When  the  style  of  fortification 
was  changed,  this  operation  became  rery  laborious,  the 
ascent  was  very  steep,  and  the  breach  was  often  imprac- 
ticable. This  method  was  abandoned  and  mining  sub- 
stituted. Iron  projectiles  superseded  stone,  and  then  a 
more  rapid  mode  of  effecting  a  practicable  breach  was 
suggested  and  oonfirmed  by  experience. 

Vauban  recommended  increasing  the  size  of  the  hole 
first  formed,  by  continually  firing  at  its  sides  until  the 
wall  should  fall ;  but  the  ball  was  found  to  glance  into 
it,  and  injure  but  slightly  the  untouched  portion  of  the 
revetment.  The  best  mode,  however,  as  found  by  cx- 
penment,  is  to  cut  the  wall  up  into  detached  parts,  by 
making  one  horizontal  and  several  vertical  fissures,  and 
battering  each  part  down  separately.     (Fig.  154.) 

The  easiest  mode  of  makmg 

the  cut  is  tu   direct  the  shots 

apon  the  same  line,  and  form 

a  series    of  holes   (fig.  154),  a 

Fid  151.  little  greater  than   a   diameter 

apart,  and  then  to  fire  a  second  series  of  shots,  directed 

at  the  intervals  l>etween  the  first,  and  so  on,  imtil  an 

opening  is  made  completely  through  the  wall. 

The  first  cut  is  made  horizontally,  and  finished,  which 
will  be  known  by  the  earth  falling  through  it ;  the  vtr- 
tical  cuts  are  then  made,  there  l>eing  one  at  each  end  of 
the  intended  breach.     These  cuts  are  commenced  at  the 
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horizontal  cut,  and  raised  until  the  wall,  isolated  from 
its  supports,  sinks,  overturns,  and  breaks  into  pieces, 
which  become  covered  by  falling  earth.  If  the  earth 
be  sustained  by  its  tenacity,  loaded  shells  are  fired  into 
it,  which,  acting  like  small  mines,  cause  it  to  fall,  and 
make  the  breach  practicable^  or  of  easy  ascent. 

If  the  portion  of  the  wall  between  the  vertical  cuts 
should  not  be  overthrown  by  the  pressure  of  the  earth 
behind,  it  must  be  detached  by  a  few  volleys  of  solid 
shot,  fired  at  its  centre.  This  will  speedily  bring  it 
down  in  a  mass.  The  moment  the  wall  is  down,  and 
the  parapet  destroyed,  the  breach  will  be  as  perfect, 
and  the  slope  as  easy  of  ascent,  as  it  can  be  made  by 
the  fire  of  the  batteries.  It  is  important  to  determine 
the  height  of  the  horizontal  cut  above  the  bottom  of 
the  ditch,  for,  if  this  height  be  not  properly  chosen,  the 
breach  may  be  difficult,  if  not  impracticable.  K  too 
high,  the  ramp  .  composed  of  the  debris  will  be  inter- 
cepted by  a  portion  of  the  wall ;  if  too  low,  the  open- 
ing will  be  masked  by  the  debris,  and  the  formation  of 
the  cut  impeded.  The  most  suitable  height  is  nearly 
equal  to  the  thickness  of  the  wall  where  the  cut  is 
established.  The  thickness,  where  not  known,  can  be 
deduced  from  the  dimensions  necessary  to  be  given 
to  the  wall,  to  resist  the  pressure  of  the  earth  of  the 
rampart  and  parapet. 

The  time  necessaiy  to  make  a  breach,  depends  on  the 
size  of  the  breach  to  be  made,  the  material  of  the  scarp, 
the  number  of  guns,  &c.  For  a  breach  of  20  to  30 
yards  in  length,  at  forty  yards  from  the  battery,  1,500 
shot  of  large  calibre  will  be  required ;  but  when  the 
battery  is  at  a  greater  distance,  a  greater  number  of 
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projectiles  will  he  necessary,  on  account  of  the  dimin- 
islied  accuracy  and  penetration.  Thus,  at  500  or  600 
yards  9,000  to  10,000  may  be  needed. 

Itvles.  The  following  general  rules  should  be  ob- 
served in  firing  to  effect  a  breach : — 

1.  Ascertain  as  accurately  as  possible  the  widths  of 
the  ditch  and  covered  way,  the  height  of  the  scarp- 
wall,  the  thickness  of  the  parapet,  the  height  of  the 
counterscarp,  and  crest  of  the  covered  way.  By  the 
aid  of  a  profile  that  can  be  constructed  from  this  data, 
determine  the  height  of  the  horizontal  cut  to  be  made 
in  the  scarp,  so  that  the  slope  of  the  ramp  shall  be  45^ 
This  height  should  never  be  below  a  fourth  of  that  of 
the  scarp,  and,  to  avoid  interference  fix)m  the  wrecks,  it 
should  be  nearly  equal  to  the  presumed  thickness  of  the 
wall  at  the  cut.  If  the  ditch  be  a  wet  one,  commence 
cutting  at  the  water's  edge. 

2.  From  the  number  of  pieces  with  which  the  ba^ 
tery  is  to  be  armed,  and  the  length  of  the  breach,  de- 
termine the  field  of  fire  of  each  piece,  and  the  length  of 
cut  that  it  is  to  make. 

3.  Ascertain  the  angle  of  elevation,  or  depression,  for 
each  piece,  to  strike  the  cut,  and  mark  it  unalterably  on 
the  elevating  screw. 

4.  Direct  each  piece  on  the  right  or  left  of  the  part 
to  be  cut,  and  space  the  shot  from  right  to  left,  or 
from  left  to  right,  at  1|  to  1^  yards  for  the  24-pdr., 
and  1  yard  for  the  18-pdr.  Mark  on  the  platform  the 
direction  of  the  stock  and  wheels  at  each  shot  Re- 
turning then  from  left  to  right,  or  from  right  to  left, 
fire  at  the  middle  of  the  intervals  left  by  the  first  shot, 
and  mark  the  directions  as  before.    Continue  this  firing 
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regularly  at  the  most  prominent  points,  and  make  the 
cut  progress  equally  throughout. 

5.  Fire  at  the  horizontal  cut  until  the  earth  falls 
throughout  the  cut. 

6.  Determine  the  number  of  vertical  cuts  to  be  made, 
at  the  rate,  at  most,  of  one  to  a  piece,  without  spacing 
more  than  10  yards  apart,  in  order  that  no  part  shall 
be  sustained  by  more  than  one  counterfort.  Fire  as  in 
the  case  of  the  horizontal  cut,  commencing  at  the  upper 
line. 

Y.  See  that  the  extreme  vertical  cuts  progress  as 
rapidly  as  the  interior  ones,  and  direct  the  adjoining 
guns  upon  them  if  necessary. 

8.  If  the  wall  do  not  fall  after  the  cuts  are  made, 
fire  a  few  volleys  at  the  middle  of  the  spaces  thus  out- 
lined. 

9.  After  the  fall  of  the  wall,  break  down  the  coun- 
terforts, and,  if  time  or  resources  permit,  replace  the 
guns  by  8-inch  howitzers,  and  fire  upon  the  earth  with 
loaded  shells,  or  fire  shells  from  the  guns. 

468.     Breaching  ivitb  lifle-cannoii.       The     superior 

breaching-power  of  rifle-projectiles  depends  not  only 
on  penetration,  but  on  great  axscuracy  of  flight,  whereby 
they  can  be  quickly  concentrated  on  any  desired  point. 
This  has  been  satisfactorily  shown  by  an  experiment 
lately  made  in  England  with  Armstrong  guns,  throw- 
ing projectiles  of  40,  80,  and  100  lbs.  weight,  respec- 
tively. 

The  subject  of  the  experiment  was  a  Martello  tower, 
30  feet  high,  and  48  feet  diameter;  the  walls  were 
from  7  feet  3  inches  to  10  feet  thick,  of  solid  brick 
masonry  of  good  quality.      The   distance  was   1,032 
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yards — ^more  than  twenty  times  the  usual  breaching 
distance. 

The  80-pdr.  shot  passed  completely  through  the  ma- 
sonry (Y  feet  3  inches),  and  the  40-pdr.  shot  and 
lOO-pdr.  percussion  shells  lodged  in  the  brick-work,  at 
a  depth  of  five  feet.  After  firing  170  projectiles,  a 
small  portion  of  which  were  loaded  shells,  the  entire 
land-side  of  the  tower  was  thrown  down,  and  the  inte- 
rior space  was  filled  with  the  dSris  of  the  vaulted 
roof,  forming  a  pile  which  alone  saved  the  opposite 
side  fix)m  destruction. 

It  is  not  presumed  that  the  introduction  of  rifled  siege 
cannon  will  change  the  principles  of  breaching,  as  laid 
down  in  the  preceding  section,  but  it  will  compel  the 
defence  to  strengthen  his  works  by  the  various  appli- 
ances known  to  the  engineer's  art. 

469.  Efltect  of  bvUeu.  The  penetrations  of  the  rifle- 
musket  bullet,  in  a  target  made  of  pine  boards,  one  inch 
thick,  are  as  follows : — 

At    200  yards 11  inches. 

"     600  yards 6|     " 

"  1,000  yards 3^     '^ 

From  experiments  made  in  Denmark,  the  following  re- 
lations were  found,  between  the  penetration  of  a  bullet 
in  pine  and  its  effects  on  the  body  of  a  living  horse,  viz. : 

1st.  When  the  force  of  the  bullet  is  sufficient  to  ]>ene- 
trate  .31  in.  into  pine,  it  is  only  suflScient  to  produce  a 
slight  contusion  of  the  skin. 

2d.  When  the  force  of  penetration  is  equal  to  0.63 
in.,  the  wound  begins  to  be  dangerous,  but  does  not 
always  disable. 
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3(L  When  the  force  of  penetration  is  equal  to  1.2 
inch,  the  wound  is  very  dangerous. 

It  will  thus  be  seen,  that  the  present  bullet  is  capable 
of  producing  very  dangerous  wounds  at  a  much  greater 
distance  than  1,000  yards. 

A  rope  matting  or  mantlet^  Z\  inches  thick,  is  found 
to  resist  small-arm  projectiles  at  all  distances ;  it  may, 
therefore,  be  employed,  as  it  was  at  the  siege  of  Sebas- 
topol,  to  screen  the  gunners  of  siege  batteries  from  the 
enemy's  riflemen. 

A  field-cannon  ball  has  sufficient  force  to  disable 
seven  or  eight  men  at  a  distance  of  900  yards.  It  is 
stated  that  a  single  cannon-ball,  at  the  battle  of  Zom- 
dorf,  disabled  forty-two  men — distance  not  given. 


■7 

Urn 


U  OBEATE8T   BANOK  489 

ahould  be  carefully  estimated,  and  the  firing  slioxdd  take 
place  slowly,  in  order  that  the  effect  of  each  shot  may 
!£  be  observed,  and  the  aim  corrected,  if  necessary. 

^  Rapid  and  continuous  firing  should  commence  at  a 

distance  of  800  or  1,000  yards;   the  attacking  party 

should,  at  the  same  time,  establish  his  batteries  to  cover 

^  the  deployment  of  his  columns,  and  to  enable  him  to 

>make  the  necessary  preparations  for  attack. 

At  a  distance  of  600  or  700  yards,  or  point-blank 
distance,  the  fire  becomes  very  destructive;  generally 
not  more  than  six  or  eight  shots  can  be  fired  before  one 
of  the  parties  will  either  advance  or  retire.  As  the 
distance  closes,  canister-shot  should  replace  round-shot, 
irhich  generally  ends  in  producing  disorder. 

Against  infa/ntry.  Formerly  artillery  could  take  up 
a  position  about  300  or  400  yards  in  fix)nt  of  infantry 
Tvithout  serious  loss ;  but  the  introduction  of  the  rifle- 
mosket  has  produced  a  very  great  change  in  the  relative 
powers  of  these  two  arms.  The  experiments  made  at 
the  musketry-school  at  Hythe,  show  conclusively  that 
artillery  cannot  long  maintain  a  position  within  half  a 
mile  of  properly  instructed  skirmishers,  as  the  fire  of 
rifle-musketry  at  this  distance  is  as  effective  as  that  of 
canister  at  250  or  300  yards. 

Should  the  surface  of  the  ground  be  broken,  or  of 
such  nature  as  to  afford  shelter  to  skirmishers,  the  pre- 
ponderance will  be  still  more  in  their  favor.  And  should 
the  artiDery  not  succeed  in  silencing  the  fire  of  the 
skirmishers  by  well  served  case-shot,  it  will  be  obliged 
to  retire  beyond  the  reach  of  the^  rifles,  and  trust  to  the 
effect  of  round  and  spherical  case-shot  upon  the  enemy's 
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Against  cavalry.  Cavalry,  in  cbarging  upon  aa 
enemy  situated  at  a  distance  of  1,000  yards,  pass  over 
the  intervening  space  in  about  seven  minates.  Eadi 
piece  may  fire  nine  rounds  of  solid  shot,  or  spherical 
case-shot,  in  the  first  400  yards,  two  solid  and  three 
canister  shot  in  the  next  400  yards,  and  two  rounds 
of  canister-shot  while  passing  over  the  remaining  200 
yards,  making  a  total  of  eleven  round  and  five  canister 
shot.  Neither  spherical  case-shot  nor  shells  should  be 
fired  against  cavalry  in  rapid  motion ;  and  care  should 
be  taken  not  to  cease  firing  solid  shot  too  soon  in  order 
to  commence  firing  canister. 

471.  Emplojraieiit  of  different  kinds  of  Are*  The  fol- 
lowing circumstances  should  be  known,  to  enable  the 
artillerist  to  select  the  most  suitable  fire  for  a  particular 
occasion:  1st.  The  distance  of  the  enemy.  2d.  The 
conformation  and  quality  of  the  intervening  ground. 
3(L  The  formation  of  the  enemy,  as  far  as  can  be  seen 
or  judged  of. 

Direct  fire.  Direct  fire  should  be  employed  wherever 
the  surface  of  the  ground  is  uneven  and  the  quality  of 
the  soil  varied,  or  wherever  a  portion  fired  over  is 
smooth  and  the  remainder  broken,  or  the  soil  soft  and 
light.  There  are  other  special  cases  where  direct  fire 
should  be  eni})l(>yed  : 

1st.  When  the  enemy  is  so  situated  as  to  conceal  the 
depth  of  his  formation;  otherwise  the  ground  in  rear 
of  his  front  line  may  be  such  that  the  ricochet  will  not 
take  effect ; 

2d.  When  the  enemy  is  about  to  pass  a  defile,  and 
the  head  of  the  column  only  is  seen ;  or  when  the 
depth  of  the  column  can  be  seen,  by  being  commanded 
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or  overlooked ;  in  this  case,  the  projectile  which  would 
miss  the  head  might  strike  the  middle  or  the  rear  of  the 
column ; 

3d.  It  should  be  employed  in  aU  sustained  cannon- 
ades, because  the  eflfect  of  its  shots  can  be  more  easily- 
distinguished  than  that  produced  by  the  shots  of  a 
rolling  fire.  The  aim  should  be  corrected  by  observing 
the  point  of  fall  of  the  projectile ;  and,  for  this  purpose, 
it  is  desirable  to  take  the  mean  of  three  shots.  If  a 
rolling  fire  be  employed  under  these  circumstances,  the 
character  of  the  ground  and  formation  of  the  enemy 
may  be  such,  that  the  cannonade  may  be  carried  on  for 
hours  without  knowing  what  effect  is  produced. 

To  produce  good  results  with  direct  fire,  it  is  abso- 
lutely necessary  to  ascertain  the  exact  distance  of  the 
enemy,  which  can  only  be  done  by  a  practised  eye. 
This  circumstance  will  be  appreciated  when  we  con- 
sider that,  if  a  shot  only  strike  the  ground  fifteen  yards 
in  front  of  a  target  six  feet  high,  it  will  pass  completely 
over  it. 

When  the  object  is  not  on  the  same  level  with  the 
piece,  the  character  of  the  fire  will  be  determined  by 
the  nature  of  the  intervening  ground. 

If  the  surface  be  uniform,  and  have  an  inclination 
to  the  horizon  not  exceeding  15**,  above  or  below,  no 
change  need  be  made  in  the  kind  of  fire,  or  elevation 
of  the  piece,  from  what  they  would  be  on  horizontal 
ground. 

If  the  enemy  be  posted  on  a  mountain,  or  in  a  valley, 
the  direct  fire  can  only  be  used.  As  it  is  often  difficult 
to  estimate  the  distance,  the  pieces  should  be  aimed 
with  great  precision,  and  the  point  of  fall  should  be 
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carefully  noted ;  the  firing  sboold  be  deliberate,  and  it 
should  be  recollected  that  a  different  height  of  sight  is 
necessary  than  when  the  object  is  on  level  ground. 

472.  Rict^ehet  fire.  Ricochet  fire  should  never  be 
used  for  a  less  distance  than  1,000  yards,  even  when  the 
ground  is  favorable ;  for,  in  order  that  this  fire  may 
produce  its  greatest  effect,  it  is  necessary  that  the  pro- 
jectile should  make  two  or  three  rebounds  in  front  of 
the  enemy,  which  it  rarely  does  at  a  less  distance  than 
1,000  or  1,100  yards.  If  the  ground,  for  300  or  400 
yards  in  front  of  the  pieces,  be  soft  and  uneven,  or  if  it 
be  soft  and  uneven  for  100  or  300  yards  in  front  of  the 
enemy,  rolling  fire,  which  is  a  species  of  ricochet  fire, 
cannot  be  employed  with  effect. 

Large  and  deep  objects,  as  a  mass  of  troops,  a  park, 
or  a  colunm  of  artillery  on  the  march,  are  the  most  suit- 
able objects  for  ricochet  fire,  as  these  objects  present 
several  lines,  one  behind  the  other. 

473.  CanUtcr  Are.  The  fire  of  canister  does  not 
always  produce  the  effect  anticipated  for  it,  for  the  fol- 
lowing reasons,  viz. : 

Ist.  The  object  is  thought  to  be  nearer  than  it  really 
is,  and  the  firing  sometimes  commences  too  soon. 

2i  The  danger  is  often  thought  to  be  more  imminent 
than  it  really  is,  and,  consequently,  proper  care  is  not 
observed  in  aiming. 

3d.  The  character  of  the  ground  is  not  properly  ap 
preciated ;  and  too  much  confidence  is  reposed  in  the 
effect  of  the  projectiles  thrown  over  unfavorable  ground 

474.  Fieid-howttzert.  The  eirtreme  range  of  shells 
fired  from  field-howitzers  has  been  stated  to  be  from 
2,500  to  3,000  yarda     The  deviation  of  shells  at  ex- 
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treme  distances  is  so  great  that  they  should  only  be 
employed  against  large  objects,  as  cities,  camps,  &c. 

The  greatest  eflfective  range  of  howitzer-shells  is  about 
1,500  yards;  shells  should  only  be  employed  at  this 
distance  in  the  offence,  and  then,  rather  as  an  exception 
to  the  general  rule. 

The  gun  should  always  be  employed  when  capable  of 
producing  the  same  effect  as  the  howitzer. 

Shells  act  by  percussion,  by  explosion,  and  by  moral 
effect ;  and  they  should  be  employed  in  preference  to 
shot  under  the  following  circumstances,  viz. : 

1st.  When  the  enemy  is  stationary  and  under  cover. 

2d.  When  the  ground  is  much  broken,  or  cannot  be 
seen. 

3d.  When  troops  are  posted  in  woods. 

4th.  From  one  mountain  to  another. 

6th.  When  the  enemy  is  posted  on  higher  or  lower 
ground. 

6tL  When  on  a  road  leading  through  a  valley. 

7th.  For  incendiary  purposes. 

8th.  In  pursuit. 

9th.  Whenever  it  is  necessary  to  produce  a  moral 
rather  than  a  physical  effect. 

EMPLOYMENT  OF  SIEGE-CANNON. 

In  siege  operations,  the  same  fires  are  employed  as 
in  the  field,  but  under  different  circumstancea  The 
position  of  the  object  is  generally  fixed  and  known, 
and  there  is  sufficient  time  to  consider  the  best  means 
of  attaining  it. 

475.  i^ng  ranges.     The  greatest  range  of  the  24-pdr. 
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siege-gun,  mounted  on  its  appropriate  carriage,  is  about 
3,500  yards ;  but  the  defence  should  not,  without  good 
reason,  make  use  of  a  greater  distance  than  950  yards, 
or  point-blank  distance,  for  it  is  his  duty  to  economize 
his  ammunition,  if  it  cannot  be  replaced. 

It  will  be  proper  to  fire  at  a  reconnoitring  party 
at  a  distance  of  1,000  or  1,100  yards,  to  prevent  a 
nearer  approach,  and  against  strong  attacking  columns, 
provided  they  offer  sufficient  surface  to  render  the 
chances  of  hitting  probable. 

In  the  cUtack.  Firing  at  long  ranges,  on  the  part 
of  the  besiegers,  should  be  strictly  forbidden,  as  it 
would  disclose  to  the  enemy  the  proposed  fix)nt  of 
attack,  without  any  compensating  advantage. 

In  the  siege  service,  it  is  more  important  to  avoid 
useless  firing  than  in  the  field,  for  every  shot  that  does 
not  contribute  to  the  progress  of  the  attack,  by  weaken- 
ing the  defence,  is  a  shot  lost. 

476.  EnflladUiff  and  counter  llret.  An  enfilading  fire 
is  directed  along  a  particular  j)ortion  of  a  work,  and  a 
counter  fire  is  directed  toward  it. 

In  the  defence.  Solid  shot  are  used  in  enfilading  and 
counter  fires  under  the  following  circumstances : 

1st.  To  destroy  the  head  of  a  sap,  or  the  parapet  of 
a  trench. 

2d.  When  the  enemy  passes  from  the  first  to  the 
second  parallel,  and  before  he  has  completed  the  bat- 
teries intended  to  dismount  the  artillery  of  the  garrison. 

3(1.  To  batter  vigorously  the  lateral  works  of  attack 
as  soon  as  they  are  finished. 

4th.  To  protect  and  support  sorties.  The  guns  placed 
on  the  parapet  of  the  place  keep  up  a  warm  fire  of 
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solid  shot  against  the  batteries  of  attack,  and  the 
heads  of  saps,  until  they  are  masked  by  the  troops 
making  the  sortie. 

5th.  To  prevent  the  enemy  from  following  too  closely 
upon  the  heels  of  the  party,  which,  having  made  the 
sortie,  are  returning,  successful  or  otherwise. 

6th.  From  the  guns  placed  on  the  flanks  of  the  bas- 
tions when  the  besiegers  attempt  to  pass  the  ditch ;  in 
this  case  the  fire  is  plunging. 

7th.  To  drive  the  besiegers  from  any  outwork  that 
they  may  have  taken. 

8th.  In  a  cannonade,  the  object  of  which  is  to  dis- 
mount the  besiegers'  guns. 

In  the  attdch.  The  object  of  enfilading  fire  in  the 
attack  of  a  place,  is  to  rake  the  terrepleins  of  the 
faces,  curtains,  <fec.,  and  to  render  them  untenable ;  for 
this  purpose  the  batteries  should  be  established  on  the 
prplongation  of,  and  at  right  angles,  or  nearly  so,  with 
the  direction  of  the  part  to  be  enfiladed.  As  the  por- 
tion of  the  works  to  be  attained  is  not  commanded  by 
the  besiegers'  cannon,  enfilading  fire,  under  these  cir- 
cumstances, becomes  ricochet  fire,  the  nature  and  treat- 
ment of  which  have  already  been  described. 

Enfilading  and  counter  batteries  are  generaDy  es- 
tablished at  300  or  600  yards  from  the  place,  or  at  the 
fii-st  and  second  parallels.  As  the  object  of  a  counter 
battery  is  to  silence  the  fire  of  the  place  by  dismount- 
ing the  guns,  its  pieces  should  be  directed  against  the 
embrasures. 

This  demands  great  care  in  aiming,  and  great  accuracy 
of  fire ;  the  heaviest  smooth-bored  or  rifled  guns  should 
therefore  be  employed  for  this  purpose. 
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477.  Firinff  in  breack«  When  the  besi^ers  have 
approached  to  a  suitable  distance  to  commence  the 
breach,  the  opposing  artillery  will  have  been  silenced; 
but  they  will  be  subjected  to  flank  and  rear  fires, 
against  which  they  will  protect  themselves  by  traversea 
Counter-batteries  will  also  be  established  with  the 
breaching- batteries,  the  object  of  which  will  be  to  silence 
the  artillery  bearing  on  the  breaching-batteries,  and  the 
passage  of  the  ditch.  The  method  of  forming  a  breach 
has  already  been  described. 

478.  Fire  of  caie-«iioc  Case-shot  should  be  employed 
in  the  defence  of  a  work  under  the  following  circum- 
stances, viz. : 

1st.  In  sorties,  where  field-artillery  can  be  employed. 

2d.  At  all  points  liable  to  sudden  attacks,  as  on 
avenues  leading  toward  gates,  or  on  bridges.  Pieces 
situated  on  the  flanks  are  particularly  suited  to  this 
fire. 

3d.  Against  the  gorge  of  an  outwork  which  the  enemy 
may  make  a  bold  attempt  to  seize.  For  this  purpose, 
pieces  on  the  curtains,  or  shoulder  angles,  should  be 
employed,  taking  care,  at  the  same  time,  not  to  fire  over 
works  occupied  by  the  defence. 

4th.  This  fire  may  be  safely  employed  in  the  defence 
of  dry  ditches,  reveted  with  masonry. 

5tli.  Against  the  batteries  of  the  first  parallel  during 
their  erection,  and  after  their  position  has  been  disclosed 
by  means  of  fire-balls. 

6th.  Against  the  head  of  a  sap  at  night. 

7th.  Against  the  workmen  engaged  on  the  construc- 
tion of  the  second  parallel. 

8th.  Against  the  workmen  engaged  on  the  third  par 
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allel,  against  the  works  leading  to  the  covered  way,  and 
against  the  crowning  of  the  covered  way. 

9th.  Against  craters  formed  by  the  explosion  of 
mines,  to  prevent  the  enemy  from  crowning  them, 

10th.  Against  the  passage  of  the  ditch. 

11th.  Against  the  breach. 

1 2th.  All  cannon  on  the  flanks  which  remain  mounted, 
fire  rapidly  grape  or  canister  shot  at  the  moment  of 
assault. 

In  the  attdch  The  besiegers  are  much  more  restricted 
in  the  use  of  case-shot  than  the  besieged.  It  should  be 
principally  employed  under  the  following  circumstances, 
viz.: 

Ist.  By  cannon  placed  on  the  flanks  of  attack  when- 
ever the  besieged  make  a  sortie,  and  come  within  suita- 
ble range. 

2d.  At  night,  against  the  embrasures  which  have 
been  cannonaded  during  the  day  with  solid  sho^,  to 
prevent  them  from  being  repaired. 

8d.  Against  the  flanks,  during  the  night. 

4th.  Against  the  breach  during  the  day  or  night,  as 
soon  as  completed,  to  prevent  the  enemy  from  erecting 
means  for  defending  it. 

5th.  Against  the  besieged,  if  he  attempt  to  pass  out 
througli  the  breach,  after  the  assault  has  been  repelled. 

479.  Fire  of  the  siege-howl tsEer.  The  siege-howitzer 
should  be  employed  in  the  defence, — 

Ist.  Against  an  attacking  column,  wheu  the  giound 

in  front  of  the  place  affords  a  shelter  against  the  fire 

of  guns. 

2d.  Against  the  works  of  the  besiegers.     Howitzers 
32 
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are  placed  on  the  salients  to  blow  up,  with  shells,  the 
works  situated  on  the  prolongations  of  the  capitals. 

3d.  Against  the  batteries  in  process  of  construction 
on  the  three  parallels. 

4th.  Against  the  heads  of  saps ;  this  fire  should  be 
executed  with  small  charges. 

5th.  The  counter  approaches  are  armed  with  how- 
itzers. 

6th.  Against  troops  opposing  sorties,  and  especially 
against  cavalry. 

7th.  Against  the  enemy's  depots,  when  their  position 
is  known,  and  when  they  are  within  effective  range. 

8th.  Against  the  enemy's  convoys,  when  they  can  be 
reached,  and  they  offer  sufficient  surface. 

In  the  attack.    Howitzers  are  employed  by  besi^ers — 

1st.  In  a  bombardment,  by  day  and  night 

2d.  During  all  periods  of  the  siege,  when  occasion 
requires. 

3d.  In  the  half-parallels  established  between  the 
second  and  third ;  against  the  covered- ways  and  places 
of  arms.     The  fire  is  executed  with  small  chai^a 

4th.  For  ricochet  fire,  in  preference  to  cannon. 

480.  u«o  of  flre-baiiB.  Fire-balls  are  used  by  the  de- 
fence— 

1st.  Afi^ainst  columns  of  attack. 

2d.  Against  the  opening  of  parallels,  so  soon  as  it  is 
ascertained  that  }>reparations  are  made  for  this  purpose, 

3d.  Against  points  in  the  space  occupieil  by  the  be- 
siegers, wliere  a  remarkable  noise  may  be  heard,  and 
there  is  reason  to  suspect  that  it  proceeds  from  prepa- 
rations for  attack. 

4th.  Particularly  when  it    is  thought  that   the  be- 
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siegers  are  about  to  move  forward  from  one  paraUel  to 
another. 

Sth.  To  discover  the  movements  of  the  enemy  after 
he  has  repulsed  a  sortie,  and  to  prevent  him,  by  the  fire 
of  the  guns  of  the  place,  from  following  too  closely  in 
pursuit. 

In  attach.  As  it  is  for  the  interest  of  the  besiegers  to 
conduct  their  operations  as  silently  and  unobserved  as 
possible,  they  will  seldom  have  occasion  to  use  fire-balls. 

481.  Fire  of  mortan.  Mortars  generally  perform  a 
more  important  part  in  siege  operations  than  howitzers ; 
there  are  times,  even,  when  they  play  a  very  decided 
part ;  too  much  care,  therefore,  cannot  be  employed  to 
render  them  effective. 

In  the  defence.  Mortars  are  employed  in  the  de- 
fence— 

1st.  Concurrently  with  howitzers,  when  the  shape  of 
the  ground  in  front  shelters  the  enemy  from  the  fire 
of  the  guns. 

2d.  Against  batteries  and  heads  of  saps. 

3d.  Against  places  sheltered  from  the  fire  of  flanking 
guna  Mortars,  and  particularly  light  mortars,  can  be 
suitably  placed  at  all  points,  and  without  interfering 
with  the  establishment  of  gun  and  howitzer  batteries. 

4th.  Against  the  works  of  the  besiegers  generally, 
and  especially  against  the  opening  of  parallels,  and  the 
passage  from  one  parallel  to  another. 

5th.  When  the  besiegers^  fire  has  silenced  the  fire  of 
the  guns,  the  fire  of  the  mortars  continues  in  full  activi- 
ty, not  only  in  the  body  of  the  place,  but  in  the  demi- 
lunes and  lateral  works. 

6th.  In  covered  batteries,  during  the  entire  siege,  but 
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particularly  during  or  after  the  construction  of  the  third 
parallel. 

7th.  Light  mortars  should  be  employed  in  the  coun- 
ter approaches. 

8th.  Against  the  workmen  who  are  engaged  in  run- 
ning the  sap  up  the  glacis,  for  the  purpose  of  crowning 
the  covered  way. 

9th.  To  prevent  the  construction  of  counter  and 
breaching  batteriea 

10th.  To  prevent  the  besi^rs  from  establishing 
themselves  in  the  craters  formed  by  the  mines. 

11th.  To  drive  the  besiegers  from  any  exterior  work 
which  they  have  taken. 

12th.  To  prevent  the  passage  of  the  ditch,  or  render 
it  difficult. 

13th.  To  prevent  the  besiegers  from  effecting  a  lodg- 
ment in  the  breach,  by  firing  from  the  interior  retrench- 
ment. 

I7i  the  attach  It  is  very  difficult  to  specify  all  the 
circumstances  which  should  govern  the  besi^ers  in  car- 
rying on  a  bombardment,  since  they  depend  on  a  variety 
of  causes ;  the  following,  however,  may  be  enumerated : 

1st.  In  a  regular  attack,  mortars  are  the  first  to  open 
fire,  which  should  be  kept  up  night  and  day  whenever 
a  result  can  be  obtained. 

2d.  Heavy,  and  sometimes  medium-sized,  mortars,  can 
be  employed  to  retard  the  enemy's  works  on  the  front 
of  attack,  the  armament  of  his  batteries,  the  transporta- 
tion of  his  cannon,  and  to  shower  shells  upon  the  places 
where  his  troops  assemble,  and  to  bum  his  principal 
buildings,  etc.  Light  mortars  are  rarely  used  for  these 
purposes,  in  consequence  of  the  distance  of  the  object 
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and  the  lightness  of  the  shells,  which  have  little  force 
of  percussion. 

3(L  Mortars  are  employed  to  throw  shells  over  the 
entire  surface  of  the  ramparts  of  the  front  of  attack ; 
and,  for  this  purpose,  the  fire  should  be  taken  in  the 
direction  of  their  lengtL 

4tL  They  are  also  employed  against  the  lateral  works 
as  soon  as  the  enemy  seeks  to  establish  his  guns  there 
for  the  purpose  of  retarding  the  works  of  attack. 

5th.  The  curved  or  mortar  fire  of  the  second  parallel 
is  as  efficient  as  that  of  the  first  parallel,  at  all  periods 
of  the  siege.  Light  mortars  here  begin  to  be  usefully 
employed. 

6th.  Light  mortars  are  also  used  with  great  advan- 
tage in  the  half-parallels.  From  this  period  of  the 
siege,  the  covered-way  and  places  of  arms  are  showered 
with  shells. 

7th.  From  the  period  of  the  third  parallel,  the  ene- 
my^s  flanks  are  plied  with  mortar  shells,  to  support  the 
tire  of  the  counter  batteriea 

8tL  As  soon  as  the  covered-way  is  crowned,  and  sub- 
sequently, when  a  lodgment  in  the  breach  shall  have 
been  effected,  Coehom  mortars  are  employed  against 
the  enemy,  who  has  withdrawn  to  the  interior  retrench- 
ment of  the  bastion. 

482.  Hortar  case-shot,  Ac.  Stones  and  case-shot  from 
mortars,  should  be  thrown  by  the  defence  as  soon  as  the 
besiegers  pass  to  the  construction  of  the  third  parallel, 
and  the  batteries  pertaining  to  it.  This  should  be  con- 
tinued during  the  crowning  of  the  covered-way,  and 
during  the  assault. 

The  besiegers,  on  the  contrary,  employ  these  projeo- 
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tiles  in  all  the  batteries  of  the  third  parallel,  and^  hy 
this  means,  seek  to  drive  the  enemy  fix>m  the  covered- 
way  and  places  of  arms,  thus  preparing  the  way  for  the 
assault. 

EMPLOYMENT  OF  SEA-COAST  CANNON. 

483.  HatMre  of.  Artillery  plays  a  very  important 
part  in  sea-coast  defence,  particularly,  since  much  of  it 
is  composed  of  pieces  of  sufficient  power  to  disable  a 
wooden  vessel  by  a  single  well-directed  shot 

The  principal  advantages  which  sea<x)ast  cannon  pos- 
sess  over  those  mounted  on  ship-board,  arise  from — 

Ist.  The  greater  strength  and  stability  of  the  foun- 
dations on  which  they  rest.  Hence  they  are  made  of 
the  largest  calibre,  and  have  perfect  steadiness  of  aim 
in  firing. 

2d.  The  superior  resistance  of  the  covering  materials 
of  land-batteries. 

Hot-shot  and  shells  are  particularly  effective  against 
timber,  but  they  have  very  little  effect  on  earth,  or  good 
masonry. 

3d.  Less  extent  of  \nilnerable  surface.  The  vulner- 
able surface  of  a  casemate  battery  comprises  that  of  the 
embrasui'es ;  that  of  a  barbette  battery  is  composed  of 
those  portions  of  the  guns,  carriages,  and  men  which  are 
seen  above  the  crest  of  the  parapet — forming,  altogether, 
a  narrow  belt,  not  much  exceeding  two  feet  in  width ; 
whereas,  the  entire  surface  of  a  vessel,  above  the  water- 
line,  is  liable  to  be  seriously  injiu^  by  projectilea 

4th.  Superior  height,  or  command  over  the  surface  of 
the  water.  The  crest  of  a  land-battery  is,  at  least,  45 
feet  above  the  surface  of  the  water ;  this  superiority  oi 
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position  gives  not  only  a  greater  range  to  the  artillery, 
but  it  gives  it  a  destructive  plunging  fire  on  the  decks 
of  the  opposing  vessels,  and,  at  the  same  time,  places 
the  battery  beyond  the  reach  of  ricochet  fire. 

5th.  Greater  vertical  and  horizontal  fields  of  fire. 
This  advantage  not  only  gives  greater  range  to  the  pro- 
jectile, but  permits  the  same  number  of  pieces  to  be 
brought  to  bear  on  a  greater  number  of  points. 

484.  Armament.  The  armament  of  sea-coast  bat- 
teries depends  on  their  importance,  and  on  the  depth 
and  width  of  the  channel  to  be  defended. 

The  present  sea-coast  armament  comprises  the  32  and 
42  pounder  guns  for  throwing  solid  shot,  hot-shot,  shells, 
and  case-shot ;  the  8-inch  sea-coast  howitzer  for  throw- 
ing shells  and  case-shot ;  the  8,  10,  and  15-inch  colum- 
biads  for  throwing  shot  and  shells;  and  the  24-pounder 
howitzer  for  throwing  single  or  double  shotted  canister, 
in  the  defence  of  ditches ;  in  addition  to  these,  every 
sea-coast  battery  should  be  provided  with  a  certain  num- 
ber of  field-pieces,  principally  howitzers,  to  prevent  a 
landing,  or  to  act,  in  close  engagements,  against  the  rig- 
ging and  boats  of  vessela 

Every  battery  should  be  provided  with  permanent 
or  portable  furnaces  for  heating  shot.  One  hour  and 
a  quarter  is  required  to  heat  up  a  furnace  and  bring 
the  shot  to  a  red  heat,  or  half  an  hour  to  heat  the  shot 
if  the  furnace  has  been  previously  heated. 

Hot  shot  are  better  suited  for  protracted  than  for 
short  engagements. 

485.  Fires.  Direct,  ricochet,  and  plunging  fires  are 
principally  employed  in  sea-coast  defence. 

Direct  fire  should  be  used  when  the  surfSsM^  of  the 
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water  is  rough,  and  the  accuracy  of  the  rebound  cannot 
be  depended  upon.  The  accuracy  of  sea^coast  fire  is 
generally  greater  than  that  of  the  field  or  si^e  service, 
for  the  reasons,  that,  the  distance  of  the  object,  though 
moving,  can  be  readily  and  accurately  determined  by 
its  relation  to  known  objects,  the  effect  of  shot  can  be 
more  easily  observed  on  water  than  on  land,  and  the 
size  of  the  object  is  large,  and  its  appearance,  generally, 
well  defined. 

In  aiming  at  a  vessel  with  direct  fire,  the  piece  should 
be  pointed  at  the  water-line ;  for,  if  the  projectile  strike 
the  water,  it  will  either  penetrate  the  hull  below  the 
water-line,  or  rebound  and  strike  above  it 

The  range  of  effective  direct  fire  does  not  much  exceed 
one  mile  and  a  quarter;  the  extreme  range  of  8ea<x>ast 
mortars  is  about  two  and  a  half  miles ;  that  of  the  co- 
lumbiads,  about  three  and  a  quarter  miles,  and  the  heavy 
rifle-guns  about  five  miles. 

486.  Kicochct-ilrc.  The  accuracy  of  ricochet -fire 
depends  on  the  surface  of  the  water;  under  favorable 
circumstances,  the  larger  sea-coast  shells  have  a  range  of 
about  3,000  yards  in  rolling  fire ;  their  penetrating  force, 
however,  is  very  much  diminished  toward  the  extrem- 
ity of  this  range. 

The  fire  of  mortars,  from  ship-board,  is  very  uncer- 
tain, if  the  surface  of  the  water  be  much  disturbed. 
This  was  shown  at  the  bombardment  of  Fort  McHenry 
by  the  British,  in  the  War  of  1812,  and  at  the  bom- 
bardment of  San  Juan  d'UUoa  by  the  French.  In  the 
latter  case,  out  of  302  shells  that  were  fired  at  a  dis- 
tance of  2,200  yards,  six  only  struck  the  fort,  while  others 
fell  1,200  yards  beyond  it. 
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CHAPTER  Xm. 

TABLES  OF  MULTIPLIERS. 

B,  /,  D,   Vy  Ac. 

487.  Explanation.  It  would  exceed  the  limits  of  tills 
work  to  enter  into  a  discussion  of  the  formulas  from 
which  the  values  of  the  multipliers  used  in  the  equa- 
tions of  motion  in  air  (page  412)  are  calculated;  it  will 
be  sufficient  to  explain  how  these  tables  are  used  in 
practice. 

The  pupil  will  find  this  subject,  as  well  as  all  others 
relating  to  Ballistics,  ably  and  fiiUy  treated  in  Didion's 
Traite  de  Balistique. 

488.  Table  1.  Multiplier  B.  The  decimals  are  car- 
ried out  to  three  places,  which  is  sufficient  for  ordinary 

purposea     The  values  of  —  are  given  in  the  first  hori- 

c 

V 
zontal  line,  the  value  of  — -'  in  the  first  vertical  col- 

r 
umn,  and  the  values  of  the  corresponding  multipliers 
are  set  opposite  to  them. 

To  find  the  multiplier  B  for  two  intermediate  values 

of —  and  — ij  not  given  in  the  tables,  we  seek,  in  the 
c  r 

absence  of  the  proper  numbers,  the  corresponding  values 

of  the  nearest  tabular  numbers.     We  add  to  these,  parts 

proportional  to  the  diflferences,  as  though  each  part  were 

to  be  considered  separately. 
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X  V 

Example. — Find  the  value  of  B  for  ^^-0.5755,  and  --'—1.1219, 

e  r 

f.  f.  B  (0.5755;  1.1210).  StartiDg  with  0.55  in  the  first  horizontil 
column,  and  1.10  in  the  first  vertical  colnmn,  wc  find  ^—1.479;  the 
difference  between  this  and  the  next  number  of  the  horizontal  line  is 
0.054 ;  the  difierence  between  the  same  and  the  next  number  of  the 
vertical  column  b  0.013.  The  difierence  between  0.5755  and  0.55  is 
0.0255,   and   between    1.1210   and    1.10  is  0.0210.      The   value  of 

B    (0.5755;    1.1210)— 1.470 +  ?::??i^0.054 +?:?^%.013  —  1.479  + 
^  '  0.05  0.05 

0.027  +  0.006  —  1.512. 

Or,  for  greater  convenience,  the  foregoing  may  be  placed  in  the  fol- 
lowing form,  the  differences  being  written  as  whole  numbers : 

J5  (0.5755;  1.1210)-1^512 

J5(0.55;  1.10)     =1.470 

255   , 

—-54    .    .     =      27 

500 

210 
500 


Multiplier^  I,    The  values  of /are  given  in  the  same 

table  as  those  of  JS;  except  that  it  is  necessary  to  com 

mence  in  the  lower  horizontal  line,  and  subtract  from 

V/       V\ 
them  the  product  of— il-[--'j,  by  the  corresponding 

number  of  the  line  called  "  correction." 


Example.— To    find    the  value  of  7(0.5755;    1.1219),    Uke '- 

c 

0.545,  which  is  less  than  the  proposed  number  by  0.305,  and  which 

y 

differs  by  0.035  from  the  next  number  in  the  table;  — '—1.10  is  the 

r 

nearest  number  to  1.1219  in  the  first  vertical  column;  for  these  two 
numbers  we  have /—1. 771.  This  number  differs  from  the  adjoining 
horizontal  and  vortical  numbers  in  the  table  by  0.066  and  0.022,  w- 
spectively.     The  value  sought  is  1.830,  as  is  thus  shown: 
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7(0.6756;    L1219)—1.830 

/   (0.545;   1.10)     —1.771 
806 

"860^*  "      ^® 

219 

22  —      10 


500 
—1.1219.2.1219.4—    —9 

T(Me  8.   Values  of  Ucmd  D.    This  table  is  calcnla- 

CD 

ted  for  differences  of  0.10  in  case  of  -i  in  the  upper  line, 

V, 

and  for ,  differences  of  .05  in  case  of  — -.    For  U.  the 

CD 

values  of  -  are  found  in  the  upper  horizontal  line,  and 
for  -D,  in  the  lower  line. 

^i-amj9/e.— Find  the  values  of  ^(0.5755;  1.1219)  and  D  (0.5755; 

1.1219). 

i7  (0.5755;  1.1219)-!. 707 


U      (0.50;       1.10)  — 1.597 
755 

lobo^^®        -  -1^* 

219 

-^^14  -  .006 

We  have  IT'- 1.707,  and  2>- 1.336. 

X 


D  (0.5755;  1.1219)— 036 
D     (0.393;       110)-1.221 

1825 

119  —  .113 


1920 
219 
500^ 


—  .002 


Table  4c.  Valvss  of -^  B  fcrr  the  caJ/yvMicm  of 

This  table  ff ives  the  value  of  -B  for  values  of  -  and  — '^ 

°  G  or 

for  differences  of  0.05  and  0.05 ;  the  unknown  quantity 

CD  V^  CD 

to  be  determined  is  -7  when  — '  and  - J?=/?,  are  given. 

Arrange  the  calculations  as  in  the  preceding  cases. 
Only  one  of  the  proportional  parts  is  unknown,  and  this 
is  determined  by  the  condition,  that  if  it  be  added  to 
the  other  proportional  part,  and  to  the  number  in  the 
table,  the  sum  is  equal  to  the  required  number. 
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V  X  X 

£xampUM.—RKnng  —  —1.1219  and  -B,  or  p— 0.8729,  find  ~. 

V 
Starting  with  — ^—1.10,  and  following  the  horizontal  line,  we  come 

upon  0.8 1 35,  the  nearest  approach  to  the  proposed  number,  0.8729.   Find 

X  X 

the  corresponding  value  of  — ,  which  is  0.55 ;  the  unknown  value  of  - 

surpasses  0.55  by  a  certain  quantity  which  we  shall  call  A ;  following 
the  previous  arrangement  of  the  calculation,  and  observing  that  the 
differences  of  0.8135  with  the  adjacent  horizontal  and  vertical  tabolsr 
numbers  arc  0.1065  and  0.0071,  respectively,  and  representing  by/>the 
result,  we  have— 

;>(0.55  +  A;    1.1219)— 08720 

;>(0.55         ;    1.10     )— 0.8135 
A 


0.05 
0.0219 


1065  —  .0559 

71  —  .0035 


0.0500 

We  have  A— —--0.05  —0.0263 

1065 

-—0.55+0.0263  —0.5763 

e 

The  proportional  part  559  is  equal  to  8729 — f8135-f  35) 

K 

Table  5.      Values  of     r  for  initial  velocities. 

7s 

This  table  gives  the  quotient  arising  from  dividing 

V  X  V  ^ 

— '  by  j^' B  f^r  values  of  -  and  — * ;  the  quantity  to  be 

determined  is   — ^.     The  method  is  the  same  as  in  the 

r 

preceding  table ;  if  the  value  of  the  quotient  q  dimin- 
ishes as  -  increases,  the  sign  of  the  diflference  should  be 

changed. 

V 

Etample.— Having  '  —0.5755,  and  q—_Ji_  —  0.9110,  find  Zi 

«  /^~  r' 
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X 

The  vertical  column  nearest  to  -» 0.5755  is  that  which  corresponds 

to  0.55  ;  the  number  in  this  column  nearest  to  0.9110  is  0.9045,  which 

corresponds  to  1.10,  and  the  difference  between  this  and  the  required 

number  is  0.0065 ;  the  differences  with  the  neighboring  numbers  to  the 

right  and  above,  are  —  0.0162  and  0.0370,  respectively.     We  therefore 

have, 

gr  (0.5755;  1.10+A)=0.9110 

gr(0.55;  1.10)  =0.9045 

255 

— -162  =—.0082 

500 

A 


^  ^^370  =.0147 

0.05 

.      147 
or  A=  — 0.05  =0.0199 


1^=1. 


and  —^=1.10+0.0199=1.1199 

r 


The  proportional  part  147   is  equal  to  9110 — (9045 — 82),  giving 

V 

A=0.0199,  which,  added  to  1.10  gives  —  —  1.1199. 
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Table  1. — Values  of  B  and  I. 


S   I 

u 


o.oft 

0.10 
0.15 

0.25 
0.80 

o.en 

0  40 
0  45 

o.r>o 

0.5.% 
0.6rt 
U.C5 


70  1 
75 
M)  : 


fi 
0 
0 
0.85 
0  90 


»5 
.00 
0) 
.!•» 
15 
«• 
.35 


1.000 

1.000 

1.000 

1.<N)0, 

1 .000 

1.000 

1.000; 

1.000 

1.000 

1.000 

I.OINI 

1.000 

1.000 

1.000 

1  .(NIO 

l.OilO 

1.000 

1 .000 

1  000 

1  .rtn» 

1  .(MM) 
1.000 
1  001) 

1.000 
1.000 


1.017 

1.018 

1.019 

l.OM' 

1.090' 

1.091 

1.099i 

low; 

1.094, 

1.095 

1.095 

1.096 

1.097 

1.098 

1.099 

1.080 

l.OHl. 

1.081 

I. (Mi. 

1.088' 

i.tm 

1.085! 
1  086 
1.087; 
1.087 
1.088 


0.80     0.85  •  0.48     0.45     0.50 

I ■ 


1.084 
1.066 
1.08S 
.088 
.041 
.048 
1.045 
1.046 
1.048; 

l.O'O! 

l.a-.9: 

1.058, 

1.055: 

1.057, 

l.OM 

1.06l> 

1.069 

1.064 

1.066 

1.067 

1.060 

1.071 

1.078 

1 .0751 

1 .076 

1 .07», 


1  059 

1.065 

1.057 

1.060 

1.068' 

1.066 

1.088 

1.0711 

1.078! 

1.0T6; 

1 .0.9 

1.089 

1  OM 

1  (87 

l.OM) 

1.099 

1  096 

1.096 

1.101 

1.108 

1.106 

1.108 

1.119 

1.114 

1.117 

1.190 


1  070 

1.074 

1.077 

1.061. 

1.085 

1.0^ 

1.0«9 

1.086 

1.088 

1.1W 

1.107 

1.110 

1.114 

Ills 

1.199 

1.195 

1.199 

1.188 

1.187' 

1.140 

1.144 

1.148 

l.i5t 

1.155 

1.158 

1.168 


1.068 

1.09'«, 

1.089 

1.108 

1.107 

1.119 

1.117 

1.191 

1.196 

1.181! 

1.185 

1.140 

1.14.*. 

1.149 

1.1M 

1.1fl8 

1.164 

1.169 

1.178 

1.178 

1.188 

1.16H 

1  198 

I.19> 

1.908 

1  907 


1.10^ 

1.114 

1.119 

1.195, 

1.180. 

1.186 

1.149; 

1.148 

1.1  8 

1.158! 

1.165, 

l.l7l! 

1.176 

1.1»*9 

I.IS^ 

1.194 

1.900, 

1.906 

1  219. 

1.21^1 

1.92li 

1.980. 

1.98«: 

1 .949: 

1  94S 

1.2.M' 


1.198 
1.184 
1.141 
l.)48 
I.IM 


For    '     «•  i 

/       ,     —       0.000    0.088 


rorrection 


I 


0.000 


0.000 


0.067!  0.101    0.1S4.  0.168.  0.902 


161 
168 
175! 

188 
1.196 
1.908 
1.909. 
1.916= 
1.994 
1  981 
1.23S 
1.-45 
1.259 
1.258 
1.266 
1  978 
1.9Hli 
1.2S- 
1.295 


l.'4S 

1.156 

1.168 

1.171 

1.178 

1.18r 

1.185 

1.908 

1.911 

1.918 

1.297 

1.985 

1.244 

1.25/ 

1  280 

1.268 

1.977 

1.985 

1..94 

1.809 

1.810 

1.818 

1.899 

1  886 

1.84% 

1.858 


1.168 
1.177, 

1.185 

1  906 

1.911 

1.928 

1.1^^9 

1.941, 

1.961 

1 

1 

1.9.8 

1.9S8 

l.tW 

1.8ns 

1.817 

1.827 

1.887 

l.'(46 

1.856 


1 

1.876 
1  886 
1.8»6 
1.4416 


1.190 
1.9M 
1.910 
1.990 

i.sn 

1.941 
1.959 
1.989 
1.978 
1.988 
1.984 
1.805 
1.815 
1.H96 
1.887 
1.S48 
1.898 
1.870 
l.»<9 
1.898 
1.404 
1.415 
1.497 
1.48$ 
1.450 
1.461 


0.000    0.000.  0.000   0.000   o.ooi; 


0.986.  0.970    0.8(V1  O.S88 
0.001    0.001    0.001    0.001 


F«- 
B 


T 


^    I  o.to 

I 

e 


0.55  ■  0.60  <  0.65  ,  0.70 


0.75  '  0.50 


0.S5     ".SO     0.95      \.*fO 


I 


r    0.00 

0.05 

0.10 

0.15 

0  5h» 

0.25 

0.80 

0.85 

0.40 

0.45 

0  50 

^    u 

0..VJ 

3 

I 

0.60 

%» 

O.lVi 

o 

0.70 

o.7:» 

O.sH 

o.s.% 

'  0  00 

0  95 

1. 00 

1  .o:> 

1    10 

11.% 

l.«0 

I     l.«5 

For 

a* 

/ 

c 

Correct 

Jun  . . . 

1  190 

1.912    ] 

1.284    1 

1 .9«N> 

1 .2.>8 

1.^47    1 

1  2iO 

1.284    1 

I.2:i0    1 

1.220 

1.246    1 

1  272    1 

1  .-.'81 

1.2.%«»    1 

I.2n%    1 

1.241 

1.269    1 

l.-.'99    1 

1.2.%2 

1.2M     1 

1.811     1 

1 .2«:2 

1  29H 

1.8/5    1 

1.27H 

1.80.%    ] 

1.88M    1 

1.2>8 

1  817 

I.K5I     I 

1.294 

1.H29 

1.805    1 

1.84IA 

1.841 

1  87'*    1 

1.815 

1.858    ] 

l.8!r2    1 

1 .826 

1.86.% 

I.44M    1 

1.847 

1.87'^    1 

1.420    1 

1  84- 

1.^9(»    1 

1.488    1 

i.v-o 

1.44Ki 

1.44.'    1 

1 .870 

1.41.%    1 

l.4«2    1 

I.JV, 

1.42-    1 

1.47(5    1 

l.W»8 

1.4441 

l.4'.H>    1 

1.44»4 

1 .4.M 

..%(4    1 

1.41.% 

1   4«'>(-> 

.5  9    I 

1.427 

1.479    1 

.5  8    1 

1.48s 

1.49^    1 

\.M»    1 

1.4.%0 

1  5(C>    1 

i..v»a   1 

1  AtW 

I.5IS    1 

1  .%7s    1 

.257 

271 

.2^5 

.99 


1.9^1 
1  296 
1.8:' 
1.827 
814  1.84H 
82S  1.858 
1 .875 
1.891 
1 .407 
1 .428 
1.440 
1 .4:»7 
1.478 
1.490 
1  ..%(»7 
1 .5/4 
1.542 
1  .\%0 
1  ..%77 
1  504 
1.6  2 
1.680 
.^i90  1.(U<« 
(106    1  666 

i.r«4 

1.708 


.848 

.857 

.872 

.8-7 

.402 

.417 

.482 

.447 

.46H 

.478 

494 

.%(i9 

..'•2.% 

!Al 

.%%7 

..%7< 


.62) 
.(»9 


1.805 

1.M22 

1.H89 

1  85<t 

1 .878 

1 .81*0 

1.40»» 

1 .425 

1.448 

1.44;i 

1.479 

1.49> 

1..%I6 

I.ri85 

1  558 

1  ..%72 

1.501 

1.610 

1   680 

1  649 

1.669 

1.fts.H 

1.7(»H 

1.7:^8 
1.749 
1.769 


1.880 

1.866 

1.885 

1.4(V| 

1.42H 

1.442 

1.4<>l 

1.4«* 

1..V10 

1.52i» 

1.540 

1 .560 

1.5^1 

I  601 

1.622 

1.(^8 

1.664 

1  6-5 

1.706 

1.728 

1.749 

i.m 

1.79S 
1.816 
1.88S 


1.8.\% 

1  875 

1.895 

1.415 

1.486 

1.457 

1.477 

1.499 

1.520 

1.541 

1.563 

1.5M 

l.MHi 

1.629 

1.651 

1.674 

i.696 

1.719 

1.748 

1.7(i6 

1  7>9 

1.S18 

1.S87 

\M\ 

1.Sn6 

1 .910 


1.8^2 

1.40 

1 .4*5 

1.447 

1.469 

1.491 

1  514 

1.5>t6 

1.5S8 

1 .5>J< 

1.«06 

1  680 

1.654 

1.67s 

1.70? 

1.7z7 

1.751 

1776 

1.*>i 

I.S.7. 

I.N'W 

1.879 

1.9(15 

1.9S1 

l.».%8 
1.S^«5 


1.44W 
1.48- 
1.4N% 
1.479 
1.5<i8 
1.5x7 
1  &%1 

1.5:6 

1.601 

1.626 

1.651 

1.6.-7 

1.70 

1.729 

1.755 

1.7*t 

I.HI9 

1  >86 

1.S6 

1.»'91 

1.919 

1.947 

1  .H75 
2.0(M 

2  (fcVt 
2. 06-' 


1.4<7 
1.461 
1.4S6 
1 .512 
1.5- 
1.561 
I  5H» 
1  616 
1  648 
1  670 
1.697 
1.795 
1.759 
1.7S1 
l.MO 

1    !!«8 

l.!4S 
I  f«7 
1.927 

1  957 
1.9-7 
2.(»17 
2.<»4S 

2  0T9 
Y.lll 
9.149 


0.S8-    0.872    0407    0.441    0.476    0.511    0.545    0  5M»    0.615    0  650'  0.6S5 

0.001    0  002    0.002,  0.009    0.006    0.008    0.004    0.004    0.005   0.006    0.006 

I  I  I  III  .  . 
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Table  3. — Values  of  V  for  velocities  and  D  for 

times. 


For 

r 

c 

j  OAfO 

i 

1 

0.10 

0.20 

o.so 

0.40 

0.30 

o.eo 

O.TO      0.50     0.9B    l.H 

1 

».«'U 

1.<XN> 

l.UM 

1 .  105 

1.1«2 

1.221 

1.2M 

i.Kf* 

1.419    1.4?-2    LMfr  l.«* 
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Table  4. — ^Values  of  -B  for  rangea 
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f.   0.00  I  0.05  I  0.10  0.15  I  O.M  I  O.tS 


't'l^ 


I 


0.00 
0.05 
0.10 
0.15 
O.M 
0.S5 
0.80 
0.85 
0.40 
0.45 
O.SO 
0.55 
O.dO 
0.65 
O.TO 
0.75 
0.80 
0.85 
0.90 
0.85 
1.00 
1.05 
1.10 
1.15 
1.80 
1.85 


0000 
000  0 
000  0 
0000 
000  0 
000,0 
0000 
0000 
000  0 
0000 
000  0 
000  0 
000  0 
0000 
000  0 
0000 
0000 
000  0 
0000 
0.000  0 
0.000  0. 
000  0 
0000 
0000 
0000. 
0.000  0. 


.0608  0.1084 
.0008  0.1088 
.0008  0.1088 
.05100.1088 
.05100.1041 
.0511  0.1048 
.0511  0.1045 
.0511  0.1048 
.0518  0  1048 
.0518  0.1060 
.0518  0.1058 
.0518  0.1058 

0514  0.1055 
.0514  0.1057 
.0514  0 

0515  0 

0515  0 

0516  0 

0516  0 

0517  0 
0517  0 

0517  0 

0518  0 

0518  0.1075 

0519  0.1076 
0519  0.1078 


.1090 
.1060 
.1089 
.1064 
.1066 
.1067 
.1060 
.1071 
.1078 


0.1578  0 

0.1688  0 

0.1566 

0.1580 

0.1684 

0.1686 

0.1608 

0.1606 

0.1610 

0.1614 

0.1618 

0.1688 

0.1686 

0.1680 

0.1684 

0.168S 

0.1648 

0.1647 

0.1651 

0.1665 

0.1658 

0.1668 

0.1667 

0.1671 

0.1676 

0.1680 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
.0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 


.814010 

.8148!o. 

.8155>0 

.8189t0 

.8168t0 

.2177:0 

.218410 

.8191:0. 

.2199,0. 

.2806;0 

.38180. 

.22810 

.2228  0 

.2886 

.2848 

.2850 

.2856 

.2865 

.2278 

.2290 

.2288 

.2295 

.2808 

.2810 

.2818 


0 

0. 

0 

0. 

0 

0. 

0. 

0 

0 

0 

0. 

0 


2722  0 

2784'0 

27450 

2757 

2768 

2780 

8791 

2808 

2815 

2826 

2889 

28600 

2962;0 

287410 

288610 

28870 

2900*0. 

29210. 

'o 

2946'0. 
2958;0. 
2970  0. 
298210. 
29940. 


0. 


8006 
8019 


8894  0 

88410 

8857  0 

8874  0 

88810 

8408  0 

8425  0 

8448  0 

8460 

84n 

8484 

8512 

8599 

8547 

8564 

8088 

86000 

8617  0 

86850 

86580 

86710 

8688,0 

8707  0 

87850 

8748  0 

87610 

I 
I 


8847  0 

8870  0 
.8896  0 
.4017  0 
.4040  0 

4064  0 

40880 
.4112  0 

4186 

4160 
.4184 

4808 

4288 

4257 

4882 

4807 

4882 

4856 

4881 
.4407 
.4482 
.4457 
.4489 
.4606 


0.60 


46010.6858  0.8848 
4882  0.6888J0.6008 
465410.6888  0.6051 
4685  0.6879;0.6109 
4716.0.5490  0.6154 
4748  0.5461  0. 


.4568 


0.8858 
0.6810 
0.6868 
0.6418 
6470 


.478010.6608 
.48120.6544 
.48440.6686 
.48n;0.5828 
.4808  0.5670  0 
.48480.6712,0 
.4974;0.5765  0.6&7T 
.6007  0.579710 
.6840  0. 6641  iO 
6074  0  5684'0.6741 
5107  0.6027|0. 6796 
5140  0.6871  0.6868 
5174  0.60150.6806 
6808  0.6068|0.6864 
6842  0.6108  0.7020 
6876  0.6147  0.7078 
6810  0.6192!o.n88 
6644  0.88870.7191 
6878  0.8882!0.7848 
5414  0.6827I0.7806 


e 


I 


0.60  '  0.55  I  0.60  ;  0.65  :  0.70 


I 


0.75  0.80  0.85  0.80  ,  0.95  1.00 


0.00 
0.05 
0.10 
0.15 
0.80 
0.25 
0.80 
0.85 
0.40 
0.45 
0.50 
0.55 
0.60 
0.65 


70 
75 
80 
85 
80 
95 
00 
1.06 
1.10 
1.15 
1.80 
1.25 


0. 
0. 
0. 
0. 
0. 
0^. 
iO. 

is 

0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 

lo. 

|0. 

'2- 
i2* 

iO. 

:o. 


68490 

60000 

60510 

6102  0 

6154  0 

62060 

62590 

6810  0 

68680 

6*16  0. 

6*70  0. 

65280 

6577  0 

66820 

66860 

67410 

6796  0 

685S0 

69090 

68640 

7020  0 

7076  0 

71880 

71910. 

7248  0 

7806  0 


6664  0.7404  0 
6727  0.7490  0 
6789  0.7556  0 
68080.76880 
6816  0.77110 
68910.7788  0 
70450.79660 
7110  0.7847i0 
7175  0.8027,0 
724l!0.9107i0 
7807  0.8198  0 
7874,0.826910 
7441 10. 98510 
7509,0.84840 
75n  0.95170 
7645  0.8600  0 
77140.8694  0 
7798  0.8768  0 
7858  0.8854  0 
7922;0.8940  1 
799810.9026  1 
80640.9118,1 
8185  0.92001 1 
8206  0.9280;l 
8278  0.9877  1 
8860,0.94661 


.8171 


0 
0 

88560 

84450 

85880 

86820 

.8726 

.8822 

8017 

8014 

.9111  1 

.9809  1 

.9807  1 

.9407  1 

.9507  1 

.96081 


.9709 
.9911 
.9914 
.0018 
.0122 
.0286 
.0681 
.0480 
.0546 
.0654 


.8964  0 
.9072  0 
.91801 
.92901 
.9400  1 
.95111 
.96881 
.87861 
.99501 
.99641 
.0090  1 
.0196 1 
.0618  1 
.04811 
.06511 
.06711 
.07921 
.0914  1 
.10661 
.1150  1 
.12841 
.1409  1 
.15851 
.16681 
.1791  1 
.19201 


.97961 
.99121 
.0069  1 
.01071 
.02961 
.04271 
.05591 


.06881 
0794.1 
.0881:1 
.1080  1 
.1280,1 
.1882|l 
.15851 


15211 
16981 
19601 
20811 
22061 


06011.1690  1 
0824  1.1846!l 
08601.2002.1 
10951. 2161  ;i 


1282  1 
187U  1 
151U1 
1660  1 
17911 
1988,1 
2077,1 
,2222  1 
28681 


282111 
2492  1 
.2645  1 
.2909  1 
.29741 
.8141;! 
.8809  1 
.8478,1 
8649'l 


2880 
2558 

2787 

2917 

8099 

8292 

8467 

8654 

8968 

40641 

42251 

4419  1 


25151. 8821  1 
.2668,1.89951 
.29121. 4170;  1 
.2968  1.48461 
.8115  1.4584  1 
.8269  1.470211.62861 


4614 
4811 
6008 

6810 

5411; 

,5615 
6819 
6097 


.94851 
.26281 
.28281 
.8080  1 
.8219  1 
.84201 
86221 
.88281 
.40651 
.4248  1 
.44551 
.4667  1 
.4882,1 
.5100  1 
.58191 
.66891 
.5768il 
.6888'l 
.62151 
.6444  1 
.66751 
.68091 
.71441 
.78881 
.7681  1 
.7861  1 


.118841.4860 
.86061.4618 
.88251.4864 
.40601.5118 
.42761.6875 
46051.6684 
.47861.6896 
.48701.6168 
.6807,1.6480 
.54451.6701 
.6686  1 .6974 
.68801.7851 
.61761.7680 
.6484;i.7818 
.66741.8098 
.6927;i.8886 
.71881.8676 
.7440,1.8970 
.77001.9267 
.79641.9666 
.82291.9866 
.8496  2.0178 
.8764  2.0481 
.806720792 
.9812  2.1105 
.9588  2.1429 
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Table  5. — Values  of    r     for  initial  velocities. 
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Table  of  T\mn^  ealeulaled /or  the  Wmt  Powt  Ballistic 
Macbini. 


Lf  ngth  of  aimplc  pendulum,  5.769  in. ;  and  — -  _--=0.001509". 
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Example. — What  is  the  velocity  of  a  projectile  when  the  time  of 
its  passage  between  two  targets,  100  feet  apart,  corresponds  to  30.5 
d^rees  of  the  graduated  arc  1 


Time  of  20'  =  0.03044 
Add  for  0.5'  O.OOOTT 
Time  of20<'.5  =  0.03121 


Log.  of  100  =  2.000000 
Log.  0.00-i42  =  2.70.-»324 

Log.    1003.     =  3.204670 


Velocity  =    1602.  feet. 
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TABLES    OF   FIRE. 


RANGES. 

The  range  of  a  shot  or  shell  is  the  first  grace  of  the  bell  on  horiaootal  gronal 
the  piece  being  mounted  on  its  appropriate  carriage. 

The  range  of  a  spherical  case  shot  is  the  distance  at  whidi  the  shot  buratt 
near  the  ground,  in  the  time  given ;  thus  showing  the  deration  and  the  ko^ 
of  fuse  required  for  certain  distances. 


KdiD  or  OSDHAKCI. 

Powd«r. 

Ball 

Hon. 

Rmnipe. 

RcBiarks. 

Um. 

e     / 

Yardi. 

t  , 

6-PDIl.  FIELD  GUN. 

1.25 
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1.25 
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Time,  2  secoodA. 

shot 
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..      3 

2  45 

900 
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3         ' 
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*'      4 

4 

1200 

5 

ri-PDR.  FIELD  GUN, 

Model  1841. 


2.5 


Shot. 
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o 

3 
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2.5     !  Sph.  case 
shot 
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30 
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700 

800 

900 

1000 

1100 

1200 


I  Time,  If  seconds. 
"     2i 


i  I 


.1 


21 
3 

H 

4 
4* 


TABLES    OF   FIKE. 
Samffti — Continued. 

Powilcf.        BilL         ^[JJ^    Ru(>. 


I   a.6 


T«di. 
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6!0 
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] 
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0.S 

Shell 

i 
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1      785 
,    1005 

1     ... 

GOO    Time,  Z  (eooiidi. 


j    O.S      Sph.  CMC     0 


3  30      450  I  "nine,  I  BMondp. 


TABLES    OF    FIKE. 
Ranfftt — Continned. 
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TABLES  OF  FIBE. 

Raagt* — Contin  uedL 
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TABLES   OF    FDCE. 
Ranyti — Con  Unned. 
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Range$ — Continued. 


KoiD  or  (htDVAxcr.     Powder. 
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Continued. 
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Range$  with  Sea-eoait  IS^neh  s\ for  tars,  20^  elevation. 


CUABttB. 
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APPENDIX. 


ARMSTRONG  GUN. 

1.  Detcrli^Uon  of  piece.  The  falloviiBg  dMcription  of  the  ATtn- 
strong  gun  b  principHlly  gathered  from  Sir  Howard  Donglas's  Naral 
Gunnery  and  the  OfEciiil  Manual  of  Artillery  Exercises.  Althongh 
wanting  in  some  of  the  details,  it  is  mora  complete  and  correct  than 
that  given  in  the  preceding  pages. 

Body  of  the  piiee.  The  body  of  the  piece  is  made  np  hy  welding 
tf^tber  severJ  wronght-iron  tubes ;  each  tnbe  is  from  two  to  three 
feet  long,  and  is  formed  by  twisting  a  square  bar  of  iron  around  a 
mandrill,  and  welding  the  edges  together.  Thns  far  the  piece  resem- 
bles the  barrel  of  a  fowling-piece.  To  titrcngthcn  the  barrel  at  and  m 
rear  of  the  trunnions,  it  is  enveloped  with  two  additional  thicknesses, 
or  tubes.  The  outer  tube,  like  the  inner  one,  coniuats  of  spiral  coils ; 
bnt  the  intermediate  tube  is  formed  of  an  iron  slab,  bent  into  a  cir- 
cular shape  and  welded  at  the  edges.  The  reason  for  this  distinction 
is,  that  the  intermediate  layer  has  chiefly  to  sustain  the  pressure  on 
the  bottom  of  the  bore,  while  the  other  layers  are  formed  to  resist  the 
tangential  strain. 


Fig.  155. 

Breech.      The   breech  is    closed   with    a    vent-piece   (b),  Bg.   ISK, 

which  is  slipped  with  the  hand  into  a  slot  cut  m  the  breech  of  tba 

piece,  and  held  in  its  place  by  a  bre^h-acrew  (a),  wlucb  sopports  it 

from  behind. 
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Thu  acmr  u  m»d«  in  the  fbnn  of  *  tabe,  h>  thftt  iU  hollow  foniu  a 
iwrt  of  the  bore  prolonged,  when  the  rent-piece  is  witbdimwB,  Hie 
object  of  thii  hollow  it  to  allow  the  charge  to  be  pCMsd  into  Um 
chamber. 

£ort.  The  bore  of  the  Beld-gun,  which  i>  reprewnted  in  the  draw- 
ing, IS  three  inches  in  diameter,  and  it  !•  rifled  with  thiitj-fonr  namw 
.grooTea.     Twiat,  one  torn  In  8  feet. 

The  diameter  of  the  chamber  i*  one-«ighth  of  an  inch  larger  thaa 
that  of  the  bore, 

Vtnt.  The  vent  is  formed  in  the  breech-piec«  in  order  that,  when 
it  becomes  enlarged,  it  may  be  eauljr  replaced.  For  tlus  pnrpoae, 
■pare  breech-pieces  are  carried  with  each  battery.  The  diameter  of  the 
vent  is  ^  inch,  and  it  is  primed  by  fillit^  It  with  a  small  p^>er  car- 
tridge of  fine  powder,  which  is  ignited  by  an  ordinary  friction-tnbe. 

It  is  not  stated  whether  the  gas  is  allowed  to  escape  through  the 
joint ;  but  it  was  shown  in  the  experiments  made  at  West  Punt,  that 
the  escape  can  be  easily  prevented  by  a  gas-check  of  soft  metal  (/), 

PrtgretiU.  Only  one  kind  of  projectile  is  naed  for  fidd-gnns,  and 
that  is  so  coiutructed  that  it  may  operate  as  a  shot,  shell,  or  case-shot, 
at  pleasure. 

)  lignre  150 — of  a  Tory  thin  cast-iron  shell  (A  A), 
enclosing  forty-two  sc^mcnl-shaped  pieces  of  cast 
iron  (it  B),  built  np  so  as  to  form  a  cylindrical 
cavity  in  the  centre  (^).  which  contains  the  burst- 
ing-chargo  and  the  concassion-fuie.  The  exterior 
of  the  shell  is  thinly  coated  with  lead  ({7  C),  which 
is  applied  by  placing  the  shell  in  a  mould  and  poui^ 
ing  it  in  a  melted  state.  The  IcimI  is  also  allowed  to 
percolate  among  the  segments,  so  aa  to  fit)  np  the 
interstjcea,  the  central  cavity  being  kept  open  by  the 
insertion  of  a  steel  core. 

In  this  state  the  projectile  is  so  compact  that  It 
may  be  fired  through  sw  feet  of  hard  timber  without 
injur)' ;  while  its  resistance  to  b  bursting-charge  is  to 
small,  that  less  than  one  ounce  of  powder  is  required 
to  burst  it.  When  the  projectile  is  to  be  fired  as  a 
shot,  it  requires  no  preparation;  but  the  expediency 
of  using  it  otherwise  than  aa  a  shell  is  much  doubted. 
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To  make  it  available  as  a  shell,  the  bursting-inbe,  the  concussion  and 
time  fuzes,  are  all  to  be  inserted ;  the  bursting-tube  entering  first,  and 
the  time-fuze  being  screwed  in  at  the  apex.  If  then  the  time-fuze  be 
correctly  adjusted,  the  shell  will  burst  when  it  reaches  within  a  few  yards 
of  the  object ;  or,  foiling  to  do  so,  it  will  burst  by  the  concussion-fuze 
when  it  strikes  the  object,  or  gprazes  the  ground  near  it.  If  it  be  required 
to  act  as  a  canister-shot  upon  an  enemy  close  to  the  gran,  the  regulator 
of  the  time-fuze  must  be  turned  to  the  zero  of  the  scale,  and  then  the 
shell  will  burst  on  leaving  the  gun. 

The  explosion  of  one  of  these  shells  in  a  closed  chamber,  where  the 
pieces  could  be  collected,  resulted  in  the  following  number  of  frag- 
ments:— 

106  pieces  of  cast  iron;  90  pieces  of  lead,  and  12  pieces  of  fuze, 
&c. ;  making  in  all  217  pieces. 

Fuiet.  The  time  and  concussion  fuzes  may  act  t<^ther  or  sepa- 
rately. 

The  body  of  the  time-fuze  is  made  of  pewter,  and  the  composition  is 
arranged  in  a  circular  trough,  as  in  the  Bormann  fuze.  As  the  shell 
fits  accurately  into  the  chamber,  there  is  no  passage  of  the  flame  by 
which  the  fuze  can  be  ignited;  this  defect,  however,  is  obviated  by 
attaching  a  small  striker  to  the  fuze,  which  breaks  from  its  fastenings 
by  its  inertia,  when  the  piece  is  fired,  and  impinges  against  and  explodes 
a  small  charge  of  percussion-powder. 

The  flame  from  the  percussion  powder  acts,  through  a  small  channel, 
upon  any  desired  point  of  the  circular  column,  simply  by  turning  the 
piece  in  which  the  channel  is  formed,  so  that  the  orifice  shall  rest  upon 
the  point  of  ignition. 

The  concussion-fuze  is  made  on  the  same  principle  as  the  concussion 
arrangement  of  the  time-fuze.  A  striker,  with  a  point  to  the  front,  is 
secured  in  a  tube  by  a  wire  fastening,  which  is  broken  on  firing  the 
gun ;  the  striker,  being  liberated,  recedes  through  a  small  space,  and 
rests  at  the  bottom  of  the  tube,  but  as  soon  as  the  shell  meets  with  any 
check  in  motion,  the  striker  runs  forward  and  pierces  the  percussion" 
powder  in  front,  by  which  means  the  bursting-charge  is  ignited. 

Loading,     The  piece  is  loaded  by  placing  the  projectile  (e),  with  the 

greased  wad  (d)  and  cartridge  (c),  in  the  hollow  of  the  breech-screw, 

and  pushing  them,  separately  or  collectively,  by  a  rammer,  into  the 

bore. 
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The  vent-piece  is  then  dropped  into  ito  place,  and  lecnred  bj  a  half- 
turn  of  the  screw-handle  (A'). 

In  the  eariy  g^ns,  it  was  necessary  that  the  portion  of  the  bore  which 
was  occupied  by  the  shot  should  be  perfectly  dean,  otherwise  the  shot 
would  not  always  enter  its  place.  It  was  necessary,  therefore,  to  use  a 
wet  sponge ;  but,  in  the  new  g^ns  now  issued  for  service,  a  slight  alter- 
ation in  the  bore  permits  a  greased  wad  to  be  employed  with  perfect 
success,  aA  a  substitute  for  the  sponge.  The  g^n  can  now  be  fired  with 
great  rapidity,  and  apparently  for  any  lengrth  of  time,  without  being 
sponged  at  all. 

The  cartridge  is  made  of  serge,  shaped  to  fit  the  chamber  easily.  The 
powder  for  these  guns  is  slower  than  that  generally  used  in  service ;  it 
contains  a  smaller  proportion  of  nitre,  and  u  worked  one  hour  instead 
of  three.  Although  this  powder  u  better  suited  to  the  Armstrong  guns, 
griving  much  greater  regrularity  of  range  and  deflection,  yet  the  ser\-ice- 
powder  may  be  used  whenever  necessary.  The  chaige  is  one-eighth  of 
the  weight  of  the  projectile. 

Range  and  deflectinn.  The  velocity  of  the  Armstrong  projectile 
diminishes  very  little  with  the  range ;  consequently  the  range  will  be 
nearly  as  the  time  of  flight.  The  velocity  averages  about  950  feet  per 
second. 

Up  to  500  yards,  one  minute  of  elevation  may  be  assumed  to  give 
10  yards  range. 

From  500  to  1,000  yards,  one  minute  of  elevation  gives  7  yards 
range. 

From  1 ,000  to  3,000  yards,  one  minute  gives  6  yards ;  at  distances 
above  3,000  yards,  one  minute  gives  5  yards. 

The  Armstrong  guns  always  throw  to  the  right,  increauog  with  the 
range ;  this  is  termed  a  constant  deflection  (drift  t},  and  roust  be  aDowed 
for ;  and  for  this  purpose  the  rear  sight  is  susceptible  of  a  lateral  mo- 
tion or  adjustment. 

Eight  degrees  of  elevation  give  a  range  of  about  3,000  yards. 

Carriage,  In  connection  with  the  elevating  apparatus,  the  field- 
carriages  have  a  means  for  giving  a  slight  transverse  motion  to  the  piece 
in  pointing. 

The  ship  and  sea-coast  carriagres  have  a  self-acting  arrangement  for 
returning  the  piece  to  battery  after  recoil 
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Deacrlptlon,  Ac.     The    priocipal   iJifficuitieB   heretofore   i 
pericncej  in  the  maiiufaotaro  of  icry  Uige  ca.s^iron  cannon  were,  t 
injurious  Ntrains  produced  t>y  cooling  llic   casting  from    tbe 
and  the  enormous  pressures  art>ting  from  lai^  charges  of  powder  com- 
posed of  the  ordinary-sized  grainn, 

Capliun  Rodman,  of  the  ordnance  depftrtment,  who  had  been  en- 
gaged for  many  years  in  making  experiments  with  a  view  of  solving 
these  difficullicH,  arrived  at  the  conclusion  that  ihey  could  be  entirely 
overcome :  1st.  By  cooling  the  casting  from  the  Interior  hy  meanH  of  a 
carrenl  of  cold  water  flowing  through  a  hollow  core  ;  and,  2d.  By  the 
use  of  very  lai^e-grained  powder,  or  by  hollow-cake  powder,  huth  of 
which  kiiid't  liiim  more  progressively  than  that  usually  employed.  Ac- 
cordingly, llijs  officer  was  indnced  to  submit  to  the  war  department 
the  plan  of  n  cast-iron  cannon  of  much  greater  dimensions  and  power 
than  any  h<-i'ci<ifi)re  tried.  The  plan  was  approved,  and  the  piece  wa^ 
tnadc  al  the  Fort  Pitt  Foundry,  Pittsburgh,  Pa.,  under  the  immediate 

Knpervision  of  its  projector. 

*  Dfcription.  The  form  of  the  piece,  which  is  evidently  a  great  im- 
provement on  that  of  the  old  columbiadfl,  Ls  shown  in  the  aecoinpany- 
ing  figure. 


Fig.  \i.; 


\  The  principal  dimensions,  Ac,  arc  as  follows,  viz. : 

Diameter  of  bore,  ,         ,        .         15  inchesi 

Length  offaore,  including  elliptical  chamber,  165  '' 
Weight  of  rough  casting,  .  .  .  78,000  lbs. 
Weight  of  finished  piece,  .  ■  .  .  49,080  " 
Diameter  of  shell,  ....  U.O  inchei. 
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Weight  of  shell  ....  320   lb*. 

Banting-charge  .         .    17     ^ 

Charge  of  piece  (laige-grain  .A  in.  diam.),     .         40     ^ 
**  "      (cake-powder),  .     50     ** 

The  mean  Telocity  in  passing  over  the  first  885  feet  from  the  gun,  as 
determined  by  the  &U  of  the  projectile,  is,  for  the  grain-powder,  1,828 
feet,  and,  for  the  cake-powder,  1 ,282  feet 

RanfftSy  Jke.  The  ranges,  time  of  flight,  elevations,  ^c^  axe  as  fol- 
lows : — 


POWDER. 


Kind. 


Weight 
Ib^ 


Elevatioti. 


Range. 
Yards. 


Time  of 
flight 

Seconds. 


Cake 

40 

»* 

«4 

*i 

«i 

Grain 

(•«) 

35 

ti 

4i 

a 

a 

(i 

40 

i< 

ii 

(i 

(( 

(i 

4( 

0 

ii 

ii 
ii 

10* 

ii 

ti 

44 

28*  35' 

44 

ii 


258 
276 
203 
1,973 
1,970 
1,979 
2,700 
2,210 
2,754 
2,760 
5,435 
5,063 
5,730 


6".76 

1". 
11".48 
II  ".30 
10".80 
11  ".06 
24  ".82 
25". 
27". 


>     ? 


o 


Tlic  axis  of  the  piece  was  13  j  feet  above  the  water. 

Deviation.  The  mean  range,  at  6*  elevation,  of  ten  shotai  was  1,936 
yards ;  and  the  mean  lateral  deviation,  2.2  yards.  The  lateral  devia- 
tion for  28"  35',  as  obser\ed  with  a  telescope  attached  to  one  of  the 
trunnions,  was  ver}'  slight 

Pressure.  The  pressure  on  the  surface  of  the  bore,  as  indicated  by 
Captain  Rodman's  internal  pressure  plugs,  was  about  one-half  less  for 
the  cake  than  the  grain  powder ;  at  the  same  time  the  pressure  of  the 
charge  of  cake-powder  was  only  about  one-fourth  of  that  on  the  bore  of 
the  10-inch  columbiad  with  its  proper  charge  of  service-powder.  The 
comparative  pressures  are  determined  by  the  lengths  of  the  indentations 
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made  in  copper ;  the  absolute  pressnre  in  pounds  is  not  g^iven  in  the 
report  from  which  this  information  is  derived. 

Endurance,  After  five  hundred  rounds,  the  bore  and  vent  were 
carefully  examined  and  measured ;  the  enlargement  of  the  former  was 
inappreciable,  while  that  of  the  latter  was  very  uniform,  and  less  than 
b  usual  in  large  cast-iron  cannon.  The  projector  infers  from  these  facts, 
that  the  piece  will  bear  1,000  rounds  without  material  injury. 

Manceuvre,  The  piece  was  fired  from  an  iron  carriage  of  the  new 
pattern  (page  243),  and  was  manoeuvred  with  great  facility  by  a  small 
force  of  men. 

During  the  trials,  it  was  manned  with  one  sergeant  Jind  six  negroes, 
and  the  times  of  loading,  <kc.,  were  as  follows,  viz. : 

The  times  of  loading,  1'  16",  1',  and  1'  3", 

Time  occupied  in  traversing  00*,  2'  20",  and  in  turning  back  45*,  T. 

Times  of  loading,  including  the  depression  of  the  piece  from  28* 
35',  sponging,  loading,  and  elevating  again  to  28*  35',  were  4'  and 
3'  10". 

EXPERIMENTS  WITH  GUNPOWDER. 

3.  Object*  In  the  summer  of  1860,  the  chief  of  ordnance  directed 
a  series  of  experiments  to  be  made  at  Fort  Monroe  and  West  Point,  to 
ascertain  the  effect  of  increasing  the  size  of  the  grains  of  cannon- 
powder. 

The  object  of  the  experiments  at  Fort  Monroe  was  to  determine  the 
pressure,  initial  velocity,  and  range,  of  various  kinds  of  powder  in  the 
larger  service-cannon  ;  while  those  at  West  Point  were  to  determine 
the  same  points  with  reference  to  the  6-pdr.  gun-pendulum,  the  results 
of  which  are  applicable  to  field-cannpn. 

Description  of  potodere.  The  powders  tested  were  of  two  kinds  of 
manufacture  (Hazard's  and  Dupont's),  and  ten  different  sizes  of  grains, 
as  follows: 

No.  1,         2  grains  of  powder  weighed  100  grains  Troy. 
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No.  8,     250  grains  of  powder  weighed  100  pounds  TVoj. 


M 


a 


u 


tt 


**     9,     600        " 
"  10,  1000        " 

The  sixe  of  the  senrice-gndn  is  about  1,500  grains  to  the  100 
Troy.     The  mean  specific  grayity  of  Dupont's  powdw  was  sbout  1.710; 
that  of  Hazard^Sy  about  1,550,  as  taken  with  a  demimeire  d  wureurt, 

SxperimfnU.  The  instrumenU  employed  in  the  West  Poiiit  a- 
periments  were : — 

Rodman*8  indenting  apparatuty  to  determine  the  presmre  on  ^ 
bottom  of  the  bore. 

A  Q-pdr,  pun-pendulum,  to  determine  the  initial  relocitj  impreaed 
upon  the  projectile. 

An  eleetro-hall'iitic  machine  (Navez^s),  to  determine  the  time  of  psi- 
sage  of  the  ball  over  a  certain  distance  in  front  of  the  pendulum. 

And  a  plane  table,  to  obtain  the  range  of  the  projectile  over  water. 

The  position  of  the  diameter  passing  through  the  centre  of  griEfitj 
of  the  ball  was  determined  by  floating  in  a  bath  of  mercury,  and  it  wm 
secured  in  the  axis  of  the  bore  by  means  of  a  grommet  wad. 

Tablb  of  the  mean  results  of  thrbb  Jires    with    each 

powder.      Charge ^   \\  lb. 
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1 

i 

HAZARD'S. 

1 

DUPONrS. 

Initial  Velocity. 

Initial  Velocitj. 

1 

•a       W 

Feet. 

r. 
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i    • 
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a  B 

•c  £ 
I' 
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1 
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II 

is 

11 

'     1 

11,277 
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1233 

2.846 

786 

798 

» 

2 

9.170 

1319 

1253 

283 

4,250 

1056 

1036 

SSI 

3 

4 

8.047 

1303 

1322 

256 

6,213 

1077 

10»S 

m 

15,8C0 

13.33 

1330 

289 

8,503 

1207 

1193 

118 

I'     6 

34.42.T 

144G 

1532 

265 

8,180 

1224 
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47.477 

14G8 

1521 

299 

8,246 

1238 

1318 

MS 

1      7 

55,5:io 

1473     ;      1455 

285 

13,953 

1295 

1338 

Wi 

:    8 

54,140 

1476     ,      1474 

313 

22,730 

1.345 

1345 

1    ^ 

69,04r. 

1436           1502 

259 

41,130 

1462 

1463 

988 

'   10 

64,310 

1500     ;      1505 

302 
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1 
1 

40,163 

1426           1414 

391 

Mean 

35,928 

1415 

1 

1413 

15,522 

1212           1209 

359 
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4,  CoBclnrtoBS.  1st  The  pressures,  initial  relocities,  and  ranges 
of  Hazard's  powderti,  were  greater  than   Dupont's,  in  the  following 

PresBures, 2.36 

Initial  velucities — 

By  giin-pi'ndulum,  .     1.16 

By  electric  machine,  .         .         1.17 

Range, 1.11 

3d.  In  both  kinds  of  powders,  the  pressures,  initial  velocities,  and 
ranges  iDcrea.<>e,  while  the  size  of  the  grain  diminishes;  the  increase  of 
pressure,  however,  is  much  more  rapid  than  the  increase  of  initial  ve- 
locity and  range. 

3d.  In  mixed  charges  (results  not  given),  the  pressures  were  least 
in  those  which  had  the  greatest  proportion  of  lai^  grains;  the  differ- 
ence in  range,  however,  was  very  slight. 

4th.  The  velocities  and  ranges  obtained  with  service-charges  of 
fiat,  medvu.m,  and  eoaru  grain  powders,  in  an  18-pounder  uege-gun, 
were  nearly  alike.  The  prcs8ure>plug  was  not  applied,  as  the  trials 
of  these  powders  in  the  heavy  guns  were  to  be  made  at  Fort  Monroe. 

The  velocities  obtained  by  the  gim-pendulum  are  more  uniform  than 
those  obtained  by  the  electric  machine,  although  the  mean  results  are 
very  nearly  the  same.  The  excess  of  the  latter  over  the  former,  in 
many  instances,  may  have  arisen  from  placing  the  wire  across  the  muz- 
zle of  ihe  pendulum-gun  (in  which  case  it  was  broken  by  the  flame 
before  the  ball  reached  it),  and  by  giving  too  great  a  value  to  the  con- 
stant N,  in  the  formula  for  the  velocity  by  the  gun-pendalum. 

RIFLE-PROJECTILES. 

5.  NIDerent  ■rM«BBB.  The  rifle-projectiles  used 
n  the  United  States,  sennce  belong  to  the  cxpand- 
ng  clas>i.  The  following  are  among  the  most  prom- 
nejit  used  in  (he  land  service,  viz. : 
ParrotCs.  Parrott's  projectile  is  composed  of'a  cast- 
n  hndy  (a)  and  a  brass  ring  (6)  cast  into  a  rabate  at 
the  base  of  the  body  (see  fig.  168.) 

The  gas  insinuates  itself  under  the  ring,  forcing  it 
outward  into  the  rifles  of  the  bore.     In  the  smaller 
projectllM  it  i*  necessary  to  open  the  ring  dightly  for  the  entrance 
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of  the  gu.     Some  of  the  projectiles  need  in  pMTOtt**  gont  han  i 

wrougbt-iron   expuding   eup    Mtaebcd  to  the  b«M,  eonititatuig  a 
modification  of  the  Iteed  projectile. 

■  The  iron  cnpi  do  not  pomeii  anj  Kdrantage  orer 
the  brmsa  ringft. 
SeJientWi.  Schenkle'i  projectile  is  shown  in  fig. 
169.  It  is  cotnpoeed  of  a  cut-iron  body  (a),  the  pos- 
terior portion  of  which  terminates  in  a  cone.  The 
expanding  poKion  is  a  papier  maek*  wad  (ft),  which 
being  forced  forward  on  to  the  cone,  is  expanded 
into  the  rifling  of  the  bore.  On  issoing  froni  tbe 
bore  the  wad  is  blown  to  piece*,  leaving  the  pro- 
jectile  eatirel)r   iniiiicanibered  in   ita  flight    through 

HouUeiti.  Hotehluss'  projectile  is  compoaed  of 
three  parta,  the  body  (a),  the  expandii^  ring  of  soft 
metal  (6),  and  the  cap  (e),  see  fig.  100.  The  action 
of  the  cha^  is  to  crowd  the  cap  agunat  the  soft 
metal,  thereby  expanding  it  into  the  rifling  <A  the 

Saityer,     Sawyer's    projectile    has   six    reetangnkr 

flangeti,  correaponding  to   the  grooves    of  the   bore, 

and  therefore  beloi^  to  the  flanged  class.     To  sofl«i 

the  contact  of  the  projectile  with  the  anr&ce  ot  the 

bore,  the  entire  surfkco  of  the  projectile  i«  covered 

lUU  coating  cast  on.     The  soft  metal  at  the  bottom  is 

made  thiclier  than  at  the  sides  to  admit  of  being 

expanded  into  the  grooves,  and  then-by  doaiag  the 

windage. 

Jamti.  The  expanding  part  of  Jamea'a  projectile 
coDsistR  of  a  hollow  (e),  fig.  161.  formed  ia  the 
base  of  the  projectile ;  and  eight  opening*  (A),  whidi 
extend  from  this  hollow  to  the  surfoce,  for  tin  pas- 
sage of  the  ga^  which  presses  against  and  expands 
into  the  grooves  of  the  bore,  an  envelope  or  patch 
(«),  componed  of  paper,  canvw^  and  lead,  a  lepre- 
Fig.  161.  Huts  the  body  of  the  projectile,  which,  in  thucMe, 

is  a  solid  shot ;  and  if  is  a  partition  between  two  of  the  opaoing^ 
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Absolute  force  of  gunpowder,  66. 

Accidents,  from  the  spontaneous  combus- 
tion  of  charooHi,  17 ;  with  percussion 
looks,  297. 

Aiming  a  fire-arm,  299. 

Air,  effect  of  the  rei<istance  of,  on  a  rifle 
projectile,  177 ;  resistance  of  the,  40  J ; 
(all  of  a  projectile  in  the,  404 ;  trajec- 
tory in  the,  412-424. 

Alcohol  in  pyrotechnj,  347. 

Ammunition  for  small-arms,  348;  for 
field  and  mountain  cannon,  351 ;  for 
siege  and  sea-ooast  cannon,  353 ;  prep- 
arations for  the  service  of,  358. 

Analysis  of  gunpowder,  30. 

Ancient  arms,  270. 

Ancient  guns,  106. 

Ancient  howitzers,  107. 

Ancient  mortars,  106. 

Ancient  theory  respecting  length  of  can- 
non, 127. 

Angle  of  arrival,  in  ricochet  fire,  453. 

Angle  of  fire,  definition  of)  437 ;  in  rico- 
chet firing,  455. 

Angle  of  sight,  definition  of,  437. 

Antimony  in  pyrotechny,  345. 

Appendix,  526. 

Armament  of  sea-coast  batteries,  603. 

Armor,  ancient,  272. 

Armor,  defensive,  286. 

Armorer,  dismounting  of  fire-arms  by  an, 
335. 

Armories  of  the  United  States,  where  sit- 
uated, 320. 

Arms,  package  and  storage  of,  330 ;  pres- 
ervation and  care  oC,  when  in  service, 
332. 

Arms  in  service,  inspection  of,  336. 

Armstrong's  rifle-gun,  how  constructed, 
160;  experiments  made  with,  in  breech- 
ing, 485 ;  description  of,  527. 

Arquebuse,  history  and  description  of 
the,  273. 


Arsenals,  how  classified,  268. 

Artillery,  materiel  o^  108;  system  of, 
108 ;  first  system  of,  in  the  16th  cen- 
tury, 109;  second  system  of,  in  the 
reign  of  Louis  XIV.,  110;  VaHdre's 
system  ot,  110;  Gribeauval's  system 
oi^  111;  Louis  Napoleon's  system  ot, 
112;  stock  trail  system  of)  112;  im- 
portant recent  improvements  in,  113 ; 
General  Paixhan's  system  of)  166 ;  im- 
plements aud  machines  for,  248. 

Artillery  carnages,  classification  of,  212; 
preservation  and  repoirs  of,  259 ;  how 
to  destroy,  269 ;  materials  for,  261- 
266;  construction  of,  267;  painting 
of,  268. 

Artillery  harness,  215,  218. 

Artillery  wheel,  220. 

Astragal  of  field  guns,  116. 

Attachment  of  artillery  harness,  216- 
217. 

Austrian  army  bullet,  313. 

Axle-tree  of  the  artillery  carriage,  226; 
of  the  field  limber,  231. 

Back-action  lock,  297. 

Bags  of  powder,  explosive  force  of,  376. 

Ballistic  machine  at  West   Point,  390, 

395;  table  of  times  calculated  for,  616. 
Ballistic  machine  of  Captain  Navez,  389. 
Ballistic  pendulum,  383,  388. 
Ballistics,  history  of,  382. 
Balloting  in  the  bore  a  cause  of  rotation, 

425. 
Bands  of  portable  fire-arms,  300. 
Barbette  sea-coast  carriages,  247. 
Barrel  of  portable  fire-arms,  290;  length 

of;  316-319 ;  inspection  of,  328. 
Barrel  of  the  rifie-musket,  how  cleaned, 

333. 
Bar-shot,  description  of,  83. 
Base  of  the  breech  of  cannon,  116. 
Base-ring  of  cannon,  116. 
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Batterj-wagofi,  how  employed,  236;  de- 
BcriptioQ  of,  237. 

Battle-axe,  ancient,  270. 

Bayonet,  origin  and  history  of  the,  276 ; 
deacriptioD  of.  280 ;  iniipection  of,  329 ; 
when  unserviceable,  337. 

Beeswai  and  tallow,  a  lubricant  for  fire- 
anna,  316;  in  pyrotechny,  347. 

Billhook,  259. 

Bill  of  timber,  266. 

Blistered  steel,  how  made,  140. 

Blue  color,  how  produced  on  the  surface 
of  iron  and  steel,  326. 

Blue-light,  ingredients  for,  369. 

Bombard,  early  cannon,  104;  how  oon- 
structed,  105. 

Bomford,  Colonel,  plan  of,  for  determin- 
ing pressure  of  the  charge  in  cannon, 
152;  columbiad  invented  by,  190. 

Borda,  eiperiments  of,  in  relation  to  the 
forms  of  projectiles,  4 1 0. 

Bore,  intlucnce  of  length  oC  on  velocity 
of  projectile.  127;  effect  of  length  of, 
on  maximum  charge,  131  ;  length  oC 
in  field  cannon,  180 ;  use  of  projectiles 
not  suited  to,  435 

Bore  of  Armstrong  gun,  528. 

Bore  of  cannon,  116;  inspection  of;  201 ; 
enlargement  of,  208.  210. 

Bore  of  fire-arms,  length  of,  127. 

Bore  of  rockets,  96. 

Boring  cannon,  1 99 ;  vent  of  cannon,  200 ; 
musket- barrels,  323. 

Bormann  fuze,  description,  362. 

Bow,  the  ancient,  271. 

Breach,  tiring  in,  496. 

Breaching  walls  of  fortifications,  481 ; 
with  ritte-cannon,  485. 

Breed  1  of  Armstrong  gun,  527. 

Breech  of  cannon,  115;  best  form  oC  for 
strength,  120;  thickness^  of,  157. 

Breeching  of  artillery  horses,  219. 

Bn^ech- loading  arms,  301 ;  advantages 
of,  AOl. 

BrtHM^Ii- loading  cannon,  early,  105;  pro- 
jectiles for,  170. 

Breech-sight,  how  used.  255. 

Breoch-screw  of  portiiblc  tire-arms,  291. 

British  service  bullet,  313. 

Bronze  as  a  material  for  cannon,  138 ; 
density  and  tenacity  of,  139. 

Bronze  cannon.  copi»er  vent-pieces  made 
for.  117;  injured  by  the  melting  of  the 
tin,  1 39 ;  inspection  of.  204  :  defects 
in.  205;  how  proved.  206;  liable  to 
injury  from  lodgement,  210. 

Browning  musk  t-barrels.  327. 

Buckshot  «irt  ridge.  349. 

Budge-barrel,  for  carrying  cartridges,  262. 

Buildings  for  pyrotechny,  how  arranged, 
342. 


'*  Built-up"  cannon,  noted  jnntanfft  d. 
150. 

Bullets  for  small-armfl,  76 ;  present  form 
of  expanding,  312 ;  in  one  in  the  Unit- 
ed Sutes  and  Europe,  312,  314;  ek»- 
gated,  proper  chaiige  of  powder  fcr. 
315;  how  made,  348;  eflects  oC  4S& 

Bumside*8  system  of  **  f^^i*»g  the  joiBt'' 
of  breech-loading  arms,  303. 

Butt  of  a  muaket,  length  mnd  ahape  c£ 
298. 

Butt-plate  of  portable  fire-nima,  3M. 

Cadet-musket,  description  oC  317. 

Ousson,  description  of  the,  235 :  bow  to 
destroy,  259. 

Cake  powder  made  by  oompreasion  of 
grain  powder,  52;  compared  with  gnis 
powder,  154. 

Calibre  of  cannon.  107  ;  of  niege  gnni, 
184;  of  portable  fire-anna,  293. 

Calibres  in  the  American  service  (uoki 
107. 

Canister  fire,  468;  of  field  mrtOleiy,  491 

Canister-shot,  description  of,  81. 

Cannon,  shape  of  the  first,  104;  early, 
construction  of,  105;  calibre  ot  107; 
devices  on,  108 ;  construction  o£  114; 
interior  form  of,  11 6 ;  influence  of  length 
of  bore  of,  on  velod^  of  prqfectile.  1 27 ; 
materials  best  adapted  for  the  constmo 
tion  oC  131,  132 ;  strength  oC  how  af- 
fected by  cooling,  134;  course  of  the 
fracture  of,  in  bursting,  136  ;  materials 
principally  used  in  the  fiU>rication  oC 
138;  thickness  of  the  metal  of  151; 
exterior  form  of.  151 ;  nature  of  force 
to  be  restrained  by,  153 ;  various  kinds 
of  strain  upon.  154 ;  nomenclature  of 
the  exterior  of.  157;  peculiar  form  oC 
made  in  Sweden,  159;  position  of  the 
centre  of  gravity  of.  16:t :  weight  (i, 
liow  determined,  165 ;  diflB^rent  kinds 
of.  166;  rified,  167  ;  uses  to  which  ap- 
plied, 180;  mountain  and  prairie.  183; 
for  sea-coast  batteries,  188 ;  wbeie 
made,  194 ;  proof  of,  205 ;  bronze,  how 
proved,  206 ;  inspection  marks  en,  207 ; 
iiow  marked  when  rejected,  207  ;  iiijn- 
ries  to,  caused  by  service,  207 ;  how 
disabled.  260. 

Cannon-balls,  preservation  and  pQing  oC 
93. 

l^arbine.  description  of,  317. 

Carcass,  description  of.  84 ;  composition 
and  preparation  of,  371. 

Carriage  of  Armstrong  gun,  530. 

Carriages,  artillery,  212;  materials  for, 
261-266. 

Carronades,  description  of,  194. 

Cartridge-bags,  how  made,  352,  353. 
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Cartridge  of  the  rifle-musket,  349. 

Cartridge  with  buckshot,  349. 

Cartridges,  materials  for  preparing,  348 ; 
for  small-Arms,  how  paciced,  349 ;  num- 
ber expended  in  European  wars,  469. 

Cascable  of  oaonon,  parts  of  the,  114; 
knob  of  the,  163. 

Case-hardening,  the  process  of,  325. 

Casemate  c  irriagcis  247. 

Casemate  howitzer,  193. 

Casem.ito  truck,  for  moving  cannon,  250. 

Case  of  a  signal  rocket,  366. 

Cases  for  fireworks,  how  made,  357. 

Case-sliot,  description  of,  80 ;  fabrication 
of  spherical,  SS;  when  to  be  fired  in 
defeuce  or  attack  of  a  work,  496. 

Cast-iron,  projeciiles  of,  72;  eflTect  of 
cooling  on  the  strength  of  cannon  made 
of,  134 ;  better  adapted  for  largo  tlian 
8m.aU  cannon,  136;  advantages  and  dis- 
advantages of,  as  a  material  for  can- 
non, 145;  causes  which  aflTect  the  qual- 
ity of,  145 ;  how  tested  for  cannon  met- 
al, 145;  general  properties  of,  147  ;  te- 
nacity of,  injured  by  the  presence  of 
sulphur,  149;  endurance  of,  211;  in- 
juries to  cannou  made  ot,  211;  effect 
of  projectiles  on,  47 1 . 

Cast-steel,  how  made,  and  characteristics 
of,  141. 

Cavalry,  effect  of  field  artillery  against. 
490. 

Cavalry  sabre,  description  of,  284. 

Cavities  in  cannon,  ho»v  produced,  208. 

Centre  of  gravity  of  projectiles,  74 ;  effect 
of  the  position  of,  178. 

C'^ntre  of  gravity  of  cannon,  position  of, 
163. 

Chain-ball,  proposed  to  be  attached  to 
projectiles,  75. 

Chaui-shot,  83. 

Chambers  of  fire-arms,  121-123. 

Charcoal,  15;  properties  of,  16;  quality 
of,  affected  by  temperature  in  manufac- 
ture, 16;  spontaneous/  combustion  of, 
1 7  ;  combustibility  of  various  kinds  of, 
18,  19;  influence  of  trituration  on  the 
combustibility  of,  19;  quantity  of,  in 
gunpowder,  31;  pulverized,  used  in 
Uie  process  of  casting  caunon,  196 ;  in 
pyroteclmy,  345. 

Charge,  force  of,  influenced  by  the  form 
of  its  seat,  120;  influence  of  wmdage 
on  the  force  of,  125;  maximum,  130; 
the  most  suitable  for  smooth-bored 
cannon,  131 ;  proportion  of,  to  weight 
of  projectile,  131 ;  effect  of  length  of 
bore  on  nuximum,  131;  to  determine 
the  pressure  of,  by  calculation,  151 ;  to 
determine  the  pressure  of,  by  experi- 
ment, 152 ;  for  field  guns  atid  howit- 


sers,  181;  for  siege  guns,  185;  for 
proving  cannon,  206 ;  in  ricochet  fire, 
to  find,  455. 

Charge  of  rupture  of  shells,  84. 

Chase  of  cannon,  115  ;  thickness  of,  158. 

Chassis  for  sea-coast  gun-carriages,  24A. 

Chassis- rails,  props  oC  247. 

Cheeks  of  artillery  carriages,  226. 

Chlorate  of  potassa,  used  in  the  manufao- 
ture  of  gunpowder,  14 ;  iu  pyrotechny, 
344. 

Classification  of  cannon,  114;  of  artillery 
carriages,  212 ;  of  arms  in  service,  339 ; 
of  fires,  450. 

Closing  the  breech  of  breech-loading  arms, 
302. 

Coehom  mortar,  description  of,  188; 
range  of,  522. 

Coke- wash,  use  of,  in  the  process  of  cast- 
ing cannon,  19S. 

Coloring  materials  in  pyrotechny,  346. 

Colt's  pistol,  description  of,  3 1 8. 

Columbiads,  history  and  description  of, 

.  190;  improved  model  of,  adopted  in 
1860, 191;  dimensions  of  the  improved, 
192 ;  large,  and  iron-plated  vessels 
(nofe),  473;  ranges  of,  520;  the  15- 
inch,  description  of,  531. 

Columbiad-shell,  bursting-charge  ot,  365. 

Combined  metals,  as  materials  lor  cannon, 
149. 

Combustibility  of  various  kinds  of  char- 
coal, 18,  19. 

Combustion  of  gunpowder,  velocity  of, 
39  *  nature  of  the  products  of,  52 ;  gas- 
eous products  resulting  from,  53. 

Compositions  for  military  fireworks,  356 ; 
for  signal  rockets,  366. 

Compound  projectiles,  73. 

Compressible  fluid,  resistance  of,  403. 

Compression,  strain  by,  upon  cannon, 
154. 

Concave  cutting-edge,  action  of,  283. 

Concentric  projectiles,  effect  of  rotation 
on,  427. 

Concussion  fuze,  description  of.  364. 

Cone  of  portable  fire-arms,  292 ;  defects 
in,  337. 

Congreve  rocket,  how  guided,  99. 

Congreve,  Sir  William,  improvements 
made  by,  in  the  construction  of  rock- 
ets, 102. 

Conical  chambers  of  fire-arms,  122. 

Construction  of  artillery  carriages,  267. 

Construction  of  early  cannon,  105. 

Construction  of  cannon,  114. 

Construction  of  rockets,  94. 

Continuous  effort  exerted  by  draught- 
horses,  214. 

Convex  cutting-edge,  action  of.  283. 

Cooling  effect  of,  on  the  strength  of  can- 
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non.  1 34 ;  tineqiial  eflfects  of  in  oannon  | 

modified  by  time,  137 ;  influence  oC  on  ; 

the  color  and  texture  of  oast-iron,  149. 
Oooling  cannon,  136,  198. 
Corrosion,  cannon  metal  should  be  able 

to  resist,  138. 
Counter  and  enfilading  fires  with  siege 

cannon,  494. 
Cracks  in  cannon,  how  produced,  208; 

on  the  eiterior,  211. 
Crossbow,  the  ancient,  272. 
Cuirass  and  helmet,  description  of,  286. 
Cunring  plates  for  musket-barrels,  321. 
Cuts  in  cannon,  210. 
Cutting-arms,  282. 
Cutting  and  filing  in  the  manufacture  of 

small  arms.  325. 
Culverins,  106;  very  long  one  cast  du- 
ring the  reign  of  Charles  V.,  127. 
Cylinder  and  cap  in  ammunition,  352. 
Cylinder-gauge,  201. 
Qrlinder-stsfl',  200 
Qrlindrical  chambers,  for  fire-arms,  122  ; 

injurious  effect  of^  on  heavy  cannon, 

i23. 

Dahlgren,  Captain,  two  rents  placed  by, 
in  his  naval  guns,  209;  experiments 
of.  in  relation  to  deviation,  430. 

Damascus  steel  how  made,  287. 

Damask  steel  appearance  oC  how  pro- 
duced, 142. 

Dardanelles,  defence  of,  by  means  of 
stone  projectiles,  72. 

Decorations  of  signal  rockets,  367.  ' 

Defects  In  fwrts  of  tire-arms,  337-339. 

Defects  of  timber  trees,  265. 

Defensive  armor,  286. 

Defensive  weapons,  ancient,  272. 

Definition  of  velocities  of  projectiles,  384. 

Deflection  of  tlio  Armstrong  gun,  530. 

Delvigne*s  improvements  in  loading  rifles, 
309. 

Density  of  a  charge  of  giini>owder  of  cy- 
lindrical form,  62. 

Density  of  gases  developed  in  the  com- 
bustion of  gunpowder,  58. 

Density  of  gunpowder,  influence  of,  on 
the  velocity  of  combustion,  43  ;  in  re- 
lation to  force,  56. 

Derivation,  or  drift,  causes  oC  432. 

Destruction  of  artillery.  259. 

Deterini nation  of  equations  of  motion,  ' 
395-400. 

Deviation,  294.  424  ;  conclusion  respect- 
ing the  causes  of,  429 ;  of  oblong  pro- 
jectiles, 43 1 ;  cflTeot  of  wind  in  pro<iuc- 
ing,  433;  summary  of  the  causes  of, 
433;  measure  of,  -160:  vertical  and 
horizontal  461;  with  the  15-inch  co- 
lumbiod,  532. 


Devices  on  old  camiofi,  108. 

Didion,  Captain,  on  tn^tory  in  the  air, 

412. 
Different  kinds  of  cannon,  166;  ■»&• 

arms,  316:  firea,  450. 
Dimensions  of  siege  mortanii  186;  of  the 

siege  howitzer.  186. 
Direct  fire,  wlien  used,  450. 
Direct  fire  of  field  artiUery,  490. 
Disabling  cannon,  260. 
Discharging  fire-arms,  435. 
Dish  of  the  artillery-carriage  wheei  22L 
Dismounting  arms  by  a  8o£dier,  332 ;  bj 

an  armorer,  335. 
DLspart  of  cannon,  116. 
Distance  of  objects,  how  estimated,  446. 
Distillation,  charcoal  made  by,  16. 
Drag-rope,  258. 
Draught-hamesa  of  tlie  artillery  hone. 

218. 
Draugh^hor8ea,  force  exerted  by,  213; 

table  relating  to  the  force  of,  214 ;  or- 
dinary load  per  day  for,  215. 
Drift,  or  derivations  cauaea  of.  432. 
I>rifts,  for  use  in  making  fireworks,  358. 
Drilling  and  tapping  of  musket-barrelB. 

323. 
Driving  the  composition  of  rockets,  367. 
Dry  compositions  for  fireworka,  356. 
Drjring  gunpowder,  25. 
Ductility,  a  desiraUe  quality  in  cannoo 

metal  133. 
Ductility  of  wrought  iroa  144. 
Dupont's  gtmpowder  compared  with  Haz- 

ard'.H,  534. 
Durability  of  the  musket-barrel  339. 
Dyer,  Major,  projectiles  devised  by.  170. 

Earlv  cannon,  shape  of^  104 ;  ocmstniction 
or  105. 

Earth,  eflect  of  projectiles  on,  475 ;  pen- 
etrations of  projectiles  into,  479. 

Eccentric  luuidspike  for  sea-coast  car> 
riages,  257. 

Eccentric  projectiles,  effect  of  rotation  on. 
427. 

Eccentric  turning,  324. 

Eccentricity  in  projectiles  a  cause  of  ro- 
tation, 425. 

Eooentrometer,  uses  of  the,  426. 

Efi'ective  range  of  field  artillery,  488. 

Effect  of  fire  in  general  459. 

Effects  of  gunpowder,  35;  projectiles,  47L 

Elasticity  of  material  for  cannon,  132. 

Elasticity,  absence  of,  in  cast-iron  can- 
non, 145. 

Electro-ballistic  machines,  389. 

Electro-ballistic  machine  at  West  Point, 
390-395. 

Elevating  arc  of  the  sea-coast  carriage, 
245. 
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Elevatmg-Bcrew  of  the  sea-coast  carriage, 
244. 

Elongated  bullets,  proper  charge  of  pow- 
der for,  315. 

Elongated  projectile,  advantages  of,  point- 
ed out  by  Robins,  309. 

Employment  of  field  artillery,  488 ;  siege 
cannon,  493 ;  sea-coast  cannon,  602. 

Endurance  of  cast-iron  cannon,  211 ;  of 
the  15-inch  columbiad,  533. 

Enflladiutj;  and  counter  fires  with  siege 
cannon.  494. 

Enlargement  of  bore,  how  produced,  208. 

Equations  of  motion,  406-409 ;  determi- 
nation of,  395-400. 

Equipments  and  implements  for  artillery, 
251. 

Escape  of  gas  from  breech-loading  arms, 
302. 

Etching  on  a  sword-blade,  289. 

Expanding  bullets,  present  form  of,  312. 

Expanding  projectiles,  169. 

Experiments  with  gunpowder,  533. 

Explosion  of  gunpowder,  phenomenon  of^ 
38. 

Explosive  force  of  gun-cotton,  70. 

Exterior  of  cannon,  151;  nomenclature 
of,  157. 

Fabrication  of  projectiles,  88 ;  of  sword- 
blades,  287. 

Face  of  cannon,  115. 

Fascines,  pitched,  for  incendiary  purposes, 
374. 

Fall  of  a  projectile  in  the  air,  404,  422. 

Felling  timber  for  artillery  purposes,  264. 

Field  ammunition,  351. 

Field  artillery,  range  of,  462;  employ- 
ment of,  488. 

Field  cannon,  how  classified,  1 80 ;  weight 
of,  180;  length  of  bore  of,  180;  charges 
of,  181;  material  for,  181;  the  Napo- 
leon, 182;  rapidity  of  fire  of,  449. 

Field  carriages,  turning  o^  232  ;  charac- 
teristics of,  234 ;  varieties  o^  234. 

Field  guns,  ranges  of,  516. 

Field  howitzers,  range  of  shells  fired 
from,  492 ;  ranges  of,  517,  518. 

Field  limber,  construction  of  the,  230. 

Field  rifie-gun,  Rodman's  (note),  182. 

Field  shells,  uses  and  range  of,  463 ;  un- 
der what  circumstances  to  be  used, 
493. 

Fdlets  of  field  guns,  115. 

Filling  shells,  355. 

Fire-arms,  important  recent  improve- 
ments in,  113  ;  shape  of  the  cliambers 
of,  121 ;  length  of  bore  of,  127  ;  max- 
imum charge  oC  130;  recoil  of,  l.'iO; 
strongest  near  the  bottom  of  the  bore, 
157 ;  various  modes  of  rifiing,  168 ; 


portable,  273,  290 ;  loading,  pointing, 
and  discharging,  435. 

fire-ball,  for  ^ghting  up  enemy^s  works, 
373;  use  of,  in  attack  or  defence,  498. 

Fire,  preparations  for  communicating, 
380. 

Fire,  tables  of,  447 ;  rapidity  of,  448. 

Fire  in  general,  efiect  of,  459. 

Fire  of  case-shot,  in  attack  or  defence, 
496;  of  the  siege  howitzer,  497;  of 
mortars,  499. 

Fire-stone,  description,  preparation  and 
use  of,  370,  371. 

Fireworks,  proportions  of  nitre,  charcoal, 
and  sulphur  for,  42 ;  military,  356 ;  for 
signals,  366;  incendiary,  370;  for  light, 
372-375;  ornamental,  376;  offensive 
and  defensive,  376. 

Firing  at  night,  444. 

Firing  in  breacli,  496. 

Firing  to  efiect  a  breach,  rules  for,  484. 

First  reinforce,  thickness  of,  157. 

Fixed  ammunition,  353. 

Flame  in  ornamental  fireworks,  378. 

Flats  of  portable  fire-arms,  292. 

Flight  of  projectiles,  to  determine  time 
of,  422. 

Flint-lock,  when  introduced  and  discard- 
ed, 276. 

Foot  artillery  sword,  285. 

Foot-boards  of  the  field-limber.  232. 

Force,  loss  of,  from  windage,  124 ;  nature 
of,  to  be  restrained  by  cannon,  153. 

Force  of  draught-horses,  table  relating  to, 
214. 

Force  of  gunpowder,  55;  relation  be- 
tween, and  density,  56 ;  when  infiam- 
mation  is  instantaneous,  58 ;  when  in- 
fiammation  is  not  instantaneous,  60; 
when  inflammation  is  instantaneous  or 
progressive,  66. 

Forces  acting  on  a  gun-carriage,  228. 

"Forcing"  projectiles  into  rifle-barrels, 
307 

Forge,  travelling,  description  of,  236. 

Forging  a  sword-blade,  287. 

Fork  of  tlie  field  limber,  231. 

Form  of  a  table  of  fire,  448. 

Form  of  cannon,  151. 

Form  of  projectile,  theory  in  relation  to, 
409 ;  results  of  experiments  in  relation 
to,  411. 

Form  of  siege  guns,  185. 

Formula  for  initial  velocity,  385. 

French  army  bullets,  313. 

French  musket-barrel,  durability  of,  339. 

Friction,  tlie  object  of  a  carriage-wheel 
to  diminish,  221. 

Friction-powder,  composition  of,  360. 

Friction-tube  for  firing  cannon,  359. 

Front  sight  of  portable  fire-arms,  299. 
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Funnel,  for  londing  shells,  2S4. 
Furnaces  in  laboratories,  343. 
FurrowH  in  cannon,  how  produced,  208. 
Fuze  instruments,  253. 
Fuzes  of  tlie  Armstrong  projectile,  529. 
Fuzes,  percussion,  concussion,  and  time,  ! 
360-366. 

Galileo  on  the  path  of  projectiles,  382. 

Garrison  and  siege  cannon,  184. 

Gas,  law  of  formation  of,  in  the  combus- 
tion of  gunpowder,  44,  46;  table  of 
quantitioH  of,  developed  frcHn  various 
grains  of  gunpowder,  48;  loss  of,  by 
the  fuze- hole  of  a  shell,  87 ;  escape  oC 
fh>m  breech-loading  arms,  302. 

Gases  developed  iu  the  combustion  of 
grunpowder,  density  oC  58. 

Gauges  for  inspecting  fire-arms,  336. 

Gerbe,  in  ornamental  fireworks,  377. 

Gin,  an  instrument  for  raising  cannon, 
248. 

Glazing  gunpowder,  25. 

Globe  and  telescopic  sights  of  fire-arms, 
299. 

Gofner  chamber  of  fire-arms,  advantages 
of,  123. 

Graduation  of  rear-siglits,  445. 

Grain  of  various  kinds  of  gimpowder,  27 ; 
results  of  experiments  on  six  sizes  of^ 
67. 

Grained  powder  and  caked  powder,  154. 

Granulating  gunpowder,  24. 

Grape  aiid  canister,  inspection  of,  91. 

Grape  and  canister  firing,  468. 

Grape-shot,  how  composed.  80. 

Gmy  iron,  characteristics  of,  147. 

Greeners  rifle  projectile,  311. 

Grenades.  79. 

Gribeauval's  svstem  of  artillerv.  Ill:  his 
metliod  of  attaching  artillery  horses, 
217. 

Grinding  a  sword-blade,  288;  small-arms, 
325. 

Grommets  or  ring-wad.s,  355. 

GroovtMl  bulls,  75. 

Cfrooves.  form  of.  in  rifled  flre-nrms.  171 : 
conipanitive  advantages  of  variable 
and  uniform,  in  rifled  fire-ann.%  173; 
method  of  cutting,  in  cannon,  173; 
number,  width,  and  AliHi)e  of,  in  can- 
non, 174;  inclination  of,  in  rifled  fire- 
arms, 175,  179  ;  objects  to  be  attained 
bv,  in  rifles,  294  ;  kind  adopted  by  the 
United  States  government,  295 ;  rota- 
tion produced  by,  in  gim-barrels,  294. 

Guard-bow  of  portable  fire-arms,  300. 

Guard-plate  of  portable  fire-arms,  300. 

Gum-arabic  in  pyrotechny.  347. 

Gun-carriages,  cla.ssification  of,  225  ;  im- 
portant requisites  of,  225 ;  forces  act- 


ing on,  228;  oonstmctkm  oC  234 ; 
coast,  243. 

Gun-cotton,  how  prepared,  68 ;  projectile 
force  of,  69  ;  explosive  force  oC  70. 

Gun  metal,  character  ci,  146;   densty 
and  tenacity  oC,  147. 

Gun-pendulum,   for  determining  vekKi- 
ties,  388. 

Gun-platform,  how  constructed,  242. 

Gunner,  implements  carried  by,  254. 

Gunnery,  science  of,  382. 

Gunpowder,  general  theory  of^  7 ;  ooo- 
poeition  of,  8;  manufacture  o^  21.  23; 
pressing  and  g^rannlating,  24;  simfde 
method  of  manufacturing.  25 ;  glazing, 
drying,  and  dusting,  25 ;  geaenk  qual- 
ities of  good,  27 ;  inspection  and  proof 
of,  27 ;  size  of  grain  of  various  kinds 
of^  27  ;  specific  gravity  oC  28;  mercu- 
TT  densimeter  for,  28 ;  initial  velocity 
c<  29 ;  how  packed,  30 ;  inspection  re- 
port as  to  the  qualities  of,  30 ;  quanti- 
ty of  charcoal  in,  31 ;  quantity  of  salt- 
petre in,  31 ;  hygrometric  qualities  of. 
32 ;  quantity  of  sulphur  in.  32 ;  quick- 
ness of  bunimg  oC  33 ;  unserviceable, 
how  restored,  33 ;  storage  and  preser- 
vation of,  34 ;  history  of,  35 ;  transpor- 
tation o^  35 ;  effects  of,  35 ;  phenom- 
enon of  explosion  of^  38 :  ignition  oC 
38;  combustkn  oi,  progressive,  40: 
influence  of  purity  and  proportioos  of 
ingredients  on  combu.stion,  4 1 ;  influ- 
ence of  density  of,  on  velocity  erf"  com- 
bustion. 43 ;  effects  of  trituration  of  m- 
gredients,  43 :  velocity  of  combustion 
of,  increased  by  moistening  and  sub- 
sequent dr}'ing,  44  ;  law  of  formation 
of  ga.seous  products  from.  44 ;  combus- 
tion of  a  spherical  grain  oC  45 :  com- 
bustion of  a  polyhedral  g^in  oC  46: 
combustion  of  a  grain  of  ordinary.  47 : 
infiammution  of.  49;  influence  of  the 
size  of  the  grain  of.  on  combustion.  49 : 
velocity  of  inflammation  of,  diminished 
by  compression  {note)  52 ;  products  of 
the  combustion  of,  52 :  gaseous  prod- 
ucts resulting  from  the  combustion  oC 
53  ;  for  war  purposes,  proportions  o£ 
53;  temperature  of  tlie  gaseous  pro- 
ducts of,  54 ;  determination  of  the  force 
of,  55;  relation  between  the  density 
and  force  of,  56 ;  density  of  the  gases 
developed  in  tlie  combustion  oC  58; 
force  of,  when  inflammation  is  instanta- 
neous, 58 ;  force  of,  when  inflammation 
is  not  instantaneous,  60 ;  density  of  a 
cylindrical  charge  of,  62;  expansive 
force  of  instantaneous  or  progressive 
inflammation  of,  66 ;  results  on  vekxt- 
ty,  of  various  densities  ol|  67 ;  for  prov- 
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ing  CAnnoD,  306;  injuries  to  cannon 
from,  208 ;  in  pjrotechny,  345 ;  exper- 
iments with,  533. 
Guns,  ancient,  106;  distinguishing  char- 
acteristics oC,  166;  how  proved,  206; 
how  pointed,  439;  for  sea-ooast  ser- 
vice, 190;  tnyectorj  of  projectiles  ot, 
414-418. 

Halberd,  271. 

Uale's  rocket,  98. 

Hand-arms,  ancient,  270;  classification 
of,  277;  general  principles  of^  277. 

Hand-g^nade,  79 ;  description  of  Ketch- 
um^s  {note),  80. 

Handles  of  bronze  field-pieces,  163. 

Handling  the  sabre,  283. 

Hardening  and  tempering  steel,  326. 

Hardness  a  necessary  quality  in  cannon 
metal,  137. 

Hardness  of  wrought  iron,  144. 

Harness  for  artillery  horses,  215. 

Haversack,  giumer's,  for  carrying  cart- 
ridges, 252. 

Hazard's  gunpowder  compared  with  Du- 
pont's,  534. 

Head-gear  of  artillery  horses,  218. 

Heavy  charges  for  cannon,  120. 

Helmet  and  cuirass,  description  of)  286. 

History  of  gunpowder,  35;  of  rockets, 
102;  of  cannon,  104;  of  small-arms, 
270;  of  ballistics,  382. 

Hollow  projectiles,  cavities  of)  how  made, 
89;  inspection  ot,  91,  92. 

Hollow-shot,  various  denominations,  77. 

Hotchkiss'  rifie-projectile,  536. 

Hot-shot,  hay  wads  used  for,  355 ;  how 
prepared  and  used,  372. 

Hounds  of  the  field  limber,  231. 

Howitzers,  ancient,  107 ;  characteristics 
and  uses  of  the,  166;  for  mountain 
service,  183;  for  siege  purposes,  186; 
weight  of,  180;  for  sea-coast  service, 
193;  how  proved,  *iOG;  how  pointed, 
439;  trajectory  of  projectiles  of,  414- 
418;  mountain,  range  of,  463. 

Howitzer  carriages,  construction  of,  234. 

Hutton  on  tlie  paths  of  projectiles.  383 ; 
experiments  of,  in  relation  to  the  forms 
of  projectiles,  4 1 0. 

Hygrometric  qualities  of  gunpowder,  32. 

Ignition  of  gunpowder,  38. 
Implements  and  equipments  for  artillery, 

251. 
Incendiary  fireworks,  370. 
Incendiary  match,  how  nuulo,  373. 
Inclination  of  grooves  in  rifted  flre-ftmii, 

175;  limit  of,  179. 
Inclination  most  luitabto  for  grooTM  in 

rifled  fire-arma,  179. 


Incompressible  fiuid.  resistance  of,  403. 

Incorporating  ingredients  of  gunpowder. 
23. 

Infantry,  effect  of  field  artillery  against, 
489. 

Inflammation  of  gunpowder,  49 ;  drcnm- 
stances  influeilcing  the  velocity  of,  SO; 
force  developed  by  instantaneous,  58 ; 
force  developed  by,  when  not  instan- 
taneous, 60. 

Ingredients  of  g^mpowder,  31. 

Initial  velocity,  of  gunpowder,  29;  of 
projectile  from  rified  fire-arms,  174; 
with  American  small-arms,  316-319; 
of  projectiles,  384;  causes  affecting, 
387 ;  formula  for,  385 ;  practk»l  rule 
for,  387 ;  determination  of)  by  experi- 
ment, 388 ;  of  a  mortar-shel^  to  find, 
421 ;  causes  which  affect,  424. 

Initial  velocities,  table  of,  with  service 
charges,  387 ;  tables  of  values  for,  508, 
514. 

Injuries  to  cannon,  caused  by  service, 
207  ;  from  the  projectile,  209. 

Inspection  of  gunpowder,  27 ;  of  projec- 
tiles, 90;  of  cannon,  200,  201;  of 
bronze  cannon,  204 ;  of  sword-blades, 
289 ;  of  small-arms,  327 ;  of  arms  in 
service,  336. 

Inspection  marks  on  cannon,  207. 

Inspection  report  as  to  the  qualities  of 
gunpowder,  30. 

Instruments  for  the  inspection  of  hollow 
projectiles,  91 ;  for  tixe  inspection  of 
cannon,  200. 

Interchange  of  parts  in  similar  arms, 
320,  339. 

Interior  form  of  cannon,  116. 

Iron  cannon,  how  proved,  206. 

Iron  ores  used  by  the  United  States 
government  for  the  manufacture  of 
cannon,  146. 

Iron  parts  of  a  gun-carriage,  227. 

Iron-platcd  ships,  the  smaller  sea-coast 
guns  useless  against,  189;  efiects  of 
projectiles  on,  472. 

Iron  sling-cart,  for  moving  cannon,  249. 

Irreparable  arms,  339. 

James'  rifle,  dimensions  of,  319 ;  projec- 
tile for,  536 
Javelin,  Roman,  271. 
Jets,  in  movable  fireworks,  379. 

Knob  of  the  cascable,  163. 

Laboratory,  military,  how  it  should  be 
situated,  342 ;  precautions  to  be  used 
in,  343. 

Lackering  projectiles,  93. 

Lsdle,  for  withdrawing  projectiles,  252. 


544 


INDEX. 


Lampblack  in  pjrotechnj,  346. 

Lance,  dcflcription  of  the^  279;  advan- 
tages of  the  use  of  the,  280 ;  mode  of 
carrying  on  horseback,  280. 

Lanoe,  Macedonian,  270. 

Lance,  in  ornamental  fl^eworka,  377. 

Land- batteries,  advantages  of,  502. 

Large  cannon  for  se»-coast  batteries,  189. 

Law  of  resistance,  402. 

lioad,  projectiles  of;  72. 

Length  of  barrel,  of  portable  flre-arma, 
294 ;  influence  of;  on  velodtj  of  pro- 
JectUe,  294. 

Length  of  bore,  of  firearms,  influence 
of,  on  velocity  of  projectile,  127 ; 
effect  of,  on  maximum  charge,  131 ; 
experiments  to  determine  the  influ- 
ence of,  128;  of  field  cannon,  180;  of 
siege  gims,  185. 

Length  of  projectiles,  effect  oC  1 75. 

Length  of  stock  of  field  carriages,  233. 

Level  gunner's,  description  oC,  254. 

Lever-jack,  250. 

Dfting-jack,  250. 

Light-artillery  sabre,  description  c€,  284. 

Light-balls,  374. 

Light-barrel,  how  constructed,  376. 

Light  charges  for  cannon,  121. 

Limber,  object  of  the,  230;  for  siege 
carriages,  240. 

Limbering,  difficulty  of  the  old  system 
of,  232. 

Line  of  fire,  definition  of,  437. 

Line  of  sight,  defiuition  of,  436. 

Liquid  compositions  for  fireworks,  356. 

Load  of  pack-horses,  213;  of  artillery 
horses,  215  ;  of  field  carriages,  233. 

Loading  Armstrong  gun,  529. 

Loading  cannon,  implements  for,  251. 

Loading  tire-arms,  435;  improvements 
in.  276. 

Loading  rifles,  various  modes  of,  307. 

Lock  of  a  -pDrtablo  fire-arm,  295 ;  con- 
ditions to  Ik?  fulfilled  in  the  construc- 
tion of,  29G;  iuspeciion  ot,  330;  de- 
fects in,  3.18. 

Lock  of  a  rilio-muskct.  how  cleaned,  334 ; 
how  taken  apart  335. 

Locking   wheels   of  artillery   carriages,  , 
233. 

Lodgement,  injury  to  cannon  caused  by, 
209  ;  meant*  used  to  prevent,  210. 

Longitudinal  8truin  upon  canncin.  154. 

Long  rungoH  of  siege  cannon,  403. 

Loss  of  velocity  by  resistance  of  the  air, 
406. 

Louis  Napoleon's  svstem  of  artillery, 
112. 

Lubricant  for  fire-arms,  315. 

Macedonian  lance,  270. 


'  Machines  and   imp&ementa  for  artfllerv, 
248. 

Magnus,  Prof,  apparatua  devised  bv, 
428. 

Mallet*8  monster  mortar,  bow  oooatnict- 
ed,  160. 

Manoeuvre  of  artillery  carriage,  imple- 
ments for,  256 ;  of  the  15-iDch  oolnm- 
biad,  533. 

Manceuvring  handspike  for  aeA-ooast 
carriages,  257. 

Manufacture  of  cannoii,  194 ;  of  amaD- 
arms,  320 ;  of  sword-blades,  287. 

Marirs,  inspection,  on  cannoii,  307. 

Marrons  in  signal  rodcets,  369. 

Martelk)  tower,  rapid  destruction  of  one 
with  rifle  prqiectiles,  485. 

Masonry,  effect  of  projectiles  on,  480. 

Matchlock,  description  of  the,  274. 

Materials  for  the  fabrication  of  cannon, 
138 ;  for  field  cannon,  181 ;  for  sea- 
coast  carriages,  243 ;  for  artillery  car^ 
riagea,  261-266 ;  for  pyroCechnyl  344- 
348. 

ifoCertd  of  artillery,  108. 

Maximum  charge  of  fire-arma,  130. 

Maynard  musket,  description  oC  306b 

Maynard's  primer,  how  made,  350. 

Maynard'i  self-priming  percuaaion  feck, 
297. 

Maynard*s  system  of  '*  p^ddng  the  joint** 
of  breech-loading  arms,  304. 

"  Mealed  powder,"  37 ;  in  pyrotedmv, 
345. 

Measure  of  deviation.  460. 

Measures,  for  charges  of  powder,  254. 

Mechanical  principles  determining  initial 
velocities,  384. 

Men's  harness,  258. 

Mercury  densimeter  for  gunpowder,  28. 

Metal  for  cannon,  qualities  desirable  in, 
132;  the  various  kinds  used,  138. 

Military  fireworks,  356. 

Mill-cuke,  pre.«sing,  24. 

Milling,  in  the  manufacture  of  small-arms, 
324. 

Minie,  form  of  projectile  proposed  bv, 
309 ;  his  rifle  projectile,  311. 

Model,  wooden,  for  moulding  cannon, 
195. 

Models  for  ordnance  maHrul,  268. 

Molten  iron  used  for  incendiary  purposes 
(nofc-X  372. 

Momentary  efibrt  exerted  by  draught- 
horses,  214. 

MordecaL  Major,  results  of  experiments 
of,  with  gun-cotton,  69;  experiments 
of;  on  ihe  influence  of  length  of  borei, 
129. 

Mortar,  nitre  obtained  from,  12. 

Mortar,  a  term  applied  to  early  cannoo, 
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104;  ancient,  106;  characteristics  and 
uses  of,  167  ;  for  siege  purposes,  186; 
form  o^  adopted  in  1861,  187  ;  spheri- 
cal case-shot,  for,  188;  how  proved, 
206 ;  inspection  of^  20-i ;  how  pointed, 
142  ;  fire  of,  in  attack  or  defence,  499 ; 
case-shot  fire  of^  in  attack  or  defence, 
501 ;  uncertainty  of  the  fire  of,  from 
shipboard,  504. 

Mortar-fuze,  description  of  the,  361. 

Mortar-platform,  how  constructed,  242. 

Mortar-scraper,  254. 

Mortar-shells,  79;  bursting-charge  of, 
355 ;  table  of  times  of  flight  of,  401 ; 
table  of  ranges  of,  401 ;  to  find  the 
initial  velocity  of,  421 ;  how  fired,  436 ; 
fire  of,  464. 

Mortar-wagon  for  siege  purposes,  240. 

Motion,  equations  of,  406,  409. 

Motion  of  rockets,  95,  96 ;  of  a  projectile 
in  vacuo,  395. 

Mottled  irou,  characteristics  of,  148. 

Mould  for  casting  cannon,  how  formed, 
196.  • 

Moulding  cannon,  process  of,  195. 

Mountain  ammunition,  351. 

Mountain  cannon,  183. 

Mountain  howitzer,  183  ;  ranges  of,  517. 

Mountain  howitzer  carriage,  requisites 
of,  237  ;  description  of,  238. 

Mountam  shells,  range  of)  463. 

Mountings  of  portable  fire-arms,  300; 
inspection  ot,  330. 

Mountings  of  rifle-musket,  how  cleaned, 
334. 

Movable  pieces  of  fireworks,  378. 

Mulos  as  pack-animals,  213. 

Multipliers,  tables  of,  505. 

Musket,  iut reduced  by  Charles  V ,  274 ; 
de.scription  of  Maynard's,  306 ;  boxes 
for  packing,  330. 

Musket-barrels,  how  made,  321 ;  how 
browned,  327 ;  defects  in,  337  ;  dur- 
ability of,  339  ;  strength  of,  340. 

Mutzig,  trials  made  at,  as  to  the  strength 
of  muaket-barrels,  340. 

Muzzle  of  cannon,  116;  enlargement  of, 
210. 

Nail-ball,  75. 

Napoleon  field-gun,  description  of,  182; 
advantages  and  disadvantages  of.  183. 

Natural  angle  of  sight,  116,  181;  of  siege- 
mortars,  187. 

Natural  line  of  sight  on  cannon,  how 
marked,  207. 

Natural  point-blank,  definition  of,  438. 
Natural  steel,  140. 

Nave-box  of  the  artillery  carriage,  227. 
Navez,  Captain,  ballistic  machine  of,  389. 
Neck  of  cannon,  115. 
35 


Newton  on  the  path  of  projectiles,  382. 

Night-firing,  444. 

Nitrate  of  soda,  15. 

Nitre,  preservation  of,  12 ;  refining  of. 
12  ;  for  laboratory  use,  344. 

Nitre-beds,  how  made,  11. 

Nomenclature  of  artillery  carriages.  225 ; 
of  cannon  of  old  pattern,  114;  of  artil- 
lery carriage-wheels,  220 ;  of  portable 
fire-arms,  291 ;  of  a  percussion  lock, 
296. 

Oak,  effect  of  projectiles  on,  474,  481. 

Objects,  distance  ot,  how  estimated,  446. 

Oblong  bullet,  description  of,  used  in  the 
United  States  service,  77. 

Oblong  projectiles,  superiority  of,  74; 
trajectory  of,  423  ;  deviation  of,  431. 

Offensive  and  defensive  fireworks,  376. 

Ordnance  and  ordnance  stores,  what  con- 
stitute, 108. 

Ores  of  iron,  used  for  the  manufacture  of 
cannon,  146. 

Ornamental  fireworks,  376. 

Pack-horse,  work  of,  to  be  regulated,  212. 
Packing    gunpowder,    30 ;    arms,    330 ; 

small-arm  cartridges,  349. 
"Packing  the  joint"  of  breech-loading 

arms,  302. 
Painting  artillery  carriages,  268. 
Paper,  laboratory,  classes  of,  347. 
Paper  shells,  how  made,  380. 
Parrott  rifle-gfun,  how  constructed  (nofe), 

150 ;  how  mounted  {note)y  234 ;  ranges 

of,  522. 
Parrott's  rifle  projectile,  636. 
Pass-box,  for  carrying  cartridges,  252. 
Patch,  mode  of  using  with  rifles.  308. 
Pattern  for  moulding  cannon.  195. 
Pendulum  hausse,  how  used,  255. 
Penetration  of  projectiles.  476;  of  the 

rifle-musket  bullet,  486. 
Percussion  bullets,  how  made,  83. 
Percussion  caps,  description  of,  350. 
Percussion  fuze,  description  of,  365. 
Percussion  lock,  nomenclature  of,  296. 
Perriere,  an  early  form  of  cannon,  106. 
Petard,  explosive,  thrown  aside,  376. 
Petard,  in  ornamental  fireworks,  377. 
Petronel,  description  of  the,  274. 
Pig-iron,  character  of,  146 ;  density  and 

tenacity  of,  147. 
Pike,  the  ancient,  270. 
Piling  of  cannon-balls,  93. 
Pmtle,  the  centre  of  the  chassis  of  sea- 
coast  gim-carriages,  246. 
Pintle-hook  of  the  field-limber,  232. 
Pistol,  when  and  where  invented,  274. 
Pistol-carbine,  description  o^  318. 
Pistol  cartridge,  how  made,  350. 
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Pitch  in  prrotediny,  347. 

Fitclied  faiiciueiS,  for  incendiary  purpoeea, 
374. 

Plane  of  fire,  definition  of,  437. 

Plane  of  rupture  of  abells^  84. 

Plane  of  Hi^ht,  definition  of,  437. 

Platforms  of  niege  pieces,  how  ooostruot- 
ed.  241. 

Plunfringf-fire,  459. 

Poiut-blunk,  definition  of.  437. 

Point  iuK  fire-anus,  435. 

Poiutiufr  ^ln^(,  implements  for,  254. 

Pointing  Bmull-anns,  445. 

Pok-  of  the  field-limber,  231. 

Poli^liinf?  a  sword-blade,  289;  small- 
anuH,  325. 

Poplar,  eliarcoal  for  (pmpowder  made 
from.  15. 

Portable  fire-arms,  290 ;  early  history  oC 
273  ;  calibre  of,  293. 

Port-firvj*,  compOHition  oC  359. 

Position  of  the  centre  of  g^vity  of  pro- 
jectiles, 178. 

Pot  of  si^ial-rockots,  367. 

Potassa,  chlorate  of,  used  in  the  manu- 
fiicturt*  of  t^npowder,  14 ;  in  pyro- 
techny,  344. 

Powder,  pn>ix.'r  charfre  oC  for  elongated 
bullets,  314  :  see  Gunpowder. 

PowdtT,  round,  25. 

Powder-proof  of  cannon,  205. 

Praotiwil  rule  for  initial  velocity,  387. 

Prairie  artillery  carriage,  description  of, 
238. 

Prairie-cannon,  1 83. 

Preciiution  in  usin>2:  fire-arms,  336;  against 
accidents  in  pyroteclmy,  343  ;  in  load- 
ing cannon.  435. 

Preponderance  of  cannon,  161  ;  mortars 
and  coluinbiads  now  made  without 
(notr),  162'  of  the  siege-howitzer.  186, 

Preservation  of  gimjx)wder.  34 :  of  can- 
non-balls. 1)3 ;  of  artillery  harness,  219; 
of  artillery  cjirriagea,  259 ;  of  timber. 
265 ;  of  arms  in  .service,  332. 

Pressure  in  tlio  bore  of  the  15-inch  col- 
unibiad.  532. 

Priiniug-wire,  for  pricking  cartridges, 
253. 

Pritchett  bullet,  how  made.  313. 

Projectile  arms,  ancient,  271. 

Projectil*'  lorev  of  gun-cotton,  69. 

Projectiles,  materials  of.  71  :  advantages 
of  spherical,  73  ;  centre  of  gravity  <*\\ 
74  ;  oblong.  suj)eriority  of  the  form  of. 
74  ;  s«)li<l.  tor  what  j>uqK>Si'S  adapted. 
75 ;  fabrication  (»f,  MS ;  hollow,  cavi- 
ties of.  how  made,  89;  inspection  of. 
90  ;  maximum  velocity  of.  on  what  de- 
pendent, 1 29 ;  proportion  of.  to  weight 
of  charge,  131 ;  viith  flanges,  for  rifles, 


168;  constructed  on  m 
I  principle,  169;  effect  of  length  oC  ITS: 
influence  of  the  resistance  of  the  nr 
upon.  177;  effect  of  the  positkio  of  ths 
centre  of  gravity  o(^  178;  afaeUi  ind 
hot-shot  the  best  for  sea-coast  \(k' 
teries,  189;  injuries  to  cannon  fraa, 
209 ;  for  small-arms,  307  ;  of  the  Whit- 
worth  rifle,  311 ;  initial  vekxatr  oC 
383;  fall  o^  in  the  air.  404;  theory  in 
relation  to  the  form  of,  409;  oUod^ 
trajectory  of,  423;  deviation  oC  424; 
concentric  effect  of  rotation  on.  427 ; 
eccentric  effect  of  rotation  on.  427;  . 
oblong,  deviation  of,  431 ;  smiUer 
tlmn  the  bore,  how  used,  435 :  eflectt 
of.  47 1 ;  of  the  Armstrong  gun,  528. 

Projections,  omitted  on  the  surface  d 
cannon  of  late  construction,  160. 

Prolonge.  a  stout  hempen  rope,  258. 

Proof  of  gunpowder,  27 ;  of  cainnon.  205; 
of  sword-blades,  289;  of  scabbard. 
290. 

Properties  of  bronze,  1 39 ;  of  ste^  141 

Props  of  cliassis  rails,  247. 
'.  Puddled  steel  how  obtained.  142. 
j  Pulverizing  chanx>al.  23. 
:  Pyrotechny,  definition  of.  342 ;  buildingl 
for,  342  ;  precautions  against  aocideDts 
in,  343  ;  materials  for,  344-348. 

Pyroxile,  or  £^n-cotton,  G8i. 

Quadrant,  gunner's,  256. 
Quei»n  Anne's  pocket-piece,  106. 
i  Quick-match,  description  of  359. 

Rail  j)latform,  how  constructed,  242. 

Rununer-head  used  in  the  inspection  of 
ciinuon,  201. 

Rammer-head  for  loading  cannon.  251 

Rjimimrt  grenade.  79. 

Ramrods  of  {K>rtable  fire-arms,  301 ;  in- 
spection of  329. 

Range,  to  determine,  422  ;  definition  OC^ 
439. 

Range  of  field  artillery,  462,  463.  488 : 
of  siege-cannon,  493 ;  of  the  Arm- 
'  strong  projectile,  530 ;  of  artiUeiy. 
516^523. 

Ranges,  table  of  values  for  calculation  oC 
507,  513. 

Ranges  of  mortnr-shells.  table  of.  401. 

Rangi^s  obtained  with  Captain  Rodman's 
15-inch  columbiad,  532. 

Rapidity  of  fire,  448. 

Rear-sight  of  portable  fire-arma,  299: 
aiming  without,  300. 

Rear-sights,  gradiuttion  oC  445. 

Recoil.  increa*«e  oH  greater  than  increase 
of  charge,  130;  diminished  by  appli- 
cation of  weights,  137. 
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Reinforce  of  cannon,  115. 

Rejected  cannon,  how  marked.  207. 

Repairs  of  artillery  carriages,  259. 

Resistance  of  the  air,  402 ;  effect  oC  on 
a  ritle-projectile,  177;  loss  of  velocity 
by.  406. 

Retempering  a  sword-blade,  288. 

Ricochet  fire,  450;  when  used,  452; 
practical  rules  for,  453 ;  of  field  artil- 
lery, 492 ;  of  sea-coast  batteries,  604.' 

Ricochet  firing,  cartridge  bag  for,  354. 

Rifle-cannon,  hardness  of  metal  neces- 
sary to,  137;  definition  of,  167; 
breaching  with,  485. 

Rifled  fire-arms,  form  of  groove  of,  171 ; 
variable  g^roovo  of,  172;  limit  of  incli- 
nation of  g^rooves  in,  179. 

Rifle-grooves,  points  to  be  observed  in 
constructing,  294. 

Rifle-guns,  ranges  of,  522. 

Rifle-musket,  description  of  the,  31G;  how 
dismounted  332  ;  trials  of  strength  of, 
340;  cartridge,  349;  bullet,  penetra- 
tions of^  486. 

Rifle-projectiles,  different  systems  of,  535. 

Rifle 'siego-gun,  description  of  (/^ofe),  184. 

Rifles,  how  classified,  168;  invention  and 
history  of  tlie,  275 ;  original  mode  of 
loading,  308;  as  distinguished  from 
the  ritie-muskct,  317 ;  American  sport- 
ing, 319. 

Riml)aso8of  cannon,  116;  description  of^ 
162. 

Robins,  elongate<l  projectiles  proposed 
by,  309;  on  the  piith  of  projectiles, 
383 ;  deviation  by  rotation  discovered 
by,  431. 

Rockets,  theory  and  construction  of,  94 ; 
motion  of,  95 ;  origin  of  movement  in, 
96;  guiding  principle  of,  97;  Hale's 
system  for  guiding,  98 ;  Congreve's  sys- 
tem for  guiding,  99 ;  how  fired,  99 ; 
sig^l  and  war,  99 ;  form  of  trajectory 
o^  100 ;  effect  of  wind  on  the  trajec- 
tory of,  101;  history  of,  102;  advan- 
tages claimed  for,  over  cannon,  102; 
kinds  used  in  tlie  United  States  ser- 
vice, 103;  signal,  principal  parts  of, 
366. 

Rodman,  Captain,  experiments  of,  with 
cake-powder  (noU),  49;  experiments 
o^  in  relation  to  the  density  of  gases 
inote)^  58 ;  plan  of.  for  cooling  cimnon 
rrom  the  interior,  130 ;  plan  of.  for  de- 
termining the  force  of  the  charge  in 
fire-arms,  152 ;  experiments  of,  on  the 
force  of  cake  and  grained  powder  (note)y 
153 ;  his  formula  for  calculating  the 
exterior  form  of  large  cannon  (nofe), 
157 ;  great  improvements  of,  in  cast- 
ing large  guns,  531. 


Roller  handspike,  for  new  sea-coast  car- 
riages, 257. 

Rolling  fire,  458. 

Rolling  friction,  223. 
,  Rolling  musket-barrels,  321. 

Roman  candles,  how  made,  380. 

Rope  matting  impenetrable  to  small-arm 
projectiles,  487. 

Rosin  in  pyrotechny,  347. 

Rotation,  initial  velocity  of,  in  rifle-pro- 
jectiles, 174;  a  principal  cause  of  de- 
viation of  projectiles,  425;  effect  of, 
in  producing  deviation,  427;  of  the 
earth,  influence  of,  in  producing  devia- 
tion, 434. 

Round  bullets,  denomination  of,  76. 

Round  powder,  how  made,  25. 

Rules  for  firing  to  effect  a  breach,  484. 

Rules  for  ricochet  fire,  453. 

Kumford,  Count,  experiments  of,  on  the 
combustion  of  gunpowder,  54 ;  eprou- 
vette  U8e<l  by,  for  determining  the 
force  of  gimpowder,  55. 

Rupture  of  cannon,  tendency  to,  greatest 
from  tangential  force,  156. 

Rupture  of  shells,  84. 

Sabot,  description  of  the,  351. 
^  Sabre,  the  ancient,  271;  best  construc- 
tion of  for  liandling,  283 ;  description 
of,  284. 

tSaddle  of  the  artillery  horse,  218. 

Saltpetre,  description  of,  9 ;  whence  ob- 
tained, 10;  test  of  rougli,  13;  test  of 
pure.  14 ;  quantity  of,  in  gunpowder, 
31. 

Sand,  the  best  kind  for  moulding  cannon, 
196. 

Sarissa,  or  Macedonian  lance,  270. 

Sawyer's  ritle-projectile,  536. 

Saxon,  in  movable  fireworks,  379. 

Scabbard,  uses  and  material  of  the,  285 ; 
proof  of,  290. 

Schenck's  ri He-projectile,  536. 

Schonbcin,  Prof.,  gun-cotton  discovered 
by,  68. 

Schwartz,  Berthold,  explosive  properties 
of  gun{X)wdor  discovered  by,  36. 

Science  of  gunnery,  382. 

Scratches  in  cannon,  210. 

Screw-jack,  used  in  g^reasing  carriage 
wheels,  259. 

Sea-coast  ammunition,  353. 

Sea-coast  cannon,  188  ;  various  kinds  of, 
190 ;  rapidity  of  fire  of,  449 ;  employ- 
ment of,  502. 

Sea-coast  carriages,  classification  of,  243 ; 
various  kinds  of,  247. 

Sea-coast  defenoe,  fires  advantagreous  in, 
503. 

Sea-coast  fuze,  description  of,  363. 
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Sea-coast  gon-carriages,  243. 

Sea-coast  guns,  ranges  oC  519. 

Sea-coast  howitzerSf  descriptkm  aC,  193 ; 
ranges  oC  519. 

Sea-coast  howitzer  shell,  79. 

Sea-coast  mortars,  descriptkm  of,  193; 
the  new  {note},  194;  range  of,  521; 
ranges  with  tlie  13-inch,  523. 

Sea-coast  shells,  range  and  force  of^  464. 

Searcher,  201. 

Seasoning  and  preserving  timber,  265. 

Seat  of  the  diarge  of  cannon,  120. 

Second  reinforce,  thickness  of,  158. 

Self-priming  percussion-lock,  Majnard*s, 
297. 

Serpents,  in  fireworks,  how  composed, 
368. 

Sharp's  system  of  "  packing  the  joint*'  of 
breech-loading  arms,  303. 

Shear-steel,  various  kinds  of,  141. 

Shell-hooks,  254. 

Shell-plug  screw,  253. 

Shells,  material  and  denomination  of,  77 ; 
spherical,  description  of,  78;  diarge 
of  rupture  of,  84 ;  loss  of  gas  by  the 
the  fuze-holes  of,  87 ;  strapped  to 
sabots,  354;  8er\'ice  bursting-charges 
of,  355 ;  loaded  as  carcasses,  372 ; 
paper,  how  made.  380;  French  mor- 
tar, table  of  times  of  flight  of,  401 ; 
force  and  range  of,  463. 

Shod  handspike,  for  mortars,  257. 

Shot,  in.spectioD  oC  90 ;  for  proving  can- 
non, 20G;  wedged  in  cannon,  how 
drawn  out,  261. 

Shrapnel,  Colonel,  spherical  case-shot 
perfwted  by,  82. 

Shrapnel  tiring,  465. 

Sio^o  und  8ea-iHxiKt  ammunition,  353. 

Siegt'-oannon,  1 H4 ;  rapidity  of  fire  of, 
449 ;  employment  of,  493. 

Siege-<.iirriajrc»H,  various  kinds  of.  239. 

Siege  gun-carriage,  construction  of,  239. 

Siegi»-gtins,  characteristics  of,  184 ; 
ranges  of,  518. 

Siege-liowitzer.  dewription  of,  186;  fire 
of,  ill  attack  or  defenw,  497  ;  ranges 
of,  519. 

Siege-inortars,  description  of,  186;  bed, 
how  eonstruoted,  241  ;  ranges  of,  521. 

Siege-shells,  uses  of,  464. 

Sights  of  |K)rtable  lire-arms,  298. 

Signal-rockets,  9*J ;  principal  parts  of, 
366. 

Signals,  fireworks  for,  366 

SinojK*.  destruction  of  the  Turkish  fleet 
at,  by  Russian  shells,  189. 

Skelp  of  a  sword-blade,  287. 

Sky-rockets,  378. 

Sleeves,  gunner's,  254 

Sling,  the  andent,  271. 


Sling-carts,  wooden  and  iron,  249 
Slow-match,  description  d,  358 
Small-arm  firing,  469. 
Small-arm  projectiles,  307. 
Small-arms,  dassiflcatioD  oC  268 ; 

of  powder  for,  314 ;  dififerent  kinds 

316;  manufacture  of.  320;  u 

of,  327 ;  ammunition  for,  348 ; 

tory  of  projectiles  of.  4 1 4,  4 1 8 ; 

*  ty  of  fire  of,  449 ;  how  pointed,  445. . 

Soda,  nitrate  of,  15. 

Solid-shot,  dassification  oC  75 ;  [wmM    tm 

tions  of,  478 ;  when  broken,  478,  4^^  J 
SoUd-shot  firing.  462. 
Solubility  of  nitre,  9. 
Sparks  in  fireworks,  how  produced.  346;. 
Spherical   case-shot,  description  oC  8?; 

fabrication  of,  88;    for  mortars,  189; 

late  improvements  in,  466 ;  effect  oC 

from  rifle-cannon,  467. 
Spherical  diamber  of  firearms.  123. 
Spherical  projectiles,  advantages  at,  73 
Spherical  shells,  description  of.  78. 
Spiking  cannon,  process  of.  260 
Spirits  of  tur|x?ntine  in  pyrotechny,  347 
Splinter-lmr  of  the  field-limber.  231. 
Sponge,  for  cleaning  out  cannon,  251. 
Sponge-bucket,  for  washing  bore  of  cu- 

non.  258. 
Spontoon,  or  half- pike,  271. 
Sporting  rifie,  American.  319 
Springfield,  Mass.,  United  States  armory 

at,  320. 
Sprue,  used  in  casting  cannon,  1 96. 
Stand   of  ammunition,    bow   composed, 

3:>1. 
Star-gauge,  200. 
Stars  of  sifimal  rockets,  367 
Steamer  Princeton,  why  the  large  wrought 

iron  gun  burst  on,  144. 
Stei'l   as   a   material   for    cannon.  139: 

characteristics  of.  140;  properties  oC 

142;  l)ainas<'us,  how  made,  287;  how 

hardened  ami  temi)ered,  326. 
Steel  plates  and  iron,  comparative  resist- 
ance of,  to  j>roji'cliles.  474. 
Stick  of  signal-nx'kets,  369. 
Stock  of  an  artillery  carriage,  225. 
Stock  of  portable  tire-ann.«^  298 ;  defects 

in,  338;  inspection  of.  329. 
Stock  trail  system  of  artillery,  112. 
Stone  mortar,  uses   and   dimensi<ms  cC 

187;  charge  of.  465. 
Stone  projectiles,  71. 
Storage  of  gun|)owder,  34;  arms,  331. 
Storelinuse  for  artillery  harness.  219, 
Straightening  plates  of  musket-barrels. 

321. 
Straight  sword,  parts  oC  278. 
Strain  upon   cannon,  vanous  kinds  oC 

154. 
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Strapped  amniiuiitkiB,  353, 

Strapping  shells  described,  354. 

Straps  of  a  stand  of  ammunition,  352. 

Strength  of  cannon,  eflbct  of  form  of 
diamber  on,  124. 

Strength  of  material  of  cannon,  132, 134. 

Strength  of  musket-barrels,  340. 

Strength  of  wrought  iron,  143. 

Structure  of  rockets.  94. 

Sulpliur,  purification  oC  20;  properties 
of,  20 ;  quantity  oC  in  gunpowder,  32 ; 
the  tenacity  of  cast-iron  destroyed  by, 
149 ;  in  pyrotechny,  345. 

Snlphuret  of  antimony  in  pyrotechny, 
345. 

System  of  artillery.  108. 

Swaging,  in  the  process  of  making  mus- 
ket-barrels. 323. 

Sweden,  peculiar  form  of  cast-iron  can- 
non cast  in,  159. 

Swell  of  the  muzzle  of  cannon,  115; 
thickness  U,  159. 

Swiss  service  bullet,  314. 

Sword,  the  ancient,  271. 

Sword,  the  straight,  parts  of,  278. 

Sword-bayonet,  description  and  uses  of 
the,  281. 

Sword-blades,  manufacture  o(  287. 

Table  of  initial  velocities  with  sorvico- 
charges,  387. 

Tables  of  fire,  516;  purpose  of;  447. 

Tables  of  multipliers,  505. 

Tangential  strain  upon  cannoo,  1 54. 

Tangent-scale,  how  used  in  pointing 
guns.  255. 

Tar  in  pyrotechny,  347. 

Tar-buckct,  for  carrying  grease,  258. 

Targets,  construction  of.  461. 

Tarred-liukrt,  how  made  and  uwxl,  374. 

TartagUa  on  the  path  of  projectiles,  382. 

Telescopic  nights  of  tire-arms.  2'J9. 

Temperature,  iniporUmco  of,  in  tho  manu- 
facture of  charcoal,  1 7. 

Temperature  of  the  gaseous  products  of 
gunpowder,  54. 

Tempering  stoel,  326. 

Tempering  swonl-blndes,  287. 

Tenacitv  of  bronze.  139. 

* 

Tenacity  of  puddled  steel,  142. 
Theory  and  construction  of  rockets,  94. 
Thickness  of  the  metal  of  cannon,  151. 
Thouveniii,  form  of  projectile  proixjsod 

by,  309. 
Thrusting  arms,  277,  284. 
Thumbstull  for  closing  vent,  253. 
Tige,  or  spindle,  of  Colonel  Thouvenin, 

310. 
Tilted  steel  141. 
Timber,  for  artillery  carriages,  261-266 ; 

seasoning  and  preservmg,  265. 


Thne-f\ize,  description  oC  360. 

Times,  Uble  of,  for  West  Point  ballistic 
machine,  515. 

Tin,  bronze  cannon  injured  by  the  melt- 
mgof  the,  139. 

Torches,  prefMiration  and  use  of,  375. 

Tourbilliun,  desi'ription  of  the,  379. 

Track  of  field  carriiiKi>K.  233. 

Trail  lumdspike  for  field  carriages,  256. 

Tnyectory  of  nvkets,  100;  of  projetiiles, 
ancient  theory  resfH^cting,  382 :  in  the 
air,  412-424;  under  high  angles  of 
projection,  420;  of  obloii)?  projectiles, 
423 ;  tnie  and  ralculatiMl  423. 

TransporUU  ion  of  giniiK)wder,  35. 

Transvcrsi'  stmin  u|N)n  cannon,  155. 

Travelling-forge,  description  of,  236. 

Treailwell.  Trof..  plan  of,  for  (combining 
wrougbt-iriiu  and  east-iron  in  i.*unnou, 
150. 

Trees,  selection  <)f,  for  tinilKT  for  artil- 
len*  purjwses,  203  ;  defects  of  timber, 
265. 

Trem'h  cart,  for  use  in  trenches,  251. 

Trigger  of  i)ortal)lc  liri'-arms,  3(M). 

Tritunition,  intliu>nce  of.  on  the  cx>mbus- 
tibility  of  cliannud,  19;  etVect  of,  on 
the  ingreilicnts  of  gun|)owder,  43. 

Trunnion-gaug*',  20l. 

Trunnion- rule,  201. 

Trunnion-square,  UOl. 

Trunnions  <)f  cannon.  115;  description  of, 
160;  intlucncc  of  |)osition  of,  on  reixnl, 
160;  si/e  of,  d»'|K.*ndenton  recoil,  160; 
imiK)ruui(v  of  position  of.  on  siege  nnd 
sea-coast  cannon.  1G2;  verillcaition  of 
the  axis  of,  2 03. 

Trunnions  of  the  siege-howitzer,  186. 

Truck  for  moving  caiuion  in  casemates, 
250. 

Truck  handsi)ike,  for  sea-wxist  carriages, 

257. 
Tubo-j)ouch.  worn  by  a  cannonier,  252. 
Turning   cannon,    199;    musket-barrels, 

324. 
Turning  of  Hcld-carriagcs,  232. 
Turpentine  in  pyrotechny,  346. 
Twist,  the  inclination  of  a  rilie-gproove, 

171. 

Uniform  groove  in  ri(le<l  fire-arms,  171. 
Uniteil  States  service  bullet,  312. 
Unspikin^  cannon,  process  of,  261. 
Uses  to  which  cannon  are  applied,  180. 

Valicre's  svstem  of  artillery,  110. 
Values,  tables  of.  510-614. 
Variable  groove  in  rifled  fire-arms,  172. 
Vauban's  method  of  breachmg  walls,  482. 
Velocities  and  times,  tables  df  values  of, 
129,  512. 
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Velocity,  initial,  of  prttjectilefl.  383 ;  maxi- 
mum of,  dependent  on  what,  1 29 ;  loes 
oC  by  resistuuce  of  the  air,  406 ;  oauaea 
afflBCting,  424. 

Velocity  of  combustion  of  f^unpowder,  39. 

Venice  turpentine  in  pvrotedmy,  347. 

Vent,  small  loss  of  fortv  by  the  escape 
of  ^afl  throuffh.  119:  tuble  illustrating 
intiueoce  of  {>osition  oC  119. 

Vent  of  Arm.Htronj?  jfiin,  528. 

Vent  of  (*nniion,  ]»o8ition  of,  117;  size 
of,  117;  how  lx)red  200;  inspection 
of^  204 :  wear  of.  how  obviated,  208. 

Vent  of  fireworks.  358. 

Vent  of  rockets,  95. 

Vent-^auge?*,  201. 

Vent-piece,  copper,  adopted  for  rifle-gims 
(noUl  117. 

Vent-sean'her.  201. 

Vertical  flclil  of  lire  of  field-jpms,  181 ; 
of  siege-gtms,  185;  of  sioge-mortars. 
187 ;  of  tlic  now  coluoibiad,  192. 

Watle,  Major,  experiments  of,  with  eccen- 
tric shells,  430. 

Wads  (junk!  hay  and  ring),  bow  used, 
355. 

"Wagon,  battery,  236. 

War-dub,  ancient.  270. 

Warix)wder,  pro]x>rtion8  of  ingredients 
of,  in  tlie  United  States  service,  53. 

War-rockets,  99. 

Water,  ]K>netration  of  projectiles  into, 
480. 

Watering  bucket,  nrtiller>'.  258. 

Weapons,  ancient  defensive.  272. 

Weight,  recoil  diiiiinislied  by.  137. 

Weight  of  American  small-arms,  316- 
311>. 

Weiifht  of  barrel  of  jwrtable  tire-arms, 
2U1. 


Weight  of  cannon,  how  determined,  165. 

Weight  of  Held-guns  and  howitzers.  18QL 

Weight  of  projectile  and  powder  cf 
American  small-arms,  316-319. 

Weight  of  siege-guns,  185. 

Welding,  description  of  the  process  oC 
321. 

Welding  plates  for  musket-barrels,  321. 

West  Point  baUistic  madiine.  390-395; 
table  of  times  calculattil  for,  515. 

Wheels  of  artillery  carriages,  names  cf 
parts  of,  220;  objects  of,  221;  influ- 
ence of  size  of,  224;  greased  and  un- 
greased,  227 ;  sliould  be  of  the  same 
height,  233. 

WheeU  of  gun-carriages,  weight  of,  224; 
should  l^e  few  kinds  of.  224. 

White  iron,  characteristics  of.  148. 

White  pine,  cflfeet  of  projectiles  on.  475. 

Whit  worth  ritle,  method  of  loaiUng,  3iL 

Willow,  charcoal  for  gim|)owder  mada 
frcim,  15. 

Wind,  deviation  caused  by,  433; 
of,  on  the  trajectory  of  rockets,  lOL 

Windage,  loss  of  fonx'  from,  1 24. 

Wood,  eflect  of  projectiles  on.  474 ; 
tnitions  of  projectiles  into.  479. 

Wootz.  a  natural  steel  from  India.  140. 

Worm,  for  withdrawing  cartridges.  252. 

Wounds  made  by  thnisting-s words.  279. 

Wrought-iron.  projectiles  oC  72;  as  a 
material  for  cannon.  143:  for  artiDsrf 
carriages,  266;  effect  of  projectiles  oo. 
472. 

Wrought-iron  cannon  made  by  the  Phoe* 
nix  Iron  Co.  {notrl  144. 

Yataghan  of  the  Arabs,  283. 

Zomdorf.  effect  of  a  tield-cannon  ball  at 
the  battle  of,  4i«7. 
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